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PLAIN BEARING ELEMENT AND METHOD 
OF PRODUCING A WRAPPED PLAIN 

BEARING BUSHING 

This application claims priority to German Patent Appli 
cation No. 10 2004 060 258.1-14, ?led Dec. 15,2004. 

BACKGROUND OF THE INVENTION 

1. Technical Field 
The invention relates to a method of producing a plain 

bearing bushing. The invention also relates to a plain bearing 
element having a substrate material of metal, Which com 
prises holes ?lled With a plastics material exhibiting sliding 
characteristics. 

Plain bearing elements are in particular plain bearing bush 
ing, thrust Washers and ?at sliding elements. 

2. Related Art 
A Wrapped, metal/plastics composite bushing is knoWn 

from EP 0 802 338 B1, production of Which starts from a 
metallic blank containing holes, the blank being formed into 
a round shape such that the holes are deformed conically 
toWards the center of the bushing. The overlay is then injected 
into place in an injection molding or transfer molding 
machine, Wherein the holes are ?lled to anchor the overlay. 
On the other hand, bushings are knoWn Which are made of 

thick-Walled solid material (eg deva glide made by Federal 
mogul DEVA GmbH). The Wall thickness is approx. 5 mm to 
60 mm, so that blind bores may be introduced, Which are ?lled 
With a material exhibiting good sliding characteristics. Such 
composite material bushings With sliding material plugs are 
complex to produce, because the bores can only be introduced 
after manufacture of the bushing blank. 

SUMMARY OF THE INVENTION 

The invention provides a method With Which bushings 
having plugs exhibiting sliding material characteristics may 
be produced economically. The invention also provides rea 
sonably priced sliding elements. 
The method includes the folloWing steps: 
cutting a metal blank to siZe, 
introducing holes into the blank, each hole being provided 

With at least one inWardly projecting protrusion, 
inserting plugs of plastics material exhibiting sliding char 

acteristics into the holes and 
shaping the blank to form the bushing. 
The inWardly projecting protrusion of metal presses into 

the softer plastics material When the plug is introduced and 
holds it captive. Because the plugs are inserted prior to shap 
ing, an additional clamping pressure is exerted on the plugs on 
bending round to form the bushing due to the resultant hold 
deformation, this additional clamping pressure providing 
additional ?ling for the plugs. A cylindrical hole in the blank, 
for example, becomes a conical hole on shaping to form the 
bushing. 

The term hole means a through-hole or a blind hole. 

For the ?rst time, the method according to the invention 
makes it possible to produce bushings With holes ?lled With 
plastics material Which exhibit Wall thicknesses of 55 mm. 

The protrusion may extend over the entire depth of the 
hole, Which is the case especially When a through-hole has 
been punched out. HoWever, it is also possible to provide the 
protrusion at the opening edge of the hole, Wherein the pro 
trusion initially extends advantageously over the length of the 
hole and is then appropriately post-machined. In this case, it 
is advantageous for the protrusion to be provided at the open 
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2 
ing edge of the hole Which is on the inside of the ?nished 
bushing. On shaping of the blank, this protrusion is force d 
additionally into the plug material. 
The blank is preferably made from a copper alloy. The 

blank is preferably made from a copper-tin, copper-Zinc or 
copper-aluminum alloy. 
Round or polygonal holes are preferably introduced into 

the blank. Simple geometries are preferred for reasons of 
manufacturing technology. 
The protrusion is advantageously provided With a sharp 

edged tip. This simpli?es insertion of the plugs, because the 
protrusion is able to cut into the plug material. 

Preferably, therefore, the protrusion is of triangular form. 
The ?anks of the protrusion are advantageously rounded 

and merge into the contour of the hole. This has the advantage 
that complete ?lling of the hole With plug material is simpli 
?ed and the plug material rests tight against the hole contour 
in the area of the protrusion. 
The starting material for production of the plugs is prefer 

ably a rod of plastics material, for example, the external 
dimensions of Which correspond to the hold dimensions With 
out taking account of the protrusion, Wherein slices are cut off 
this rodto produce the plugs and the plugs are inserted into the 
holes. 
The rods may be produced by extrusion, for example. 

Cutting may be performed mechanically, for example, by 
means of saWing, Water jet cutting or the like. Another pos 
sibility is to press individual plugs With the required geometry 
on automatic presses, similar to the mass-production of sin 
tered parts. 
The plugs may be introduced into the holes in the substrate 

material manually or in semi- or fully automated manner. To 
this end, the plugs are positioned over the holes and then 
pressed or pushed into the holes. 
The plugs are preferably cooled to a temperature of below 

00 C. prior to insertion and inserted in the cooled state. It is 
advantageous for the plugs to be supercooled in dry ice or 
liquid nitrogen and then inserted. In this embodiment, no 
pressing force is needed to insert the plugs into the holes. 
The plugs inserted into the holes preferably have a thick 

ness equal to the Wall thickness of the blank, said holes being 
in this case through-holes. 
A preferred material for the plugs is PTFE. Fillers may be 

incorporated into the PTFE material. Preferred ?llers are 
graphite, MoS2 or WS2. The material should exhibit both a 
degree of plasticity and also elasticity. 
The plain bearing element according to the invention com 

prises a substrate material of at least one metal, Which com 
prises holes, Wherein each hole comprises at least one 
inWardly projecting protrusion and is ?lled With a plug 
inserted therein of plastics material exhibiting sliding char 
acteristics. 
The plain bearing bushings may exhibit Wall thicknesses of 

from 0.75 mm to mm With diameters of from 50 mm to 1500 
mm. 

The holes may be offset relative to one another. The 
arrangement and number of plugs depends on the ?eld of 
application. An offset, in particular overlapping, arrangement 
of the holes and thus of the plugs has the advantage that the 
plugs come into contact With the largest possible area of the 
rotating journal during rotation of the bushing. 
The holes are preferably round, oval or polygonal. 
The protrusion in the hole preferably comprises a sharp 

edged tip, Wherein the protrusion is preferably triangular in 
form. 

Preferably, the ?anks of the protrusion are rounded and 
merge into the hole contour. 
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The plugs preferably comprise PTFE, Wherein the plugs 
may also comprise ?llers, such as for example MoS2, WS2, or 
graphite. 

The bushings according to the invention are preferably 
used in hydraulic steel structures, the offshore industry, iron 
and steel Works, heavy machinery, crane and conveying plant, 
deep and surface mining machinery, and construction and 
earth-moving machinery. 

THE DRAWINGS 

Exemplary embodiments of the invention are explained in 
more detail beloW With reference to the draWings, in Which: 

FIG. 1 is a plan vieW of a perforated blank, 
FIGS. 2-4 are enlarged representations of three embodi 

ments ofa hole in area X of FIG. 1, 
FIG. 5 shoWs a section along line V-V through the hole 

contour shoWn in FIG. 2, 
FIG. 6 is a perspective vieW of a Wrapped bushing, and 
FIG. 7 shoWs a section along line VII-VII through the 

bushing shoWn in FIG. 6. 

DETAILED DESCRIPTION 

FIG. 1 shoWs a plan vieW of a blank 1 made of the substrate 
material 4. The blank is rectangular, such that a cylindrical 
bushing may be produced therefrom. The blank comprises 
holes 2, Which are distributed regularly over said blank. The 
holes are in an offset and overlapping arrangement, Wherein 
the offset in the transverse direction (perpendicular to the 
longitudinal direction of the blank) is less than half the hole 
spacing. 
The blank 1 and thus the substrate material 4 may consist of 

the folloWing alloys; CuSn7ZnPb, CuAllONi, CuSnl2. 
FIGS. 2 to 4 shoW various hole shapes on an enlarged scale. 

FIG. 2 shoWs a square hole 2' With four protrusions 3, Wherein 
a protrusion 3 is arranged on each side face of the hole 2'. 

FIG. 3 shoWs an oval hole 2" likeWise With four protrusions 
3 distributed evenly around the periphery of the hole. 

FIG. 4 shoWs a round hole 2 likeWise With our protrusions 
3 distributed evenly around the periphery. In plan vieW, the 
protrusions are triangular in form, Wherein the ?anks 311,!) are 
rounded and merge into the contour of the hole. 

FIG. 5 shoWs a section through the hole 2' according to 
FIG. 2 along line V-V. It is clear therefrom that the protrusions 
3 extend over the entire depth of the hole. In all cases, the 
holes are through-holes. Blind holes are also possible. 

FIG. 6 shoWs a Wrapped bushing 10 With plugs 11 in the 
holes 2. The arrangement herein is also offset. 

FIG. 7 shoWs a section along line VII-VII through the 
bushing 10 illustrated in FIG. 6. It is clear that substantially 
conical holes 2k have resulted from the originally cylindrical 
holes 2 in the blank according to FIG. 1. Due to shaping of the 
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bushing 10 and the reduction of its inner circumference, com 
pression of the plugs 11 located I the holes is achieved as a 
result of production of these conical holes. 
The additionally present protrusions 3 ensure that the plugs 

11 are held securely in the bushing 10. 

What is claimed is: 
1. A plain bearing element comprising: 
a substrate of at least one metal having a plurality of holes; 
at least one radially inWardly projecting protrusion extend 

ing axially along the length of the hole; and 
a plug inserted in each of the holes, the plug being of 

plastics material and exhibiting sliding characteristics 
and being compressed by the at least one radially 
inWardly projecting protrusion. 

2. The plain bearing clement as claimed in claim 1, Wherein 
the holes are arranged offset relative to one another. 

3. The plain bearing element as claimed in claim 1, Wherein 
the holes have a shape selected form either round, oval or 
rectangular. 

4. The plain bearing element of claim 1, Wherein the sub 
strate material consists of a copper alloy. 

5. The plain bearing clement of claim 1, Wherein the sub 
strate material consists of a copper-tin or copper-aluminum 
alloy. 

6. The plain bearing element of claim 1, Wherein the pro 
trusion comprises a sharp-edged tip. 

7. The plain bearing element of claim 1, Wherein the pro 
trusion is triangular in form. 

8. The plain bearing element of claim 1, Wherein the ?anks 
of the protrusion are rounded and merge into the contour of 
the hole. 

9. The plain bearing element of claim 1, Wherein the plugs 
consist of PTFE or comprise PTFE. 

10. The plain bearing element of claim 1, Wherein the plugs 
consist of PTFE With ?llers. 

11. The plain bearing element of claim 1, Wherein the plug 
consists of PTFE With graphite, MoS2 or WS2 ?llers. 

12. A plain bearing element of claim 1, having a Wall 
thickness of from 0.75 mm to 5 mm and With diameters of 
from 50 mm to 1500 mm. 

13. A plain bearing element comprising: 
a substrate of at least one metal having a plurality of holes 

extending axially betWeen ?rst and seconds ends; 
at least one radially inWardly projecting protrusion extend 

ing axially betWeen the ?rst and second ends of the hole; 
and 

a rod of plastics material being inserted in each of the holes 
and exhibiting sliding characteristics, and Wherein said 
at least one radially inWardly projecting protrusion com 
presses said rod to secure said rod in said hole. 

* * * * * 


