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URETERAL STENT 

FIELD OF THE INVENTION 

The present invention is related to ureteral stents, and more 
particularly, to methods and apparatus for preventing stent 
migration and re?ux ?oW. 

BACKGROUND 

Tubular prostheses, commonly referred to as stents, are 
used in a variety of medical procedures. For example, stents 
are often used in connection With assisting drainage from the 
kidney through the ureter, from the liver through the biliary 
ducts, from the dorsal or ventral pancreas through the pan 
creatic ducts, from the gall bladder through the cystic, 
hepatic, or common bile ducts, and the like. A leading reason 
for stent deployment in ducts is to provide drainage to cir 
cumvent a blockage. Blockage of ducts in the body can be a 
serious and very painful a?lliction that can result in death if 
not promptly and effectively treated. Blockages can occur for 
a number of reasons. For example, stones or debris from such 
stones can pass from the kidney into the ureter, Where they 
become entrapped. Similarly, stones or debris can pass from 
the gall bladder into the bile ducts, Where they become 
entrapped. Alternatively, cysts or tumors groWing against the 
outer Wall of the ducts can cause constriction of the ducts. 
Similarly, internal or duct Wall cysts or tumors can act to 
block ducts. 

The main function of ureteral stents, for example, is to 
bypass ureteral obstruction and to provide urinary drainage 
from the kidney to the bladder for a period of time, typically 
a feW days to several months. The ureteral stent is usually 
provided With drainage means such as a lumen for directing 
?uid from the renal pelvis to the bladder. Conventional stents 
include openings provided along the stent for communication 
With the lumen to aide in drainage. 

Early ureteral stents Were straight. As a result, after place 
ment into the ureter, these straight stents often migrated or 
Were expelled from the ureter as a result of peristaltic action 
by the ureter. Later ureteral stents, therefore, Were usually 
designed With means of retention on one or both ends of the 
stent. The retention means is intended to inhibit stent migra 
tion either upWard into the kidney or doWnWard into the 
bladder. Retention means that have been employed are in the 
form of hooks, pigtails, coils, corkscreWs, malecots, barbs, 
mushrooms, or any other practical shape that Will serve the 
purpose. 

In addition to varying lengths, ureteral stents are also made 
With varying diameters, e.g., from 3 French (1 mm) to 16 
French (5.28 mm), and typically, 4.5 French (1.5 mm) to 8.5 
French (2.8 mm), and varying degrees of hardness. Ureteral 
stents With smaller diameters are usually easier to insert but 
may provide insu?icient drainage, Whereas stents With larger 
diameters alloW for increasing drainage capacity through the 
ureter but may be di?icult to insert. 

Current urinary stents comprise a shaft commonly made of 
either single or dual durometer polymer material. Current 
shaft designs often have unique pro?le cross-sections and 
hydrophilic or anti-microbial coatings, for example. This 
shaft typically resides in the ureter to provide drainage of 
urine after ureteroscopy procedures. Stiff ureteral stents are 
easier to insert than are softer stents, but once inserted can 
lead to increased patient discomfort. Stiff stents are less likely 
to accommodate the dynamic urinary tract anatomy that 
stretches and relaxes. The relative push and pull of the kidney 
and bladder is not accommodated for, therefore increasing 
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2 
patient discomfort from contact irritation of the stent Within 
the anatomy. In addition, the lack of accommodation of the 
normal body movements increases the potential for the stent 
to migrate or dislodge from its intended location. 

Anecdotally, it is believed that the softer the material, the 
less irritation to the ureter, and the greater the patient comfort. 
The lack of stiffness makes it dif?cult to push the stent in 
place, hoWever. Hence for placement, a certain axial stiffness 
is built in Which equates to a high level of radial stiffness. Stiff 
stents are believed to be felt by the muscle spasm of the ureter 
potentially causing patient discomfort. Further, the axial stiff 
ness of current stents may not be ideal for comfort to the 
urinary tract anatomy Without being felt by the patient. 

Presently, most available stents are either made of silicone 
or of a harder polymer. Silicone may increase patient comfort, 
but because of the softness of silicone, it is more di?icult to 
guide the stent into the ureter. Once in the ureter, the softness 
of the silicone increases the likelihood of migration of the 
stent because rigid retention means are not available. 

Thus, although stents have been designed to address one or 
more of the above problems speci?cally, there are currently 
no devices incorporating features that can be used to bypass 
most of the aforementioned disadvantages. It Would thus be 
desirable to have a stent that provides one or more of the 

folloWing attributes, easy insertion or implantation, strong 
retention, and increase patient comfort. 

Urinary stent typically have a bladder curl made from a soft 
material to prevent migration and irritation. Patient discom 
fort from these stents come from a number of areas. One such 
area is that the bladder curl can rub and irritate the inside of 
the bladder, especially the sensitive trigone area. Another 
such area is that ?ank pain is perceived by the patient due to 
the re?ux occurring as the bladder voids and urine is pushed 
up through the stent lumen back into the kidney. 

BRIEF DESCRIPTION OF THE DRAWINGS 

Like reference numbers indicate corresponding elements 
in the ?gures. 

FIG. 1 is a front partial cross-sectional vieW of a ureteral 
stent Within anatomy in accordance With an embodiment of 
the present invention; 

FIG. 2A is a perspective vieW of a stent in accordance With 
the embodiment of FIG. 1; 

FIG. 2B is a perspective vieW of the stent proximal end 
portion comprising a retention disk and a valve in a pre 
deployed con?guration, in accordance With an embodiment 
of the present invention; 

FIG. 3 is a perspective vieW of the stent proximal end 
portion comprising a retention disk and a valve undergoing 
deployment, in accordance With an embodiment of the 
present invention; 

FIG. 4 is a perspective vieW of the stent proximal end 
portion comprising a retention disk and a valve in a deployed 
con?guration, in accordance With an embodiment of the 
present invention; 

FIG. 5 is a perspective vieW of a stent proximal end portion 
comprising a retention disk in a pre-deployed con?guration, 
in accordance With an embodiment of the present invention; 

FIG. 6 is a perspective vieW of the stent proximal end 
portion comprising a retention disk in a deployed con?gura 
tion, in accordance With an embodiment of the present inven 
tion; and 

FIG. 7 is a perspective vieW of the stent proximal end 
portion comprising a valve, in accordance With an embodi 
ment of the present invention. 
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SUMMARY OF THE INVENTION 

The present invention provides embodiments of medical 
devices that provide for ?uid drainage While both maintaining 
patient comfort. 
An embodiment of the present invention relates to a ure 

teral stent comprising an elongated tubular member having a 
body portion and opposed distal end portion and proximal 
end portion, the elongated tubular member de?ning a lumen 
therein; a retention disk comprising a plurality of generally 
axial, spaced-apart collapsable struts interconnected With a 
membrane to form a generaliZed tube With a retention disk 
lumen therein, the retention disk lumen in ?uid communica 
tion With the lumen of the body portion, the struts and the 
membrane couple to the body portion proximal end at a 
retention disk distal end and terminate at a retention disk 
proximal end, each strut having a WidthWise folding hinge 
substantially dividing the length of the strut, the struts 
adapted to have an expanded state Wherein the struts are 
unfolded and substantially straight, as Well as a free-resting 
state Wherein each strut folds in upon itself at the folding 
hinge to form an inverted umbrella-like disk-shaped con?gu 
ration; and a valve, Wherein the inverted umbrella-like con 
?guration provides a conformal shape to the ureteral ori?ce. 

DETAILED DESCRIPTION 

Reference Will noW be made to embodiments illustrated in 
the draWings and speci?c language Which Will be used to 
describe the same. It Will nevertheless be understood that no 
limitation of the scope of the invention is thereby intended, 
such alterations and further modi?cations in the illustrated 
devices, as such further applications of the principles of the 
invention as illustrated therein as being contemplated as 
Would normally occur to one skilled in the art to Which the 
invention relates. 

The invention relates to embodiments of medical devices 
(e. g., stents) for draining ?uids. The invention increases 
patient comfort and prevents ?uid retention if a stricture in a 
vessel develops. For simplicity and illustrative purposes, 
embodiments of the invention are described herein the con 
text of draining urine from a kidney, through a ureter, and into 
the bladder. HoWever, the invention is applicable to any situ 
ation that requires drainage Within a body, from a body, and 
from one body structure to another. One such situation is, for 
example, biliary drainage from the gall bladder, through the 
biliary ducts, to the duodenum. 

FIG. 1 is a front partial cross-sectional vieW of a ureteral 
stent 10 Within anatomy in accordance With an embodiment 
of the present invention. The stent 10 comprises an elongated 
tubular member 20 having a relatively straight body portion 
22 and opposed distal end portion 24 and proximal end por 
tion 28, a retention disk 30, and a valve 40. The distal end 
portion 24 is provided With means for retaining the distal end 
portion 24 in a kidney 100, such as the conventional loop as 
shoWn. The body portion 22 is adapted to be inserted into and 
reside substantially in the ureter 104. 

FIGS. 2A, 2B, 3, and 4 are perspective, partial perspective, 
partial perspective, and cross-sectional vieWs, respectively, of 
the proximal end portion 28, retention disk 30, and valve 40, 
at three-stages of deployment, in accordance With an embodi 
ment of the present invention. FIGS. 2A and 2B illustrate a 
pre-deployment con?guration, Wherein the retention disk 30 
is retained in an extended orientation. FIG. 3 illustrates a 
partially deployed con?guration, Wherein the retention disk is 
expanding radially and contracting axially. FIG. 4 illustrates 
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4 
the fully deployed, free state con?guration of the retention 
disk 30 forming an umbrella-like con?guration. 
The body portion 22 comprises an elongated tubular mem 

ber 20 having a Wall 29 de?ning a lumen 26 therein. The 
tubular member 20 may be formed from a variety of knoWn 
materials Which are biocompatible and have desired physical 
properties to be fabricated in the form hereafter described. 
Examples of suitable materials include, but not limited to, 
silicone, thermoplastic materials, elastomers, or any material 
knoWn to one skilled in the art. 
The retention disk 30 comprises a plurality of generally, 

axial, spaced-apart collapsible struts 32 interconnected 
at their edges With a plurality of thin-Wall resilient non 
permeable membranes 34 coupled to and spanning the 
area in betWeen the struts, but not covering the struts, to 
form a generaliZed tube With a retention disk lumen 39 
therein. The retention disk lumen 39 is in ?uid commu 
nication With the lumen 26 of the body portion 22.The 
struts 32 and the membrane 34 couple to the body por 
tion proximal end 28 at a retention disk distal end 35 and 
terminate at a retention disk proximal end 37. 

Each strut 32 is an elongated member having a WidthWise 
folding hinge 33 substantially dividing the length of the strut 
32 in half. The struts 32 are adapted to have an expanded state 
Wherein the struts 32 are unfolded and substantially straight, 
as Well as a free-resting state Wherein each strut 32 folds in 
upon itself at the folding hinge 33 to form an inverted 
umbrella-like disk- shaped con?guration. The inverted 
umbrella-like con?guration provides a conformal shape to 
the ureteral ori?ce 101 as shoWn in FIG. 1. Further, the 
umbrella-like con?guration substantially prevents the stent 
10 from irritating the trigone area of the bladder 102. Further, 
the umbrella-like con?guration provides a seal betWeen the 
ureteral ori?ce 101 and the retention disk 30, the importance 
of Which Will be discussed beloW With respect to the valve 40. 
The struts 32 comprise a material suitable for the particular 

purpose, such as, but not limited to, stainless steel and nickel 
titanium alloy. Certain alloys of nickel-titanium are knoWn as 
Nitinol and can be provided With a super-elastic shape 
memory physical property. A super-elastic property provides 
a high degree of ?exibility Without elastic deformation Which 
is a desired property for the particular purpose. The shape 
memory property provides a predetermined restoring con 
?guration also suitable for the particular purpose. 
The membrane 34 comprises a relatively loW durometer 

material. Suitable material for the membrane 34 includes, but 
not limited to, silicone, although other soft polymer materials 
could be used. The membrane 34 comprise a material that is 
elastic and alloWs for the radially expansion of the struts 32. 

In other embodiments in accordance With the present 
invention, the membrane 34 comprises a non-elastic material 
that folds doWn in the pre-deployed con?guration. Upon 
deployment of the retention disk 30, the retention disk lumen 
39 shortens to substantially form an ori?ce in communication 
With the lumen 26 of the body portion 22. 
The valve 40 is coupled to the retention disk proximal end 

37. The valve 40 comprises at least tWo valve lips 42 that 
couple to the retention disk proximal end 37 and converge in 
engagement at a valve opening 44. The valve lips 42 de?ne a 
lumen 46 therebetWeen and in communication With the reten 
tion disk lumen 39, and thus, With the lumen 26 of the body 
portion 22 and therefore With the kidney 100. 

The valve lips 42 press together at the valve opening 44 
creating a tight seal against the passage of ?uids up to a 
certain head pressure. The valve lips 42 are held elastically in 
a closed position by means of a force inherent in the shape and 
material of valve lips 42 and/ or imparted by an elastic element 
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(for example a thin elastic band, not shown) Which exerts its 
force, preferably adjustable, to urge the valve lips 42 closed. 
When the force due to the pressure of the ?uid coming from 

the lumen 26 on the valve lips 42 exceeds the force due to the 
elasticity of the materials, the valve 40 opens and the ?uid 
exits the valve 40 and enters the bladder 102. The valve 40 
closes When pressure in the bladder is increased, such as 
during voiding. When the bladder 102 is being voided, the 
valve 40 is functionally sealed by the valve lips 42. This 
serves to stop ?uid pressure Waves, pulsed or otherWise, from 
the bladder 104 toWards the kidney 100. 

In accordance With another embodiment of the present 
invention, the valve opening 44 remains slightly open in the 
relaxed state to permit ?uid ?oW and closes tightly upon 
increased pressure in the bladder, such as during voiding. 

In an embodiment in accordance With the present inven 
tion, at least a portion of length of the proximal end portion 28 
comprises a ?exible portion 38. The ?exible portion 38 is 
characterized by exhibiting a physical property that provides 
both longitudinal elasticity alloWing for stretch and recoil, as 
Well as radial elasticity alloWing for bending and recovery. 

In an embodiment in accordance With the present inven 
tion, the ?exible portion 38 is characterized as a region having 
material of differing material properties than the body portion 
22. The body portion 22 comprises a material having a less 
compliant material property (harder) transitioning to a more 
compliant (softer) material. In production, this can be accom 
plished by, for example, a co-extrusion process Where depo 
sition of a ?rst material is gradually ceased and deposition of 
a second is gradually increased. 

In another embodiment in accordance With the present 
invention, the ?exible portion 38 is characterized as a region 
of thinning of the Wall 21 of the tubular member 20, Wherein 
the tubular member 20 comprises a homogenous material. 
The body portion 22 comprises a Wall 21 of a predetermined 
thickness and the ?exible portion 38 comprises a Wall of a 
smaller predetermined thickness. In production, this can be 
accomplished by, for example, a co-extrusion process Where 
deposition of a material is gradually reduced over the length 
of the ?exible portion 38. 

In another embodiment in accordance With the present 
invention, the ?exible portion 38 is characterized as a region 
of geometric change, such as, but not limited to corrugations 
27, of the Wall 21 of the tubular member 20, Wherein the 
tubular member 20 comprises a homogenous material. The 
body portion 22 comprises a Wall 21 of a predetermined 
thickness and the ?exible portion 38 comprises a Wall having 
ripples or corrugations 27 so as to impart a more ?exible 
property. 

It is appreciated that a stent 10, in accordance With the 
present invention, may comprise a valve 40, a retention disk 
30, a ?exible portion 38, or combinations thereof. In another 
embodiment in accordance With the present invention, the 
stent 110 comprises a body portion 22 and a valve 40. In this 
embodiment, the stent 110 is provided With the bene?ts of the 
valve 40. 

Referring again to FIG. 1, the stent 10 includes a body 
portion 22 adapted to be positioned Within the ureter 104. The 
stent 10 thereby provides ?uid communication along its 
length from the distal end portion 24 to the proximal end 
portion 28, and to the valve 40; ?uid communication betWeen 
the kidney 100 and bladder 102 is maintained through the 
stent 10. 
Once a physician has selected a stent 10 for use in the 

patient, after considering the normal size of the ureteral pas 
sage and the length of the ureter 104, the placement of the 
ureteral stent 10 may by accomplished in accordance With 
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6 
knoWn prior art techniques. A Wire stylet, or guideWire, (not 
shoWn) Which can be formed of stainless steel, is inserted into 
the valve opening 44 and retention disk 30, the proximal end 
portion 28 of the stent 10 and into the lumen 26 and advanced 
into the distal end portion 24. 

Con?rmation that the renal pelvis has been entered by the 
distal end portion 24 can be obtained by x-ray. If desired, 
radiopaque measurement markings or other suitable radio 
paque indicia can be incorporated on the stent 10 and are 
visible during x-ray examination to aid in con?rming the 
position of the stent 10. 

After the distal end portion 24 has been inserted into a 
predetermined distance into the renal pelvis, the guideWire is 
WithdraWn, enabling the retention disk 30 to deploy. The 
retention disk 30 bears against the Walls of the renal cavity 
101 at the ureter ori?ce 104. 

Alternatively, the ureteral stent 10 may be placed in the 
anatomy during surgery. 

Dimensions for the ureteral stent 10 of the present inven 
tion are not critical, hoWever, they include internal diameters 
of 4.5 to 8.5 French, and lengths ranging from 20 cm. to 32 
cm. 

In certain embodiments of medical devices according to 
the invention, the body portion 22 may have, for example, a 
circular cross-section. The circular cross-section may be of 
any circumference that is of suitable size for the body struc 
ture into Which the device is placed. For example, for use in 
the kidney 100, ureter 104, and bladder 102, the body portion 
22 may be from about 8.0 French to about 4.8 French in size. 
The stent 1 0 may have a substantially constant cross-sectional 
area along its length. Alternatively, the stent 10 may be 
tapered from about the distal end portion 24 to about the 
proximal end portion 28 With the size of the section decreas 
ing from about 7 French to about 3 French. Other French sizes 
and tapering con?gurations are useful depending upon either 
the average size in a population or the actual size in an 
individual of the body structure or structures into Which the 
device is placed. 
The tubular member 20 according to the invention may be 

constructed from any of a number of materials. Those mate 
rials that are useful include, for example, materials that are 
able to ?ex but also retain their shape, to a degree, When they 
are perturbed. Additionally, useful materials are, for example, 
materials that have a resilient quality, being able to regain at 
least some of their original shape When the stent 10 ceases to 
be perturbed and/or resist, for example, compression. One 
such material that combines these features is Percu?exTM. 
Moreover, thermo-formable materials, including, for 
example, Percu?exTM are useful in the practice of the inven 
tion. 

Identical concerns that are mentioned above With respect to 
stents are also applicable in the catheter and intubation arts, 
Which include, Without limitation: intravenous catheters, 
guiding catheters, sheaths, umbilical catheters, trocar cath 
eters, heart catheters (including, valvo stomy catheters, angio 
plasty catheters, arthroscopy catheters, and the like), perfu 
sion catheters, suction catheters, oxygen catheters, 
endoscopy catheters, endotracheal tubes, stomach tubes, 
feeding tubes, lavage tubes, rectal tubes, urological tubes, 
irrigation tubes, aneurysm shunts, stenosis dialators, trocars, 
and inserters, generally. 

While the invention has been described in connection With 
speci?c embodiments thereof, it Will be understood that it is 
capable of further modi?cation, and this application is 
intended to cover any variations, uses, or adaptations of the 
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invention following, in general, the principles of the invention 
and including such departures from the present disclosure as 
come Within knoWn or customary practice in the art to Which 
the invention pertains and as may be applied to the essential 
features hereinbefore set forth, and as fall Within the scope of 
the invention and the limits of the appended claims. 

The invention claimed is: 
1. A stent comprising: 
an elongated tubular member having a body portion, a 

proximate end portion and a distal end portion, the tubu 
lar member having an axial lumen therein adapted to 
provide ?uid communication from the distal end portion 
to the proximal end portion; and 

a retention disk comprising a ?rst, pre-deployment con 
?guration Wherein a plurality of generally axial, spaced 
apart collapsable struts interconnected With a membrane 
form a generaliZed tube With a retention disk lumen 
therein, the retention disk lumen in ?uid communication 
With the lumen of the body portion, the struts and the 
membrane couple to the body portion proximal end at a 
retention disk distal end and terminate at a retention disk 
proximal end, each strut having a WidthWise folding 
hinge substantially dividing the length of the strut, the 
struts adapted to have an expanded state Wherein the 
struts are unfolded and substantially straight; and a sec 
ond, fully deployed, free state con?guration Wherein 
each strut folds in upon itself in a free resting state at the 
folding hinge to form an inverted umbrella-like disk 
shaped con?guration, and Wherein the retention disk is 
biased to a fully deployed umbrella-like shaped con?gu 
ration. 

2. The stent of claim 1, Wherein the inverted umbrella-like 
con?guration is adapted to provide a conformal shape to the 
ureteral ori?ce. 

3. The stent of claim 1, Wherein the umbrella-like con?gu 
ration substantially prevents the stent from irritating the 
trigone area of the bladder. 

4. The stent of claim 1, Wherein the umbrella-like con?gu 
ration provides a seal betWeen the ureteral ori?ce and the 
retention disk. 

5. The stent of claim 1, Wherein the struts comprise nickel 
titanium alloy. 

6. The stent of claim 1, Wherein the membrane comprises a 
relatively loW durometer material. 

7. The stent of claim 1, Wherein the membrane comprise a 
material that is elastic and alloWs for the radially expansion of 
the struts. 

8. The stent of claim 1, further comprising a valve coupled 
to the retention disk proximal end, the valve comprising at 
least tWo valve lips that couple the retention disk proximal 
end and converge in engagement at a valve opening, the valve 
lips de?ning a lumen therebetWeen and in communication 
With the retention disk lumen. 

9. The stent of claim 8, Wherein the valve lips press together 
at the valve opening creating a tight seal against the passage of 
?uids up to a certain head pressure. 

10. The stent of claim 8, Wherein the valve lips are held 
elastically in a closed position by means of a force inherent in 
the shape and material of valve lips. 

11. The stent of claim 8, Wherein the valve lips open under 
the force due to the pressure of the ?uid coming from the 
lumen, the force exceeding the force due to the elasticity of 
the materials. 

12. The stent of claim 8, Wherein the valve is functionally 
sealed by the valve lips When pressure in the bladder is 
increased, such as during voiding. 

20 

35 

40 

45 

50 

55 

60 

65 

8 
13. The stent of claim 8, Wherein the valve opening remains 

slightly open in the relaxed state to permit ?uid ?oW and 
closes tightly upon increased pressure in the bladder, such as 
during voiding. 

14. The stent of claim 1, further comprising: 
at least a portion of the proximal end portion comprises a 

?exible portion adapted to provide both longitudinal 
elasticity alloWing for stretch and recoil, as Well as radial 
elasticity alloWing for bending and recovery. 

15. The stent of claim 14, Wherein the ?exible portion is a 
region having material of differing material properties than 
the body portion. 

16. The stent of claim 14, Wherein the ?exible portion is 
characterized as a region of thinning of a Wall of the tubular 
member. 

17. The stent of claim 14, Wherein the ?exible portion 
comprises a geometric change adapted to impart a more ?ex 
ible property. 

18. The stent of claim 14, further comprising: 
a valve coupled to the retention disk proximal end, the 

valve comprising at least tWo valve lips that couple the 
retention disk proximal end and converge in engagement 
at a valve opening, the valve lips de?ning a lumen ther 
ebetWeen and in communication With the retention disk 
lumen; and 

Wherein the body portion is adapted to be positioned Within 
the ureter, the stent thereby provides ?uid communica 
tion along its length from the distal end portion to the 
proximal end portion, to the valve, and to the bladder. 

19. A ureteral stent for maintaining drainage betWeen the 
kidney and bladder comprising: 

an elongated tubular member having a body portion, a 
proximate end portion and a distal end portion, the tubu 
lar member having an axial lumen therein adapted to 
provide ?uid communication from the distal end portion 
to the proximal end portion; and 

a retention disk comprising a ?rst, pre-deployment con 
?guration Wherein a plurality of generally axial, spaced 
apart collapsable struts interconnected With a membrane 
form a generaliZed tube With a retention disk lumen 
therein, the retention disk lumen in ?uid communication 
With the lumen of the body portion, the struts and the 
membrane couple to the body portion proximal end at a 
retention disk distal end and terminate at a retention disk 
proximal end, each strut having a WidthWise folding 
hinge substantially dividing the length of the strut, the 
struts adapted to have an expanded state Wherein the 
struts are unfolded and substantially straight; and a sec 
ond, fully deployed, free state con?guration Wherein 
each strut folds in upon itself in a free resting state at the 
folding hinge to form an inverted umbrella-like disk 
shaped con?guration, and Wherein the retention disk is 
biased to a fully deployed umbrella-like shaped con?gu 
ration. 

20. The stent of claim 19, further comprising a valve 
coupled to the retention disk proximal end, the valve com 
prising at least tWo valve lips that couple to the retention disk 
proximal end and converge in engagement at a valve opening, 
the valve lips de?ning a lumen therebetWeen and in commu 
nication With the retention disk lumen. 

21. The stent of claim 19, further comprising: 
at least a portion of the proximal end portion comprises a 

?exible portion adapted to provide both longitudinal 
elasticity alloWing for stretch and recoil, as Well as radial 
elasticity alloWing for bending and recovery. 

22. A ureteral stent for maintaining drainage betWeen the 
kidney and bladder comprising: 
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an elongated tubular member having a body portion, a 
proximate end portion and a distal end portion, the tubu 
lar member having an axial lumen therein adapted to 
provide ?uid communication from the distal end portion 
to the proximal end portion; and 

a retention disk comprising a ?rst, pre-deployment con 
?guration Wherein a plurality of generally axial, spaced 
apart collapsable struts interconnected With a membrane 
form a generaliZed tube With a retention disk lumen 
therein, the retention disk lumen in ?uid communication 
With the lumen of the body portion, the struts and the 
membrane couple to the body portion proximal end at a 
retention disk distal end and terminate at a retention disk 
proximal end, each strut having a WidthWise folding 
hinge substantially dividing the length of the strut, the 
struts adapted to have an expanded state Wherein the 
struts are unfolded and substantially straight; and a sec 
ond, fully deployed, free state con?guration Wherein 
each strut folds in upon itself in a free resting state at the 
folding hinge to form an inverted umbrella-like disk 
shaped con?guration, and Wherein the retention disk is 
biased to a fully deployed umbrella-like shaped con?gu 
ration; and 

a valve coupled to the retention disk proximal end, the 
valve comprising at least tWo valve lips that couple to the 
retention disk proximal end and converge in engagement 
at a valve opening, the valve lips de?ning a lumen ther 
ebetWeen and in communication With the retention disk 
lumen. 

23. A stent comprising: 
an elongated tubular member having a body portion, a 

proximate end portion and a distal end portion, the tubu 
lar member having an axial lumen therein adapted to 
provide ?uid communication from the distal end portion 
to the proximal end portion; and 

a retention disk comprising a single integrated structure 
formed of a plurality of struts and membranes, the mem 
branes coupled along the sides of the struts and spanning 
the area in betWeen the struts, but not covering the struts, 
and the retention disk having ?rst, pre-deployment con 
?guration Wherein the plurality of generally axial, 
spaced-apart collapsible struts interconnected With 
membranes in betWeen the struts to form a generaliZed 
tube With a retention disk lumen therein, the retention 
disk lumen in ?uid communication With the lumen of the 
body portion, the struts and the membranes couple to the 
body portion proximal end at a retention disk distal end 
and terminate at a retention disk proximal end, each strut 
having a WidthWise folding hinge substantially dividing 
the length of the strut, the struts adapted to have an 
expanded state Wherein the struts are unfolded and sub 
stantially straight; and a second, fully deployed, free 
state con?guration Wherein each strut folds in upon itself 
in a free resting state at the folding hinge and the mem 
branes expanding in betWeen the struts to form an 
inverted umbrella-like disk-shaped con?guration, and 
Wherein the retention disk is biased to a fully deployed 
umbrella-like shaped con?guration. 

24. The stent of claim 23, further comprising a valve 
coupled to the retention disk proximal end, the valve com 
prising at least tWo valve lips that couple the retention disk 
proximal end and converge in engagement at a valve opening, 
the valve lips de?ning a lumen there betWeen and in commu 
nication With the retention disk lumen. 
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25. The stent of claim 23, further comprising: 
at least a portion of the proximal end portion comprises a 

?exible portion adapted to provide both longitudinal 
elasticity alloWing for stretch and recoil, as Well as radial 
elasticity alloWing for bending and recovery. 

26. A ureteral stent for maintaining drainage betWeen the 
kidney and bladder comprising: 

an elongated tubular member having a body portion, a 
proximate end portion and a distal end portion, the tubu 
lar member having an axial lumen therein adapted to 
provide ?uid communication from the distal end portion 
to the proximal end portion; 

a retention disk comprising a ?rst, pre-deployment con 
?guration Wherein a plurality of generally axial, spaced 
apart collapsible struts interconnected With edges that 
couple to a plurality of membranes, each membrane 
coupled to tWo struts along lengths of the edge of the 
strut and spanning the area in betWeen the struts a to 
form a generaliZed tube With a retention disk lumen 
therein, the retention disk lumen in ?uid communication 
With the lumen of the body portion, the struts and the 
membranes couple to the body portion proximal end at a 
retention disk distal end and terminate at a retention disk 
proximal end, each strut having a WidthWise folding 
hinge substantially dividing the length of the strut, the 
struts adapted to have an expanded state Wherein the 
struts are unfolded and substantially straight; and a sec 
ond, fully deployed, free state con?guration Wherein 
each strut folds in upon itself in a free resting state at the 
folding hinge and the struts and membranes form an 
inverted umbrella-like disk-shaped con?guration, and 
Wherein the retention disk is biased to a fully deployed 
umbrella-like shaped con?guration; 

Wherein each membrane comprises a material that is elastic 
and alloWs for radial expansion of the struts; and 

Wherein the struts and membranes expand simultaneously 
While the retention disk is undergoing deployment. 

27. A stent comprising: 
an elongated tubular member having a body portion, a 

proximate end portion and a distal end portion, the tubu 
lar member having an axial lumen therein adapted to 
provide ?uid communication from the distal end portion 
to the proximal end portion; 

a retention disk comprising a ?rst, pre-deployment con 
?guration Wherein a plurality of generally axial, spaced 
apart collapsible struts With a plurality of distinct mem 
branes af?xed at the edges of the struts and spanning an 
area betWeen the struts to form a generaliZed tube With a 
retention disk lumen therein, the retention disk lumen in 
?uid communication With the lumen of the body portion, 
the struts and the membranes couple to the body portion 
proximal end at a retention disk distal end and terminate 
at a retention disk proximal end, each strut having a 
WidthWise folding hinge substantially dividing the 
length of the strut, the struts adapted to have an expanded 
state Wherein the struts are unfolded and substantially 
straight; and a second, fully deployed, free state con?gu 
ration Wherein each strut folds in upon itself in a free 
resting state at the folding hinge to form an inverted 
umbrella-like disk-shaped con?guration, and Wherein 
the retention disk is biased to a fully deployed umbrella 
like shaped con?guration. 

* * * * * 


