
(12) United States Patent 
Fromm et al. 

US007479307B2 

US 7,479,307 B2 
*J an. 20, 2009 

(10) Patent N0.: 
(45) Date of Patent: 

(54) 

(75) 

(73) 

(21) 

(22) 

(65) 

(63) 

(51) 

(52) 

(58) 

TONERS AND PROCESSES THEREOF 

Inventors: Mary C. Fromm, Rochester, NY (US); 
Michelle M. Bruzee, Rochester, NY 
(US); Grazyna E. 
Kmiecik-LaWrynoWicz, Fairport, NY 
(US); Pinyen Lin, Rochester, NY (US); 
Chieh-Min Cheng, Rochester, NY (US) 

Assignee: Xerox Corporation, NorWalk, CT (US) 

Notice: Subject to any disclaimer, the term of this 
patent is extended or adjusted under 35 
U.S.C. 154(b) by 0 days. 

This patent is subject to a terminal dis 
claimer. 

Appl. N0.: 11/560,377 

Filed: Nov. 16, 2006 

Prior Publication Data 

US 2007/0072105 A1 Mar. 29, 2007 

Related US. Application Data 

Continuation of application No. 10/745,214, ?led on 
Dec. 23, 2003, noW Pat. No. 7,250,238. 

Int. Cl. 
G03G 9/087 (2006.01) 
C08G 2/00 (2006.01) 
US. Cl. ............... .. 427/466; 430/109.3; 430/109.2; 

427/510; 522/112; 522/39; 522/42; 522/44; 
522/64; 522/8; 522/18 

Field of Classi?cation Search ............... .. 522/ 120, 

522/121, 112; 427/466, 510; 430/1092, 
430/ 109.3 

See application ?le for complete search history. 

ST-ACRYLATE LATEX Gag 3% 
a o 

uv CURABLE LATEX gages W» 
ADDITION 

(56) References Cited 

U.S. PATENT DOCUMENTS 

4,107,013 A 8/1978 McGinniss et a1. 
4,590,142 A * 5/1986 Yamazaki et a1. ......... .. 430/138 

5,278,020 A 1/1994 Grushkin et a1. 
5,290,654 A 3/1994 Sacripante et al. 
5,308,734 A 5/1994 Sacripante et al. 
5,310,812 A 5/1994 Yasuda et al. 
5,344,738 A 9/1994 Kmiecik-Lawrynowicz et al. 
5,346,797 A 9/ 1994 Kmiecik-Lawrynowicz et al. 
5,348,832 A 9/1994 Sacripante et al. 
5,364,729 A 11/1994 Kmiecik-Lawrynowicz et al. 
5,366,841 A 11/1994 Patel et a1. 
5,369,139 A 11/1994 Boeckeler et al. 
5,370,963 A 12/1994 Patel et a1. 
5,403,693 A 4/1995 Patel et a1. 
5,405,728 A 4/1995 Hopper et al. 
5,418,108 A 5/1995 Kmiecik-Lawrynowicz et al. 
5,482,812 A 1/1996 Hopper et al. 
5,496,676 A 3/1996 Croucher et al. 
5,501,935 A 3/1996 Patel et a1. 
5,527,658 A 6/1996 Hopper et al. 
5,585,215 A 12/1996 Ong et a1. 
5,622,806 A 4/1997 Veregin et a1. 
5,635,324 A 6/1997 Rasmussen et al. 
5,641,599 A 6/1997 Markovics et al. 

(Continued) 
Primary ExamineriSusan W Berman 
(74) Attorney, Agent, or FirmiEugene O. PalaZZo; Fay 
Sharpe LLP 

(57) 
Disclosed are toner compositions comprised of a polymer, an 
optional colorant, and an UV light curable oligomer. Also 
disclosed are methods for producing a UV curable toner 
compositions, the toner compositions produced thereby, and 
methods of utilizing the UV curable toner compositions in 
Various painting applications. 

ABSTRACT 

14 Claims, 2 Drawing Sheets 

PIGMENI‘ 
& 

ea)?’ '39 E 
$ 6 G E] El 

/ / E’ E WAX DISPERSION 

AGGREGATION 
HEATING 
<Tg 

COALESCENCE 
HEATING 



US 7,479,307 B2 
Page 2 

US. PATENT DOCUMENTS 5,922,501 A 7/1999 Cheng et a1. 
5,925,488 A 7/1999 Patel 613.1. 

5,650,255 A 7/1997 N8 eta1~ 5,928,830 A * 7/1999 Cheng e131. ......... .. 430/137.12 
5,650,256 A 7/1997 Vere/gin etal 5,945,245 A 8/1999 Mychajlowskij et a1. 
5,723,253 A 3/1998 Higashimo et 31. 5,977,210 A 11/1999 Patelet 31‘ 
5,744,520 A 4/ 1998 Kmiecik-Lawrynowicz @191 6,083,618 A * 7/2000 Causton etal. ........... .. 428/327 

5,747,215 A 5/1998 011% eta1~ 6,136,490 A * 10/2000 Ogawaet a1. ........ .. 430/137.12 
5,763,133 A 6/1998 011% eta1~ 6,137,977 A * 10/2000 Okado e131. .............. .. 399/252 
5,766,818 A 6/1998 Smith eta1~ 6,258,504 B1 7/2001 Bartus 6131. 
5,804,349 A 9/1998 011% eta1~ 6,261,729 B1 7/2001 Yuh 6131. 
5,827,633 A 10/1998 Ong 6131. 6,350,792 B1 2/2002 Smetana 6131. 
5,840,462 A 11/1998 13011011616131. 6,447,974 B1 9/2002 Chen 6131. 
5,853,944 A 12/1998 11611611616131. 6,500,597 B1 12/2002 Patel 613.1. 
5,863,698 A 1/1999 Patel et 31, 6,503,680 B1* 1/2003 Chenet a1. ........... .. 430/137.14 
5,869,215 A 2/1999 Ong et 31‘ 6,544,706 B1* 4/2003 Takasaki ................ .. 430/1102 

5,902,710 A 5/1999 Ong et 31‘ 6,586,148 B1 7/2003 Grahamet 31. 
5,905,012 A 5/1999 De Meutter et a1. .... .. 430/124.1 6,645,687 B1 11/2003 Vong eta1~ 

A et a1‘ Matsumura et a1. . . . . .. 5,916,725 A 6/1999 Pateletal‘ 7,250,238 B2* 7/2007 Frommetal. .......... .. 430/110.2 

5,919,595 A 7/1999 Mychajlowskij et a1. * cited by examiner 



US. Patent Jan. 20, 2009 Sheet 1 of2 US 7,479,307 B2 

PIGMENT 
ST-ACRYLATE LATEX 00g 59 3g 06 E 

6 0a a a Q E] E3 

'1 / g E WAX DISPERSION 

AGGREGATION 
HEATING 

UV CURABLE LATEX g 6 ‘:Tg 
ADDITION @ 

COALESCENCE 
HEATING 
<Tg 

FIG. 1 



US. Patent Jan. 20, 2009 Sheet 2 of2 US 7,479,307 B2 

EA TONER 

FIG. 2 



US 7,479,307 B2 
1 

TONERS AND PROCESSES THEREOF 

CROSS-REFERENCE TO RELATED 
APPLICATIONS 

This application is a continuation of US. patent applica 
tion Ser. No. 10/745,214, ?led Dec. 23, 2003, now US. Pat. 
No. 7,250,238 titled “TONERS AND PROCESSES 
THEREOF”, Which application is fully incorporated by ref 
erence herewith. 

BACKGROUND 

Disclosed herein are UV curable toner compositions and 
processes thereof. In the embodiments disclosed, the toner 
compositions provided herein can be selected for use in 
graphic arts and packaging applications, such as more spe 
ci?cally, temperature sensitive packaging and foil seals. 
A current trend in the printing industry is xerographic 

packaging applications. Such applications generally utiliZe 
heat fused toners. However, there are a number of problems 
associated With using heat fused toners in these applications. 
One problem relates to printing on temperature sensitive 
packaging or substrates. It Would be desirable to provide a 
toner composition that is fusible Without signi?cant heating 
or heating at high temperatures. 

Additionally, printing for a number of packaging applica 
tions can require the use of materials that are durable and 
Which are resistant to a variety of conditions and environmen 
tal factors. Conventional package printing uses curable inks 
to “toughen” the resulting printed image or indicia such that 
the image or indicia on the ?nal packaging is durable and 
Wear-resistant. In addition, many offset printings use a heated 
overcoat to protect the image from abrasion. HoWever, over 
coats applied to fused and unfused images can cause degra 
dation of image quality. Accordingly, there is a need for a 
toner composition that in embodiments may not require a 
protective overcoat. 

Furthermore, in the graphic arts industry and for a number 
of other entities, printing is performed on a Wide array of 
substrates and surfaces such as on yogurt containers, foil seals 
for containers and other diverse packaging con?gurations. 
There can be a number of disadvantages associated Withusing 
heat fused xerographic toners in these traditionally litho 
graphic printing applications. Many lithographic applications 
use an overcoat that is subsequently heated to protect images 
from abrasion. HoWever, applying overcoats to fused and 
unfused toner can disturb the toner piles. Overcoats are usu 
ally applied With heat and this heat causes dry toners to smear 
and possibly undergo phase separation that can damage 
image quality. Accordingly, there is also a need for a single 
application printing process that can avoid the need for an 
overcoat, and particularly can avoid a multi-step process 
Which includes a step of applying and heating an overcoat. 

BRIEF DESCRIPTION 

Disclosed herein is a method for providing a UV curable 
toner composition and the toner composition produced 
thereby. Also disclosed are methods of utiliZing the UV cur 
able toner compositions in printing processes to overcome 
one or more of the di?iculties noted above. 

Also disclosed herein are various toner emulsion aggrega 
tion processes that permit the generation of toners that in 
embodiments can be cured, that is by the exposure to UV 
radiation, such as UV light of has about 100 nm to about 400 
nm. In the embodiments disclosed, the toner compositions 
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2 
produced can be utiliZed in various printing applications such 
as temperature sensitive packaging and the production of foil 
seals. 

Aspects disclosed herein in the embodiments relate to a 
UV curable toner composition comprised of an optional colo 
rant, an optional Wax, a polymer generated from styrene, and 
acrylate selected from the group consisting of butyl acrylate, 
carboxyethyl acrylate, and a UV light curable acrylate oligo 
mer. 

Additionally, these aspects relate to a toner composition 
comprised of a colorant such as a pigment, an optional Wax, 
and a polymer generated from a UV curable cycloaliphatic 
epoxide. 

Furthermore, these aspects relate to a method of forming a 
UV curable toner composition. The method comprises pre 
paring a latex of a polymer formed from styrene, butyl acry 
late, 2-carboxymethyl acrylate, and a UV curable acrylate; 
combining the latex With an optional pigment and an optional 
Wax to form a ?rst system; adding ?occulant to the ?rst 
system to induce aggregation and form toner precursor par 
ticles dispersed in a second system; heating the toner precur 
sor particles to a temperature greater than the glass transition 
temperature of the polymer to form toner particles; Washing 
the toner particles; and optionally Washing and then drying 
the toner particles. 

Moreover, these aspects relate to a method of forming a UV 
curable toner composition comprising mixing a latex contain 
ing a polymer formed from styrene, butyl acrylate, a car 
boxymethyl acrylate, and a UV curable acrylate With a colo 
rant and Wax; adding ?occulant to this mixture to optionally 
induce aggregation and form toner precursor particles dis 
persed in a second mixture; heating the toner precursor par 
ticles to a temperature equal to or higher than the glass tran 
sition temperature (Tg) of the polymer to form toner particles; 
optionally Washing the toner particles; and optionally drying 
the toner particles. A further aspect relates to the toner par 
ticles produced by this method. 

These aspects also relate to a method of forming a UV 
curable toner composition, the method comprising mixing a 
latex of a polymer formed from styrene, butyl acrylate, and 
carboxymethyl acrylate, With pigment and Wax to form a ?rst 
system; adding ?occulant to the ?rst system to induce aggre 
gation and form toner precursor particles dispersed in a sec 
ond system; adding a UV curable acrylate to the second 
system to form a shell on the toner precursor particles; heating 
the toner precursor particles to a temperature greater than the 
glass transition temperature T8 of the shell to form toner 
particles; and, optionally Washing and drying the toner par 
ticles. The resulting toner particles produced by this method 
are also included herein. 
One advantage of the present exemplary embodiment is the 

provision of a UV curable toner composition that does not 
require an overcoat subsequently applied onto the toner. 

Another advantage of the present exemplary embodiment 
is the provision of a toner composition that does not require 
heat for fusing. This composition Will ?nd Wide applications 
in printing of temperature sensitive packaging or substrates. 

Still further advantages and bene?ts of the present exem 
plary embodiment Will become apparent to those of ordinary 
skill in the art upon reading and understanding the folloWing 
detailed description of the preferred embodiments. 

BRIEF DESCRIPTION OF THE DRAWINGS 

The exemplary embodiment may take form in various 
components and arrangements of components, and in various 
steps and arrangements of steps. The draWings are only for 
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purposes of illustrating preferred embodiments and are not to 
be construed as limiting the exemplary embodiment. 

FIG. 1 is a schematic ?oW chart depicting a process for 
forming a preferred embodiment emulsion aggregation par 
ticles. 

FIG. 2 is a schematic ?oW chart illustrating another process 
of forming preferred embodiment emulsion aggregation par 
ticles. 

DETAILED DESCRIPTION 

Emulsion aggregation toners are provided that are curable 
upon exposure to ultraviolet light. These toners are generally 
referred to herein as “UV curable EA toners.” As Will be 
appreciated by those skilled in the art, the designation “EA” 
refers to emulsion aggregation. And “UV” refers to ultra 
violet light, that is light having a Wavelength of from about 
100 nm to about 400 nm. The toners described herein can be 
obtained by incorporating into the toner particles during their 
formation, acrylate oligomers containing ethylenically unsat 
urated sites. UV curing of the resulting toner composition is 
then utiliZed to create very durable and Wear resistant images 
for packaging and other applications. A UV-active EA latex 
incorporating styrene-butyl acrylate-2-carboxyethyl acry 
late-polyurethane oligomer is also provided. Additionally, a 
UV curable lacquer is incorporated into EA toner particles in 
the aggregation process in order to enable post-fusing UV 
curing of the toner. This strategy provides the functionality of 
a lacquer coating in a one-step process. This is important for 
packaging applications to improve image durability. 

The toner compositions comprise a polymer based upon a 
copolymer resin of styrene and an acrylate. In one embodi 
ment, the acrylate may be selected from the group consisting 
of butyl acrylate. carboxyethyl acrylate. and combinations 
thereof. The preferred toner compositions are based upon 
copolymer resins of styrene, butyl acrylate, and 2-carboxy 
ethyl acrylate. A 2-carboxyethyl acrylate-containing resin 
may be used and is ideal for further crosslinking after printing 
via UV light radiation. The EA toners described herein are 
ideal for packaging printing because of the versatile resin 
design and toner morphology. 

It is instructive to consider EA technology. For example, 
emulsion/aggregation/coalescing processes for the prepara 
tion of toners are illustrated in a number of patents, the dis 
closures of Which are totally incorporated herein by refer 
ence, such as US. Pat. Nos. 5,290,654, 5,278,020, 5,308,734, 
5,370,963, 5,344,738, 5,403,693, 5,418,108, 5,364,729, and 
5,346,797; and also ofinterest may be US. Pat. Nos. 5,348, 
832; 5,405,728; 5,366,841; 5,482,812; 5,496,676; 5,527,658; 
5,585,215; 5,622,806; 5,650,255; 5,650,256 and 5,501,935; 
5,723,253; 5,744,520; 5,763,133; 5,766,818; 5,747,215; 
5,827,633; 5,853,944; 5,804,349; 5,840,462; 5,869,215; 
5,863,698; 5,902,710; 5,910,387; 5,916,725; 5,919,595; 
5,922,501; 5,925,488; 5,945,245; and 5,977,210. The com 
ponents and processes of the patents can be selected for the 
present development and embodiments thereof. 
More speci?cally, the present development provides an EA 

toner comprising styrene, butyl acrylate, 2-carboxyethyl 
acrylate, and UV light curable acrylate oligomer. The com 
position optionally also includes an effective amount of a 
photoinitiator, Which upon being exposed to ultraviolet light, 
causes the EA toner to substantially immediately polymerize. 
The UV light curable acrylate oligomer is present in the EA 
toner composition in an amount of from 1 to about 15 percent 
by Weight, and preferably in an amount of from about 2 to 
about 10 percent by Weight. When a photoinitiator is 
employed in the EA toner composition, it is generally used in 
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4 
an amount of from about 0.1 to about 5 Weight percent of the 
EA toner, and preferably from about 0.5 to about 2 percent by 
Weight 
Any suitable UV light curable acrylate oligomeric material 

that is compatible With the monomers of (i) styrene, (ii) butyl 
acrylate, and 2-carboxyethyl acrylate can be employed so 
long as the oligomer contains ethylenically unsaturated sites 
that Will react With the unsaturated groups present in the 
monomers (i) and (ii) set forth above. Suitable materials 
include end-capped acrylate moieties present on such oligo 
mers as epoxy-acrylates, polyester-acrylates, acrylate oligo 
mers, polyether acrylates, polyether-urethane acrylates, poly 
ester-urethane acrylates, and the like. Polyurethanes, end 
capped With acrylate moieties such as hydroxyethyl acrylate 
are preferred. Further, the polyurethane oligomer can be pre 
pared utiliZing an aliphatic diisocyanate such as hexamethyl 
ene diisocyanate, cyclohexane diisocyanate, diisocyclohexy 
lmethane diisocyanate, isophorone diisocyanate, and the like. 
Isophorone diisocyanate can be used. Another example is a 
polyester polyurethane prepared from adipic acid and neo 
pentyl glycol. The polyester together With a further quantity 
of neopentyl glycol is reacted With an excess of isophorone 
diisocyanate and then the isocyanate groups on the terminal 
portion of the molecule are reacted With hydroxyl ethyl acry 
late. An example of a suitable material is one sold under the 
grade designation CN966-H90 by Sartomer Company. 

Table 1 illustrate several examples of UV curable acrylate 
copolymers from Sartomer Company. After curing by expo 
sure to UV light, the copolymers are toughened and provide 
excellent gloss and Water resistance, Which is one of the 
important requirements for most packaging applications. In 
contrast, conventional EA toner is very sensitive to Water and 
relative humidity. 

TABLE 1 

Examples of UV Curable Acglate copolymers 

Viscosity 
MW (cps) 

Oligomer Backbone M = 1,000 @ 600 C. 

Group I CN964 Ester 1.6-1.8M 21,000 
CN966 Ester 5.4-5.6M 70,000 

Group II CN981 Ester/Ether f 10,000 
CN9 82 Ester/Ether 1.6- 1 .8M 9,3 75 

Group III CN986 Ether 1.6-1.8M 450 
Pro1154 Ether 5.4-5.6M 26,500 
CN301 Butadiene i 4,175 

Representative properties for several of these UV curable 
acrylates are set forth beloW in Tables 2-4. CN964 is an 
aliphatic polyester based urethane diacrylate oligomer. 
CN981 is an aliphatic polyester/polyether based urethane 
diacrylate oligomer. CN301 is a polybutadiene dimethyacry 
late. 

TABLE 2 

CN964 
TYPICAL PHYSICAL AND 
CHEMICAL PROPERTIES 

Appearance 
Color, APHA 
Density, lbs/gal. 9.185 
Elongation, % 49 
Functionality 2 

Clear liquid 
30 

Modulus, psi. @% 7679 
Molecular Weight 3710 
Refractive index 25' 1.4848 
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TABLE 2-continued 

CN964 
TYPICAL PHYSICAL AND 
CHEMICAL PROPERTIES 

Tensile Strength, psi. 1001 
Tg, ° C. —24 
Viscosity @ 60'c. cps 17,675 

TABLE 3 

CN-981 
TYPICAL PHYSICAL AND 
CHEMICAL PROPERTIES 

Functionality 2 
Appearance Clear liquid 
Inhibitor, ppm. <400 MEHQ 
Color, APHA (G = Gardner 65 

scale) 
Density, lbs./gal. 9.308 
Viscosity, cps. 6190 @ 60° C. 
Refractive Index 1.4908 
Tg, ° C. 22 
Tensile Strength, psi. 1113 
Elongation, % 81 
Modulus, psi. @ 1% 6385 

TABLE 4 

CN301 
TYPICAL PHYSICAL AND 
CHEMICAL PROPERTIES 

Acid value, mg koh/g <5 
Color, APHA 9G 
Density, lbs./gal. 8.045 
Elongation 25 
Functionality 2 
Refractive index 25' 1.5072 
Tensile Strength, psi. 505 
TE, C. —75 
Viscosity, cps. @ 40° C. 890 @ 60° C. 

Additional examples of commercially available UV cur 
able monomers that can be used in the embodiments herein, 
include but are not limited to, tris (2-hydroxy ethyl) isocya 
nurate triacrylate (SR 368 Sartomer) from Ato?na; ethoxy 
lated pentaerythritol tetraacrylate (Sartomer SR 494) from 
Ato?na; pentaerythritol tetracrylate (Sartomer SR 295); 
dipentaerythritol pantaacrylate (Sartomer SR 399); chlori 
nated polyester acrylate (Sartomer CN 2100) from Ato?na; 
amine modi?ed epoxy acrylate (Sartomer CN 2100); aro 
matic urethane acrylate (Sartomer CN 2901); polyurethane 
acrylate laromer LR 8949 from BASF; aromatic urethane 
triacrylate CN 970 from Ato?na; aliphatic diacrylate oligo 
mer CN 132 from Ato?na; aliphatic urethane diacrylate CN 
981 from Ato?na; and aromatic urethane diacrylate CN976 
from Ato?na. 

Suitable photoinitiators may be employed in the toner 
compositions described herein such as 2-hydroxy-2-methyl 
l-phenyl-l —propanone available from Ciba-Geigy under the 
grade designation Darocur 1173; l-hydroxycyclohexylphe 
nyl ketone; 2-benzyl-2—dimethylamino-1 —(4 —morpholinophe 
nyl)-butan-1 -one; 2,2—dimethoxy-2-phenylacetophenone; 
2-methyl-1 -[4-(methylthio)phenyl]-2-(4-morpholinyl)-1 
propanone available from Ciba-Geigy under the grade desig 
nation Irgacure® 184, 369, 651, and 907 respectively. 
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Additional examples of commercially available photoini 

tiators from Ciba-Specialty Chemicals, include, but are not 
limited to, 2-hydroxy-2 -methyl- 1 —phenyl-propan-l -one 
(HMPP)iDarocure 1173; 2,4,6-trimethyl benzoyl diphenyl 
phosphine oxide (TPO)iDarocure 4265; 50-50 Blend of 
HMPP and TPO; 2-methyl-1[4-(methylthio)phenyl]-2-mor 
pholino propan-lone (MMMP)iIrgacure 907; and 2,2 
dimethoxy-2-phenyl acetophenone (BDK)iIrgacure 651. 
Examples of commercially available photoinitiators from 
BASF, include, but are not limited to, 2,4,6-trimethyl benzoyl 
diphenyl phosphine oxide (Lucirin TPO); alpha hydroxyke 
tone; and 2-hydroxy-2-methyl—phenyl-1—propane. 

Also provided is a UV-active EA latex incorporating sty 
rene-butyl acrylate-2-carboxyethyl acrylate-polyurethane 
oligomer. EA styrene-butyl acrylate-2-carboxyethyl acry 
late-polyurethane oligomer latex can be prepared via a semi 
continuous emulsion polymerization process. FIG. 1 illus 
trates a process for forming EA toner. The UV curable latex is 
readily incorporated into the process. The UV curable latex 
can be added at the beginning of the aggregation process, i.e. 
prior to aggregation of the toner particles, or it can be intro 
duced as the “shell” latex in the middle of the aggregation 
stage. UV curable EA toner particles are formed by making a 
physical mixture of latex, pigment, Wax, photoinitiator, and/ 
or silica at the primary particle size, and initiating aggregation 
With a cationic ?occulant. Following the coalescence step at a 
temperature higher than the resin glass transition temperature 
(Tg), the resulting particles are Washed and dried. 
More speci?cally, a process for forming the UV curable 

EA toner described herein can involve combining styrene, 
butyl acrylate, and 2-carboxyethyl acrylate With pigment and 
Wax. As previously noted, the UV curable acrylate oligomer 
may be added at this point in the process or later in the 
process, i.e. at the beginning of the aggregation step to form a 
shell. After a suitable mixture or dispersion is formed, aggre 
gation is initiated by addition of a cationic ?occulant. This is 
generally folloWed by mixing and heating operations. The 
resulting system and toner particles are then heated to a tem 
perature that is greater than the T8 of the polymer or shell 
component of the toner. The resulting particles are then 
Washed. One or more suitable drying operations are then 
performed on the toner particles. 
A typical UV light curing process for the embodiment EA 

toners is as folloWs. After the fusing step, the EA toner image 
is exposed to a cure unit such as a Linde PS-2000 UV system, 
With UV lamps generating 2x400 Watts/in.2 The cure rates 
can be from about 10 to about 300 feet per minute on a typical 
substrate. 
A signi?cant advantage of employing UV light curing of 

EA toners is that the post-crosslinking may be performed by 
utilizing the chemical functional group incorporated in the 
EA toner resin. 
When utilizing the EA toner compositions described 

herein on packaging that is heat treated or otherwise sub 
jected to a heating operation, i.e. food packaging, it is impor 
tant that the images on the printed packaging not be altered by 
the application of heat. That is, the deposited toner should not 
How under heat once fused to the substrate. A strategy for 
preventing fused toner ?oW involves exposure of the toner 
composition to UV radiation to thereby cause crosslinking of 
the toner resin. 
The embodiment UV curable toner compositions have 

numerous applications. The various compositions described 
herein enable better fusing of toners on rough stock. Many 
xerographic toners exhibit dif?culty With fusing on thick or 
rough papers. It is dif?cult to transfer the heat of a heat-roll 
fuser system through heavy and textured papers, and even 
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more dif?cult to transfer the heat to the very high surface area 
of color images. Additionally, the embodiments may be used 
in conjunction With a Wide variety of existing technologies. 
For example, a conventional printing operation may provide 
a tough and durable image or indicia by utiliZing the EA toner 
and curing by subsequent exposure to UV light. A heat-roll 
fuser is utiliZed to initially fuse the printed image or indicia. 
That operation is folloWed by exposure to a loW temperature, 
UV cure unit that can initiate the UV curing of a fused EA 
toner image. The curing operation helps bond the image to 
itself and the paper, and thereby improves the copy quality 
metrics of crease and rub. Further, UV cured images Will 
perform better in recirculating document handlers. UV cur 
able toner Will further promote consumer satisfaction. 

In another aspect, a UV curable lacquer component is 
incorporated into an EA particle. As Will be understood by 
those skilled in the art, a lacquer coating is a coating formu 
lated With an acrylic resin that dries to provide a solid, pro 
tective ?lm. The term “UV curable lacquer component” refers 
to any UV curable acrylic resin. 

The styrene acrylate EA particles are formed by making a 
physical mixture of anionic components (latex, pigment, 
Wax, silica, etc.) at their primary particle siZe, and initiating 
aggregation With a cationic ?occulant. In a styrene acrylate 
system, a shell of latex is added to the aggregated particle 
during the coalescence step. This process is depicted in FIG. 
2. Referring to FIG. 2, that ?gure illustrates a process includ 
ing steps A through F for forming EA toner. Step A is a 
homogenization step for blending the various components. 
These components include a latex Which, for example, may 
be a styrene-butyl acrylate, 2-carboxyethyl acrylate copoly 
mer for fusing and charging control. Additionally, another 
component added during Step A includes the desired pig 
ments. Furthermore, the components in Step A may include 
Wax and also internal colloidal silica. Step B is an aggregation 
step in Which the particles are formed to a desired siZe. A 
?occulant such as polyaluminum chloride may be used. Mix 
ing and heating operations are typically employed in Step B. 
Step C is the shell addition step in Which pigment is retained 
inside the resulting particle. Effective amounts of sodium 
hydroxide may be added for particle stabiliZation. In Step D, 
a coalescence operation occurs. This assists in melting the 
latex to control particle shape and also control surface prop 
erties. Generally mixing and heating are performed during 
Step D. Nitric acidmay be added to assist in shape and surface 
control. In Step E, a Washing operation is performed to 
remove surfactants. Additional sodium hydroxide may be 
added for removal of surfactants. And additional nitric acid 
may be added for base neutraliZation. In Step F, a drying 
operation is performed. This serves to control moisture and 
pH. 

In accordance With this methodology, a strategy is to incor 
porate a UV curable resin as the lacquer component, as a shell 
to the EA particle, Where a photoinitiator is included in the 
body of the particle. Due to its cationic nature, this photoini 
tiator could be used as a ?occulant in the aggregation process. 

It Will be appreciated that the toner embodiments described 
herein include toner particles in Which the UV curable com 
ponent is located Within speci?c regions of a toner particle. 
For example, an EA toner is provided in Which the UV cur 
able resin and photoinitiator is incorporated into the shell. An 
EA toner is also provided in Which the UV curable component 
is incorporated into the toner core, While the other com 
ponent(s) are incorporated into the toner shell. An EA toner is 
provided in Which the UV curable components are blended on 
the surface of the toner as external additives. And, an EA toner 
is provided in Which one UV curable component is incorpo 
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8 
rated into the interior of the toner While one or more addi 
tional UV curable components are blended on the surface of 
the toner. 

Furthermore, it Will be understood that the various emul 
sion aggregation processes described herein include embodi 
ments that involve mixing polymeric resin, UV curable com 
ponent and optionally pigment, Wax and photoinitiator and 
aggregating them to form UV curable EA toner. The embodi 
ments also involve dispersing a UV curable component along 
With toner latex prior to the aggregation process and then 
aggregating the resulting system to form toner particles. 
Additionally, the embodiments involve dispersing both the 
UV curable component and photoinitiator along With latex 
prior to the aggregation process such that they are aggregated 
together With other toner components such as pigment, Wax, 
etc. Moreover, the embodiments involve preparation of the 
previously noted toner in Which the aggregation is performed 
With or Without UV curable materials (UV curable resin and 
optionally photoinitiator) and the UV curable resin and 
optionally photoinitiator are added With the shell, or as the 
shell, after the aggregation and before the coalescence. And, 
the embodiments involve adding the UV curable component 
and potentially the photoinitiator as poWders during the addi 
tive blending process. 
The mechanism for the lacquer curing process is a tWo 

phase process. In a ?rst step, i.e. the fusing step, the shell resin 
is crushed and alloWed to come into physical contact With the 
photoinitiator material. After the fusing step, the image is 
exposed to a Cure Unit such as the previously noted Linde 
PS-2000, With UV lamps producing 2x400 Watts/inch2. The 
cure rates of the proposed resin-photoinitiator system Would 
be about 300 to about 500 feet per minute on a typical sub 
strate. 

Preferred UV curable resins for use as the lacquer compo 
nent in the embodiment systems include, but are not limited 
to, UV cycloaliphatic epoxides. Representative 
cycloaliphatic epoxides include, but are not limited to 3,4 
epoxycyclohexylmethyl-3,4-epoxycyclohexane carboxylate 
and bis-(3,4-3poxycyclohexyl) adipate. An example of a 
commercially available system is Cyracure®, Which is cur 
rently available from Union Carbide Corporation. Cyracure® 
is a loW viscosity epoxide resin, Which is used in conjunction 
With a Cyracure® photoinitiator, Which is a cationic salt such 
as mixed triarylsulfonium hexa?uoroantimonate salts or 
mixed triarylsulfonium hexa?uorophosphate salts. This cat 
ionic UV curable lacquer formulation has shoWn excellent 
results in the type of applications generally associated With 
EA toner compositions. The cationic UV curable lacquer 
formulation functions as an overprint vamish (OPV) on both 
tin-free steel and aluminum for rigid packaging, and as a 
paper coating and as a plastic substrate coating. The cured 
lacquers provide retortable and pasteuriZable ?lms exhibiting 
noteWorthy adhesion, ?exibility and protective properties. 

Representative components of the Cyracure® system 
include, but are not limited to those set forth in Table 5, beloW. 

TABLE 5 

Representative Components of the Cvracure ® System 

CYRACURE ® 
Products Description Function 

Resins 

UVR-6l05 LOW-viscosity base epoxide Contributes primary ?lm 
resin properties 

UVR-6ll0 Base epoxides resin Contributes primary ?lm 
properties 

UVR-6l28 Flexible epoxides resin Contributes primary ?lm 
properties 
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TABLE 5-continued -continued 
UVI-6976 

Representative Components of the Cyracure ® System 5 

CYRACURE ® 

Products Description Function SbF6'+S S 

Diluents 10 

UVR-6000 OXetane dilutent Viscosity reducer 

UVR-6100 Cycloaliphatic epoXides Viscosity reducer 

diluent 15 

UVR-6216 Linear aliphatic diluent Viscosity reducer 

Photoinitiators 
— SbFG'J-S S S+SbF6' 

UVI-6976 Aryl sulfonium salt For fastest cure speeds 20 

and/or thick or 

pigmented ?lms 

UVI-6992 l lf ' lt F tth' ?l 
Ary Su Omum Sa or mos m ms Mixed Triarylsulfonium Hexa?uoroantimonate Salts 

(<1 mil) applications 25 UV1_6992 

The chemical structures of the resins and photoinitiators in 
Table 5 are as follows: 

3 ,4- Ep oXycycloheXylmethyl 
3 ,4-epoXycycloheXane Carboxylate 

O 

30 PRU-S4080 
UVR-6105 and UVR-6110 

O 

35 
O 

O O 

O 

Bix- (3 ,4-epoxycyclohexyl) Adipate 

UVR-6128 

45 

Mixed Triarylsulfonium Hexa?uorophosphate Salts 

Tables 6, 7, and 8 describe typical properties of the Cyra 
cure® resins, diluents, and photoinitiators: 

TABLE 6 

Typical Properties of Cyracure ® Resins 

Product UVR-6105 UVR-6110 UVR-6128 

Chemical Name 3,4 3,4- Bis-(3,4 
Epoxycyclohexylmethyl- EpoXycycloheXylmethyl epoXycycloheXyl) 

3 ,4- 3 ,4- Adip ate 
EpoXycycloheXane EpoXycycloheXane 

Carboxylate Carboxylate 
EpoXide Equivalent Weight 130-135 131-143 190-210 
Viscosity at 25° C., cP 220-250 350-450 550-750 
Speci?c Gravity at 20/200 C. 1.16 1.173 1.149 
Vapor Pressure at 200 C., <0.01 Nil Nil 
mm Hg 
Color, Pt-Co <50 <100 <100 
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TABLE 6-continued 

12 

Typical Properties of Cyracure ® Resins 

Product UVR-6105 UVR-6110 UVR-6128 

Primary Irritation Index 

Skin, DraiZe Value (0-8) 1.6 1.35 0.25 
Eye, DraiZe Value (0-110) 8.0 7.5 4.0 

toners struggle With fusing on thick or rough papers. It is 
TABLE 7 dif?cult to transfer the heat of a heat-roll fuser system through 

I I I 15 heavy and textured papers, much less the very high area 
Tvlmal Pr°l°°mes °fcvm°ure ® Dlluents coverage of color images. A low viscosity epoxy can How to 

Product UVR_6OOO UVR_6216 UVR_6100 the paper and 1mprove the quahty and overall aesthetrcs of 
crease and rub. Further, I l V cured 1mages W111 perform better 

Chemlcal 3'Ethyl'3'hydroxy' 13' Mlxed in recirculating document handlers. l l V curable toner can be 
Nalne methyl-oxetane Epoxyhexadecane cycloaliphatic - - ? - ? 

?poxides 20 a s1gm cant customer sat1s er. 

Equivalent Q 116 240.230 130.140 The various embodiment toner compositions can be 
Weight applied on a Wide array of substrates. For example, the sub 

P °- 22 <15 85'115 strate may be paper, cardboard, plastic, foil, metal, and com 
a ., c . . 

Speci?c 1.04 0.844 1.1395 bmatlolls thereof‘ _ _ 
Gravity at 25 Pr1nt1ng and/or coat1ng processes can use the var1ous 
20/20° embodiment toner compositions. Generally, a substrate as 
¥°P°r t * <0'01 0'59 previously noted is provided. A toner composition is also 
IESSUI? a . . . . . . 

200 CI prov1ded. Generally, the toner compos1t1on 15 one 1nc1ud1ng a 
mm Hg polymer generated from styrene and acrylate selected from 
COIlOr, Pt-CO * <50 <100 30 the group consisting of butyl acrylate, carboxyethyl acrylate, 
Pnfnafy and a UV light curable acrylate oligomer and optionally a 
Irritation Index . . 
— colorant. Alternately, the toner compos1t1on can be one that 

skin, i 31; ()9 includes a polymer generated from a UV curable 
Drail? Value cycloaliphatic epoxide and a colorant. The toner composition 
(0'8) is a lied onto the substrate usin knoWn coatin or rintin 
Eye 4 4.0 1.0 35 pp. . . g . g p g 
Drain Valu? technrques. The toner compos1t1on 15 then cured by exposure 
(0.110) to UV 11ght. 

Several trials Were conducted to evaluate the characteris 
tics of a UV curable toner composition as described herein. 

40 Speci?cally, three EA toner compositions Were prepared. 
TABLE 8 . 

These Were yellow EA toners prepared W1th UV curable 
Typical Properties ofCvracure ® Photoinitiators resins in an emulsion polymerization step, then aggregated 

With pigment and Wax to form UV curable EA toners. These 
Product UVR'6976 UVR'6992 UV curable monomers/oligomers in EA latex preparation 

Chemical Name Mixed Mixed 45 Were: (1) polyesterurethane acrylate, (2) dimethyl m-isopro 
TriarylSulfOIHium Triarylsulfonium penyl benzyl isocyanate; and (3) trimethylolpropane triacry 

H°X°?u°r°°nnm°n°t° H°X°?u°r°ph°Sph°t° late. The yellow EA toners Were evaluated by forming images 
Salts Salts . . . . . . 

Description Cationic Cationic 1n a MaJect1K 5765 cop1er 1n Xerox 4024 paper, and fus1ng 
Photoinitiator 
Phosphate Salt 

Photoinitiator 
Antimonate Salt 
Faster curing than 

UVI-6992 
Viscosity at 25° C., cP 75 75 
Speci?c Gravity at 1.39 1.32 
25/25° 
Vapor Pressure at 20° C., <0.03 <0.03 
mm Hg 
Color, Gardner Scale 5 5 

It Will be appreciated that the properties of the Cyracure® 
may be adjusted as desired. For example, if greater ?exibility 
of the resulting composition is desired, various polyols avail 
able under the designation Cyracure® Tone® may be added 
to the composition prior to curing. 
UV curable lacquer and toner compositions provide 

numerous bene?ts for a Wide array of applications. UV cur 
able lacquers enable better fusing, i.e. improved durability 
and Wear resistance, of toners on rough stock. All xero graphic 

50 

55 

60 

the image using an Imari-MF free belt nip fuser. After the 
fusing step, the EA toner images Were exposed to a UV curing 
system, With an energy of about 14jou1e/cm2, and light Wave 
length of about 150 to 375 nm. The radiation temperature Was 
maintained between 25 to 30° C. The post-cured EA toner 
images demonstrated excellent rub resistance. The images 
resisted 40 double rubs With a toluene laden cloth. 

Additional examples of polymer latex synthesis and toner 
particle preparation are as follows. 

Polymer Latex Synthesis 

Latex Example (I). Po1y(styrene-buty1 
acrylate-acrylic acid-[3-carboxyethy1 acrylate) 

Polymer Latex 

A polymer latex (EP406) comprised of a styrene/n-butyl 
acry1ate/[3-carboxyethy1 acrylate copolymer of 74:23:3 pre 
pared With 1 .7 pph dodecanethiol (chain transfer agent), 0.35 
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pph branching agent (A-DOD, decanediol diacrylate, avail 
able from Shin-Najamura Co., Japan) and 1.5 percent of 
ammonium persulfate initiator Was synthesized by a semi 
continuous emulsion polymerization process using the 
anionic surfactant DOWFAX 2A1TM (sodium tetrapropyl 
diphenoxide disulfonate, 47 percent active, available from 
DoW Chemical). 

In a 3 gallon jacketed stainless steel reactor With double 
?ight impellers (a four pitched-blade impeller each) set at 35 
rpm, 3.87 kilograms of deioniZed Water With 5.21 grams of 
DOWFAX 2A1TM (7 percent of the total surfactant) Were 
charged While the temperature Was raised from room, about 
23 to about 25° C. to 75° C. A monomer emulsion Was 
prepared by mixing a monomer mixture (3108 grams of sty 
rene, 966 grams of n-butyl acrylate, 122 grams of 2-carboxy 
ethyl acrylate ([3-CEA)), 14.3 grams of A-DOD and 45 grams 
of 1-dodecanethiol With 1930 grams of deioniZed Water and 
80.7 grams of DOWFAX 2A1TM (93 percent of the total 
surfactant) at room temperature for 30 minutes in a 1 .5 gallon 
Pope tank. 63 grams of the seed Were pumped from the 
monomer emulsion into a 0.2 gallon beaker and subsequently 
the seed Was charged into the reactor at 75° C. An initiator 
solution prepared from 61 grams of ammonium persulfate in 
302 grams of deioniZed Water Was added over 20 minutes 
after the seed emulsion addition. The reactor Was stirred at 48 
rpm for an additional 20 minutes to alloW seed particle for 
mation at 75° C. The monomer emulsion Was then fed into the 
reactor. Monomer emulsion feeding Was stopped after 110 
minutes and 24.9 grams of 1-dodecanethiol (DDT) Were 
added to the remaining emulsion in the 1.5 gallon Pope tank 
Which Was mixed for a further 5 minutes before feeding 
resumed. The remaining monomer emulsion Was fed into the 
reactor over 90 minutes. At the end of the monomer feed, the 
emulsion Was post-heated at 75° C. for 180 minutes, then 
cooled to 25° C. The reaction system Was deoxygenated by 
passing a stream of nitrogen through it during the reaction. A 
latex resin containing 42 Weight percent styrene-butyl acry 
late-[3-carboxy ethylacrylate resin, 57 Weight percent Water, 
0.4 Weight percent anionic surfactant DoWfax 2A1TM, 0.6 
percent of an ammonium sulfate salt species Was obtained. 
The resulting amorphous polymer poly(styrene-butyl acry 
late-acrylic acid-[3-carboxyethyl acrylate) possessed a 
Weight-average molecular Weight MW of 33,200, and a num 
ber-average molecularWeight Mn of 10,400, as determined on 
a Waters GPC, and a mid-point Tg of 507° C., as measured on 
a Seiko DSC. The latex resin or polymer possessed a volume 
average diameter of 222 nanometers as measured by light 
scattering technique on a Coulter N4 Plus Particle SiZer. 

Latex Example (II). Poly(styrene-butyl 
acrylate-acrylic acid-[3-carboxyethyl 

acrylate-urethane acrylate) Polymer Latex 

A polymer latex (EP432) comprised of a styrene/n-butyl 
acrylate/[3-carboxyethyl acrylate/urethane acrylate copoly 
mer of 70: 19:3 : 8 prepared With 1.7 pph dodecanethiol (chain 
transfer agent), 0.35 pph branching agent (A-DOD, 
decanediol diacrylate) and 1.5 percent of ammonium persul 
fate initiator Was synthesiZed by a semicontinuous emulsion 
polymeriZation process using the anionic surfactant DOW 
FAX 2A1TM. The UV curable urethane acrylate oligomer is 
available from Sartomer Co. under the grade designation 
CN966-H90. 

In a 3 gallon jacketed stainless steel reactor With double 
?ight impellers (a four pitched-blade impeller each) set at 35 
rpm, 3.87 kilograms of deioniZed Water With 5.21 grams of 
DOWFAX 2A1TM (7 percent of the total surfactant) Were 
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14 
charged While the temperature Was raised from room, about 
23 to about 25° C. to 75° C. A monomer emulsion Was 
prepared by mixing a monomer mixture (2937 grams of sty 
rene, 797 grams of n-butyl acrylate, 126 grams of 2-carboxy 
ethyl acrylate ([3-CEA)), 336 grams of urethane acrylate oli 
gomer (CN966-H90), 16.8 grams of 2-hydroxy-2-methyl-1 
phenyl- 1 -propane (photoinitiator, available from Ciba-Geigy 
under the grade designation Darocur 1173), 14.3 grams of 
A-DOD and 45 grams of 1-dodecanethiol With 1930 grams of 
deioniZed Water and 80.7 grams of DOWFAX 2A1TM (93 
percent of the total surfactant) at room temperature for 30 
minutes in a 1.5 gallon Pope tank. 63 grams of the seed Were 
pumped from the monomer emulsion into a 0.2 gallon beaker 
and subsequently the seed Was charged into the reactor at 75° 
C. An initiator solution prepared from 61 grams of ammo 
nium persulfate in 302 grams of deioniZed Water Was added 
over 20 minutes after the seed emulsion addition. The reactor 
Was stirred at 48 rpm for an additional 20 minutes to alloW 
seed particle formation at 75° C. The monomer emulsion Was 
then fed into the reactor. Monomer emulsion feeding Was 
stopped after 110 minutes and 24.9 grams of 1-dodecanethiol 
(DDT) Were added to the remaining emulsion in the 1.5 
gallon Pope tank Which Was mixed for a further 5 minutes 
before feeding resumed. The remaining monomer emulsion 
Was fed into the reactor over 90 minutes. At the end of the 
monomer feed, the emulsion Was post-heated at 75° C. for 
180 minutes, then cooled to 25° C. The reaction system Was 
deoxygenated by passing a stream of nitrogen through it 
during the reaction. A latex resin containing 42 Weight per 
cent styrene-butyl acrylate-[3-carboxy ethylacrylate-urethane 
acrylate resin, 57 Weight percent Water, 0.4 Weight percent 
anionic surfactant DoWfax 2A1TM, 0.6 percent of an ammo 
nium sulfate salt species Was obtained. The resulting amor 
phous polymer poly(styrene-butyl acrylate-acrylic acid-[3 
carboxyethyl acrylate-urethane acrylate) possessed a Weight 
average molecular Weight MW of 37,100, and a number 
average molecular weight M” of 11,600, as determined on a 
Waters GPC, and a mid-point Tg of 51 .2° C., as measured on 
a Seiko DSC. The latex resin or polymer possessed a volume 
average diameter of 241 nanometers as measured by light 
scattering technique on a Coulter N4 Plus Particle SiZer. 

Latex Example (III). Poly(styrene-butyl 
acrylate-acrylic acid-[3-carboxyethyl 

acrylate-dimethyl m-isopropenyl benZyl isocyanate) 
Polymer Latex 

A polymer latex (EP443) comprised of a styrene/n-butyl 
acrylate/[3-carboxyethyl acrylate/dimethyl m-isopropenyl 
benZyl isocyanate copolymer of 71:20:3:6 prepared With 1.7 
pph dodecanethiol (chain transfer agent), 0.35 pph branching 
agent (A-DOD, decanediol diacrylate) and 1.5 percent of 
ammonium persulfate initiator Was synthesiZed by a semi 
continuous emulsion polymeriZation process using the 
anionic surfactant DOWFAX 2A1TM. UV curable dimethyl 
m-isopropenyl benZyl isocyanate is available from Cytec 
Industries under the trade name TMI. 

In a 3 gallon jacketed stainless steel reactor With double 
?ight impellers (a four pitched-blade impeller each) set at 35 
rpm, 3.87 kilograms of deioniZed Water With 5.21 grams of 
DOWFAX 2A1TM (7 percent of the total surfactant) Were 
charged While the temperature Was raised from room, about 
23 to about 25° C. to 75° C. A monomer emulsion Was 
prepared by mixing a monomer mixture (2979 grams of sty 
rene, 839 grams of n-butyl acrylate, 126 grams of 2-carboxy 
ethyl acrylate ([3-CEA)), 252 grams of dimethyl m-isoprope 
nyl benZyl isocyanate (TMI), 12.6 grams of 2-hydroxy-2 
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methyl-1-phenyl-1-propane (photoinitiator, available from 
Ciba-Geigy under the grade designation Darocur 1173), 14.3 
grams of A-DOD and 45 grams of 1 -dodecanethiol With 1930 
grams of deionized Water and 80.7 grams of DOWFAX 
2A1TM (93 percent of the total surfactant) at room tempera 
ture for 30 minutes in a 1.5 gallon Pope tank. 63 grams of the 
seed Were pumped from the monomer emulsion into a 0.2 
gallon beaker and subsequently the seed Was charged into the 
reactor at 75° C. An initiator solution prepared from 61 grams 
of ammonium persulfate in 302 grams of deionized Water Was 
added over 20 minutes after the seed emulsion addition. The 
reactor Was stirred at 48 rpm for an additional 20 minutes to 
alloW seed particle formation at 75° C. The monomer emul 
sion Was then fed into the reactor. Monomer emulsion feeding 
Was stopped after 110 minutes and 24.9 grams of 1-dode 
canethiol (DDT) Were added to the remaining emulsion in the 
1 .5 gallon Pope tank Which Was mixed for a further 5 minutes 
before feeding resumed. The remaining monomer emulsion 
Was fed into the reactor over 90 minutes. At the end of the 
monomer feed, the emulsion Was post-heated at 75° C. for 
180 minutes, then cooled to 25° C. The reaction system Was 
deoxygenated by passing a stream of nitrogen through it 
during the reaction. A latex resin containing 42 Weight per 
cent styrene-butyl acrylate-[3-carboxy ethylacrylate-dim 
ethyl m-isopropenyl benzyl isocyanate resin, 57 Weight per 
cent Water, 0.4 Weight percent anionic surfactant DoWfax 
2A1TM, 0.6 percent of an ammonium sulfate salt species Was 
obtained. The resulting amorphous polymer poly(styrene 
butyl acrylate-acrylic acid-[3-carboxyethyl acrylate-dimethyl 
m-isopropenyl benzyl isocyanate) possessed a Weight-aver 
age molecular Weight MW of 35,500, and a number-average 
molecular weight M” of 10,900, as determined on a Waters 
GPC, and a mid-point Tg of 521° C., as measured on a Seiko 
DSC. The latex resin or polymer possessed a volume average 
diameter of 233 nanometers as measured by light scattering 
technique on a Coulter N4 Plus Particle Sizer. 

Latex Example (IV). Poly(styrene-butyl 
acrylate-acrylic acid-[3-carboxyethyl 

acrylate-trimethylolpropane triacrylate) Polymer 
Latex 

A polymer latex (EP444) comprised of a styrene/n-butyl 
acrylate/[3-carboxyethyl acrylate/trimethylolpropane triacry 
late copolymer of 71:20:3:6 prepared With 1.7 pph dode 
canethiol (chain transfer agent), 0.35 pph branching agent 
(A-DOD, decanediol diacrylate) and 1.5 percent of ammo 
nium persulfate initiator Was synthesized by a semicontinu 
ous emulsion polymerization process using the anionic sur 
factant DOWFAX 2A1TM. UV curable trimethylolpropane 
triacrylate is available from Sartomer Co. under the trade 
name SR351. 

In a 3 gallon jacketed stainless steel reactor With double 
?ight impellers (a four pitched-blade impeller each) set at 35 
rpm, 3.87 kilograms of deionized Water With 5.21 grams of 
DOWFAX 2A1TM (7 percent of the total surfactant) Were 
charged While the temperature Was raised from room, about 
23 to about 25° C. to 75° C. A monomer emulsion Was 
prepared by mixing a monomer mixture (2979 grams of sty 
rene, 839 grams of n-butyl acrylate, 126 grams of 2-carboxy 
ethyl acrylate ([3-CEA)), 252 grams of trimethylolpropane 
triacrylate (SR351), 12.6 grams of 2-hydroxy-2-methyl-1 
phenyl- 1 -propane (photoinitiator, available from Ciba-Geigy 
under the grade designation Darocur 1173), 14.3 grams of 
A-DOD and 45 grams of 1 -dodecanethiol With 1930 grams of 
deionized Water and 80.7 grams of DOWFAX 2A1TM (93 
percent of the total surfactant) at room temperature for 30 
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16 
minutes in a 1.5 gallon Pope tank. 63 Grams of the seed Were 
pumped from the monomer emulsion into a 0.2 gallon beaker 
and subsequently the seed Was charged into the reactor at 75° 
C. An initiator solution prepared from 61 grams of ammo 
nium persulfate in 302 grams of deionized Water Was added 
over 20 minutes after the seed emulsion addition. The reactor 
Was stirred at 48 rpm for an additional 20 minutes to alloW 
seed particle formation at 75° C. The monomer emulsion Was 
then fed into the reactor. Monomer emulsion feeding Was 
stopped after 110 minutes and 24.9 grams of 1 -dodecanethiol 
(DDT) Were added to the remaining emulsion in the 1.5 
gallon Pope tank Which Was mixed for a further 5 minutes 
before feeding resumed. The remaining monomer emulsion 
Was fed into the reactor over 90 minutes. At the end of the 
monomer feed, the emulsion Was post-heated at 75° C. for 
180 minutes, then cooled to 25° C. The reaction system Was 
deoxygenated by passing a stream of nitrogen through it 
during the reaction. A latex resin containing 42 Weight per 
cent styrene-butyl acrylate-[3-carboxy ethylacrylate-trim 
ethylolpropane triacrylate resin, 57 Weight percent Water, 0.4 
Weight percent anionic surfactant DoWfax 2A1TM, 0.6 percent 
of an ammonium sulfate salt species Was obtained. The result 
ing amorphous polymer poly(styrene-butyl acrylate-acrylic 
acid- [3-carboxyethyl acrylate-trimethylolpropane triacrylate) 
possessed a Weight-average molecular Weight MW of 35,500, 
and a number-average molecular Weight Mn of 10,900, as 
determined on a Waters GPC, and a mid-point Tg of52. 1° C., 
as measured on a Seiko DSC. The latex resin or polymer 
possessed a volume average diameter of 233 nanometers as 
measured by light scattering technique on a Coulter N4 Plus 
Particle Sizer. 

Toner Particle Preparation 

EXAMPLE I 

5.6 Micron YelloW Toner Particles Generated by A/C 
Process 

The poly(styrene-butyl acrylate-acrylic acid-[3-carboxy 
ethyl acrylate-urethane acrylate) polymer latex of Latex 
Example (11) (EP432) above Was utilized in an aggregation/ 
coalescence (A/C) process to produce 5.6 micron (volume 
average diameter) particles With a narroW size distribution. 

500 grams of deionized Water Was placed in a stainless steel 
beaker and homogenized at 5,000 rpm, While there Was added 
300 grams of latex poly(styrene-butyl acrylate-acrylic acid 
[3-carboxyethyl acrylate-urethane acrylate) (EP432), 37.16 
grams of the polyethylene Wax POLYWAX 725® dispersion 
(MW of 725, 31 percent active, available from Baker-Petrolite 
Company) folloWed by the addition of 38.3 grams of PY74 
yelloW pigment dispersion (17 percent active, available from 
Sun Chemicals) diluted With 110 grams of deionized Water. 
To the resulting homogenized latex/pigment blend, 2.4 grams 
of 10 percent PAC (polyaluminum chloride obtained from 
Asada Company of Japan) solution diluted With 24 grams of 
0.02N HNO3 Was added dropWise to cause a ?occulation of 
the PY74 yelloW pigment, 6 percent by Weight, the POLY 
WAX 725®, 9 percent by Weight, the resin, 84.88 Weight 
percent, and 0.12 Weight percent of the PAC. After the addi 
tion Was complete, homogenization Was continued for an 
additional 2 minutes to form a creamy blend With an average 
particle size by volume of2.68 and With a GSDv of 1 .21. The 
creamy blend Was then transferred into a 2 liter glass reactor 
and stirred at 350 rpm, While being heated to about 52° C. to 
about 53° C. Particle groWth Was monitored during heating. 
When the particle size diameter of the solids by volume Was 
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equal to 5 .44 (GSDVIl .20), the pH of the slurry Was adjusted. 
The slurry Was comprised of about 16 Weight percent of toner 
and of about 84 Weight percent of Water. The toner Was 
comprised of about 6 percent of PY74 yellow pigment, about 
9 percent of POLYWAX 725®, about 0.2 Weight percent of 
PAC and about 84.8 percent by Weight of the resin poly 
(styrene-butyl acrylate-acrylic acid-[3-carboxyethyl acrylate 
urethane acrylate), and Wherein the total amount of the toner 
components Was about 100 percent. The pH Was adjusted to 
7.5 by the addition of a 2 percent NaOH solution and the 
speed in the reactor Was reduced to 200 rpm. After 1/2 hour of 
stirring at 53 ° C., the temperature in the reactor Was increased 
to 95° C.After 1 hour ofheating at 95° C., the pH ofthe slurry 
Was adjusted to 4.3 and the heating Was continued for an 
additional 5 hours. Thereafter, the reactor contents Were 
cooled doWn to about room temperature, throughout the 
Examples, about 23° C. to about 25° C. and Were discharged. 
A 16 percent solids slurry of 5 .62 micron black toner particles 
With GSDv:1.19 Was obtained. The resulting toner product 
Was comprised of about 6 percent of PY74 yelloW pigment, 
about 9 percent of POLYWAX 725®, about 0.2 Weight per 
cent of PAC and about 84.8 percent by Weight of the resin 
poly(styrene-butyl acrylate-acrylic acid-[3-carboxyethyl 
acrylate-urethane acrylate), and Wherein the total amount of 
the toner components Was about 100 percent. The toner par 
ticles Were then Washed With deionized Water ?ve times and 
dried. 

EXAMPLE H 

5.6 Micron YelloW Toner Particles Generated by PAC 
A/ C Process 

The poly(styrene-butyl acrylate-acrylic acid-[3-carboxy 
ethyl acrylate) polymer latex of Latex Example (I) (EP406) 
and poly(styrene-butyl acrylate-acrylic acid-[3-carboxyethyl 
acrylate-dimethyl m-isopropenyl benzyl isocyanate) polymer 
latex of Latex Example (111) (EP443) above Were utilized in 
an aggregation/ coalescence (A/C) process to produce 5.6 
micron (volume average diameter) particles With a narroW 
size distribution. 

500 grams of deionized Water Was placed in a stainless steel 
beaker and homogenized at 5,000 rpm, While there Was added 
200 grams of polymer latex poly(styrene-butyl acrylate 
acrylic acid-[3-carboxyethyl acrylate) (EP406), 37.16 grams 
of the polyethylene Wax POLYWAX 725® dispersion fol 
loWed by the addition of 38.3 grams of PY74 yelloW pigment 
dispersion (17 percent active, available from Sun Chemicals) 
diluted With 110 grams of deionized Water. To the resulting 
homogenized latex/pigment blend, 2.4 grams of 10 percent 
PAC (polyaluminum chloride) solution diluted With 24 grams 
of 0.02N HNO3 Was added dropWise to cause a ?occulation of 
the PY74 yelloW pigment, 8.37 percent by Weight, the POLY 
WAX 725®, 12.55 percent by Weight, the resin poly(styrene 
butyl acrylate-acrylic acid-[3-carboxyethyl acrylate), 78.91 
Weight percent, and 0.17 Weight percent of the PAC. After the 
addition Was complete, homogenization Was continued for an 
additional 2 minutes to form a creamy blend With an average 
particle size by volume of2.68 and With a GSDv of 1.21 . The 
creamy blend Was then transferred into a 2 liter glass reactor 
and stirred at 350 rpm, While being heated to about 52° C. to 
about 53° C. Particle groWth Was monitored during heating. 
When the particle size diameter of the solids by volume Was 
equal to 4.84 (GSDv:1.21), 100 grams of polymer latex 
poly(styrene-butyl acrylate-acrylic acid-[3-carboxyethyl 
acrylate-dimethyl m-isopropenyl benzyl isocyanate) (EP443) 
Was added into the slurry mixture in the glass reactor. Particle 
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groWth Was continuously monitored during heating. When 
the particle size diameter of the solids by volume Was equal to 
5.43 (GSDv:1.22), the pH of the slurry Was adjusted. The 
slurry Was comprised of about 16 Weight percent of toner and 
of about 84 Weight percent of Water. The toner Was comprised 
of about 6 percent of PY74 yelloW pigment, about 9 percent of 
POLYWAX 725®, about 0.2 Weight percent of PAC, about 
56.5 percent by Weight of the resin poly(styrene-butyl acry 
late-acrylic acid-[3-carboxyethyl acrylate-urethane acrylate), 
and about 28.3 percent by Weight of resin poly(styrene-butyl 
acrylate-acrylic acid-[3-carboxyethyl acrylate-dimethyl 
m-isopropenyl benzyl isocyanate). The total amount of the 
toner components Was about 100 percent. The pH Was 
adjusted to 7.5 by the addition of a 2 percent NaOH solution 
and the speed in the reactor Was reduced to 200 rpm. After 1/2 
hour of stirring at 53° C., the temperature in the reactor Was 
increased to 95° C. After 1 hour of heating at 95° C., the pH 
of the slurry Was adjusted to 4.3 and the heating Was contin 
ued for an additional 5 hours. Thereafter, the reactor contents 
Were cooled doWn to about room temperature, throughout the 
Examples, about 23° C. to about 25° C. and Were discharged. 
A 16 percent solids slurry of 5 .65 micron black tonerparticles 
With GSDv:1.22 Was obtained. The resulting toner product 
Was comprised of about 6 percent of PY74 yelloW pigment, 
about 9 percent of POLYWAX 725®, about 0.2 Weight per 
cent of PAC, about 56.5 percent by Weight of the resin poly 
(styrene-butyl acrylate-acrylic acid-[3-carboxyethyl acry 
late), and about 28.3 percent by Weight of the resin poly 
(styrene-butyl acrylate-acrylic acid-[3-carboxyethyl acrylate 
dimethyl m-isopropenyl benzyl isocyanate), and Wherein the 
total amount of the toner components Was about 100 percent. 
The toner particles Were then Washed With deionized Water 
?ve times and dried. 

EXAMPLE III 

5.6 Micron YelloW Toner Particles Generated by PAC 
A/C Process 

The poly(styrene-butyl acrylate-acrylic acid-[3-carboxy 
ethyl acrylate) polymer latex of Latex Example (I) (EP406) 
and poly(styrene-butyl acrylate-acrylic acid-[3-carboxyethyl 
acrylate-trimethylolpropane triacrylate) polymer latex of 
Latex Example (IV) (EP444) above Were utilized in an aggre 
gation/ coalescence (A/C) process to produce 5.6 micron (vol 
ume average diameter) particles With a narroW size distribu 
tion. 

500 grams of deionized Water Was placed in a stainless steel 
beaker and homogenized at 5 ,000 rpm, While there Was added 
200 grams of polymer latex poly(styrene-butyl acrylate 
acrylic acid-[3-carboxyethyl acrylate) (EP406), 37.16 grams 
of the polyethylene Wax POLYWAX 725® dispersion fol 
loWed by the addition of 38.3 grams of PY74 yelloW pigment 
dispersion (17 percent active, available from Sun Chemicals) 
diluted With 110 grams of deionized Water. To the resulting 
homogenized latex/pigment blend, 2.4 grams of 10 percent 
PAC (polyaluminum chloride) solution diluted With 24 grams 
of 0.02N HNO3 Was added dropWise to cause a ?occulation of 
the PY74 yelloW pigment, 8.37 percent by Weight, the POLY 
WAX 725®, 12.55 percent by Weight, the resin poly(styrene 
butyl acrylate-acrylic acid-[3-carboxyethyl acrylate), 78.91 
Weight percent, and 0.17 Weight percent of the PAC. After the 
addition Was complete, homogenization Was continued for an 
additional 2 minutes to form a creamy blend With an average 
particle size by volume of2.59 and With a GSDv of 1 .21. The 
creamy blend Was then transferred into a 2 liter glass reactor 
and stirred at 350 rpm, While being heated to about 52° C. to 
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about 53° C. Particle growth Was monitored during heating. 
When the particle siZe diameter of the solids by volume Was 
equal to 4.79 (GSDV:l .20), 100 grams of polymer latex 
poly(styrene-butyl acrylate-acrylic acid-[3-carboxyethyl 
acrylate-trimethylolpropane triacrylate) (EP444) Was added 
into the slurry mixture in the glass reactor. Particle growth 
Was continuously monitored during heating. When the par 
ticle siZe diameter of the solids by volume Was equal to 5.49 
(GSDV:1.22), the pH of the slurry Was adjusted. The slurry 
Was comprised of about 16 Weight percent of toner and of 
about 84 Weight percent of Water. The toner Was comprised of 
about 6 percent of PY74 yelloW pigment, about 9 percent of 
POLYWAX 725®, about 0.2 Weight percent of PAC, about 
56.5 percent by Weight of the resin poly(styrene-butyl acry 
late-acrylic acid-[3-carboxyethyl acrylate-urethane acrylate), 
and about 28.3 percent by Weight of resin poly(styrene-butyl 
acrylate-acrylic acid-[3-carboxyethyl acrylate-trimethylol 
propane triacrylate). The total amount of the toner compo 
nents Was about 100 percent. The pH Was adjusted to 7.5 by 
the addition of a 2 percent NaOH solution and the speed in the 
reactor Was reduced to 200 rpm. After 1/2 hour of stirring at 
53° C., the temperature in the reactor Was increased to 95° C. 
After 1 hour of heating at 95° C., the pH of the slurry Was 
adjusted to 4.3 and the heating Was continued for an addi 
tional 5 hours. Thereafter, the reactor contents Were cooled 
doWn to about room temperature, throughout the Examples, 
about 23° C. to about 25° C. and Were discharged. A 16 
percent solids slurry of 5.57 micron black toner particles With 
GSDv:1.21 Was obtained. The resulting toner product Was 
comprised of about 6 percent of PY74 yelloW pigment, about 
9 percent of POLYWAX 725®, about 0.2 Weight percent of 
PAC, about 56.5 percent by Weight of the resin poly(styrene 
butyl acrylate-acrylic acid-[3-carboxyethyl acrylate), and 
about 28.3 percent by Weight of the resin poly(styrene-butyl 
acrylate-acrylic acid-[3-carboxyethyl acrylate-trimethylol 
propane triacrylate), and Wherein the total amount of the toner 
components Was about 100 percent. The toner particles Were 
then Washed With deioniZed Water ?ve times and dried. 

COMPARATIVE EXAMPLE I 

5.6 Micron YelloW Toner Particles Generated by PAC 
A/ C Process 

The poly(styrene-butyl acrylate-acrylic acid-[3-carboxy 
ethyl acrylate) polymer latex of Latex Example (I) (EP406) 
above Was utiliZed in an aggregation/ coalescence (A/ C) pro 
cess to produce 5.6 micron (volume average diameter) par 
ticles With a narroW siZe distribution. 

500 grams of deioniZed Water Was placed in a stainless steel 
beaker and homogeniZed at 5,000 rpm, While there Was added 
300 grams of latex poly(styrene-butyl acrylate-acrylic acid 
[3-carboxyethyl acrylate) (EP406), 37.16 grams of the poly 
ethylene Wax POLYWAX 725® dispersion (MW of 725, 31 
percent active, available from Baker-Petrolite Company) fol 
loWed by the addition of 38.3 grams of PY74 yelloW pigment 
dispersion (17 percent active, available from Sun Chemicals) 
diluted With 110 grams of deioniZed Water. To the resulting 
homogeniZed latex/pigment blend, 2.4 grams of 10 percent 
PAC (polyaluminum chloride obtained fromAsada Company 
of Japan) solution diluted With 24 grams of 0.02N HNO3 Was 
added dropWise to cause a ?occulation of the PY74 yelloW 
pigment, 6 percent by Weight, the POLYWAX 725®, 9 per 
cent by Weight, the resin, 84.88 Weight percent, and 0.12 
Weight percent of the PAC. After the addition Was complete, 
homogeniZation Was continued for an additional 2 minutes to 
form a creamy blend With an average particle siZe by volume 
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of 2.63 and With a GSDv of 1.20. The creamy blend Was then 
transferred into a 2 liter glass reactor and stirred at 350 rpm, 
While being heated to about 52° C. to about 53° C. Particle 
groWth Was monitored during heating. When the particle siZe 
diameter of the solids by volume Was equal to 5.54 
(GSDV:l .21), the pH of the slurry Was adjusted. The slurry 
Was comprised of about 16 Weight percent of toner and of 
about 84 Weight percent of Water. The toner Was comprised of 
about 6 percent of PY74 yelloW pigment, about 9 percent of 
POLYWAX 725®, about 0.2 Weight percent of PAC and 
about 84.8 percent by Weight of the resin poly(styrene-butyl 
acrylate-acrylic acid-[3-carboxyethyl acrylate). The total 
amount of the toner components Was about 100 percent. The 
pH Was adjusted to 7.5 by the addition of a 2 percent NaOH 
solution and the speed in the reactor Was reduced to 200 rpm. 
After 1/2 hour of stirring at 53° C., the temperature in the 
reactor Was increased to 95° C. After 1 hour of heating at 95° 
C., the pH of the slurry Was adjusted to 4.3 and the heating 
Was continued for an additional 5 hours. Thereafter, the reac 
tor contents Were cooled doWn to about room temperature, 
throughout the Examples, about 23° C. to about 25° C. and 
Were discharged. A 16 percent solids slurry of 5.64 micron 
black toner particles With GSDV:l .21 Was obtained. The 
resulting toner product Was comprised of about 6 percent of 
PY74 yelloW pigment, about 9 percent of POLYWAX 725®, 
about 0.2 Weight percent of PAC and about 84.8 percent by 
Weight of the resin poly(styrene-butyl acrylate-acrylic acid 
[3-carboxyethyl acrylate), and Wherein the total amount of the 
toner components Was about 100 percent. The toner particles 
Were then Washed With deioniZed Water ?ve times and dried. 

EVALUATION 

YelloW toners of the above Examples 1 to I11 and Compara 
tive Example I Were evaluated by forming images in a Maj ec 
tiK 5765 copier in both Xerox 4024 paper and Xerox 3R3108 
transparency, and fusing the images using lmari-MF free belt 
nip fuser. After the fusing step, the yelloW toner images of 
Examples 1 to I11 and Comparative Example 1 demonstrated 
poor rub resistance. All the images Were smeared after 10 
double rubs With toluene laden cloth. 

YelloW toners of the above Examples 1 to I11 and Compara 
tive Example I Were evaluated by forming images in a Maj ec 
tiK 5765 copier in both Xerox 4024 paper and Xerox 3R3108 
transparency, and fusing the images using lmari-MF free belt 
nip fuser. After the fusing step, these yelloW toner images 
Were exposed to a UV curing system (Loctite Zeta 7400 UV 
Oven by Loctite Corporation), With UV lamps of about 30 
mW/cm2 at the Wavelength 365 nm. The exposure time is set 
at about 3 minutes. The radiation temperature Was maintained 
betWeen 25 to 30° C. The post-cured yelloW toner images of 
Examples 1 to I11 demonstrated excellent rub resistance. The 
images resisted 20 double rubs With toluene-damped cloth. In 
contrast, the yelloW toner images of Comparative Example 1 
demonstrated poor rub resistance. The yelloW toner images of 
Comparative Example I Were smeared after 5 double rubs 
With toluene-damped cloth. 

Images on polymer substrates and packaging cardboard 
Were performed on bench development setup and fusing ?x 
ture. The above-mentioned developer made for MajectiK 
5765 copier Was incorporated into an electrostatographic 
imaging device With a cascade development Zone. The sub 
strates used for the development Were broWn paper cardboard 
and a feW different polymer substrates such as polyethylene 
terephthalate (PET), high-density polyethylene (HDPE), 
polypropylene (PP), and Nylon®. After about 1.4 gm/cm2 
solid density Was developed, the substrate and the toner Were 
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fused using a silicone rubber fuser roll from a Xerox 5028 
machine. The surface temperature of fuser roll Was set at 
about 4000 F. and the speed Was set at about 120 rpm. After the 
fusing step, these yellow toner images Were exposed to a UV 
curing system and the rubbing tests Were performed as men 
tioned above. All images made from toner in Examples I to III 
on polymer substrates and packaging cardboards resisted 20 
double rubs With toluene-damped cloth, Which shoWed 
improvement in solvent resistance after UV curing compared 
to non-UV curable toner images made from Comparative 
Example I. Polyethylene and polypropylene ?lms shoWed 
equivalent development as PET ?lms as the substrates. PE 
and PP ?lms are excellent substrates for toner fused below 
1200 C. 
The exemplary embodiment has been described With ref 

erence to the preferred embodiments. Obviously, modi?ca 
tions and alterations Will occur to others upon reading and 
understanding the preceding detailed description. It is 
intended that the exemplary embodiment be construed as 
including all such modi?cations and alterations insofar as 
they come Within the scope of the appended claims or the 
equivalents thereof. 

The invention claimed is: 
1. A toner composition including a toner particle, the toner 

particle comprising a core and a shell around the core; 
the core comprising (i) an optional colorant and (ii) a 

polymer generated from styrene and an acrylate mono 
mer; and 

the shell comprising a copolymer formed from the poly 
meriZation of styrene, an acrylate monomer, and (iii) a 
multifunctional ultraviolet light curable acrylate oligo 
mer; 

Wherein (iii) the multifunctional ultraviolet light curable 
acrylate oligomer is present in only the shell. 

2. A toner composition including a toner particle, the toner 
particle comprising a core and a shell around the core, the core 
comprising (i) an optional colorant and (ii) a polymer gener 
ated from styrene and an acrylate monomer; and the shell 
comprising (iii) a an ultraviolet light curable acrylate oligo 
mer; Wherein said ultraviolet light curable acrylate oligomer 
is present in said toner composition in an amount of from 
about 1 to about 15 percent by Weight of the toner composi 
tion. 

3. The toner composition of claim 2 Wherein said ultravio 
let light curable acrylate oligomer is present in said toner 
composition in an amount of from about 2 to about 10 percent 
by Weight of the toner composition. 

4. The toner composition of claim 1 Wherein said multi 
functional ultraviolet light curable acrylate oligomer is 
selected from the group consisting of epoxy-acrylates, poly 
ester-acrylates, polyether acrylates, polyurethane acrylates, 
and combinations thereof. 

5. The toner composition of claim 1 Wherein said multi 
functional ultraviolet light curable acrylate oligmer is 
selected from the group consisting of tris (2-hydroxy ethyl) 
isocyanurate triacrylate; ethoxylated pentaerythritol tet 
raacrylate; pentaerythritol tetracrylate; dipentaerythritol pen 
taacrylate; chlorinated polyester acrylate; amine modi?ed 
epoxy acrylate; aromatic urethane acrylate; polyurethane 
acrylate oligomer; aromatic urethane triacrylate; aliphatic d 
iacrylate oligomer; aliphatic urethane diacrylate; aromatic 
urethane diacrylate; and combinations thereof. 
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6. The toner composition of claim 1 further comprising a 

photoinitiator. 
7. The toner composition of claim 6 Wherein said photo 

initiator is present in said toner composition in an amount of 
from about 0.1 to about 5 percent by Weight. 

8. The toner composition of claim 7 Wherein said photo 
initiator is present in said toner composition in an amount of 
from about 0.5 to about 2 percent by Weight. 

9. The toner composition of claim 6 Wherein said photo 
initiator is selected from the group consisting of 2-hydroxy 
2-methyl-1 -phenyl-1 -propanone; 1 -hydroxycyclohexylphe 
nyl ketone; 2-benZyl-2 -dimethylamino- 1 -(4 
morpholinophenyl)-butan-1-one; 2, 2-dimethoxy-2 
phenylacetophenone; 2-methyl-1 -[4-(methylthio)phenyl] -2 
(4-morpholinyl)-1-propanone; and combinations thereof. 

10. The toner composition of claim 6 Wherein said photo 
initiator is selected from the group consisting of 2-hydroxy 
2-methyl-1-phenyl- propan-l-one (HMPP); 2,4,6-trimethyl 
benZoyl diphenyl phosphine oxide (TPO); 50:50 Blend of 
HMPP and TPO; 2-methyl-1[4-(methylthio)phenyl]-2-mor 
pholino propan-lone (MMMP); 2, 2-dimethoxy-2-phenyl 
acetophenone (BDK); 2, 4, 6-trimethyl benZoyl diphenyl 
phosphine oxide (Lucirin TPO); alpha hydroxyketone; and 
combinations thereof. 

11. The toner composition of claim 1 Wherein the acrylate 
monomer inpolymer (ii) is selected from the group consisting 
of butyl acrylate, carboxyethyl acrylate, and combinations 
thereof. 

12. A method for printing and/or coating of a substrate, 
using at least one curable coating, said method comprising: 

providing a substrate; 
providing a toner composition including a toner particle, 

the toner particle comprising a core and a shell around 
the core: 

the core comprising (i) a polymer generated from sty 
rene and an acrylate selected from the group consist 
ing of butyl acrylate, carboxyethyl acrylate, and com 
binations thereof, and (ii) an optional colorant; and 

the shell comprising a polymer generated from styrene, 
(iii) a multifunctional ultraviolet light curable acry 
late oligomer, and an acrylate selected from the group 
consisting of butyl acrylate, carboxyethyl acrylate. 
and combinations thereof; 

Wherein the core is devoid of (iii) the multifunctional 
ultraviolet light curable acrylate oligomer; 

applying said toner composition on said substrate; and 
curing said toner composition by exposure to ultraviolet 

light. 
13. The method of claim 12 Wherein said substrate is 

selected from the group consisting of paper, cardboard, plas 
tic, foil, metal, and combinations thereof. 

14. A toner composition including a toner particle, the 
toner particle comprising a core and a shell around the core, 
the core comprising (i) an optional colorant and (ii) a polymer 
generated from styrene and an acrylate monomer; and the 
shell comprising (iii) an ultraviolet light curable acrylate 
oligomer; Wherein said ultraviolet light curable acrylate oli 
gomer is an epoxy-acrylate, polyester- acrylate, or polyether 
acrylate. 


