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FUEL CAP WITH HIGH SEALING 
PROPERTIES 

TECHNICAL FIELD 

The present invention relates to a fuel cap for the fuel tank 
of an automobile or the like. 

BACKGROUND OF THE INVENTION 

A fuel cap to be used in the automobile or the like has to 
provide a god seal When it is completely secured, although it 
is just a simple part. The fuel cap is also required to enhance 
the operability from the early stage of the securing operation 
Where the turning operation is started to the end stage of the 
securing operation Where the turning operation is completed, 
for example, to reduce the turning amount of the opening/ 
closing operation. 

The conventional fuel caps describing those purposes are 
exempli?ed by Japanese Patent No. 2712115, JP-A-06 
040262 or JP-A-2001-341537. 

Japanese Patent No. 2712115 has proposed a cap, Which is 
constructed to include a core corresponding to the closure 
body of the invention, and a sleeve. In this cap of Japanese 
Patent No. 2712115, the sleeve is made movable relative to 
the core and supports a seal ring. As a result, the cap is 
provided With closing means for closing the opening of a 
liquid ?lling port, and grasping means for grasping the liquid 
?lling port to compress the seal ring betWeen the sleeve and 
the liquid ?lling port. 

JP-A-06-040262 has proposed a closure for a ?ller pipe of 
a tank. This closure comprises: a gasket to engage With a 
?ange at one end portion of a ?ller pipe; a cap stem having a 
central portion made to extend into the ?ller pipe; a clamp 
ring for carrying a pair of clamp lugs adapted to engage With 
loWer part of the ?ange formed at one end portion of the ?ller 
pipe; springs for pushing the clamp lugs to be engaged With 
the ?ange; a cam for keeping the clamp lugs out of engage 
ment With the ?ange; and connection means for connecting 
the stem to the clamp ring so that the stem and the clamp ring 
may simultaneously move in angular directions. 

JP-A-2001-341537 has proposed a fuel ?lling device for a 
fuel tank, Which comprises: a casing body removably 
mounted on a fuel ?lling pipe; an operation unit for operating 
to open/close a fuel passage; seal means interposed betWeen 
the casing body and a face of the fuel ?lling pipe; a spring 
arranged to bias the seal means toWards the face; and cam 
means converting rotation of the device into a sealing force by 
Which the seal means pushes the sheet face. 

For example, Japanese Patent No. 2712115 has adopted a 
structure, in Which the opening/ closing operation of the fuel 
cap is completed by a turning operation of 45 degrees. HoW 
ever, it is di?icult to obtain a space capable of pressing the seal 
ring tightly With only an amount of doWnWard sliding by 
fastening of such a cap. Therefore, the fuel cap described in 
Japanese Patent No. 2712115 has a structure, in Which the 
seal ring is pressed to the opening edge of the ?ller neck by a 
spring. Similarly, the fuel caps described in JP-A-06-040262 
and JP-A-2001-341537 adopt the similar structure. 

In this structure, in order to obtain a space to press the seal 
ring tightly, these conventional fuel caps also adopt the con 
struction in Which the spring elastically supports a sleeve for 
pressing the seal ring tightly. With only this construction, 
hoWever, the seal ring pressed tightly may be ?uctuated as a 
result of a load from the outside of the fuel cap or by the 
pressure of fuel vapor coming from the inside of the ?ller 
neck, thereby to deteriorate the sealing property. In case the 
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2 
fuel cap being inclined is ?tted to the ?ller neck, moreover, it 
causes deterioration of the sealing property by Which the 
pressure of the seal ring easily becomes insu?icient Where the 
spring may be further compressed. This is because the con 
ventional fuel cap has been designed based upon the assump 
tion that the cap is in a normal position. 

SUMMARY OF THE INVENTION 

From the vieWpoint of improving the opening/closing 
operation of the fuel cap, it is invaluable to suppress the 
turning amount of the fuel cap. HoWever, it is still insuf?cient 
to solve the aforementioned reduction in the sealing property. 
Therefore, the present inventors have investigated to develop 
a fuel cap Which Will not alloW such a reduction in the sealing 
property as might otherWise be caused by the load from the 
outside of the fuel cap, the pressure of the fuel vapor coming 
from the inside of the ?ller neck or the tWisted installation of 
the fuel cap, While keeping a high operability by adopting a 
pressing structure of the seal ring utiliZing a elastic member. 
As a result of the investigations, the present inventors have 

developed a fuel cap comprising a closure unit adapted to be 
?tted into an opening of a ?ller neck having a plurality of 
ridges formed on its inner side face intermittently in the 
circumferential direction, so that it may be secured to the ?ller 
neck by engaging With the ridges While turning, Wherein the 
closure unit includes a closure body, a seal ring, a sleeve, a 
base and an elastic member, the closure body includes a trunk 
portion extending from a head portion to be turned and having 
a plurality of closure side ?tting portions on its outer side face, 
the sleeve is provided on its inner side face With a plurality of 
sleeve side ?tting portions and an elastic member ?tting por 
tion and on its outer side face With a plurality of engagement 
protrusions adapted to be passed axially through the ridges of 
the ?ller neck and turned for engaging upWard With the 
ridges, the sleeve can be freely slided upWard and doWnWard 
With respect to the trunk portion of the closure body While 
being ?tted together With the seal ring on the trunk portion 
and can be freely turned integrally With the closure body by 
?tting the closure side ?tting portion and the sleeve side 
?tting portion, a spacing is formed betWeen a loWer end of the 
sleeve and the base by integrally joining the base and a loWer 
end of the trunk portion ?tted the sleeve thereon While sand 
Wiching the elastic member betWeen the elastic member ?t 
ting portion of the sleeve and the base, and an amount of the 
spacing is set smaller than an amount of the doWnWard sliding 
of the sleeve Which is caused When the engagement protru 
sions formed on the outer side face of the sleeve slip into the 
loWer faces of the ridges formed on the inner side face of the 
?ller neck. 

In the fuel cap of the invention, the amount of the spacing 
formed betWeen the loWer end of the sleeve and the base is set 
smaller than the amount of the doWnWard sliding of the 
sleeve, Which is caused When the engagement protrusions slip 
into loWer face of the ridges of the ?ller neck. As a result, the 
sleeve moving doWnWardly during the turning operation in 
the closing direction abuts against the base in the course of 
slipping into loWer face of the ridges. The remaining of the 
total amount of the doWnWard sliding of the sleeve is con 
sumed by the sleeve pushing doWn the base, to thereby push 
doWn the head portion of the closure body integrated With the 
base. As a result, the seal ring is sandWiched and pressed 
tightly by the head portion and the opening edge of the ?ller 
neck. According to this structure, the ridges formed on the 
inner side face of the ?ller neck and the base hold the sleeve 
therebetWeen and to thereby keep position of the fuel cap 
stable When the fuel cap in the invention is completely 
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secured. This means that the stable sealing by pressure of the 
seal ring is ensured. As a result, the high sealing property can 
be kept even if the load from the outside of the fuel cap or the 
pressure of the fuel vapor coming from the inside of the ?ller 
neck varies or the tWisted installation of the fuel cap. 

Here, in case the loWer end of the sleeve and the base are 
spaced by some cause While the fuel cap is secured, the sleeve 
is not alloWed to move upWard because the engagement pro 
trusions and the ridges engage With each other, but the base 
can only be alloWed to move doWnWard relative to the sleeve. 
This permits the head portion of the closure body to move 
doWnWard With movement of the base. According to this 
structure, therefore, the seal ring may be further pressed 
tightly, but the sealing by pressure of the seal ring is neither 
Weakened nor released unexpectedly. 

The fuel cap in the invention is constructed to carry out the 
sealing property by pressing the seal ring tightly With the head 
portion of the closure body and the opening edge of the ?ller 
neck. It is, therefore, preferable to mount and ?x the seal ring 
in advance on the root of the trunk portion of the closure body. 
Therefore, the construction of the closure body may include a 
ring mounting portion at the root of the trunk portion With 
respect to the head portion, and the seal ring mounted on the 
ring mounting portion may be sandWiched and pressed tightly 
by the head portion and the opening edge of the ?ller neck. As 
the shape of the seal ring capable of pressing the seal ring 
suf?ciently by clamping it betWeen the head portion of the 
closure body and the opening edge of the ?ller neck, the seal 
ring may be formed into an annular shape having a C-shaped 
section With a spacing formed by individual edges of an upper 
circumferential portion and a loWer circumferential portion. 
In this case, the seal ring is pressed tightly by being accessed 
mutually the edges of the upper circumferential portion in 
facial contact With the head portion of the closure body and 
the loWer circumferential portion in contact With the opening 
edge of the ?ller neck. 

The fuel cap in the present invention can complete the 
turning operation of the closure unit Within the turning range, 
in Which the engagement protrusions formed on the outer side 
face of the sleeve are kept in engagement With the ridges 
formed on the inner side face of the ?ller neck. In other Words, 
the engagement protrusions come off from engagement With 
the ridges, if the closure unit is turned over the aforemen 
tioned turning range. In order to improve the turning oper 
ability of the closure unit, therefore, the sleeve of the fuel cap 
in the present invention may be divided into a sliding sleeve 
turning With the closure body and a turning control sleeve 
?xed in position With respect to the ?ller neck and ?tted on the 
sliding sleeve. The sliding sleeve is provided on its inner side 
face With the sleeve side ?tting portions and an elastic mem 
ber ?tting portion and on its outer side face With engagement 
protrusions adapted to be passed axially through correspond 
ing intervals formed betWeen the ridges of the ?ller neck and 
then turned for engaging upWard With the ridges, and guide 
grooves extending in the circumferential direction and set to 
have its length corresponding to a desired turning amount of 
the disclosure. On the other hand, the turning control sleeve 
includes engagement members extending therefrom and 
adapted to be engaged With ?tting to corresponding intervals 
formed betWeen the ridges of the ?ller neck, and engagement 
protruding parts protruding in radially inWard direction 
formed on its inner side face. Moreover, the engagement 
protruding parts of the turning control sleeve are applied to 
the guide grooves of the sliding sleeve, to limit the range in 
Which the engagement protruding parts are alloWed to move 
in the circumferential direction, thereby to control the turning 
amount of the closure unit in the turning operation. 
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4 
According to the fuel cap in the invention, therefore, the 

sleeve having the engagement parts slipping into loWer face 
of the ridges pushes doWn the base so that the head portion of 
the closure body integrally ?tted With the base can press the 
seal ring tightly With the opening edge of the ?ller neck, and 
thereby to obtain the sealing property. Moreover, the turning 
operation in the closing direction can be completed securing 
Within the minimum necessary turning amount. For similar 
actions or effects, the structure may also be modi?ed such that 
guide grooves are formed in the inner side face of the turning 
control sleeve and such that the engagement protruding parts 
protruding in radially outWard direction are formed on the 
outer side face of the sliding sleeve. 

Moreover, the fuel cap is preferably provided With a 
mechanism for comfortableness of the turning operation, i.e., 
the construction capable of sensing the end of the turning 
operation in the opening/ closing direction thereof. Of these, 
the comfortableness mechanism for enabling an operator to 
sense the end of the turning operation in the closing operation 
has an action to prevent the fuel cap from being broken, as 
might otherWise be caused by an excessive turning operation. 
In the sleeve of the fuel cap in the present invention, therefore, 
the engagement protruding parts of the turning control sleeve 
may be replaced by latches having protrusions protruding in 
radially inWard direction formed on the inner side face of the 
turning control sleeve, and the guide grooves may include 
bumps formed in a vicinity of at least one end of the guide 
groove of the sliding sleeve. This construction can provide not 
only a function to control the turning amount in minimum 
necessary range in the turning operation of the closure unit 
but also a function to provide comfortableness in the turning 
operation of the closure unit as a result that the protrusions of 
the latches run over the bumps. 

Here, the aforementioned phrase of “vicinity of at least one 
end of the guide groove” means an area around each end of the 
guiding groove, i.e., a position Where a bump is formed at 
Which a protrusion of the latch runs over the bump is capable 
of being ?tted betWeen the end of the guiding groove and the 
bump. The construction for providing comfortableness can 
also sWap the positional relationship betWeen the latches and 
the guide grooves, i.e., the guide grooves may be formed in 
the inner side face of the turning control sleeve, and the 
latches having the protrusions protruding in the radially out 
Ward direction may also be formed on the outer side face of 
the sliding sleeve. 
The elastic member to be used in the fuel cap of the inven 

tion may also be constructed to push doWn the base on the 
basis of the sleeve in the completely secured condition While 
elastically supporting the sleeve With respect to the base. This 
construction may be exempli?ed by sandWiching a plate 
spring as the elastic member betWeen the elastic member 
?tting portion of the sleeve and the base. In the simplest 
example, the elastic member is exempli?ed by a coil spring 
being loosely ?tted to the trunk portion of the closure body. 
This coil spring is advantageous in that it can be easily ?tted 
loosely on the trunk portion of the closure body thereby to 
facilitate the assembly. 
The fuel cap in the present invention can be completed its 

opening/closing operation Within the turning range in Which 
the engagement protrusions formed on the outer side face of 
the sleeve or the sliding sleeve begin to slip into loWer face of 
the ridges formed on the inner side face of the ?ller neck until 
completely engaged With the ridges, thereby to improve the 
opening/closing operability. Moreover, even in the secured 
conditions While loading from the outside of the fuel cap, 
pressuriZing of the fuel vapor coming from the inside of the 
?ller neck or being the fuel cap installed in tWisted condition, 
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the fuel cap in the present invention can be achieved a su?i 
cient and stable sealing property by the construction in Which 
the loWer end of the sleeve or the loWer end of the sliding 
sleeve and the base are in abutment against each other so that 
the closure unit hardly rattles as a Whole. Thus, the present 
invention has a result of providing a fuel cap With improve 
ments in the opening/closing operability and in the perfor 
mance to prevent reduction of the sealing property. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a partially broken perspective vieW shoWing one 
embodiment of a fuel cap of the present invention; 

FIG. 2 is an explodedperspective vieW shoWing a construc 
tion of a closure unit of the fuel cap; 

FIG. 3 is a sectional vieW of the vicinity of an opening of a 
?ller neck shoWing the early stage of the securing operation 
right after the fuel cap Was ?tted in the ?ller neck; 

FIG. 4 is a sectional vieW of the closure unit shoWing the 
early stage of the securing operation as mentioned above; 

FIG. 5 is a section taken on line A-A in FIG. 3; 
FIG. 6 is a section taken on line B-B in FIG. 3; 
FIG. 7 is a sectional vieW of the vicinity of the opening of 

the ?ller neck shoWing the end stage of the securing operation 
right after the turning operation of fuel cap Was completed; 

FIG. 8 is a sectional vieW of the closure unit shoWing the 
end stage of the securing operation as mentioned above; and 

FIG. 9 is a sectional vieW corresponding to FIG. 5 shoWing 
the end stage of the securing operation as mentioned above. 

DETAILED DESCRIPTION OF THE INVENTION 

An embodiment of the invention Will be described With 
reference to the accompanying draWings. 
A fuel cap 1 of this embodiment is constructed, as shoWn in 

FIG. 1, by covering the head portion 211 of a closure body 21 
forming a closure unit 2 With a handle 4. This handle 4 is a 
member for facilitating the turning operation of the fuel cap 1, 
and the closure unit 2 of the fuel cap 1 substantially acts as a 
member for closing a ?ller neck 3. This ?ller neck 3 is pro 
vided With: an opening edge 31 formed by utiliZing a curling 
processing With folding back an end portion of a metallic pipe 
in radially outWard direction; and a pair of ridges 32 and 32 
extending in the circumferential direction formed in the inner 
side face thereof by utiliZing a press Working. In the fuel cap 
1 of the present invention, each length of the ridges 32 may 
extend Within a turning range necessary for the opening/ 
closing operation. Therefore, the ridges may be as short as the 
turning range or may be a plurality of the aforementioned 
short ridges being placed intermittently. The interval formed 
betWeen the ridges 32 and 32 is equal to either the Width of an 
engagement member 231 of a turning control sleeve 23 
describing later or the Width of engagement protrusions 241 
formed on the outer side face of a sliding sleeve 24. 
As shoWn in FIG. 2, the closure unit 2 is constructed to 

include the closure body 21, a seal ring 22, the turning control 
sleeve 23, the sliding sleeve 24, a coil spring 25 and a base 26 
vertically in recited order from the top. The seal ring 22 can 
also be separately mounted on a ring mounting portion 212 
even after the assembly of other members is completed. The 
remaining members except the seal ring are integrated by that 
the turning control sleeve 23, the sliding sleeve 24 and the coil 
spring 25 are mounted in order on the trunk portion 213 of the 
closure body 21 and ?nally ?xed the base 26 to the trunk 
portion 213. In the fuel cap 1 of this embodiment, ?xation of 
the base 26 to the loWer end of the trunk portion 213 of the 
closure body 21 is carried out by means of bolts 261. Of 
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6 
course, the other Well-knoWn conventional methods or means 
for ?xing the base 26 may also be applicable. 
The closure body 21 is a resin product molded integrally 

having a structure, in Which the cylindrical trunk portion 213 
coaxially droops from the head portion 211 having a ?at and 
approximately disc-like shape. The closure body 21 of this 
embodiment, as shoWn in FIG. 1 and FIG. 5, includes the head 
portion 211 having a peripheral edge formed into an undulat 
ing shape for engaging With the inner face of the handle 4 and 
a circumferential Wall 215 formed on the upper face of the 
head portion 211 having notches 214 for engaging With posi 
tioning protrusions 41 of the handle 4. As a result, the handle 
4 can be easily positioned by engaging the predetermined 
positioning protrusions 41 With the notches 214 of the cir 
cumferential Wall 215, and thereby to simplify the assembly 
betWeen the closure unit 2 and the handle 4. In the turning 
operation With the handle 4, moreover, engagement With the 
inner face of the handle 4 and the peripheral edge of the head 
portion 211 can prevent its idle turn. The trunk portion 213 is 
provided With: a belt portion 216 having a diameter larger 
than that of the trunk portion formed at right beloW the ring 
mounting portion 212; and closure side ?tting portions 217 
Which are recessed portions formed on the belt portion 216. 
As shoWn in FIG. 2 and FIG. 3, the seal ring 22 is mounted 

on the ring mounting portion 212 formed at the root of the 
trunk portion 213 With respect to the head portion 211 of the 
closure body 21. The seal ring 22 of this embodiment is an 
annular rubber elastic body having a C-shaped section, in 
Which the upper circumferential portion 221 and the loWer 
circumferential portion 222 have their end edges spaced from 
each other. This seal ring 22 is pressed tightly by being 
accessed mutually the edges of the upper circumferential 
portion 221 in facial contact With the head portion 211 of the 
closure body 21 and the loWer circumferential portion 222 in 
facial contact With the opening edge 31 of the ?ller neck. 
Here, the ring mounting portion 212 is required to perform for 
preventing occurrence of recess in radially inWard direction at 
an intermediate circumferential portion 223 integrally j oining 
the upper circumferential portion 221 and the loWer circum 
ferential portion 222 of the seal ring 22 so as to guide defor 
mation of the seal ring 22 smoothly While being pressed. 
Therefore, the ring mounting portion 212 may be constructed 
integrally With a ring mounting ridge 218 protruding radially 
to abut against the intermediate circumferential portion 223 
of the seal ring. The inner diameter of the seal ring 22 may be 
set slightly smaller than that of the outer diameter of the ring 
mounting ridge 218 of the ring mounting portion 212, so that 
the seal ring 22 can be stable in mounting on the ring mount 
ing ridge 218 by oWn restoring force. 

In order to obtain comfortableness enabling to have sense 
of the each stage Where the securing operation With turning 
the fuel cap is started/completed While limiting the turning 
range of the fuel cap, the fuel cap 1 of this embodiment is 
constructed by the turning control sleeve 23 having latches 
232 and the sliding sleeve 24 having guide grooves 242 for 
running the latches 232 in sliding contact thereon. As shoWn 
in FIG. 2 and FIG. 3, the turning control sleeve 23 of this 
embodiment is an annular member made of resin molded 
integrally having an outer diameter substantially equal to the 
inner diameter of the ?ller neck 3, and is mounted on the 
upper end of the sliding sleeve 24. This turning control sleeve 
23 is provided With the engagement members 231 and 231 
drooping along the outer side face thereof, and the latches 232 
having protrusions 233 protruding in radially inWard direc 
tion formed integrally by cutting partially the Wall face of the 
turning control sleeve. The latches 232 have not only an 
action to limit the turning range of the sliding sleeve 24 by 
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bringing the protrusions thereof into sliding engagement with 
the guide grooves 242 of the sliding sleeve 24, as will be 
described hereinafter, but also an action to provide comfort 
ableness of the turning operation in which the protrusions of 
the latches 232 run over the bumps 243 and 243 formed to 
vicinity of at least one end of the guide grooves 242. There 
fore, the latches 232 are preferable to have a moderate elas 
ticity. In this case, it is conceivable to form separate latches of 
plate springs on the inner wall face of the turning control 
sleeve 23. From the viewpoint of reducing the number of parts 
and simplifying the assembly, however, it is preferable that 
the latches having a plate spring shape is formed by cutting 
the wall face of the turning control sleeve 23 long in the 
circumferential direction, as in this embodiment. 
As shown in FIG. 2 and FIG. 4, the sliding sleeve 24 is 

provided on its inner face with an elastic member ?tting 
portion 244 having a horizontal circumference thereby to 
form sleeve side ?tting portions 245 which have ridges pro 
truding upward from that elastic member ?tting portion 244. 
These sleeve side ?tting portions 245 ?t with the closure side 
?tting portions 217 formed at the trunk portion 213 of the 
closure body 21, thereby to turn the closure body 21 and the 
sliding sleeve 24 integrally. On the outer side face of the 
sliding sleeve 24, moreover, there are formed the engagement 
protrusions 241 adapted to be passed axially through the 
corresponding intervals formed between the ridges 32 and 32 
of the ?ller neck 3 and then turned for engaging upward with 
the ridges 32. The engagement protrusions 241 of this 
embodiment, as referred to FIG. 3, are formed into such an 
approximately trapezoidal shape in the front view having a 
slant with downward pitch in the aforementioned closing 
direction so that the engagement protrusions may slip into 
lower faces of the ridges 32 and engage upward with the 
ridges 32 at the end stage where the securing operation of the 
cap is completed while the turning operation in closing direc 
tion. The engagement protrusions 241 in the fuel cap 1 of the 
invention have not only the original function to secure the 
closure unit 2, i.e., the fuel cap 1, with the ?ller neck 3 but also 
the function to carry out a stable sealing property. This sealing 
property is obtained by pressing the seal ring 22 tightly 
toward the opening edge 31 of the ?ller neck with the rela 
tively lowered head portion 211 by the closure body 21 inte 
grated to the base 26 slipping into the lower face of the ridges 
32 of the ?ller neck 3 together with the sliding sleeve 24 
having the lower end abutting against the base 26. On the 
other hand, the sliding sleeve 24 is provided in its outer side 
face with the guide grooves 242 extending in the circumfer 
ential direction. These guide grooves 242 have functions to 
limit the turning range of the entire closure unit 2 and to 
provide comfortableness of the turning operation by correla 
tion with the latches 232 of the turning control sleeve 23. 

The closure unit 2 of this embodiment employs the coil 
spring 25 as the elastic member for elastically supporting the 
sliding sleeve 24 with respect to the base 26. This coil spring 
25 is advantageous in that it can be easily mounted loosely on 
the trunk portion 213 of the closure body 21. In this embodi 
ment, to be continued from the turning control sleeve 23 and 
the sliding sleeve 24 which are sequentially mounted on the 
trunk portion 213 of the closure body 21, the coil spring 25 is 
brought at its upper end into facial contact with the elastic 
member ?tting portion 244 of the sliding sleeve 24, and the 
base 26 is ?nally ?xed on the lower end of the trunk portion 
213. As a result, the sliding sleeve 24 elastically supported to 
the base 26 is constructed. At this time, an amount of spacing 
as a predetermined distance between the lower end of the 
sliding sleeve 24 and the base 26 is established in the normal 
state of the fuel cap 1. 
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8 
In the fuel cap 1 of the present invention, the lower end of 

the sliding sleeve 24 lowered by slopping the engagement 
protrusions 241 thereof into the lower face of the ridges 32 
comes into abutment against the base 26 on halfway of its 
downward movement. Then, the closure body 21 integrated 
with the base 26 is pushed further downward so that the seal 
ring 22 is sandwiched and pressed tightly between the head 
portion 211 of the closure body 21 and the opening edge 31 of 
the ?ller neck. Thus, the description of the above can be 
expressed in the following relation: 

Amount of Downward Sliding ofthe Sliding Sleeve: 
(Amount of Spacing between Lower End of the 
Sliding Sleeve and the Base)+(Pressed Allow 
ance ofthe Seal Ring) 

An amount of the downward sliding of the sliding sleeve 24 
is determined by the positional relation between the engage 
ment protrusions 241 of the sliding sleeve 24 and the ridges 32 
at the early stage of the securing operation, in which the fuel 
cap 1 is just ?tted in the ?ller neck 3. In this embodiment, the 
amount of the downward sliding is the distance at the early 
stage of the securing operation between the horizontal upper 
faces of the engagement protrusions 241 and the lower faces 
of the ridges 32, as shown in FIG. 3. The amount of the 
spacing between the lower end of the sliding sleeve 24 and the 
base 26 is determined by the state set in which the sliding 
sleeve 24 is elastically supported to the base 26. In this 
embodiment, as shown in FIG. 4, the sliding sleeve 24 is 
pushed down in the thickness of the turning control sleeve 23 
which is sandwiched between the head portion 211 of the 
closure body 21 and the sliding sleeve 24. As a result, the 
amount of the spacing is in?uenced by the thickness of the 
turning control sleeve 23. The pressed allowance of the seal 
ring 22 is determined by subtracting the amount of the spac 
ing between the lower end of the sliding sleeve 24 and the 
base 26 from the amount of the downward sliding of the 
sliding sleeve 24. In case the pressed allowance is desired to 
increase, therefore, it can be achieved either by increasing the 
amount of the downward sliding of the sliding sleeve 24 or by 
reducing the amount the spacing between the lower end of the 
sliding sleeve 24 and the base 26. 
The fuel cap 1 of the present invention is characterized in 

that the lower end of the sliding sleeve 24 and the base 26 are 
made to abut against each other at the position be secured with 
the ?ller neck thereby to prevent an excessive compression of 
the coil spring 25, as shown in FIG. 7 and FIG. 8, so as to 
avoid deterioration of the sealing property due to the rattling 
of the closure unit 2 at the end stage of the securing operation. 
At this end stage, the base 26 becomes to be elastically sup 
ported with respect to the sliding sleeve 24, contrary to that 
the sliding sleeve 24 has been elastically supported with 
respect to the base 26 before entering the end stage. As a 
result, the moving direction of the base 26 is controlled to the 
downward direction even while rattling of the closure body 
21. Moreover, the base 26 is elastically supported downward 
at all times with respect to the sliding sleeve 24. Therefore, the 
base 26 moves exclusively in the direction to further press the 
seal ring 22 tightly so that the sealing property is not deterio 
rated. Thus, the present invention provides the fuel cap 1 
which is excellent in the sealing stability especially at the end 
stage of the securing operation while carrying out the sealing 
property by utilizing the coil spring 25. 

Here will be described the turning operation from the early 
stage of the securing operation of the fuel cap 1 to the end 
stage of the securing operation. The early stage of the secur 
ing operation of the fuel cap 1 is de?ned as the state in which 
the engagement protrusions 241 formed on the outer side face 
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of the sliding sleeve 24 and the engagement members 231 of 
the turning control sleeve 23 are individually ?tted betWeen 
the ridges 32 and 32 formed on the inner side Wall of the ?ller 
neck 3. At the early stage of the securing operation, the seal 
ring 22 is not pressed tightly but abuts against the opening 
edge 31 of the ?ller neck, as shoWn in FIG. 3 and FIG. 4. The 
sliding sleeve 24 is elastically supported by the coil spring 25 
With respect to the base 26 spacing from the loWer end of the 
sliding sleeve 24. 

In this embodiment, the protrusions 233 oWned by the 
latches 232 of the turning control sleeve 23 are ?tted in the 
guide grooves 242 formed on the inner side face of the sliding 
sleeve 24, as shoWn in FIG. 6. The latches 232 and 232 ofthis 
embodiment are paired to confront each other in the circum 
ferential direction. In this embodiment, moreover, the bumps 
243 and 243 are formed individually to vicinity of the begin 
ning end of the guide groove 242 (as one end located on the 
left side of FIG. 2 and on the upper side of FIG. 6) and to 
vicinity of the termination of the guide groove 242 (as other 
end located on the right side of FIG. 2 and on the loWer side 
of FIG. 6). In this embodiment, sensitivity of the comfort 
ableness obtained by the combination of the latch 232 and the 
bump 243 is set in relatively loW When the protrusion 233 runs 
over the bump 243 in direction With pulling each latch 232. 
On the other hand, sensitivity of the comfortableness is set in 
relatively high When the protrusion 233 runs over the bump 
243 in direction With pushing each latch 232. As a result, the 
bump 243 formed to vicinity of the beginning end of the guide 
groove provides high comfortableness right after starting the 
turning operation of the cap in the closing direction from the 
early step of the securing operation. On the other hand, the 
bump 243 formed to vicinity of the beginning end of the guide 
groove provides loW comfortableness right before complet 
ing the turning operation of the cap in the opening direction 
from the end step of the securing operation. On the contrary, 
the bump 243 formed to vicinity of the termination of the 
guide groove provides loW comfortableness right before com 
pleting the turning operation of the cap in the closing direc 
tion from the step for starting the fastening operation. On the 
other hand, the bump 243 formed to vicinity of the termina 
tion of the guide groove provides high comfortableness right 
after starting the turning operation of the cap in the opening 
direction from the end step of the securing operation. That is, 
the latches 232 and 232 located in confronting relation com 
pensate their oWn comfortableness thereby to provide the 
substantially equivalent comfortableness right after starting 
the turning operation and right before completing the turning 
operation. 

Thus, the fuel cap 1 of this embodiment can perform the 
turning operation Within the predetermined range to move the 
protrusions 233 of the latches 232 on the guide grooves 242 
While providing moderate comfortableness With the mecha 
nism for comfortableness Which is led by combination of the 
protrusions 233 of the latches 232 and the bumps 243 of the 
guide grooves 242 in the turning operation of the closing 
direction (i.e., clockWise, as vieWed from the top of the cap). 
In this case, the turning control sleeve 23 is positionally ?xed 
in the turning direction because the engagement members 
231 of the turning control sleeve are ?tted in intervals formed 
betWeen the ridges 32 and 32 of the ?ller neck 3. On the other 
hand, the sliding sleeve 24 engaging With the closure body 21 
and the base 26 ?xed on the loWer end of the trunk portion 213 
can turn and move doWn integrally except for compressing 
the coil spring 25. According to this structure of the sleeve, 
When a slant 246 of the engagement protrusions 241 formed 
on the outer side face of the sliding sleeve 24 are pressed 
toWard the ridges 32, the sliding sleeve is relatively turned 
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While slipping into the ridges 32. Therefore, an amount of the 
slipping of the engagement protrusions 241 into the loWer 
face of the ridges 32 becomes equal to an amount of the 
doWnWard sliding of the sliding sleeve 24. 
The sliding sleeve 24 moves doWnWard independently of 

the base 26 and the closure body 21 till its loWer end abuts 
against the base 26. If the coil spring 25 has an excessively 
high elastic force, the base 26 is pressed doWn in response to 
the every single doWnWard movement of the sliding sleeve 
24. This causes rattle of the closure body 21 in that the loWer 
end of the sliding sleeve 24 is still kept in separate from the 
base 26 even at the end stage of the securing operation. 
Accordingly, it is necessary to set the elastic force of the coil 
spring 25 loWer than the pressure occurred in slipping the 
engagement protrusions 241 into the loWer face of the ridges 
32. 
When the sliding sleeve 24 moves doWnWard While com 

pressing the coil spring 25 so that its loWer end abuts against 
the base 26, the base 26 is then pressed to move doWn together 
by the loWer end of the sliding sleeve 24. Simultaneously, the 
closure body 21 having the base 26 ?xed thereon begins to 
move doWn. This doWnWard movement of the closure body 
21, as shoWn in FIG. 7 and FIG. 8, generates to press the seal 
ring 22 sandWiched betWeen the head portion 211 and the 
opening edge 31 of the ?ller neck tightly. When the protru 
sions 233 of the latches 232 formed on the turning control 
sleeve 23 thus reached at termination of the guide grooves 242 
of the sliding sleeve 24, the turning operation is completed, as 
shoWn in FIG. 9.As being obvious from FIG. 7 and FIG. 8, the 
seal ring 22 is pressed tightly so as to exhibit the suf?cient 
sealing property. Moreover, the loWer end of the sliding 
sleeve 24 abuts against the base 26 at the end stage of securing 
operation. It is, therefore, found that the sealing property is 
kept in stable Without fears of rattling of the entire closure unit 
2. 
The fuel cap 1 of this embodiment exhibits the predeter 

mined sealing property so long as the engagement protrusions 
241 of the sliding sleeve 24 are sliding into the loWer face and 
engaging With the ridges 32 of the ?ller neck 3. This means 
that the sealing property is not deteriorated so long as the 
engagement protrusions 241 are engaging With the ridges 32, 
even if the closure unit 2 is turned by external force such as the 
collision With the automobile. Thus, the fuel cap 1 of the 
present invention can achieve not only improvements of the 
operability to complete the securing operation Within a nar 
roW turning range together With the stable sealing property 
but also realiZation of a necessary and suf?cient fail-safe 
structure. The description of the turning operation of the 
present fuel cap 1 in the opening direction is omitted, because 
the turning operation in the opening direction can be basically 
described as the reverse of the turning operation in the closing 
direction. 
We claim: 
1. A fuel cap comprising a closure unit adapted to be ?tted 

into an opening of a ?ller neck, the ?ller neck having a 
plurality of ridges formed on its inner side face intermittently 
in the circumferential direction, so that it may be secured to 
the ?ller neck by engaging With the ridges during a turning 
operation, Wherein 

the closure unit includes a closure body, a seal ring, a 
sleeve, a base and an elastic member, 

the closure body includes a trunk portion projecting from a 
head portion to be turned and having a plurality of clo 
sure side ?tting portions on its outer side face, 

the sleeve is provided on its inner side face With a plurality 
of sleeve side ?tting portions and an elastic member 
?tting portion and on its outer side face With a plurality 
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of engagement protrusions adapted to be passed axially 
through corresponding intervals formed betWeen the 
ridges of the ?ller neck and then turned for engaging 
With the upper surface of the ridges, 

the sleeve can be freely slid upWard and doWnWard With 
respect to the trunk portion of the closure body While 
being ?tted together With the seal ring on the trunk 
portion and can be freely turned integrally With the clo 
sure body by ?tting the closure side ?tting portion and 
the sleeve side ?tting portion together, 

a spacing is formed betWeen a loWer end of the sleeve and 
the lowermost upper surface of the base positioning right 
beloW the sleeve by ?xing the base to a loWer end of the 
trunk portion With the sleeve ?tted thereon While inter 
nally sandWiching the elastic member betWeen the elas 
tic member ?tting portion of the sleeve and the base, and 

the spacing is set smaller than an amount of the doWnWard 
sliding of the sleeve Which is caused When the engage 
ment protrusions, formed on the outer side face of the 
sleeve, slip into loWer faces of the ridges formed on the 
inner side face of the ?ller neck, 

the loWer end of the sliding sleeve is loWered and comes 
into abutment against the base on halfWay of its doWn 
Ward movement and the closure body integrated With the 
base is pushed further doWnWard so that the seal ring is 
sandWiched and pressed tightly betWeen the head por 
tion of the closure body and the opening edge of the ?ller 
neck. 

2. A fuel cap according to claim 1, Wherein 
the closure body includes a ring mounting portion formed 

at root of the trunk portion With respect to the head 
portion, and 

the seal ring mounted on the ring mounting portion is 
pressed tightly by the head portion and an opening edge 
of the ?ller neck. 

3. A fuel cap according to claim 1, Wherein the seal ring is 
formed into an annular shape having a C-shaped section so as 
to be pressed tightly by edges of an upper circumferential 
portion thereof coming into facial contact With the head por 
tion of the closure body and a loWer circumferential portion 
thereof coming into contact With the opening edge of the ?ller 
neck. 

4. A fuel cap according to claim 1, Wherein 
the sleeve includes a sliding sleeve and a turning control 

sleeve ?tted on the sliding sleeve, 
an inner side face of the sliding sleeve is provided With the 

sleeve side ?tting portions and the elastic member ?tting 
portion, 

an outer side face of said sliding sleeve is provided With the 
engagement protrusions adapted to be passed axially 
through the corresponding intervals formed betWeen the 
ridges of the ?ller neck and then turned for engaging 
upWard With the ridges, 

the outer side face is further provided With a plurality of 
guide grooves extending in the circumferential direc 
tion, 

the turning control sleeve includes a plurality of engage 
ment members projecting therefrom and adapted to be 
engaged While being ?tted to corresponding intervals 
formed betWeen the ridges of the ?ller neck With a plu 
rality of engagement protruding parts protruding in a 
radially inWard direction formed on its inner side face, 
and 

the guide grooves limit the range in Which the engagement 
protruding parts are alloWed to move in the circumfer 
ential direction, thereby to control the turning amount of 
the closure unit in the turning operation. 
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5. A fuel cap according to claim 1, Wherein 
the sleeve includes a sliding sleeve and a turning control 

sleeve ?tted on the sliding sleeve, 
an inner side face of the sliding sleeve is provided With the 

sleeve side ?tting portions and the elastic member ?tting 
portion, 

an outer side face of said sliding sleeve is provided With the 
engagement protrusions adapted to be passed axially 
through the corresponding intervals formed betWeen the 
ridges of the ?ller neck and then turned for engaging 
upWard With the ridges, 

said outer side face is further provided With a plurality of 
engagement protruding parts protruding in a radially 
outWard direction, 

the turning control sleeve includes the engagement mem 
bers projecting therefrom and adapted to be engaged 
While being ?tted to corresponding intervals formed 
betWeen the ridges of the ?ller neck With a plurality of 
guide grooves extending in the circumferential direction 
formed on its inner side face, and 

the guide grooves limit the range in Which the engagement 
protruding parts are alloWed to move in the circumfer 
ential direction, thereby to control the turning amount of 
the closure unit in the turning operation. 

6. A fuel cap according to claim 1, Wherein 
the sleeve includes a sliding sleeve and a turning control 

sleeve ?tted on the sliding sleeve, 
the sliding sleeve comprises an inner side face provided 

With the sleeve side ?tting portions and the elastic mem 
ber ?tting portion, an outer side face provided With the 
engagement protrusions adapted to be passed axially 
through the corresponding intervals formed betWeen the 
ridges of the ?ller neck and then turned for engaging 
upWard With the ridges, and a plurality of guide grooves 
extending in the circumferential direction further pro 
vided on said outer side face, 

the turning control sleeve includes the engagement mem 
bers projecting therefrom and adapted to be engaged 
While being ?tted to corresponding intervals formed 
betWeen the ridges of the ?ller neck With a plurality of 
latches having protrusions protruding in a radially 
inWard direction formed on its inner side face, 

the guide grooves include bumps formed in the vicinity of 
at least one end of the guide groove and limit the range in 
Which the protrusions of the latches are alloWed to move 
in the circumferential direction, thereby to control the 
turning amount of the closure unit in the turning opera 
tion and, 

the protrusions of the latches further provide comfortable 
ness of the turning operation in Which the protrusions 
run over the bumps of the guide grooves in the turning 
operation of the closure unit. 

7. A fuel cap according to claim 1, Wherein 
the sleeve includes a sliding sleeve and a turning control 

sleeve ?tted on the sliding sleeve, 
the sliding sleeve comprises an inner side face provided 

With the sleeve side ?tting portions and the elastic mem 
ber ?tting portion, an outer side face provided With the 
engagement protrusions adapted to be passed axially 
through the corresponding intervals formed betWeen the 
ridges of the ?ller neck and then turned for engaging 
upWard With the ridges, and a plurality of latches having 
protrusions protruding in a radially outWard direction 
further provided on said outer side face, 

the turning control sleeve includes the engagement mem 
bers projecting therefrom and adapted to be engaged 
While being ?tted to corresponding intervals formed 
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between the ridges of the ?ller neck With a plurality of 
guide grooves extending in the circumferential direction 
on its inner side face, 

the guide grooves include bumps formed in the vicinity of 
at least one end of the guide groove and limit the range in 
Which the protrusions of the latches are alloWed to move 
in the circumferential direction, thereby to control the 
turning amount of the closure unit in the turning opera 
tion and, 
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the protrusions of the latches further provide comfortable 

ness of the turning operation in Which the protrusions 
run over the bumps of the guide grooves in the turning 
operation of the closure unit. 

8. A fuel cap according to claim 1, Wherein the elastic 
member is a coil spring mounted loosely on the trunk portion 
of said closure body. 


