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RUBBER COMPOSITION AND POWER 
TRANSMISSION BELT INCORPORATING 

THE RUBBER COMPOSITION 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 
This invention relates to rubber compositions and, more 

particularly, to a rubber composition that can be used to de?ne 
a component of a poWer transmission belt. 

2. Background Art 
V-ribbed poWer transmission belts are used extensively in 

the automotive industry to drive various systems in engine 
compartments. As examples, these types of belts are com 
monly utiliZed to drive air compressors, altemators, etc. 

It is common With this type of belt to embed, in ribbed 
portions of the belt, short ?bers such as cotton, polyamide, 
vinylon, rayon, aramid, etc., With the lengths of the ?bers 
aligned generally WidthWise of the belt. The ?bers provide 
lateral reinforcement to the belt body. It is also knoWn to 
project the ?bers from pulley-engaging side surfaces of the 
belt to controllably alter the frictional characteristics betWeen 
the belt and cooperating pulley. At the same time, the project 
ing ?bers suppress sound generation caused by adhesion 
betWeen the belt and cooperating pulleys. 

HoWever, by increasing the lateral strength of the belt body 
through the incorporation of the reinforcing ?bers, the ability 
of the rubber layer to elongate in the lengthWise direction of 
the belt may be decreased. The reinforcing ?bers are com 
monly embedded in the compression rubber layer Which 
experiences the decreased elongation capabilities.As a result, 
the bending properties of the reinforced rubber are generally 
adversely affected. By decreasing bending resistance, there is 
a tendency of the rubber to crack prematurely in normal 
operation. This cracking phenomenon is particularly preva 
lent in systems Wherein the belt is caused to be severely bent 
in a serpentine manner and its outside surface is used to 
engage cooperating pulleys in use. 

The recent trend in the automotive industry has been to 
design engines With greater displacement. Further, in the 
interest of reducing gas consumption and harmful emissions 
after combustion, these engines have been designed to oper 
ate in a lean combustion mode. Thus, there is a tendency of 
these engines to vibrate more signi?cantly during operation 
than the conventional designs that preceded them. The poWer 
transmission belts operating on these engines are thus sub 
jected to more severe vibratory conditions. 

Further, these belts are typically operated in more compact 
engine compartments, thus requiring that they be trained 
around relatively small diameter pulleys at severe angles 
through a serpentine path. Thus the belts become heavily 
loaded and tend to generate a signi?cant amount of sound 
during use. It is generally believed that the cause of the sound 
generation is a result of a repeated stick- slip phenomenon that 
occurs betWeen the belt and cooperating pulleys. 

To diminish the effects of this stick-slip phenomenon, it is 
knoWn to apply poWder, such as talc, to the pulley-engaging 
portions of the belt. It is also knoWn to adhere silicone oil 
thereto. This surface treatment is intended to decrease the 
coe?icient of friction betWeen the engaging surfaces on the 
belt and pulleys. One method for treating belts in this manner 
is shoWn in JP-UM-B-7-3l006. 

In JP-A-5-l32586, it is described that a silicone oil 
adsorbed in porous particles, such as activated carbon, on the 
exposed side surfaces of the belt, Will keep the frictional 
coe?icient betWeen the belt and pulleys at a reduced, constant 
value over an extended operating period. 
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2 
As another alternative, JP-A-200l-l73728 discloses the 

blending of a solid, inorganic lubricant in a poWer transmis 
sion belt component to control frictional characteristics of the 
pulley-engaging surfaces thereon. 

While applying talc poWder or silicone oil to the pulley 
engaging surfaces of the belt reduces stick-slip sound genera 
tion, generally this positive effect Will not last for an adequate, 
extended period. During the initial stages of use, the coef? 
cient of friction betWeen the belt and pulleys may be 
adequately reduced. HoWever, after extended running peri 
ods, the amount of lubricant/poWder may diminish so that the 
effects thereof on the frictional characteristics of the belt 
likeWise diminish unacceptably. 

While the blending into the belt of porous particles With 
adsorbed silicone oil has extended the positive friction reduc 
ing effect over a more substantial period, there are inherent 
problems associated With making poWer transmission belts in 
this manner. It is di?icult to uniformly blend and disperse the 
porous particles throughout the rubber in order to have the oil 
bleed uniformly and in an adequate amount at the exposed 
belt surfaces. Further, generally the porous particles only 
immediately at, or adjacent to, the exposed belt surfaces, 
bleed appreciably to signi?cantly affect the frictional charac 
teristics. Little, if any, bleeding of oil from any appreciable 
depth beloW the exposed surfaces may result. 

It is also believed that the blending of a solid lubricant has 
limitations in terms of its long term effectiveness. Adequate 
reduction of the coe?icient of friction betWeen a belt and 
cooperating pulley may not be realiZed With belt construc 
tions incorporating short reinforcing ?bers. 

SUMMARY OF THE INVENTION 

In one form, the invention is directed to a rubber compo 
sition With 10-50 parts by mass of polyamide short ?ber per 
100 parts by mass ofa rubber and 10-100 parts by mass ofa 
solid lubricant per 100 parts by mass of the rubber. 

In one form, the rubber is ethylene-ot-ole?n elastomer. 
In one form, the solid lubricant is at least one of (a) graph 

ite, (b) molybdenum disul?de, and (c) polytetra?uoroethyl 
ene. 

Alternatively, the rubber may be at least one of (a) natural 
rubber, (b) butyl rubber, (c) styrene-butadiene rubber, (d) 
chloroprene rubber, (e) ethylene propylene rubber, (f) alky 
lated chlorosulfonated polyethylene, (g) hydride-nitrile rub 
ber, and (h) a mixed polymer of hydride-nitrile rubber and a 
metal salt of an unsaturated carboxylic acid. 
The ethylene-ot-ole?n elastomer may be at least one of (a) 

ethylene propylene rubber and (b) ethylene propylene diene 
monomer. 

In one form, the polyamide short ?bers are at least one of 
(a) nylon 6, (b) nylon 66, and (c) nylon 610. 
The polyamide short ?bers may have a length of from l-8 

mm. 

In one form, the polyamide short ?bers have a denier of 
5 - l 0. 

The solid lubricant may be at least one of (a) mica, (b) talc, 
(c) trioxide antimony, (d) molybdenum diselenide, and (e) 
tungsten disul?de. 
The rubber composition may further include carbon black 

in an amount of30-60 parts by mass per 100 parts by mass of 
the rubber. 
A process oil may be used in an amount of 4-20 parts by 

mass per 100 parts by mass of the rubber. 
The invention is further directed to a poWer transmission 

belt having a body With a length, a tension section and a 
compression section. The compression section is made at 
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least partially from a rubber composition. The rubber com 
position has 10-50 parts by mass of polyamide short ?ber per 
100 parts by mass ofa rubber, and 10-100 parts by mass ofa 
solid lubricant per 100 parts by mass of the rubber. 
The body may include at least one load carrying member 

extending lengthwise thereof. 
The body may include a cushion rubber layer in Which the 

at least one load carrying member is embedded. 
In one form, the rubber is ethylene-ot-ole?n elastomer. 
The solid lubricant may be at least one of (a) graphite, (b) 

molybdenum disul?de, and (c) polytetra?uoroethylene. 
The rubber may alternatively be at least one of (a) natural 

rubber, (b) butyl rubber, (c) styrene-butadiene rubber, (d) 
chloroprene rubber, (e) ethylene propylene rubber, (f) alky 
lated chlorosulfonated polyethylene, (g) hydride-nitrile rub 
ber, and (h) a mixed polymer of hydride-nitrile rubber and a 
metal salt of an unsaturated carboxylic acid. 

The ethylene-ot-ole?n elastomer may be at least one of (a) 
ethylene propylene rubber and (b) ethylene propylene diene 
monomer. 

The polyamide short ?ber may be at least one of (a) nylon 
6, (b) nylon 66, and (c) nylon 610. 
The polyamide short ?bers may have a length of 1-8 mm. 
In one form, the polyamide short ?bers have a denier of 

5 -10. 
The solid lubricant may be at least one of (a) mica, (b) talc, 

(c) trioxide antimony, (d) molybdenum diselenide, and (e) 
tungsten disul?de. 

In one form, the rubber composition includes carbon black 
in an amount of30-60 parts by mass per 100 parts by mass of 
the rubber. 

The rubber composition may further include a process oil 
in an amount of 4-20 parts by mass per 100 parts by mass of 
the rubber. 

The poWer transmission belt may be a V-belt or V-ribbed 
belt. 

In one form, the cushion rubber layer is made at least 
partially from ethylene-ot-ole?n elastomer. 

Alternatively, the cushion rubber layer may be made from 
at least one of (a) natural rubber, (b) butyl rubber, (c) styrene 
butadiene rubber, (d) chloroprene rubber, (e) ethylene propy 
lene rubber, (f) alkylated chlorosulfonated polyethylene, (g) 
hydride-nitrile rubber, and (h) a mixed polymer of hydride 
nitrile rubber and a metal salt of an unsaturated carboxylic 
acid. 

In one form, the cushion rubber layer has no short ?bers 
embedded therein. 

The at least one load carrying member may be made from 
at least one of (a) polyester ?ber, (b) aramid ?ber, and (c) glass 
?ber. 

The at least one load carrying member may be adhesion 
treated. 

In one form, the adhesion treatment involves treatment 
With a resorcinol formaldehyde latex solution. 

In one form, at least one layer of a reinforcing fabric is 
applied to the body. 

The reinforcing fabric may be at least one of (a) cotton, (b) 
polyester ?ber, (c) aramid ?ber, and (d) nylon ?ber. 

The reinforcing fabric may be made by one of a (a) plain 
Weave, (b) tWill Weave, and (c) satin Weave process. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a cross-sectional, perspective vieW of a V-ribbed 
belt into Which the present invention is incorporated; 

FIG. 2 is a vieW as in FIG. 1 shoWing aV-belt into Which the 
present invention is incorporated; and 
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4 
FIG. 3 is a schematic representation of a layout for test 

running belts. 

DETAILED DESCRIPTION OF THE DRAWINGS 

In FIG. 1, a V-ribbed belt, made according to the present 
invention, is shoWn at 10. The V-ribbed belt has a body 12 
With a length, extending in the direction of the double-headed 
arroW 14. The body 12 is de?ned by a compression rubber 
layer 16 and a cushion rubber layer 18, Which is applied 
directly to an outside surface 20 of the compression rubber 
layer 16. It should be understood that the designation “out 
side” is used only for reference purposes, as the belt 10 may 
change orientation in operation so that the “outside” surface 
20 assumes an inside orientation. At least one load carrying 
member, in this case in the form of a load carrying cord 22, is 
embedded in the cushion rubber layer 18. The load carrying 
cord 22, Which de?nes the neutral region for the belt 10, is 
made to be of high strength With loW elongation properties. 
The body 12 has a tension section outside of the load carrying 
cord 22 and a compression section inside of the load carrying 
cord 22. 

Multiple, and in this case three, ribs 24 are formed in the 
compression rubber layer 16. Each of the ribs 24 has a sub 
stantially truncated, triangular shape in cross section. The ribs 
24 extend in spaced, parallel relationship continuously along 
the length of the belt body 12. At least one reinforcing fabric 
layer 26 is applied to the outside surface 28 of the cushion 
rubber layer 18. 

The rubber making up the compression rubber layer 16 
may be, for example, one, or a mixture of, natural rubber, 
butyl rubber, styrene-butadiene rubber, chloroprene rubber, 
ethylene propylene rubber, alkylated chlorosulfonated poly 
ethylene, hydride-nitrile rubber, a mixed polymer of hydride 
nitrile rubber and a metal salt of an unsaturated carboxylic 
acid, and an ethylene-ot-ole?n elastomer. The ethylene-0t 
ole?n elastomer may be at least one of an ethylene propylene 
rubber (EPR) and ethylene propylene diene monomer 
(EPDM). Examples of the diene monomer include dicyclo 
pentadience, methylenenorbomene, ethylidenenorbomene, 
1,4-hexadiene, cyclooctadience and the like. EPDM is desir 
able for its excellent high and loW temperature resistance. A 
poWer transmission belt made With EPDM thus potentially 
has the ability to perform Well in environments Wherein it is 
subjected to extreme heat or cold. 
EPDM With an iodine value of 3 to 40 is preferred. If the 

iodine value is less than 3, vulcanization of the rubber may not 
be adequate. As a result, abrasion or adhesion problems may 
be present. If the iodine value is over 40, the scorch time for 
the rubber composition becomes short. It thus may be dif?cult 
to handle, as a result of Which heat resistance may be dete 
riorated. 

To cross link the above rubber compositions, sulfur or an 
organic peroxide may be used. The organic peroxide may be 
at least one of di-t-butylperoxide, dicumyl peroxide, t-butyl 
cumyl peroxide, 1 .l -t-butylperoxy-3 .3 . 5-trimethylcyclohex 
ane, 2.5-di-methyl-2.5-di (t-butylperoxy)hexane, 2.5-di-me 
thyl-2.5-di(t-butylperoxy)hexane-3, bis(t-butylperoxy diiso 
propyl) benzene, 2.5-dimethyl-2.5-di-(benzoyl peroxy) 
hexane, t-butylperoxybenzoate, and t-butylperoxy-2-ethyl 
hexyl carbonate. The organic peroxide is used alone or as a 
mixture in the range 0.005 to 0.02 mol g per 100 g of an 
ethylene-ot-ole?n elastomer. 
A vulcanization accelerator may be used. Examples of 

vulcanization accelerators are thiazoles, thiurams and sulphe 
namides. The thiazole vulcanization accelerator may be one, 
or a combination, of 2-mercaptobenzothiazole, 2-mercap 
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tothiazoline, dibendothiazyl disul?de, zinc salts of 2-mercap 
tobenzothiazole, and the like. The thiuram vulcanization 
accelerator may be at least one of tetramethylthiuram mono 
sul?de, tetramethylthiuram disul?de, tetraethylthiuram dis 
ul?de, N,N'-dimethyl-N,N'-diphenylthiuram disul?de, and 
the like. The sulphenamide vulcanization accelerator may be 
at least one of N-cyclohexyl-2-benzothiazyl sulphenamide, 
N,N'-cyclohexyl-2-benzothiazyl sulphenamide, and the like. 

Other vulcanization accelerators, such as bismaleimide, 
ethylenethiourea, and the like, may be used either alone or in 
combination With any of the accelerators noted above. 

The likelihood of adhesive abrasion, or the like, may be 
reduced by blending a crosslinking co-agent, Which increases 
the degree of crosslinking. Suitable crosslinking co-agents 
include, for example, TIAC, TAC, l.2-polybutadiene, metal 
salts of unsaturated carboxylic acids, oximes, guanidine, tri 
methylolpropane trimethacrylate, ethylene glycol 
dimethacrylate, N-N'-m-phenylene bismaleimide, sulfur, and 
the like, Which are usually used for peroxide crosslinking. 

In the rubber in the compression rubber layer 16, short, 
reinforcing ?bers 30 are used. Suitable ?bers 30 include 
polyamide ?bers, such as nylon 6, nylon 66, and nylon 610. 
Preferably, the ?bers 30 have a length in the range l-8 mm. 
The preferred denier for the ?bers is 5-10. Cotton, rayon, 
and/or aramid ?bers may also be used in place of, or in 
addition to, the above-mentioned polyamide ?bers. It has 
been found that the use of polyamide short ?bers alone 
reduces stick-slip sound generation effectively. 

The short ?bers 30 are blended into the rubber in the 
compression layer 16 in an amount of from 10-50 parts by 
mass per 100 parts by mass of the rubber. By blending the 
?bers 30 in an amount of at least 10 parts by mass, the 
difference in transmission force capability for the poWer 
transmission belt 10 in dry and Wet conditions is relatively 
small. This leads to a reduction in the generation of stick-slip 
sound. As a result, abnormal noise generation may be 
reduced. 

If the short ?bers 30 are blended in an amount greater than 

50 parts by mass, the dispersion of the ?bers 30 in the rubber 
may not be uniform. This may lead to a deterioration in the 

properties of the rubber. Thus, the upper limit of 50 parts by 
mass is preferred. 

The compression rubber layer 16 includes a solid lubricant, 
that may be at least one of graphite, molybdenum disul?de, 
mica, talc, trioxide antimony, molybdenum diselenide, tung 
sten disul?de, polytetra?uoroethylene (PTFE), or the like. 
The solid lubricant is preferably at least one selected from 
hexagonal or ?aky graphite, molybdenum disul?de and poly 
tetra?uoroethylene. Graphite is preferred by reason of its 
effectiveness in decreasing the coef?cient of friction betWeen 
the cushion rubber layer 16 and cooperating pulley surfaces. 
At the same time, graphite is relatively loW in price. 

The solid lubricant is preferably used in an amount of 
10-100 parts by mass, and more preferably 10-60 parts by 
mass, per 100 parts by mass of the rubber in the compression 
rubber layer 16. If the solid lubricant is present in an amount 
less than 10 parts by mass, the coef?cient of friction betWeen 
the belt body 12 and cooperating pulley surfaces may not be 
adequately decreased to signi?cantly reduce stick-slip sound 
generation. If the amount exceeds 100 parts by mass, the 

20 

25 

30 

35 

40 

45 

50 

55 

60 

65 

6 
elongation properties of the rubber may be compromised, as 
a result of Which the ultimate life of the belt 10 may be 
unacceptably reduced. 
The rubber composition in the compression rubber layer 16 

may also include carbon black. The carbon black is preferably 
blended in the rubber in an amount of 30-60 parts by mass per 
100 parts by mass of the rubber. By blending less than 60 parts 
by mass, the hardness of the rubber in the compression rubber 
layer 16 is relatively loW. As a result, the rubber contacting a 
cooperating pulley tends to closely conform to the pulley 
surface. Thus, force can be positively transmitted betWeen the 
belt 10 and cooperating pulleys even in Wet conditions. If the 
blending amount of the carbon black is less than 30 parts by 
mass, the strength of the rubber, as Well as its abrasion resis 
tance, may be decreased. 

The rubber composition of the compression rubber layer 
16 may further include a process oil. Process oil may be 
blended With the rubber. The process oil acts as a plasticizer, 
and may reduce the hardness of the rubber by enhancing its 
plasticity. The process oil also may improve force transmis 
sion capabilities for the belt 10 in Wet conditions by reason of 
causing a conformity betWeen the pulley-engaging surfaces 
on the ribs 24 and cooperating pulley surfaces. 

The process oil is preferably blended in an amount of 4-20 
parts by mass per 100 parts of the rubber. To provide adequate 
force transmission capabilities in Wet conditions, it is desir 
able to include the process oil in an amount of at least 4 parts 
by mass. If the amount is less than 4 parts by mass, the ability 
of the rubber to be processed through kneading and rolling 
operations is detrimentally affected. Further, resistance of the 
ribs 24 to cold may be decreased, as a result of Which the 
lifetime of the belt 10 at loW temperatures may become unac 
ceptably short. If the blending amount of the process oil 
exceeds 20 parts by mass, the strength of the rubber in the ribs 
24 may be unacceptably decreased, Which may lead to a 
similar decrease in the abrasion resistance. 

The rubber compositionused for rubber in the compression 
rubber layer 16 may be used likeWise for the rubber in the 
cushion rubber layer 18. The rubber compositions in the 
compression and cushion rubber layers 16,18 for a particular 
belt may be either the same or different. Optional, short 
reinforcing ?bers 38 are provided in the rubber of the cushion 
rubber layer 18. HoWever, it is generally preferred that the 
short ?bers 38 not be used. If used, the ?bers 38 may have the 
composition of the ?bers 30, as used in the compression 
rubber layer 16, as described above. 

The load carrying cords 22 are preferably made With high 
strength and loW elongation properties. The load carrying 
cords 22 may be made from one or more of polyester ?ber 

(such as poly-arylate ?ber, a polybutylene terephthalate 
(PBT) ?ber, a polyethylene terephthalate (PET) ?ber, a poly 
trimethylene terephthlate (PTT) ?ber, a polyethylene naph 
thalate (PEN) ?ber), aramid ?ber, glass ?ber, and the like. 

It is preferred that the load carrying cords 22 be subjected 
to adhesion treatment to improve adherence of the load car 
rying cords 22 to the rubber in the cushion rubber layer 18. 
This treatment may be carried out by dipping the load carry 
ing cords 22 in a solution, such as resorcinol formaldehyde 
latex (RFL) solution, and subsequently heat drying the dipped 
cords 22. 
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The reinforcing fabric layer 26 may be made using a plain compression and tension sections are de?ned respectively 
Weave, tWill Weave, or satinWeaveprocess.The fabric thereof inside and Outside thereof. At least One fabric layer 62 is 
may be made from cotton, polyester ?ber, aramid ?ber, nylon applied to the outside surface 64 of the cushion rubber layer 
?ber, and the like. The resulting fabric may be treated With an 5ft The fahrie layer 62 may he ruhherized- _A ‘Similar Or 
RFL solution and subsequently coated With a rubber compo- 5 dlffereht tyPe effahhe layer 68 15 aPPhed t0 the lhslde Surfaee 
Sition 70 of the compression rubber layer 56. Again, it should be 
One manner of forming the \Lrihhed heh 10 will now he noted that the designations “inside” and “outside” are for 

described. The reinforcing fabric layer 26 is Wound around a reference_ purposes only‘ Mulnpl? layers’ havmg the Same 
cylindrical drum (not shoWn). A rubber sheet used to de?ne 10 construFtlon as the layer 68’ or a dlfferem Construcnon’ may 
the cushion rubber layer 18 is then applied over the reinforc- be apphed to the mslde of the Compresslon rubber layer 56' 
ing fabric layer 26 on the drum_ The lead Carrying Cord 22 is It should be understood that the depicted construction of 
then spirally Wound. Arubber sheet de?ning the compression both of the belts 10’_50 1S Intended for eXemPhr-‘Y putposes 
rubber layer 16 is then applied to complete a cylindrical only‘ The use of fabnc layers 26’ 62’ 68 1S Opnonal’ Wlth no’ 
preform. The cylindrical preform and drum are put in a vul- 15 0? mulnple’ layers at each Surface comemplatedj The use? of 
caniZing jacket after Which vulcanization is carried in a con- dlscrete Cushlon rubber layers 18’ 54 Is not reqlnreq' AS Just 
ventional manrsier The vulcaniZed sleeve is then removed one example’ a rubber tenslon layer may be apphed dlrec?y to 

_ _ _ a layer de?ning part, or all, of the compression section of the 
from the drum and tramed around Spaced dnve and dnven belt. Load carrying cords may be embedded in these layers. 
rollers, With the compression rubber layer 16 exposed at the 

_ _ _ _ _ _ 20 With the present invention, it is possible to manufacture a 
outs1de thereof. As the sleeve 1s driven, a gr1nd1ng Wheel 1s rubber composition With good processability. The rubber 
dheeted agaihst the eehlpressieh rubber layer 16 to form composition can be incorporated into a poWer transmission 
grooves 40 betWeen adjacent ribs 24. The sleeve is then cut to beh, as in the Compression section thereof A coe?iciem of 
the desired Width for the V-ribbed belt 1 0. The individual belts friction betWeen the rubber composition and cooperating pul 
are then turned inside out to complete the process, 25 ley surfaces is potentially relatively loW so that the slip-stick 

The invention is not limited to practice With aV_I-ibbed belt noise generation is controlled. Further, the belt incorporating 
construction, and is in fact useable With virtually any type of the rubber eehlpesitieh may have good durability eharaeter' 
poWertransmissionbelt.As just one other example, the inven- isties and the ability to eehfenh te eeeperatihg Pulley Sur 
tion can be used With a Cut edge \Lbelt’ as Shown at 50 in FIG faces to cause positive force transmission betWeen the belt 
2. The belt 50 has a body 52. The body 52 consists of a 30 ahd Pulley With the eehlpehehts ePeratihg ih heth Wet ahd dry 
Cushion rubber layer 54 and a Compression rubber layer 56_ conditions. The effectiveness of the present invention Will 
The cushion rubber layer 54 is applied to the outside surface how he deserihed by eehlparihg the Perfenhahee of eight 
58 of the compression rubber layer 56. At least one load Inventive Examples (IhVehtiVe Examples 1'8) With SeVeh 
carrying member, in this case in the form of a load carrying Comparative Examples 1'7~ 
cord 60, is embedded in the cushion rubber layer 54, so that The belts Were made as shoWn in Table 1, below: 

TABLE 1 

(Parts by mass) 
Comparative Examples 

1 2 3 4 5 6 7 

EPDM 100 ‘- ‘- ‘- ‘- ‘- ‘ 

Nylon 66 Short Fiber 15 20 15 15 i i i 

Aralnid Short Fiber i i i i i 10 i 

Cotton Short Fiber i i i i i i 10 

Carbon Black N330 55 55 55 i 40 55 55 
Graphite i i 5 120 30 i i 

Molybdenum Disul?de i i i i i i i 

PTFE i i i i i i i 

Paraf?n-based Oil 5 ‘- ‘- ‘- ‘- ‘- ‘ 

dicumyl Peroxide (40%) 8 " " " " " " 
N,N—m—phenylene 2 " " " " " " 

dimaleimide 
Mercaptobenzoimidazole 2 ‘- ‘- ‘- ‘- ‘- ‘ 

Hardness (HS-A) 82 84 83 87 80 84 85 
Elongation (perpendicular) 200 190 200 140 250 210 200 

(W 
Thrust Friction Test 1.60 1.50 1.50 0.85 1.50 1.20 1.70 
Friction Coef?cient 

1 2 3 4 5 6 7 8 

Nylon 66 Short Fiber 15 " " t“ " 20 " " 

Aralnid Short Fiber i i i i i i i i 

Cotton Short Fiber i i i i i i i i 

Carbon Black N330 45 40 30 20 10 40 55 55 
Graphite 10 30 50 80 100 30 i i 
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Molybdenum Disul?de 
PTFE 
Paraf?n-based Oil 5 ‘- ‘- ‘_ ‘ 

dicurnyl Peroxide (40%) 8 ‘- ‘- ‘- ‘ 
N,N—rn—phenylene 2 " " " " 

dirnaleirnide 
MercaptobenZoirnidaZole 2 ‘- ‘- ‘_ ‘ 

Hardness (.IIS-A) 82 82 85 85 87 
Elongation (perpendicular) 220 250 230 230 180 
(%) 
Thrust Friction Test 1.15 1.05 1.00 0.90 0.90 
Friction Coef?cient 

3 O 
i i 30 

4- 4- 4 

4- 4- 4 

4- 0- 4 

4- 4- 4 

84 85 85 
195 200 190 

1.05 1.15 1.00 

Short ?bers, carbon black, a paral?n-based process oil and 
a solid lubricant Were blended in EPDM (iodine value 4). A 
rubber sheet With a predetermined thickness Was made using 
a calendar roll and vulcanized at 165° C. for 30 minutes. The 
short ?bers included nylon 66 ?bers With a length of 3 mm, 
aramid short ?bers With a length of 3 mm, and cotton short 
?bers With a length of 6 mm, added as indicated in Table 1. 
The solid lubricant included molybdenum disul?de, PTFE 
and graphite added as shoWn in Table 1. The hardness (JIS-A) 
of the resulting vulcanized rubber, and the elongation at break 
(in a direction perpendicular to the orientation of the short 
nylon 66 ?bers) Were measured in accordance With I IS K6253 
and JIS K6251, respectively. A thrust friction test, corre 
sponding to that in JIS K7218, Was conducted. The test Was 
conducted With a sliding speed of 0.06 m/sec, pressuriZing 
force of 50 N, and sliding distance of 0.1 km. When the 
temperature of the test samples reached 500 C., a dynamic 
friction coel?cient Was measured, as set out in Table 1. 
As can be seen, Where nylon short ?bers Were used, the 

friction coel?cient Was high for Comparative Examples 1 and 
2, in Which graphite Was not used as a solid lubricant, and 
Comparative Example 3, in Which the graphite content Was 
loW. On the other hand, the frictional coel?cient Was loW, but 

20 

25 

30 

35 

the elongation at break Was extremely loW for Comparative 
Example 4, in Which the content of graphite exceeded 100 
parts by mass. On the contrary, it Was found that the friction 
coel?cient Was high for Comparative Example 5, in Which 
graphite Was included and nylon short ?bers Were not 
included. The friction coel?cient Was not decreased 
adequately in Comparative Example 6, in Which aramid short 
?bers Were used, but no graphite Was used. The reduction in 
the friction coel?cient Was loW for Comparative Example 7, 
in Which cotton short ?bers Were used and no graphite Was 
used. 

With Inventive Examples 1-8, Which had blended nylon 
short ?bers and a solid lubricant in EPDM, the friction coef 
?cients Were loW, With the elongation at break maintained at 
a high level. These compositions proved suitable for use to 
de?ne a component of a poWer transmission belt. It is noted 
that the reduction in the friction coef?cients resulting from 
the use of graphite and PTFE Was higher than resulted from 
using molybdenum disul?de. 

Additional comparative testing Was undertaken With 
respect to Inventive Examples 9-14 and Comparative 
Examples 8-16, having a composition as set forth in the 
following Table 2. 

TABLE 2 

Comparative Fxamnles 
(Parts by mass) 

Inventive Examples 

8 9 10 11 12 13 14 15 16 9 10 11 12 13 14 

Nylon 66 Short Fiber 20 50 50 5 15 i i i 50 30 20 20 20 10 
Ararnid Short Fiber i i i i i i 10 i 10 i i i i i i 

Cotton Short Fiber i i i i i i i 10 i i i i i i 

Carbon Black N330 55 55 55 i i 40 55 55 40 45 40 40 50 50 10 

Graphite i i 5 120 120 30 i i 30 10 30 30 i i 100 

Molybdenurn Disul?de i i i i i i i i i i i 30 i i 

PTFE i i i i i i i i i i i i i 30 i 

Paraf?n-based Oil 5 ‘- ‘- ‘- ‘- ‘- ‘- ‘_ ‘- 5 ‘- ‘- ‘- ‘- ‘ 

dicurnyl Peroxide (40%) 8 ‘- ‘- ‘- ‘- ‘- ‘- ‘- ‘- 8 ‘- ‘- ‘- ‘- ‘ 

N,N—rn-phenylene dirnaleirnide 2 " " " " " " " " 2 " " " " " 

MercaptobenZoirnidaZole 2 " " " " " " " " 2 " " " " " 

Noise In initial 30 40 40 / / 50 25 40 25 or 25 25 or 25 or 25 25 or 25 

Generation stage less less less less 
lirnit tension After running 40 50 40 / / 50 50 60 40 25 25 or 25 or 25 25 or 25 
(kgf) break in less less less 
Processability* Q Q Q A x Q Q Q Q Q Q Q Q Q Q 

*Q: the case Where no split or holes present in the sheet and a sheet With smooth surface is obtained. 
A: the case Where no split or holes present in the sheet, but a ?ne split on the surface is generated. 
x: the case Where a split or a hole is present in the sheet and it cannot be used as a rubber sheet for compression rubber layer. 
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For the belts in Table 2, short ?bers, carbon black, a solid 
lubricant, a paraf?n-based process oil, and the like, Were 
blended in EPDM (iodine value 4). A rubber sheet for the 
compression rubber layer Was made using a calendar roll. The 
short ?bers used Were nylon 66 With a length of 3 mm, aramid 
?bers With a length of 3 mm, and cotton ?bers With a length of 
6 mm, as shoWn in Table 2. The solid lubricants Were molyb 
denum disul?de, PTFE and graphite, as also shoWn in Table 2. 
A rubber sheet for a cushion rubber layer Was made from 
EPDM rubber, Without short ?bers, according to Table 2. 
Load carrying cords made from polyester ?ber Were utiliZed, 
as Were rubberized cotton canvas layers for reinforcement of 
the belt bodies. 

In conducting the tests, V-ribbed belts Were produced With 
a length of 1770 mm, and a thickness of 4.3 mm. The rib 
number Was 7 With an inclination angle (0t) of 400 for the side 
surfaces 72 and 74, for the belts 10, 50, respectively. The 
height of the ribs on the V-ribbed belts Was 2.0 mm. 
A noise generation limit tension test, to evaluate noise 

generation, Was undertaken. Roll processability for the rub 
ber sheet of the compression rubber layer Was analyZed. 

In conducting the noise generation limit tension test, the 
V-ribbed belts B Were trained around a system as shoWn at 80 
in FIG. 3. The system 80 included a drive pulley 82 and a 
driven pulley 84, rotated around spaced, parallel axes 86, 88, 
respectively. The drive pulley 82 had a diameter of 135 mm, 
With the driven pulley 84 having a diameter of 112 mm. A 
second driven pulley 90, With a diameter of 60 mm, Was 
mounted for movement around an axis 92, parallel to the axes 
82, 88. The driven pulley 90 had a clutch mechanism. The 
belts B tested Were trained around the drive and driven pulleys 
82, 84, 90 With a Wrap angle 01 around the driven pulley 90 of 
120°. The test belts B Were pretensioned using a tensioning 
pulley 96 rotatable around an axis 98. The Wrap angle 02 for 
the tensioning pulley 96 Was 90°. Tension Was applied by 
exerting a force on the belts B through the tensioning pulley 
96 in the direction of the arroW 1 00. The creak generated at the 
time the second driven pulley began to rotate, With the drive 
pulley 82 rotated at 5,000 rpm at room temperature, Was 
determined. The noise generation limit tension at this point 
Was likeWise determined. A noise generation limit tension test 
Was conducted, as described above, after the belts Were run 
for a break in period of 1890 hours at room temperature. The 
results are shoWn in Table 2. 

In analyZing roll processability of the rubber sheet for the 
compression rubber layer, various conditions Were identi?ed. 
The symbol “0” is used to identify a condition Where no split 
or holes in the sheet occurred and the sheet had a smooth 
surface. The symbol “A” is used to identify a condition Where 
no split or holes in the sheet occurred but a ?ne split on the 
surface Was generated. The symbol “x” is used to identify a 
condition Where there Was a split or a hole in the sheet and the 
sheet could not be used as a layer in a compression section of 
a poWer transmission belt. 

It can be seen that the noise generation limit tensions at the 
initial stage and after the running break in Were both high, and 
the suppression effect on stick-slip sound generation Was 
poor for Comparative Examples 8 and 9. Both examples used 
nylon Without graphite. Similar results are seen for Compara 
tive Example 10, in Which nylon Was included and the graph 
ite content Was loW. Processability Was poor for Comparative 
Examples 1 1 and 12, Which had high graphite content. These 
compositions Were thus not practical for use in forming a 
V-rib belt. Comparative Example 13 shoWed a loW suppres 
sion of stick-slip sound generation. Comparative Example 13 
did not include short nylon ?bers and did include an appro 
priate amount of graphite. Comparative Example 14, Which 
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12 
used aramid short ?bers and no graphite, shoWed poor long 
term suppression effect on noise generation. For Comparative 
Example 15, Which utiliZed cotton ?bers, the noise generation 
limit tension Was high in the initial running stage. For Com 
parative Example 16, Which utiliZed aramid ?ber and graph 
ite, a good suppression effect on noise generation Was 
observed at the initial stage. HoWever, the suppression effect 
on noise generation decreased signi?cantly after running. 
Thus, the improved effects did not continue for an adequately 
long period of time. 
On the other hand, With Inventive Examples 9-14, Which 

included an appropriate amount of graphite and nylon ?bers, 
processability Was good, the friction coe?icient Was loW, and 
noise generation limit tension Was loW. As a result, stick-slip 
sound generation Was reduced and good force transmission 
capability Was maintained. It Was found that the noise gen 
eration suppression effects of graphite and PTFE Were higher 
than for molybdenum disul?de. 

While the invention has been described With particular 
reference to the draWings, it should be understood that various 
modi?cations could be made Without departing from the 
spirit and scope of the present invention. 

The invention claimed is: 
1. A rubber composition comprising: 
10-50 parts by mass of polyamide short ?ber per 100 parts 
by mass of a rubber; and 

10-100 parts by mass ofa solid lubricant per 100 parts by 
mass of the rubber, Wherein the polyamide short ?bers 
have alength of 1-8 mm and denier of 5-10. 

2. The rubber composition according to claim 1 Wherein 
the rubber comprises ethylene-ot-ole?n elastomer. 

3. The rubber composition according to claim 1 Wherein 
the solid lubricant comprises at least one of (a) graphite, (b) 
molybdenum disul?de, and (c) polytetra?uoroethylene. 

4. The rubber composition according to claim 2 Wherein 
the solid lubricant comprises at least one of (a) graphite, (b) 
molybdenum disul?de, and (c) polytetra?uoroethylene. 

5. The rubber composition according to claim 2 Wherein 
the ethylene-ot-ole?n elastomer comprises at least one of (a) 
ethylene propylene rubber and (b) ethylene propylene diene 
monomer. 

6. The rubber composition according to claim 1 Wherein 
the rubber comprises at least one of (a) natural rubber, (b) 
butyl rubber, (c) styrene-butadiene rubber, (d) chloroprene 
rubber, (e) ethylene propylene rubber, (f) alkylated chloro 
sulfonated polyethylene, (g) hydride-nitrile rubber, and (h) a 
mixed polymer of hydride-nitrile rubber and a metal salt of an 
unsaturated carboxylic acid. 

7. The rubber composition according to claim 1 Wherein 
the polyamide short ?bers comprise at least one of (a) nylon 
6, (b) nylon 66, and (c) nylon 610. 

8. The rubber composition according to claim 1 Wherein 
the solid lubricant comprises at least one of (a) mica, (b) talc, 
(c) trioxide antimony, (d) molybdenum diselenide, and (e) 
tungsten disul?de. 

9. The rubber composition according to claim 1 further 
comprising carbon black in an amount of 30-60 parts by mass 
per 100 parts by mass of the rubber. 

10. The rubber composition according to claim 1 further 
comprising a process oil in an amount of 4-20 parts by mass 
per 100 parts by mass of the rubber. 

11. A poWer transmission belt comprising: 
a body having a length, a tension section and a compression 

section, 
the compression section comprising a rubber composition, 

the rubber composition comprising: 
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(a) 10-50 parts by mass of polyamide short ?ber per 100 
parts by mass ofa rubber; and 

(b) 10-100 parts by mass of a solid lubricant per 100 
parts by mass of the rubber, Wherein the polyamide 
short ?bers have a length of 1-8 mm and denier of 
5-10. 

12. The power transmission belt according to claim 11 
Wherein the body comprises at least one load carrying mem 
ber extending lengthWise of the body. 

13. The poWer transmission belt according to claim 12 
Wherein the body comprises a cushion rubber layer in Which 
the at least one load carrying member is embedded. 

14. The poWer transmission belt according to claim 13 
Wherein the rubber comprises ethylene-ot-ole?n elastomer. 

15. The poWer transmission belt according to claim 14 
Wherein the solid lubricant comprises at least one of (a) 
graphite, (b) molybdenum disul?de, and (c) polytetra?uoro 
ethylene. 

16. The poWer transmission belt according to claim 13 
Wherein the rubber comprises at least one of (a) natural rub 
ber, (b) butyl rubber, (c) styrene-butadiene rubber, (d) chlo 
roprene rubber, (e) ethylene propylene rubber, (f) alkylated 
chlorosulfonated polyethylene, (g) hydride-nitrile rubber, 
and (h) a mixed polymer of hydride-nitrile rubber and a metal 
salt of an unsaturated carboxylic acid. 

17. The poWer transmission belt according to claim 14 
Wherein the ethylene-ot-ole?n elastomer comprises at least 
one of (a) ethylene propylene rubber and (b) ethylene propy 
lene diene monomer. 

18. The poWer transmission belt according to claim 13 
Wherein the solid lubricant comprises at least one of (a) 
graphite, (b) molybdenum disul?de, and (c) polytetra?uoro 
ethylene. 

19. The poWer transmission belt according to claim 13 
Wherein the polyamide short ?ber comprises at least one of (a) 
nylon 6, (b) nylon 66, and (c) nylon 610. 

20. The poWer transmission belt according to claim 13 
Wherein the solid lubricant comprises at least one of (a) mica, 
(b) talc, (c) trioxide antimony, (d) molybdenum diselenide, 
and (e) tungsten disul?de. 

21. The poWer transmission belt according to claim 13 
Wherein its rubber composition further comprises carbon 
black in an amount of 30-60 parts by mass per 100 parts by 
mass of the rubber. 
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22. The poWer transmission belt according to claim 13 

further comprising a process oil in an amount of 4-20 parts per 
100 parts by mass of the rubber. 

23. The poWer transmission belt according to claim 13 
Wherein the cushion rubber layer comprises ethylene-ot-ole 
?n elastomer. 

24. The poWer transmission belt according to claim 13 
Wherein the cushion rubber layer comprises at least one of (a) 
natural rubber, (b) butyl rubber, (c) styrene-butadiene rubber, 
(d) chloroprene rubber, (e) ethylene propylene rubber, (f) 
alkylated chlorosulfonated polyethylene, (g) hydride-nitrile 
rubber, and (h) a mixed polymer of hydride-nitrile rubber and 
a metal salt of an unsaturated carboxylic acid. 

25. The poWer transmission belt according to claim 13 
Wherein the cushion rubber layer has no short ?bers embed 
ded therein. 

26. The poWer transmission belt according to claim 12 
Wherein the at least one load carrying member comprises at 
least one of (a) polyester ?ber, (b) aramid ?ber, and (c) glass 
?ber. 

27. The poWer transmission belt according to claim 26 
Wherein the at least one load carrying member is adhesion 
treated. 

28. The poWer transmission belt according to claim 26 
Wherein the at least one load carrying member is adhesion 
treated With a resorcinol formaldehyde latex solution. 

29. The poWer transmission belt according to claim 11 
Wherein the poWer transmission belt comprises a V-ribbed 
belt. 

30. The poWer transmission belt according to claim 11 
Wherein the poWer transmission belt comprises a V-belt. 

31. The poWer transmission belt according to claim 11 
Wherein at least one layer of a reinforcing fabric is applied to 
the body. 

32. The poWer transmission belt according to claim 31 
Wherein the reinforcing fabric comprises at least one of (a) 
cotton, (b) polyester ?ber, (c) aramid ?ber, and (d) nylon ?ber. 

33. The poWer transmission belt according to claim 31 
Wherein the reinforcing fabric is made by one of a (a) plain 
Weave, (b) tWill Weave, and (c) satin Weave process. 


