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(57) ABSTRACT 

An ?ber-optic interferometric rotation sensor device has a 
laser source combined With an optical ?ber. These are con 

?gured to cause interference between a beam from the laser 
source and a beam coming from the optical ?ber. The laser 
source includes an optical cavity having a gain lasing 
medium. The sensor device includes, along the path of the 
beam output by the laser cavity, a beam splitter device asso 
ciated With a mirror, Wherein the beam split off from the beam 
output by the laser cavity is sent into one of the ends of the 
optical ?ber and directed from the other end toWard the gain 
lasing medium to form a nonlinear mirror. The splitter device 
is followed by a detector. 

10 Claims, 2 Drawing Sheets 
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FIBER-OPTIC INTERFEROMETRIC 
ROTATION SPEED SENSOR INCLUDING A 

NON-LINEAR MIRROR 

The present invention relates to a ?ber-optic interferomet 
ric rotation speed sensor device (or gyroscope). 

The rotation speed sensor device to Which the invention 
relates is based on the principle of the interference of tWo 
Waves, in Which one of the mirrors is a nonlinear optical 
component of the phase-conjugate mirror type. The gyro 
scope system produced from this sensor relies on the folloW 
ing tWo properties of the interferometer, Which Were demon 
strated for the ?rst time in the following reference: Ph. 
Graindorge et al., “Fused reciprocity using phase conjuga 
tion” in Fiber Optic Rotation SensorsiSpringer Verlag, 
1 982. 

These properties are the folloWing: 
if a reciprocal phase shift 6(1), is introduced into the signal 

arm, it is not seen by the detector (Hm-(1)50); 
if a nonreciprocal phase shift (4)”, is introduced into the 

signal arm, the phase variation of 2 q)”, is measured after 
detection. 

Consequently, the interferometer sees only the nonrecip 
rocal phase shift effectsithis is the case of the Sagnac effect, 
used to advantage for producing a rotation speed sensor. 

The conjugate Wave is generated in the lasing medium 
itself. This is a solid-state monomode monofrequency source. 
Effective phase conjugation experiments have already been 
the subject of publications, in particular in Nd:YAG and 
Nd:YVO4 lasers (see A. Brignon et al., “Phase conjugation in 
a continuous Wave diode pumped Nd:YVO4 laser” inApplied 
Physics B, 1999). To produce a gyroscope, the beam output 
by the laser is injected into a ?ber loop (of diameter D and 
having N turns, Which means that the length L of the ?ber 
?ber is: LINED ). 

Gyroscopes based on a polarization-maintaining mono 
mode optical ?ber are knoWn. Such an optical ?ber is rela 
tively di?icult to align optically With the optical devices that 
have to be coupled to it. 

The subject of the present invention is a ?ber-optic rotation 
speed sensor that can use a large-core optical ?ber, Which is 
easy to align optically With the devices that are associated 
thereWith. 

The ?ber-optic interferometric rotation speed sensor 
device of the invention comprises a laser source combined 
With an optical ?ber and With a device for making the beam 
from the laser source interfere With the beam coming from the 
optical ?ber, and it is characterized in that the laser source is 
an optical cavity having a gain lasing medium and in that it 
includes, along the path of the beam output by the laser cavity, 
a beam splitter device associated With a re?ecting device, the 
beam split off from the beam output by the laser cavity being 
sent into one of the ends of the optical ?ber, the other end of 
Which is directed toWard the gain lasing medium, the splitter 
device being folloWed by a detector. 

The present invention Will be better understood on reading 
the detailed description of an embodiment, given by Way of 
non-limiting example and illustrated by the appended draW 
ing in Which: 

FIG. 1 is a simpli?ed diagram of an interferometric sensor 
according to the invention; 

FIG. 2 is a simpli?ed diagram of a diffractive splitter that 
can be used in the sensor of the invention; 

FIG. 3 is a simpli?ed diagram of an interferometric sensor 
according to the invention, incorporating the splitter of FIG. 
2; and 
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2 
FIG. 4 is a partial diagram of an interferometric sensor 

according to the invention, using a non-polariZation-main 
taining optical ?ber. 

The interferometric device shoWn schematically in FIG. 1 
comprises a compact laser 1, Which in the present case is a 
gain medium formed by an optical cavity 2 de?ned betWeen 
tWo mirrors 3, 4 and pumped by a beam 5 emitted by pumping 
diodes 5A, a lasing medium 6 being placed in this cavity 2. 
This laser is monomode and monofrequency, operates in con 
tinuous mode and is polariZed. TWo counter-propagating 
beams 2a and 2b oscillate inside the cavity 2. Placed in the 
path of the output beam 20 of the laser 1 are a splitter plate 7 
and, behind this plate, in the extension of the same path, a 
mirror 8, Which is perpendicular to this path. The beam 2d, 
split off by the plate 7 from the beam 20, is injected into one 
end of the uniformly coiled optical ?ber 9 in the form of a ?at 
coil. The other end of the ?ber 9 is directed toWard the center 
of the lasing medium 6 in order to intersect beams 2a and 2b 
therein. The beam 911 output by the ?ber 9 in the direction of 
the gain medium 6 interferes With the beams 2a and 2b inside 
the medium 6, creating a dynamic hologram. The beams 2a 
and 2b, by diffracting on this hologram, generate a conjugate 
beam 2e Which is sent into the ?ber 9. On leaving the ?ber 9, 
this beam 2e passes through the plate 7 and arrives on a 
photoelectric detector 10, on Which also arrives a beam 20’ 
that represents that part of the beam 20 re?ected by the mirror 
8 and by the plate 7 toWard the detector 10. These tWo beams 
2e and 2c’ interfere With each other on the detector 10. 

The assembly described above is equivalent to a Michelson 
interferometer, in Which one of the mirrors is a nonlinear 
mirror formed by the gain medium 6. 

At the photodetector 10, if q) is the phase shift betWeen the 
tWo beams 2e and 2c ’, the expression for the intensity detected 
by the detector 10 is ofthe form: IDIIO (1 +cos (1)). The position 
of the mirror 8 is chosen so as to satisfy the condition (PIE/4, 
Which alloWs the interferometer to operate in its linear 
response Zone. Under these conditions, the signal ID output by 
the photodetector 10 is Written as: 

10 
ID : 5650M 

Where 6¢NR is the nonreciprocal phase shift due to the Sagnac 
effect in the N-tum ?ber loop 9, and 

Where: 

QIangular rotation speed of the coil of optical ?ber 9; 
DIdiameter of the coil of optical ?ber 9; 
LIlength of the optical ?ber; 
KOIWaVelength of the laser 1 in vacuo; and 
cOIspeed of light in vacuo. 
Another embodiment of the device of the invention is 

shoWn in FIGS. 2 and 3, FIG. 2 representing a detail of the 
assembly shoWn schematically in FIG. 3. The sensor device 
shoWn in FIG. 3 is similar to that of FIG. 1, With the main 
difference that the beam splitter 7 is replaced With a diffrac 
tion grating operating both in re?ection mode and in trans 
mission mode. This sensor device essentially comprises a 
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laser cavity 15, similar to the cavity 2, a ?at coil of optical 
?ber 14 and a re?ecting beam splitter device 13, shown in 
detail in FIG. 2. 
More precisely, as indicated in FIG. 2, the beam L output 

by the laser cavity 15 is diffracted in the :6 direction, by 
re?ection (beam R) and by transmission (beam D) respec 
tively. This type of grating is for example produced in a 
manner knoWn per se by holographic techniques for Writing 
into photopolymer materials (a photoinduced index grating or 
a relief grating). These tWo types of grating may also be 
multiplexed Within the actual volume of photopolymer mate 
rial. The re?ected beam R is coupled into the coil of ?ber 14 
(FIG. 3) and then conjugated after re?ection on the nonlinear 
mirror that the lasing medium 16 constitutes (similar or iden 
tical to that of the cavity 2 in FIG. 1). The conjugate beam C 
is sent into the ?ber 14 and interferes in the grating 13 With the 
beam L output by the source. The bene?t of this diffractive 
component is that the condition (PIE/4 for interferometric 
detection can be easily satis?ed. By interfering With the beam 
L, the conjugate beam C creates a fringe structure, the period 
of Which corresponds to the pitch of the transmission grating. 
Under these conditions, the beam C transmitted directly by 
the grating and the beam D output by the diffraction of L by 
the grating 13 interfere on the detector 17. It is knoWn from 
the phenomenon of beam coupling by gratings that the phase 
shift betWeen the tWo beams D and C is controlled by the 
position of the grating relative to the interference fringes 
formed by interference betWeen C and L. A quarter-period 
spatial shift of the grating While it is being Written Will ensure 
that the linear detection condition is met. 

The rotation speed sensor based on a ?ber interferometer 
according to the invention is compatible With the use of a 
multimode ?ber. Insofar as a four-beam mixing function is 
carried out in the cavity (namely With the beams L and L', 
Which propagate in opposite directions in the cavity 15, and 
the beams R and C), the beam output by the ?ber may be 
multimode: by phase conjugation, there is again a plane-Wave 
beam C identical to that injected into the coil of optical ?ber. 

The operating principle of the device according to the 
invention is also compatible With the use of a non-polariZa 
tion-maintaining optical ?ber. As mentioned in the reference: 
“Gain grating analysis of self-starting etc.” by P. Sillard et al., 
lEEEilQE, March 1998, this function is obtained by 
introducing into the cavity 15 (FIG. 4) a ?rst quarter-Wave 
plate 18, betWeen the mirror 19 and the gain lasing medium 
16, a second quarter-Wave plate 20 on the other side of the 
lasing medium, and a polariZer 21 betWeen the plate 20 and 
the second cavity mirror 22. The tWo quarter-Wave plates 18, 
20 and the polariZer 21 make it possible to create tWo counter 
propagating laser beams, of mutually orthogonal circular 
polarizations (namely a left circular polariZation and a right 
circular polarization). It is also knoWn that four-beam mixing 
With these tWo circularly polariZedbeams makes it possible to 
perform the vector phase conjugation, that is to say the depo 
lariZation of the ?ber is thus corrected. 

According to embodiments of the device of the invention, 
the lasing medium Was Nd:YAG then ND:YVO4, the ?ber 
Was monomode, then loW-loss multimode, and the diffractive 
component Was produced by holography on a photopolymer 
material. 

4 
The advantages of the device of the invention are the fol 

loWing: 
it employs a compact continuous laser source pumped by 

diodes and serving to generate a conjugate Wave by 
5 intracavity four-beam mixing; 

the use of a beam splitter produced by a diffractive com 
ponent makes it possible to operate in the linear response 
region of the interferometer; 

the device may use a coil of non-polariZation-maintaining 
monomode ?ber or multimode ?ber; and 

the interferometer is sensitive only to nonreciprocal phase 
shift effects. 

In particular, its operating point is unaffected by the sloW 
variations (due to temperature variations) of the optical path 

15 in the ?ber coil. 

10 

The invention claimed is: 
1. A ?ber-optic interferometric rotation speed sensor 

device comprising: 
a laser source comprising an optical cavity including a gain 

lasing medium; 
an optical ?ber; and 
a beam splitter device disposed in a path of a beam output 

by the optical cavity, the beam splitter splitting off a split 
off beam from the beam output by the laser cavity and 
directing the split off beam into a ?rst end of the optical 
?ber, the optical ?ber being con?gured and arranged to 
conduct the split off beam and direct it via a second end 
of the optical ?ber into the gain lasing medium to induce 
interference Within the optical cavity and form a nonlin 
ear mirror, the the non-linear mirror directing a conju 
gate beam into the second end of the optical ?ber; and 

a detector arranged With the beam splitter device and the 
?rst end of the optical ?ber to receive the conjugate beam 
via the beam splitter. 

2. The device as claimed in claim 1, further comprising a 
re?ecting device associated With the splitter, the re?ecting 
device comprising a mirror. 

3. The device as claimed in claim 1, Wherein the splitter 
comprises a diffraction grating operating both in re?ection 
and in transmission, thus acting as a re?ecting device. 

4. The device as claimed in claim 2, Wherein the position of 
said mirror is selected so as to obtain a 313/ 4 phase shift 
betWeen the beam re?ected by said mirror and the beam 
coming from the optical ?ber. 

5. The device as claimed in claim 3, Wherein the grating 
comprises an index grating. 

6. The device as claimed in claim 3, Wherein the grating 
comprises a relief grating. 

7. The device as claimed in claim 3, Wherein the grating 
comprises a grating resulting from a multiplexing of index 
grating characteristics and relief grating characteristics. 

8. The device as claimed in claim 1, Wherein the optical 
?ber comprises a multimode ?ber. 

9. The device as claimed in claim 1, Wherein tWo quarter 
Wave plates and a polariZer are included in the optical cavity. 

10. The device as claimed in claim 9, Wherein the optical 
?ber comprises a non-polariZation-maintaining ?ber. 
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