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' 3 is a view of the hanger when folded. 
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To all 1.071.077?, ¿t may concer-n: 
Be it known that I, ROBERT EYREs, a citi 

Zen of the United States, residing at Aurora, 
in the county of Hamilton, State of Nebraska, 
have invented certain new and useful Improve 
ments in Coat-Hangers; and I do hereby de 
clare the following to be a full, clear, and eX 
act description of the invention, such as will 
enable others -skilled in the art to which it ap 
pertains to make and use the same. 

rI‘his invention relates to coat-hangers; vand 
it has for its object to provide a device of this 
nature which will be simple of construction 
and cheap of manufacture, which may be 
folded into compact form for shipment, and 
which will hold an overcoat or similar gar 
ment in such a way that one may readily in 
sert his arms in the sleeve-openings to put on 
the coat. ~ 

In the drawings forming a portion of this 
specification, in which like numerals of refer 
ence indicate similar parts in the several 
views, Figure 1 is a view of the device with a 
coat engaged therewith. Fig. 2 is an eleva 
tion of the device With the coat removed. Fig. 

is a view of a modiíication. 
Referring now to the drawings, the present 

invention comprises a bar 5, having grooves 
6 in the ends thereof and a perforation 7 ̀in 
its center. 
A pair of clips 8 are provided, each of which 

consists of a central loop 8’, having supple 
mental loops 8f* and 8b at the sides thereof, 
the loop 8b being split at a point adjacent to 
its union with the loop 8’ and being turned atv 
right angles to the other loops. One of these 
clips is disposed upon each end of the bar, 
with the loops 8’ lying in the grooves 6. En 
gaged with one of the loops 8“ isahook 9, 
which is carried by the end of a rod 10, the 
other end of the rod being formed into a ring 
11, which lies at right angles to the hook 9, 
as shown. The remaining loop 8“ has engaged , 
therewith the hook 12 of a similar rod 13,'the 
remaining end of which is formed into a loop 
or hanger 14, which lies in a plane with hook 
12. The rod 13 has a convolution 13’ adja 

Fig. 4 

cent to the loop 14 and with this convolution 
is engaged the ring 11 of _the rod 10. ' 
In connection with the clips 8 there are em 

l ployed a pair of U-shaped members 15, com 
prising spaced arms 16 and 17, having hooks 
1_6’ and 17 ’ upon their fre-e ends and connected 
by a bight 18. These U-shaped members are 
formed of stiff wire or other bendable mate 
rial and _their bights are given a half-turn to 
cross the spaced members, thus forming an eye 
19 at the end of the member. These U-shaped 
members are disposed with their eyes 19 en 
gaged upon the split loops 8b of the clips 8. 
With the central perforations 7 of the bar 

5 there is engaged the shank of an eye 20, and 
with this eye 20 there is engaged the ring of 
a hook 21. 
In operation the hanger 14 is engaged with 

a hook secured to a wall or other supporting 
means, and the hooks 16’ and 17’ of the mem 
bers 15 are engaged with the sleeve-openings 
of a coat, and the hook 21 is engaged under 
the collar of the garment, as shown in Fig. l 
of the drawings. In this position the garment 
may be readily put on, and when it has been 
thus donned the'hangers are disengaged from 
the sleeves. " f 

In folding the hanger for shipment the hook 
9 is disengaged from the loop 8a and the rod 
10 is folded to lie against the rod 13, after 
which both of these rods are folded to lie 
against the bar 5. The members 15, being 
loosely connected to the bar 5 through the 
medium of the loops 8b, may also be folded to 
lie against the bar 5. ' 
In Fig. 4 of the drawings there is shown a 

modified form of the invention in which the 
rods, U-shaped members, &c., are substituted 
by chains. ` 
In practice modifications of the specific con 

struction shown may be made and any suitable 
materials and proportions may be used for the 
various parts without departing from the spirit 
of the invention. ' 
What is claimed is' 
1. A coat-hanger comprising abar, clips dis 

` posed upon the ends of the bar, rods pivotally 
connected with the clips and detachable there 
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from, said rods being pivotally connected at 
their outer ends to form a hanger, and hooks 
connected to the clips and depending there 
from and adapted for engagement with the 
sleeve-openings of a garment. 

2. A coat-hanger comprising a bar, clips dis 
posed upon the ends of the bar, a rod having 
a hook upon the end thereof disposed With its 
hook in engagement with one of the clips, the 
other end of the rod carrying a loop and hav 
ing a convolution »adjacent thereto, a second 
rod having a ring at one of its ends and a hook 
at its remaining end disposed with its hook in 
engagement with the remaining clip and with 
its ring in engagement with the convolution 
of the first-named _rod and hooks connected to 
the clips and depending therefrom and adapt 
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ed for engagement with the sleeve-openings of 
a garment. 

3. A coat-hanger comprising a bar, clips corn 
prising a central loop and supplemental side 
loops engaged with their central loops upon 
the ends of the bar, rods engaged with one of 
the supplemental loops of each clip and con 
nected at their free ends to form a hanger and 
hooks connected to the remaining side loops 
of the clips and adapted for engagement with 
the sleeve-openings of a garment. 

In testimony whereof I affix my signature 
in presence of two Witnesses. 

n ROBERT EYRES. 
Witnesses: 

FRED JEFFERS, 
J. H. EDMoNDsoN. 
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