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(57) ABSTRACT 

In a vehicle control system Which requires a plurality of ECUs 
(electronic control units) to control in real time states of the 
vehicle using time-dependent data transmitted and received 
among the ECUs. The time-dependent data re?ecting the 
vehicle states is detected or produced. A transmitting ECU, 
one of the plural ECUs, transmits the time-dependent data 
With a degree of newness thereof to a receiving ECU, another 
one of the plural ECUs, Which takes part in the real-time 
control. The receiving ECU determines Whether or not the 
time-dependent data has expired for the real-time control 
based on the degree of newness of the time-dependent data 
and performs processing With the time-dependent data based 
on determined results of the expiration, the processing having 
the time-dependent data adapted to the real-time control. 
Thus the real-time control can be performed based on only the 
adaptive time-dependent data to the real-time control. 

26 Claims, 6 Drawing Sheets 
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SYSTEM FOR REAL-TIME CONTROL 
PERFORMED ON TIME-DEPENDENT DATA 
TRANSMITTED/RECEIVED IN VEHICLE 

CROSS REFERENCES TO RELATED 
APPLICATIONS 

The present application relates to and incorporates by ref 
erence Japanese Patent application No. 2004-10612 ?led on 
Jan. 19, 2004. 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 
The present invention relates to a control system mounted 

on a vehicle, and in particular, to a real-time control system 
provided With a plurality of ECUs (electronic control unit) 
performing real-time control for the vehicle based on time 
dependent data transmitted and received betWeen the plural 
ity of ECUs. 

2. Description of the Related Art 
There has been a conventional system in Which a plurality 

of ECUs (electric control unit) are mounted on a vehicle and 
time-dependent data is transmitted and received betWeen the 
ECUs via signal lines such as an in-vehicle LAN, and this 
transmitted/received time-dependent data is used as a basis to 
achieve one of the vehicle real-time controls. The time-de 
pendent data refers to data that consistently changes based on 
the vehicle running condition and condition outside the 
vehicle. The real-time control refers to control under Which 
the time-dependent data for use in the control is ideally an 
amount dependent on the instant time at Which the control is 
actually performed in sequence. 

Examples of such a system include an auto cruise control 
system (Auto Cruise Control). In the auto cruise control sys 
tem, a forWard-obstacle identi?cation system such as a laser 
radar sensor ?rst feeds to the inter-vehicle distance control 
ECU a signal indicating spacing to the preceding vehicle and 
others. The inter-vehicle distance control ECU then uses this 
fed signal as a basis to compute a target running speed for 
keeping a proper distance betWeen the vehicles, and outputs 
computed result signals to an engine ECU. The engine ECU, 
to run the vehicle at the target running speed of the received 
signal, determines operation contents of actuators, such as the 
electronic throttle, injector, and ignition plug, and then con 
trols these actuators according to the determined results. The 
target running speed data for use in the actuator control is 
ideally an amount based on the inter-vehicle distance at the 
control time. 

In such a system Which uses the time-dependent data trans 
mitted and received betWeen a plurality of ECUs as a basis for 
the vehicle real-time control, if the time-dependent data is not 
transmitted and received Within a proper time and is delayed, 
the control may be performed based on the time-dependent 
data at the old time, and a large difference may occur betWeen 
the actual-control time and the time of the time-dependent 
data for use in the control, as a result of Which mismatching 
may occur in the vehicle real-time control. 

In the adaptive cruise control system as mentioned above, 
for example, if a large difference exists betWeen the time at 
Which the forWard-obstacle identi?cation system detects the 
distance to the preceding vehicle, and outputs it and the time 
at Which the engine ECU uses this detected distance as a basis 
to ?nally control the actuators, the vehicle has to control the 
vehicle-running speed and other parameters based on a con 
siderable-previous inter-vehicle distance, thereby making it 
dif?cult to keep the proper inter-vehicle distance. 
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2 
The time-dependent data betWeen ECUs are not transmit 

ted or received Within a proper time and are delayed in cases 
in Which, for example, (1) the data is transmitted and received 
via an in-vehicle LAN that is busy for other data transmis 
sions, and (2) any of ECUs that transmits and receives data 
has to process a large amount of data such as image, so that the 
relevant ECU has more processing load and the time-depen 
dent data transmitted and received is sent and received in a 
delayed manner. 

To decrease such mismatching in the vehicle real-time 
control, it is preferable that among the time-dependent data 
transmitted and received betWeen ECUs, the time-dependent 
data transmitted and received Within a proper time is differ 
ently treated from the time-dependent data that is not trans 
mitted and received Within a proper time. 

SUMMARY OF THE INVENTION 

In light of the above-described problems, an object of the 
present invention is to provide a vehicle real-time control 
system including a plurality of ECUs and using a transmitted/ 
received time-dependent data transmitted and received 
betWeen the plurality of ECUs as a basis for vehicle real-time 
control, in Which an operation can be performed based on 
Whether the relevant transmitted/received time-dependent 
data is transferred betWeen the plurality of ECUs Within a 
proper time. 

To achieve the above-described object, as one aspect of the 
present invention, there is provided a system for controlling in 
real time states of a vehicle, in Which the real-time control is 
performed based on time-dependent data transmitted and 
received among a plurality of ECUs (electronic control units) 
dedicated to the control of the states of the vehicle. The 
system comprises a determination unit determining Whether 
or not the time-dependent data has expired for the real-time 
control based on a degree of neWness of the time-dependent 
data to be received; and a processing unit performing process 
ing With the time-dependent data based on results of the 
expiration determined by the determination unit, the process 
ing having the time-dependent data adapted to the real-time 
control. 
The control system according to the present invention thus 

causes the determination unit to use the degree of neWness of 
the time-dependent data for the vehicle real -time control as a 
bases to determine Whether the data has expired. And the 
system uses the determined results as a basis to process the 
time-dependent data, so that the system can perform an opera 
tion based on Whether the time-dependent data is transferred 
betWeen the plurality of ECUs Within a proper time. 
The degree of neWness (i.e., freshness) refers to a concept 

including time such as creation time of the relevant time 
dependent data to be transmitted and received, the detection 
time of a sensed value if the relevant data is based on the 
sensed value, the reception time of the relevant sensed value, 
and the expiration time of the relevant data. 
The processing unit performs “data processing” that refers 

to “processing for reducing mismatching in the vehicle real 
time control” and that is a concept including processing such 
as processing for real-time control of the relevant data and 
processing for deleting the relevant data. The “processing for 
real-time control” includes real-time control processing itself 
as Well as processing performed as pre-processing for the 
real-time control. The real-time control is a concept including 
hard real-time control and soft real-time control. 

Preferably, in the foregoing system con?guration, both the 
determination unit and the processing unit are incorporated in 
an ECU of the plurality of ECUs, the ECU receiving the 
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time-dependent data. It is also preferred that the system fur 
ther comprises a sensor detecting information about the status 
of the vehicle as the time-dependent data to be given to a 
further ECU of the plurality of ECUs, the further ECU trans 
mitting the time-dependent data to the receiving ECU either 
directly or indirectly. 
As another aspect, the present invention provides a method 

of preparing time-dependent data used for controlling in real 
time states of a vehicle, in which the real-time control is 
performed based on the time-dependent data transmitted and 
received among a plurality of ECUs (electronic control units) 
dedicated to the control of the states of the vehicle, the method 
comprising steps of: making a speci?ed ECU among the 
plurality of ECUs (i) either receive the time-dependent data 
from a sensor to detect the states of the vehicle or produce the 
time-dependent data by calculation, (ii) add information 
indicative of a degree of newness of the time-dependent data 
to the received or produced time-dependent data, and (iii) 
transmit the time dependent data with the information indica 
tive of the degree of newness to a further speci?ed ECU 
among the plurality of ECUs; and making the further speci 
?ed ECU (iv) determine whether or not the time-dependent 
data that has been received has expired for the real-time 
control based on the degree of newness added to the time 
dependent data; and (v) perform processing with the time 
dependent data based on determined results of the expiration, 
the processing having the time-dependent data adapted to the 
real-time control. 

This method is also able to provide the identical advantages 
to the foregoing. 

BRIEF DESCRIPTION OF THE DRAWINGS 

In the accompanying drawings: 
FIG. 1 shows a schematic diagram of vehicle real-time 

control system according to a ?rst embodiment of the present 
invention; 

FIG. 2 shows a hardware con?guration of the vehicle real 
time control system; 

FIG. 3 shows a ?owchart showing a program executed by a 
microcomputer; 

FIG. 4 shows a ?owchart showing a program executed by 
microcomputer; 

FIG. 5 illustrates data extrapolation performed by the 
microcomputer; and 

FIG. 6 shows a ?owchart showing a program performed by 
a microcomputer according to a second embodiment of the 
present invention. 

DETAILED DESCRIPTION OF THE PREFERRED 
EMBODIMENTS 

First Embodiment 

Referring to FIGS. 1 to 5, a ?rst embodiment of a real-time 
control system of the present invention will now be described. 

FIG. 1 shows a schematic diagram of a real-time control 
system 100 mounted on a vehicle (hereinafter, referred to as a 
vehicle real-time control system 100) according to a ?rst 
embodiment of the present invention. The vehicle real-time 
control system 100 includes a laser-radar sensor 1, inter 
vehicle distance control ECU 2 (which corresponds to a trans 
mission ECU), engine ECU 3 (which corresponds to a recep 
tion ECU), electronic throttle 4, injector 5, and others. 

The laser-radar sensor 1 detects pieces of preceding vehicle 
information 50 to identify the inter-vehicle distance and rela 
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4 
tive speed of the self-vehicle with respect to the preceding 
vehicle, and outputs the information 50 to the inter-vehicle 
distance control ECU 2. 
The inter-vehicle distance control ECU 2 uses the preced 

ing vehicle information 50 detected by the laser-radar sensor 
1 as a basis to identify the inter-vehicle distance and relative 
speed between the preceding vehicle and- self-vehicle, and 
identi?es the target speed for the inter-vehicle distance and 
relative speed, and outputs periodically the identi?ed target 
speed to the engine ECU 3. The inter-vehicle distance control 
ECU 2 transmits to the engine ECU 3 the target speed infor 
mation plus the time at which the preceding vehicle informa 
tion 50 used for identifying the target speed is received from 
the laser-radar sensor 1, i.e., the sensor-information reception 
time. 
The engine ECU 3 uses the target- speed data received from 

the inter-vehicle distance control ECU 2, and data from not 
shown other sensors and/or ECUs in the vehicle real-time 
control system 100, as a basis to control the operation of 
actuators including the electronic throttle 4 and injector 5 to 
keep the proper inter-vehicle distance between the preceding 
vehicle and self-vehicle. The sensor-information reception 
time, which is added to the target-speed data, plus a predeter 
mined valid period (acceptable delay time in the present 
embodiment) is compared with the current time to determine 
whether or not the received target-speed data has expired. If 
the data has expired, the target-speed data is linearly extrapo 
lated to the current value, and the extrapolated results are used 
as a basis to control the operation of the electronic throttle 4 
and injector 5. 
The characteristics of the target-speed data will now be 

described. 
The vehicle real-time control system 100 according to the 

present embodiment controls the inter-vehicle distance by 
controlling the vehicle-running speed based on the current 
inter-vehicle distance and relative speed to keep the proper 
inter-vehicle distance between the self-vehicle and preceding 
vehicle. The vehicle-running speed is thus ideally controlled 
based on the inter-vehicle distance and relative speed at the 
point of control. 
The target-speed data is a value that is speci?ed based on 

the sensor value from the laser-radar sensor 1 and that 
changes consistently depending on internal and external con 
ditions of the vehicle. The target-speed data is thus a time 
dependent data for use in the real-time control. The target 
speed data is therefore ideally based on the signal from the 
laser-radar sensor 1 at the point of control of the vehicle 
running speed. Because the signal transmission is time-con 
suming, it is impossible to control the running speed with the 
laser-radar sensor 1 at the exact point of control. It is thus 
considered that a certain level of time lag is within tolerance 
and the time-dependent data within the tolerance from the 
control point re?ects the value at the control point. 

In the present embodiment, it is determined that the time 
dependent data for use in the real-time control re?ects the 
value at the control point by using the fact as a reference that 
data-creation time plus a valid period is after the current time, 
i.e., the data has not expired. 

FIG. 2 shows a hardware con?guration of the vehicle real 
time control system 100. This vehicle real-time control sys 
tem 100 is equipped, as described in part, in advance, with a 
laser-radar sensor 1, inter-vehicle distance control ECU 2, 
engine ECU 3, electronic throttle 4, injector 5, as well as an 
ignitor 6, throttle sensor 7, accelerator sensor 8, water-tem 
perature sensor 9, brake control ECU 10, integrated control 
ECU 11, and others. The inter-vehicle distance control ECU 
2, engine ECU 3, brake control ECU 10, integrated control 
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ECU 11 connect to each other through the communication 
line established by an in-vehicle LAN 90. 

The laser-radar sensor 1 resides on the front of a vehicle 

(self-vehicle) on Which the vehicle real-time control system 
100 is mounted. The laser-radar sensor 1 outputs a laser beam 
toWard a vehicle preceding the self-vehicle, and receives the 
relevant laser re?ected by the preceding vehicle. The laser 
radar sensor 1 also outputs to a microcomputer 21 in the 
inter-vehicle distance control ECU 2 the signals of the laser 
output-time and laser-reception time, and laser frequency. 
The laser-radar sensor 1 outputs and receives the laser, and 
outputs the time information in a periodical manner (for 
example, every 32 ms). 

The inter-vehicle distance control ECU 2 is provided, as 
mentioned above, the microcomputer 21 and data-transmis 
sion part 22. 
The microcomputer 21 is provided With a not-shoWn CPU, 

RAM, ROM, and ?ash memory. The CPU runs a program 
stored in the ROM or ?ash memory, and also performs opera 
tions based on the program and the signal received from the 
laser-radar sensor 1. In those operations, the CPU reads out 
data from these RAM, ROM, and ?ash memory, Writes data in 
the RAM, and outputs to the data-transmission part 22 the 
data to be transmitted to the engine ECU 3, Whenever it is 
necessary. The description beloW Will take the processing, in 
Which the CPU in the microcomputer 21 runs a program as the 
processing in Which the microcomputer 21 runs the program. 

The data-transmission part 22 includes a not-shoWn trans 
mission buffer that is a memory for transmission. The data 
transmission part 22 stores the data input from microcom 
puter 21 into the transmission buffer, and outputs the data 
stored in the transmission buffer to the in-vehicle LAN 90 at 
a predetermined timing. 

The engine ECU 3 is also provided With a microcomputer 
31 and a data-receiving part 32. 

The microcomputer 31 includes a not-shoWn CPU, RAM, 
ROM, and ?ash memory. The CPU runs a program stored in 
the ROM or ?ash memory, and also performs operations 
based on the program and the signals received from the vari 
ous sensors 7 to 9. In those operations, the CPU reads cut data 
from these RAM, ROM, ?ash memory, and receiving buffer 
in the data-receiving part 32, and Writes data in the RAM and 
?ash memory, if required. The throttle sensor 7 detects infor 
mation inductive of an electronic-throttle opening in engine 
of the vehicle and outputs it to the microcomputer 31. The 
accelerator sensor 8 detects an extent to Which the accelerator 
is depressed in the vehicle, and outputs it to the microcom 
puter 31. The Water-temperature sensor 9 detects an engine 
cooling-Water temperature and outputs it to the microcom 
puter 31. The description beloW Will take the processing, in 
Which the CPU embedded in the microcomputer 31 runs a 
program as the process in Which microcomputer 31 runs the 
program. 

The data-receiving part 32 comprises a not-shoWn receiv 
ing buffer that is a memory for receiving. The data-receiving 
part 32 stores in the receiving buffer the data that is outputted 
to the in-vehicle LAN 90 at a predetermined tinning from the 
inter-vehicle distance control ECU 2, brake control ECU 10, 
and integrated control ECU 11. 

The electronic throttle 4 is an actuator that uses the control 
signal from the microcomputer 31 as a basis to electronically 
control the throttle opening With a motor. 

The injector 5 is an actuator that uses the control signal 
from the microcomputer 31 as a basis to control amount and 
timing of the fuel injection into the engine. 
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6 
Further, the ignitor 6 is an actuator that uses the control 

signal from the microcomputer 31 as a basis to control the fuel 
ignition timing in the engine. 
The brake control ECU 10 is an ECU that uses information 

shoWing a depressed amount of the brake pedal in the vehicle 
as a basis to control the operation of the vehicle brake. The 
brake control ECU 10 cutouts data corresponding to the 
depressed amount of the brake pedal to the in-vehicle LAN 90 
at a predetermined timing as brake pedal information. 
The integrated control ECU 11 uses the various pieces of 

information generated in the vehicle that is received through 
the in-vehicle LAN 90 or any other communication means as 

a basis to calculate a target torque of the vehicle, and outputs 
the target torque value to the in-vehicle LAN 90 at a prede 
termined timing. 

In the above-described hardWare con?guration of the 
vehicle real-time control system 100, the laser-radar sensor 1, 
inter-vehicle distance control ECU 2, engine ECU 3, elec 
tronic throttle 4, injector 5, ignitor 6, throttle sensor 7, accel 
erator sensor 8, Water-temperature sensor 9, brake control 
ECU 10, and integrated control ECU 11 are previously set up 
such that they are synchronized on the same time base. 
The operation of the vehicle real-time control system 100 

Will noW be described. FIG. 3 shoWs a ?owchart of a program 
executed by the microcomputer 21 placed in the inter-vehicle 
distance control ECU 2. 
The microcomputer 21 starts to run the program upon the 

input of a signal from the laser-radar sensor 1. First, at step 
320, the microcomputer 21 receives the signal from the laser 
radar sensor 1, speci?cally, a detected data including infor 
mation of the time at Which the laser-radar sensor 1 outputs 
the laser beam, the time at Which the laser-radar sensor 1 
receives the relevant-laser re?ection, and the frequency of the 
re?ected Wave of the relevant laser, and then stores the data in 
a predetermined area in the RAM. 
At step 330, the received information is added With infor 

mation indicative of a reception time t,. More speci?cally, the 
current time t, is stored in the RAM, after being associated 
With the data received and stored in the RAM at step 330. The 
current time t, is almost the same as the time at Which the 
laser-radar sensor 1 detects the re?ected laser and the time at 
Which the inter-vehicle distance control ECU 2 receives (de 
tects) data detected by the sensor 1. 

At step 340, data of the inter-vehicle distance and relative 
speed are then computed. More speci?cally, the time before 
the re?ected Wave of the output radar returns is used to iden 
tify the distance to the preceding vehicle, and the re?ected 
Wave frequency change due to Doppler effect is used to iden 
tify the relative speed to the preceding vehicle. 

At step 350, the relationship betWeen the inter-vehicle 
distance and the relative speed is then used as a basis to 
compute a target vehicle speed using the Well-known method. 
A target upper-limit vehicle speed may be computed rather 
than the target vehicle speed. 

Next, at step 360, a process is performed for transmitting 
inter-vehicle distance control information data to the in-ve 
hicle LAN 90. More speci?cally, the reception time t, identi 
?ed at step 330, and the inter-vehicle distance control infor 
mation as the time-dependent data including target vehicle 
speed identi?ed at step 350 are transmitted to the data-trans 
mission part 22. The process then ends. 

Such a process by the microcomputer 21 uses the detected 
data from the laser-radar sensor 1 as a basis to determine the 
target vehicle speed. The target vehicle speed is added With 
the detection time (or reception time) of the above-described 
detected data to produce the inter-vehicle distance control 
information, Which is then outputted to the data-transmission 
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part 22. The current time t, is almost the same as the time at 
Which the laser-radar sensor 1 detects the detected data and 
the time at Which the inter-vehicle distance control ECU 2 
receives the detected data, because the processing for identi 
fying the current time at step 330 is performed right after the 
detected data is received at step 320. 

After receiving the inter-vehicle distance control informa 
tion, the data-transmission part 22 stores the inter-vehicle 
distance control information into the transmission buffer, and 
sends the inter-vehicle distance control information to the 
in-vehicle LAN 90 at a predetermined time. The data-receiv 
ing part 32 in the engine ECU 3 receives data ?oWing through 
the in-vehicle LAN 90 that ?oWs at a time instant at Which the 
data-transmission part 22 sends out the inter-vehicle distance 
control information. The data-receiving part 32 thus receives 
the inter-vehicle distance control information sent by the 
data-transmitting part 22 in the inter-vehicle distance control 
ECU 2, and stores the relevant information into the oWn 
receiving buffer. 
A description Will roW be given to the operation of the 

microcomputer 31 placed in the engine ECU 3, Which 
receives the inter-vehicle distance control information. FIG. 4 
is a ?owchart of a program run by the microcomputer 31. The 
microcomputer 31 runs the program periodically (for 
example, every 32 ms). 

First, at step 410, it is determined Whether or not neW 
inter-vehicle distance control information is received. More 
speci?cally, the inter-vehicle distance control information 
data is read out from the receiving buffer in the data-receiving 
part 32 and stored in the ?ash memory, and is then determined 
to be the neW inter-vehicle distance control information or 
not. The inter-vehicle distance control information stored in 
the receiving buffer is determined to be the neW one or not, by 
comparing the inter-vehicle distance control information data 
that is read out and stored in the ?ash memory at step 410 
When this program is run at the last time and the inter-vehicle 
distance control information data that is read out at step 410 
this time, on the detection time t, of the detected data included 
in both the inter-vehicle distance control information data, 
and by determining Whether this-time data is after the last 
time data. If the neW inter-vehicle distance control informa 
tion is not received, the processing goes to step 420. If the neW 
inter-vehicle distance control information is received, the 
processing goes to step 430. 

At step 420, the current value is estimated by linear 
extrapolation only from the previous data, i.e., from the inter 
vehicle distance control information read out at step 410 
When this program is run before the last time. The inter 
vehicle distance control information read out at step 410 is the 
value at the time at Which the detected value from the laser 
radar sensor 1 is detected, on Which value the inter-vehicle 
distance control information is based. The current value 
refers to the estimated value that is estimated to be taken by 
the inter-vehicle distance control information if the relevant 
inter-vehicle distance control information is created at the 
current time based on the detected value from the laser-radar 
sensor 1. This linear extrapolation method Will be described 
in detail later. 

At step 430, the correcting condition is then determined. 
More speci?cally, it is determined Whether the detection time 
t, of the detected data included in the neW inter-vehicle dis 
tance control information read out at step 410 plus the valid 
period t L is after the current time tnow. The valid period t L is the 
reference time by Which the detection time of the detected 
data is compared With the current time to determine Whether 
the detection time is the old data that has expired. This valid 
period tL is previously stored in the ?ash memory or ROM in 
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the microcomputer 31. If “t,+tL” is after tnow, i.e., the neW 
inter-vehicle distance control information has not expired, the 
process goes to step 450. If “t,+tL” is not after tnow, i.e., the 
neW nter-vehicle distance control information has expired, 
the processing goes to step 440. 

At step 440, the current value is estimated from this-time 
data and previous data, i.e., from the inter-vehicle distance 
control information read out at step 410 When this program is 
run at this time and before the last time. More speci?cally, 
this-time inter-vehicle distance control information is cor 
rected to the current value by linear extrapolation from this 
time data and previous data in the inter-vehicle distance con 
trol information. This correction Will be described in detail 
later. 
At step 450, the target speed in the inter-vehicle distance 

control information received at step 410, or the current value 
of the target speed in the inter-vehicle distance control infor 
mation estimated at step 420 or 440 is used as a basis to 
compute the opening and open/ close timing of the electronic 
throttle 4, injection amount and injection timing of the inj ec 
tor 5, ignition timing of the ignitor 6, and the like. These 
values are computed further based on signals that are inputted 
from the throttle sensor 7, accelerator sensor 8, and Water 
temperature sensor 9, and information that is transmitted 
from the brake control ECU 10 and the integrated control 
ECU 11, and stored in the receiving buffer in the data-receiv 
ing part 32. 
At step 460, the various amounts computed at step 450, i.e., 

the control signals based on the engine control information, 
are then outputted to various actuators such as electronic 
throttle 4, injector 5, and ignitor 6. The processing of program 
in FIG. 4 then ends. 

Running such a program causes the microcomputer 31 to 
periodically determine Whether or not the neW inter-vehicle 
distance control information is received. If the neW inter 
vehicle distance control information is not received, the cur 
rent value is estimated from the previous inter-vehicle dis 
tance control information by linear extrapolation. If the neW 
inter-vehicle distance control information is received, for the 
case of the neW inter-vehicle distance control information that 
has expired, the current value is corrected and estimated from 
this-tire inter-vehicle distance control information and the 
previous inter-vehicle distance control information by linear 
extrapolation. For the case of the neW inter-vehicle distance 
control information that has not expired, the inter-vehicle 
distance control information is directly the current value. 
Based on these current values, the actuators such as injector 5, 
ignitor 6, and throttle sensor 7 are driven for the vehicle 
real-time control. 
The linear extrapolation performed at steps 420 and 440 

Will noW be described With reference to FIG. 5. 
FIG. 5 shoWs a tWo-dimensional coordinate space With 

x-axis being the time and y-axis being the data value (Which 
is the target vehicle speed in this embodiment). This tWo 
dimensional coordinate space indicates closed circles 61 to 
65 that each denotes the detection time t, of the detected data 
on Which the data value at that circle is based. Each of inverse 
triangles 71 to 75 denotes the time at Which the microcom 
puter 31 placed in the engine ECU 3 receives the data of the 
closed circles 61 to 65 and uses the data as a basis to perform 
various computations and controls. The speci?ed time ranges 
81 to 85 denote the valid period (acceptable delay time) tL. 
The closed circles 61 to 64 denote the data With the detec 

tion time t, of 0 msec, 32 msec, 64 msec, and 96 msec, 
respectively. The microcomputer 31 receives each of these 
data (step 410), variously computes based on it (step 450), 
and controls it (step 460) at the timing Within the valid period 
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tL from the detection time t,, as denoted by the inverse tri 
angles 71 to 74. The processing at step 410 and 430 Will 
determine this case to be positive, and then the various com 
putations can directly use the received data Without correc 
tion. 

The closed circle 65 denotes the data With the detection 
time t, of 128 msec. The microcomputer 31 receives this data, 
variously computes based on it, and controls it at a delayed 
timing tnoW after the timing Within the valid period t L from the 
detection time t,, as denoted by the inverse triangle 75. Step 
410 Will determine this case to be positive, but step 430 Will 
determine this case to be negative, and then step 440 Will 
linearly extrapolate the received data. This linear extrapola 
tion uses the detection times and data values of the data 
received the last time (corresponding to the circle 64) and data 
received this time (corresponding to the circle 65) by micro 
computer 31 to derive a time-dependent linear function indi 
cating data values, and provides the corrected value that is the 
data value of the linear function (corresponding to the circle 
91) at the timing of this-time computation and control (cor 
responding to the inverse triangle 75). 

If the data With the detection time t, of 128 msec denoted by 
the closed circle 65 is not received even at the timing tnoW of 
the receiving, computation, and control as denoted by the 
inverse triangles 75, step 410 Will determine this case to be 
negative, and then step 420 Will linearly extrapolate only the 
previous data. This linear extrapolation uses the detection 
times and data values of the data received before the last time 
(corresponding to the circle 63) and data received the last time 
(corresponding to the circle 64) by the microcomputer 31 to 
derive a time-dependent linear function indicating data val 
ues, and provides the corrected value that is the data value of 
the linear function (corresponding to circle 92) at the timing 
of this-time computation and control (corresponding to the 
inverse triangle 75). 

In the operation of the vehicle real-time control system 100 
as described above, the microcomputer 31 in engine ECU 3 
uses as a basis a degree of neWness (freshness) of the target 
speed data (corresponding to the transmitted/received data) 
for the vehicle real-time control, i.e., the detection time or 
reception time of the detected data from the laser-radar sensor 
1 on Which the target-speed data is based on, to determine 
Whether the relevant data has expired (see step 430). This 
microcomputer 31 then processes the transmitted/received 
data based on the determined results (see steps 440, 450, and 
460). The vehicle real-time control system 100 can thus per 
form processing for keeping the proper inter-vehicle distance, 
i.e., processing for reducing mismatching in the vehicle real 
time control, based on Whether the transmitted/received data 
is transferred Within a proper time. 

The microcomputer 31 determines Whether the relevant 
data has expired, based on the degree of neWness of the 
transmitted/received data, as Well as the valid period of the 
transmitted/received data, and the current time. 

The microcomputer 31 processes the transmitted/received 
data based on the determined results, in such a Way that if the 
transmitted/ received data has expired, the transmitted/re 
ceived data value is corrected to the current value by linear 
extrapolation, to reduce the mismatching in the vehicle real 
time control. 

Such neWness information about the detected data is added 
by the microcomputer 21 in the inter-vehicle distance control 
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ECU 2, Which transmits inter-vehicle distance control infor 
mation to the engine ECU 3 (see step 330). 

Second Embodiment 

A second embodiment of the present invention Will noW be 
described With reference to FIG. 6. 

This embodiment differs from the ?rst embodiment in that 
the ?rst embodiment previously stores the expiration time tL 
information of the transmitted/received data into the ROM or 
?ash memory oWned by the microcomputer 31 of the engine 
ECU 3, While the second embodiment stores the expiration 
time t L information into the ROM or ?ash memory oWned by 
the microcomputer 21 of the inter-vehicle distance control 
ECU 2, and adds this information to the transmitted/received 
data that is to be transmitted to the engine ECU 3 by the 
microcomputer 21. 

The vehicle real-time control system 100 according to the 
second embodiment has the similar hardWare con?guration to 
that of the ?rst embodiment. Only the differences betWeen the 
operations of the vehicle real-time control system 100 of the 
second embodiment and the ?rst embodiment Will be 
described beloW. 

FIG. 6 shoWs a ?owchart of the program that is read out and 
run by the microcomputer 21 according to the second 
embodiment. This program differs from the program run by 
the microcomputer 21 in the ?rst embodiment (see FIG. 3) in 
that the processing at step 655 intervenes betWeen step 350 
and step 360. Note that the steps With the same symbols in 
FIG. 3 and FIG. 6 perform the same processes. 
At step 655, the valid period tL is added to the inter-vehicle 

distance control information. More speci?cally, the valid 
period tL data previously stored in the ROM or ?ash memory 
in the microcomputer 21 is read out and added to the target 
vehicle speed calculated at step 350. 
The processing at step 360 thus transmits the reception 

time t,, valid period t L, and inter-vehicle distance control 
information having target-speed information to the engine 
ECU 3 via the data-transmission part 22 and the in-vehicle 
LAN 90. 
The operation of the microcomputer 31 in the engine ECU 

3 Will noW be described. The microcomputer 31 runs the same 
program as shoWn in FIG. 4. At step 430, hoWever, a valid 
period tL is used that is included in the data inter-vehicle 
distance control information read out from the receiving 
buffer at step 410. 

The microcomputer 21 adds the valid period tL to the trans 
mitted/received data as described above, so that valid period 
tL does not need to be set up at the engine ECU 3, Which 
receives the transmitted/received data. Such a con?guration 
can nave the effect of eliminating the setup and reducing the 
memory capacitance, if, for example, one ECU transmits the 
transmitted/received data to a plurality of ECUs and each of 
reception ECUs determines the correcting condition shoWn at 
step 430 in FIG. 4. 

(Modi?cations) 
In each of the above-described embodiments, the transmit 

ted/received data that is transmitted and received in the 
vehicle real-time control system 100 for the real-time control 
is one type of the inter-vehicle distance control information 
transmitted from the inter-vehicle distance control ECU 2 to 
the engine ECU 3. Various types of transmitted/received data 
for real-time control, hoWever, may be transferred betWeen 
ECUs arranged in the vehicle real-time control system 100. 

In this case, each transmitted/received data may or may not 
have a constant valid period for that transmitted/received 
data. For example, a Wide time-varying transmitted/received 
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data can be set to have a short valid period, and a small 
time-varying transmitted/received data can be set to have a 
long valid period. This is based on the fact that the Wide 
time-varying data may become invalid data in a relatively 
short time. For example, the sensor value of the engine 
cooling-Water temperature can be a small time-varying data, 
and the engine rotation speed can be a Wide time-varying data. 

The valid period may also be different for different con 
tents of the real-time control that uses the relevant transmit 
ted/received data. The content of the real-time control refers, 
for example, to hoW necessary that control is done in real 
time, or hoW important that control is for the vehicle running. 
In these cases, the transmitted/received data for the control 
that is more necessary to be in real-time can have a shorter 
valid period, and the transmitted/received data for more 
important control can have a shorter valid period, to perform 
a ?exible process suitable for the control content. For 
example, it is highly necessary that the auto cruise control in 
this example is done in real-time, but it is relatively little 
necessary that the air conditioner control for adjusting tem 
perature in the vehicle compartment is done in real-time. 

The valid period may be different for different types of the 
sensor outputting the detected data on Which the relevant 
transmitted/received data is based on. 

In the above-described embodiments, the laser-radar sen 
sor 1 outputs information that is received by the inter-vehicle 
distance control ECU 2, and the ECU 2 outputs the transmit 
ted/received data that is directly received by the engine ECU 
3 for controlling actuators for the real-time control. But this 
may not be so. Alternatively, any other ECUs may intervene 
betWeen the inter-vehicle distance control ECU 2 and the 
engine ECU 3. 

It is su?icient that the processing of the engine ECU 3 for 
ECU real-time control is based on the transmitted/received 
data output from the inter-vehicle distance control ECU 2. 

The transmitted/received data may not be based on the 
outputs from sensors such as the laser-radar sensor 1, and may 
be based on any data that indicates time-varying amount for 
use in the real-time control. 

In the above-described embodiments, the degree of neW 
ness (freshness) of the transmitted/received data refers to the 
detection time of the detected data on Which that transmitted/ 
received data is based, and the reception time of that detected 
data in the inter-vehicle distance control ECU 2. Alterna 
tively, the data of the degree of neWness may be, for example, 
the expiration time of the relevant data, i.e., the time at Which 
that data expires. The expiration time may thus only be trans 
mitted, Which can reduce the communication load. 

The degree of neWness of the transmitted/received data 
may represent the time at Which that transmitted/received 
data is computed. This can identify the degree of neWness of 
the transmitted/ received data even if, for example, that trans 
mitted/received data is not based on the sensor output. 

In the above-described embodiments, the inter-vehicle dis 
tance control ECU 2 adds the degree of neWness of the data, 
but this may not be so. Alternatively, for example, the detected 
data itself from laser-radar sensor 1 may be provided With the 
detection time of that detected data as the degree of neWness. 

In the above-described embodiments, the storage medium 
oWned by the inter-vehicle distance control ECU 2 or the 
engine ECU 3 stores the valid-period information. Alterna 
tively, the storage medium oWned by other ECUs may store 
the valid-period information, and the microcomputer 31 in 
the engine ECU 3 may receive the valid-period information 
from the relevant other ECUs. 

In each of the above-described embodiments, the expira 
tion time tL is a ?xed value, but it may vary in time. The 
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expiration time t L may vary, for example, based on the vehicle 
running distance. This makes it possible to ?exibly accom 
modate the sensor-sensitivity changes due to the vehicle 
aging. 

In each of the above-described embodiments, the laser 
radar sensor 1, inter-vehicle distance control ECU 2, engine 
ECU 3, brake control ECU 10, and integrated control ECU 11 
are previously set up such that they are synchronized on the 
same time base. Alternatively, they may be synchronized on 
the same time base by each ECU transmitting and receiving 
the time information via the in-vehicle LAN 90. 

In each of the above-described embodiments, if a data is 
determined to have expired, the current value is estimated by 
linear extrapolation. But the method is not limited to the 
linear extrapolation, and other methods can be used for the 
estimation. 
The present invention may be embodied in several other 

forms Without departing from the spirit thereof. The present 
embodiments as described is therefore intended to be only 
illustrative and not restrictive, since the scope of the invention 
is de?ned by the appended claims rather than by the descrip 
tion preceding them. All changes that fall Within the metes 
and bounds of the claims, or equivalents of such metes and 
bounds, are therefore intended to be embraced by the claims. 

What is claimed is: 
1 . A system for controlling, in real times, states of a vehicle, 

in Which the real-time control is performed based on time 
dependent data transmitted and received among a plurality of 
ECUs (electronic control units) dedicated to the control of the 
states of the vehicle, the system comprising: 

a ?rst ECU, Which is one of the ECUs, comprises trans 
mitting means for transmitting the time-dependent data 
and addition means for adding information indicative of 
a degree of neWness of the time-dependent data obtained 
in the ?rst ECU to the time-dependent data to be trans 
mitted by the transmitting means; and 

a second ECU, Which is another of the ECUs, Which com 
prises: 
a determination unit determining Whether or not the 

time-dependent data has expired for the real-time 
control based on the degree of neWness of the time 
dependent data to be received from the ?rst ECU; and 

a processing unit performing processing With the time 
dependent data based on results of the expiration 
determined by the determination unit, the processing 
having the time-dependent data adapted to the real 
time control. 

2. The system according to claim 1, further comprising: 
a sensor detecting information about the states of the 

vehicle as the time-dependent data to be given to the ?rst 
ECU, the ?rst ECU transmitting the time-dependent 
data to the second ECU either directly or indirectly. 

3. The system according to claim 2, Wherein: 
the degree of neWness of the time-dependent data is a time 

instant at Which the detector has detected the time-de 
pendent data. 

4. The system according to claim 3, further comprising: 
means providing the time-dependent data With a valid 

period shoWing that the time-dependent data is valid for 
the real-time control, 

Wherein the determination unit is con?gured to perform the 
determination on both of the basis of the degree of neW 
ness of the time-dependent data and the valid period to 
the time-dependent data. 
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5. The system according to claim 1, wherein: 
the degree of newness of the time-dependent data is a time 

instant at Which the time-dependent data is transmitted 
from the ?rst ECU to the second ECU. 

6. The system according to claim 5, further comprising: 
means providing the time-dependent data With a valid 

period shoWing that the time-dependent data is valid for 
the real-time control, 

Wherein the determination unit is con?gured to perform the 
determination on both of the basis of the degree of neW 
ness of the time-dependent data and the valid period to 
the time-dependent data. 

7. The system according to claim 1, Wherein: 
the degree of neWness of the time-dependent data is a valid 

time instant at Which the time-dependent data expires. 
8. The system according to claim 7, Wherein: 
the determination unit is con?gured to perform the deter 

mination on both of the basis of the valid time instant at 
Which the time-dependent data expires and a current 
time instant. 

9. The system according to claim 1, Wherein: 
the processing unit is con?gured to correct the time-depen 

dent data based on both of the degree of neWness and a 
current time instant, When it is determined by the deter 
mination unit that the time-dependent data has expired. 

10. The system according to claim 4, Wherein: 
the valid period of the time-dependent data depends on 

What kinds of real-time control is performed using the 
time-dependent data. 

11. The system according to claim 6, Wherein: 
the valid period of the time-dependent data depends on 

What kind of real-time control is performed using the 
time-dependent data. 

12. The system according to claim 7, Wherein: 
the valid time instant depends on What kind of real-time 

control is performed using the time-dependent data. 
13. The system according to claim 2, Wherein: 
the second ECU has a memory memorizing information 

indicative of a valid period shoWing that the time-depen 
dent data is valid for the real-time controls, and 

the determination unit is con?gured to perform the deter 
mination based on the information indicative of both the 
degree of neWness added to the time-dependent data and 
the valid period memorized by the memory. 

14. The system according to claim 2, Wherein: 
the addition means of the ?rst ECU is con?gured to add, to 

the time-dependent data, information indicative of both 
of the degree of neWness and a valid period shoWing that 
the time-dependent data is valid for the real-time con 
trol, and 

the determination unit is con?gured to perform the deter 
mination based on the information indicative of both the 
degree of neWness and the valid time Which are added by 
the addition means. 

15. The system according to claim 14, further comprising: 
a sensor detecting information about the states of the 

vehicle, the information being given as the time-depen 
dent data to the ?rst ECU, 

Wherein the valid period for the time-dependent data 
depends on a type of the sensor. 

16. The system according to claim 2, further comprising: 
providing means providing the time-dependent data With 

data of a valid period shoWing that the time-dependent 
data is valid for the real-time control, the providing 
means being incorporated in either the ?rst or second 
ECU, 
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Wherein the determination unit is con?gured to use, in 

addition to the degree of neWness of the time-dependent 
data, the valid period to perform the determination. 

17. A system for controlling in real time states of a vehicle, 
in Which the real-time control is performed based on time 
dependent data transmitted and received among a plurality of 
ECUs (electronic control units) dedicated to the control of the 
states of the vehicle, the system comprising: 

a ?rst ECU, Which is one of the ECUs, comprises trans 
mitting means for transmitting the time-dependent data 
and addition means for adding information indicative of 
a degree of neWness of the time-dependent data obtained 
in the ?rst ECU to the time-dependent data to be trans 
mitted by the transmitting means; and 

a second ECU, Which is another of the ECUs, Which com 
prises: 
determination means determining Whether or not the 

time-dependent data has expired for the real-time 
control based on the degree of neWness of the time 
dependent data to be received from the ?rst ECU; and 

processing means performing processing With the time 
dependent data based on results of the expiration deter 
mined by the determination means, the processing hav 
ing the time-dependent data adapted to the real-time 
control. 

18. A receiving electronic control unit (ECU), Which 
belongs to a plurality of ECUs in charge of controlling in real 
time states of a vehicle based on time-dependent data in 
Which the states of the vehicle is re?ected, receives the time 
dependent data transmitted from a further ECU of the plural 
ity of ECUs, the receiving electronic control unit comprising: 

receiving means for receiving the time-dependent data 
from the further ECU, information indicative of a degree 
of neWness of the time-dependent data obtained in the 
further ECU being added to the time-dependent data to 
be received; 

determination means determining Whether or not the time 
dependent data that has been received has expired for the 
real-time control based on the degree of neWness of the 
time-dependent data received by the receiving means; 
and 

processing means performing processing With the time 
dependent data based on results of the expiration deter 
mined by the determination means, the processing hav 
ing the time-dependent data adapted to the real-time 
control. 

19. A transmitting electronic control unit (ECU), Which 
belongs to a plurality of ECUs in charge of controlling in real 
time states of a vehicle based on time-dependent data in 
Which the states of the vehicle is re?ected, transmits the 
time-dependent data to a further ECU of the plurality of 
ECUs, the transmitting electronic control unit comprising: 
means for either receiving the time-dependent data from a 

sensor to detect the states of the vehicle or producing the 
time-dependent data; 

means for adding information indicative of a degree of 
neWness of the time-dependent data obtained in the 
transmitting electronic control unit to the received or 
produced time-dependent data; and 

means for transmitting the time dependent data With the 
information indicative of the degree of neWness. 

20. A method of preparing time-dependent data used for 
controlling in real time states of a vehicle, in Which the 
real-time control is performed based on the time-dependent 
data transmitted and received among a plurality of ECUs 
(electronic control units) dedicated to the control of the states 
of the vehicle, the method comprising: 
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making a speci?ed ECU among the plurality of ECUs: 
(i) either receive the time-dependent data from a sensor 

to detect the states of the vehicle or produce the time 
dependent data by calculation, 

(ii) add information indicative of a degree of neWness of 
the time-dependent data to the received or produced 
time-dependent data, and 

(iii) transmit the time dependent data With the informa 
tion indicative of the degree of neWness to a further 
speci?ed ECU among the plurality of ECUs; and 

making the further speci?ed ECU: 
(iv) determine Whether or not the time-dependent data 

that has been received has expired for the real-time 
control based on the degree of neWness added to the 
time-dependent data; and 

(v) perform processing With the time-dependent data 
based on determined results of the expiration, the 
processing having the time-dependent data adapted to 
the real-time control. 

21. The method according to claim 20, further comprising 
providing the time-dependent data With data of a valid period 
shoWing that the time-dependent data is valid for the real-time 
control, 

Wherein the determination step is con?gured to use, in 
addition to the degree of neWness of the time-dependent 
data, the valid period to perform the determination. 

22. The method according to claim 20, Wherein the data of 
the valid period is provided in either the speci?ed or further 
speci?ed ECU. 
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23. The method according to claim 21, Wherein the valid 

time depends on What kinds of real -time control is performed 
using the time-dependent data. 

24. The method according to claim 20, Wherein the degree 
of neWness is any one of a time instant at Which the time 
dependent data is detected, a time instant at Which the time 
dependent data is transmitted from the speci?ed ECU, or a 
valid time instant at Which the time-dependent data expires. 

25. A method for real-time control of a vehicle operational 
state Wherein real-time sensor or other control input data is 
acquired by at least one electronic control unit (ECU) and 
transmitted to another ECU for subsequent use in controlling 
a vehicle operational state, said method comprising: 

adding timeliness data to acquired vehicle real-time con 
trol input data as a function of When such input data Was 
acquired; and 

transmitting said input data together With said added time 
liness data to an ECU in the vehicle Which uses said 
input data to control a vehicle operational state as a 
function of both the acquired control input data and the 
added timeliness data so as to avoid adverse use of stale 
input control data and thereby achieve improved real 
time control of the vehicle operational state. 

26. A method as in claim 25, Wherein said vehicle opera 
tional state at least in part determines spatial motion of the 
vehicle. 


