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(57) ABSTRACT 

Embodiments of the present technique relate to a system and 
method for managing cables in a display base. One embodi 
ment includes a display base having a cable passage betWeen 
a pliable ?ap and a footing, the cable passage traversing a 
portion of the display base, and a display coupled to the 
display base. Another embodiment includes a base adapted to 
couple and support a display, Where the base has a footing and 
pliable ?ap extending at least partially across and lengthwise 
along a cable route on the base. 
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SYSTEM AND METHOD FOR MANAGING 
CABLES IN A DISPLAY BASE 

BACKGROUND 

This section is intended to introduce the reader to various 
aspects of art Which may be related to various aspects of the 
present invention Which are described and/or claimed below. 
This discussion is believed to be helpful in providing the 
reader With background information to facilitate a better 
understanding of the various aspects of the present invention. 
Accordingly, it should be understood that these statements are 
to be read in this light, and not as admissions of prior art. 

Home entertainment systems, personal computer systems, 
and the like generally include displays With display bases that 
receive poWer and communicate With other devices via 
cables. These displays are often implemented With other com 
ponents, and peripheral devices that generally occupy the 
same Workspace or area. For example, a ?at panel computer 
display and its base are often utiliZed along With optional 
accessories such as keyboards, mice, personal digital assis 
tant (PDA) docks, central processing units (CPUs), speakers, 
cameras, and so forth. The peripheral devices, other compo 
nents, and the display itself often utiliZe various combinations 
of cables (e.g., signal cables and poWer cables) to operate and 
communicate With one another. 

Unfortunately, it can be cumbersome to have a number of 
cables from various devices and peripherals in the same area. 
Indeed, the various cables can become tangled and disorga 
niZed, resulting in an unaesthetic appearance and logistical 
issues relating to connecting and disconnecting the cables. 
For example, devices can become dislodged or disconnected 
due to cables being snagged or pulled inadvertently. 

BRIEF DESCRIPTION OF THE DRAWINGS 

Advantages of one or more disclosed embodiments may 
become apparent upon reading the folloWing detailed 
description and upon reference to the draWings in Which: 

FIG. 1 is a perspective vieW of a computer system With 
various peripheral components disposed about a display and 
its base, the computer system having cables that pass through 
a cable routing system on the display base in accordance With 
embodiments of the present technique; 

FIG. 2 is a cross-sectional vieW of multiple ?exible lips of 
the cable routing system, the multiple ?exible lips being 
stacked atop one another to provide layers of cable passages 
in accordance With embodiments of the present technique; 

FIG. 3 is a cross-sectional vieW of the ?exible lip adjacent 
the display base, the ?exible lip having a rigid portion and a 
?exible portion that operates as a biased hinge in accordance 
With embodiments of the present technique; 

FIG. 4 is a perspective vieW of the display base and the 
cable routing system coupled to a display stand, Wherein the 
cable routing system is formed by a pliable ?ap of the display 
base and a footing of the display base in accordance With 
embodiments of the present technique; 

FIG. 5 is a perspective vieW of the display base and the 
cable routing system coupled to the display stand, Wherein the 
cable routing system is formed by tWo vertically aligned 
pliable lips extending upWard from the display base in accor 
dance With embodiments of the present technique; 

FIG. 6 is a perspective vieW of the display base and the 
cable routing system coupled to the display stand, Wherein the 
cable routing system includes a cable channel that receives 
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2 
and routes the cables along the cable passage of the cable 
routing system in accordance With embodiments of the 
present technique; 

FIG. 7 is a cross-sectional vieW of the ?exible lip adjacent 
the display base, the ?exible lip having a U-shaped recess that 
forms a cable channel for routing the cables in accordance 
With embodiments of the present technique; 

FIG. 8 is a cross-sectional vieW of the ?exible lip adjacent 
the display base, the display base having a U-shaped recess 
that forms a cable channel for routing the cables in accor 
dance With embodiments of the present technique; 

FIG. 9 is a cross-sectional vieW of the ?exible lip adjacent 
the display base, the display base having an L-shaped recess 
that forms a cable channel for routing the cables and the 
?exible lip having a centraliZed access opening in accordance 
With embodiments of the present technique; 

FIG. 10 is a cross-sectional vieW of the ?exible lip adjacent 
the display base, the ?exible lip and display base forming a 
cavity that operates as a cable passage in accordance With 
embodiments of the present technique; 

FIG. 11 is a perspective vieW of the rear of the display base 
and the cable routing system, Wherein an exit portal cover is 
being disposed over an exit portal in the cable routing system 
in accordance With embodiments of the present technique; 

FIG. 12 is a perspective vieW of the rear of the display base 
and the cable routing system, Wherein a connector block is 
utiliZed to consolidate cables disposed Within the cable rout 
ing system in accordance With embodiments of the present 
technique; and 

FIG. 13 is a plan vieW of the cable routing system separate 
or disconnected from the display base in accordance With 
embodiments of the present technique. 

DETAILED DESCRIPTION 

One or more speci?c embodiments of the present tech 
nique Will be described beloW. In an effort to provide a con 
cise description of these embodiments, not all features of an 
actual implementation are described in the speci?cation. It 
should be appreciated that in the development of any such 
actual implementation, as in any engineering or design 
project, numerous implementation-speci?c decisions Will be 
made to achieve the developers’ speci?c goals, such as com 
pliance With system-related and business-related constraints, 
Which can vary from one implementation to another. More 
over, it should be appreciated that such a development effort 
can be complex and time consuming, but Would remain a 
routine undertaking of design, fabrication, and manufacture 
for those of ordinary skill having the bene?t of this disclosure. 
It should be noted that illustrated embodiments of the present 
technique throughout this text represent a general case. 

Embodiments of the present technique generally relate to 
e?iciently and aesthetically managing cables in a limited 
Workspace. Speci?cally, embodiments of the present tech 
nique relate to a cable routing system for a display base, 
Which may be de?ned as a supporting part or a foundation of 
a display (e. g., the base of a monitor, video screen, all-in-one 
computer, panel computer, liquid crystal display or televi 
sion, plasma display or television, or conventional televi 
sion). Such a routing system facilitates ?exible organiZation, 
retention, and concealment of cables for peripheral compo 
nents disposed about and/or on the display base, such as 
cables extending from a display situated atop the display 
base. Flexible material employed in the display base can 
accommodate a variety of siZes and quantities of cables due to 
the ?exible nature of the material. In addition, the ?exible 
material enables removable retention of the cables Without 
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using tools or threaded fasteners. Accordingly, a user can 
mount the cables by simply sliding or pushing the cables 
under the ?exible material. As discussed in detail below, the 
disclosed routing system includes a length of ?exible or pli 
able material (e.g., a pliable ?ap) disposed over the cables 
along a cable passage or route, such that the cables can be 
easily retained or removed from Within the display base along 
an edge or through an opening in the pliable material. 

FIG. 1 is a perspective vieW of a computer system 10 
having a cable routing system 12 on a display base 14 in 
accordance With present embodiments. Speci?cally, FIG. 1 
depicts the computer system 10 With various peripheral com 
ponents 16, 18, 20, 22, 24, 26, 28 disposed about the display 
base 14 and a corresponding display 30. The various periph 
erals 16, 18, 20, 22, 24, 26, 28 and the display 30 have cables 
32 that pass through the cable routing system 12 on the 
display base 14. These cables 32 include poWer and/or a 
communication cables. It should be noted that in some 
embodiments, the cables 32 include those from devices only 
tangentially related to the computer system 10, such as cables 
that extend from other devices near the display base 14. For 
example, the cables 32 can include cables from an alarm 
clock, electric pencil sharpener, or electric stapler disposed in 
or near the Workspace surrounding the computer system 10. 

The cable routing system 12 ?exibly organiZes, retains, and 
conceals all or a portion of the cables 32 from vieW as they are 
routed along the display base 14 for connection to a computer 
34, to other peripheral components, and/ or to the display 30. 
In the illustrated embodiment, the cables 32 from the periph 
eral components 16, 18, 20, 22, 24, 26, 28 couple to the 
display base 14 via the cable routing system 12 and are 
accumulated near the rear of the display base 14. This facili 
tates connection of the massed cables 32 to the computer 34. 
It should be noted that in some embodiments, the cables 32 
are massed at an exit portal in the cable routing system 12, 
thus organiZing the cables 32 into a group, facilitating e?i 
cient use of space, and improving aesthetic appeal. Further, in 
some embodiments, a connector block is included that com 
municatively couples to one or multiple of the peripheral 
components (e.g., 16, 18, 20, 22, 24, 26, 28) and/or the dis 
play 30. Such connector blocks can provide a single point of 
access via an umbilical cable (e.g., a cable adapted to transmit 
poWer and/or communication signals to and from a number of 
devices). Additionally, it should be noted that the connector 
block can be integral or separate from the cable routing sys 
tem 12. 

The cables 32 are routed underneath a strip of ?exible 
material, a pliable ?ap, or ?exible lip 36 of the cable routing 
system 12. The ?exible lip 36 extends outWard from a con 
nectionpoint on the display base 14 and forms a cable passage 
along the periphery of the display base 14. In some embodi 
ments, the cable passage is formed along different portions 
(e.g., along the middle) of the display base 14. For example, 
in one embodiment, the ?exible lip 36 forms a large cavity 
over a central portion of the display base 14, thus providing 
storage and concealment for a large number of cables 32. 
Indeed, the ?exible lip 36 can comprise a ?ap that covers a 
majority of the upper surface of the display base 14 and that 
creates a large cable passage, as illustrated in FIG. 1. Further, 
in some embodiments, multiple ?exible lips 36 are employed. 
For example, FIG. 2 is a cross-sectional vieW that illustrates 
multiple ?exible lips 36 stacked atop one another to provide 
layers of cable passages 38. Having multiple layers of cable 
passages 38 enables a user to organiZe cables 32 according to 
layer. Moreover, the extra layers provide routing and conceal 
ment for additional cables 32. 
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4 
As illustrated in FIG. 1, the ?exible lip 36 extends length 

Wise along the periphery of the base, forming a portion of the 
cable routing system 12. Access to the cable routing system 
12 is provided by a slit, groove, or general opening 40 that 
enables insertion and removal of the cables 32. In one 
embodiment, the ?exible lip 36 includes a single piece or strip 
of ?exible material (e. g., rubber) secured to the display base 
14 via an adhesive, screWs, latches, or other fasteners. In 
another embodiment, as illustrated by FIG. 3, the ?exible lip 
36 includes a rigid portion 42 and a ?exible portion 44 that 
operates as a biased hinge. The rigid portion 42 lifts up to 
receive the cables 32 and then the ?exible portion 44 causes it 
to ?ex back into place, thus retaining the cables 32 inposition. 
The ?exible lip 36 is biased against the display base 14 or 
another ?exible lip 36 such that When the cable 32 is routed 
underneath the ?exible lip 36, the cable 32 is retained (e.g., 
pressed against the display base 14) and at least partially 
concealed by the ?exible lip 36. In one embodiment, the 
?exible lip 36 is adapted to retain the cable in a chamber 
separate from the ?exible lip 36. 
The peripheral components illustrated in FIG. 1 include 

speakers 16, a camera 18, a microphone 20, a mouse 22, a 
keyboard 24, a game controller 26, and a personal digital 
assistant (PDA) recharging/linking cradle 28. These are 
exemplary peripheral components, and it should be noted that 
different peripheral components can be incorporated in other 
embodiments. Also, While in the illustrated embodiment the 
display 30 is a ?at panel computer monitor, in other embodi 
ments, the display 30 can include a television, a cathode ray 
tube (CRT), a laptop display, an all-in-one computer, a panel 
computer, and so forth. For example, the all-in-one computer 
generally includes the display 30 and computer (e.g., proces 
sor, motherboard, memory, disc drive, video card, and audio 
card) all in a single enclosure. By further example, the panel 
computer includes a ?at-panel display 30 and computer dis 
posed in a single panel-shaped housing. 

FIG. 4 is a perspective vieW of the display base 14 coupled 
to a display stand 46. The display stand 46 facilitates coupling 
of the display base 14 to the display 30, as illustrated in FIG. 
1. In the embodiment illustrated by FIG. 4, the cable routing 
system 12 is formed by tWo adjacent portions of the display 
base 14ithe pliable ?ap 36 and a footing 48. The pliable ?ap 
36 is an upper portion of the base and the footing 48 is a loWer 
portion of the base. Other embodiments have different con 
?gurations. In some embodiments, the footing 48 is replaced 
by other suitable adjacent portions. For example, in the 
embodiment illustrated by FIG. 5, the tWo adjacent portions 
are vertically aligned pliable lips 50 and 52 and the opening 
40 is betWeen the pliable lips 50, 52. 
The display base 14 can have various shapes, contours, and 

other geometric features. FIG. 5 is a perspective vieW of the 
display base 14 coupled to the display stand 46, Wherein the 
routing system 12 includes three sets of parallel vertically 
aligned pliable lips 50, 52. The main body of the display base 
14 is generally rectangular in shape and is substantially ?at. In 
other embodiments the display base 14 includes different 
shapes and contours. For example, the display base 14 may 
have a convex upper side that extends toWard Where the dis 
play 30 Would be located. In another example, as illustrated 
by FIGS. 1 and 4, the display base 14 is generally a ?at 
circular foundation that connects to the display 30 via the 
display stand 46. 

Further, While the cable routing system 12 illustrated by 
FIGS. 1 and 4 is disposed substantially along a perimeter of 
the display base 14 and has the access opening 40 along the 
perimeter, in other embodiments, the cable routing system 12 
is disposed on different portions of the display base 14. For 
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example, FIG. 5 illustrates the cable routing system 12 dis 
posed along the top of the display base 14, Wherein the ver 
tically aligned pliable lips 50, 52 provide openings 40 that 
face upWard and forward and run along the length of the 
display base 14. FIG. 6 is a perspective vieW of the display 
base 14 coupled to the display stand 46, Wherein the cable 
routing system 12 is accessible through the opening 40 dis 
posed in a central portion of the display base 14. 

In the embodiment illustrated by FIG. 6, the cable routing 
system 12 includes a cable channel 54 that receives and route 
the cables 32 along the cable passage 38 of the cable routing 
system 12. The cable channel 54 facilitates retention and 
concealment of the cables 32 and provides a guide for routing 
the cables 32. In some embodiments, a cable channel 54 is 
disposed in the ?exible lip 36, in a panel (e.g., the footing 48) 
adjacent the ?exible lip 36, or in both the ?exible lip 36 and 
the panel. For example, in the embodiment illustrated by FIG. 
7, the cable channel 54 is a U-shaped recess 56 in the ?exible 
lip 36. In another embodiment, the cable channel 54 is a 
U-shaped recess 56 in a panel of the display base 14 adjacent 
the ?exible lip 36, as illustrated in FIG. 8. In yet another 
embodiment, the cable channel 54 is an L-shaped portion 58 
of a panel of the display base 14 adjacent the ?exible lip 36, 
as illustrated by FIG. 9. Further, the cable channel 54 can 
include a cavity or passage betWeen a surface (?at or 
recessed) of the display base 14 or cable routing system 12 
and the ?exible lip 36, as illustrated in FIG. 10. It should be 
noted that FIGS. 9 and 10 also illustrate a central placement of 
the opening 40 in the ?exible lip 36. 

In the embodiments illustrated by FIGS. 1, 4 and 6, the 
cable channel 54 routes the cable 32 along the perimeter of the 
cable routing system 12 or directly through the display base 
14 to an exit portal 60 near the back of the display base 14. The 
exit portal 60 facilitates connection of the various peripheral 
devices 16, 18, 20, 22, 24, 26, the display 30, and so forth to 
other equipment. Additionally, the exit portal 60 facilitates 
arrangement of the cables 32 Within the cable routing system 
12. In some embodiments, the cable routing system 12 is 
designed such that the cables 32 can enter the cable routing 
system 12 at a number of locations along the perimeter of the 
cable routing system 12 via the opening 40. Once the cables 
32 are gathered, the cables 32 can then uniformly exit the 
cable routing system 12 at the exit portal 60 for connection to 
other components (e.g., computer 34). 

In some embodiments, to improve aesthetic appeal of the 
display base 14 and to further organiZe and retain the cables 
32, an exit portal cover 62 is provided, as illustrated in FIG. 
11. Speci?cally, FIG. 11 depicts the exit portal cover 62 being 
disposed over the exit portal 60, to provide additional con 
cealment, support, and securement for the cables 32. When 
this exit portal cover 62 is removed, ready access is provided 
to the cables 32 stored in the cable routing system 12. Having 
this accessibility facilitates insertion, extraction, and manipu 
lation of the cables 32 in the cable routing system 12 via the 
exit portal 60. When the exit portal cover 62 is in place over 
and a?ixed proximate the exit portal 60, the cables 32 are 
contained and at least partially concealed from vieW. The exit 
portal cover 62 includes a slot 64 that provides a discreet (e.g., 
smaller) access point for the cables 32, thus improving aes 
thetic appeal, conserving Workspace, and improving organi 
Zation of the cables 32. 

FIG. 12 is a perspective vieW of yet another embodiment of 
the present technique, Wherein a connector block 66 is uti 
liZed to consolidate cables 32 and improve organiZation. Spe 
ci?cally, FIG. 12 depicts the display base 14 having the cable 
routing system 12 With the exit portal 60 being coupled With 
the connector block 66 at the exit portal 60. The connector 
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6 
block 66 is adapted or con?gured to couple to the cable 
routing system 12 and the cables 32. Speci?cally, the connec 
tor block 66 is adapted or con?gured to communicatively 
couple to one or multiple of the cables 32 disposed Within the 
cable routing system 12. Thus, the connector block 66 pro 
vides a single point of access to the multiple cables 32 and 
their corresponding components (e.g., peripheral devices 16, 
18, 20, 22, 24, 26, 28 and display 30). In the illustrated 
embodiment, the connector block 66 comprises a main body 
68, a plurality of reception ports 70 for coupling to the various 
cables 32, a tool-free quick connect/release mechanism 72 for 
attaching and detaching from the cable routing system 12, and 
a single umbilical cable 74 that consolidates the attached 
cables 32. The umbilical cable 74 facilitates communicative 
connection to a device (e. g., computer 34 and/or a poWer 
source) and transmission of information and/ or poWer 
betWeen the device and the cables 32 via the reception ports 
70. Additionally, the umbilical cable 74 acts as an extension 
cord, providing additional length for coupling the cables 32 to 
other components. 

It should be noted that in some embodiments, the tool-free 
quick connect/release mechanism 72 of the connector block 
66 is replaced or supplemented by other connection mecha 
nisms. For example, in some embodiments, latches, screWs, 
male and female components, and so forth can be utiliZed in 
place of or in support of the tool-free quick connect/release 
mechanism 72. Further, it should be noted that While in the 
illustrated embodiment, the connector block 66 is separate 
from the cable routing system 12, in other embodiments it is 
an integral part. In some embodiments, the connector block 
66 is integral to the cable routing system 12. 

FIG. 13 is a plan vieW of the cable routing system 12 
separate or disconnected from the display base 14, illustrating 
one embodiment of the present technique. The cable routing 
system 12 is adapted to attach to the display base 14 and to 
detach therefrom. For example, in the illustrated embodi 
ment, the cable routing system 12 includes attachment points 
76 that can be used With screWs to couple to the display base 
14. In other embodiments, latches, spring-loaded pins, male 
and female connectors, adhesives, tape and so forth can be 
utiliZed to couple the cable routing system 12 to the display 
base 14. For example, in one embodiment the cable routing 
system 12 has a tacky side that alloWs for removable coupling 
to the display base 14 by pressing the tacky side against the 
display base 14. The cable routing system 12 can couple to the 
upper or loWer portion of a standard display base. Further, in 
some embodiments, the cable routing system can couple to 
side portions of a standard display base. 

Providing the cable routing system 12 separate from the 
display base 14 facilitates transfer of the cable routing system 
12 betWeen multiple display bases 14. Further, by facilitating 
detachment and reattachment of the cable routing system 12 
With the display bases 14, a user can dispose cables 32 Within 
the cable routing system 12 prior to connecting the cable 
routing system to the display base 14. In some embodiments, 
this improves ef?ciency and ease of use. 

While the present technique may be susceptible to various 
modi?cations and alternative forms, speci?c embodiments 
have been shoWn by Way of example in the draWings and Will 
be described in detail herein. HoWever, it should be under 
stood that the invention is not intended to be limited to the 
particular forms disclosed. Rather, the invention is to cover all 
modi?cations, equivalents and alternatives falling Within the 
spirit and scope of the invention as de?ned by the folloWing 
appended claims. 
What is claimed is: 
1. A cable management apparatus, comprising: 
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a display having a pliable ?ap attached thereto; a display 
base adapted to couple to and support the display, the 
base comprising: a footing; and said pliable ?ap extend 
ing at least partially across and lengthwise along a cable 
route on the base. 

2. The apparatus of claim 1, Wherein the pliable ?ap and the 
cable route are disposed along a perimeter of the display base. 

3. The apparatus of claim 1, Wherein the pliable ?ap is 
removably coupled to the footing. 

4. The apparatus of claim 1, Wherein the pliable ?ap com 
prises a sheet horiZontally parallel to the footing. 

5. The apparatus of claim 1, Wherein the resilient cable is a 
rubber cable cover. 

6. A cable management apparatus, comprising: 
a display having a pliable ?ap attached thereto; a display 

stand comprising an upright display support coupled to 
a base; and a resilient cable ?ap extending over a cable 
route Which passes through from a ?rst opening at ?rst 
side of the base to a second opening at a second side of 
the base. 

7. The apparatus of claim 6, Wherein the resilient cable 
cover comprises a resilient sheet. 

20 
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8. The apparatus of claim 6, Wherein the resilient cable 

cover comprises a resilient strip extending lengthWise along 
the cable route. 

9. The apparatus of claim 6, Wherein the resilient cable 
cover is a rubber cable cover. 

10. A cable management apparatus, comprising: a display 
having a pliable ?ap attached thereto, coupled to a display 
base; and a cable passage extending betWeen said ?ap and an 
adjacent portion of the display base, Wherein the ?ap at least 
substantially conceals the cable passage, and Wherein the ?ap 
is con?gured to bias a cable against the display base upon 
receipt of the cable along an edge of the ?ap. 

11. The apparatus of claim 10, Wherein the cable passage is 
integrally de?ned by the display base and the ?exible layer of 
material. 

12. The apparatus of claim 10, Wherein the ?exible layer of 
material is free to ?ex from an attached portion to the edge of 
the ?exible layer of material. 

13. The neW apparatus of claim 10, Wherein the ?exible 
layer of material covers the entire upper surface of the display 
base. 
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PATENT NO. : 7,514,631 B2 Page 1 of 2 
APPLICATION NO. : 11/252437 
DATED : April 7, 2009 
INVENTOR(S) : Randall W. Martin et a1. 

It is certified that error appears in the above-identi?ed patent and that said Letters Patent is 
hereby corrected as shown below: 

In column 7, line 3, in Claim 1, before “base” insert -- display --. 

In column 7, lines 12-13, in Claim 5, delete “the resilient cable is a rubber cable cover.” 
and insert -- the cable route extends entirely along the display base. --, therefor. 

In column 7, line 19, in Claim 6, after “at” insert -- a --. 

In column 7, line 22, in Claim 7, delete “cover” and insert -- ?ap --, therefor. 

In column 8, line 2, in Claim 8, delete “cover” and insert -- ?ap --, therefor. 

In column 8, line 5, in Claim 9, delete “cover” and insert -- ?ap --, therefor. 

In column 8, lines 14-15, in Claim 11, delete “the ?exible layer of material.” and 
insert -- the ?ap. --, therefor. 

In column 8, lines 16-17, in Claim 12, delete “the ?exible layer of material” and 
insert -- the ?ap --, therefor. 

In column 8, line 18, in Claim 12, delete “the ?exible layer of material.” and 
insert -- the ?ap. --, therefor. 

In column 8, line 19, in Claim 13, after “The” delete “new”. 
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