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SINGLE FIELD ROTOR MOTOR 

FIELD OF THE INVENTION 

The invention pertains to a single ?eld rotor motor Wherein 
a minimum of alternating ?ux ?elds in the total ?ux circuit of 
the motor that produces the motor torque are created. The 
result is that the creation of a non-reversing ?ux ?eld in a 
major portion of the stator and rotor parts creates less losses 
and produces greater e?iciency in the overall motor opera 
tion. 

DESCRIPTION OF THE RELATED ART 

In typical electric motor construction and theory, altemat 
ing ?ux ?elds are created, and various systems are utiliZed to 
unbalance these ?ux ?elds so that a rotation of the motor rotor 
Would occur. Reversing ?ux ?elds are created in conventional 
electric motor devices, and because of the necessity to over 
come non-Work ?ux ?elds, the ef?ciency of the motor is 
adversely affected. Over the years, various structural and 
theoretical systems have been produced in the electric motor 
art to overcome such conventional inef?ciencies, but hereto 
fore, electric motor ef?ciencies have not been high, especially 
in fractional horsepoWer motors, commonly not reaching bet 
ter than 50% at best, and knoWn electric motors are inef?cient 
in converting electrical energy to mechanical energy. 

SUMMARY OF THE INVENTION 

It is knoWn that if the area Within an electric motor Where 
the alternating ?ux used in the motor stator is kept small, 
increased ef?ciency Will be experienced, as there is less metal 
mass involved in the alternating ?ux area, and the ?ux paths 
that are being alternated are shorter, and therefore, less core 
losses occur than in a motor Where larger areas of the total ?ux 
torque circuit are alternated. 

To achieve these objectives, it is necessary that a motor 
con?guration be used Which makes major departures from 
common torque con?gurations and from the Way ?ux is estab 
lished and manipulated in the stator and rotor parts in order to 
create a spinning magnetic ?eld that does not have a changing 
polarity. 

The motor herein described, designated as a single ?eld 
motor rotor, has such a con?guration as described above. As 
set forth beloW, the unique construction of the motor of the 
invention Will be appreciated, as Well as the unique con?gu 
ration of the non-alternating ?eld used to create rotor and 
stator saturation and create the primary torque poWer, and the 
minimal area and mass in this total torque path that actually 
has to alternate is achieved to create the unique interplay of 
?elds Which spin this non-alternating torque ?eld in the rotor 
torque area of the motor. 

The con?guration of the non-alternating ?ux of the single 
?eld rotor motor of the invention is very different from tradi 
tional electric motors. First, the ?ux used to create the primary 
torque in the rotor torque area of the motor is not created by 
either a cross-?eld arrangement betWeen stator poles in the 
rotor torque area or by a ?eld oriented so that its path runs 
radially in the stator core and manifests its opposite polarity 
through various pole faces in this same torque area. Rather, 
the primary ?ux Which creates torque in the motor of the 
invention is set up axially from the endbells or end regions of 
the motor, Which are made of solid ferromagnetic motor steel 
or equivalent magnetic ?ux conducting material and are part 
of the stator ?ux path and crosses a small air-gap betWeen the 
inside face of each endbell to both side faces of a laminated, 
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2 
salient-poled rotor, Which is much like those used in variable 
reluctance motors. The ?ux coming from the tWo opposing, 
inside endbell faces is of opposite polarity as to the axis of the 
motor, Which means that the ?ux existing at the inside of each 
endbell and entering the laminated rotor is either both a North 
or both a South ?ux and is therefore 180o out-of-phase one to 
the other along the axis. When this out-of-phase ?ux from the 
endbells meets in the rotor torque area of the motor (in the 
core of the laminated rotor), the natural effect created by the 
?ux itself is for this ?ux to spray radially in a plane perpen 
dicular to the axis of the motor. The rotor lamination’s axially 
spaced orientation also encourages the same effect, and the 
?ux is turned by each lamination of the rotor outWard to the 
rotor’s radial edge Where the salient poles are formed by the 
outer shape of the laminations. This causes all the rotor poles, 
Whatever their number, to have the same polariZed ?eld, either 
all North or all South, exiting at their radial face. While this 
gives the same ?ux ?eld polarity on the radial face of every 
rotor pole, it also creates a very balanced ?ux density in each 
rotor pole as compared to any of the other rotor poles. This 
con?guration also creates an excellent ratio of ?ux concen 
tration or focusing due to the tWo large surfaces on the sides 
of the rotor for the ?ux to enter, and, in prototypes of the 
invention, the ratio of the area of these tWo surfaces to the total 
area of the surfaces of the rotor pole faces Where Work is done 
is approximately 3:1. This alloWs for excellent saturation 
characteristics, and since the rotor never changes polarity 
While the motor is running, this saturation remains at peak in 
the rotor and its poles at all times. 
When the ?ux exits the radial faces of the rotor poles, it 

crosses a small air-gap betWeen those faces and the faces of 
the laminated stator poles. These laminated stator poles are 
alWays tWice the number of the rotor poles, as the rotor poles 
faces are, together, equal to about 50% of the total outer 
diameter of the rotor, With the spaces betWeen the salient 
poles being equal, together, to about 50% of that same outer 
diameter. This laminated section of the stator is on its outer 
circumference ?tted into a ferromagnetic or equivalent hous 
ing of solid construction Which joins to the ferromagnetic 
endbells, or the endbells themselves are actually formed so 
they meet in the center of the motor and j oin, forming both the 
housing and the endbells. 
The actual source for the ?ux can be magnets, i.e., donut 

type magnets Which are magnetiZed through their thickness 
With a hole in the center for the rotor shaft to pass through, 
Which are mounted to the inside of the endbells and become 
part of the endbell/stator, and the inside face of the magnets 
are nearly equal to the area of the sides of the rotor, minus its 
salient poles. The torque ?ux from the endbells Would then 
actually cross the air-gap into the sides of the rotor from the 
surface of the magnet faces Which are next to the rotor sides. 
The other option for creating the ?ux is to have each endbell 
have a single pole formed on its inside face Which is equal to 
the area of one of the rotor sides With a donut-like center hole 
for the rotor shaft to pass through and With a direct current 
(DC) stator coil Wound on the pole of each endbell so that they 
produce the same ?ux orientation as described above. 

While it Would appear at ?rst that an extra air-gap (betWeen 
the endbell and the rotor side) is added into the torque ?ux 
circuit, this is not the case. Because this ?ux orientation does 
not include, as traditional motors do, tWo stator pole/rotor 
pole air-gaps in the ?ux circuit, but only one, the number of 
air-gaps in the ?ux circuit are exactly the same. There are tWo 
other advantages to this con?guration, as it related to this kind 
of air-gap design. First is the fact that one of the air-gaps in the 
single ?eld rotor motor construction described (the one 
betWeen the endbell and the rotor sides) has three times the 
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surface available for ?ux to cross the air-gap than is available 
on the faces of the rotor and stator poles. The bene?t is that the 
increased surface in this one air-gap means less energy is lost 
in the ?ux torque circuit. The second bene?t is the fact that the 
air-gap betWeen the endbell and the rotor side never changes 
(never alternately increases and diminishes) as the air-gap 
betWeen rotor poles and the stator poles do. This means that 
one of the tWo air-gaps in the ?ux torque circuit is alWays at 
minimum thus making for greater e?iciency of the ?ux cir 
cuit. This also means that When the phase coils ?rst reverse the 
stator pole’s polarity, and the rotor poles are most out of 
register With the in-phase stator poles, that there is approxi 
mately half the air- gap present in the torque circuit as there is 
in designs Where the ?ux circuit is directed through tWo 
rotor/ stator air-gaps. This increases the ef?ciency of the ?ux 
circuit at this critical point in the torque cycle Which means 
that there is more ?ux, thus, more torque-per-Watt, that acts on 
the rotor. And since this design also alloWs for all poles in both 
the rotor and the stator to contribute to the torque in the Whole 
of every half-phase, there is no loss of torque surface in 
achieving this bene?t. There is, in fact, an increase in torque 
surface as compared With most sWitched reluctance motors 
and other salient-poled motor designs. 

The ?ux con?guration of the motor of the invention can be 
further understood from FIGS. 1 and 2 of the accompanying 
draWings. FIG. 1 illustrates the con?guration of the primary 
torque ?ux in a single ?eld rotor motor as created either by the 
magnets or the DC coils and cores of the stator. FIG. 2 is an 
end and axial vieW of the ?ux circuits illustrated in FIG. 1, 
With the purpose of illustrating the 3600 con?guration of the 
?ux circuits, even though there are arroWs shoWing the ?ux 
paths only every 900 for the sake of clarity. 

With respect to the preliminary understanding of inventive 
concepts, the ?ux con?guration for the primary torque ?ux is 
illustrated in FIGS. 1 and 2. FIG. 1 shoWs the ?ux looking 
along the plane of the motor axis, and FIG. 2 is a perspective 
look along and doWn the plane of the motor axis, illustrating 
that this ?ux pattern, Which is present at all times, is 3600 
around the plane of axis (even though for clarity it is only 
shoWn indicating the ?ux pattern every 90°). FIG. 3 of the 
draWing is similar to FIG. 1 With the addition of illustrating 
the motor parts that are part of the ?ux path if magnets are 
used, and FIG. 4 is the same as FIG. 3 except a DC coil is 
shoWn in place of the magnets on the stator. 
The areas 101 of FIG. 1 indicate the area Where the ?ux is 

created in the system either by permanent magnets or DC 
coils. The area marked 102 is the rotor-torque area of the 
motor, and the area marked 103 is the laminated pole area of 
the stator and is the only area Where the ?ux is acted on to 
create the motor action. All the other areas of ?ux circuits 104 
are solidmotor steel parts of the stator such as the housing and 
endbells. 

The method of creating torque With the above-described 
?ux con?guration is by means of phase coils on the laminated 
stator poles. As previously indicated, the stator poles are 
alWays tWice the number of the rotor poles. As all the ?ux 
from the magnets or DC coils jump from the face of the 
magnets or DC coil pole faces, and cross the axial air-gap into 
the rotor sides and use the rotor poles to complete the mag 
netic circuit by jumping the radial air-gap back into the stator 
through the laminated poles of the stator and then through the 
solid stator housing and endbells, it is possible to cause rota 
tion of the rotor by alternately making one set of every other 
stator pole in-phase With the torque ?ux and the other set of 
every other stator pole out-of-phase With the torque ?ux. This 
causes the ?ux to constantly seek the in-phase poles to keep 
its non-alternating ?ux circuit complete and thus create a 
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4 
constant torque on the rotor, While at the same time, the rotor 
poles repel the out-of-phase set of stator poles as they have an 
unchanging polarity. 

Another unique characteristic of the motor of the invention 
is that the laminated, salient pole rotor is polariZed like a 
radial magnet With the same polarity of magnetic ?eld on all 
its outside circumference. This means that as the phase coils 
on the laminated part of the stator reverse from in-phase to 
out-of-phase in relation to the polarity of the rotor magneti 
Zation, it actually creates a repulsion on the rotor poles. This 
means that all the poles on the stator and all of the poles on the 
rotor are contributing to the torque of the rotor in both the 
positive and negative electrical phases. This is very different 
from other laminated, salient poled rotor motors Which create 
torque primarily through magnetic attraction. For most that 
use this kind of laminated, salient poled rotor, the rotor is 
merely acting like a rotary shunt betWeen magnetically in 
phase faces of stator poles since the rotor has no set polarity 
of its own. 

It Will also be apparent that the polariZation of the rotor in 
the single ?eld rotor motor never changes, thus conserving the 
?eld applied to it by either the magnets or the DC coils. This 
is different from other motors Which use a laminated, salient 
poled rotor, because When the rotor of those motors is acting 
as a kind of rotary shunt betWeen in-phase stator pole faces, it 
necessitates that the rotor poles and the rotor mass be con 
stantly reoriented magnetically. 

Ef?ciencies in motors constructed in accord With the inven 
tion are as high as 90% and are readily economically achieved 
doWn to 1A HP motor siZe and beloW. Higher than 90% e?i 
ciency Will be achieved in larger than 1A HP versions, all as 
single phase motors. 

General Description of the Stator Phase Coil 
Con?guration for the Single Field Motor Rotor 

The phase coil part of the single ?eld rotor motor can be 
Wound three different Ways. All methods are simple and give 
much the same performance characteristics, but With each 
being more suitable to different production demands and 
circuit requirements. The more traditional method is to Wind 
a coil on each laminated stator pole so that each coil is 
reverse-Wound in relation to any phase coil on either side of it 
along the inside circumference of the stator. This is a simple 
alternating clockWise, counter-clockWise Winding pattern. 
Usually, the coils are connected in series electrically so that 
they can all be excited together by the control circuit as shoWn 
in FIGS. 13 and 14. This means that every otherpole Will have 
a North magnetic polarity on its face, and the intervening 
poles Will each have a South magnetic polarity on its face. 
With a single-phase control circuit Which supplies a positive 
half-phase and a negative half-phase, the polarity of the tWo 
sets of poles is alternated as desired. 
The effect is that every other stator pole is either in-phase or 

out-of-phase With the primary torque ?ux being created by 
the stator magnets or DC coils. This causes the rotor poles, 
Which are half the number of the stator poles and spaced so 
they can only come into register With every other stator pole 
at any position Which alloWs a register position of stator and 
rotor poles to be repelled by the one set of stator poles because 
they are out-of-phase With the circuit path of the primary 
torque ?ux from the stator magnets or DC coils, and to be 
attracted by the other set of stator poles because they are 
in-phase With the primary torque ?ux from the same source. 
By simply alternating the phase coils betWeen positive and 
negative With a circuit Which primarily controls the timing of 
this alteration, spinning in-phase areas on the inside face of 
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the stator poles Which is always 50% of the available stator 
pole face surface, Which corresponds to every other stator 
pole face, is created. This results in the rotor constantly “chas 
ing” these continually rotating in-phase areas and constantly 
repelling the rotating out-of-phase areas Which are also 50% 
of the available stator poles surface and correspond to the 
other set of every other stator pole face. 
One of the alternate Ways of Winding the phase coils is to 

use What may be called a “Z” coil Winding. A “Z” coil Wind 
ing is used With an even number of poles and is simply a 
passing of a Winding Wire through the slots of the stator in a 
Zig-Zag manner, going around and around the stator until the 
desired number of turns are in each slot. This, of course, 
means that there is really only one coil Which is Woven back 
and forth betWeen the slots as it is placed around the circum 
ference of the inside of the stator. As this coil reverses its 
direction in relation to every other slot of the stator, it creates 
the same alternating ?ux pattern on the stator poles faces. As 
the “Z” coil Winding only loops around one side of each pole, 
it effectively shortens the overall length of the total in-series 
phase Winding and thus the overall resistance. This kind of 
Winding is also very simple for some types of production 
applications of this motor as a single coil of the required 
number of turns can be Wound With a diameter Which alloWs 
it to be slid into the stator slots in a “Z” manner. 

The second alternate method of Winding the phase coils is 
to use tWo “Z” coils, Wound in the same slots but 180° oppo 
site to each other so that the side loops of one “Z” coil loops 
around one side of every other stator pole (the side it loops 
around alternating With every pole) While the second “Z” coil 
Winds around the opposite side of every other pole from that 
of the ?rst “Z” coil. They can then be connected in parallel for 
one voltage, i.e. 1 15 volts and connected in series for a second 
voltage, i.e. 230 volts. Also, With this double “Z” coil method 
of Winding the phase coils, it is easy to use a bi?lar type motor 
circuit Where tWo separate sets of coils are poWered as DC 
circuits With one being positive and the other being negative 
in relation to each other. This alloWs the single ?eld rotor 
motor of the invention to use very economical motor control 
circuits Which are inexpensive as compared to H-bridge type 
control circuits, While at the same time offering various 
simple speed control methods Which are continuously vari 
able betWeen the sloWest and fastest rotation of the motor. 

The single “Z” coil method of Winding the phase coils is 
shoWn in FIG. 9 of the attached draWings, While the double 
“Z” coil method of Winding is shoWn in attached FIG. 10. 

All three methods of Winding the phase coils on the stator 
give much the same performance and can be used according 
to production or circuit needs. 

BRIEF DESCRIPTION OF THE DRAWINGS 

The aforementioned objects and operation of the invention 
Will be appreciated from the folloWing description and 
accompanying draWings Wherein: 

FIG. 1 illustrates a typical ?ux con?guration in a single 
?eld rotor motor in accord With the present invention, 

FIG. 2 is a perspective vieW along the plane of the axis of 
rotation of the ?ux con?guration of FIG. 1, 

FIG. 3 is similar to FIG. 1 and illustrates the motor parts 
that are part of the ?ux path if magnets are used, 

FIG. 4 is similar to FIG. 3, except a direct current (DC) 
coil is shoWn in place of the magnets on the stator, 

FIG. 5 illustrates an embodiment of the single ?eld motor 
rotor of the present invention using permanent magnets, 

FIG. 6 is the same motor as shoWn in FIG. 5, except the 
permanent magnets have been replaced by coil cores, 
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6 
FIG. 7 is an end vieW of a typical single ?eld rotor motor 

utiliZing the concepts of the present invention, 
FIGS. 8A-8D illustrate the method of torque application in 

the single ?eld motor rotor of the present invention, 
FIG. 9 illustrates an alternative Winding of the phase coils 

in the slots of the laminated portion of the stator, 
FIG. 10 is similar to FIG. 9 Wherein a second Winding in the 

opposite direction has taken place, 
FIG. 11 is an exploded vieW of the motor illustrated in FIG. 

6: 
FIG. 12 is an exploded vieW of the permanent magnet 

motor illustrated in FIG. 5, 
FIG. 13 illustrates a circuit for use With the magnet version 

of the invention, 
FIG. 14 discloses a circuit similar to that of FIG. 13 Which 

may be used With the DC coils version of the invention, and 
FIGS. 15A-15B shoW circuits Which may be used With the 

single ?eld rotor motor of the invention of the bi?lar-type 
drive. 

DESCRIPTION OF THE PREFERRED 
EMBODIMENTS 

FIG. 1 schematically illustrates the con?guration and paths 
of the primary torque ?ux in the single ?eld rotor motor in 
accord With the invention regardless of Whether the ?ux is 
created by permanent magnets or DC coils and cores of the 
stator. The areas illustrated and enclosed by dotted lines 101 
is the area Where the ?ux originates in the magnets or DC coil 
cores. The area in dotted line box 102 is the rotor-torque area 
of the motor Where the rotor rotates and illustrates hoW the 
opposing polarity of the ?ux entering the rotor-torque area 
from opposite sides causes it to spray perpendicular to the 
motor axis. The rotor’ s laminations also are oriented perpen 
dicular to the axis Which further encourages this effect, and 
the laminations of the rotor become the ferrite path for the ?ux 
to travel to the circumference of the rotor Where the rotor 
poles are formed. Areas marked 103 represent the areas of the 
stator Which are laminated With poles and Wound With phase 
coils and illustrate hoW the ?ux uses this part of the stator to 
pass into the solid, i.e. non-laminated, parts of the stator 
Where arroWs 104 illustrate the return of the ?ux by means of 
the non-laminated part of the stator to the opposite side of the 
magnets or DC coil core from Which it originally existed, thus 
completing the ?ux circuits. Shaft 105 is shoWn in FIG. 1 in 
order to give perspective to the observer. 

FIG. 2 is a compromise end and axial vieW of the ?ux 
circuits illustrated in FIG. 1 and illustrates the 360° con?gu 
ration of the ?ux circuits, even though there are arroWs shoW 
ing the ?ux paths only every 900 for the sake of clarity. Flux 
104 and shaft 105 are indicated in order to give perspective in 
relation to FIG. 1. 

With reference to FIG. 3, Which illustrates a typical single 
?eld rotor motor in accord With the present invention, and is 
similar in operation to the description of FIG. 1, and in Which 
various parts of the motor are indicated, a permanent magnet 
109 is oriented so that there is a North ?eld on both inside 
faces toWard a rotor 107, Which is laminated so that the ?ux 
travels to its circumference Where the rotor poles are formed. 
The ?ux from the magnets 109 cross the unchanging mini 
mum air-gaps betWeen their inside faces and the sides of the 
rotor 107, Which is mounted on the shaft 105, and enters the 
rotor laminations, then turns perpendicular to the axis of the 
motor and travels along the laminations of the rotor 107 to all 
360° of the rotor circumference. It then concentrates in the 
rotor poles as they extend to Within a feW thousandths of an 
inch of the stator poles faces of stator laminations 108. The 
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?ux then crosses the air-gap between the rotor pole faces on 
the outside circumference of the rotor 107 and the inside faces 
of the poles of the laminated part of the stator, Which is 
indicated by the part 108, Which has phase coils 110 Wound in 
all its slots. The ?ux passes through the laminations 108 to its 
outside circumference. The outside circumference of 108 is 
press ?tted into the inside circumference of stator housing 
106, Which is the solid and non-laminated ferromagnetic or 
equivalent part of the stator and endbells. The ?ux uses the 
solid stator housing 106 to return to the South face of the 
magnets 109, completing the ?ux circuit. 

FIG. 4 illustrates a motor utiliZing the circuits of FIG. 3 
Wherein identical reference numerals indicate parts previ 
ously described. The magnets of the stator are replaced by DC 
coils 111 and the cores of those coils Which are made part of 
the solid stator housing 106. 

FIG. 5 shoWs an embodiment of the single ?eld motor rotor 
of the present invention utiliZing permanent magnets. The 
solid stator housing 106 and associated endbells 114 have 
magnets 109 bonded to their inside faces so as to properly 
position the magnets’ inside faces next to the sides of rotor 
107 With a minimum air gap. The left solid stator housing/ 
endbell 114 has stator laminations 108, With phase coils 110 
press ?tted into it so as to position the stator pole faces 
properly around the rotor so that rotor poles can rotate a feW 
thousandths of an inch from the inside faces of the statorpoles 
and come into register With every other stator pole alternately. 
Rotor 107 is mounted on shaft 105 and is held in place by 
bearings 112 ?tted into the bearing housings of the solid stator 
housing/endbells of 106 and 114. 

FIG. 6 is the same motor as illustrated in FIG. 5, except that 
the magnets 109 have been replaced by extending coil cores 
from the solid stator housing/endbells 120 and 121 such as at 
113 indicated on 121. DC coils 111 are then Wound on these 
cores to create the primary torque ?ux for the motor to replace 
the permanent magnets 109 of the embodiment of FIG. 5. 

FIG. 7 is a sectional end vieW of the single ?eld rotor motor 
in accord With the present invention illustrating the motor 
parts from a different section than that previously described. 
A rotor 203 is illustrated With salient poles 204, Which are 
eight in number and siZed and positioned so that they can 
come into register With every other pole face of the stator 
poles 202 of a laminated stator 201. The stator poles 202 are 
sixteen in number and equally proportioned and spaced 
around the inside circumference of the stator 201 With sixteen 
slots betWeen them. Stator laminations 201 are shoWn pressed 
into a solid stator/endbell 205. The stator pole faces are equal 
to the total inside face of the stator circumference only minus 
the slot openings. The rotor pole faces are equal to the face of 
any one pole of the stator and are spaced so that they come 
into register With every other stator pole all at the same time. 

FIGS. 8A-8D illustrate the method of torque in the single 
?eld rotor motor in accord With the present invention. In FIG. 
8A, the rotor poles are shoWn in register With the odd num 
bered poles of the stator. The arroWs on the odd stator poles 
shoW that the phase coils (not shoWn) have been energiZed so 
that the odd poles of the stator are out-of-phase magnetically 
With the torque ?ux in the rotor poles Which is North on the 
face of all the rotor poles as indicated by the arroWs, and this 
is coming from the magnets or DC coils of the stator, While 
the even numbered poles of the stator are energiZed so that 
they are in-phase magnetically With the ?ux in the rotor poles. 
This Will cause the rotor poles to be magnetically repelled 
aWay from the odd numbered poles of the stator and attracted 
toWard the even numbered poles of the stator. This Will result 
in the rotor poles coming into register and magnetically in 
phase With the even numbered poles, as illustrated in FIG. 8B. 
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8 
Then, as illustrated in FIG. 8C by the change in the orientation 
of the arroWs on the stator poles, the phase coils all reverse 
their polarity causing the even numbered stator poles of the 
stator to be out-of-phase magnetically With the torque ?ux in 
the rotor poles, Which is coming from the magnets or DC 
coils, While the odd numbered poles of the stator are ener 
giZed so that they are in-phase magnetically With the ?ux in 
the rotor poles. This Will cause the rotor poles to be magneti 
cally repelled aWay from the even numbered poles of the 
stator and attracted toWard the odd numbered poles of the 
stator. This Will result in the rotor poles coming into register 
and magnetically in-phase With the odd numbered poles, as 
illustrated in FIG. 8D. This is repeated again and again by the 
control circuits, thus causing continuous torque on the rotor. 

FIG. 9 illustrates the alternate Way of Winding the phase 
coils in the slots of the laminated part of the stator. A magnetic 
Winding Wire end 210 is alternately laced through the stator 
pole slots so that it loops around only one side of each stator 
pole so as to loop around the opposite side of every other 
stator pole. The number of turns in the slots are determined by 
the number of times the Winding Wire makes a complete trip 
through all the slots. When the desired number of turns is 
achieved, the Winding Wire is ?nished With an end 211. By 
applying single phase current to this kind of Winding, all the 
stator poles 212 Will have alternating North and South poles 
on their faces in the positive half-phase and Will reverse their 
pattern in the negative half-phase. 
By Winding a second Winding in the same manner, only in 

the opposite direction so that the Windings loop around the 
opposite sides of the stator poles from the ?rst Winding, as 
illustrated in FIG. 10, a bi?lar phase coil con?guration is 
formed Which can be poWered and controlled by a much 
simpler circuit Which is primarily tWo DC circuits poWered 
alternately, or multi-voltage options are created if the coils are 
used in parallel or series With a more traditional H-bridge type 
circuit. 

FIG. 11 is an expanded vieW of the motor illustrated origi 
nally in FIG. 6. Solid stator/endbells 120 and 121 have coil 
cores formed on their inside faces, as indicated at 113. The 
DC coils 111 Would be Wound on these cores respectively to 
create the primary torque ?ux in the motor. The rotor 107 is 
laminated from soft motor steel With salient poles spaced and 
proportioned so that they can come into register With every 
other pole of the laminated stator 108 as it rotates. The lami 
nated part of the stator 108 is illustrated With phase coils 110 
Wound on its poles Which may be a traditional type Winding 
With a single coil around each pole or With the “Z” type 
Windings illustrated in FIGS. 9 and 10. 

FIG. 12 is an expanded vieW of FIG. 5, Which is the same 
motor as FIGS. 6 and 11, except that magnets 109 are used to 
create the primary torque ?ux in the motor rather than the DC 
coils. Accordingly, the solid stator housing/endbells 106 and 
114 are fabricated Without the DC coil cores, Which the other 
version is shoWn having, and instead have the magnets 109 
bonded to the inside face of the solid stator/endbell in place of 
the core and DC coil. 

In FIG. 13, a standard H-bridge circuit is illustrated Which 
may be used With the motor of the invention having an 
optional control of the circuit, either from closed-loop rotor 
feedback circuits or from an open control by means of a 
variable frequency oscillator. The ef?ciencies are slightly 
higher With the closed-loop control, but in many applications, 
the open control gives the desired control characteristics With 
only a feW percent loWer e?iciency. The closed-loop control 
also offers speed control by means of an optional speed con 
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trol circuitry. This circuit in FIG. 13 is to be used With the 
magnet version described above of the single ?eld rotor 
motor. 

In FIG. 14, the same circuit as shoWn in FIG. 13 is illus 
trated With the addition of a bridge circuit in series With the 
phase coils for driving the tWo DC coils on the stator endbells 
of the single ?eld rotor motor version that replaces the stator 
magnets With DC coils Wrapped on cores formed into the 
endbells of the motor as described above. 

FIGS. 15A and 15B shoW a third and fourth kind of circuit 
Which can be used to drive the single ?eld motor rotor. These 
circuits are bi?lar circuits. Accordingly, tWo identical Wires 
are Wound on the phase coils at the same time. Both sets of 
resulting Windings are connected to a DC controller that has 
tWo separate DC circuits that can be alternated either by 
closed-loop or open controls. The tWo separate Windings are 
connected 180° electrically opposite to each other and are 
used alternately to create one of the opposing half-phases. 
Thus, When the ?rst circuit is poWered by the controller, a 
North-South pattern as previously described is created 
around the inside face of the laminated stator poles. When the 
second circuit is poWered, each pole is reversed and creates 
the alternate pattern. These are alternated by the controller to 
cause the motor to run in the normal manner. This bi?lar 
circuit is useful for applications Where inexpensive circuits 
are needed for the application. These circuits can also offer 
very inexpensive speed control. 

The difference betWeen FIG. 15A and FIG. 15B is that FIG. 
15A is for the magnet version of the single ?eld rotor motor of 
the invention, and FIG. 15B is for use With the DC coil version 
that uses DC coils instead of magnets on the stator endbells. 
As Will be appreciated, FIG. 15B includes a bridge circuit and 
tWo DC coils not illustrated in FIG. 15A. 
From the above illustrations and description, it Will be 

appreciated that an unique ?ux pattern and stator force is 
created to produce a rotating, electric motor. It is to be under 
stood that the inventive concepts of the present invention are 
de?ned by the scope of the folloWing claims and revisions and 
improvements Which may be apparent to those skilled in the 
art and are considered to come Within the scope of the fol 
loWing claims and the scope of the claimed language. 
What is claimed is: 
1. A single ?eld rotor motor comprising, in combination, a 

stator housing having axially spaced end regions, a shaft 
rotatably extending through said end regions, a ferromag 
netic, laminated rotor mounted on said shaft extending 
betWeen said end regions having radial sides disposed adja 
cent said end regions and having spaced salient poles de?ned 
on the periphery of saidrotor, said rotor poles having a periph 
eral Width, magnetic means creating magnetic ?elds at said 
stator housing end regions of axial polarity creating a single 
polarity of ?eld on all the peripheral rotor poles by means of 
inducing ?ux into the sides of the rotor axially across an 
unchanging air-gap Which is constantly at minimum betWeen 
said magnetic means in said stator housing and said rotor 
sides, a stator circumscribing said rotor having an inner cir 
cumference, a plurality of stator poles de?ned on said stator 
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inner circumference having faces having a circumferential 
Width, there being tWice the number of stator poles than rotor 
poles, the circumferential Width of said stator poles being 
substantially equal to the peripheral Width of said rotor poles 
and a small radial air gap existing betWeen said rotor and 
statorpoles, each of said stator poles having a coil for creating 
a magnetic pole force Within said stator coil, and circuit 
means for alternately changing said stator coils to alternately 
change the polarity of a given stator pole to alternately attract 
and repel said rotor poles to produce rotation of said rotor. 

2. In a single ?eld rotor motor as in claim 1, Wherein the 
peripheral spacing betWeen adjacent rotor poles is equal. 

3. In a single ?eld rotor motor as in claim 1, Wherein the 
inner circumferential spacing betWeen adjacent stator poles is 
equal. 

4. In a single ?eld rotor motor as in claim 1, Wherein the 
peripheral spacing betWeen adjacent rotor poles is equal and 
the inner circumferential spacing betWeen adjacent stator 
poles is equal. 

5. In a single ?eld rotor motor as in claim 1, said magnetic 
means creating magnetic ?elds at said housing end regions 
comprising permanent magnets. 

6. In a single ?eld rotor motor as in claim 1, said magnetic 
means creating magnetic ?elds at said housing end regions 
comprising electric coils Wound around a ferrite core and 
energiZed by a direct current With the resulting ?ux being 
induced into the sides of the rotor axially across an unchang 
ing air-gap Which is constantly at minimum betWeen the 
magnetic means in the stator housing end region and the rotor 
sides. 

7. In a single ?eld rotor motor as in claim 1, said magnetic 
means creating magnetic ?elds at said housing end regions 
across an air-gap betWeen the stator housing end regions and 
the sides of the rotor, said air-gap being alWays at minimum 
and non-expanding and also providing an increase of oppos 
ing ferrite surfaces on either side of the air-gap as compared 
With the poles surface of the rotor and stator for completion of 
?ux circuits in the motor stator housing and rotor. 

8. In a single ?eld rotor motor as in claim 1, said magnetic 
means creating magnetic ?elds at said housing end regions 
and transferring the magnetic ?ux across a constantly mini 
mum air-gap betWeen said housing end regions and rotor 
sides so as to create a magnetically polariZed rotor Which has 
no magnetic ?ux producing members Which rotate or touch 
the rotor. 

9. In a single ?eld rotor motor as in claim 1, said magnetic 
means creating magnetic ?elds at said housing end regions so 
as to set up ?ux circuits in said stator housing and rotor that 
originate in the stator housing end regions and induce a ?eld 
into the rotor by axially crossing the air-gaps betWeen the 
stator end regions and the rotor sides, but the ?eld then orients 
radially in the rotor laminations and exert torque radially 
betWeen the poles of the rotor and the poles of the stator, the 
?ux circuit being completed axially using the stator housing 
and stator housing end regions. 

* * * * * 


