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AUTO DOCUMENT FEEDER 

CROSS-REFERENCE TO RELATED 
APPLICATION 

This application claims priority of Taiwanese Application 
No. 094135164, ?led on Oct. 7, 2005. 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 
This invention relates to an of?ce machine, and more par 

ticularly to an auto document feeder for use in an of?ce 
machine. 

2. Description of the Related Art 
US. Pat. No. 5,784,680 discloses a compact auto-docu 

ment feeder for an image forming apparatus that includes a 
switching gate, which is disposed pivotally downstream of a 
second feeding path and above an ejecting tray to lead selec 
tively documents from the second feeding path to the ejecting 
tray, a switch-back path, or to an inverting path. 

Since the switching gate is external to an ejecting roller, a 
switch-back path and two switch-back rollers are required for 
facilitating ejecting of the documents. As such, the structure 
of the auto document feeder is complicated, thereby resulting 
in an increased volume of the auto document feeder. 

SUMMARY OF THE INVENTION 

The obj ect of this invention is to provide an auto document 
feeder that has a simple structure and that is compact. 

According to this invention, an auto document feeder is 
adapted to be disposed on an image forming apparatus. The 
image forming apparatus includes a scanning unit. The auto 
document feeder includes a housing unit having a ?rst end 
portion, a second end portion opposite to the ?rst end portion, 
and a feeding tray disposed on the ?rst end portion and 
adapted to allow stacked duplex documents to be placed 
thereon. A ?rst path is disposed in the housing unit, and has an 
upstream end and a downstream end extending toward the 
?rst end portion of the housing unit. A second path has an 
up stream end in spatial communication with the downstream 
end of the ?rst path such that the scanning unit is disposed 
between the downstream end of the ?rst path and the 
upstream end of the second path, and a downstream end. An 
inverting path extends from the ?rst end portion to the second 
end portion, and is disposed above the second path. The 
inverting path has an upstream end and a downstream end. A 
bypass path is disposed in the ?rst end portion of the housing 
unit, and has an upstream end in spatial communication with 
the second path, and a downstream end in spatial communi 
cation with the inverting path and disposed in proximity to the 
upstream end of the inverting path. A feeding roller unit is 
disposed between the feeding tray and the up stream end of the 
?rst path, and is adapted to transfer the duplex documents 
from the feeding tray onto the ?rst path. A ?rst transfer roller 
unit is disposed on the ?rst path, and is adapted to transfer the 
duplex documents from the ?rst path onto the second path. A 
second transfer roller unit is disposed on the second path and 
upstream of the upstream end of the bypass path, and is 
adapted to move the duplex documents along the secondpath. 
An ejecting roller unit is disposed in proximity to the down 
stream ends of the second path and the bypass path such that 
the bypass path is disposed between the ejecting roller unit 
and the second transfer roller unit. The ejecting roller unit is 
adapted to receive the duplex documents from the down 
stream ends of the second path and the bypass path. A switch 
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2 
ing gate unit is internal to the ejecting roller unit, and includes 
?rst and second switching gates. The ?rst switching gate is 
disposed pivotally on the housing unit, and has a free end 
pivotable within the second path and the bypass path between 
?rst and second positions. In the ?rst position, the free end of 
the ?rst switching gate extends onto a portion of the second 
path immediately downstream of the upstream end of the 
bypass path so as to limit movement of the duplex documents 
from the second path onto the bypass path. In the second 
position, the upstream end of the bypass path is closed by the 
free end of the ?rst switching gate so as to limit movement of 
the duplex documents from the second transfer roller unit 
onto the ejecting roller unit via the downstream end of the 
second path. The second switching gate is disposed pivotally 
on the housing unit, and has a free end pivotable within the 
inverting path and the bypass path between third and fourth 
positions. In the third position, the free end of the second 
switching gate extends onto a portion of the inverting path 
immediately downstream of the downstream end of the 
bypass path so as to limit movement of the duplex documents 
from the bypass path onto the inverting path. In the fourth 
position, the downstream end of the bypass path is closed by 
the free end of the second switching gate so as to limit move 
ment of the duplex documents from the inverting path onto 
the ?rst path. 

BRIEF DESCRIPTION OF THE DRAWINGS 

These and other features and advantages of this invention 
will become apparent in the following detailed description of 
a preferred embodiment of this invention, with reference to 
the accompanying drawings, in which: 

FIG. 1 is a schematic side view of the preferred embodi 
ment of an auto document feeder according to this invention 
when ?rst and second switching gates are disposed respec 
tively in ?rst and third positions; 

FIG. 2 is a schematic side view of the preferred embodi 
ment of the preferred embodiment, illustrating arrangement 
of a driving unit and a sensing unit; 

FIG. 3 is a schematic side view of the preferred embodi 
ment of the preferred embodiment when the ?rst and second 
switching gates are disposed respectively in second and 
fourth positions; and 

FIG. 4 is a schematic block diagram of the preferred 
embodiment, illustrating how some elements are controlled 
by the driving unit. 

DETAILED DESCRIPTION OF THE PREFERRED 
EMBODIMENT 

Referring to FIGS. 1 and 2, the preferred embodiment of an 
auto document feeder according to this invention is disposed 
on an image forming apparatus 200 (such as a copier) for 
feeding duplex documents 300. Each of the duplex docu 
ments 300 has opposite ?rst and second side surfaces 310, 
320. The image forming apparatus 200 includes a scanning 
unit 210. The auto document feeder includes a housing unit 
10, a ?rst path 20 disposed in the housing unit 10, a second 
path 30 in spatial communication with the ?rst path 20, an 
inverting path 40 disposed above the second path 30, an 
inclined bypass path 50 interconnecting the second path 30 
and the inverting path 40, a feeding roller unit 60 aligned with 
the ?rst path 20, a ?rst transfer roller unit 70 disposed on the 
?rst path 20, a second transfer roller unit 80 disposed on the 
second path 30, a third transfer roller unit 90 disposed on the 
inverting path 40, an ejecting roller unit 100, a switching gate 
unit 110 internal to the ejecting roller unit 100, a sensing unit 
120, and a driving unit 130. 
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The housing unit 10 has a ?rst end portion 11, a second end 
portion 12 opposite to the ?rst end portion 11, a bottom 
portion 13 disposed in proximity to the image forming appa 
ratus 200, a feeding tray 14 disposed on the ?rst end portion 
11 for placement of the duplex documents 300 thereon, an 
upper ejecting tray 15 disposed under and spaced apart from 
the feeding tray 14, and a loWer ejecting tray 16 disposed 
under and spaced apart from the upper ejecting tray 15. 

The ?rst path 20 is curved, and has an upstream end 21 for 
receiving the duplex documents 300 from the feeding tray 14, 
and a doWnstream end 22 extending toWard the ?rst end 
portion 11 of the housing unit 10 and disposed in proximity to 
the bottom portion 13 of the housing unit 10. 

The second path 30 has an upstream end 31 in spatial 
communication With the doWnstream end 22 of the ?rst path 
20, and a doWnstream end 32 extending toWard the ?rst end 
portion 11 of the housing unit 10 and aligned With and adja 
cent to the loWer ejecting tray 16. The loWer ejecting tray 16 
is external to the doWnstream end 32 of the second path 30. 
The scanning unit 210 is disposed betWeen the doWnstream 
end 22 of the ?rst path 20 and the upstream end 31 of the 
second path 30. 
The inverting path 40 extends from the ?rst end portion 11 

to the second end portion 12, and is disposed above the second 
path 30. The inverting path 40 has an upstream end 41 aligned 
With and adjacent to the upper ejecting tray 15, and a doWn 
stream end 42 in spatial communication With the ?rst path 20 
and disposed betWeen the upstream and doWnstream ends 21, 
22 of the ?rst path 20 such that the duplex documents 300 are 
limited to move from the doWnstream end 42 of the inverting 
path 40 toWard the doWnstream end 22 of the ?rst path 20. The 
upper ejecting tray 15 is external to the upstream end 41 of the 
inverting path 40. 

The bypass path 50 is disposed in the ?rst end portion 11 of 
the housing unit 10, and has an upstream end 51 in spatial 
communication With the second path 30, and a doWnstream 
end 52 in spatial communication With the inverting path 40 
and disposed in proximity to the upstream end 41 of the 
inverting path 40. 

The feeding roller unit 60 is disposed betWeen the feeding 
tray 14 and the upstream end 21 of the ?rst path 20, and 
includes a plurality of feeding rollers 61 for transferring the 
duplex documents 300 from the feeding tray 14 onto the ?rst 
path 20 one at a time. 

The ?rst transfer roller unit 70 includes tWo ?rst transfer 
rollers 71 for transferring the duplex documents 300 from the 
?rst path 20 onto the second path 30. 

The second transfer roller unit 80 includes tWo second 
transfer rollers 81 that are disposed upstream of the up stream 
end 51 of the bypass path 50 for transferring the duplex 
documents 300 along the second path 30. 

The third transfer roller unit 90 includes tWo third transfer 
rollers 91 for transferring the duplex documents 300 from the 
upstream end 41 of the inverting path 40 onto the ?rst path 20 
along the inverting path 40. 

The ejecting roller unit 100 is disposed in proximity to the 
doWnstream ends 32, 52 of the second path 30 and the bypass 
path 50, and betWeen an assembly of the upper and loWer 
ejecting trays 15, 16 and an assembly of the second path 30, 
the inverting path 40, and the sWitching gate unit 110. The 
bypass path 50 is disposed betWeen the ejecting roller unit 
100 and the second transfer roller unit 80. The ejecting roller 
unit 100 includes a driving roller 100' controllable to rotate in 
the housing unit 10, and tWo roller folloWers 100" ?anking 
and in contact With the driving roller 100' and aligned respec 
tively With the doWnstream end 32 of the second path 30 and 
the upstream end 41 of the inverting path 40 so as to receive 
the duplex documents 300 from the doWnstream ends 32, 52 
of the second path 30 and the bypass path 50. The loWer roller 
folloWer 100" is rotatable by the driving roller 100' so as to 
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4 
eject the duplex documents 300 from the doWnstream end 32 
of the second path 30. The upper roller folloWer 100" is 
rotatable by the driving roller 100' so as to move the duplex 
documents 300 onto the up stream end 41 of the inverting path 
40. 
The sWitching gate unit 110 includes ?rst and second 

sWitching gates 110', 110" disposed pivotally on the housing 
unit 10 and respectively in proximity to the upstream and 
doWnstream ends 51, 52 of the bypass path 50. The ?rst and 
second sWitching gates 110', 110" are located respectively to 
tWo opposite sides of the bypass path 50. The ?rst sWitching 
gate 110' is disposed betWeen the ejecting roller unit 100 and 
the bypass path 50, and has a free end 111' pivotable Within 
the second path 30 and the bypass path 50 betWeen a ?rst 
position shoWn in FIG. 1 and a second position shoWn in FIG. 
3. In the ?rst position, the free end 111' of the ?rst sWitching 
gate 110' extends onto a portion of the second path 30 imme 
diately doWnstream of the upstream end 51 of the bypass path 
50 so as to limit movement of the duplex documents 300 from 
the second path 30 onto the bypass path 50. In the second 
position, the upstream end 51 of the bypass path 50 is closed 
by the free end 111' of the ?rst sWitching gate 110' so as to 
limit movement of the duplex documents 3 00 from the second 
transfer roller 80 onto the ejecting roller unit 100 via the 
doWnstream end 32 of the second path 30. The second sWitch 
ing gate 110" has a free end 111" pivotable Within the invert 
ing path 40 and the bypass path 50 betWeen a third position 
shoWn in FIG. 1 and a fourth position shoWn in FIG. 3. In the 
third position, the free end 111" of the second sWitching gate 
110" extends onto a portion of the inverting path 40 immedi 
ately doWnstream of the doWnstream end 52 of the bypass 
path 50 so as to limit movement of the duplex documents 300 
from the bypass path 50 onto the inverting path 40. In the 
fourth position, the doWnstream end 52 is closed by the free 
end 111" of the second sWitching gate 110" so as to limit 
movement of the duplex documents 300 from the inverting 
path 40 onto the ?rst path 20. 
The sensing unit 120 includes a ?rst sensor 121 disposed on 

the feeding tray 14 and in proximity to the feeding roller unit 
60, a second sensor 122 disposed betWeen the ?rst transfer 
roller unit 70 and the scanning unit 210, and a third sensor 124 
disposed at the upstream end 41 of the inverting path 40. 

With further reference to FIG. 4, the driving unit 130 
includes a ?rst motor 131 for driving the feeding roller unit 
60, and the ?rst and second transfer roller units 70, 80, a 
second motor 132 for driving the ejecting roller unit 100 and 
the third transfer roller unit 90, and a solenoid 133 for rotating 
the ?rst and second sWitching gates 110', 110". 

To operate the image forming apparatus 200, the image 
forming apparatus 200 is ?rst placed in a duplex mode, after 
Which the duplex documents 300 are stacked on the feeding 
tray 14 such that the ?rst side surface 310 of each of the 
duplex documents 300 faces doWnWardly. FolloWing user 
activation of a copy start key (not shoWn), When leading edges 
of the duplex documents 300 are detected by the ?rst sensor 
121, a controller (not shoWn) activates the ?rst motor 131 and, 
thus, the feeding roller unit 60, the ?rst transfer roller unit 70, 
and the second transfer roller unit 80. As such, the topmost 
duplex document 300 is moved from the feeding tray 14 onto 
the ?rst path 20 by the feeding roller unit 60, and subse 
quently from the ?rst path 20 onto the second path 30 by the 
?rst transfer roller unit 70. When a leading edge of the top 
most duplex document 300 is detected by the second sensor 
122, the controller pivots the free ends 111', 111" of the ?rst 
and second sWitching gates 110', 110" to the ?rst and third 
positions, respectively, so as to spatially intercommunicate 
the second path 3 0 and the inverting path 40, and activates the 
scanning unit 210, the ejecting roller unit 100, and the third 
transfer roller unit 90. The ejecting roller unit 100 is activated 
at this time such that the driving roller 100' thereof rotates 
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counterclockwise. Hence, the ?rst side surface 310 of the 
topmost duplex document 300 is scanned, and the topmost 
duplex document 300 moves from the second path 30 onto the 
bypass path 50. Because the driving roller 100' rotates coun 
terclockWise, the topmost duplex document 300 moves from 
the doWnstream end 52 of the bypass path 50 onto the invert 
ing path 40 and into a space betWeen the driving roller 100' 
and the upper roller folloWer 100". At this time, the ?rst side 
surface 310 of the topmost duplex document 300 faces 
upWardly. 

Referring to FIGS. 2 and 3, When the topmost duplex 
document 300 is present on the ejecting roller unit 100 and a 
tailing edge of the topmost duplex document 300 is detected 
by the third sensor 124, the controller pivots the free end 111'. 
111" of the ?rst and second sWitching gates 110', 110" to the 
second and fourth positions, respectively, and activates the 
ejecting roller unit 100 and the third transfer roller unit 90. At 
this time, the ejecting roller unit 100 is activated such that the 
driving roller 100' thereof rotates clockWise. Since the doWn 
stream end 52 of the bypass path 50 is closed, the topmost 
duplex document 300 moves onto the inverting path 40 and 
into a space betWeen the third transfer rollers 91. By operation 
of the third transfer roller unit 90, the topmost duplex docu 
ment 300 is subsequently moved onto the ?rst path 20. 
When the topmost duplex document 300 moves from the 

?rst path 20 onto the second path 30, the second side surface 
320 of the topmost duplex document 300 is scanned by the 
scanning unit 210. Subsequently, the topmost duplex docu 
ment 300 is moved from the second path 30 onto the loWer 
ejecting tray 16 by the second transfer roller unit 80 and the 
ejecting roller unit 100. 

Since the sWitching gate unit 110 is internal to the ejecting 
roller unit 100, the auto document feeder has the advantages 
of simple structure, compact volume, and short document 
transfer travel. 

Referring to FIG. 1, the image forming apparatus 200 can 
also be operated in a simplex mode. In the simplex mode, the 
free ends 111', 111" of the ?rst and second sWitching gates 
110', 110" are pivoted respectively to the ?rst and third posi 
tions. This alloWs simplex documents to move from the feed 
ing tray 14 to the upper ejecting tray 15 along a path de?ned 
by the ?rst path 20, the second path 30, the bypass path 50, 
and the ejecting roller unit 100. 

It is noted that, if the torque output of the ejecting roller unit 
100 is increased and/or the distance betWeen the ejecting 
roller unit 100 and the ?rst transfer roller unit 70 is reduced so 
as to enable the duplex documents 300 to be moved onto the 
?rst transfer roller unit 70 by the ejecting roller unit 100, the 
third transfer roller unit 90 can be omitted. 

With this invention thus explained, it is apparent that 
numerous modi?cations and variations can be made Without 
departing from the scope and spirit of this invention. It is 
therefore intended that this invention be limited only as indi 
cated by the appended claims. 

I claim: 
1. An auto document feeder adapted to be disposed on an 

image forming apparatus, the image forming apparatus 
including a scanning unit, said auto document feeder com 
prising: 

a housing unit having a ?rst end portion, a second end 
portion opposite to said ?rst end portion, and a feeding 
tray disposed on said ?rst end portion; 

a ?rst path disposed in said housing unit and having an 
upstream end and a doWnstream end extending toWard 
said ?rst end portion of said housing unit; 

a second path having an upstream end in spatial commu 
nication With said doWnstream end of said ?rst path such 
that the scanning unit is disposed betWeen said doWn 
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6 
stream end of said ?rst path and said upstream end of 
said second path, and a doWnstream end; 

an inverting path extending from said ?rst end portion to 
said second end portion and disposed above said second 
path, said inverting path having an upstream end and a 
doWnstream end and in spatial communication With said 
?rst path; 

a bypass path disposed in said ?rst end portion of said 
housing unit and having an upstream end in spatial com 
munication With said second path, and a doWnstream 
end in spatial communication With said inverting path; 

a feeding roller unit disposed betWeen said feeding tray and 
said upstream end of said ?rst path; 

a ?rst transfer roller unit disposed on said ?rst path; 
a second transfer roller unit disposed on said second path 

and upstream of said upstream end of said bypass path; 
an ejecting roller unit disposed in proximity to said doWn 

stream ends of said second path and said bypass path and 
external to said bypass path; 

a sWitching gate unit internal to said ejecting roller unit and 
including 
a ?rst sWitching gate disposed pivotally on said housing 

unit and having a free end pivotable Within said sec 
ond path and said bypass path betWeen a ?rst position 
Whereat said free end of said ?rst sWitching gate 
extends onto a portion of said second path immedi 
ately doWnstream of said upstream end of said bypass 
path, and a second position Whereat said upstream end 
of said bypass path is closed by said free end of said 
?rst sWitching gate, and 

a second sWitching gate disposed pivotally on said hous 
ing unit and having a free end pivotable Within said 
inverting path and said bypass path betWeen a third 
position Whereat said free end of said second sWitch 
ing gate extends onto a portion of said inverting path 
immediately doWnstream of said doWnstream end of 
said bypass path, and a fourth position Whereat said 
doWnstream end of said bypass path is closed by said 
free end of said second sWitching gate; 

a third transfer roller unit disposed on said inverting path; 
and 

a driving unit including 
a ?rst motor for driving said feeding roller unit, and said 

?rst and second transfer roller units, 
a second motor for driving said ejecting roller unit and 

said third transfer roller unit, and 
a solenoid for rotating said ?rst and second sWitching 

gates. 
2. The auto document feeder as claimed in claim 1, Wherein 

said ejecting roller unit includes a driving roller controllable 
to rotate in said housing unit, and tWo roller folloWers ?ank 
ing and in contact With said driving roller and aligned respec 
tively With said doWnstream end of said second path and said 
upstream end of said inverting path. 

3. The auto document feeder as claimed in claim 1, Wherein 
said ?rst and second sWitching gates are located respectively 
to tWo opposite sides of said bypass path, said ?rst sWitching 
gate being disposed betWeen said ejecting roller unit and said 
bypass path. 

4. The auto document feeder as claimed in claim 1, further 
comprising a sensing unit that includes: 

a ?rst sensor disposed on said feeding tray and in proximity 
to said feeding roller unit; 

a second sensor adapted to be disposed betWeen said ?rst 
transfer roller unit and the scanning unit; and 

a third sensor disposed at said upstream end of said invert 
ing path. 
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5. The auto document feeder as claimed in claim 1, Wherein 
said housing unit further includes an upper ejecting tray dis 
posed under said feeding tray, and a loWer ejecting tray dis 
posed under said upper ejecting tray, said upper and loWer 
ejecting trays being external respectively to said upstream 
end of said inverting path and said doWnstream end of said 
second path. 

6. The auto document feeder as claimed in claim 5, Wherein 
said doWnstream end of said second path is aligned With said 
loWer ejecting tray. 

8 
7. The auto document feeder as claimed in claim 5, Wherein 

said upstream end of said inverting path is aligned With said 
upper ejecting tray. 

8. The auto document feeder as claimed in claim 5, Wherein 
said ejecting roller unit is disposed betWeen an assembly of 
said upper and loWer ejecting trays and an assembly of said 
second path and said inverting path. 


