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GAS BAG MODULE 

TECHNICAL FIELD 

The invention relates to a gas bag module for a vehicle 
occupant restraint device, comprising a gas bag and a dis 
charge arrangement to expose and/ or alter a discharge open 
ing through Which gas can escape from the gas bag. 

BACKGROUND OF THE INVENTION 

Such a gas bag module in Which a discharge region can be 
opened in the gas bag Wall When a reduction to the internal 
pressure of the gas bag is required, is knoWn for example from 
WO-A-2004/045919. A pyrotechnic charge in the form of a 
fuse is arranged directly on the discharge region such that the 
discharge region burns through or is torn open mechanically 
after the fuse has been ignited. 

In the gas bag module shoWn in WO-A-03/ 097407 a blast 
pin is provided in order to expose a tubular discharge region 
of the gas bag. 

In EP-A-1 279 574 a gas bag module is shoWn in Which, in 
order to expose discharge openings, a slider is moved in a 
holding piece such that bores formed therein are in alignment 
With the discharge openings. The hot gas ?oWing into the gas 
bag melts the region of the gas bag Which is situated betWeen 
the bores of the slider and the discharge openings in the 
holding piece, such that a portion of the gas emerges from the 
gas bag during ?lling. 
A gas bag module is knoWn from US. Pat. No. 6,547,274 

B in Which the opening cross-section of a discharge opening 
in a carrier plate can be exposed by means of pieZoelectrically 
controlled ?aps. The current supply of the pieZoelectric ele 
ments is controlled for example depending on the posture or 
physique of the vehicle occupant or on the speed of the 
vehicle. 

SUMMARY OF THE INVENTION 

The invention provides a gas bag module Which makes it 
possible to control the discharge behaviour safely for the 
vehicle occupant Without increasing the structural space. 

According to the invention, a gas bag module for a vehicle 
occupant restraint device comprises a gas bag and a discharge 
arrangement in ?uid connection With the gas bag. The dis 
charge arrangement includes a discharge opening through 
Which gas can escape from the gas bag, and has at least one 
element made of an electrically activatable polymer actuator 
to expose and/ or alter the discharge opening upon activation 
of said polymer actuatuor. 

Electro-chemo-mechanical actuators Which contain an 
active layer of polymers Which change their volume as a 
function of an electrical ?eld or electrochemical potential, are 
designated as polymer actuators. In addition to this active 
layer, the polymer actuators essentially comprise a passive 
carrier layer Which forms a sandWich-like composite With the 
active layer, such that When the voltage changes, the compos 
ite bends in a similar manner to a bimetal strip With a variation 
in temperature. A metal layer Which is in direct connection 
With the active layer can serve as the electrode for initiating 
the electrochemical processes in the active layer leading to 
the change in volume. 

The invention makes use of the fact that the polymer actua 
tors can already be operated at voltage changes of a feW volts 
and can achieve large de?ections. It is therefore possible to 
in?uence the discharge behaviour of a gas bag module in a 
speci?c manner With the polymer actuators. More precisely, 
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2 
the element provided according to the invention With the 
polymer actuator is used to control the effective cross-section 
of the discharge opening, i.e. the element provides for the 
creation of a discharge opening and/or a change to the dis 
charge cross-section. Through the use of such an element, 
costly and large opening mechanisms can be dispensed With. 
The discharge arrangement according to the invention has the 
additional advantage that neither explosive substances or the 
like, nor a melting of gas bag fabric are necessary to expose a 
discharge opening, i.e. a separation of particles is ruled out. 

Basically, the discharge opening Which is controlled by 
means of the discharge arrangement according to the inven 
tion, can be provided on a ?xed component of the gas bag 
module or on the gas bag. 
The polymer actuator is preferably integrated into the gas 

bag Wall, in particular Woven into the fabric of the gas bag 
Wall or connected With the gas bag fabric by being seWn or 
glued on. Particularly preferably, the electrochemically inert 
fabric material may serve as the carrier layer for the active 
layer of the polymer actuator. When a voltage is applied to the 
polymer actuator, a deformation of the gas bag fabric is then 
brought about, Whereby a discharge region in the gas bag Wall 
can be produced, enlarged or reduced. 

In particular, a predetermined breaking point can be pro 
vided in the discharge opening, for example through the exist 
ence of tear edges or by a change to the structure or thickness 
of the gas bag fabric on Which the polymer actuator acts. 

Alternatively, the polymer actuator can also be part of a 
covering Which is arranged over a discharge opening formed 
in the gas bag Wall. 

With an arrangement of the polymer actuator on a pivotable 
?ap, a hinge mechanism can be produced for controlling the 
?ap. 

Finally, the polymer actuator can act together With a sili 
cone membrane, Which is integrated in either the gas bag 
fabric or the covering, and Which bursts through activation of 
the polymer actuator and exposes the discharge opening. 

Advantageous developments of the invention are indicated 
in the sub-claims. 

Further features and advantages of the invention Will be 
apparent from the folloWing description of preferred embodi 
ments of the invention. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 shoWs a diagrammatic illustration of the gas bag 
module according to the invention in a case of load; and 

FIG. 2 shoWs an embodiment of the discharge arrange 
ment. 

DETAILED DESCRIPTION OF PREFERRED 
EMBODIMENTS 

In FIG. 1 a vehicle occupant 10 is illustrated, plunging into 
an in?ated gas bag 12 of a vehicle occupant restraint system. 
The gas bag 12, Which has unfolded out of the housing of a gas 
bag module 14, has a gas bag Wall 16 on Which an electrically 
controllable discharge arrangement 18 is arranged. The dis 
charge arrangement 18 serves to selectively provide a dis 
charge opening through Which gas can escape from the gas 
bag 12, i.e. the discharge arrangement 18 provides for a 
discharge opening and/or a change in the discharge cross 
section to be produced. The discharge arrangement 18 com 
prises a polymer actuator (not illustrated) Which is connected 
directly or indirectly With an electronic control arrangement 
20, i.e. the polymer actuator is able to be activated by the 
electronic control arrangement 20. 
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The polymer actuator preferably comprises a passive car 
rier layer and also an active layer of a polymer Which changes 
its volume upon application of an electrical ?eld or electro 
chemical potential, usually in the voltage range of —3V to 
+3V. A metal layer Which can be vapour deposited onto the 
active layer or the carrier layer serves for contacting or as an 
electrode. Through the volume change in the active layer as a 
result of voltage variation, the sandWich-like composite of the 
active layer and the passive carrier layer bends in a similar 
manner to a bimetal strip With a variation in temperature. The 
polymer of the active layer may be selected in particular from 
the group of pieZoelectric polymers, electrostrictive poly 
mers, polymer gels, carbon nano-capillaries, conductive con 
jugate polymers and ion-conducting polymers. Ion-conduct 
ing polymers or polymer gels Which serve as a solid 
electrolyte at the same time and can therefore be used under 
ambient conditions Without further structural measures, are 
preferred. 

In a particularly preferred embodiment, a portion of the gas 
bag Wall in the region of the discharge arrangement 18 serves 
as a passive carrier layer of the polymer actuator, i.e. the 
polymer actuator is integrated into the gas bag Wall or the gas 
bag fabric. In this case, a particularly compact type of con 
struction of the discharge arrangement is possible. 

In the case of load, When a discharge of gas from the gas 
bag 12 of the vehicle occupant restraint system is desired, the 
polymer actuator of the discharge arrangement 18 can be 
deformed mechanically by the application of an electric volt 
age. This mechanical deformation of the polymer actuator 
causes the gas bag fabric to tear in the region of the discharge 
arrangement 18 and therefore causes a discharge opening to 
be exposed. The electrical signal Which is applied to the 
polymer actuator may be a pure control signal here, Which 
only brings about the exposure of the discharge opening for 
example after a particular period of time has elapsed since the 
gas bag module Was activated. HoWever, it may also be a 
regulating signal, When the discharge opening is only to be 
exposed in particular cases of load. The electronic control 
arrangement 20 can therefore also evaluate the data of par 
ticular sensors Which measure for example the internal pres 
sure in the airbag or determine the Weight of the vehicle 
occupant, and then decide, as a function of the respective case 
of load, Whether the discharge opening is exposed. 

In FIG. 2 a preferred embodiment of the discharge arrange 
ment 18 is shoWn, Which can be opened by means of polymer 
actuators 22. The fabric of the gas bag 12 is already previously 
impaired by tWo intersecting tear edges 24 perpendicular to 
each other, acting as a predetermined breaking point, in order 
to facilitate the formation of the discharge opening. In each of 
the four sectors formed by the tear edges 24, a polymer 
actuator 22 is situated respectively on the outer side of the gas 
bag fabric, the passive layer of the polymer actuator 22 being 
connected With the gas bag fabric, for example glued on, and 
the active layer of the polymer actuator 22 lying over it. When 
the gas bag is activated, the polymer actuators 22 may, if 
required, also be activated by means of the electronic control 
arrangement (not shoWn). In so doing, the active layer reduces 
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4 
its volume and the polymer actuator 22 exerts a force onto the 
fabric of the gas bag 12 Which leads to the fabric tearing open 
at the sites Which have been previously impaired. The fabric 
then ?aps outWards, With the increased internal pressure in 
the gas bag assisting the formation of the discharge opening. 
Instead of the gas bag fabric, a silicone membrane can be 
present in the area of the discharge arrangement 18, Which is 
connected to the polymer actuator 22 and Which tears open 
through an activation of the polymer actuator. 

In addition, the polymer actuator may be arranged on a 
pivotable ?ap associated With the discharge opening, the ?ap 
being able to be formed on the gas bag. Alternatively, the 
actuator may be arranged on a ?ap formed on the housing of 
the gas bag module 14, illustrated schematically at 18' in FIG. 
1. 

Finally, by means of the polymer actuators according to the 
present invention, it is possible to open, close or only change 
the discharge cross-section of a discharge opening already 
present for example in the housing 14 of the gas bag module, 
depending on the respective case of load. 
The invention claimed is: 
1. A gas bag module for a vehicle occupant restraint device 

comprising a gas bag (12) and a discharge arrangement (18) 
in ?uid connection With the gas bag, 

the discharge arrangement (18) including a discharge 
opening through Which gas can escape from the gas bag 
(12), 

the discharge arrangement (18) having at least one element 
made of an electrically activatable polymer actuator 
(22), to expose and/or alter the discharge opening, 

the polymer actuator (22) being integrated into a Wall part 
With the discharge opening, 

the polymer actuator (22) comprising a carrier layer and an 
active layer made of a polymer, and 

the polymer changing its volume With a variation in voltage 
and being selected from the group of electrostrictive 
polymers, polymer gels, carbon nano-capillaries, con 
ductive conjugate polymers and ion-conducting poly 
mers. 

2. The gas bag module according to claim 1, characteriZed 
in that the polymer actuator is part of a covering Which is 
arranged over the discharge opening formed in the Wall part. 

3. The gas bag module according to claim 1, characteriZed 
in that the discharge opening comprises a predetermined 
breaking point (24) on Which the polymer actuator (22) acts. 

4. The gas bag module according to claim 1, characteriZed 
in that the discharge opening is provided on a ?xed compo 
nent of the gas bag module. 

5. The gas bag module according to claim 1, Wherein the 
discharge opening includes a silicone membrane, and the 
polymer actuator acts together With the silicone membrane by 
tearing open said silicone membrane When the polymer 
actuator is activated. 

6. The gas bag module according to claim 1, characteriZed 
in that the carrier layer is part of a Wall part of the gas bag (12) 
in the region of the discharge arrangement (18). 

* * * * * 


