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APPARATUS AND METHOD FOR 
MEASURING MOTION IN A STRONG 

MAGNETIC FIELD 

CROSS-REFERENCE TO RELATED 
APPLICATION 

This application is a continuation of US. patent applica 
tion Ser. No. 10/371,901, ?led Feb. 20, 2003 noW abandoned. 

FIELD OF THE INVENTION 

The invention relates generally to an apparatus and method 
that detects motion in the presence of a strong magnetic ?eld. 
More speci?cally, the invention relates to an apparatus and 
method Which, When coupled to a subject in a magnetic 
resonance imaging (“MRI”) scanner, detects motion, e.g., 
respiratory activity, through a pickup coil but does not create 
artifacts in the MRI image. 

BACKGROUND OF THE INVENTION 

Respiratory motion can cause severe blurring in magnetic 
resonance imaging (“MRI”) studies of the thoracic or 
abdominal region of a subject (i.e., a person or other animal 
undergoing medical or scienti?c treatment or examination) 
When the total duration of the experiment is not short com 
pared to the respiratory period. For such experiments, a vari 
ety of methods exist to reduce the effects of respiratory 
motion on the resulting images. Such methods can be broadly 
classi?ed into four different types, modifying the subject of 
the image, nuclear magnetic resonance (“NMR”) based 
methods, direct non-NMR based methods, and indirect non 
NMR based methods. 
One method of minimizing motion that causes blurring is 

to modify the subject in one Way or another. For example, the 
subject can be asked to hold their breath. Although this can 
minimize respiratory motion and eliminate blurring, it is not 
applicable to animal subjects and cannot be used With some 
subjects With respiratory or other illnesses. Subjects can also 
be intubated, or mechanically ventilated. This permits exact 
synchronization of MRI data acquisition to the respiratory 
cycle. HoWever, this may induce signi?cant reductions in 
cardiac output and liver blood ?oW compared to free breath 
ing, and is an invasive procedure that is often not desirable for 
a relatively simple MRI procedure. 

Certain NMR-based methods also exist that can minimize 
blurring of MRI images due to motion of the subject. One 
such method is called the navigator echo technique. The 
navigator echo technique is accomplished by acquiring a 
one-dimensional pro?le along the motion direction. This 
alloWs the respiratory phase to be measured at any given time. 
Once the respiratory phase has been determined, it can be 
used to produce artifact-free images, but this method is appli 
cable only for simple motion that has a period that is long 
compared to the time required to acquire one phase-encoded 
step. Gradient moment nulling is another NMR based method 
for limiting or eliminating artifacts from motion. Gradient 
moment nulling eliminates the net evolution of nuclear spins 
moving in the magnetic ?eld gradient by varying the ampli 
tude and/or duration of the gradient. Gradient moment null 
ing, although applicable in human experiments, is an insu?i 
cient technique for small animal imaging. 

There are also a number of direct non-NMR methods that 
are useful to eliminate blurring caused by motion. In particu 
lar, by detecting the respiratory motion of the subject, a gate 
signal can be generated that can be used in the collection and 
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2 
analysis of data from the MRI system by focusing only on the 
data collected While the subj ect’s body is nearly motionless. 
Optical sensors can detect chest motion When placed on the 
chest of the subject. Motion can be detected for example by 
placing the ?ber so that the motion causes the ?ber to ?ex 
Which interrupts the light propagation through the ?ber. Opti 
cal ?bers can also detect motion When the motion causes a 
variation in the distance of the chest to an infrared emitter/ 
detector. Both methods of using optical ?bers detect respira 
tory motion through monitoring of the absolute chest posi 
tion. Such techniques are advantageous in that they do not 
require electrical leads inside the probe or magnet, but are 
limited because of the need for very careful placement and 
maintenance of the ?ber on or near a speci?c part of the 
subject’s chest. Another method of direct non-NMR detec 
tion of respiratory motion is through the use of a pickup coil. 
Pickup coils generate a signal through electromagnetic induc 
tion in a Wire loop placed on the subject’s chest Within a 
magnetic ?eld. In particular, as shoWn in FIG. 1, a Wire 16 is 
looped around the abdomen of a subject 10 (here a mouse 
used for research) positioned on a patient handling bed (not 
shoWn) in a magnetic bore 12 of an MRI machine to form a 
pickup coil 18. The free ends of Wire 16 are connected to a 
voltage measuring device 20 that is positioned outside of 
magnetic bore 12. When a magnetic ?eld B 14 is applied by 
the MRI machine, the output from voltage measuring device 
20 Will provide a measure of the respiration of subject 10 
When pickup coil 18 is positioned orthogonally to the direc 
tion of the magnetic ?eld. Pickup coils are inexpensive to 
build and easy to use, but in some cases require Wire leads to 
be placed Within the radio frequency (“RF”) coil and gradi 
ents. Prior art systems using pickup coils had leads that intro 
duced RF interference artifacts, posed a potential hazard of 
burns due to mutual inductance Within the RF and/or gradi 
ents, and Were subject to artifacts in the respiratory signal 
during scanning. 

There are also indirect non-NMR based methods that can 
be used to minimize artifacts caused by motion. Many of 
these methods are based on the effects (on the subject and the 
immediate area surrounding the subject) of breathing. One 
such method utilizes a pressure detector on the chest of the 
subject With a pressure sensor outside the RF coil. Examples 
of such detectors are strain gauges, air belloWs, or balloons. 
Although the theory behind these types of sensors is straight 
forWard, they are quite sensitive to temperature variations, 
drifting baselines, and leakage. Also, they are generally not 
amenable to use on small animals. For example, a decrease in 
the heart rate of a mouse of up to 30% has been observed When 
using a pressurized pilloW against its abdomen to detect res 
piration, Which change is undesirable When using mice to 
conduct genetic or drug testing. The temperature and carbon 
dioxide content of exhaled air can also be used to monitor 
respiration, but the response is too sloW for use in small, 
rapidly breathing animals. Another method that takes advan 
tage of the effects of respiration is plethysmography. A 
plethysmograph utilizes an airtight chamber housing the sub 
ject, and uses a remote air?oW sensor to detect motion of the 
subject. Although this type of sensor is quite useful in ani 
mals, it is quite expensive, complex and limits access to the 
animal. It is also highly unlikely, because of the sealed cham 
ber, that such a method Would be used With human subjects. 
Photoplethysmography, can also be used. Photoplethysmog 
raphy detects respiratory and cardiac variations in super?cial 
blood ?oW by infrared light scattering, but is again not ame 
nable to imaging of small animals. 

There are also methods that use certain characteristics of 
the MRI imaging process itself. For example, respiratory 
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ordered phase encoding (ROPE) Which is generally used 
along With a technique (either NMR or non-NMR based) to 
measure respiratory motion, can be used to generate artifact 
free images, but requires specialized hardWare and software, 
not generally available on animal imaging systems, to recon 
struct the data. The data is acquired and processed With a 
mathematical algorithm that uses the respiratory phase signal 
to correct for the simple motion caused by respiration. 
Another method is the measurement of probe Q modulation, 
Which alloWs for the detection of both respiratory and cardiac 
motion but requires special spectrometer hardWare and can be 
prone to errors due to non-respiratory motion of the animal. 
A number of patents have been directed toWards methods 

of reducing image blurring due to motion. For example, U.S. 
Pat. No. 5,035,244 (Stokar), basically discloses an improve 
ment on ROPE. It is a method that measures respiratory 
displacement data and uses that data to set the phase encoding 
gradient in order to minimiZe artifacts caused by motion. The 
important aspect of the invention is the mathematical algo 
rithm that is utiliZed to select the phase encoded gradient 
strengths based on the respiratory displacement data. The 
disadvantages of this method are ?rst, that a standard sensor, 
Which has signi?cant drawbacks, is necessary to obtain the 
respiratory displacement data, and second that it does not 
remedy the effects of cardiac motion. 

U.S. Pat. No. 5,038,785 (Blakely, et al.) discloses a method 
of using electrodes to monitor the cardiac cycle and an expan 
sion belt to monitor the respiratory cycle of a subject being 
imaged. During a MRI scan, noise signals or spikes are super 
imposed on the cardiac cycle signal. A noise spike detector 
detects spikes. Speci?cally, a comparator compares each sig 
nal received from the electrodes With properties of a cardiac 
signal, such as the slope. When the comparator determines 
that a noise signal is being received, it gates a track and hold 
circuit. The track and hold circuit passes the received signal 
except When gated by the comparator. When gated by the 
comparator, the track and hold circuit continues to supply the 
same output amplitude as in the beginning of the gating 
period. A ?lter then smoothes the plateaus in the cardiac 
signal formed as the noise signal signals are removed. 

U.S. Pat. No. 5,427,101 (Sachs, et al.) discloses a method 
of reducing motion artifacts in MRI images through use of an 
algorithm. The method ?rst acquires an initial set of data 
frames that includes a mechanism for indicating a relative 
position of each frame. The positional markers in these data 
frames are then evaluated and those that are deemed position 
ally Worse are reacquired. 

U.S. Pat. No. 5,729,140 (Kruger, et al.) teaches to a method 
for removing artifacts from NMR images by acquiring tWo 
data sets from Which a desired image can be reconstructed, 
calculating the correlation betWeen the tWo data sets to pro 
duce a correlation array, and producing a corrected image 
from the correlation array. 

U.S. Pat. No. 6,073,041 (Hu, et al.) discloses a method for 
the removal of signal ?uctuation due to physiological factors 
such as respiration and cardiac pulsations. The technique 
comprises simultaneous measurement of physiological 
motion during MRI data acquisition. Then in post processing 
steps, imaging data are retrospectively ordered into unit 
physiological cycles, after Which the physiological effects are 
estimated and removed from the MRI data. 

U.S. Pat. No. 6,088,611 (Lauterbur, et al.) teaches to a 
method for obtaining high-resolution snapshot images of 
moving objects in MRI applications through the elimination 
of ghosting and other image artifacts. The method Works by 
estimating motion frequency data, estimating the amplitude 
data for the motion frequency data, interpolating the motion 
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4 
frequency data and the amplitude data to generate snap-shot 
data frames, and generating snap shot images of each snap shot 
data frame. 

U.S. Patent Publication No. US 2001/0183611 A1 (Fish 
bein, et al.) discloses a method for measuring the respiration 
of a subject that uses a small electromagnetic pickup coil 
coupled to a mechanical lever to sense the respiratory and 
cardiac motion of a subject in a MRI scanner. It generates an 
electrical signal that is proportional to the velocity of motion 
Which can be used to synchroniZe the MRI scanner to prevent 
blurring induced by motion during the MRI scan. The appa 
ratus uses a complex mechanical linkage to couple the pickup 
coil to the subject. 

Commercially available sensors, as Well as the methods 
and systems discussed above, are either unreliable, unWork 
able in certain situations, or are too expensive. Therefore, 
there remains a need for a method of detecting respiratory 
motion that is reliable, amenable to different kinds of subjects 
and inexpensive. 

SUMMARY OF THE INVENTION 

In a ?rst embodiment, the present invention is an apparatus 
and method for measuring movement of a portion of the body 
of a subject in a magnetic ?eld, comprising a cradle attached 
around the portion of the body of a subject; a length of Wire 
having a ?rst end and a second end, the length of Wire forming 
a loop in a central portion thereof, the loop connected around 
the cradle and thereby encircling the portion of the body of the 
subject; and a voltage measuring device having a ?rst input 
connected to the ?rst end of the Wire, a second input con 
nected to the second end of the Wire, and an output represent 
ing the respiration of the subject. In a further embodiment, the 
cradle is formed from a thin polycarbonate plastic strip and 
the length of Wire is formed from a high resistance lead. 

In a second embodiment, the present invention is an appa 
ratus and method for measuring movement of a portion of the 
body of a subject and an electrocardiogram of the subject in a 
magnetic ?eld, comprising a ?rst ECG electrode attached to 
the subject; a ?rst ECG lead having a ?rst end connected to the 
?rst ECG electrode and a second end; a second ECG electrode 
attached to the subject; a second ECG lead having a ?rst end 
connected to the second ECG electrode and a second end, the 
second ECG lead forming a loop in a central portion thereof, 
the loop connected around the portion of the body of the 
subject; and a voltage measuring device having a ?rst input 
connected to the second end of the ?rst ECG lead, a second 
input connected to the second end of the second ECG lead and 
an output representing the movement of the portion of the 
body of the subject and the electrocardiogram of the subject. 
Preferably, the second embodiment may further comprise a 
cradle attached around the portion of the body of the subject 
betWeen the loop formed by the second ECG lead and the 
portion of the body of the subject. Preferably, as in the ?rst 
embodiment, the cradle is formed from a thin polycarbonate 
plastic strip. Further, the ECG leads are preferably formed 
from high resistance leads. 

In both embodiments, the voltage measuring device pref 
erably comprises a Faraday shield; tWo RF ?lters mounted in 
the Faraday shield, each of the RF ?lters having an input and 
an output, the inputs of the RF ?lters forming the ?rst input 
and the second input of the voltage measuring device, respec 
tively; a differential ampli?er having tWo inputs and an out 
put, each of the inputs connected to a respective output of one 
of the tWo RF ?lters; a gradient ?lter having an input and an 
output, the input of the gradient ?lter connected to the output 



US 7,5l9,4l3 B1 
5 

of the differential ampli?er, and means for transmitting an 
output signal having an input connected to the output of the 
gradient ?lter and an output. 

BRIEF DESCRIPTION OF THE DRAWINGS 

These and other obj ects and advantages of the invention, as 
Well as the details of the illustrative embodiments, Will be 
more fully understood by reference to the folloWing portion 
of the speci?cation, taken in conjunction With the accompa 
nying draWings, in Which: 

FIG. 1 illustrates the prior art use of a pickup coil. 
FIG. 2 illustrates one aspect of an apparatus in accordance 

With the invention. 
FIG. 3 illustrates another aspect of an apparatus in accor 

dance With the invention. 
FIG. 4 is a schematic draWing of the invention. 

DETAILED DESCRIPTION OF THE PREFERRED 
EMBODIMENTS 

Referring noW to the draWing, and in particular FIG. 2 
thereof, therein illustrated is a ?rst embodiment of the present 
invention Where, like the prior art system of FIG. 1, Wire 16 is 
looped around the abdomen of subj ect 10 in magnetic bore 12 
of an MRI machine to form pickup coil 18 for the measure 
ment of the respiratory motion of subject 10. Here, hoWever, 
Wire 16 is formed from high resistance leads and the free ends 
thereof are connected to a voltage measuring device 24 that is 
positioned Within magnetic bore 12. As discussed in greater 
detail With respect to FIG. 4, voltage measuring device 24 
detects the voltage generated by pickup coil 18 When mag 
netic ?eld B 14 is applied by the MRI machine and, prefer 
ably, converts that voltage to an optical signal for transmis 
sion through a ?ber optic cable 26 to equipment outside the 
magnetic bore for further processing. As one of skill in the art 
Will readily recogniZe, other types of signals may be used to 
transmit the signal from voltage measuring device 24. To 
improve the coupling of pickup coil 18 to the abdomen of 
subject 10, a cradle 22 is ?rst positioned around subject 10, 
and pickup coil 18 is positioned around cradle 22. Cradle 22 
is preferably made by ther'moforming thin (i.e., approxi 
mately 0.010" thick) polycarbonate plastic strips in a cylin 
drical shape to conform to the abdomen of subj ect 10. Pickup 
coil 18 can be attached to cradle 22 by any number of means 
including, but not limited to, plastic tape. Cradle 22 and 
pickup coil 18 can be opened and placed around the abdomen 
of subject 10. The spring tension of cradle 22 should be light 
enough to not impede abdominal motion of subject 10, but 
strong enough for cradle 22 to open and close With the abdo 
men as the subject breathes. Cradle 22 can be made in various 
siZes to accommodate mammals of different siZes. 

Referring noW to FIG. 3, a second embodiment of the 
present invention is illustrated, Where the loop formed by Wire 
16 ofFIG. 2 is replaced by tWo ECG lead Wires 28 and 30 and 
the tissue of subject 10. In particular, subject 10 is shoWn 
Within the magnetic bore 12 of an MRI machine. TWo con 
ventional ECG electrodes 32 and 34 are connected in a con 
ventional manner to the body of subject 10. A ?rst ECG lead 
Wire 30 is connected betWeen ECG electrode 32 and a ?rst 
connection to voltage measuring device 24. A second ECG 
lead Wire 28 is connected betWeen ECG electrode 34 and a 
second connection to voltage measuring device 24 and a 
portion thereof is used to form pickup coil 18 around the 
abdomen of subject 10. Cradle 22 may be optionally used 
betWeen pickup coil 18, formed by a portion of ECG lead Wire 
28, and the body of subject 10 to improve the coupling of 
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6 
pickup coil 18 to the body of subject 10, as With the ?rst 
embodiment. ECG electrodes 32 and 34 are conventional and, 
as one of ordinary skill Will readily recogniZe, can be any one 
of several types presently available, including but not limited 
to such electrodes as subdermal EEG needle electrodes from 
Nicolet Biomedical or gold-plated surface electrodes from 
Grass-Telefactor. Lead Wires 28 and 30 should be as short as 
possible and preferably tWisted Where practical betWeen mea 
suring device 24 and subject 10 and ?exible along the length 
attached to cradle 18. The output signal from measuring 
device 24 is preferably transmitted aWay from magnet bore 12 
by ?ber optic cable to other equipment outside magnet bore 
12 for further processing, but, as one of ordinary skill Will 
readily recogniZe, the signal transmitted from voltage mea 
suring device 24 inside magnet bore 12 to equipment outside 
of bore 12 can be done by various other techniques. 

In operation, When a magnetic ?eld B 14 is applied, the 
electrode leadWire arrangement in FIG. 3 results in a mea 
sured voltage Waveform Which consists of an electrocardio 
gram of subject 10 and a respiration signal of subject 10 
superimposed upon the electrocardiogram. The respiration 
signal results from movement of pickup coil 18 in the pres 
ence of magnetic ?eld B 14. The siZe of the superimposed 
respiration signal is proportional to the length of Wire forming 
pickup coil 18 and the strength of the magnetic ?eld. For a 
typical magnetic ?eld strength of 4.7 T, the leadWire arrange 
ment as shoWn in FIG. 3 Will result in a respiration Waveform 
on the order of approximately 0.5 mV. 

It can be advantageous to extract the respiration signal 
from the measured Waveform to alloW ease in detecting the 
respiratory event for determining respiration rate and for the 
generation of a respiratory gate signal. In the presence of a 
strong magnetic ?eld, the electrocardiogram Waveform often 
has a contribution from blood How and from pulsed gradients. 
In the case of a cardiac gated pulse sequence, the R-Wave (i.e., 
the neurological signal causing the heart to beat)) can be 
detected and a gate signal can be sent to the MRI system to 
activate data collection and gradient activity, since the heart 
starts to beat and blood begins to How about 3 ms after the 
occurrence of the R-Wave. In this case, signal contributions to 
the ECG from gradients and from ?oWing blood are both 
synchronous With the R-Wave. Blood ?oWing in a strong 
magnetic ?eld Will generate ?oW artifacts in the ECG Which 
are synchronous With the R-Wave. Similarly, the gradient 
activity started by the R-Wave gate is synchronous With the 
R-Wave. The signals synchronous With the R-Wave can be 
removed by a number of means knoWn to those of skill in the 
art. One method that can be used is an averaging algorithm 
that computes the average Waveform folloWing R detection 
for the last several R-Waves, e.g., the last ten R-Waves, and 
continuously subtracts the average from the superimposed 
Wave to obtain the respiration signal. 
As described above, pickup coil 18 generates an electrical 

voltage signal When subject 10 breathes, due to the expansion 
of the torso during respiration, since such movement is 
orthogonal to the direction of magnetic ?eld B 14. The mag 
nitude of the electrical signal produced by the pickup coil 18 
is determined in part by the siZe and con?guration of pickup 
coil 18. In the preferred embodiment, pickup coil 18 is made 
by Winding a Wire into a single loop. HoWever, as one of 
ordinary skill Will readily recogniZe, as more loops are added 
to pickup coil 18, the signal that Will be produced Will 
increase When magnetic ?eld B 14 is applied. Theoretically, 
pickup coil 18 may be characterized by the radius r of the 
circular area of the loop. HoWever, a spiral coil can also be 
characterized by its radius, r, Without introducing substantial 
error. Pickup coil 28 can comprise any nonmagnetic conduc 
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tive material. For example, copper, silver, aluminum or the 
like. Preferably, pickup coil 18 is formed from copper Wire. 

Referring noW to FIG. 4, tWo connections are provided by 
voltage measuring device 24 for lead Wires 30 and 28 (or for 
each end of Wire 16 of FIG. 2) through RF ?lters 32. Lead 
Wires 30 and 28 are preferably short high resistance leads 50, 
With a preferred lead length of approximately 12" to minimize 
RF heating, to minimiZe induced spikes from sWitch gradi 
ents, to alloW ?exibility in electrode placement, and to alloW 
voltage measuring device 24 to be optimally placed to avoid 
MRI image interference. Of course, as one of skill in the art 
Will recogniZe, lead 28 must be longer than lead 30 to alloW 
for the loop surrounding subject 10. Faraday shield 40 sur 
rounds voltage measuring device 24 With RF ?lters 32 at the 
input port of Faraday shield 40. RF ?lters 32 and Faraday 
shield 40 prevent RF pulses, generated by the MRI tunnel and 
picked up by leads 28 and 30, from entering. RF ?lters 32 also 
prevent inference to the MRI signal from pulses generated in 
voltage measuring device 24. It is preferable for RF ?lters 32 
to provide attenuation in excess of 50 dB at a frequency of 8.5 
MHZ and 70 dB at 85 MHZ. One example of an RF ?lter for 
use With this invention Would have a cutoff frequency of 16 
kHZ and an attenuation of 20 dB per decade of frequency. The 
use of Faraday shield 40 alloWs the placement of voltage 
measuring device 24 in close proximity of subject 10, alloW 
ing optimal positioning of voltage measuring device 24 and 
electrodes 32 and 34 separately thus reducing voltage and 
motion artifacts from affecting the ECG, respiration and MRI 
readings and preventing interference With the MRI imaging. 
Alternatively, a single RF ?lter 32 could be used, for example 
having its input connected to ECG lead 28, and the second 
ECG lead, e.g., ECG lead 30 could be connected directly to 
Faraday shield 40. In this case, one input of differential ampli 
?er 34 Would be connected to the output of single RF ?lter 32, 
and the second input of differential ampli?er 34 Would be 
connected to Faraday shield 40. 

The output of RF ?lters 32 are input to a Wide band (e.g. 0.1 
HZ to 20 kHZ), loW gain differential ampli?er 34. In the ?rst 
embodiment, the output of ampli?er 34 is an ampli?ed ver 
sion of the signal generated by pickup coil 18 Which repre 
sents the respiration of subject 10. In the second embodiment, 
the output of ampli?er 34 is an ampli?ed version of ECG 
signals from leads 28 and 32 combined With a signal repre 
senting the respiration of subj ect 10. Optionally, the output of 
ampli?er 34 could be supplied to a second ampli?er, e.g., a 
Wide band single ended ampli?er, inserted prior to sleW rate 
?lter 36 if the gain of ampli?er 34 proves to be less than 
optimal. The ampli?ed signal, either the output of ampli?er 
34 or the optional Wide band ampli?er not shoWn, is applied 
to a gradient ?lter, e.g., sleW rate ?lter 36, Which suppresses 
voltage spikes from gradient pulses picked up by electrode 
leads 28 and 30. Preferably, a fast recovery sleW rate ?lter is 
used Which does not saturate With large induced spikes. It is 
preferable to set sleW rate ?lter 36 to attenuate spikes With a 
sleW rate greater than approximately 50 mv/msec. As one of 
ordinary skill Will readily recogniZe, other types of gradient 
?lters may be substituted for sleW rate ?lter 32. The signal is 
then input to ?ber optic transmitter 38 for conversion from an 
electrical signal to an optical signal. 

The optical signal from ?ber optic transmitter 38, modu 
lated by the cardiac signal (second embodiment only) and the 
respiration signal (both embodiments), is transmitted from 
the voltage measuring device 24 and the MRI tunnel on ?ber 
optic cable 26 to a ?ber optic receiver for conversion back to 
an electrical signal. Both the cardiac portion of the received 
signal and the respiration portion of the received signal are 
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8 
then processed for display and the generation of gating sig 
nals, as understood by those of skill in the art. 

The embodiments of the present invention have been 
shoWn for use in measuring the motion of the abdomen of a 
subject as a Way to measure the respiration of the subject. 
HoWever, as one of ordinary skill Will readily recogniZe, the 
present invention has broad applications for the measurement 
of any kind of movement in a strong magnetic ?eld. For 
example, eye movement can be detected if the pickup coil is 
coupled to the eyelid. Another example is speci?c muscle 
movement. If it is desired to track the movement of a particu 
lar muscle, the pickup coil can be looped around that muscle. 
Thus, so long as the pickup coil is looped around any portion 
of the body of the subject, movement of that portion of the 
body of the subject can be detected. 

Although the present invention has been shoWn and 
described With respect to preferred embodiments, various 
changes and modi?cations Which are obvious to a person 
skilled in the art of Which the invention pertains are deemed to 
lie Within the spirit and scope of the invention. Thus numer 
ous changes and modi?cations can be made While staying 
Within the scope of the invention Which is set forth in the 
appended claims. 
We claim: 
1. An apparatus for producing a signal representing both 

the motion of an exterior portion of the body of a patient in a 
magnetic ?eld and an electrocardiogram of the patient in the 
magnetic ?eld, comprising: 

?rst and second ECG electrodes adapted to be attached to 
a patient positioned in said magnetic ?eld; 

?rst and second ECG leads connected respectively to said 
?rst and second electrodes, said ?rst ECG lead adapted 
to form a loop around at least part of said exteriorportion 
of the body of said patient; 

a voltage measuring device having an input coupled to said 
ECG leads and producing an output signal having a ?rst 
component induced by said magnetic ?eld in the ?rst 
ECG lead and representative of the motion of the exte 
rior portion of the body of said patient and a second 
component representative of the electrocardiogram of 
said patient; and 

circuits responsive to said output signal for generating an 
ECG signal for display and a separate gating signal 
representative of the motion of the exterior portion of the 
body of said patient. 

2. The apparatus of claim 1, further comprising a cradle 
adapted to be coupled around at least part of said portion of 
the body of said patient and coupled to said one of said ECG 
leads enclosing at least part of said portion of the body of said 
patient. 

3. The apparatus of claim 2, Wherein said cradle is formed 
from a thin polycarbonate plastic strip. 

4. The apparatus of claim 1, Wherein said ECG leads are 
formed from high resistance leads. 

5. The apparatus of claim 1, Wherein said voltage measur 
ing device comprises: 

a Faraday shield forming an enclosure; 
tWo RF ?lters mounted in said Faraday shield, each of said 
RF ?lters having an input coupled to a respective one of 
said ECG leads and an output; 

a differential ampli?er mounted Within said enclosure and 
having tWo inputs and an output, each of said inputs 
coupled to a respective output of one of said tWo RF 
?lters; 

a gradient ?lter mounted Within said enclosure and having 
an input and an output, said input of said gradient ?lter 
coupled to said output of said differential ampli?er, and 
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a transmitter mounted Within said enclosure and having an 
input coupled to said output of said gradient ?lter and an 
output representative of the motion of said portion of the 
body of said patient. 

6. The apparatus of claim 1, Wherein said voltage measur 
ing device comprises: 

a Faraday shield forming an enclosure and coupled to a ?rst 
one of said ECG leads; 

an RF ?lter mounted in said Faraday shield having an input 
coupled to a second one of said ECG leads and an output; 

a differential ampli?er mounted Within said enclosure and 
having tWo inputs and an output, one of said inputs 
coupled to said output of said RF ?lter and the other of 
said inputs connected to said Faraday shield; 

a gradient ?lter mounted Within said enclosure and having 
an input and an output, said input of said gradient ?lter 
coupled to said output of said differential ampli?er, and 

a transmitter mounted Within said enclosure and having an 
input coupled to said output of said gradient ?lter and an 
output representative of the motion of said portion of the 
body of said patient. 

7. A method of producing a signal representative of the 
motion of a portion of the body of a patient in a magnetic ?eld 
and an electrocardiogram of the patient in the magnetic ?eld, 
comprising: 

attaching ?rst and second ECG electrodes and ECG leads 
to the patient; 

positioning at least one ECG lead to form a loop around at 
least part of said exterior portion of the body of the 
patient; 

producing an output signal having a ?rst component 
induced by said magnetic ?eld in said at least one ECG 
lead and representative of the motion of the exterior 
portion of the body of the patient and a second compo 
nent representative of the electrocardiogram of the 
patient; 

generating an ECG signal for display from said output 
signal; and 

generating a gating signal representative of the motion of 
the exterior portion of the body of the patient from said 
output signal. 

8. The method of claim 7, further comprising the step of 
positioning a cradle attached around at least part of the por 
tion of the body of the patient, said cradle coupled to said 
second ECG lead. 
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9. The method of claim 8, Wherein said cradle is formed 

from a thin polycarbonate plastic strip. 
10. The method of claim 7, Wherein said ?rst ECG lead and 

said second ECG lead are formed from high resistance leads. 
11. An apparatus for measuring motion of an exterior por 

tion of the body of a patient in a magnetic ?eld, comprising: 
means for detecting motion of the exterior portion of the 

body of said patient in the presence of said magnetic 
?eld; 

a voltage measuring device connected to said detecting 
means and having an output signal induced by the inter 
action of the motion of the exterior portion of the body of 
the patient and said magnetic ?eld and representative of 
the motion of the exterior portion of the body of the 
patient; and 

means responsive to said output signal for generating a 
gating signal representative of the motion of the exterior 
portion of the body of said patient, 

said means for detecting motion of the exterior portion of 
the body of the patient comprising ?rst and second ECG 
electrodes adapted for attachment to the patient and ?rst 
and second ECG leads connected respectively to said 
?rst aid second electrodes, one of said ECG leads 
adapted for forming a loop around at least part of the 
exterior portion of the body of the patient. 

12. An apparatus for measuring respiration of a patient 
positioned in a magnetic ?eld, comprising: 

?rst and second ECG electrodes adapted to be attached to 
the patient positioned in a magnetic ?eld; 

?rst and second ECG leads adapted to be connected respec 
tively to said ?rst and second electrodes, at least one of 
said ECG leads forming a loop around at least part of the 
exterior portion of the body of the patient; 

a voltage measuring device connected to ?rst and second 
ECG leads and having an output signal having a ?rst 
component induced by the motion of said at least one 
ECG lead in said magnetic ?eld and representative of the 
respiration of the patient and a second component rep 
resentative of the electrocardiogram of the patient; 

means for generating an ECG signal for display from said 
output signal from said voltage measuring device; and 

means for generating a gating signal representative of the 
respiration of said patient from said output signal from 
said voltage measuring device. 

* * * * * 


