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SYSTEM AND METHOD FOR MANAGING 
MULTIPLE APPLICATION SERVER 

CLUSTERS USINGA HIERARCHICAL DATA 
OBJECT AND A MULTI-PARAMETER 

REPRESENTATION FOR EACH 
CONFIGURATION PROPERTY 

BACKGROUND 

1. Field of the Invention 
This invention relates generally to the ?eld of data process 

ing systems. More particularly, the invention relates to a 
system and method for managing con?guration data for a 
plurality of server nodes. 

2. Description of the Related Art 
Traditional client-server systems employ a tWo-tiered 

architecture such as that illustrated in FIG. 1a. Applications 
102 executed on the client side 100 of the tWo-tiered archi 
tecture are comprised of a monolithic set of program code 
including a graphical user interface component, presentation 
logic, business logic and a netWork interface that enables the 
client 100 to communicate over a netWork 103 With one or 
more servers 101. A database 104 maintained on the server 

101 provides non-volatile storage for the data accessed and/or 
processed by the application 102. 
As is knoWn in the art, the “business logic” component of 

the application represents the core of the application, i.e., the 
rules governing the underlying business process (or other 
functionality) provided by the application. The “presentation 
logic” describes the speci?c manner in Which the results of 
the business logic are formatted for display on the user inter 
face. The “database” 104 includes data access logic used by 
the business logic to store and retrieve data. 

The limitations of the tWo-tiered architecture illustrated in 
FIG. 1a become apparent When employed Within a large 
enterprise. For example, installing and maintaining up-to 
date client-side applications on a large number of different 
clients is a dif?cult task, even With the aid of automated 
administration tools. Moreover, a tight coupling of business 
logic, presentation logic and the user interface logic makes 
the client-side code very brittle. Changing the client-side user 
interface of such applications is extremely hard Without 
breaking the business logic, and vice versa. This problem is 
aggravated by the fact that, in a dynamic enterprise environ 
ment, the business logic may be changed frequently in 
response to changing business rules. Accordingly, the tWo 
tiered architecture is an inef?cient solution for enterprise 
systems. 

In response to limitations associated With the tWo-tiered 
client- server architecture, a multi-tiered architecture has been 
developed, as illustrated in FIG. 1b. In the multi-tiered sys 
tem, the presentation logic 121, business logic 122 and data 
base 123 are logically separated from the user interface 120 of 
the application. These layers are moved off of the client 125 
to one or more dedicated servers on the netWork 103. For 

example, the presentation logic 121, the business logic 122, 
and the database 123 may each be maintained on separate 
servers, 126, 127 and 128, respectively. 

This separation of logic components and the user interface 
provides a more ?exible and scalable architecture compared 
to that provided by the tWo-tier model. For example, the 
separation ensures that all clients 125 share a single imple 
mentation of business logic 122. If business rules change, 
changing the current implementation of business logic 122 to 
a neW version may not require updating any client-side pro 
gram code. In addition, presentation logic 121 may be pro 
vided Which generates code for a variety of different user 
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2 
interfaces 120, Which may be standard broWsers such as Inter 
net Explorer® or Netscape Navigator®. 
The multi-tiered architecture illustrated in FIG. 1b may be 

implemented using a variety of different application tech 
nologies at each of the layers of the multi-tier architecture, 
including those based on the Java 2 Enterprise EditionTM 
(“J2EE”) standard, the Microsoft .NET standard and/or the 
Advanced Business Application Programming (“ABAP”) 
standard developed by SAP AG. For example, in a J2EE 
environment, the business layer 122, Which handles the core 
business logic of the application, is comprised of Enterprise 
Java Bean (“EJB”) components With support for EJ B contain 
ers. Within a J 2EE environment, the presentation layer 121 is 
responsible for generating servlets and Java Server Pages 
(“JSP”) interpretable by different types of broWsers at the 
user interface layer 120. 

Although the multi-tiered system illustrated in FIG. 1b 
provides a more ?exible and scalable architecture, it also 
results in signi?cant additional complexity. For example, 
managing multiple clusters of presentation layer servers, 
business layer servers and databases, and the dependencies 
betWeen them requires a signi?cant amount of netWork 
administration overhead. Accordingly, neW techniques Which 
simplify the startup and management of multi-tiered enter 
prise systems are desirable. 

SUMMARY 

A system and method are described for managing a plural 
ity of server nodes. In one embodiment, the server nodes are 
organiZed as “instances.” Each instance includes a group of 
redundant server processes (e.g., J2EE server nodes) and a 
dispatcher process (e.g., a J 2EE dispatcher node) for distrib 
uting service requests to one or more of the server nodes. In 
addition, a central message passing architecture is de?ned 
Which alloWs the various instances to communicate With one 
another. In one embodiment, a hierarchical con?guration data 
object is stored Within a database and is centrally accessible 
by all of the servers from all of the instances. The hierarchical 
con?guration data object organiZes con?guration data and 
binary data in a logical hierarchy Which simpli?es server node 
management in an enterprise netWork. At the bottom of the 
logical hierarchy, con?guration parameters are stored Within 
a property sheet data structure. Each con?guration parameter 
is represented Within the property sheet data structure by a 
property name, a default parameter and a custom parameter. 
Even When a custom con?guration parameter is entered in the 
property sheet, the default parameter is preserved. 

BRIEF DESCRIPTION OF THE DRAWINGS 

A better understanding of the present invention can be 
obtained from the folloWing detailed description in conjunc 
tion With the folloWing draWings, in Which: 

FIG. 1a illustrates a traditional tWo -tier client- server archi 
tecture. 

FIG. 1b illustrates a prior art multi-tier client-server archi 
tecture. 

FIG. 2 illustrates a server node system architecture accord 
ing to one embodiment of the invention. 

FIG. 3 illustrates a server node system architecture Which 
employs a con?guration data caching. 

FIG. 4 illustrates a method for synchronizing con?guration 
data according to one embodiment of the invention. 

FIG. 5 illustrates a hierarchical representation of con?gu 
ration data employed in one embodiment of the invention. 
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FIG. 6 illustrates a plurality of property sheet data object 
employed Within a con?guration hierarchy according to one 
embodiment of the invention. 

FIGS. 7a-c illustrate one embodiment of a property sheet 
Which retains a default value for each parameter even When a 
custom value is entered. 

FIG. 8 illustrates a method for starting up one or more 
instances according to one embodiment of the invention. 

FIG. 9 illustrates one embodiment of a star‘tup framework 
for implementing the method illustrated in FIG. 8. 

DETAILED DESCRIPTION OF PREFERRED 
EMBODIMENTS 

Described beloW is a system and method for managing 
multiple server node clusters using a central database 
arrangement. Throughout the description, for the purposes of 
explanation, numerous speci?c details are set forth in order to 
provide a thorough understanding of the present invention. It 
Will be apparent, hoWever, to one skilled in the art that the 
present invention may be practiced Without some of these 
speci?c details. In other instances, Well-knoWn structures and 
devices are shoWn in block diagram form to avoid obscuring 
the underlying principles of the present invention. 

Embodiments of the Invention 

A system architecture according to one embodiment of the 
invention is illustrated in FIG. 2. The architecture includes a 
central services instance 200 and a plurality of application 
server instances 210, 220. As used herein, the application 
server instances, 210 and 220, each include a group of server 
nodes 214, 216, 218 and 224, 226, 228, respectively, and a 
dispatcher, 212, 222, respectively. The central services 
instance 200 includes a locking service 202 and a messaging 
service 204 (described beloW). The combination of all of the 
application instances 210, 220 and the central services 
instance 200 is referred to herein as a “cluster.” Although the 
folloWing description Will focus solely on instance 210 for the 
purpose of explanation, the same principles apply to other 
instances such as instance 220. 

The server nodes 214, 216, 218 Within instance 210 pro 
vide the business and/or presentation logic for the netWork 
applications supported by the system. Each of the server 
nodes 214, 216, 218 Within a particular instance 210 may be 
con?gured With a redundant set of application logic and asso 
ciated data. In one embodiment, the dispatcher 210 distrib 
utes service requests from clients to one or more of the server 
nodes 214, 216, 218 based on the load on each ofthe servers. 
For example, in one embodiment, the dispatcher 210 imple 
ments a round-robin policy of distributing service requests. 

The server nodes 214, 216, 218 may be Java 2 Enterprise 
Edition (“J2EE”) server nodes Which support Enterprise Java 
Bean (“EJB”) components and EJB containers (at the busi 
ness layer) and Servlets and Java Server Pages (“J SP”) (at the 
presentation layer). Of course, the embodiments of the inven 
tion described herein may be implemented in the context of 
various different softWare platforms including, by Way of 
example, Microsoft .NET platforms and/or the Advanced 
Business Application Programming (“ABAP”) platforms 
developed by SAP AG, the assignee of the present applica 
tion. 

In one embodiment, communication and synchronization 
betWeen each of the instances 210, 220 is enabled via the 
central services instance 200. As illustrated in FIG. 2, the 
central services instance 200 includes a messaging service 
204 and a locking service 202. The message service 204 
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4 
alloWs each of the servers Within each of the instances to 
communicate With one another via a message passing proto 
col. For example, messages from one server may be broadcast 
to all other servers Within the cluster via the messaging ser 
vice 204 (e.g., such as the cache con?guration messages 
described beloW). Alternatively, messages may be addressed 
directly to speci?c servers Within the cluster (i.e., rather than 
being broadcast to all servers). 

In one embodiment, the locking service 202 disables 
access to (i.e., locks) certain speci?ed portions of con?gura 
tion data and/or program code stored Within a central data 
base 230. The locking manager locks data on behalf of vari 
ous system components Which need to synchroniZe access to 
speci?c types of data and program code (e.g., such as the 
con?guration managers 244, 254 illustrated in FIG. 2). As 
described in detail beloW, the locking service enables a dis 
tributed caching architecture for caching copies of server/ 
dispatcher con?guration data. 

In one embodiment, the messaging service 204 and the 
locking service 202 are each implemented on dedicated serv 
ers. HoWever, the messaging service 204 and the locking 
service 202 may be implemented on a single server or across 
multiple servers While still complying With the underlying 
principles of the invention. 
As illustrated in FIG. 2, each server node (e.g., 218, 228) 

includes a lock manager 240, 250 for communicating With the 
locking service 202; a cluster manager 242, 252 for commu 
nicating With the messaging service 204; and a con?guration 
manager 244, 254 for communicating With a central database 
230 (e.g., to store/retrieve con?guration data as described 
herein). Although the lock manager 240, 250, cluster manager 
242, 252 and con?guration manager 244, 254 are illustrated 
only With respect to server nodes 218 and 228 in FIG. 2, each 
of the server nodes 214, 216, 224 and 226 and/or on the 
dispatchers 212, 222 may be equipped With equivalent lock 
managers, cluster managers and con?guration managers 
While still complying With the underlying principles of the 
invention. 

One Embodiment of a Hierarchical Con?guration 
Data Object 

Referring noW to FIG. 3, in one embodiment, con?guration 
data 320 de?ning the con?guration of the central services 
instance 200 and/ or the server nodes and dispatchers Within 
instances 210 and 220, is stored Within the central database 
230. By Way of example, the con?guration data may include 
an indication of the kernel, applications and libraries required 
by each dispatcher and server; netWork information related to 
each dispatcher and server (e.g., address/port number); an 
indication of the binaries required during the boot process for 
each dispatcher and server, parameters de?ning the softWare 
and/or hardWare con?guration of each dispatcher and server 
(e.g., de?ning cache siZe, memory allocation, . . . etc), and 
various other types of information related to the cluster. It 
should be noted, hoWever, that the underlying principles of 
the invention are not limited to any particular set of con?gu 
ration data. 

In one embodiment of the invention, to improve the speed 
at Which the various servers and dispatchers access the con 
?guration data, the con?guration managers 244, 254 cache 
con?guration data locally Within con?guration caches 300, 
301. As such, to ensure that the con?guration data Within the 
con?guration caches 300, 301 remains up-to-date, the con 
?guration managers 244, 254 implement cache synchroniza 
tion policies, as described herein. 
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One embodiment of a method for synchronizing con?gu 
ration data across each of the application server instances 
210, 220 and the central services instance 200 is illustrated in 
FIG. 4. It is assumed initially that certain portions of the 
con?guration data from the central database is cached locally 
Within con?guration cache 300 and con?guration cache 301. 

At 400 (FIG. 4), a user or netWork administrator attempts to 
modify the con?guration data stored Within con?guration 
cache 300 on server node 228. In response, the con?guration 
manager 254 attempts to acquire a lock on the relevant por 
tions of the con?guration data by transmitting a lock request 
to the locking service 202. If the con?guration data is not 
being currently modi?ed by another transaction, then the 
locking service locks the con?guration data on behalf of the 
con?guration manager 254. Once locked, the con?guration 
managers 244 of other server nodes 218 Will not be permitted 
to access or acquire a lock on the con?guration data. 

At 402, the con?guration data Within the con?guration 
cache 300 of server node 228 is modi?ed. At 404, the cluster 
manager 252 broadcasts an indication of the modi?ed data to 
the cluster manager 242 on server node 218 and the cluster 
manager of other server nodes (i.e., via the messaging service 
204). At 406, the modi?cations to the con?guration data are 
committed to the central database 230. In one embodiment, 
the modi?cations to the con?guration data are registered 
Within a hierarchical con?guration data object 500, described 
beloW With respect to FIG. 5. 

At 408, the cluster manager 252 noti?es the cluster man 
ager 242 on server node 218 and the cluster managers of other 
server nodes of the central database update. In response, the 
con?guration manager 244 invalidates the modi?ed con?gu 
ration data from its cache 301 and, at 412, loads the neW 
con?guration data from the central database 230. In one 
embodiment, the con?guration manager 244 only doWnloads 
the portion of the con?guration data Which has been modi?ed 
(i.e., rather than the entire set of con?guration data). To deter 
mine Whether it needs to update its con?guration data, the 
con?guration manager 244 compares the version of its con 
?guration data With the version of the con?guration data 
stored the central database. For example, in one embodiment, 
it compares an index of the data stored locally on the server/ 
dispatcher and the hierarchical con?guration data object 
illustrated in FIG. 5 to determine Whether the con?guration 
data at the server/dispatcher is out-of-date. 

The method set forth in FIG. 4 may be rearranged in a 
variety of Ways While still complying With the underlying 
principles of the invention. For example, in one embodiment, 
the con?guration manager 244 may delete the con?guration 
data Within its cache 301 as soon as the indication of the 
modi?cation is transmitted at 404. Similarly, the locking ser 
vice 202 may release the lock on the con?guration data as 
soon as the changes to the con?guration data are committed to 
the central database at 406. Various other reorganiZations of 
the method elements from FIG. 4 are also contemplated 
Within the scope of the present invention. 
As illustrated in FIG. 5, in one embodiment, a hierarchical 

data object 500 stored Within the central database 230 is used 
to manage the various different types of con?guration data 
employed Within the cluster. At the root of the hierarchy is the 
“cluster data” object 501. In one embodiment, the cluster data 
object 501 includes tWo primary sub-con?guration objects: a 
“global settings” object 510 and an “instance settings” object 
520. As suggested by its name, the global settings object 510 
contains, Within its logical hierarchy, global con?guration 
data associated With all servers in the cluster (e.g., all server 
node, dispatchers, and servers Within the central services 
instance 200). Conversely, the instance settings object 520 
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6 
contains server-speci?c con?guration data (i.e., speci?c to 
each individual instances, dispatchers and servers). 

In one embodiment, multiple sub-con?guration objects are 
provided beneath the global settings object 510, for example, 
a “bootstrap” object 512; a “dispatchers” object 515 and a 
“servers” object 518. The bootstrap object 512 contains data 
associated With the cluster startup or “boot” process. Speci? 
cally, in one embodiment, the bootstrap object 512 contains a 
“binaries” object 513, Which contains an indication of the 
binaries (i.e., program code) required during the boot process, 
and a “con?guration” object 514 containing parameters asso 
ciated With the boot process. By Way of example, and not 
limitation, in a Java implementation, the binaries indicated 
Within the binaries object 513 may identify the program code 
required for starting the Java virtual machine and the con?gu 
ration object 514 may include the parameters to be used When 
initialiZing the virtual machine. 
The “dispatchers” object 515 includes a “binaries” object 

516 identifying the common binaries required by each of the 
dispatchers Within the cluster, and a “con?guration” object 
517 identifying the common parameters associated With all of 
the dispatchers in the cluster. Similarly, the “servers” object 
518 includes a “binaries” con?guration object 519 identify 
ing the common binaries required by each of the server nodes 
Within the cluster, and a con?guration object 511 identifying 
the common parameters associated With each of the server 
nodes Within the cluster. 
As mentioned above, the “instance settings” object 520 

contains server/instance-speci?c con?guration settings. In 
one embodiment, a plurality of “instance” sub-con?guration 
objects, such as sub-con?guration objects 522, 532, and 542, 
are listed under the instance settings object 520, each of 
Which identify a particular instance Within the cluster. By Way 
of example, the “Instance 01” object 522 illustrated in FIG. 5 
includes an “instance globals” object 524 and an “individual 
servers” object 527. The instance globals object 524 identi?es 
binaries and settings Which apply to all dispatchers 525 and/ 
or servers 526 Within the speci?ed instance (“Instance 01”). 
By contrast, the “individual servers” object 527 identi?es the 
server layout of each instance and contains server-speci?c 
settings for each dispatcher 528 and server 529, 530 Within 
the speci?ed instance. For example, the “individual servers” 
object 527 de?nes the number of servers Within the instance 
and identi?es each server and dispatcher With a unique net 
Work ID and netWork port (i.e., for communicating With the 
server/dispatcher). 

Moreover, in one embodiment, the various “con?guration” 
objects and “binaries” objects described herein may be fur 
ther sub-divided into sub-con?guration objects de?ning spe 
ci?c types of con?guration parameters and binaries. For 
example, the “binaries” objects may include sub-con?gura 
tion objects for the OS libraries (e.g., Java class?le libraries) 
and application-speci?c libraries required on each server. 
Similarly, the “con?guration” objects may include sub-con 
?guration objects Which logically subdivide the con?guration 
parameters into logical categories. By Way of example, and 
not limitation, FIG. 6 illustrates one embodiment in Which a 
“con?guration” object 601 includes sub-con?guration 
objects for interfaces 602, kernel 603 and services 604. In a 
Java environment, for example, the kernel of the J2EE Engine 
forms the bases for all services. It implements resource man 
agement (e.g., Thread management, Class loading Strategy, 
Con?guration Management Framework, . . . etc) on top of the 
Java Virtual Machine. Part of the kernel con?guration may 
also include con?guration of the underlying Java VM. In one 
embodiment, services 604 include those services de?ned by 
the Java 2 Enterprise Edition (J2EE) standard as Well as 
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additional proprietary services, and the interfaces 602 allow 
various J2EE components to communicate With one another. 

One Embodiment of a Property Sheet 

The kernel object 603 and services object 604 illustrated in 
FIG. 6 each include a plurality of “property sheet” objects 610 
and 620, respectively, positioned at the bottom of the con 
?guration hierarchy. The property sheet objects 610, 620 
contain the underlying con?guration parameters/arguments 
used for each server/dispatcher Within the cluster. Speci? 
cally, in one embodiment, each property sheet comprises a 
plurality of name-value pairs representing a name and respec 
tive value (or set of values) for each parameter. 

In one embodiment of the invention, each parameter name 
Within the property sheet is associated With a default value 
and (potentially) a custom value. FIG. 7a illustrates an exem 
plary vieW of a property sheet 700 Which includes a name 
column 701 containing a list of parameter names, a value 
column 702 containing the current value associated With each 
of the parameter names and a column containing “custom” 
check-boxes 703 Which indicate Whether the current value of 
each parameter is the default value or a custom value. 

In one embodiment, in response to a user selecting one of 
the check-boxes 703, a data entry WindoW 710 such as that 
illustrated in FIG. 7b is generated. The WindoW 710 includes 
a ?eld for the parameter name 711, a ?eld for the data type of 
the parameter 712 (e.g., integer, string, . . . etc), a ?eld con 
taining the default value of the parameter 713, and a “custom” 
?eld 714 into Which a custom parameter value may be entered 
by an end user. 

As illustrated in FIG. 70, if a custom value is entered in the 
custom value ?eld 714, a check mark 720 appears in the roW 
associated With the parameter value. Even When a custom 
value is entered, hoWever, in one embodiment of the inven 
tion, the default value associated With the parameter is alWays 
preserved. As such, if an end user modi?es a particular value 
Within a particular con?guration object, the default value can 
alWays be recovered (e.g., for troubleshooting purposes). 

Using a central, hierarchical con?guration object for man 
aging con?guration data as described above is bene?cial in a 
variety of circumstances. For example, the con?guration 
manager 244, 254 on each server may determine Whether to 
invalidate a particular set of con?guration data Which has 
been modi?ed Within the cache of another server based on the 
location of the con?guration data Within the hierarchy. If the 
con?guration data is located Within the “global settings” 
object, for example, then the con?guration manager may 
invalidate the data (i.e., because it applies to every server 
Within the cluster). By contrast, if the con?guration data is 
located Within the “individual servers” object, then the con 
?guration manager may skip invalidation of the data (i.e., 
because it only applies to a speci?c server Within a speci?c 
instance). Of course, the hierarchical representation may be 
used for a variety of different netWork management applica 
tions While still complying With the underlying principles of 
the invention. 

One Embodiment of a System and Method for 
Starting Instances 

One embodiment of the invention employs a unique startup 
frameWork for starting and stopping the various server 
instances Within the cluster. FIGS. 8 and 9 illustrate an exem 
plary startup method and frameWork, respectively. The star 
tup frameWork 900 includes startup and control logic 902 and 
bootstrap logic 901. In one embodiment, the startup and con 
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8 
trol logic 902 provides the central point of control for the 
instance 210 and for all processes 903 executed Within the 
servers and dispatchers of the instance 210. For example, the 
instance startup procedure described herein may be per 
formed under the control of the startup and control logic 902. 

Turning to the method illustrated in FIG. 8, at 800, the 
startup and control logic 902 launches the bootstrap logic 901 
to initiate startup of the instance (e. g., in response to a startup 
command entered by a netWork administrator). As illustrated 
in FIG. 9, the bootstrap logic 901 is comprised of bootstrap 
binaries 513 stored Within the central database 230 and the 
con?guration of the bootstrap logic 901 is de?ned by con 
?guration parameters 512 stored Within the central database 
230 (i.e., Within the con?guration data hierarchy 320). Thus, 
if necessary, the bootstrap logic 901 may be modi?ed/ updated 
at the central database 230 and subsequently distributed to 
servers/instances during the startup process. 
At 802, the bootstrap logic 901 retrieves up-to-date con 

?guration data 320 from the central database 230 including 
the layout of the instance 210 (e.g., identifying the servers and 
dispatchers to be started) and the parameters/ arguments to be 
used for each server and dispatcher Within the instance 210. In 
one embodiment, the bootstrap logic 901 uses this informa 
tion to construct a description of the instance, Which it pro 
vides to the startup and control logic 902 in the form of an 
“Instance Properties” data object. In one embodiment, the 
Instance Properties data object is a text ?le containing a list of 
servers/dispatchers and associated parameters Which the star 
tup and control logic 902 parses to determine the instance 
layout and instance settings. HoWever, various alternate data 
formats may be employed for the Instance Properties ?le 
While still complying With the underlying principles of the 
invention (e. g., such as the “Extensible Markup Language” or 
“XML” format). 
At 804, using the instance layout and parameters/argu 

ments from the Instance Properties data object, the startup 
and control logic 902 builds a list of servers and/or dispatch 
ers to be started, including an indication of the speci?c 
instance processes to be started on each server/dispatcher. In 
one embodiment of the invention, at 806 (FIG. 8) prior to 
starting each server/dispatcher identi?ed in the list, the star 
tup and control logic 902 launches node-speci?c bootstrap 
logic 905 to synchroniZe the binaries and con?guration set 
tings on each server and/or dispatcher. For example, depend 
ing on hoW long the instance 210 Was inoperative, the global 
and/or server/dispatcher-speci?c binaries and con?guration 
settings 900 may have changed Within the central database 
230. Accordingly, in one embodiment, When the node-spe 
ci?c bootstrap logic 905 is launched, it compares the binaries 
and con?guration settings stored in the local ?le system of the 
server/dispatcher being started to the binaries and con?gura 
tion settings 900 stored in the central database 230. In one 
embodiment, a comparison is performed betWeen an index of 
the data stored locally on the server/ dispatcher and an index 
of the data stored Within the central database 320 (e.g., an 
index based on the hierarchical structure illustrated in FIG. 5) 
to determine Whether the con?guration data at the server/ 
dispatcher is out-of-date. 

Regardless of hoW the comparison is performed, if the 
binaries and/or con?guration settings stored Within the local 
?le system 904 of the dispatcher/ server are out-of-date, then 
the current binaries and/or con?guration settings 900 are 
retrieved from the central database 230 and stored Within the 
local ?le system 904 of the dispatcher/ server. In one embodi 
ment, only the binaries and/or con?guration settings Which 
are neW are copied to the local ?le system 904, thereby con 
serving netWork bandWidth and server resources. 
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Once synchronization is complete, at 808, the startup and 
control logic 902 executes the processes on each of the servers 
using arguments/parameters included within the Instance 
Properties data object. At 810, the startup and control logic 
902 initializes the service framework and services on the 
servers/dispatchers within the instance 210. For example, the 
service framework and services are the J2EE service frame 
work and J2EE services, respectively, in a Java environment. 
However, various other types of services/ frameworks may be 
employed while still complying with the underlying prin 
ciples of the invention. Once the framework and services are 
running, the server nodes are available to process service 
requests. 

Embodiments of the invention may include various steps as 
set forth above. The steps may be embodied in machine 
executable instructions which cause a general-purpose or 
special-purpose processor to perform certain steps. Alterna 
tively, these steps may be performed by speci?c hardware 
components that contain hardwired logic for performing the 
steps, or by any combination of programmed computer com 
ponents and custom hardware components. 

Elements of the present invention may also be provided as 
a machine-readable medium for storing the machine-execut 
able instructions. The machine-readable medium may 
include ?ash memory, optical disks, CD-ROMs, DVD 
ROMs, RAMs, EPROMs, EEPROMs, magnetic or optical 
cards. For example, the present invention may be downloaded 
as a computer program which may be transferred from a 
remote computer (e.g., a server) to a requesting computer 
(e.g., a client). 

Throughout the foregoing description, for the purposes of 
explanation, numerous speci?c details were set forth in order 
to provide a thorough understanding of the invention. It will 
be apparent, however, to one skilled in the art that the inven 
tion may be practiced without some of these speci?c details. 
For example, although the embodiments of the invention 
described above use a speci?c hierarchy within the con?gu 
ration data object 500, various alternate organizational hier 
archies may be de?ned while still complying with the under 
lying principles of the invention. For example, in one 
embodiment, a separate “binaries” con?guration object is 
provided directly beneath the “cluster data” object (i.e., rather 
than rather than merely under each of the sub-con?guration 
objects illustrated in FIG. 5). Similarly, as an alternative to a 
“property sheet” for storing con?guration parameters, ?les 
and name value pairs may also be used. For example, ?les 
may map a key name to a large group of data, whereas a name 
value pair may map a key name to a small group of data. 

Accordingly, the scope and spirit of the invention should be 
judged in terms of the claims which follow. 

What is claimed is: 
1. A system comprising: 
a plurality of server nodes communicatively coupled on a 

network of computer systems to serve applications over 
the network to a plurality of clients, the computer sys 
tems each having a processor and a memory and the 
plurality of server nodes organized as instances, each 
instance including at least one server process running in 
at least one of the computer system memories; 

a data object to store a hierarchical representation of con 
?guration data associated with management of the 
server nodes, the data object accessible by all of the 
servers and the hierarchy having a ?rst subset of nodes 
containing con?guration data associated with all of the 
servers, a second subset of nodes containing con?gura 
tion data speci?c to all servers of a ?rst instance and a 
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third subset of nodes containing con?guration data spe 
ci?c to a ?rst server of the ?rst instance; 

a property sheet logically positioned at one of the nodes of 
the data object, the property sheet data structure includ 
ing a plurality of property names, wherein each respec 
tive property name included in the property sheet data 
structure is associated with a default con?guration value 
and, optionally, a custom con?guration value to pair the 
default con?guration value to the custom con?guration 
value for updating a con?guration parameter repre 
sented in the data object, wherein the property sheet data 
structure preserves both the default con?guration value 
and the custom con?guration value; and 

a con?guration manager on at least one of the server nodes 
to update con?guration data stored on the at least one 
server node based on the location of an updated con?gu 
ration parameter within the hierarchy, wherein all serv 
ers are to be updated in response to an updated con?gu 
ration parameter within the ?rst subset of nodes, all 
servers of the ?rst instance are to be updated in response 
to an updated con?guration parameter within the second 
subset of nodes and only the ?rst server is to be updated 
in response to an updated con?guration parameter 
within the third subset of nodes. 

2. The system as in claim 1 wherein the data object is stored 
within a central database and wherein the hierarchy has a root, 
the ?rst subset of nodes branches from the root, the second 
subset of nodes branches from the root and the third subset of 
nodes branches from a node of the second subset. 

3. The system as in claim 1 wherein, once the default 
con?guration value has been modi?ed, the default con?gu 
ration value is stored independently with respect to the cus 
tom con?guration values in the property sheet data structure. 

4. The system of claim 3, wherein the default con?guration 
values associated with the property sheet data structure are 
modi?able using an interface other than a user interface. 

5. The system of claim 1, wherein the property sheet data 
structure is associated with a particular component or a set of 
components contained within a clustered system. 

6. The system of claim 1, wherein the property datasheet is 
modi?able with a user interface comprising: 

a ?rst dialog box to display contents of the property sheet 
data structure, the ?rst dialog box including a plurality of 
entry rows, each respective entry row of the ?rst dialog 
box including a ?rst column to display names of corre 
sponding properties, a second column to display current 
con?guration values associated with corresponding 
properties and a third column to indicate if a con?gura 
tion value displayed in the second column is a default 
con?guration value or a custom con?guration value; and 

a second dialog box including a data entry ?eld to enable a 
user to modify a selected default or custom value. 

7. The system of claim 6, wherein a custom con?guration 
value associated with a property is modi?able by selecting the 
second dialog box of the corresponding property and entering 
a new value in the data entry ?eld of the second dialog box. 

8. The system of claim 7, wherein the second dialog box of 
the corresponding property is selected by clicking a custom 
check box inside the third column of a corresponding entry 
row. 

9. The system of claim 8, wherein the second dialog box 
further includes a name ?eld to display a name of a corre 

sponding property and a default ?eld to display a default 
con?guration value associated with the corresponding prop 
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10. The system of claim 9, wherein the second dialog box 
further includes a data type ?eld to display the data type 
associated With corresponding property. 

11. A method comprising: 
storing Within a computer system memory a data object 

providing a hierarchical representation of con?guration 
data associated With management of a plurality of server 
nodes organiZed as instances, each instance including at 
least one server process, the data object accessible by all 
of the servers and the hierarchy having a ?rst subset of 
nodes containing con?guration data associated With all 
of the servers, a second subset of nodes containing con 
?guration data speci?c to all servers of a ?rst instance 
and a third subset of nodes containing con?guration data 
speci?c to a ?rst server of the ?rst instance; 

providing one or more property sheets at one or more of the 

nodes, each of the property sheets including a plurality 
of con?guration parameters associated With the server 
nodes, each parameter associated With a name, a default 
con?guration value and optionally a custom con?gura 
tion value; 

pairing the default con?guration value With a custom con 
?guration value to update one of the con?guration 
parameters in response to a user specifying a custom 
value, Wherein both the default con?guration value and 
the custom con?guration value are preserved by the 
property sheet; and 

determining Whether to update the con?guration data 
stored on one of the server nodes based on the location of 
the updated con?guration parameter Within the hierar 
chy, Wherein con?guration data of all servers is to be 
updated in response to an updated con?guration param 
eter Within the ?rst subset of nodes, con?guration data of 
all servers of the ?rst instance is to be updated in 
response to an updated con?guration parameter Within 
the second subset of nodes and con?guration data of 
only the ?rst server is to be updated in response to an 
updated con?guration parameter Within the third sub set 
of nodes. 

12. The method as in claim 11 further comprising: 
storing the data object, con?guration data, and property 

sheets Within a central database and Wherein the hierar 
chy has a root, the ?rst subset of nodes branches from the 
root, the second subset of nodes branches from the root 
and the third subset of nodes branches from a node of the 
second subset. 

13. The method of claim 11, Wherein specifying a custom 
value in place of a default value in a property sheet, com 
prises: 

opening the property sheet in a property sheet graphical 
user interface, the graphical user interface comprising a 
?rst column for storing parameter names, a second col 
umn for storing a current parameter value and a third 
column for storing an indication as to Whether the cur 
rent parameter value is a custom value or a default value; 

selecting the indication in the third column; 
responsively generating a data entry WindoW having a cus 
tom ?eld for entering a custom value; and 

receiving user entry of a custom value in the custom ?eld. 
14. The method as in claim 11 Wherein the server nodes are 

Java server nodes supporting the Java 2 Enterprise Edition 
(“J 2EE”) standard and Wherein the property sheet parameters 
comprise J2EE parameters. 

15. A method for updating con?guration settings for a 
plurality of server nodes organiZed as instances, each instance 
including at least one server process, comprising: 
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storing, in a computer system memory, a data object pro 

viding a hierarchical representation of con?guration 
data associated With management of the server nodes, 
the data object accessible by all of the servers and the 
hierarchy having a ?rst subset of nodes containing con 
?guration data associated With all of the servers, a sec 
ond subset of nodes containing con?guration data spe 
ci?c to all servers of a ?rst instance and a third subset of 
nodes containing con?guration data speci?c to a ?rst 
server of the ?rst instance; 

providing one or more property sheets at one or more of the 

nodes, each of the property sheets including a plurality 
of con?guration parameters associated With the server 
nodes, each parameter associated With a name, a default 
con?guration value and optionally a custom con?gura 
tion value; 

pairing the default con?guration value With a custom con 
?guration value to update one of the con?guration 
parameters in response to a user specifying a custom 
value, Wherein both the default con?guration value and 
the custom con?guration value are preserved by the 
property sheet; 

communicating an indication of the con?guration param 
eter update to one or more other server nodes; 

determining Whether to update con?guration data stored on 
the other server nodes based on the location of the 
updated con?guration parameter Within the hierarchy, 
Wherein con?guration data of all servers is to be updated 
in response to an updated con?guration parameter 
Within the ?rst subset of nodes, con?guration data of all 
servers of the ?rst instance is to be updated in response 
to an updated con?guration parameter Within the second 
subset of nodes and con?guration data of only the ?rst 
server is to be updated in response to an updated con 
?guration parameter Within the third subset of nodes; 
and 

doWnloading the updated con?guration parameter from the 
central database to the other server nodes if it is deter 
mined that the con?guration data stored on the other 
server nodes is to be updated. 

16. The method as in claim 15 further comprising: 
acquiring a lock on the con?guration parameters stored 

Within the property sheet prior to updating the con?gu 
ration parameters at the ?rst server node. 

17. The method as in claim 16 further comprising: 
releasing the lock on the con?guration parameters after the 

con?guration data has been updated at the central data 
base and/or at each of the other server nodes. 

18. A computer-readable medium having a set of instruc 
tions stored thereon Which, When executed by a computer 
system, cause the computer system to perform a method 
comprising: 

storing Within a data object, a hierarchical representation of 
con?guration data associated With management of a plu 
rality of server nodes organiZed as instances, each 
instance including at least one server process, the data 
object accessible by all of the servers and the hierarchy 
having a ?rst subset of nodes containing con?guration 
data associated With all of the servers, a second subset of 
nodes containing con?guration data speci?c to all serv 
ers of a ?rst instance and a third subset of nodes con 
taining con?guration data speci?c to a ?rst server of the 
?rst instance; 

providing one or more property sheets at one or more of the 

nodes, each of the property sheets including a plurality 
of con?guration parameters associated With the server 




