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IMAGE FORMING SYSTEM AND IMAGE 
FORMING METHOD 

The present disclosure relates to the subject matter con 
tained in Japanese Patent Application No.2002-24879l ?led 
on Aug. 28, 2002, Which is incorporated herein by reference 
in its entirety. 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 
The present invention is related to an image forming sys 

tem and an image forming method, Which can protect secret 
information using a non-contact memory attached to an origi 
nal paper. 

2. Description of the Related Art 
A compact semiconductor chip (for example, u-chip by 

HITACHI, LTD.) from Which an external unit can read stored 
data in a non-contact manner has been knoWn. 

Also, JP-A-200l-229199, JP-A-2000-285203, JP-A 
2001-134672, JP-A-200l-283011, JP-A-200l-l48000, and 
JP-A-200l-260580 disclose applications of the compact 
semiconductor chip. 

SUMMARY OF THE INVENTION 

The present invention has been made from the vieWpoint of 
the technical background, and therefore, has an object to 
provide an image forming system and an image forming 
method, by Which secret information can be protected and 
copying operation can be restricted While utiliZing a semicon 
ductor chip from Which data stored therein can be read in a 
non-contact manner. 

[Image Forming System] 
To achieve the above-described object, according to a ?rst 

aspect of the invention, an image forming system includes an 
image display member on Which a ?rst image is displayed, 
and an image forming apparatus. The image display member 
includes a data supply apparatus, Which stores therein data of 
a second image and authentication data used for an access 
authentication to the data of the second image and supplies 
the stored data of the second image and the stored authenti 
cation data to an external. The image forming apparatus 
includes an image reading section for reading the displayed 
?rst image; a data reading section for reading the supplied 
data of the second image and the supplied authentication data; 
an authentication section for receiving access to the data of 
the second image and determining Whether or not alloWing 
the access to the data of the second image, on the basis of the 
read authentication data; and an image forming section for 
forming the ?rst image and the second image When the access 
to the data of the second image is authenticated, and for 
forming the ?rst image in the other cases. 

Preferably, the data supply apparatus has an encrypting 
section for encrypting the data of the second image and the 
authentication data, Which are supplied to the external. The 
image forming apparatus further includes a decrypting sec 
tion for decrypting the read authentication data. 

Preferably, the data of the second image and the authenti 
cation data, Which are supplied to the external, have been 
encrypted. The image forming apparatus further includes a 
decrypting section for decrypting the read authentication 
data. 

Preferably, the data reading section reads the data of the 
second image When the access to the data of the second image 
is authenticated. 
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2 
Preferably, When the access to the data of the second image 

is not authenticated, the image forming section forms the ?rst 
image, second image, and an image indicating that the access 
to the data of the second image is not authenticated. 

Preferably, the image display member is an original on 
Which the ?rst image is formed. The data supply apparatus is 
attached to the original. The data supply apparatus is a non 
contact memory, Wherein the data of the second image and the 
authentication data, Which are stored in the non-contact 
memory, are readable from the external in a non-contact 
manner. The data reading section of the image forming appa 
ratus reads the supplied data of the second image and the 
supplied authentication data from the non-contact memory in 
the non-contact manner. 

Preferably, the authentication data is a passWord. The data 
reading section reads the supplied data of the second image 
and the supplied passWord. When an input passWord for the 
access to the data of the second image is coincident With the 
read passWord, the authentication section alloWs to access the 
data of the second image. 

Preferably, the data of the second image indicates an 
image, Which should be formed in combination With the data 
of the ?rst image. When the image forming section forms the 
second image, the image forming section forms the second 
image in combination With the ?rst image. 

[Explanation of Image Procesing System] 
Next, a description Will noW be made of an image forming 

system according to the present invention With reference to an 
example. 

It should be understood that the present invention is not 
limited to the below-mentioned example. 

In the image forming system, only an image (?rst image) 
having no secrecy is visibly displayed on an original paper 
(image display member) Whose image is an object to be read. 
Anyone can observe the image (?rst image). 
An image (second image) is stored into a semiconductor 

chip (data providing apparatus) in combination With a pass 
Word in such a manner that this second image cannot be 
visibly recogniZed by merely vieWing the original paper. The 
second image should be originally displayed in combination 
With the ?rst image, but is desired to be presented only to a 
speci?c person since this second image oWns secrecy. This 
passWord is employed in order to authenticate an access 
operation With respect to the second image. From the semi 
conductor chip, the data stored thereinto can be read in a 
non-contact manner by using electromagnetic Waves. This 
semiconductor chip into Which these data have been stored is 
attached to the original paper by Way of an embedding man 
ner, or the like. 

An image forming apparatus corresponds to, for instance, 
such a copying machine in Which the ?rst image is read from 
the original paper by a scanner (image reading means) and 
then this read ?rst image is printed out (image forming opera 
tion). 
A data reading section reads the second image and the 

passWord from the semiconductor chip by using electromag 
netic Waves via an antenna, Which is arranged in the vicinity 
of the original paper. 
An authenticating section receives a passWord, Which is 

input by a user by manipulating a keyboard, a touch panel, or 
the like, Which is equipped in the copying machine. Then, this 
authenticating section compares this accepted passWord With 
the passWord read by the data reading section. 

Only When these passWords are made coincident With each 
other, the authenticating section authenticates that the user 
Who inputs the received passWord accesses the second image. 
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Only When the authenticating section authenticates the 
access operation to the second image, an image forming 
section synthesizes the ?rst image read from the original 
paper With the second image read from the semiconductor 
chip, and then prints this synthesized image on a printing 
paper in such a manner that this printed image is visibly 
recogniZed by any persons. 
When the authenticating section does not authenticate the 

access operation to the second image, the image forming 
section prints only ?rst image Which has been read from the 
original paper on the printing paper in a similar manner to the 
normal copying operation. 

[Image Display Member] 
Also, according to a second aspect of the invention, an 

image display member includes a ?rst image displayed on a 
surface of the image display member, and a data supply 
apparatus for storing data of a second image and authentica 
tion data used for access authentication to the data of the 
second image and supplying the stored data of the second 
image and the stored authentication data to an external. 

Preferably, the data supply apparatus includes an encrypt 
ing section for encrypting the data of the second image and 
the authentication data before supplying the data of the sec 
ond image and the authentication data to the external. 

[Image Forming Apparatus] 
Also, according to a third aspect of the invention, an image 

forming apparatus includes an image reading section for 
reading a ?rst image of a image display member; a data 
reading section for reading data of a second image and 
authentication data from the image display member; an 
authentication section for receiving access to the data of the 
second image and determining Whether or not alloWing the 
access to the data of the second image on the basis of the read 
authentication data; and an image forming section for form 
ing the ?rst image and the second image When the access to 
the data of the second image is authenticated, and for forming 
the ?rst image in other cases. 

Preferably, the image forming apparatus further includes a 
decrypting section for decrypting the read authentication 
data. 

[Image Forming Method] 
Also, according to a fourth aspect of the invention, an 

image forming method includes supplying data of a second 
image and authentication data; reading a ?rst image; reading 
the supplied data of the second image and the supplied 
authentication data; receiving access to the data of the second 
image; determining Whether or not authenticating the access 
to the data of the second image on the basis of the read 
authentication data; and forming the ?rst image and the sec 
ond image When the access to the data of the second image is 
authenticated, and forming the ?rst image in the other cases. 

[Program] 
Further, according to a ?fth aspect of the invention, a 

program makes a computer perform a process including read 
ing a ?rst image; reading data of a second image and authen 
tication data; receiving access to the data of the second image; 
determining Whether or not authenticating the access to the 
data of the second image on the basis of the read authentica 
tion data; and forming the ?rst image and the second image 
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4 
When the access to the data of the second image is authenti 
cated, and forming the ?rst image in the other cases. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a diagram for indicating a hardWare structure of a 
copying apparatus to Which an image forming method of the 
present invention is applied, i.e., for mainly exemplifying a 
control apparatus thereof. 

FIG. 2 is a diagram for exemplifying a hardWare construc 
tion of a copying apparatus main body indicated 

FIG. 3A is a diagram for exemplifying original papers 
shoWn in FIG. 1 and FIG. 2, and FIG. 3B is a diagram for 
exemplifying an image Which is obtained by copying the 
original paper shoWn in FIG. 3A on a printing paper. 

FIG. 4 is a diagram for exemplifying information Which is 
stored into a ?rst IC chip attached to the original paper shoWn 
in FIG. 3A. 

FIG. 5 is a diagram for shoWing a structure of the ?rst IC 
chip indicated in FIG. 3A. 

FIG. 6 is a diagram for indicating a structure of an IC chip 
IF shoWn in FIG. 1 and FIG. 2. 

FIG. 7 is a diagram for shoWing a structure of a ?rst authen 
ticating/printing program Which is executed by the control 
apparatus 2 (FIG. 1 and FIG. 2) so as to realiZe the image 
forming method according to the present invention. 

FIG. 8 is a How chart for indicating a ?rst operation (step 
S10) of the copying apparatus (?rst authenticating printing 
program). 

FIG. 9 is a diagram for representing a structure of a second 
IC chip. 

FIG. 10 is a diagram for representing a structure of a second 
authenticating/printing program. 

FIG. 11 is a How chart for indicating a second operation 
(step S12) of a copying apparatus (?rst authenticating/print 
ing program). 

FIG. 12 is a How chart for describing a third operation 
(S14) of a copying apparatus (?rst authenticating/printing 
program). 

FIG. 13 is a diagram for exemplifying a duplication indi 
cation Which is printed on a printing paper in the case that 
authentication is denied in the third operation shoWn in FIG. 
12. 

DETAILED DESCRIPTION OF THE PREFERRED 
EMBODIMENTS 

NoW, a description Will be described on embodiments of 
the present invention. 

[Copying Apparatus 1] 
FIG. 1 is a diagram for shoWing a hardWare structure of a 

copying apparatus 1 to Which an image forming method 
according to the present invention is applied, While a control 
apparatus 2 of this copying apparatus 1 is mainly illustrated. 
As represented in FIG. 1, the copying apparatus 1 includes 

the control apparatus 2 and a copying apparatus main body 
10. 
The control apparatus 2 includes a control apparatus main 

body 20, a communication apparatus 22, a recording appara 
tus 24 such as an HDD/CD apparatus, a user interface appa 

ratus (U I apparatus) 26, and an IC chip interface (IC chip IE) 
28. The control apparatus main body 20 contains a CPU 202, 
a-memory 204, and the like. The user interface apparatus 26 
contains either an LCD display apparatus or a CRT display 
apparatus, and a keyboard/touch panel, and so on. The IC chip 
interface 28 contains an antenna 280. 
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[Copying Apparatus Main Body 10] 
FIG. 2 is a diagram for showing a hardware structure of the 

copying apparatus main body 10 indicated in FIG. 1 in an 
exempli?cation manner. 
As indicated in FIG. 2, the copying apparatus mainbody 10 

includes a paper tray unit 12, a print engine 14, a scanner 16, 
an original feeding apparatus 18, and the like. The print 
engine 14 prints images on printing papers 42 (see FIG. 3B) 
by Way of the xerography technique and the like. The scanner 
16 reads images of an original paper 40. The original feeding 
apparatus 18 feeds the original paper 40. 

Also, in the copying apparatus mainbody 10, the IC chip IF 
28 and the antenna 280 are arranged in the vicinity of an 
original feeding path of the original feeding apparatus 18, 
through Which the original paper 40 is transported. Also, the 
UI apparatus 26 is arranged at an upper portion of the copying 
apparatus main body 10. 

In other Words, the copying apparatus 1 employs a hard 
Ware structure in Which the IC chip IF 28 and the antenna 280 
are added to a general-purpose copying apparatus, Which 
reads the image of the original paper transported from the 
original feeding apparatus 18 to print the image. 

It should be noted that as represented in FIG. 2, the control 
apparatus 2 (see FIG. 1) is actually stored inside the apparatus 
main body 10. 

[Original Paper 40/Printing Paper 42] 
FIG. 3A is a diagram for shoWing the original paper 40 

shoWn in FIG. 1 and FIG. 2. FIG. 3B is a diagram for shoWing 
an image, Which is obtained by that the copying apparatus 1 
copies the original paper 40 indicated in FIG. 3A on a printing 
paper 42. 
As indicated in FIG. 3A, a ?rst IC chip 3 is added to this 

original paper 40 by Way of an embedding method, or the like. 
Both a non-secret information display area 402 and a secret 

image display area 400 are provided on a surface of the 
original paper 40. 
As shoWn in FIG. 3A, an image having no secrecy is 

printed on the non-secret information display area 402, Which 
the image can be visibly recogniZed by any persons. This 
image having no secrecy corresponds to, for example, “tech 
nical information (con?dential), neW technology employed in 
product is given as folloWs:” as shoWn in FIG. 3A and FIG. 
3B. 

It should be noted that such an image having secrecy (con 
?dential image) is not visibly printed on the secret image 
display area 400. This image having the secrecy corresponds 
to, for instance, “1. CPU portion: . . . , 2. memory 

portion: . . . , 3. softWare: . . . ,” as shoWn in FIG. 3B. 

As shoWn in FIG. 3B, a non- secret information display area 
422 and a secret image display area 420 are also provided on 
a surface of the printing paper 40. 
When the original paper 40 is copied on the printing paper 

42, as indicated in FIG. 3B, the image having no secrecy, 
Which has been read from the original paper 40, is visibly 
printed on the non-secret information display area 422, Which 
can be recogniZed by any persons. 
On the other hand, only When an access operation With 

respect to the image having secrecy is authenticated, the 
image having secrecy shoWn in FIG. 3B is printed on the 
secret image display area 420. 

FIG. 4 is a diagram for shoWing information, Which is 
stored in the ?rst IC chip 3 attached to the original paper 40 
shoWn in FIG. 3A. 
As shoWn in FIG. 4, information having secrecy (namely, 

secret information, or con?dential information) and a pass 
Word, Which is employed to authenticate an access to this 
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6 
secret information, are stored in the ?rst IC chip 3. Further, 
layout information is stored in this ?rst IC chip 3, if necessary. 
This layout information indicates that the secret information 
is printed on either these areas 422 or 420 of the printing paper 
42. 

For instance, secret information, Which Will be stored in the 
IC chip 3, indicates an image, Which should be originally 
printed on the non-secret information display area 402 of the 
original paper 40 in combination With an image of the non 
secret information display area 402. 

In other Words, the secret information indicates an image, 
Which is shoWn in the secret information display area 420 of 
the printing paper 42 of FIG. 3B. 

[IC Chip 3/IC Chip IF 28] 
FIG. 5 is a diagram for schematically shoWing a structure 

ofthe ?rst IC chip 3 shoWn in FIG. 3A. 
FIG. 6 is a diagram for schematically shoWing a structure 

of the IC chip IF 28 shoWn in FIGS. 1 and 2. 
As shoWn in FIG. 5, the IC chip 3 includes an antenna 300, 

a clock reproducing circuit 320, a memory circuit 322, a data 
transmitting circuit 324, and a poWer supply circuit 326. 

It should also be noted that When it is so guaranteed that the 
IC chip 3 of the original paper 40 passes through an area in 
close proximity to the antenna 280, an IC chip 3 having no 
antenna 300 may be employed. 

Also, as shoWn in FIG. 6, the IC chip IF 28 includes a 
transmitting circuit 284, a reception circuit 286, a transmis 
sion/reception control circuit 282, and a demodulating circuit 
288. 

In accordance With the beloW-mentioned operations of the 
respective constituent components employed in the IC chip 3 
and the IC chip IF 28, information (data), Which has been 
stored in the IC chip 3, may be read therefrom via the IC chip 
IF 28 in a non-contact manner. 

In the IC chip 3 (see FIG. 5), the poWer supply circuit 326 
recti?es an electromagnetic Wave signal supplied via the 
antenna 300 so as to supply electric poWer to the respective 
constituent components of the IC chip 3, While this electric 
poWer is required for these constituent components. 
The clock reproducing circuit 320 reproduces a clock sig 

nal from the electromagnetic Wave signal supplied from the 
antenna 300 via the IC chip IF 28 to output the reproduced 
clock signal to the memory circuit 322 and the data transmit 
ting circuit 324. 
The memory circuit 322 outputs a data indicative of infor 

mation (FIG. 4) stored therein to the data 15, transmitting 
circuit 324 in synchronization With the clock signal. 
The data transmitting circuit 324 changes a re?ection 

intensity of the electromagnetic Wave signal supplied from 
the IC chip IF 28 in accordance With a data value input from 
the memory circuit 322 in synchronization With the clock 
signal input from the clock reproducing circuit 320. 
As previously explained, the data indicative of the infor 

mation, Which has been stored in the memory circuit 322, may 
be transmitted from the IC chip 3 to the IC chip IF 28 by 
changing the intensity of the re?ection signal of the electro 
magnetic Wave signal transmitted from the IC chip IF 28 to 
the IC chip 3. 

In the IC chip IF 28 (FIG. 6), the transmission/reception 
control circuit 282 controls operations of the respective con 
stituent components of the IC chip IF 28. 

Also, this transmission/reception control circuit 282 out 
puts to the control apparatus main body 20 (namely, ?rst 
authenticating/printing program 5, Which Will be discussed 
Later With reference to FIG. 7, secret information (FIG. 4), 
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Which has been received by the reception circuit 286 and then 
has been demodulated by the demodulating circuit 288. 

The transmission circuit 284 transmits the electromagnetic 
Wave signal via the antenna 280 to the IC chip 3, While this 
electromagnetic Wave signal contains the clock signal. 

The reception circuit 286 receives a re?ection signal, 
Which is re?ected from the IC chip 3, to output the received 
re?ection signal to the demodulating circuit 288. 

The demodulating circuit 288 demodulates the data trans 
mitted from the IC chip 3 based upon change of the re?ection 
signal input from the reception circuit 286, to output the 
demodulated data to the transmission/reception control cir 
cuit 282. 

[First Authenticaing/ Printing Program 5] 
FIG. 7 is a block diagram for schematically shoWing a 

structure of a ?rst authenticating/printing program 5, Which is 
executed by the control apparatus 2 (see FIG. 1 and FIG. 2) to 
realiZe the image forming method according to the embodi 
ment of the invention. 
As shoWn in FIG. 7, the ?rst authenticating/printing pro 

gram 5 includes an image reading section 500, a U1 section 
510, a data reading section 520, an authentication section 530, 
an image synthesiZing section 532, and a printing section 540. 

The ?rst authenticating/printing program 5 is supplied via, 
for example, a recording medium 240 (see FIG. 1) to the 
control apparatus 2, and is loaded to the memory 204 so as to 
be executed. 

In the ?rst authenticating/printing program 5, the image 
reading section 500 controls the constituent components of 
the copying apparatus main body 10 such as the scanner 16 
(FIG. 2) to read an image of the original paper 40 (FIG. 3). 
The UI section 510 receives operation by a user With 

respect to the UI apparatus 26 (FIGS. 1 and 2), and outputs 
data indicative of a passWord (PW) to the authentication 
section 530. 

It should be understood that the folloWing case is explained 
as a speci?c example in the beloW-mentioned description. 
That is, When a user of the copying apparatus 1 inputs a 
passWord to the UI apparatus 26 so as to perform a copy 
starting operation, the ?rst authenticating/printing program 5 
executes an authentication operation using the passWord. 

The data reading section 520 controls the IC chip IF 28 to 
read a data, Which indicates a passWord and the secret infor 
mation (FIG. 4) from the IC chip 3, and then, outputs a data 
indicative of the secret information and the layout informa 
tion to the image synthesiZing section 532, and outputs a data 
indicating the passWord to the authentication section 530. 

The authentication section 530 compares the data indica 
tive of the passWord, Which is input by the user via the UI 
section 510 With the passWord, Which is read via the data 
reading section 520 from the IC chip 3. When these pass 
Words are made coincident With each other, the authentication 
section 530 alloWs the user to access the secret information. 
To the contrary, When these passWords are not made coinci 
dent With each other, the authentication section 530 doesn’t 
alloW (deny) the user to access the secret information. 

When the authentication section 530 alloWs the user to 
access the secret information, the image synthesizing section 
532 synthesiZes the image data of the original paper 40 read 
by the image reading section 500 With the data indicative of 
the secret information read by the data reading section 520, 
and then outputs the synthesiZed data to the printing section 
540. 

When the authentication section 530 doesn’t alloW the user 
to access the secret information, the image synthesiZing sec 
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8 
tion 532 outputs only the image data of the original paper 40 
read by the image reading section 500 to the printing section 
540. 

In other Words, When the authentication section 530 alloWs 
the user to access, the authentication section 530 produces 
image data indicative of an image as shoWn in FIG. 3B, and 
then outputs this produced image data to the printing section 
540. 

To the contrary, When the authentication section 53 0 denies 
the user to access, the authentication section 530 produces an 
image data, Which does not display the image indicated by the 
secret information, at a portion of the secret image display 
area 420 of the printing paper 42 shoWn in FIG. 3B, and then 
outputs this produced image data to the printing section 540. 
The printing section 540 controls the print engine 14 (FIG. 

2) so as to print out the image obtained by the image synthe 
siZing section 532 on the printing paper 42 (FIG. 3B). 

[Overall Operation] 
Next, overall operation of the copying apparatus Will be 

described. 
FIG. 8 is a ?oW chart for describing a ?rst operation (de 

?ned in S10) of the copying apparatus 1 (namely, ?rst authen 
ticating/printing program 5). 
As shoWn in FIG. 8, in a step 100 (S100), the user performs 

an operation for commencing a printing operation With 
respect to the UI apparatus 26 (FIG. 1 and FIG. 2). 
When the UI section 51 0 (FIG. 7) receives this operation by 

the user, the UI section 510 outputs the received data to the 
authentication section 530 and the like. 

In a step 102 (S102), When the print starting operation is 
carried out With respect to the UI apparatus 26, the image 
reading section 500 controls the scanner 16 and the like so as 
to read an image of the original paper 40. 

For instance, When the user merely executes the print start 
ing operation With respect to the UI apparatus 26, the copying 
apparatus 1 may perform a simple copying process operation. 

To the contrary, When the user executes the print starting 
operation after the user has executed an operation for input 
ting a passWord, the copying apparatus 1 executes the image 
forming process operation according to the embodiment of 
the present invention. 

In a step 104 (S104), the UI section 510 judges as to 
Whether the user performs the operation for simple copying or 
the operation for printing an image of the secret information 
stored in the IC chip 3. 

If the user carries out the former operation, the image 
synthesiZing section 532 directly outputs the image, Which 
has been read in the process of the step S102 to the printing 
section 540. Then, the ?rst authenticating/ printing program 5 
is advanced to another process de?ned in a step S114. Other 
Wise, this ?rst authenticating/ printing program 5 is advanced 
to a process de?ned in a step S106. 

In the step 106 (S106), the data reading section 520 con 
trols the IC chip IF 28 so as to read data from the IC chip 3 of 
the original paper 40, Which is transported by the original 
feeding apparatus 18. 

In a step S108 (S108), the data reading section 520 judges 
as to Whether or not the normal data reading operation from 
the IC chip 3 can succeed. 

When the data reading operation from the IC chip 3 can 
succeed, the ?rst authenticating/printing program 5 is 
advanced to a process de?ned in a step S110, Whereas in other 
cases, this ?rst authenticating/ printing program 5 is advanced 
to a process de?ned in a step S116. 
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In the step 110 (S110), the authentication section 530 
determined Whether or not authenticating an access operation 
With respect to the secret information. 
When the authentication section 530 authenticates the 

access operation With respect to the secret information, the 
?rst authenticating/printing program 5 is advanced to a pro 
cess de?ned in a step S112. Otherwise, this ?rst authenticat 
ing/printing program 5 is advanced to another process de?ned 
in a step S116. 

In a step 112 (S112), the image synthesizing section 532 
synthesizes the image data entered from the image reading 
section 500 With the secret information input from the data 
reading section 520, and then outputs image data, Which has 
been obtained as the synthesizing result, to the printing sec 
tion 540. 

It should be understood that When layout information is 
input from the data reading section 520, the image synthesiz 
ing section 532 synthesizes the image data input from the 
image reading section 500 With the secret information input 
from the data reading section 520 in accordance With this 
layout information. 

In a step 114 (S114), the printing section 540 controls the 
print engine 14 and the like to print the image data input from 
the image synthesizing section 532. 

In the step S116 (S116), the ?rst authenticating/printing 
program 5 executes an error processing operation. 
As an example of this error processing operation, the fol 

loWing process operation may be conceived. That is, While a 
message is displayed on the UI apparatus 22, in Which the UI 
section 510 could not read data normally, or the authentica 
tion section 530 cannot succeed in the authentication, the ?rst 
authenticating/printing program 5 initializes the process 
operation. 

[Modi?cation] 
It should also be noted that information, Which is stored as 

the secret information into the IC chip 3, may be speci?c 
image data, and also may be data in other formats such as text 
data, Which is converted into image data in the copying appa 
ratus 1. 

Further, data, Which is stored into the IC chip 3 and is 
employed for an authentication purpose, need not necessarily 
indicate a passWord, but may be other sorts of data, Which is 
employed in this authentication purpose. 

FIG. 9 is a diagram for indicating a structure of a second IC 
chip 34 according to the embodiment of the present invention. 

FIG. 10 is a block diagram for shoWing a structure of a 
second authenticating/printing program 56. 
As shoWn in FIG. 9, in the second IC chip 34, an encrypting 

circuit 340 is additionally interposed betWeen the memory 
circuit 322 and the data transmitting circuit 324 of the ?rst IC 
chip 3. 
As shoWn in FIG. 10, in the second authenticating/printing 

program 56, a decrypting section 560 is additionally inter 
posed among the data reading section 520, the authentication 
section 530, and the image synthesizing section 532 of the 
?rst authenticating/printing program 5. 

It should be understood that the same reference numerals 
used in the respective constituent components of the ?rst IC 
chip 3 Will be employed as those for denoting the essentially 
same constituent components of the second IC chip 34. Fur 
thermore, the same reference numerals used in the respective 
constituent components of the ?rst authenticating/printing 
program 5 Will be employed as those for denoting the essen 
tially same constituent components of the second authenti 
cating/printing program 56. 
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10 
In the second IC chip 34, the encrypting section 340 reads 

a data indicative of a passWord, secret information (FIG. 4), 
and the like from the memory circuit 322 in synchronization 
With the clock signal, and then encrypts this read data to 
output the encrypted data to the data transmitting circuit 324. 

In the second authenticating/printing program 56, the 
decrypting section 560 decrypts the data encrypted by the 
encrypting section 340. 
As previously described, it is preferable to execute an 

operation of encrypting the data in the IC chip 34 and decrypt 
ing the encrypted data in the second authenticating/printing 
program 56 in order to improve secrecy of information, as 
compared With an operation of not performing the data 
encryption or the data decryption. 

It should also be noted that While the ?rst IC chip 3 (FIG. 5) 
may be combined With the second authenticating/printing 
program 56. In this case, encrypted data has been previously 
stored in the IC chip 3 and this encrypted data is decrypted by 
the decrypting unit 560. 

FIG. 11 is a How chart for describing a second operation 
(step S12) of the copying apparatus 1 (?rst authenticating/ 
printing program 5). 

It should also be understood that the same reference numer 
als shoWn in the process operations of the ?rst operation 
shoWn in FIG. 8 Will be employed as those for the same, or 
similar process operations in the second operation indicated 
in FIG. 12. 

In the second operation of the copying apparatus 1, after it 
is so judged in the process of the step S104 that the printing 
operation of the secret information is carried out, only the 
data indicative of the passWord (FIG. 4) is read from the IC 
chip 3 in a process de?ned in a step 120 (S120) In a process 
de?ned in a step 110 (S110)., after the authentication section 
530 has authenticated an access operation to the secret infor 
mation, the data reading section 520 neWly reads the data 
indicative of the secret information from the IC chip 3 in a 
process de?ned in a step 122 (S122). Then, the image syn 
thesizing section 532 performs the image synthesizing opera 
tion. 
As previously described, the process of reading the secret 

information from the IC chip 3 after the authentication has 
been made is achieve a better result in order to improve 
secrecy of the information, as compared With another process 
operation in Which both the passWord and the secret informa 
tion are read from the IC chip 3 at the same time. 

FIG. 12 is a How chart for describing a third operation 
(de?ned in step S14) of the copying apparatus 1 (?rst authen 
ticating/printing program 5). 

FIG. 13 is a diagram for shoWing a duplication indication 
424, Which is printed on a printing paper When authentication 
is denied in the third operation shoWn in FIG. 12. 

It should also be understood that the same reference numer 
als shoWn in the process operations of the third operation 
shoWn in FIG. 12 Will be employed as those for the same, or 
similar process operations of the ?rst operation and the sec 
ond operation indicated in FIG. 8 and FIG. 11. 
As shoWn in FIG. 12, in the third operation of the copying 

apparatus 1, When the authentication section 530 denies the 
access operation With respect to the secret information in the 
process de?ned in the step S110, in a process de?ned in a step 
S140, the authentication section 530 further synthesizes an 
image data indicative of a “duplication” (namely, duplication 
indication 424) With both the image data read by the image 
reading section 500 and the data indicative of the secret infor 
mation read from the IC chip 3 as shoWn in FIG. 13. Then, the 
authentication section 530 outputs the synthesized data to the 
printing section 540. 
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As previously explained, the process of adding the image 
data indicative of the duplication When the access operation 
With respect to the secret information is denied may be suit 
able for a case of controlling a duplication relating to the 
secret information having not so high secrecy. 
As previously explained, in accordance With the image 

forming system and the image forming method of the present 
invention, the secret information can be protected and the 
copying operation can be restricted, While utiliZing such a 
semiconductor chip from Which the data stored thereinto may 
be read in the non-contact manner. 

What is claimed is: 
1. An image forming system comprising: 
an image display medium, that is a sheet of paper, on Which 

an unencrypted ?rst image is visibly displayed on a 
surface of the display medium Without authentication; 
and 

an image forming apparatus, Wherein: 
the image display medium includes a data supply appara 

tus, Which stores therein encrypted data of a second 
image Which is not visible on the surface of the display 
medium and authentication data used for an access 
authentication to the data of the second image and sup 
plies the stored data of the second image and the stored 
authentication data to an external; and 

the image forming apparatus includes: 
an image reading section for reading the displayed ?rst 

image from the surface of the display medium; 
a data reading section for reading the supplied data of the 

second image and the supplied authentication data from 
the data supply apparatus; 

an authentication section for receiving access to the data of 
the second image and determining Whether or not to 
alloW the access to the data of the second image, on the 
basis of the read authentication data; and 

an image forming section for forming the ?rst visible, 
unencrypted image and the second not visible, 
encrypted image When the access to the data of the 
second image is authenticated, and does not form the 
second not visible, encrypted image When authentica 
tion fails. 

2. The image forming system according to claim 1, 
Wherein: 

the data supply apparatus has an encrypting section for 
encrypting the data of the second image and the authen 
tication data, Which are supplied to the external; and 

the image forming apparatus further includes: 
a decrypting section for decrypting the read authentication 

data. 
3. The image forming system according to claim 1, 

Wherein: 
the data of the second image and the authentication data, 

Which are supplied to the external, have been encrypted; 
and 

the image forming apparatus further includes: 
a decrypting section for decrypting the read authentication 

data. 
4. The image forming system according to claim 1, Wherein 

the data reading section reads the data of the second image 
When the access to the data of the second image is authenti 
cated. 

5. The image forming system according to claim 1, 
Wherein: 
When the access to the data of the second image is not 

authenticated, the image forming section forms the ?rst 
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image and an image indicating that the access to the data 
of the second image is not authenticated. 

6. The image forming system according to claim 1, 
Wherein: 

the image display medium is an original on Which the ?rst 
image is formed; 

the data supply apparatus is attached to the original; 
the data supply apparatus is a non-contact memory, 

Wherein the data of the second image and the authenti 
cation data, Which are stored in the non-contact memory, 
are readable from the external in a non-contact manner; 
and 

the data reading section of the image forming apparatus 
reads the supplied data of the second image and the 
supplied authentication data from the non-contact 
memory in the non -contact manner. 

7. The image forming system according to claim 1, 
Wherein: the authentication data is a passWord; 

the data reading section reads the supplied data of the 
second image and the supplied passWord; and 

When an input passWord for the access to the data of the 
second image is coincident With the read passWord, the 
authentication section alloWs to access the data of the 
second image. 

8. The image forming system according to claim 1, 
Wherein: 

the data of the second image indicates an image, Which 
should be formed in combination With the data of the 
?rst image; and 

When the image forming section forms the second image, 
the image forming section forms the second image in 
combination With the ?rst image. 

9. An image forming method comprising: 
supplying encrypted data of a second image Which is not 

visible and authentication data from an image display 
medium; 

reading an unencrypted visible ?rst image from a surface of 
the image display medium; 

reading the encrypted data of the second image Which is not 
visible and the supplied authentication data from a data 
storage apparatus in the image display medium; 

receiving access data of the second image Which is not 
visible; 

determining Whether or not the second image Which is not 
visible is authenticated based on the read authentication 
data and the received access data; and 

forming the ?rst image and the second image When the 
access to the data of the second image is authenticated, 
and forming only the ?rst image in all other cases. 

10. A computer-readable medium containing a program 
that causes a computer to perform a process comprising: 

reading an unencrypted visible ?rst image from a surface of 
an image display medium; 

reading encrypted data of a second image Which is not 
visible and authentication data from a data storage appa 
ratus in an image display medium; 

receiving access data of the second image Which is not 
visible; 

determining Whether or not the second image Which is not 
visible is authenticated based on the read authentication 
data and the received access data; and 

forming the ?rst image and the second image When the 
access to the data of the second image is authenticated, 
and forming only the ?rst image in all other cases. 

* * * * * 


