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(57) ABSTRACT 

The dismissing of cached data that is not expected to be 
further used is predicted instead of predicting future l/O 
operations and then data is fetched from the main memory to 
replace the dismissed data in the cache. Thus, ?rstly a location 
in a cache memory containing data, Which is expected not to 
be further used, is identi?ed, followed by performing a 
prefetch operation in order to request neW data to re?ll the 
above location in the cache memory. Therefore, a data pro 
cessing system comprises at least one processor (12) for 
processing streaming data, at least one cache memory (200) 
having a plurality of cache blocks (210), Wherein one of said 
cache memories (200) is associated to each of said processors 
(12), and at least one cache controller (300) for prefetching 
data into said cache memory (200), Wherein one of said cache 
controllers (300) is associated to each of said cache memories 
(200). Said cache controller (300) comprises determining 
means (350) for identifying at least one location in said cache 
memory (200) containing ?rst data, Which is predicted to be 
dismissible Without penalty and prefetch means (320) for 
issuing a prefetch operation replacing said ?rst data at said 
location With second data, Which ?t said location. 

10 Claims, 2 Drawing Sheets 
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DATA PROCESSING SYSTEM WITH 
PREFETCHING MEANS 

The invention relates to a data processing system optimised 
for processing data?oW applications, a method for prefetch 
ing data into a cache memory in a data processing environ 
ment optimised for processing data?oW applications, and a 
semiconductor means for use in a data processing environ 
ment optimised for processing data?ow applications. 

The design efforts for data processing systems especially 
equipped for data How application like high-de?nition digital 
TV, set-top boxes With time-shift functionality, 3D games, 
video conferencing, MPEG-4 applications, and the like has 
increased during recent years due to an increasing demand for 
such applications. 

In stream processing, successive operations on a stream of 
data are performed by different processors. For example a 
?rst stream might consist of pixel values of an image, that are 
processed by a ?rst processor to produce a second stream of 
blocks of DCT (Discrete Cosine Transformation) coef?cients 
of8><8 blocks ofpixels.A second processor might process the 
blocks of DCT coef?cients to produce a stream of blocks of 
selected and compressed coef?cients for each block of DCT 
coe?icients. 

In order to realise data stream processing a number of 
processors are provided, each capable of performing a par 
ticular operation repeatedly, each time using data from a next 
data object from a stream of data objects and/or producing a 
next data object in such a stream. The streams pass from one 
processor to another, so that the stream produced by a ?rst 
processor can be processed by a second processor and so on. 
One mechanism of passing data from a ?rst to a second 
processor is by Writing the data blocks produced by the ?rst 
processor into the memory. The data streams in the netWork 
are buffered. Each buffer is realised as a FIFO, With precisely 
one Writer and one or more readers. Due to this buffering, the 
Writer and readers do not need to mutually synchroniZe indi 
vidual read and Write actions on the channel. Typical data 
processing systems include a mix of fully programmable 
processors as Well as application speci?c subsystems dedi 
cated to single application respectively. 
An example of such an architecture is shoWn in Rutten et al. 

“Eclipse: A Heterogeneous Multiprocessor Architecture for 
Flexible Media Processing”, IEEE Design and Test of Com 
puters: Embedded Systems, pp. 39-50, July-August 2002. 
The required processing applications are speci?ed as a Kahn 
process netWork, i.e. a set of concurrently executing tasks 
exchanging data by means of unidirectional data streams. 
Each application task is mapped on a particular program 
mable processors or one of the dedicated processors. The 
dedicated processors are implemented by coprocessors, 
Which are only Weakly programmable. Each coprocessor can 
execute multiple tasks from a single Kahn netWork or from 
multiple netWorks on a time-shared basis. The streaming 
nature of eg media processing applications result in a high 
locality of reference, i.e. consecutive references to the 
memory address of neighbouring data. Furthermore, a dis 
tributed coprocessor shell is implemented betWeen the copro 
cessors and the communication netWork, i.e. the bus and the 
main memory. It used to absorb many system-level problems 
like multitasking, stream synchronisation and data transport. 
Due to its distributed nature, the shells can be implemented 
close to the coprocessor, Which it is associated to. In each 
shell all data required for handling the streams incident to 
tasks being mapped on the coprocessor associated to the shell 
are stored in the shell’s stream table. 
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2 
The shells comprise caches in order to reduce data access 

latency occurring When reading or Writing to a memory. Data, 
Which is required to perform future processing steps are 
cached i.e. stored in a smaller memory, Which is separate from 
the main memory and is arranged closed to a processor using 
the stored data. In other Words a cache is used as an interme 
diate storage facility. By reducing the memory access latency 
the processing speed of a processor can be increased. If data 
Words are merely to be accessed by the processor from its 
cache rather than from the main memory the access time Will 
be signi?cantly reduced. 

In order to further reduce the data access latency prefetch 
methods are employed to predict upcoming input and output 
operations. Here, prefetching means that data is cached or 
transmitted from the main memory to a cache before a request 
for this data is received from a processor. 

Generally speaking, tWo main problems arise When deal 
ing With prefetching techniques. Firstly, in order to predict 
future input/output accesses to the memory the access pattern 
of the data processing must be recogniZed by observing the 
addresses of a series of input/ output (I/O)-operations and then 
after examining this behaviour perform an extrapolation in 
order to predict upcoming I/O accesses for the memory. In the 
case of streaming data applications this extrapolation 
becomes very complex due to the fact, that other processes or 
streams in the system may access data in said memory so that 
interleaved I/O operations from other streams prevent accu 
rate predictions. 

Secondly, if it is predicted that a certain data Word is to be 
processed during the next processing steps and this particular 
data Word is not currently stored in the cache, it has to be 
fetched, i.e. transferred or retrieved, from the memory into the 
cache. HoWever, cases exist Where this prefetched data Word 
is transferred to the cache to be stored therein, thereby replac 
ing the data Word currently stored at that position, While this 
data Word may still be valuable, i.e. is required in future 
processing steps. Accordingly, this prefetch technique may 
lead to undesired cache misses, i.e. data needed in future 
processing steps is deleted. 
US. Pat. No. 5,590,390 relates to a cache prefetching 

technique in an environment Where the main memory is a 
mass storage such as a magnetic disc and the cache memory 
is used to store data prefetch from the mass storage. In par 
ticular, it discloses a prefetching technique Where certain 
cached data, Which Would normally be decached or dis 
missed, are retained or recycled. One example for decaching 
data is the least-recently used (LRU) method, Where the least 
recent data is dismissed or decached, in order to make room 
for neW data in the cache memory. In other Words the LRU 
method determines Which data has not being accessed for the 
longest period of time are or currently cached data. According 
to the results of this method certain cached data is released 
from the cache in order to be able to reuse the cache space 
currently occupied by that data for caching some currently 
required uncached data. Furthermore, it is determined Which 
data being the least recently used should so be retained in the 
cache based on its higher potential reuse and Which data has 
a lesser probability of being reused and thus should be 
decached in order to cater for the possessors kind need for 
data. 
The actual prefetching or cache-ahead is carried out by 

determining the number of data segments present in the cache 
Which Will be used during the next processing steps of the 
processor. If this number exceeded, then there is no need for 
prefetching data from the main memory. HoWever, if this is 
not the case, a prefetch process is immediately initiated. The 
data to be prefetched is either the data immediately folloWing 
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the current data or the data immediately proceeding the cur 
rent data. Usually the data succeeding the current data is the 
data to be prefetched. According to this prefetch method it is 
?rst determined Which data segment is to be prefetched from 
the main memory and then the prefetched data is stored in the 
cache at a location Which is determined by the modi?ed least 
recent use method described above. However, although a 
modi?ed LRU method is being used the danger of ache 
misses by overwriting data in the cache Which is still needed 
by the processor is still resent. 
US. Pat. No. 5,787,472 discloses a system and method for 

caching sequential data streams in a cache memory. In par 
ticular, it relates to a distributed video server each serving a 
number of the users on the basis of a video-on-amount. The 
video data are stored on discs While a cache memory is 
applied in order to buffer said video data. After data blocks 
have been read by a consuming process it is determined 
Whether this data blocks should be discarded from the cache. 
First of all, it is determined Whether free locations are avail 
able but otherWise an appropriate location is determined 
according to the LRU method. 

Operating caches at high clock speeds is dif?cult for caches 
With high associativity. On the other hand, loW associativity 
results in a small set of choices for choosing a victim location, 
and hence in an increased risk of dismissing valuable data. 
LRU based methods are less effective for such caches. 

It is therefore an object of the invention to provide prefetch 
ing of data into a cache memory While reducing the occur 
rence of cache misses due to dismissing valuable data. 

This object is solved by a data processing system according 
to claim 1, a method for prefetching data into a cache memory 
according to claim 9, and a semiconductor means for use in a 
data processing environment optimised for processing data 
?oW applications according to claim 10. 

The invention is based on the idea to predict the dismissing 
of cached data that is not expected to be further used, instead 
of predicting future I/O operations. Next, data is fetched from 
the main memory to replace the dismissed data in the cache. 
Thus, ?rstly a location (i.e. a victim location) in a cache 
memory containing data, Which is expected not to be further 
used, is identi?ed, folloWed by performing a prefetch opera 
tion in order to request neW data to re?ll the above location in 
the cache memory. 

Therefore, a data processing system comprises at least one 
processor 12 for processing streaming data, at least one cache 
memory 200 having a plurality of cache blocks, Wherein one 
of said cache memories 200 is associated to each of said 
processors 12, and at least one cache controller 300 for 
prefetching data into said cache memory 200, Wherein one of 
said cache controllers 300 is associated to each of said cache 
memories 200. Said cache controller 300 comprises deter 
mining means 350 for identifying at least one location in said 
cache memory 200 containing ?rst data, Which is predicted to 
be dismissible Without penalty, and prefetch means 320 for 
issuing a prefetch operation replacing said ?rst data at said 
location With second data that ?t said location. Accordingly, 
the probability of cache misses by overWriting cached data, 
that is still needed in the cache, is reduced. 

In a further aspect of the invention said data processing 
system is optimised for processing data?oW applications With 
tasks and data streams, Where different streams compete for 
shared cache resources. 

In a further aspect of the invention the identi?cation of the 
location is carried out restricted on a speci?c predetermined 
range of addresses. 

In a preferred aspect of the invention, said determining 
means determines if the last data Word of said ?rst data Words 
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4 
in a cache block in the cache memory has been accessed, and 
said prefetch means prefetches second data Words from a 
memory, Which replace said ?rst data Words in said cache 
block. 

If this is carried out in a data processing system that is 
designed to process streaming data subsequent read opera 
tions from a single stream correspond to a continuous linear 
range in the memory. Therefore, When the last data Word in a 
cache block has been accessed by a reading operation it can be 
assumed that all data Words Within that cache block have been 
used and are not needed in the folloWing operations of the 
processor. Accordingly, the memory space and the cache 
block can be used for data from the main memory Which Will 
be used in subsequent operations. NoW a data block is 
prefetched from a neW location or address in the memory, 
Wherein this data block must ?t to the cache location of the 
dismissed cache data. 

In still a further aspect of the invention, said determining 
means invalidates data Words present among ?rst data Words 
in said cache block, and said prefetch means prefetches sec 
ond data Words from a memory, Which ?t said location of said 
invalidated ?rst data Words in said cache block. 

Accordingly, once the prefetched second data block arrives 
at the cache memory it Will be stored automatically at the 
location of the dismissed data. The reading operations are 
expected to access this prefetched data in the near future, 
since the access of streaming data is performed in a linear 
order. 

In a further preferred aspect the invalidated data are 
reloaded from said memory. This Will reduce the latency of a 
data access, since for streaming data the reading operation is 
expected to access this data in the near future. 
The invention is also related to a method for prefetching 

data into a cache memory, Wherein said cache memory com 
prises a plurality of cache blocks. At least one location in said 
cache memory 200 containing ?rst data, Which is predicted to 
be dismissible Without penalty, is identi?ed. Then a prefetch 
operation is issued by replacing said ?rst data at said location 
With second data, Which ?t said selected location. 
The invention is furthermore related to a semiconductor 

means for use in a data processing environment optimised for 
processing data?oW applications With tasks and data streams, 
Where different streams compete for shared cache resources. 
Said device comprises a cache memory 200 having a plurality 
of cache blocks, and a cache controller 300 for prefetching 
data into said cache memory 200, Wherein said cache con 
troller 300 is associated to said cache memory 200. Said 
cache controller 300 comprises determining means 350 for 
identifying at least one location L in said cache memory 200 
containing ?rst data, Which is predicted to be dismissible 
Without penalty, and prefetch means 320 for issuing a 
prefetch operation replacing said ?rst data at said location 
With second data Which ?t said location. 

Further aspects of the invention are described in the depen 
dent claims. 

These and other aspects of the invention are described in 
more detail With reference to the draWings, the ?gures shoW 
ing: 

FIG. 1 a schematic block diagram of an architecture of a 
stream based processing system according to the invention, 
and 

FIG. 2 a block diagram of a coprocessor, a cache, and a 
cache controller according to the invention. 

FIG. 1 shoWs a processing system for processing streams 
of data objects according to a preferred embodiment of the 
invention. The system can be divided into different layers, 
namely a computation layer 1, a communication support layer 
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2 and a communication network layer 3. The computation 
layer 1 includes a CPU 11, and tWo processors or co-proces 
sors 12a, 12b. This is merely by Way of example, obviously 
more processors may be included into the system. The com 
munication support layer 2 comprises a shell 21 associated to 
the CPU 11 and shells 22a, 22b associated to the processors 
12a, 12b, respectively. The communication netWork layer 3 
comprises a communication netWork 31 and a memory 32. 

The processors 12a, 12b are preferably dedicated proces 
sor; each being specialised to perform a limited range of 
stream processing function. Each processor is arranged to 
apply the same processing operation repeatedly to successive 
data objects of a stream. The processors 12a, 12b may each 
perform a different task or function, eg variable length 
decoding, run-length decoding, motion compensation, image 
scaling or performing a DCT transformation. In operation 
each processor 12a, 12b executes operations on one or more 
data streams. The operations may involve e.g. receiving a 
stream and generating another stream or receiving a stream 
Without generating a neW stream or generating a stream With 
out receiving a stream or modifying a received stream. The 
processors 12a, 12b are able to process data streams gener 
ated by other processors 12b, 1211 or by the CPU 11 or even 
streams that have generated themselves. A stream comprises 
a succession of data objects Which are transferred from and to 
the processors 12a, 12b via said memory 32. 

The shells 22a, 22b comprise a ?rst interface toWards the 
communication netWork layer being a communication layer. 
This layer is uniform or generic for all the shells. Furthermore 
the shells 22a, 22b comprise a second interface toWards the 
processor 12a, 12b to Which the shells 22a, 22b are associated 
to, respectively. The second interface is a task-level interface 
and is customised toWards the associated processor 12a, 12b 
in order to be able to handle the speci?c needs of said pro 
cessor 12a, 12b. Accordingly, the shells 22a, 22b have a 
processor-speci?c interface as the second interface but the 
overall architecture of the shells is generic and uniform for all 
processors in order to facilitate the re-use of the shells in the 
overall system architecture, While alloWing the parameteri sa 
tion and adoption for speci?c applications. 

The shell 22a, 22b comprise a reading/Writing unit for data 
transport, a synchronisation unit and a task sWitching unit. 
These three units communicate With the associated processor 
on a master/ slave basis, Wherein the processor acts as master. 
Accordingly, the respective three unit are initialised by a 
request from the processor. Preferably, the communication 
betWeen the processor and the three units is implemented by 
a request-acknowledge handshake mechanism in order to 
hand over argument values and Wait for the requested values 
to return. Therefore the communication is blocking, i.e. the 
respective thread of control Waits for their completion. 

The shells 22a, 22b are distributed, such that each can be 
implemented close to the processor 12a, 12b that it is associ 
ated to. Each shell locally contains the con?guration data for 
the streams Which are incident With tasks mapped on its 
processor, and locally implements all the control logic to 
properly handle this data. Accordingly, a local stream table 
may be implemented in the shells 22a, 22b that contains a roW 
of ?elds for each stream, or in other Words, for each access 
point. 

Furthermore, the shells 22 comprise a data cache for data 
transport, i.e. read operation and Write operations, betWeen 
the processors 12 and the communication netWork 31 and the 
memory 32. The implementation of a data cache in the shells 
22 provide a transparent translation of data bus Widths, a 
resolvement of alignment restrictions on the global intercon 
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6 
nect, i.e. the communication netWork 31, and a reduction of 
the number of I/O operations on the global interconnect. 

Preferably, the shells 22 comprise the cache in the read and 
Write interfaces, hoWever these caches are invisible from the 
application functionality point of vieW. The caches a play an 
important role in the decoupling the processor read and Write 
ports from the global interconnect of the communication 
netWork 3. These caches have the major in?uence on the 
system performance regarding speed, poWer and area. 

For more detail on the architecture according to FIG. 1 
please refer to Rutten et al. “Eclipse: A Heterogeneous Mul 
tiprocessor Architecture for Flexible Media Processing”, 
IEEE Design and Test of Computers: Embedded Systems, pp. 
39-50, July-August 2002. 

FIG. 2 shoWs a part of the architecture according to FIG. 1. 
In particular, a processor 12b, the shell 22b, the bus 31 and the 
memory 32 are shoWn. The shell 22b comprises a cache 
memory 200 and a cache controller 300 as part of its data 
transport unit. The cache controller 300 comprises an deter 
mining means 350, a prefetch means 320, and optionally a 
marking means 360. The cache memory 200 may be divided 
into different cache blocks 210. 
A prefetch operation Within the system is controlled by the 

shell 22 but is initiated by either a read request from the 
coprocessor 12b or an invalidate request. Since the coproces 
sor 12b is designed to process streaming data it is assumed 
that subsequent read requests from the coprocessor 12b origi 
nating from the processing of a single stream are performed 
on a successive, linear memory address range. 
The determining means 350 determines Whether the last 

data Word in the cache block 210 has been accessed by a read 
operation from the processor 12b. If this is the case, it can be 
assumed that all data Words Within that cache block 210 have 
been accessed during preceding read operations, so that all 
data Words in said cache block 210 are not required any more 
in upcoming processing steps. Accordingly, these data Words 
can be dismissed, and said prefetch means 320 prefetches a 
data block from the memory 32. The neWly prefetched data 
block must ?t into the cache block 210, i.e. the data block to 
be prefetched must be of the same siZe as the data block Which 
can be dismissed. In particular, the data block to be prefetched 
is retrieved from a location in said memory 32 at an address 
Which is the next higher address of the previous address of 
said ?rst data in said memory 32 of the data block to be 
dismissed. In other Words, the data block to be prefetched 
must ?t into the storage space of the cache block 210 and the 
space of the data block to be dismissed. Additionally, the 
prefetch operation must be performed according to the 
restrictions of the cache organisation. 

Optionally, When the determining means 350 determines 
that the last data Word in the cache block 210 has been 
accessed by a read operation from the processor 12b, all data 
Words Within that cache block 210 can be dismissed and are 
therefore marked for dismissal by said marking means 360. 
Thereafter, said prefetch means 320 prefetches a data block 
from the memory 32. The neWly prefetched data block must 
?t into the cache block 210, i.e. the data block to be prefetched 
must be of the same siZe as the data block Which is marked for 
dismissal. In particular, the data block to be prefetched is 
retrieved from a location in said memory 32 at an address 
Which is the next higher address of the previous address of 
said ?rst data in said memory 32 of the data block marked for 
dismissal. 
The prefetching technique according to the invention is 

advantageous since the prefetched data block Will be auto 
matically stored at the cache block 210, i.e. the location of the 
data block to be dismissed, as soon as the prefetched data 
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block is retrieved from said memory 32 and arrives in the 
cache memory 200. This prefetching operation is justi?ed, 
since said processor 12b is expected to access the prefetched 
data block Within the next upcoming processing steps due to 
the fact that the data processing is performed on streaming 
data and the corresponding reading operations and memory 
accesses occur in linear order. 
An alternative technique to determine data in said cache 

memory 200 Which can be dismissed, is to check for invali 
dated data. In the data processing system according to FIG. 1 
comprising several processors it is essential to perform cache 
coherency to insure that each processor only accesses those 
data values from a shared memory Which are updated cor 
rectly. When the processor 12b accesses data from a memory 
via its cache memory 200 the validity of the read data must be 
con?rmed. HoWever, the techniques used for the invalidation 
of data are not subject to the present invention but are Well 
knoWn from the prior art. 

The determining means 350 determines Whether there are 
invalidated data Words present among the data Words in a 
cache block 210. If any invalidated data Words are found by 
the determining means 350, said prefetch means 320 
prefetches data Words from the memory 32, Which corre 
spond to the address of the dismissed cache data, i.e. the 
invalidated data. In other Words the prefetch is performed by 
reloading the invalidated data in said cache memory. Alter 
natively, the invalidated data Words are marked for dismissal 
by the marking means 360 before being reloaded. 

The prefetch operation is justi?ed, since the reading pro 
cessor is expected to access this data, i.e. the invalidated data, 
Within the next processing steps. Additionally, the prefetch is 
only performed for cache locations Which fall Within the 
address range of stream buffers. 

The invention claimed is: 
1. Data processing system, comprising: 
at least one processor (12) for processing streaming data; 
at least one cache memory (200) having a plurality of cache 

blocks (210), Wherein one of said cache memories (200) 
is associated to each of said processors (12), and 

at least one cache controller (300) for prefetching data into 
said cache memory (200), Wherein one of said cache 
controllers (300) is associated to each of said cache 
memories (200); 

said cache controller (300) comprising: 
determining means (350) for identifying at least one 

location in said cache memory (200) containing ?rst 
data, Which is predicted to be dismissible Without 
penalty, said determining means being con?gured to 
determine if the last data Word of ?rst data Words in a 
cache block (210) has been accessed by a reading 
operation from the at least one processor so that said 
?rst data Words can be dismissed from the cache 
block; and 

prefetch means (320) for issuing a prefetch operation 
replacing said ?rst data at said location With second 
data Which ?t said location, said second data being 
prefetched from a memory (32), said prefetch means 
being con?gured to prefetch second data Words from 
said memory, Which replace said ?rst data Words in 
said cache block With said second data Words, said 
second data Words being of the same siZe as the ?rst 
data Words. 

2. System according to claims 1, Wherein said data pro 
cessing system is optimiZed for processing data?oW applica 
tions With tasks and data streams, Where different streams 
compete for shared cache resources. 
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8 
3. System according to claim 2, 
Wherein said determining means (350) is con?gured to 

perform the identi?cation of said location restricted to a 
predetermined range of addresses. 

4. System according to claim 1, Wherein 
said prefetch means (320) is furthermore con?gured to 

prefetch said second data Words from a second address 
in said memory (32), Wherein said second address is the 
next higher address from a ?rst address corresponding to 
the previous address of said ?rst data Words in said 
memory (32), and Wherein said second data Words ?t 
said selected location of said ?rst data Words. 

5. System according to claim 2, Wherein 
said determining means (350) is con?gured to determine 

invalidated data Words among ?rst data Words in said 
cache block (210), and 

said prefetch means (320) is con?gured to prefetch second 
data Words from said memory (3 2), Which ?t the location 
of said invalidated ?rst data Words in said cache block 

(210). 
6. System according to claim 5, 
Wherein said ?rst data Words are reloaded from said 
memory (32). 

7. System according to claim 2, Wherein 
said determining means (350) is con?gured to determine if 

?rst data Words in said cache block (210) do not belong 
to the stream of data currently operated by the processor, 
and 

said prefetch means (320) is con?gured to prefetch second 
data Words from a memory (32), Which ?t the location of 
said ?rst data Words in said cache block (210). 

8. Method for prefetching data into a cache memory (200), 
Wherein said cache memory (200) comprises a plurality of 
cache blocks (210), comprising the steps of: 

a) identifying at least one location in said cache memory 
(200) containing ?rst data, Which is predicted to be 
dismissible Without penalty, including determining if 
the last data Word of ?rst data Words in a cache block has 
been accessed by a reading operation so that said ?rst 
data Words can be dismissed from the cache block; and 
then 

b) issuing a prefetch operation by replacing said ?rst data at 
said location With second data, Which ?t said location, 
said second data being prefetched from a memory (32), 
including prefetching second data Words from said 
memory, Which replace said ?rst data Words in said 
cache block With said second data Words, said second 
data Words being of the same siZe as the ?rst data Words. 

9. Method according to claim 8, Wherein said method is 
performed in a data processing environment optimiZed for 
processing data?oW applications With tasks and data streams, 
Where different streams compete for shared cache resources, 
Wherein said cache memory (200) comprises a plurality of 
cache blocks. 

10. Semiconductor means for use in a data processing 
environment optimiZed for processing data?oW applications 
With tasks and data streams, Where different streams compete 
for shared cache resources, comprising: 

a cache memory (200) having a plurality of cache blocks 
(210), and 

a cache controller (300) for prefetching data into said cache 
memory (200), Wherein said cache controller (300) is 
associated to said cache memories (200); 

said cache controller (300) comprising: 
identi?cation means (350) for identifying at least one 

location in said cache memory (200) containing ?rst 
data, Which is predicted to be dismissible Without 
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penalty, said identifying means being con?gured to 
determine if the last data Word of ?rst data Words in a 
cache block (210) has been accessed by a reading 
operation so that said ?rst data Words can be dis 
missed from the cache block; and 

prefetch means (320) for issuing a prefetch operation 
replacing said ?rst data at said location With second 
data Which ?t said location, said second data being 

10 
prefetched from a memory (32), said prefetch means 
being con?gured to prefetch second data Words from 
said memory, Which replace said ?rst data Words in 
said cache block With said second data Words, said 
second data Words being of the same siZe as the ?rst 
data Words. 


