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COUNTERWEIGHT BASED ROCKET 
LAUNCH PLATFORM 

TECHNICAL FIELD 

Embodiments are generally related to rocket launch meth 
ods, devices and systems. Embodiments are additionally 
related to counter-Weight lifting methods, devices and sys 
tems. Embodiments are also related to terrain based rocket 
launch facilities. 

BACKGROUND 

Most of the launch systems in use today operate from a 
standstill at or near sea level. The disadvantage of these sys 
tems is that they launch the greatest distance to space and 
through the thickest part of the atmosphere. They must carry 
enough fuel to not only lift the payload but also to carry fuel 
to lift the fuel. It is a problem of near exponential groWth. 

In the case of the space shuttle, half the fuel (1.5 million 
pounds) is used in the ?rst 8 seconds getting to a height of only 
300 ft. Typically, the ?rst stage of a launch system is used to 
get the rocket and payload from a standstill through the loWer 
atmosphere. These ?rst stases are the largest and consume the 
most fuel and are the most expensive part of the launch 
vehicle. These three factors cause conventional launch sys 
tems to use 30 to 50 lbs of fuel to lift 1 lb of payload into space. 

In addition, most launch facilities are located in coastal 
regions Where they are subjected to severe Weather and can be 
inoperable for periods of time. From a military perspective 
they are also vulnerable to attack With little natural protection. 
In association With this invention, ramjet technology uses 
onboard fuel and atmospheric oxygen for propulsion. Ram 
jets can’t start from a standstill and need to be accelerated by 
other means to reach their startup conditions. 

The majority of satellites are placed into the equatorial 
orbit plane and so launches from near the equator require less 
fuel. At least tWo mountains are located near the equator and 
Would be good candidates for this invention. The ?rst is Mt 
Chimbora in Ecuador, a 20,000 ft mountain about 25 km from 
the equator. The second is Mt Kenya in Kenya, a 17,000 ft 
mountain on the equator. 

Based on the foregoing, it is believed that an improved 
rocket launching technology is necessary to increase e?i 
ciency in putting payloads into space. It is believed that sys 
tems and methods disclosed here offer a solution to the prob 
lems inherent With current methods of launching rockets. 

BRIEF SUMMARY 

The folloWing summary of the invention is provided to 
facilitate an understanding of some of the innovative features 
unique to the present invention and is not intended to be a full 
description. A full appreciation of the various aspects of the 
invention can be gained by taking the entire speci?cation, 
claims, draWings and abstract as a Whole. 

It is therefore one aspect of the present invention to provide 
for an improved rocket launching system and methods. 

It is another aspect of the present invention to provide for 
an improved counterweight lifting system and method. 

It is yet another aspect of the present invention to provide 
for an improved terrain based rocket launch facility. 

The above and other aspects of the invention can be 
achieved as Will noW be brie?y described. A rocket launch 
system and method are disclosed, Which generally include 
using naturally available assets (gravity and oxygen) before 
resorting to onboard propellants. It is proposed to use a coun 
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2 
terWeighted platform inside the mountain to accelerate the 
rocket to speeds near 500 mph and higher and release it into 
the thinner atmosphere around 20,000 ft. Next, a ramj et could 
be employed until insu?icient oxygen is available to support 
combustion at Which point onboard propellants Would be 
used to complete the ascent into space. The invention is 
designed to accommodate the existing ?eet of launch vehicles 
to include Atlas, Delta, Ariane, Zenit, Proton, Progress, Long 
March, and H1. 
The present invention is a mountain launch system that 

uses gravity to provide the initial ascent for the rocket and 
payload. This is accomplished through the use of a counter 
Weighted launch platform. The launch platform ascends ver 
tically Within a launch tube While counter Weights descend in 
parallel tubes that surround the launch tube. The launch plat 
form is attached to the counterWeights With a high strength 
Wire rope that routes over a pulley at the top of the launch 
tube. 

This system is incorporated into a structure or mountain 
Which provides the support for the system. The length of the 
launch tube is determined by the mountain and surrounding 
geography. A man-made structure could also be utiliZed or a 
deep hole With the same concept. 

Ideally, the launch location should be close to the equator 
for equatorial plane destinations or other locations for differ 
ent destination orbits (such as a polar orbit). Mt Kenya in 
Kenya near the east coast of Africa is a good candidate loca 
tion. Mt Chimbora in Ecuador near the West coast of South 
America is another candidate location. 

The rocket Would be brought in by means of an access 
tunnel horizontally at the bottom of the launch tube. Then, the 
rocket Would be erected and placed on the launch platform. 

Another feature of this invention is to seal the launch tube 
by closing doors at the bottom and placing a thin membrane 
over the exit. Once sealed, the system can be evacuated to 
create a near vacuum. The loW pressure Will alloW the rocket 
and payload to free ascent Without a terminal velocity caused 
by aerodynamic drag. Upon nearing the exit of the launch 
tube the rocket Will separate from the launch platform Which 
Will then be brought to a stop through braking. The rocket 
payload fairing Will pierce the membrane upon exiting the 
launch tube and the onboard propellants Will then be used to 
propel the rocket and payload into space. 

Additional uses for this facility could be used for free fall 
research or loW gravity manufacturing, the movie industry, or 
a thrill ride. It may also be ?lled With Water and used for 
testing and development of deep sea submersibles or 
research. 

BRIEF DESCRIPTION OF THE DRAWINGS 

The accompanying ?gures, in Which like reference numer 
als refer to identical or functionally similar elements through 
out the separate vieWs and Which are incorporated in and form 
part of the speci?cation, further illustrate embodiments of the 
present invention. 

FIG. 1a illustrates an environmental isometric vieW of the 
mountain launch system in accordance With a preferred 
embodiment; 

FIG. 1b illustrates another environmental isometric vieW 
of the mountain launch system re?ecting the post launch 
con?guration in accordance With a preferred embodiment; 

FIG. 2 illustrates a top vieW of the cross section of the 
mountain launch system in accordance With an alternative 
embodiment; 
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DETAILED DESCRIPTION OF THE INVENTION 

The particular values and con?gurations discussed in these 
non-limiting examples can be varied and are cited merely to 
illustrate embodiments of the present invention and are not 
intended to limit the scope of the invention. 

FIGS. 1a and 1b are environmental isometric views of the 
mountain launch system. Only two counterweight tubes are 
shown for clarity. FIG. 1a shows the pre-launch con?gura 
tion. The rocket 1 is brought in on a truck 2 through an access 
tunnel 3. The rocket is then placed onto the launch platform 4 
below the launch tube 5. The counterweights 6 are shown in 
their upper position at the top of the counterweight tubes 7. 
There is a thin membrane 8 stretched across the top of the 
launch tube and a door 9 at the bottom of the launch tube 
which when closed will allow the system to be evacuated to 
minimize aerodynamic drag. The counter weights are 
attached to the launch platform with high strength wire ropes 
10 routed over pulleys 11 located between the launch and 
counterweight tubes. A security fence 12 is partially shown 
on top of the mountain to keep people and animals clear of the 
launch top opening. 

FIG. 1b show the post-launch con?guration. The counter 
weights 6 are depicted in a descended position in the coun 
terweight tubes 7. The lower launch tube door 9 is in the 
closed position and the thin membrane 8 on top of the launch 
tube is shown in its torn position. The launch platform 4 is 
depicted in its decelerated position at the top of the launch 
tube. 

FIG. 2 is a top down view of the mountain launch system. 
It depicts the counterweight tubes 7 con?gured around the 
launch tube 4. 

The description as set forth is not intended to be exhaustive 
or to limit the scope of the invention. Many modi?cations and 
variations are possible in light of the above teaching without 
departing from the scope of the following claims. It is con 
templated that the use of the present invention can involve 
components having different characteristics. It is intended 
that the scope of the present invention be de?ned by the 
claims appended hereto, giving full cognizance to equivalents 
in all respects. 

What is claimed is: 
1. A rocket launching system, comprising: 
a counterweighted platform for launching a rocket; 
a launch tube to allow said counterweighed platform to lift 

said rocket; 
a plurality of counterweights connected to said counter 

weighted platform with a high strength wire rope which 
routes over a pulley at a top of said launch tube; 

a plurality of counterweight tubes to allow said counter 
weight to gravitationally fall; 

a membrane to create a near vacuum in order for a low 

pressure to allow said rocket to free ascent without a 
terminal velocity caused by an aerodynamic drag; and 

a delivery mechanism for transporting said rocket to said 
counterweighted platform. 

2. The system of claim 1 wherein said system is incorpo 
rated in a mountain. 

3. The system of claim 1 wherein said system comprises a 
free-standing launching cylinder. 

4. The system of claim 1 wherein said system is located 
near the equator for equatorial plane destinations. 

5. The system of claim 1 wherein said delivery mechanism 
further comprises an access tunnel horizontally displaced at a 
bottom of said launch tube. 
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6. The system of claim 1 wherein said rocket comprises 

Atlas, Delta, Ariane, Zenit, Proton, Progress, Long March, 
and H1 launch vehicles. 

7. The system of claim 1 further comprising a ramj et that is 
employable until insu?icient oxygen is available to support 
combustion at which point an onboard propellant is used to 
complete an ascent into space. 

8. The system of claim 1 wherein said launch tube is 
secured with a fence line. 

9. A rocket launching system, comprising: 
a counterweighted platform to launch a rocket, wherein 

said counterweighted platform accelerates said rocket to 
be released into a thinner atmosphere of approximately 
20,000 ft; 

a launch tube to allow said counterweighted platform to lift 
said rocket, wherein said rocket comprises Atlas, Delta, 
Ariane, Zenit, Proton, Progress, Long March, and H1 
launch vehicles; 

a plurality of counterweights connected to said counter 
weighted platform with a high strength wire rope which 
routes over a pulley at a top of said launch tube; 

a plurality of counterweight tubes to allow said counter 
weight to gravitationally fall; 

a membrane to create a near vacuum in order for a low 

pressure to allow said rocket to free ascent without a 
terminal velocity caused by an aerodynamic drag; 

a delivery mechanism for transporting said rocket to said 
counterweighted platform, said delivery mechanism 
comprising an access tunnel horizontally displaced at a 
bottom of said launch tube; and 

a ramjet that is employable until insu?icient oxygen is 
available to support a combustion at which point an 
onboard propellant is usable to complete an ascent into 
space. 

10. The system of claim 9 wherein said system is located 
inside a mountain or a free-standing facility near the equator 
for equatorial plane destinations. 

11. The system of claim 9 wherein said launch tube is 
secured with a fence line. 

12. A rocket launching method, comprising: 
providing a counterweighted platform to launch a rocket; 
providing a launch tube to allow said counterweighted 

platform to lift said rocket; 
providing a plurality of counterweights connected to said 

counterweighted platform with a high strength wire 
rope, which routes over a pulley at a top of said launch 

tube; 
providing a plurality of counterweight tubes to allow said 

counterweight to gravitationally fall while simulta 
neously lifting said counterweighted platform; 

sealing said launch tube with a membrane to create a near 
vacuum in order for a low pressure to allow said rocket 
to free ascent without a terminal velocity caused by an 
aerodynamic drag; and 

providing a delivery mechanism for said rocket to said 
counterweighted platform in said launch tube, thereby 
providing a system capable of delivering a rocket into 
space, said system including said counterweighted plat 
form, said plurality of counterweights, said plurality of 
counterweight tubes, said lunch tube and membrane in 
association with said delivery mechanism. 

13. The method of claim 12 further comprising incorporat 
ing said system in a mountain. 

14. The method of claim 12 further comprising con?guring 
65 said system as a free-standing launching cylinder. 

15. The method of claim 12 further comprising locating 
said system near the equator for equatorial plane destinations. 
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16. The method of claim 12 further comprising modifying 19. The method of claim 12 further comprising employing 
said delivery mechanism to include an access tunnel horiZon- a ramj et until insuf?ciem Oxygen is available to support a 
tany dlsplaced at a bottom of Sald launch tube- combustion at Which point an onboard propellant is usable to 

17. The method of claim 12 further comprising con?guring Complete an ascent into Said space_ 
said membrane to be capable of being pierced by said rocket 5 
as said rocket leaves said launch tube. 

18. The method of claim 12 Wherein said rocket comprises 
Atlas, Delta, Ariane, Zenit, Proton, Progress, Long March, 
and H1 launch Vehicles. * * * * * 

20. The method of claim 12 further comprising securing 
said launch tube With a fence line. 


