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SURGICAL RETRACTOR WITH ROTATING 
BLADES 

CROSS-REFERENCE TO RELATED 
APPLICATIONS 

This application claims the bene?t of US. Provisional 
Patent Application No. 60/720,485, ?led Sep. 27, 2005, and 
entitled, “Surgical Retractor With Rotating Blades.” 

BACKGROUND 

Surgical procedures often require the creation of a surgical 
exposure to alloW a surgeon to reach deeper regions of the 
body. The surgical exposure is usually started With an incision 
of a suitable depth. Surgical instruments knoWn as retractors 
are then inserted into the incision and used to pull back skin, 
muscle and other soft tissue to permit access to the desired 
area. 

A typical retractor is made up of a retractor body attached 
to one or more retractor blades. Retractor blades are smooth, 
thin plates With dull edges that are inserted into the incision to 
pull back the tissue. Retractor blades come in many different 
siZes depending on the particular application and physical 
characteristics of the patient. Retractorblades may be slightly 
curved or completely ?at and may have end prongs of various 
con?gurations to make it easier to pull back tissue. The retrac 
tor blades can be attached to a Wide variety of retractor bodies, 
such as for hand-held and self-retaining retractors. 

Hand-held retractors are made up of a simple grip attached 
to a retractor blade. The retractor blade may be ?xed or 
interchangeable. The retractor blade is inserted into the inci 
sion and then the grip is used to pull back the blade to create 
the surgical exposure. The grip may be attached at an angle to 
the retractor blade to make it easier to pull back on the blade. 
Hand-held retractors must be held in place by hand in order to 
maintain the surgical exposure. 

Self-retaining retractors have specialiZed retractor bodies 
that alloW them to maintain a surgical exposure Without need 
ing to be held in place by hand. TWo common self-retaining 
retractors are longitudinal retractors and transverse retrac 
tors. 

Longitudinal retractors have a retractor body made up of 
tWo seesaWing arms With a pair of opposed retractorblades on 
their respective ends. The retractor body typically has a ratch 
eting mechanism to lock apart the tWo opposed retractor 
blades and hold them in place. This maintains the surgical 
exposure Without the need for the retractor to be held in place 
by hand. The tWo arms may be hinged to facilitate access to 
the retraction site. The retractor blades may be either ?xed or 
interchangeable. 

Transverse retractors have a retractor body made up of a 
transverse rack With a ?xed arm and a sliding arm. The ?xed 
arm and sliding arm have opposed retractor blades on their 
respective ends. The sliding arm typically has a turnkey that 
operates a ratcheting mechanism, Which ratchets the sliding 
arm aWay from the ?xed arm and locks apart the retractor 
blades. The tWo arms may be hinged to facilitate access to the 
retraction site. The retractor blades may be either ?xed or 
interchangeable. 

The retractors in use today retract the opening created in 
the body of the patient in a uniform manner. If the surgeon 
needs a large opening near the spine, for instance, the opening 
in the body of the patient must be retracted in a uniform 
manner. This creates signi?cant trauma for the patient and 
increases the patient’s recovery time. 
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2 
What is needed is a surgical retractor that gives a surgeon a 

suitable area Within the body to Work on the patient While 
reducing the required incision siZe. This reduces trauma to the 
patient and reduces the patient’s recovery time. 

SUMMARY 

According to an embodiment, a surgical retractor includes 
a retractor body and a retractor arm. The retractor arm 

includes a ?rst portion and a second portion. The ?rst portion 
is attached to the retractor body and the second portion is 
rotatably attached to the ?rst portion. The second portion is 
con?gured to retain a retractor blade and to rotate about an 
axis parallel to a line draWn along a length of the retractor 
arm. 

BRIEF DESCRIPTION OF THE DRAWINGS 

Examples of the invention are illustrated, Without limita 
tion, in the accompanying ?gures in Which like numeral ref 
erences refer to like elements and Wherein: 

FIG. 1 shoWs a perspective diagram of a surgical retractor 
With rotating blades in accordance With an embodiment; 

FIGS. 2A and.2B shoWs perspective and cut aWay dia 
grams of a surgical retractor arm in accordance With an 

embodiment; 
FIG. 2C shoWs a cut aWay diagram of a surgical retractor 

arm in accordance With another embodiment; 
FIG. 3 shoWs an illustrated vieW of a dilator in the body of 

a patient in accordance With an embodiment; 
FIG. 4 shoWs an illustrated vieW of a further dilated area in 

the body of a patient in accordance With an embodiment; 
FIG. 5 shoWs an illustrated vieW of a surgical retractor With 

rotating blades used in the body of a patient in accordance 
With an embodiment; 

FIG. 6 shoWs a How diagram of a method for using a 
surgical retractor in accordance With an embodiment; and 

FIG. 7 shoWs a perspective diagram of a surgical retractor 
With rotating blades in accordance With another embodiment. 

DETAILED DESCRIPTION 

For simplicity and illustrative purposes, the principles are 
shoWn by Way of examples of systems and methods 
described. In the folloWing description, numerous speci?c 
details are set forth in order to provide a thorough understand 
ing of the examples. It Will be apparent hoWever, to one of 
ordinary skill in the art, that the examples may be practiced 
Without limitation to these speci?c details. In other instances, 
Well knoWn methods and structures are not described in detail 
so as not to unnecessarily obscure understanding of the 
examples. 

In an example, a surgical retractor includes a retractorbody 
and retractor arms. The retractor arm includes a ?rst portion 
attached to the retractor body and a second portion rotatably 
attached to the ?rst portion. The second portion also includes 
a connector for receiving a retractor blade. The second por 
tion may be attached to the ?rst portion by a pivot pin and may 
rotate trough a range of motion of up to 90 degrees. HoWever, 
When used in the body of a patient, a range of motion of up to 
about 45 degrees may be practical. The ?rst portion may 
includes a thumb screW in engagement With the second por 
tion for forcing the second portion to rotate With respect to the 
?rst portion. Additionally, a spring may be located betWeen 
the ?rst and second portions in order to bias the second 
portion into a neutral position such that the retractor blades 
are generally parallel. 
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With reference ?rst to FIG 1, there is shown a surgical 
retractor 100 including a retractor body 102. A ?rst retractor 
arm including a ?rst portion 104 and a second portion 106 is 
connected to the retractor body 102 by the ?rst portion 104. 
The second portion 106 is rotatably attached to the ?rst por 
tion 104 and includes at a distal end a connector 108 for 
receiving a retractor blade 110. The connector 108 may be 
con?gured in a variety of manners. One example of a con 
nector for use With a surgical retractor blade is described in 
Us. application Ser. No. 11/219,847 by Daniel Bass and 
entitled “Connector for A Surgical Retractor”. This applica 
tion is hereby incorporated by reference in its entirety. 

The retractor blade 110 includes a proximal end 112 near 
the connector 108 and a distal end 114 Which is inserted into 
the body of a patient. The second portion 106 Which retains 
the retractor blade 110 may rotate around an axis parallel to a 
line draWn along a length of the retractor arm. This rotation 
causes the distal end 114 of the retractor blade 110 to tilt or 
angle thus exposing a larger area inside the body of a patient 
Without signi?cantly increasing an insertion point. Because 
the distal end 114 of the retractor blade 110 moves through a 
larger range of motion than the proximal end 112, the inser 
tion point may be smaller than the area inside the body of the 
patient. 

The surgical retractor 100 also includes a second retractor 
arm including a ?rst portion 116 and a second portion 118 
connected to the retractor body 102 by the ?rst portion 116. 
The second portion 118 is rotatably attached to the ?rst por 
tion 116 and includes at a distal end a connector 120 for 
receiving a retractor blade 122. The retractor blade 122 
includes a proximal end 124 near the connector 120 and a 
distal end 126 Which is inserted into the body of a patient. The 
second portion 118 Which retains the retractor blade 122 may 
rotate around an axis parallel to a line draWn along a length of 
the retractor arm. This rotation causes the distal end 126 of the 
retractor blade 122 to tilt or angle thus exposing a larger area 
inside the body of a patient Without signi?cantly increasing 
an insertion point. Because the distal end 126 of the retractor 
blade 122 moves through a larger range of motion than the 
proximal end 124, the insertion point may be smaller than the 
area inside the body of the patient. 
When the retractor blades 110 and 122 are inserted into the 

body of a patient, the second portions 106 and 118 of the 
retractor arms may be rotated. This causes the distal ends 114 
and 126 to separate and expose a larger area inside the body of 
the patient than the area of the insertion point. The proximal 
ends 112 and 124 of the retractor blades 110 and 122 may lie 
near the insertion point but may not signi?cantly increase the 
insertion area as the proximal ends 112 and 124 move through 
a smaller range of motion than the distal ends 114 and 126 of 
the retractor blades 110 and 122. 

FIG. 2A shoWs a segment 200 of one of the retractor arms 
from FIG. 1. The segment 200 includes the ?rst portion 104 
and the second portion 106 of the retractor arm. The ?rst 
portion 104 of the retractor arm includes a thumb screW 202. 
The thumb screW 202 screWs into the ?rst portion 104 and 
engages the second portion 106. When the thumb screW 202 
is tightened, force is exerted upon the second portion 106 
causing rotation around an axis parallel to a line draWn along 
a length of the retractor arm. When the thumb screW 202 is 
loosened, the force is removed and the second portion 106 
may rotate back to the original position. 

FIG. 2B shoWs a cutaWay vieW of the segment 200 along 
line B shoWn in FIG. 2A. As shoWn in FIG. 2B, the second 
portion 106 is connected to the ?rst portion 104 by a pivot pin 
204. A spring 206 biases the second portion 106 into a neutral 
position. The neutral position is a position Wherein the retrac 
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4 
tor blade 110 is generally perpendicular to the retractor body 
102. In other Words, the neutral position is the position 
Wherein the retractor blades 110 and 122 are generally paral 
lel to one another. When the thumb screW 202 is tightened, 
force is exerted upon the second portion 106 overcoming the 
force of the spring 206 and causing rotation. When the thumb 
screW 202 is loosened, the force is removed and the spring 
206 moves the second portion 106 into the neutral position. 

FIG. 2C shoWs a cutaWay vieW, of another example, of the 
segment 200 along line B shoWn in FIG. 2A. As shoWn in FIG. 
2C, the second portion 106 is connected to the ?rst portion 
104 by a pivot pin 204.A spring 206 biases the second portion 
106 into a neutral position. The neutral position is a position 
Wherein the retractor blade 110 is generally perpendicular to 
the retractor body 102. In other Words, the neutral position is 
the position Wherein the retractor blades 110 and 122 are 
generally parallel to one another. When the thumb screW 202 
is tightened, force is exerted upon the second portion 106 
overcoming the force of the spring 206 and causing rotation. 
When the thumb screW 202 is loosened, the force is removed 
and the spring 206 moves the second portion 106 into the 
neutral position. The thumb screW 202, in this example, 
includes a step-doWn end portion 210 With threads and an 
associated retaining nut 212 . Additionally, the second portion 
106 includes an aperture. The step-doWn end portion 210 of 
the thumb screW 202 ?ts through the aperture While the 
remaining portion does not. The retaining nut 212 is then 
screWed onto the step-doWn end portion 210 thus locking the 
thumb screW 202 to the second portion 106. In this arrange 
ment, the thumb screW 202 is able to apply pressure to the 
second portion 106 forcing the second portion 106 into rota 
tion to and from the neutral position. This example reduces 
the Work required from the spring 206. 

FIG. 3 shoWs the body of a patient 300. First, an opening 
302 is made in the body 300. A dilator 304 is then inserted. In 
FIG. 4, the opening 304 is increase in diameter by inserting an 
additional dilator 306. Any number of dilators may be 
inserted to increase the diameter of the opening 302 to a siZe 
for receiving the blades 110 and 122 of the retractor 100. 

In FIG. 5, the blades 110 and 122 of the retractor 100 are 
inserted into the opening 302 of the body. The thumb screWs 
202 are adjusted to tilt the retractor blades 110 and 122 thus 
separating the distal ends 114 and 126. Thus a distal end 310 
of the opening is larger in area than the proximal end 308 of 
the opening 302. This alloWs the surgeon to perform Work on 
the patient While reducing the incision siZe and the amount of 
trauma to the patient. 

FIG. 6 shoWs a How diagram of a method 600 for using the 
retractor 100. The folloWing description of the method 600 is 
made With reference to the retractor 100 illustrated in FIG. 1 
and patient 300 as shoWn in FIGS. 3-5, and thus makes 
reference to the elements cited therein. The folloWing 
description of the method 600 is one manner in Which the 
retractor 100 may be used. In this respect, it is to be under 
stood that the folloWing description of the method 600 is but 
one manner of a variety of different manners in Which such a 
retractor may be used. 

In the method 600, an incision is made in the body 300 of 
a patient at step 602. A dilator 304 is then inserted into the 
incision to create an opening 302 at step 604. Additional 
dilators 306 may also be inserted into the opening 302 to 
increase the siZe at step 606. The blades 110 and 122 of the 
surgical retractor 100 are inserted over the dilators 306 into 
the opening 302 and the dilators 304 and 306 are removed at 
step 608. The thumb screWs 202 are then adjusted to increase 
the area near the distal end 310 of the opening 302 at step 610. 
In this manner, the distal end 310 of the opening is increased 
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Without signi?cantly increase the siZe of the proximal end 
308 of the opening 302 in the body 300. 

FIG. 7 shows a surgical retractor 700 including a retractor 
body 702. A ?rst retractor arm including a ?rst portion 704 
and a second portion 706 is connected to the retractor body 
702 by the ?rst portion 704. The second portion 706 is rotat 
ably attached to the ?rst portion 704 and includes at a distal 
end a connector 708 for receiving a retractor blade 710. The 
connector 708 may be con?gured in a variety of manners as 
described above in reference to FIG. 1. 

The retractor blade 710 includes a proximal end 712 near 
the connector 708 and a distal end 714 Which is inserted into 
the body of a patient. The second portion 706 Which retains 
the retractor blade 710 may rotate around an axis parallel to a 
line draWn along a length of the retractor arm. This rotation 
causes the distal end 714 of the retractor blade 710 to tilt or 
angle thus exposing a larger area inside the body of a patient 
Without signi?cantly increasing an insertion point. Because 
the distal end 714 of the retractor blade 710 moves through a 
larger range of motion than the proximal end 712, the inser 
tion point may be smaller than the area inside the body of the 
patient. 

The surgical retractor 700 also includes a second retractor 
arm including a ?rst portion 716 and a second portion 718 
connected to the retractor body 702 by the ?rst portion 716. 
The second portion 718 is rotatably attached to the ?rst por 
tion 716 and includes at a distal end a connector 720 for 
receiving a retractor blade 722. The retractor blade 722 
includes a proximal end 724 near the connector 720 and a 
distal end 726 Which is inserted into the body of a patient. The 
second portion 718 Which retains the retractor blade 722 may 
rotate around an axis parallel to a line draWn along a length of 
the retractor arm. This rotation causes the distal end 726 of the 
retractor blade 722 to tilt or angle thus exposing a larger area 
inside the body of a patient Without signi?cantly increasing 
an insertion point. Because the distal end 726 of the retractor 
blade 722 moves through a larger range of motion than the 
proximal end 724, the insertion point may be smaller than the 
area inside the body of the patient. 

The surgical retractor 700 also includes a third retractor 
arm including a ?rst portion 728 and a second portion 730 
connected to the retractor body 702 by the ?rst portion 728. 
The second portion 730 is rotatably attached to the ?rst por 
tion 728 and includes at a distal end a connector 732 for 
receiving a retractor blade 734. The retractor blade 734 
includes a proximal end 736 near the connector 732 and a 
distal end 738 Which is inserted into the body of a patient. The 
second portion 730 Which retains the retractor blade 734 may 
rotate around an axis perpendicular to a line draWn along a 
length of the retractor arm. This rotation causes the distal end 
738 of the retractor blade 734 to tilt or angle thus exposing a 
larger area inside the body of a patient Without signi?cantly 
increasing an insertion point. Because the distal end 738 of 
the retractor blade 734 moves through a larger range of 
motion than the proximal end 736, the insertion point may be 
smaller than the area inside the body of the patient. 
When the retractor blades 710, 722, and 734 are inserted 

into the body of a patient, the second portions 706, 718, and 
73 0 of the retractor arms may be rotated. This causes the distal 
ends 714, 726, and 738 to separate and expose a larger area 
inside the body of the patient than the area of the insertion 
point. The proximal ends 712, 724, and 736 of the retractor 
blades 710, 722, and 734 may lie near the insertion point but 
may not signi?cantly increase the insertion area as the proxi 
mal ends 712, 724, and 736 move through a smaller range of 
motion than the distal ends 714, 726, and 738 of the retractor 
blades 710, 722, and 734. 
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6 
What has been described and illustrated herein are 

examples of the systems and methods described herein along 
With some of their variations. The terms, descriptions and 
?gures used herein are set forth by Way of illustration only 
and are not meant as limitations. Those skilled in the art Will 
recogniZe that many variations are possible Within the spirit 
and scope of these examples, Which are intended to be de?ned 
by the folloWing claims and their equivalents in Which all 
terms are meant in their broadest reasonable sense unless 
otherWise indicated. 

What is claimed is: 
1. A surgical retractor comprising: 
a retractor body; 
a ?rst retractor arm having a ?rst portion and a second 

portion, the ?rst portion attached to the retractor body 
and the second portion rotatably attached to the ?rst 
portion and con?gured to retain a ?rst retractor blade, 
Wherein the second portion rotates about an axis parallel 
to a line draWn along a length of the ?rst retractor arm; 

a second retractor arm having a third portion and a fourth 
portion, the third portion attached to the retractor body 
and the fourth portion rotatably attached to the third 
portion and con?gured to retain a second retractor blade, 
Wherein the fourth portion rotates about an axis parallel 
to a line draWn along a length of the second retractor 

arm; 
a third retractor arm having a ?fth portion and a sixth 

portion, the ?fth portion attached to the retractor body 
and the sixth portion rotatably attached to the ?fth por 
tion and con?gured to retain a third retractor blade, 
Wherein the sixth portion rotates about an axis perpen 
dicular to a line draWn along a length of the third retrac 
tor arm; and 

a spring located betWeen the ?rst and second portions, the 
spring biasing the second portion into a position such 
that the ?rst retractor blade is substantially normal to a 
line draWn parallel to the ?rst portion of the ?rst retractor 
arm. 

2. The surgical retractor of claim 1, Wherein the second 
portion may rotate through a range of motion of about 90 
degrees. 

3. The surgical retractor of claim 2, Wherein the second 
portion may rotate through a range of motion of about 45 
degrees. 

4. The surgical retractor of claim 1, further comprising: 
a pivot pin for connecting the second portion to the ?rst 

portion. 
5. The surgical retractor of claim 4, further comprising: 
a thumb screW mounted on the ?rst portion of the ?rst 

retractor arm and in contact With the second portion of 
the ?rst retractor arm, such that, adjustment of the thumb 
screW causes rotation of the second portion of the ?rst 
retractor arm. 

6. The surgical retractor of claim 5, Wherein the second 
portion of the ?rst retractor arm includes an aperture and 
Wherein the thumb screW includes an end portion attached to 
the second portion through the aperture. 

7. A surgical retractor comprising: 
a retractor assembly; 
a ?rst retractor arm having a ?rst portion and a second 

portion, the ?rst portion attached to the retractor assem 
bly; 

a second retractor arm having a third portion and a fourth 
portion, the third portion attached to the retractor assem 
bly; 
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a third retractor arm having a ?fth portion and a sixth 
portion, the ?fth portion attached to the retractor assem 
bly; 

means for rotatably attaching the sixth portion of the third 
retractor arm to the ?fth portion, Wherein the second 
portion and the sixth portion rotate about non-parallel 
axes; 

means for rotatably attaching the second portion of the ?rst 
retractor arm to the ?rst portion; and 

means for biasing the second portion of the ?rst retractor 
arm in a ?rst position. 

8. The surgical retractor of claim 7, further comprising: 
means for rotating the second portion of the ?rst retractor 
arm to a second position. 

9. The surgical retractor of claim 8, 
Wherein the second portion of the ?rst retractor arm com 

prises means for retaining a retractor blade, 
Wherein, in the ?rst position, the retractor blade is gener 

ally normal to a line parallel With the retractor assembly, 
and 

Wherein, in the second position, the retractor blade is 
angled With respect to the line parallel With the retractor 
assembly. 

10. A method of using a surgical retractor comprising: 
creating an opening in a body of a patient, the opening 

having a proximal end near the skin of the patient and a 
distal end further inside the body of the patient; 

providing a surgical retractor including three retractor 
arms, 

a ?rst retractor arm having a ?rst portion and a second 
portion rotatably attached to the ?rst portion, the second 
portion retaining a ?rst retractor blade, Wherein the sec 
ond portion rotates about an axis parallel to a line draWn 
along a length of the ?rst retractor arm, 

a second retractor arm having a third portion and a fourth 
portion rotatably attached to the third portion, the fourth 
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portion retaining a second retractor blade, Wherein the 
fourth portion rotates about an axis parallel to a line 
draWn along a length of the second retractor arm, and 

a third retractor arm having a ?fth portion and a sixth 
portion rotatably attached to the ?fth portion, the sixth 
portion retaining a third retractor blade and rotating 
about an axis perpendicular to a line draWn along a 
length of the third retractor arm, 

Wherein each retractor blade has a proximal end and a distal 

end; 
inserting the ?rst, second, and third retractor blades Within 

the opening; 
rotating the second portion of the ?rst retractor arm, the 

fourth portion of the second retractor arm, and the sixth 
portion of the third retractor arm so that distal ends of the 
?rst, second, and third retractor blades enlarge the distal 
end of the opening Without substantially increasing the 
proximal end of the opening; and 

biasing at least one of the second portion of the ?rst retrac 
tor arm, the fourth portion of the second retractor arm, 
and the sixth portion of the third retractor arm in a ?rst 
position. 

11. The method of claim 10, further comprising: 
adjusting a thumb screW to rotate at least one of the ?rst 

portion of the ?rst retractor arm, the third portion of the 
second retractor arm, and the ?fth portion of the third 
retractor arm. 

12. The method of claim 10, further comprising: 
creating an incision in the body of the patient; 
inserting a dilator through the incision for creating the 

opening; and 
dilating the opening to a siZe for receiving the ?rst, second, 

and third retractor blades. 


