
US007539501B2 

(12) United States Patent (10) Patent N0.: US 7,539,501 B2 
Moorti et a]. (45) Date of Patent: May 26, 2009 

(54) HIGH DATA THROUGHPUT WIRELESS 7,274,652 B1 * 9/2007 Webster et al. ............ .. 370/204 
LOCAL AREA NETWORK RECEIVER 2003/0147374 A1 * 8/2003 Chiu et al. ................ .. 370/349 

(75) Inventors: Tushar Moorti, Mountain View, CA OTHER PUBLICATIONS 

(Us); Christopher J- Hansen, Jianhua Liu, Jian Li and Petre Stoica, “A MIMO System With Back 
Sunnyvale, CA (U S); Jason A- Ward Compatibility For OFDM Based WLANS,” 2003 4th IEEE 
TracheWsky, Menlo Park, CA (US) Workshop on Signal Processing Advances In Wireless Communica 

tions, 0-7803-7858-X/03, pp. 130-134. 
(73) Assignee; Broadcom Corporation, Irvine, CA XP-002236904, Part 11: Wireless LAN Medium Access Control 

(Us) (MAC) and Physical Laer (PHY) speci?cations: High-speed Physical 
Layer in the 5 GHZ Band, Sponsor: LAN/ MAN Standards Commit 
tee of the IEEE Computer Society, IEEE Std 802.11a-1999, Sep. 
1999, pp. 1-53. 
XP-002298432, 802.11gTM, IEEE Standard for Information Tech 
nology, Part 11: Wireless LAN Medium Access Control (MAC) and 
Physical Layer (PHY) Speci?cations, Amendment 4: Further Data 

(21) Appl' NO‘: 10/779’245 Rate Extension in the 2.4 GHZ Band, IEEE Computer Society, Jun. 
2003, . 1-78. 

(22) Filed: Feb. 13, 2004 pp 

( * ) Notice: Subject to any disclaimer, the term of this 
patent is extended or adjusted under 35 
U.S.C. 154(b) by 1058 days. 

* cited by examiner 

(65) Pnor Pubhcatlon Data Primary ExamineriGerald Gauthier 
US 2005/0111449 A1 May 26, 2005 (74) Attorney, Agent, or FirmiGarlick Harrison & 

Markison; Bruce E. Stuckman 
Related US. Application Data 

(60) Provisional application No. 60/524,528, ?led on Nov. (57) ABSTRACT 

24’ 2003' A method for receiving a frame in a high data throughput 
(51) Int_ CL Wireless local area network begins by receiving a preamble of 

H04W 68/02 (200601) the frame via a channel in accordance With a default receiver 
(52) us. Cl. ..................... .. 455/458' 370/290 370/431- ?lter mask The Processing Continues by validating the Pre 

370/901; 370/908; 455/414.4; 455/509’; 455/5ll will?" 5h? procesiinglfominueilbyi vghen ‘he pre?‘imlll’lg is 
(58) Field of Classi?cation Search ............... .. 370/290, Va 1 ate ’ lmerprenng‘ e Pream e ‘0 etenmne a g aw 

throughput channel con?guration. The processing continues 
by recon?guring the default receiver ?lter mask in accor 
dance With the high data throughput channel con?guration to 
produce a recon?gured receiver ?lter mask. The processing 

(56) References Cited continues by receiving a data segment of the frame in accor 
dance With the recon?gured receiver ?lter mask. 

370/338, 389, 431, 901, 908; 455/426, 452.1, 
455/414.4, 458, 509, 511 

See application ?le for complete search history. 

U.S. PATENT DOCUMENTS 

7,054,296 B1 * 5/2006 Sorrells et al. ............ .. 370/338 36 Claims, 9 Drawing Sheets 

®_l T 150 
con?gure a receiver ?lter mask 152 154 

‘h3g5?glggpi?rg?féfg?gg?él receive a ?rst preamble segment perform a ?rst validation test on 
widths ‘0 Produce a frst ' of the packet via a channel I ' the first training sequence 

configured receiver ?lter mask 

158 

invalid packet, wait for 
next possible packet 

156 

is the ?rst validation 
test successful? 

164 

interpret the high throughput 
indication 

yes 160 

perform a 2nd validation test on 
the 2nd training sequence 

is the 
second validation 
test successful? 

does the 
high throughput 

indication indicate a 
high data 

throughput? 168 

receive a data segment of the 
packet via the channel in 
accordance with the ?rst 

con?gured receiver ?lter mask 
170 

receive a 2nd preamble segment 
of the packet via the channel 

172 176 
recon?gure receiver ?lter mask is the Second 

preamble segment 
174 veri?ed. 

17B 

receive a data segment of the 
packet in accordance with the 

recon?gured receiver ?lter mask 

verify the 2nd preamble s ment in 
accordance with a recon igured 

receiver ?lter mask 











US. Patent May 26, 2009 Sheet 5 of9 US 7,539,501 B2 

N2 EmEmmm Emu 50:2 052:; 

03 $533 @559“ Pm on? EmEmww @3885 EN 

w? 8:865 6220 522.95 :9; 

m2 853$ 055$: ncm 

v2 3533 9:52 #2, 

mm? EwEmmm mEEmmE #3 

mm? cozowm 6289 069 

mm? 510mg 

mom? 6x03 

/ 

ONP cozoow hmEEwcm: 06$ 











US 7,539,501 B2 
1 

HIGH DATA THROUGHPUT WIRELESS 
LOCAL AREA NETWORK RECEIVER 

CROSS REFERENCE TO RELATED PATENTS 

This patent is claiming priority under 35 USC § 119 (e) to 
pending provisionally ?led patent application entitled CON 
FIGURABLE SPECTRAL MASK FOR USE IN A HIGH 
DATA THROUGHPUT WIRELESS COMMUNICATION, 
having a provisional Ser. No. of 60/524,528, and a ?ling date 
ofNov. 24, 2003. 

BACKGROUND OF THE INVENTION 

1. Technical Field of the Invention 
This invention relates generally to Wireless communica 

tion systems and more particularly to high data throughput 
communications in such systems. 

2. Description of Related Art 
Communication systems are knoWn to support Wireless 

and Wire lined communications betWeen Wireless and/or Wire 
lined communication devices. Such communication systems 
range from national and/or international cellular telephone 
systems to the Internet to point-to-point in-home Wireless 
netWorks. Each type of communication system is con 
structed, and hence operates, in accordance With one or more 
communication standards. For instance, Wireless communi 
cation systems may operate in accordance With one or more 
standards including, but not limited to, IEEE 802.11, Blue 
tooth, advanced mobile phone services (AMPS), digital 
AMPS, global system for mobile communications (GSM), 
code division multiple access (CDMA), local multi-point 
distribution systems (LMDS), multi-channel-multi-point dis 
tribution systems (MMDS), and/ or variations thereof. 

Depending on the type of Wireless communication system, 
a Wireless communication device, such as a cellular tele 
phone, tWo-Way radio, personal digital assistant (PDA), per 
sonal computer (PC), laptop computer, home entertainment 
equipment, et cetera communicates directly or indirectly With 
other Wireless communication devices. For direct communi 
cations (also knoWn as point-to-point communications), the 
participating Wireless communication devices tune their 
receivers and transmitters to the same channel or channels 
(e.g., one of the plurality of radio frequency (RF) carriers of 
the Wireless communication system) and communicate over 
that channel(s). For indirect Wireless communications, each 
Wireless communication device communicates directly With 
an associated base station (e.g., for cellular services) and/or 
an associated access point (e.g., for an in-home or in-building 
Wireless network) via an assigned channel. To complete a 
communication connection betWeen the Wireless communi 
cation devices, the associated base stations and/or associated 
access points communicate With each other directly, via a 
system controller, via the public sWitch telephone netWork, 
via the Internet, and/ or via some other Wide area netWork. 

For each Wireless communication device to participate in 
Wireless communications, it includes a built-in radio trans 
ceiver (i.e., receiver and transmitter) or is coupled to an asso 
ciated radio transceiver (e.g., a station for in-home and/or 
in-building Wireless communication netWorks, RF modem, 
etc.). As is knoWn, the transmitter includes a data modulation 
stage, one or more intermediate frequency stages, and a 
poWer ampli?er. The data modulation stage converts raW data 
into baseband signals in accordance With a particular Wireless 
communication standard. The one or more intermediate fre 

quency stages mix the baseband signals With one or more 
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2 
local oscillations to produce RF signals. The poWer ampli?er 
ampli?es the RF signals prior to transmission via an antenna. 
As is also known, the receiver is coupled to the antenna and 

includes a loW noise ampli?er, one or more intermediate 
frequency stages, a ?ltering stage, and a data recovery stage. 
The loW noise ampli?er receives inbound RF signals via the 
antenna and ampli?es them. The one or more intermediate 
frequency stages mix the ampli?ed RF signals With one or 
more local oscillations to convert the ampli?ed RF signal into 
baseband signals or intermediate frequency (IF) signals. The 
?ltering stage ?lters the baseband signals or the IF signals to 
attenuate unWanted out of band signals to produce ?ltered 
signals. The data recovery stage recovers raW data from the 
?ltered signals in accordance With the particular Wireless 
communication standard. 
The assigned channel, or channels, over Which the direct or 

indirect communication occurs is de?ned by the standard, or 
standards, supported by the Wireless communication devices. 
For example, IEEE 802.11 (a) and (g) provide a channel 
spectral mask for 20 MHZ orthogonal frequency division 
multiplexing (OFDM) channels. The standards also de?ne 
the manner in Which devices communicate over the channel. 
For example, the IEEE 802.11 (a) and (g) standards de?ne a 
frame structure for communicating via a channel in a WLAN. 
The frame includes a preamble and a variable length data 
segment. The preamble includes a short training sequence, a 
long training sequence, and a signal ?eld, Which provides rate 
information of the data and length of the data segment. 
Each receiving Wireless communication device uses the 

frame preamble for signal detection, automatic gain control 
adjustments, diversity determinations, frequency adjust 
ments, timing synchronization, and channel and ?ne fre 
quency offset estimation. Such a frame format alloWs the 
Wireless communication devices of a WLAN to communicate 
in a very speci?c manner. This frame format, hoWever, does 
not accommodate higher data throughput rates, With back 
Ward compatibility to existing WLAN equipment, and vari 
ous Wireless channel con?gurations. 

Therefore, a need exists for a method and apparatus of 
receiving a neW frame format that enables Wireless commu 
nication devices to support a variety of Wireless channel con 
?gurations and/ or high throughput data rates. 

BRIEF SUMMARY OF THE INVENTION 

The high data throughput Wireless local area netWork 
receiver of the present invention substantially meets these 
needs and others. In one embodiment, a method for receiving 
a frame in a high data throughput Wireless local area netWork 
begins by, prior to receiving the frame, con?guring a receiver 
?lter mask according to a ?rst channel Width of a plurality of 
channel Widths to produce a ?rst con?gured receiver ?lter 
mask. The processing continues by receiving a ?rst preamble 
segment of the frame via a channel, Wherein the ?rst preamble 
segment includes a ?rst training sequence, a second training 
sequence, and a high throughput indication, Wherein the ?rst 
training sequence is Within a ?rst set of subcarriers of the 
channel and the second training sequence is Within a second 
set of subcarriers of the channel, Wherein the ?rst set of 
subcarriers is a subset of the second set of subcarriers in 
accordance With the ?rst con?gured receiver ?lter mask. The 
processing continues by performing a ?rst validation test on 
the ?rst training sequence. The processing continues by, When 
the ?rst validation test is successful, performing a second 
validation test of the second training sequence. The process 
ing continues by, When the second validation test is success 
ful, interpreting the high throughput indication. The process 
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ing continues by, When the high throughput indication 
indicates a high data throughput, receiving a second preamble 
segment of the frame via the channel. The processing contin 
ues by verifying the second preamble segment to in accor 
dance With a recon?gured receiver ?lter mask. The process 
ing continues by, When the second preamble segment is 
veri?ed, receiving a data segment of the frame in accordance 
With the recon?gured receiver ?lter mask. 

In another embodiment, a method for receiving a frame in 
a high data throughput Wireless local area netWork begins by 
receiving a preamble of the frame via a channel in accordance 
With a default receiver ?lter mask. The processing continues 
by validating the preamble. The processing continues by, 
When the preamble is validated, interpreting the preamble to 
determine a high data throughput channel con?guration. The 
processing continues by recon?guring the default receiver 
?lter mask in accordance With the high data throughput chan 
nel con?guration to produce a recon?gured receiver ?lter 
mask. The processing continues by receiving a data segment 
of the frame in accordance With the recon?gured receiver 
?lter mask. 

BRIEF DESCRIPTION OF THE SEVERAL 
VIEWS OF THE DRAWINGS 

FIG. 1 is a schematic block diagram of a Wireless commu 
nication system in accordance With the present invention; 

FIG. 2 is a schematic block diagram of a Wireless commu 
nication device in accordance With the present invention; 

FIG. 3 is a diagram depicting frequency bands that may be 
used in accordance With the present invention; 

FIG. 4 is a diagram depicting channel partitioning of a 
frequency band in accordance With the present invention; 

FIG. 5 is a diagram of a con?gurable spectral mask in 
accordance With an embodiment of the present invention; 

FIG. 6 is a table providing parametric examples of the 
con?gurable spectral mask of FIG. 5; 

FIG. 7 is a diagram of transmitting frames via an RF 
channel in accordance With an embodiment of the present 
invention; 

FIG. 8 is a diagram of a frame format in accordance With an 
embodiment of the present invention; 

FIG. 9 is a diagram of channel con?gurations in accor 
dance With an embodiment of the present invention; 

FIG. 10 is a logic diagram of a method for receiving a frame 
in a high data throughput Wireless local area netWork in 
accordance With the present invention; and 

FIG. 11 is a logic diagram of an alternate method for 
receiving a frame in a high data throughput Wireless local area 
netWork in accordance With the present invention. 

DETAILED DESCRIPTION OF THE INVENTION 

FIG. 1 is a schematic block diagram illustrating a commu 
nication system 10 that includes a plurality of base stations 
and/or access points 12-16, a plurality of Wireless communi 
cation devices 18-32 and a netWork hardWare component 34. 
The Wireless communication devices 18-32 may be laptop 
host computers 18 and 26, personal digital assistant hosts 20 
and 30, personal computer hosts 24 and 32 and/or cellular 
telephone hosts 22 and 28. The details of the Wireless com 
munication devices Will be described in greater detail With 
reference to FIG. 2. 

The base stations or access points 12-16 are operably 
coupled to the netWork hardWare 34 via local area netWork 
connections 36, 38 and 40. The netWork hardWare 34, Which 
may be a router, sWitch, bridge, modem, system controller, et 
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4 
cetera provides a Wide area netWork connection 42 for the 
communication system 10. Each of the base stations or access 
points 12-16 has an associated antenna or antenna array to 
communicate With the Wireless communication devices in its 
area via one or more con?gurable channels Within one or 

more frequency bands. Typically, the Wireless communica 
tion devices register With a particular base station or access 
point 12-14 to receive services from the communication sys 
tem 10. For direct connections (i.e., point-to-point commu 
nications), Wireless communication devices communicate 
directly via an allocated channel of the con?gurable channels. 

Typically, base stations are used for cellular telephone 
systems and like-type systems, While access points are used 
for in-home or in-building Wireless netWorks. Regardless of 
the particular type of communication system, each Wireless 
communication device includes a built-in radio and/ or is 
coupled to a radio. The radio includes a highly linear ampli?er 
and/or programmable multi-stage ampli?er as disclosed 
herein to enhance performance, reduce costs, reduce siZe, 
and/or enhance broadband applications. 

FIG. 2 is a schematic block diagram illustrating a Wireless 
communication device that includes the host device 18-32 
and an associated radio 60. For cellular telephone hosts, the 
radio 60 is a built-in component. For personal digital assis 
tants hosts, laptop hosts, and/or personal computer hosts, the 
radio 60 may be built-in or an externally coupled component. 
As illustrated, the host device 18-32 includes a processing 

module 50, memory 52, radio interface 54, input interface 58 
and output interface 56. The processing module 50 and 
memory 52 execute the corresponding instructions that are 
typically done by the host device. For example, for a cellular 
telephone host device, the processing module 50 performs the 
corresponding communication functions in accordance With 
a particular cellular telephone standard. 
The radio interface 54 alloWs data to be received from and 

sent to the radio 60. For data received from the radio 60 (e. g., 
inbound data), the radio interface 54 provides the data to the 
processing module 50 for further processing and/or routing to 
the output interface 56. The output interface 56 provides 
connectivity to an output display device such as a display, 
monitor, speakers, et cetera such that the received data may be 
displayed. The radio interface 54 also provides data from the 
processing module 50 to the radio 60. The processing module 
50 may receive the outbound data from an input device such 
as a keyboard, keypad, microphone, et cetera via the input 
interface 58 or generate the data itself. For data received via 
the input interface 58, the processing module 50 may perform 
a corresponding ho st function on the data and/ or route it to the 
radio 60 via the radio interface 54. 

Radio 60 includes a host interface 62, digital receiver pro 
cessing module 64, an analog-to-digital converter 66, a ?lter 
ing/ gain module 68, an IF mixing doWn conversion stage 70, 
a receiver ?lter 71, a loW noise ampli?er 72, a transmitter/ 
receiver sWitch 73, a local oscillation module 74, memory 75, 
a digital transmitter processing module 76, a digital-to-ana 
log converter 78, a ?ltering/ gain module 80, an IF mixing up 
conversion stage 82, a poWer ampli?er 84, a transmitter ?lter 
module 85, and an antenna 86. The antenna 86 may be a single 
antenna that is shared by the transmit and receive paths as 
regulated by the Tx/Rx sWitch 73, or may include separate 
antennas for the transmit path and receive path. The antenna 
implementation Will depend on the particular standard to 
Which the Wireless communication device is compliant. 
The digital receiver processing module 64 and the digital 

transmitter processing module 76, in combination With 
operational instructions stored in memory 75, execute digital 
receiver baseband functions and digital transmitter baseband 
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functions, respectively. The digital receiver functions 
include, but are not limited to, digital intermediate frequency 
to baseband conversion, demodulation, constellation demap 
ping, decoding, and/or descrambling. The digital transmitter 
functions include, but are not limited to, scrambling, encod 
ing, constellation mapping, modulation, and/or digital base 
band to IF conversion. The digital receiver and transmitter 
processing modules 64 and 76 may be implemented using a 
shared processing device, individual processing devices, or a 
plurality of processing devices. Such a processing device may 
be a microprocessor, micro-controller, digital signal proces 
sor, microcomputer, central processing unit, ?eld program 
mable gate array, programmable logic device, state machine, 
logic circuitry, analog circuitry, digital circuitry, and/or any 
device that manipulates signals (analog and/ or digital) based 
on operational instructions. The memory 75 may be a single 
memory device or a plurality of memory devices. Such a 
memory device may be a read-only memory, random access 
memory, volatile memory, non-volatile memory, static 
memory, dynamic memory, ?ash memory, and/ or any device 
that stores digital information. Note that When the processing 
module 64 and/ or 76 implements one or more of its functions 
via a state machine, analog circuitry, digital circuitry, and/or 
logic circuitry, the memory storing the corresponding opera 
tional instructions is embedded With the circuitry comprising 
the state machine, analog circuitry, digital circuitry, and/or 
logic circuitry. 

In operation, the radio 60 receives outbound data 94 from 
the host device via the host interface 62. The host interface 62 
routes the outbound data 94 to the digital transmitter process 
ing module 76, Which processes the outbound data 94 in 
accordance With a particular Wireless communication stan 
dard (e.g., IEEE 802.1 1 Bluetooth, et cetera) to produce digi 
tal transmission formatted data 96. The digital transmission 
formatted data 96 Will be a digital base-band signal or a digital 
loW IF signal, Where the loW IF typically Will be in the fre 
quency range of one hundred kilohertZ to a feW megahertz. 
Further, the digital transmission formatted data 96 Will be 
based on the channel Width of the RF channel on Which the 
data 96 Will ultimately be transmitted. For example, the chan 
nel Width may be 10 MHZ, 20 MHZ, or 40 MHZ. Continuing 
With the example, if the channel is an OFDM (orthogonal 
frequency division multiplexing) channel, a 10 MHZ Wide 
channel may include 32 subcarrier frequencies, a 20 MHZ 
Wide channel may include 64 subcarrier frequencies, and a 40 
MHZ Wide channel may include 128 subcarrier frequencies, 
Where the number of subcarriers used per channel is at least 
partially based on the spectral masked con?gured for the 
channel. Con?guring the spectral mask Will be described in 
greater detail With reference to FIGS. 3-6. 

The digital-to-analog converter 78 converts the digital 
transmission formatted data 96 from the digital domain to the 
analog domain. The ?ltering/gain module 80 ?lters and/or 
adjusts the gain of the analog signal prior to providing it to the 
IF mixing stage 82. The IF mixing stage 82 converts the 
analog baseband or loW IF signal into an RF signal based on 
a transmitter local oscillation 83 provided by local oscillation 
module 74. The poWer ampli?er 84 ampli?es the RF signal to 
produce outbound RF signal 98, Which is ?ltered by the 
transmitter ?lter module 85. The antenna 86 transmits the 
outbound RF signal 98 to a targeted device such as a base 
station, an access point and/or another Wireless communica 
tion device. Note that the bandpass regions of the ?lters 80 
and 85 are dependent upon the con?gured spectral mask for 
the RF transmission, Which may be determined by the digital 
transmitter processing module 76. 
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6 
The radio 60 also receives an inbound RF signal 88 via the 

antenna 86, Which Was transmitted by a base station, an access 
point, or another Wireless communication device. The 
antenna 86 provides the inbound RF signal 88 to the receiver 
?lter module 71 via the Tx/Rx sWitch 73, Where the Rx ?lter 
71 bandpass ?lters the inbound RF signal 88. The Rx ?lter 71 
provides the ?ltered RF signal to loW noise ampli?er 72, 
Which ampli?es the signal 88 to produce an ampli?ed 
inbound RF signal. The loW noise ampli?er 72 provides the 
ampli?ed inbound RF signal to the IF mixing module 70, 
Which directly converts the ampli?ed inbound RF signal into 
an inbound loW IF signal or baseband signal based on a 
receiver local oscillation 81 provided by local oscillation 
module 74. The doWn conversion module 70 provides the 
inbound loW IF signal or baseband signal to the ?ltering/ gain 
module 68. The ?ltering/gain module 68 ?lters and/or gains 
the inbound loW IF signal or the inbound baseband signal to 
produce a ?ltered inbound signal. Note that the bandpass 
regions of the ?lters 71 and 68 are dependent upon the con 
?gured spectral mask for the RF transmission, Which may be 
determined by the receiver processing module 64. 
The analog-to-digital converter 66 converts the ?ltered 

inbound signal from the analog domain to the digital domain 
to produce digital reception formatted data 90. The digital 
receiver processing module 64 decodes, descrambles, 
demaps, and/ or demodulates the digital reception formatted 
data 90 to recapture inbound data 92 in accordance With the 
particular Wireless communication standard being imple 
mented by radio 60 and the particular channel Width of the 
channel. The host interface 62 provides the recaptured 
inbound data 92 to the host device 18-32 via the radio inter 
face 54. 
As one of average skill in the art Will appreciate, the Wire 

less communication device of FIG. 2 may be implemented 
using one or more integrated circuits. For example, the host 
device may be implemented on one integrated circuit, the 
digital receiver processing module 64, the digital transmitter 
processing module 76 and memory 75 may be implemented 
on a second integrated circuit, and the remaining components 
of the radio 60, less the antenna 86, may be implemented on 
a third integrated circuit. As an alternate example, the radio 60 
may be implemented on a single integrated circuit. As yet 
another example, the processing module 50 of the host device 
and the digital receiver and transmitter processing modules 
64 and 76 may be a common processing device implemented 
on a single integrated circuit. Further, the memory 52 and 
memory 75 may be implemented on a single integrated circuit 
and/or on the same integrated circuit as the common process 
ing modules of processing module 50 and the digital receiver 
and transmitter processing module 64 and 76. 

FIG. 3 is a diagram depicting a plurality of frequency bands 
(e. g., frequency band 1 through frequency band N), Which are 
de?ned by a governmental agency for particular Wireless 
applications. For example, the Federal Communications 
Commission (FCC) de?nes, for the United States, frequency 
bands for speci?c uses and for Which an FCC license is 
required (e.g., radio transmissions, television transmissions, 
etc.) and also de?nes frequency bands that are unlicensed and, 
as such, can be used for a variety of applications. For instance, 
the FCC has de?ned several frequency bands in the radio 
frequency spectrum as being unlicensed. Such unlicensed 
frequency bands include 902-928 MHZ, 2.4-2.483 GHZ and 
5.75-5.85 GHZ, Which are collectively referred to as the ISM 
(Industrial Scienti?c Medical) band. Currently, the ISM band 
is used for in-building and system applications (e.g., bar code 
readers), industrial microWave ovens, Wireless patient moni 
tors, and Wireless local area netWorks (WLAN). In general, 
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the frequency bands of FIG. 3 include, but are not limited to, 
2400-24835 GHZ, 2.471-2.497 GHZ, 5.15-5.25 GHZ, 5.25 
5.35 GHZ, 5.47-5.725 GHZ, 5.725 GHZ-5.825 GHZ, 4.9-5.3 
GHZ, and 5.85-5.925 GHZ. 

FIG. 4 is a diagram depicting a particular frequency band 
that is divided into a plurality of channels. In accordance With 
the present invention, the channel Width of each channel is 
selectable. As such, for a given frequency band, the number of 
channels Will vary depending on the selected channel Width. 
For instance, in one embodiment of the present invention, the 
channel Width may be selected in accordance With IEEE 
802.11 (a) or (g), Where IEEE 802.11 (a) provides Wireless 
LAN operation speci?cations in the 5.15 to 5.35 GHZ band. In 
general, the speci?ed modulation schemes are based on 
Orthogonal Frequency Division Multiplexing (OFDM) 
Which, for 802.11(a) divides the 5.15 to 5.35 GHZ band into 
eight 20 MHZ Wide channels centered at 5.18, 5.20, 5.22, 
5.24, 5.26, 5.28, 5.30, and 5.32 GHZ. In another embodiment 
of the present invention, the 5.15 to 5.35 GHZ band may be 
divided into eighteen 10 MHZ Wide channels, With the ?rst 
channel centered at 5.165 GHZ and the remaining eleven 
centered at 10 MHZ increments therefrom. In yet another 
embodiment of the present invention, the 5.15 to 5.35 GHZ 
band may be dividing into four 40 MHZ Wide channels, With 
the channels centered at 5.21, 5.25, 5.29, and 5.33 GHZ. The 
same channel Width selectivity may be applied to the 2.4 
2.4835 GHZ band covered by IEEE 802.11 (g), other fre 
quency bands covered by an IEEE 802.11 standard, and/or 
any other Wireless communication standard. The selectivity 
of the channel Width provides for greater data throughput 
(e.g., at least tWice the data rate of IEEE 802.11 (g)), for a 
diversity of applications, and/or for a single Wireless commu 
nication device to support multiple Wireless standards issued 
by various standard bodies, including governmental agen 
cies. 

FIG. 5 is a diagram of a con?gurable spectral mask 100 that 
includes a channel pass region 102, a transition region 104, 
and a ?oor region 106. The transition region 104 includes a 
?rst attenuation region 108, a second attenuation region 110, 
and a third attenuation region 112. Such a spectral mask 100 
promotes interoperability, coexistence, and system capacity 
by limiting interference to adjacent and other channels for a 
Wide variety of applications and/ or standards. The out of band 
mask (e. g., the transition region 104 and the ?oor region 106) 
places a loWer bound on interference levels that can be 
expected in receivers regardless of their particular implemen 
tation. In an effort to minimiZe the interference energy that 
appears on top of the desired signal, the out of band regions 
are made as small as possible. 

To facilitate the above objective, the channel pass region 
102, Which encompasses the desired signal, is of a value as 
close to the channel bandWidth as feasible. The transition 
region 104, Which bounds the adjacent channel interference 
and is limited by the bandWidth of the baseband processing 
modules 64 and 76 and the intermediate frequency mixing 
stage of the up-conversion module 82, is selected to minimiZe 
such interference (i.e., post IF inter-modulation distortion 
(IMD)). The ?oor region 106, Which bounds other channel 
interference, Which is outside the range of the ?lters and IMD 
limits and is generally limited by the local oscillation 74 
phase noise, is selected based on achievable phase noise 
levels. 

For instance, the transition region 104 should have a roll off 
based on the shoulder height of IMD, Which may be assumed 
to be produced by a 3rd order compressive non-linearity. 
Based on this assumption, the distorted transmit signal y(t) as 
a function of the ideal transmit signal x(t) can be expressed as: 
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y(t)q(t)—f(Ax3(t)), Where f( ) is a bandpass ?lter that 
removes any DC or harmonic signals produced by the non 
linearity and A:4/3(1/OIP3)2, Where OIP represents “Output 
3rd order intercept point”, and in the frequency domain Y(f) 
:X(f)—AX(F)*X(f)*X(f). As such, the distorted signal band 
Width Will be no greater than three times the ideal signal 
bandWidth. 
The ?oor region 106, Which is limited by the local oscilla 

tor phase noise, may be based on L(f) convolved With the 
poWer spectral density of the ideal transmit signal, Where L(f) 
is de?ned in IEEE std. 1139-1999 as the normaliZed phase 
noise spectral density and Where y(t)q(t) l(t) and Y(f):X(f) 
* L(f), Where x(t) represents the ideal RF signal, l(t) is a model 
of the phase nose generated in the local oscillator, y(t) repre 
sents the resulting signal, andY(f) is the resulting signal in the 
frequency domain. Note that at 10 MHZ or more from the 
carrier, phase noise spectrum is relatively ?at. From this, a 
—123 dBc/ HZ noise ?oor may be achieved for 20 MHZ chan 
nels and a —126 dBc/HZ noise ?oor may be achieved for 40 
MHZ channels. 

FIG. 6 is a table illustrating a feW examples of values for a 
con?gurable spectral mask 100. While the table includes 
channel Widths of 10, 20, and 40 MHZ, one of average skill in 
the art Will appreciate other channel Widths may be used. 
Further, the transition region may include more or less attenu 
ation regions than the three shoWn in FIG. 5. 

FIG. 7 is a diagram illustrating a radio transmitter section 
120 transmitting frames 126A, 126B via a radio frequency 
(RF) channel 124 to a radio receiver section 122. The radio 
transmitter section 120 is in one Wireless communication 
device and corresponds to the digital transmitter processing 
module 76, digital-to-analog converter 78, ?lter/ gain module 
80, up-conversion module 82, poWer ampli?er 84 and trans 
mit ?lter module 85 of the Wireless communication device of 
FIG. 2. The radio receiver section 122, Which is in another 
Wireless communication device, corresponds to the digital 
receiver processing module 64, analog-to-digital converter 
66, ?lter/gain module 68, doWn-conversion module 70, the 
loW noise ampli?er 72 and receive ?lter module 71 of the 
Wireless communication device of FIG. 2. The channel 124 
may be any one of the channels illustrated in FIG. 3 and may 
have any spectral mask con?guration as described in co 
pending patent application having a Ser. No. of 60/524,528, 
entitled CONFIGURABLE SPECTRAL MASK FOR USE 
IN A HIGH DATA THROUGHPUT WIRELESS COMMU 
NITATION, With a ?ling date of Nov. 24, 2003. 
The format of frames 126A, B includes a 1“ preamble 

section 128, a 2”dpreamble section 130, and a variable length 
data segment 132. The 1“ preamble training segment 128 
includes a 1“ training sequence 134, a 2'” training sequence 
136 and a high throughput channel indication 138. The 2'” 
preamble segment 130 includes a 3rd training sequence 140. 
In one embodiment, the 1“ training sequence 134 and 2'” 
training sequence 136 may correspond to the short and long 
training sequences of a preamble in accordance With 
IEEE802.11a or g. The high throughput channel indication 
138 is set When the transmitting radio desires to use a high 
throughput channel con?guration. If the high throughput 
channel indication is not set, the 2'” preamble segment 130 
Would be ignored and the frame Would be formatted similarly 
to legacy Wireless local area netWorks that operate in accor 
dance With IEEE802.11a, b, g, et cetera. 

With the high throughput channel indication 138 set, the 
3rd training sequence 140 of the 2'” preamble segment is 
implemented to ?ne-tune the radio receiver according to the 
particular channel con?guration. The variable length data 
segment 132 includes a guard interval and associated data 
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?elds. The formatting of frame 126 is described in greater 
detail With reference to FIG. 6. 

FIG. 8 illustrates the frame 126 in greater detail. As shown, 
the 1S’ preamble segment 128 includes the 1“ training 
sequence 134, the 2”dtraining sequence 136 and a signal ?eld. 
The 1“ training sequence 134 includes 10 short training 
sequences that utiliZe only a portion of the sub-carriers of the 
particular channel. For instance, the channel con?guration 
may be a 20 MHZ channel bandWidth With 64 sub-carriers. 
The 1“ training sequence 134 may only use 12 of the 52 data 
sub-carriers to convey the corresponding short training 
sequence. The 2'” training sequence 136 includes 2 long 
training sequences that may utiliZe 52 of the 52 data sub 
carriers of a 20 MHZ, 64 sub-carrier channel. 

The signal ?eld includes a guard interval (GI) and includes 
24 bits of information. The 1“ 4 bits correspond to the rate of 
the data transmission, the next bit indicates the high through 
put channel indication 138, the next 12 bits correspond to the 
length of the variable length data segment 132, bit 17 corre 
sponds to the parity of the data and the remaining 6 bits 
correspond to a signal tail. 

If the high throughput channel indication 138 is not set, the 
receiving radio Will con?gure itself based on a default or 1“ 
channel con?guration Which may be the 20 MHZ bandWidth 
channel utiliZing 64 sub-carriers as currently de?ned in 
IEEE802. 1 1a and/ or g. If, hoWever, the high throughput chan 
nel indication 138 is set, and the receiver is capable of alter 
native channel con?gurations, it Will begin interpreting the 
2'” preamble. 

The 2'” preamble segment 130 includes a channel format 
identi?cation ?eld and a 3rd training sequence 140. The chan 
nel identi?cation ?eld may include an additional 4-bits for 
rate information, 5-bits of channel con?guration information, 
12-bits to indicate a training matrix, and the remaining 3-bits 
may be reserved. As one of average skill in the art Will appre 
ciate, the 24-bits of the channel format identi?cation ?eld 
may be con?gured in a variety of Ways to convey information 
to the receiving radio as to the bit rate of the high throughput 
data, the channel con?guration on Which the high throughput 
data Will be conveyed, a diversity antenna arrangement, and a 
training matrix to produce dual RF transmissions over a 
single channel. 
Once the channel format identi?cation ?eld has been pro 

cessed, the receiving radio recon?gures itself based on the 
channel con?guration and the data rate. Having recon?gured 
itself, the radio receives the 3rd training sequence 140 that 
utiliZes a majority of the sub-carriers in accordance With the 
neW channel con?guration. The channel con?gurations Will 
be described in greater detail With reference to FIG. 7. 

The rate bits in the 1S’ preamble and 2'” preamble may be 
used in combination to provide 8-bits of rate information 
and/ or may be used separately to provide, in the case of dual 
communications over a single path, to indicate the rates of the 
separate communications. 
The variable length data segment 132 includes a plurality 

of data segments and associated guard intervals (GI). 
FIG. 9 is a table illustrating the various channel con?gu 

rations, Which may be utiliZed to convey the high data 
throughput communications. The channel con?guration table 
includes a column for the bits to index the particular channel 
con?guration and con?guration information, Which includes 
channel bandWidth, number of sub-carriers per channel, rate 
interpretation (i.e., are the rate bits in each of the preamble 
sections to be combined or used separately) and space time 
coding (i.e., the number of channel paths that the particular 
RF channel is supporting). In this example, there are 3 chan 
nel bandWidth options, 10 MHZ, 20 MHZ, and 40 MHZ. The 

5 

20 

25 

30 

35 

40 

45 

50 

55 

60 

65 

10 
default operation of the Wireless communication system in 
accordance With the present invention Would operate as 
de?ned in IEEE802.11a or g. As is knoWn, the channel con 
?guration for 802.11A and/ or G includes a 20 MHZ channel 
bandWidth utiliZing 64 sub-carriers Where only 1 path is sup 
ported by the RF channel. Hence, the default channel con 
?guration is not in the channel con?guration information in 
the 2'” preamble section. 

If, hoWever, a 20 MHZ bandWidth channel is used that has 
spatial time coding that supports 2 paths via a single RF 
channel, then a higher data throughput is achieved. In one 
instance, the rate on both channels is the same corresponding 
to a rate interpretation of 0, Which alloWs the eight bits (4 from 
the ?rst preamble segment and 4 from the second preamble 
segment to be combined into one 8 bit code). If the rates for 
the 2 paths in space time coding are different, then the rate 
interpretation is 1. In this instance, the 4 bits of rate informa 
tion in the 1S’ preamble segment is used to indicate the rate of 
one of the channel paths and the 4 bits of rate information in 
the 2'” preamble segment are used to indicate the rate of the 
other channel path. 
As is further shoWn in the table, the 40 MHZ channel 

bandWidth may include 128 sub-carriers and support 1 or 2 
paths per channel. Similarly, the 10 MHZ channel bandWidth 
has 64 sub-carriers and may support 1 or 2 channel paths. 

FIG. 10 is a logic diagram of a method for receiving a frame 
in a high data throughput Wireless local area netWork. The 
processing begins at step 150, Where, prior to receiving the 
frame, a radio receiver con?gures a receiver ?lter mask 
according to a ?rst channel Width of a plurality of channel 
Widths to produce a ?rst con?gured receiver ?lter mask. For 
example, the ?rst channel Width may correspond to a 20 MHZ 
channel bandWidth as de?ned in IEEE 802.11 (a) and/or (g). 
In other Words, the receiver Will con?gure its receiver ?lter 
mask in accordance With the spectral mask With Which the 
frame Was transmitted. 
The process then proceeds to step 152 Where the radio 

receiver receives a ?rst preamble segment of the frame via a 
channel. The ?rst preamble segment includes a ?rst training 
sequence, a second training sequence, and a high throughput 
indication. Note that the ?rst training sequence is Within a ?rst 
set of subcarriers of the channel and the second training 
sequence is Within a second set of subcarriers of the channel, 
Wherein the ?rst set of subcarriers is a subset of the second set 
of subcarriers in accordance With the ?rst con?gured receiver 
?lter mask. The process then proceeds to step 154 Where the 
radio receiver performs a ?rst validation test on the ?rst 
training sequence. The process then proceeds to step 156 
Where the radio receiver determines Whether the ?rst valida 
tion test Was successful. If not, the process proceeds to step 
158 Where the radio receiver deems the frame to be invalid 
and it Waits for another frame to be received. When a neW 
frame is received, the process continues at step 152. 

If, hoWever, the ?rst validation test Was successful, the 
process proceeds to step 160 Where the radio receiver per 
forms a second validation test of the second training 
sequence. The process then proceeds to step 162 Where the 
radio receiver determines Whether the second validation test 
Was successful. If not, the process proceeds to step 158 Where 
the radio receiver deems the frame to be invalid and it Waits 
for another frame to be received. When a neW frame is 
received, the process continues at step 152. 

If, hoWever, the second validation test Was successful, the 
process proceeds to step 164 Where the radio receiver inter 
prets the high throughput indication. In one embodiment, this 
may be done by interpreting a channel format ?eld of the 
second preamble to determine a high data throughput channel 
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con?guration. Note that the high data throughput channel 
con?guration may indicate a second channel Width of the 
plurality of channel Widths, Wherein the second channel 
Width has 2M subcarriers received via a single antenna and is 
greater in Width than the ?rst channel Width; a third channel 
Width of the plurality of channel Widths, Wherein the third 
channel has 2K subcarriers received via the single antenna and 
is less in Width than the ?rst channel Width; the ?rst channel 
Width having 2N subcarriers received via multiple antennas; 
the second channel Width having 2M subcarriers received via 
the multiple antennas; and the third channel Width having 2K 
subcarriers received via the multiple antennas. 
The process then proceeds to step 166 Where the radio 

receiver determines Whether the high throughput indication 
indicates a high data throughput. If not, the process proceeds 
to step 168 Wherein the radio receiver receives a data segment 
of the frame via the channel in accordance With the ?rst 
con?gured receiver ?lter mask. After receiving the remainder 
of the frame, the process reverts to step 150 for a subsequent 
frame. 

If, hoWever, the high throughput indication indicates a high 
data throughput, the process proceeds to step 170 Wherein the 
radio receiver receives a second preamble segment of the 
frame via the channel. The process then proceeds to step 172 
Where the radio receiver interprets a con?guration portion of 
the second preamble segment to determine a neW mask con 
?guration and then recon?gures the receiver ?lter mask 
accordingly. 

The process then proceeds to step 174 Where the radio 
receiver veri?es a third training sequence of the second pre 
amble segment to in accordance With a recon?gured receiver 
?lter mask. This may be done in a variety of Ways. In one 
embodiment, the second preamble segment is veri?ed by: 
recon?guring the receiver ?lter mask according to the second 
channel Width to produce the recon?gured receiver ?lter 
mask, Wherein the channel has a second channel Width and 
includes 2M subcarriers transmitted via the single antenna; 
and validating a second channel Width single antenna training 
sequence of the second preamble segment in accordance With 
the recon?gured receiver ?lter mask. 

In another embodiment, the second preamble segment is 
veri?ed by: recon?guring the receiver ?lter mask according 
to the third channel Width to produce the recon?gured 
receiver ?lter mask, Wherein the channel has a third channel 
Width and includes 2K subcarriers transmitted via the single 
antenna; and validating a third channel Width single antenna 
training sequence of the second preamble segment in accor 
dance With the recon?gured receiver ?lter mask. 

In yet another embodiment, the second preamble segment 
is veri?ed by: identifying a training matrix from the second 
preamble segment in accordance With the ?rst con?gured 
receiver ?lter mask, Wherein the channel has the ?rst channel 
Width and includes 2N subcarriers transmitted via the multiple 
antennas; and validating a ?rst channel Width multiple 
antenna training sequence of the second preamble segment in 
accordance With the ?rst con?gured receiver ?lter mask and 
the training matrix, Wherein, When the ?rst channel Width 
multiple antenna training sequence is validated, the receiving 
the data segment includes receiving parallel data segments of 
the frame via the channel in accordance With the ?rst receiver 
?lter mask and the training matrix. 

In further embodiment, the second preamble segment is 
veri?ed by: recon?guring the receiver ?lter mask according 
to the second channel Width to produce the recon?gured 
receiver ?lter mask, Wherein the channel has second channel 
Width and includes 2”’ subcarriers transmitted via the mul 
tiple antennas; identifying a training matrix from the second 
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preamble segment in accordance With the recon?gured 
receiver ?lter mask; and validating a second channel Width 
multiple antenna training sequence of the second preamble 
segment in accordance With the initial con?gured receiver 
?lter mask and the training matrix, Wherein, When the second 
channel Width multiple antenna training sequence is vali 
dated, the receiving the data segment includes receiving par 
allel data segments of the frame in accordance With the recon 
?gured receiver ?lter mask via the channel in accordance With 
the recon?gured receiver ?lter mask and the training matrix. 

In further embodiment, the second preamble segment is 
veri?ed by: recon?guring the receiver ?lter mask according 
to the third channel Width to produce a recon?gured receiver 
?lter mask, Wherein the channel has the third channel Width 
and includes 2K subcarriers transmitted via the multiple 
antennas; identifying a training matrix from the second pre 
amble segment in accordance With the recon?gured receiver 
?lter mask; and validating a third channel Width multiple 
antenna training sequence of the second preamble segment in 
accordance With the recon?gured receiver ?lter mask and the 
training matrix, Wherein, When the third channel Width mul 
tiple antenna training sequence is validated, the receiving the 
data segment includes receiving parallel data segments of the 
frame via the channel in accordance With the recon?gured 
receiver ?lter mask and the training matrix. 
The process then proceeds to step 176 Where the radio 

receiver determines Whether the second preamble segment 
has been veri?ed. If not, the process reverts to step 150. If the 
second preamble Was veri?ed, the process proceeds to step 
178 Wherein the radio receiver receives a data segment of the 
frame in accordance With the recon?gured receiver ?lter 
mask. Once the frame has been fully received, the process 
repeats at step 150 for a subsequent frame. 

FIG. 11 is a logic diagram of a method for receiving a frame 
in a high data throughput Wireless local area netWork. The 
process begins at step 180 Where a radio receiver receives a 
preamble of the frame via a channel in accordance With a 
default receiver ?lter mask. The process then proceeds to step 
182 Where the radio receiver validates the preamble. The 
process then proceeds to step 184 Where the radio receiver 
determines Whether the preamble is validated, Which may be 
done in tWo parts: the ?rst part using the default receiver ?lter 
mask and the second part using a recon?gured receiver ?lter 
mask. If it is not, the process proceeds to step 186 Where the 
radio receiver determines that the current frame is invalid and 
Waits for another frame to be received. 

If the preamble is validated, the process proceeds to step 
188 Where the radio receiver interprets the preamble to deter 
mine a high data throughput channel con?guration. The pro 
cess then proceeds to step 190 Where the radio receiver recon 
?gures the default receiver ?lter mask in accordance With the 
high data throughput channel con?guration to produce a 
recon?gured receiver ?lter mask. The process then proceeds 
to step 192 Where the radio receiver receives a data segment of 
the frame in accordance With the recon?gured receiver ?lter 
mask. 
As one of average skill in the art Will appreciate, the term 

“substantially” or “approximately”, as may be used herein, 
provides an industry-accepted tolerance to its corresponding 
term. Such an industry-accepted tolerance ranges from less 
than one percent to tWenty percent and corresponds to, but is 
not limited to, component values, integrated circuit process 
variations, temperature variations, rise and fall times, and/or 
thermal noise. As one of average skill in the art Will further 
appreciate, the term “operably coupled”, as may be used 
herein, includes direct coupling and indirect coupling via 
another component, element, circuit, or module Where, for 
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indirect coupling, the intervening component, element, cir 
cuit, or module does not modify the information of a signal 
but may adjust its current level, voltage level, and/or poWer 
level. As one of average skill in the art Will also appreciate, 
inferred coupling (i.e., Where one element is coupled to 
another element by inference) includes direct and indirect 
coupling betWeen tWo elements in the same manner as “oper 
ably coupled”. As one of average skill in the art Will further 
appreciate, the term “compares favorably”, as may be used 
herein, indicates that a comparison betWeen tWo or more 
elements, items, signals, etc., provides a desired relationship. 
For example, When the desired relationship is that signal 1 has 
a greater magnitude than signal 2, a favorable comparison 
may be achieved When the magnitude of signal 1 is greater 
than that of signal 2 or When the magnitude of signal 2 is less 
than that of signal 1. 

The preceding discussion has presented a radio receiver for 
processing frames in a high data throughput Wireless local 
area netWork. As one of average skill in the art Will appreciate, 
other embodiments may be derived from the teachings of the 
present invention Without deviating from the scope of the 
claims. 

What is claimed is: 
1. A method for receiving a frame in a high data throughput 

Wireless local area netWork, the method comprises: 
prior to receiving the frame, con?guring a receiver ?lter 
mask according to a ?rst channel Width of a plurality of 
channel Widths to produce a ?rst con?gured receiver 
?lter mask; 

receiving a ?rst preamble segment of the frame via a chan 
nel, Wherein the ?rst preamble segment includes a ?rst 
training sequence, a second training sequence, and a 
high throughput indication, Wherein the ?rst training 
sequence is Within a ?rst set of subcarriers of the channel 
and the second training sequence is Within a second set 
of subcarriers of the channel, Wherein the ?rst set of 
subcarriers is a subset of the second set of subcarriers in 
accordance With the ?rst con?gured receiver ?lter mask; 

performing a ?rst validation test on the ?rst training 
sequence; 

When the ?rst validation test is successful, performing a 
second validation test of the second training sequence; 

When the second validation test is successful, interpreting 
the high throughput indication; 

When the high throughput indication indicates a high data 
throughput, receiving a second preamble segment of the 
frame via the channel; 

verifying the second preamble segment to in accordance 
With a recon?gured receiver ?lter mask; and 

When the second preamble segment is veri?ed, receiving a 
data segment of the frame in accordance With the recon 
?gured receiver ?lter mask. 

2. The method of claim 1 further comprises: 
When the high throughput indication does not indicate a 

high data throughput, receiving a data segment of the 
frame via the channel in accordance With the ?rst con 
?gured receiver ?lter mask. 

3. The method of claim 1, Wherein the interpreting the 
second preamble segment comprises: 

interpreting a channel format ?eld of the second preamble 
to determine a high data throughput channel con?gura 
tion. 

4. The method of claim 3, Wherein the high data throughput 
channel con?guration comprises at least one of: 
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14 
a second channel Width of the plurality of channel Widths, 

Wherein the second channel Width has 2”’ subcarriers 
received via a single antenna and is greater in Width than 
the ?rst channel Width; 

a third channel Width of the plurality of channel Widths, 
Wherein the third channel has 2K subcarriers received via 
the single antenna and is less in Width than the ?rst 
channel Width; 

the ?rst channel Width having 2N subcarriers received via 
multiple antennas; 

the second channel Width having 2M subcarriers received 
via the multiple antennas; and 

the third channel Width having 2K subcarriers received via 
the multiple antennas. 

5. The method of claim 4 further comprises: 
When the high data throughput channel con?guration is the 

second channel Width having 2M subcarriers transmitted 
via the single antenna, validating the second preamble 
segment includes: 

recon?guring the receiver ?lter mask according to the sec 
ond channel Width to produce the recon?gured receiver 
?lter mask; and 

validating a second channel Width single antenna training 
sequence of the second preamble segment in accordance 
With the recon?gured receiver ?lter mask. 

6. The method of claim 4 further comprises: 
When the high data throughput channel con?guration is the 

third channel Width having 2K subcarriers transmitted 
via the single antenna, validating the second preamble 
segment includes: 

recon?guring the receiver ?lter mask according to the third 
channel Width to produce the recon?gured receiver ?lter 
mask; and 

validating a third channel Width single antenna training 
sequence of the second preamble segment in accordance 
With the recon?gured receiver ?lter mask. 

7. The method of claim 4 further comprises: 
When the high data throughput channel con?guration is the 

?rst channel Width having 2N subcarriers transmitted via 
the multiple antennas, validating the second preamble 
segment includes: 

identifying a training matrix from the second preamble 
segment in accordance With the ?rst con?gured receiver 
?lter mask; and 

validating a ?rst channel Width multiple antenna training 
sequence of the second preamble segment in accordance 
With the ?rst con?gured receiver ?lter mask and the 
training matrix, Wherein, When the ?rst channel Width 
multiple antenna training sequence is validated, the 
receiving the data segment includes receiving parallel 
data segments of the frame via the channel in accordance 
With the ?rst receiver ?lter mask and the training matrix. 

8. The method of claim 4 further comprises: 
When the high data throughput channel con?guration is the 

second channel Width having 2M subcarriers transmitted 
via the multiple antennas, validating the second pre 
amble segment includes: 

recon?guring the receiver ?lter mask according to the sec 
ond channel Width to produce the recon?gured receiver 
?lter mask; 

identifying a training matrix from the second preamble 
segment in accordance With the recon?gured receiver 
?lter mask; and 

validating a second channel Width multiple antenna train 
ing sequence of the second preamble segment in accor 
dance With the initial con?gured receiver ?lter mask and 
the training matrix, Wherein, When the second channel 
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Width multiple antenna training sequence is validated, 
the receiving the data segment includes receiving paral 
lel data segments of the frame in accordance With the 
recon?gured receiver ?lter mask via the channel in 
accordance With the recon?gured receiver ?lter mask 
and the training matrix. 

9. The method of claim 4 further comprises: 
When the high data throughput channel con?guration is the 

third channel Width having 2K subcarriers transmitted 
via the multiple antennas, validating the second pre 
amble segment includes: 

recon?guring the receiver ?lter mask according to the third 
channel Width to produce a recon?gured receiver ?lter 
mask; 

identifying a training matrix from the second preamble 
segment in accordance With the recon?gured receiver 
?lter mask; and 

validating a third channel Width multiple antenna training 
sequence of the second preamble segment in accordance 
With the recon?gured receiver ?lter mask and the train 
ing matrix, Wherein, When the third channel Width mul 
tiple antenna training sequence is validated, the receiv 
ing the data segment includes receiving parallel data 
segments of the frame via the channel in accordance 
With the recon?gured receiver ?lter mask and the train 
ing matrix. 

10. A method for receiving a frame in a high data through 
put Wireless local area netWork, the method comprises: 

receiving a preamble of the frame via a channel in accor 
dance With a default receiver ?lter mask; 

validating the preamble; 
When the preamble is validated, interpreting the preamble 

to determine a high data throughput channel con?gura 
tion; 

recon?guring the default receiver ?lter mask in accordance 
With the high data throughput channel con?guration to 
produce a recon?gured receiver ?lter mask; and 

receiving a data segment of the frame in accordance With 
the recon?gured receiver ?lter mask. 

11. The method of claim 1 0, Wherein the high data through 
put channel con?guration comprises at least one of: 

a ?rst channel Width of a plurality of channel Widths, 
Wherein the ?rst channel Width has 2N subcarriers 
received via a single antenna; 

a second channel Width of the plurality of channel Widths, 
Wherein the second channel Width has 2M subcarriers 
received via the single antenna and is greater in Width 
than the ?rst channel Width; 

a third channel Width of the plurality of channel Widths, 
Wherein the third channel has 2K subcarriers received via 
the single antenna and is less in Width than the ?rst 
channel Width; 

the ?rst channel Width having 2N subcarriers received via 
multiple antennas; 

the second channel Width having 2”’ subcarriers received 
via the multiple antennas; and 

the third channel Width having 2K subcarriers received via 
the multiple antennas. 

12. The method of claim 11 further comprises: 
When the high data throughput channel con?guration is the 

second channel Width having 2M subcarriers transmitted 
via the single antenna, interpreting the preamble 
includes: 

recon?guring the receiver ?lter mask according to the sec 
ond channel Width to produce the recon?gured receiver 
?lter mask; and 
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validating a second channel Width single antenna training 

sequence of the second preamble segment in accordance 
With the recon?gured receiver ?lter mask. 

13. The method of claim 11 further comprises: 
When the high data throughput channel con?guration is the 

third channel Width having 2K subcarriers transmitted 
via the single antenna, interpreting the preamble 
includes: 

recon?guring the receiver ?lter mask according to the third 
channel Width to produce the recon?gured receiver ?lter 
mask; and 

validating a third channel Width single antenna training 
sequence of the second preamble segment in accordance 
With the recon?gured receiver ?lter mask. 

14. The method of claim 11 further comprises: 
When the high data throughput channel con?guration is the 

?rst channel Width having 2N subcarriers transmitted via 
the multiple antennas, interpreting the preamble 
includes: 

recon?guring the receiver ?lter mask according to the ?rst 
channel Width to produce the recon?gured receiver ?lter 
mask; 

identifying a training matrix from the preamble in accor 
dance With the ?rst con?gured receiver ?lter mask; and 

validating a ?rst channel Width multiple antenna training 
sequence of the second preamble segment in accordance 
With the ?rst con?gured receiver ?lter mask and the 
training matrix, Wherein, When the ?rst channel Width 
multiple antenna training sequence is validated, the 
receiving the data segment includes receiving parallel 
data segments of the frame via the channel in accordance 
With the ?rst receiver ?lter mask and the training matrix. 

15. The method of claim 11 further comprises: 
When the high data throughput channel con?guration is the 

second channel Width having 2”’ subcarriers transmitted 
via the multiple antennas, interpreting the second pre 
amble segment includes: 

recon?guring the receiver ?lter mask according to the sec 
ond channel Width to produce the recon?gured receiver 
?lter mask; 

identifying a training matrix from the second preamble 
segment in accordance With the recon?gured receiver 
?lter mask; and 

validating a second channel Width multiple antenna train 
ing sequence of the second preamble segment in accor 
dance With the initial con?gured receiver ?lter mask and 
the training matrix, Wherein, When the second channel 
Width multiple antenna training sequence is validated, 
the receiving the data segment includes receiving paral 
lel data segments of the frame in accordance With the 
recon?gured receiver ?lter mask via the channel in 
accordance With the recon?gured receiver ?lter mask 
and the training matrix. 

16. The method of claim 11 further comprises: 
When the high data throughput channel con?guration is the 

third channel Width having 2K subcarriers transmitted 
via the multiple antennas, interpreting the second pre 
amble segment includes: 

recon?guring the receiver ?lter mask according to the third 
channel Width to produce a recon?gured receiver ?lter 
mask; 

identifying a training matrix from the second preamble 
segment in accordance With the recon?gured receiver 
?lter mask; and 

validating a third channel Width multiple antenna training 
sequence of the second preamble segment in accordance 
With the recon?gured receiver ?lter mask and the train 
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ing matrix, wherein, When the third channel Width mul 
tiple antenna training sequence is validated, the receiv 
ing the data segment includes receiving parallel data 
segments of the frame via the channel in accordance 
With the recon?gured receiver ?lter mask and the train 
ing matrix. 

17. The method of claim 10, Wherein the validating the 
preamble comprises: 

verifying a training sequence in accordance With the 
default receiver ?lter mask. 

18. The method of claim 17 further comprises: 
verifying a second training sequence in accordance With 

the recon?gured receiver ?lter mask prior to receiving 
the data segment. 

19. A radio receiver comprises: 
a radio frequency (RF) front end operably coupled to con 

vert inbound RF signals into inbound baseband signals; 
processing module; and 
memory operably coupled to the processing module, 

Wherein the memory stores operational instructions that 
cause the processing module to: 
prior to receiving a frame of the inbound baseband sig 

nals, con?gure a receiver ?lter mask according to a 
?rst channel Width of a plurality of channel Widths to 
produce a ?rst con?gured receiver ?lter mask; 

interpret a ?rst preamble segment of the frame to iden 
tify a ?rst training sequence, a second training 
sequence, and a high throughput indication, Wherein 
the ?rst training sequence is Within a ?rst set of sub 
carriers of the channel and the second training 
sequence is Within a second set of subcarriers of the 
channel, Wherein the ?rst set of subcarriers is a subset 
of the second set of subcarriers in accordance With the 
?rst con?gured receiver ?lter mask; 

perform a ?rst validation test on the ?rst training 
sequence; 

When the ?rst validation test is successful, perform a 
second validation test of the second training 
sequence; 

When the second validation test is successful, interpret 
the high throughput indication; 

When the high throughput indication indicates a high 
data throughput, validate the second preamble seg 
ment to in accordance With a recon?gured receiver 
?lter mask; and 

When the second preamble segment is validated, receive 
a data segment of the frame in accordance With the 
recon?gured receiver ?lter mask. 

20. The radio receiver of claim 19, Wherein the memory 
further stores operational instructions that cause the process 
ing module to: 
When the high throughput indication does not indicate a 

high data throughput, process a data segment of the 
frame via the channel in accordance With the ?rst con 
?gured receiver ?lter mask. 

21. The radio receiver of claim 19, Wherein the memory 
further stores operational instructions that cause the process 
ing module to interpret the second preamble segment by: 

interpreting a channel format ?eld of the second preamble 
to determine a high data throughput channel con?gura 
tion. 

22. The radio receiver of claim 21, Wherein the high data 
throughput channel con?guration comprises at least one of: 

a second channel Width of the plurality of channel Widths, 
Wherein the second channel Width has 2M subcarriers 
received via a single antenna and is greater in Width than 
the ?rst channel Width; 
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18 
a third channel Width of the plurality of channel Widths, 

Wherein the third channel has 2K subcarriers received via 
the single antenna and is less in Width than the ?rst 
channel Width; 

the ?rst channel Width having 2N subcarriers received via 
multiple antennas; 

the second channel Width having 2”’ subcarriers received 
via the multiple antennas; and 

the third channel Width having 2K subcarriers received via 
the multiple antennas. 

23. The radio receiver of claim 22, Wherein the memory 
further stores operational instructions that cause the process 
ing module to: 
When the high data throughput channel con?guration is the 

second channel Width having 2M subcarriers transmitted 
via the single antenna, validate the second preamble 
segment by: 

recon?guring the receiver ?lter mask according to the sec 
ond channel Width to produce the recon?gured receiver 
?lter mask; and 

validating a second channel Width single antenna training 
sequence of the second preamble segment in accordance 
With the recon?gured receiver ?lter mask. 

24. The radio receiver of claim 22, Wherein the memory 
further stores operational instructions that cause the process 
ing module to: 
When the high data throughput channel con?guration is the 

third channel Width having 2K subcarriers transmitted 
via the single antenna, validate the second preamble 
segment by: 

recon?guring the receiver ?lter mask according to the third 
channel Width to produce the recon?gured receiver ?lter 
mask; and 

validating a third channel Width single antenna training 
sequence of the second preamble segment in accordance 
With the recon?gured receiver ?lter mask. 

25. The radio receiver of claim 22, Wherein the memory 
further stores operational instructions that cause the process 
ing module to: 
When the high data throughput channel con?guration is the 

?rst channel Width having 2N subcarriers transmitted via 
the multiple antennas, validate the second preamble seg 
ment by: 

identifying a training matrix from the second preamble 
segment in accordance With the ?rst con?gured receiver 
?lter mask; and 

validating a ?rst channel Width multiple antenna training 
sequence of the second preamble segment in accordance 
With the ?rst con?gured receiver ?lter mask and the 
training matrix, Wherein, When the ?rst channel Width 
multiple antenna training sequence is validated, the 
receiving the data segment includes receiving parallel 
data segments of the frame via the channel in accordance 
With the ?rst receiver ?lter mask and the training matrix. 

26. The radio receiver of claim 22, Wherein the memory 
further stores operational instructions that cause the process 
ing module to: 
When the high data throughput channel con?guration is the 

second channel Width having 2”’ subcarriers transmitted 
via the multiple antennas, validate the second preamble 
segment by: 

recon?gure the receiver ?lter mask according to the second 
channel Width to produce the recon?gured receiver ?lter 
mask; 

identify a training matrix from the second preamble seg 
ment in accordance With the recon?gured receiver ?lter 
mask; and 
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validate a second channel Width multiple antenna training 
sequence of the second preamble segment in accordance 
With the initial con?gured receiver ?lter mask and the 
training matrix, Wherein, When the second channel 
Width multiple antenna training sequence is validated, 
the receiving the data segment includes receiving paral 
lel data segments of the frame in accordance With the 
recon?gured receiver ?lter mask via the channel in 
accordance With the recon?gured receiver ?lter mask 
and the training matrix. 

27. The radio receiver of claim 22, Wherein the memory 
further stores operational instructions that cause the process 
ing module to: 
When the high data throughput channel con?guration is the 

third channel Width having 2K subcarriers transmitted 
via the multiple antennas, validate the second preamble 
segment by: 

recon?guring the receiver ?lter mask according to the third 
channel Width to produce a recon?gured receiver ?lter 
mask; 

identifying a training matrix from the second preamble 
segment in accordance With the recon?gured receiver 
?lter mask; and 

validating a third channel Width multiple antenna training 
sequence of the second preamble segment in accordance 
With the recon?gured receiver ?lter mask and the train 
ing matrix, Wherein, When the third channel Width mul 
tiple antenna training sequence is validated, the receiv 
ing the data segment includes receiving parallel data 
segments of the frame via the channel in accordance 
With the recon?gured receiver ?lter mask and the train 
ing matrix. 

28. A radio receiver comprises: 
a radio frequency (RF) front end operably coupled to con 

vert inbound RF signals into inbound baseband signals; 
processing module; and 
memory operably coupled to the processing module, 

Wherein the memory stores operational instructions that 
cause the processing module to: 
identify a preamble of the frame via a channel in accor 

dance With a default receiver ?lter mask; 
validate the preamble; 
When the preamble is validated, interpret the preamble to 

determine a high data throughput channel con?gura 
tion; 

recon?gure the default receiver ?lter mask in accor 
dance With the high data throughput channel con?gu 
ration to produce a recon?gured receiver ?lter mask; 
and 

process a data segment of the frame in accordance With 
the recon?gured receiver ?lter mask. 

29. The radio receiver of claim 28, Wherein the high data 
throughput channel con?guration comprises at least one of: 

a ?rst channel Width of a plurality of channel Widths, 
Wherein the ?rst channel Width has 2N subcarriers 
received via a single antenna; 

a second channel Width of the plurality of channel Widths, 
Wherein the second channel Width has 2M subcarriers 
received via the single antenna and is greater in Width 
than the ?rst channel Width; 

a third channel Width of the plurality of channel Widths, 
Wherein the third channel has 2K subcarriers received via 
the single antenna and is less in Width than the ?rst 
channel Width; 

the ?rst channel Width having 2N subcarriers received via 
multiple antennas; 
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20 
the second channel Width having 2M subcarriers received 

via the multiple antennas; and 
the third channel Width having 2K subcarriers received via 

the multiple antennas. 
30. The radio receiver of claim 29, Wherein the memory 

further stores operational instructions that cause the process 
ing module to: 
When the high data throughput channel con?guration is the 

second channel Width having 2”’ subcarriers transmitted 
via the single antenna, interpret the preamble by: 

recon?guring the receiver ?lter mask according to the sec 
ond channel Width to produce the recon?gured receiver 
?lter mask; and 

validating a second channel Width single antenna training 
sequence of the second preamble segment in accordance 
With the recon?gured receiver ?lter mask. 

31. The radio receiver of claim 29, Wherein the memory 
further stores operational instructions that cause the process 
ing module to: 
When the high data throughput channel con?guration is the 

third channel Width having 2K subcarriers transmitted 
via the single antenna, interpret the preamble by: 

recon?guring the receiver ?lter mask according to the third 
channel Width to produce the recon?gured receiver ?lter 
mask; and 

validating a third channel Width single antenna training 
sequence of the second preamble segment in accordance 
With the recon?gured receiver ?lter mask. 

32. The radio receiver of claim 29, Wherein the memory 
further stores operational instructions that cause the process 
ing module to: 
When the high data throughput channel con?guration is the 

?rst channel Width having 2N subcarriers transmitted via 
the multiple antennas, interpret the preamble by: 

recon?guring the receiver ?lter mask according to the ?rst 
channel Width to produce the recon?gured receiver ?lter 
mask; 

identifying a training matrix from the preamble in accor 
dance With the ?rst con?gured receiver ?lter mask; and 

validating a ?rst channel Width multiple antenna training 
sequence of the second preamble segment in accordance 
With the ?rst con?gured receiver ?lter mask and the 
training matrix, Wherein, When the ?rst channel Width 
multiple antenna training sequence is validated, the 
receiving the data segment includes receiving parallel 
data segments of the frame via the channel in accordance 
With the ?rst receiver ?lter mask and the training matrix. 

33. The radio receiver of claim 29, Wherein the memory 
further stores operational instructions that cause the process 
ing module to: 
When the high data throughput channel con?guration is the 

second channel Width having 2”’ subcarriers transmitted 
via the multiple antennas, interpret the second preamble 
segment by: 

recon?guring the receiver ?lter mask according to the sec 
ond channel Width to produce the recon?gured receiver 
?lter mask; 

identifying a training matrix from the second preamble 
segment in accordance With the recon?gured receiver 
?lter mask; and 

validating a second channel Width multiple antenna train 
ing sequence of the second preamble segment in accor 
dance With the initial con?gured receiver ?lter mask and 
the training matrix, Wherein, When the second channel 
Width multiple antenna training sequence is validated, 
the receiving the data segment includes receiving paral 
lel data segments of the frame in accordance With the 




