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(57) ABSTRACT 

A device for measuring a current ?owing in an electrical 
conductor having a sensor disposed in the region of the elec 
trical conductor for measuring the magnetic ?eld surrounding 
the electrical conductor. The sensor includes a magnetic cir 
cuit having a ?rst and a second section. A magnetizing device 
for the saturation of the second section and an evaluation 
device for calculating the current ?oWing through the electri 
cal conductor in dependence on measured values B(P0), 
B(Pl), B(P2), B(P4), B(P4+), B(P4—) of the magnetic ?eld 
surrounding the electrical conductor and in dependence on 
the applicable magnetization of the second section is also 
provided. A method for operating the device is also disclosed. 

25 Claims, 5 Drawing Sheets 
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METHOD AND DEVICE FOR MEASURING A 
CURRENT FLOWING IN AN ELECTRICAL 

CONDUCTOR 

BACKGROUND 

1. Field 
Aspects of the invention relate to a method and a device for 

measuring a current ?owing in an electrical conductor. 
2. Discussion of RelatedArt 
In the automotive ?eld, the increasing number of poWer 

consuming devices is placing a constantly groWing energy 
demand on the vehicle electrical system. In particular, this 
increased energy demand places increasing loads on a vehi 
cle’s battery, Which serves as a buffer during the operation of 
the vehicle’ s engine and maintains the vehicle’ s poWer supply 
When the engine is off. When the vehicle is frequently used for 
short-distance trips, the result may be that the battery is not 
fully charged While the engine is on. This can result in the 
vehicle being left With a discharged battery or being dif?cult 
if not impossible to start because the battery voltage is too 
loW. This situation may be compounded in motor vehicles that 
place such a high energy demand on the vehicle’s electrical 
system. 

To reduce these and other effects, energy management 
systems are increasingly being used in vehicles. An energy 
management system typically is used to ensure that the bat 
tery’s charge state does not enter a critical condition and 
maintain a positive battery charge balance. Such a system 
analyzes the battery condition based on measured variables 
such as ‘battery current’, ‘battery voltage’ and ‘battery tem 
perature’. Particular importance is placed on the determina 
tion of the battery charge current or discharge current in order 
to keep the battery at a non-critical charge level and to ensure 
that the vehicle is able to start. 

To determine the charge current or discharge current, the 
system must measure currents over a very Wide range, for 
example from —200A to 1500 A. Therefore, a suitable sensor 
for the energy management system in vehicles has to cover 
this Wide range, that is, it must have a high dynamic response. 
A prior art sensor system for use in a motor vehicle for 

monitoring the ?oWing currents is shoWn schematically in 
FIGS. 9 and 10. To determine the battery current, a measuring 
resistor 202 is inserted in the ground lead 201. Suitable evalu 
ation electronics 203 directly measure the voltage drop at the 
measuring resistor and calculate the ?oWing current. The 
measuring resistor can, for example, be made of manganin. 

FIG. 9 is a schematic representation of the measuring 
arrangement utilizing this sensor. An automotive battery 205 
is connected by a ground lead 201 to the vehicle ground. The 
sensor, comprising the measuring resistor 202 and the evalu 
ation electronics 203, is integrated in the ground lead 201. 
Electrical poWer consuming devices 206 in the motor vehicle 
are connected to the positive pole of the battery 205 via a line 
207. 
One draWback of this prior art arrangement stems from the 

fact that the measuring resistor has to be integrated in the 
current-carrying conductor. This arrangement involves addi 
tional design costs because it is necessary to ensure that shear 
and tensile forces are kept aWay from the measuring resistor. 
Deformation of the measuring resistor can in?uence the result 
of the measurement and, in extreme cases, results in a defec 
tive sensor. A further drawback is the fact that poWer loss 
dissipation necessarily occurs across the measuring resistor. 
Even When small resistors are used, for example a 100 HQ 
measuring resistor, heat is still is generated and must be 
dissipated. 
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2 
SUMMARY 

In one illustrative embodiment, a method for measuring a 
current ?oWing in an electrical conductor With a sensor dis 
posed in the region of the electrical conductor for measuring 
a magnetic ?eld surrounding the electrical conductor is pro 
vided. The sensor has a magnetic circuit having a ?rst and a 
second section and a magnetizing device for magnetic satu 
ration of the second section. The method includes measuring 
a magnetic ?eld in each case after sWitching off both a posi 
tive and a negative saturation of the second section to obtain 
measured values B(Pl) and B(P2), and calculating a mean 
value B(P0) of the measured values B(Pl), B(P2); measuring 
the magnetic ?eld With both positive and negative saturation 
of the second section to obtain measured values B(P4+) and 
B(P4—), and calculating a mean value B(P4) of the measured 
values B(P4+), B(P4—); and calculating a current ?oWing 
through the electrical conductor by subtracting the mean 
value B(P4) from the mean value B(P0) and multiplying a 
resulting difference by a constant. 

In another illustrative embodiment, a device for measuring 
a current ?oWing in an electrical conductor is provided. The 
device includes a sensor disposed in the region of the electri 
cal conductor for measuring a magnetic ?eld surrounding the 
electrical conductor. The sensor has a magnetic circuit having 
a ?rst and a second section, a magnetizing device for saturat 
ing the second section, and an evaluation device for calculat 
ing the current ?oWing through the electrical conductor in 
dependence on measured values B(P0), B(Pl), B(P2), B(P4), 
B(P4+), B(P4—) for the magnetic ?eld surrounding the elec 
trical conductor magnetic ?eld and in dependence on the 
applicable magnetization of the second section. 

Various embodiments of the present invention provide cer 
tain advantages. Not all embodiments of the invention share 
the same advantages and those that do may not share them 
under all circumstances. 

Further features and advantages of the present invention, as 
Well as the structure of various embodiments of the present 
invention are described in detail beloW With reference to the 
accompanying draWings. 

BRIEF DESCRIPTION OF THE DRAWINGS 

The accompanying draWings are not intended to be draWn 
to scale. In the draWings, each identical or nearly identical 
component that is illustrated in various ?gures is represented 
by a like numeral. For purposes of clarity, not every compo 
nent may be labelled in every draWing. Various embodiments 
of the invention Will noW be described, by Way of example, 
With reference to the accompanying draWings, in Which: 

FIG. 1 is a schematic representation of a current sensor 

according to one embodiment; 
FIG. 2 is a schematic representation of saturation curves; 
FIG. 3 is a schematic representation of the determination of 

measuring points in a ?rst step; 
FIG. 4 is a schematic representation of the determination of 

measuring points in a second step; 
FIG. 5 is a schematic representation of the sensor in a 

vehicle electrical system of a motor vehicle according to one 

embodiment; 
FIG. 6 is a schematic representation of the sensor in a 

vehicle electrical system of a motor vehicle according to 
another embodiment; 

FIG. 7 is a schematic side vieW of a current sensor accord 

ing to a second embodiment; 
FIG. 8 is a schematic top vieW of the current sensor of FIG. 

7; 
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FIG. 9 is a schematic representation of a prior art sensor 
system; and 

FIG. 10 is a sectional representation of the prior art sensor 
system. 

DETAILED DESCRIPTION 

A sensor system and method are employed to measure 
current ?oW in an electrical conductor. In one embodiment, a 
sensor disposed in the region of the electrical conductor is 
used to measure the magnetic ?eld surrounding the electrical 
conductor. In one embodiment, the sensor comprises a mag 
netic circuit having a ?rst and a second section. Amagnetising 
device may be provided for the magnetic saturation of the 
second section. 

In one embodiment, the sensor has a sWitching measuring 
range, Which is explained in further detail beloW. The sWitch 
ing measuring range provides a Wide measuring range, that is, 
a high dynamic response from the sensor. HoWever, this high 
dynamic response may be accompanied by system-inherent 
measuring errors resulting from a possible hysteresis of the 
second section and a possible temperature drift of individual 
components. 

According to one aspect of the invention, a methodology 
for permitting a measurement that reduces and/or eliminates 
these measuring errors Will noW be described. In a ?rst step, 
the magnetic ?eld is measured in each case after sWitching off 
both a positive and a negative saturation of the second section 
and then the mean value of the measured values is calculated. 
In a second step, the magnetic ?eld is measured With both 
positive and negative saturation of the second section and 
then the mean value of the measured values is calculated. 
After the determination of the tWo mean values, the current 
?oWing through the electrical conductor is calculated by sub 
tracting the mean value calculated in the second step from the 
mean value calculated in the ?rst step and the result multi 
plied by a constant. It should be appreciated that the present 
invention is not limited in this respect, as the process steps can 
be performed in any suitable order. For example, the sequence 
of the ?rst and second step can be reversed. 
By employing this method, the current can be measured in 

a Wide measuring range With a potential-free sensor and any 
system-inherent measuring errors that may occur can be 
reduced or eliminated. 

In one embodiment, the constant is selected to take into 
account the sensitivity of the sensor With both a saturated and 
an unsaturated second section. This may be bene?cial as it 
Will alloW the current ?oWing through the conductor to be 
de?ned directly from the measured values determined. 

It should be appreciated that other suitable methods may be 
employed, as the present invention is not limited in this 
regard. In another embodiment, in a ?rst step, the second 
section is positively saturated and the magnetic ?eld mea 
sured. In a second step, the saturation is sWitched off and the 
magnetic ?eld is measured again. In a third step, the second 
section is negatively saturated and then the magnetic ?eld is 
measured. In a fourth step, the magnetic ?eld is measured 
after sWitching off the saturation. The mean value of the 
values measured in the second and fourth steps is then deter 
mined in a ?fth step and the mean value of the values mea 
sured in the ?rst and third step is determined in a sixth step. 
The current ?oWing through the conductor is calculated by 
subtracting the mean values from one another, for example, 
by subtracting the mean value calculated in the sixth step 
from the mean value calculated in the ?fth step and then 
multiplying With a constant taking account of the sensitivity 
of the sensor With both a saturated and an unsaturated second 
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4 
section. Employing this method may reduce the time required 
to determine the required measured values. 

For monitoring a vehicle electrical system, all or portions 
of the process can be performed repeatedly in order to deter 
mine current ?oW over time. 
The method may be preformed using any suitable device 

and/or system. In one embodiment, the method is performed 
automatically With an evaluation device. In one embodiment, 
this evaluation device only displays the value determined for 
the current and/or makes it available. In this regard, the evalu 
ation device may automatically control the measuring pro 
cess, and in one embodiment, controls the sWitching on and 
off of the magnetizing device. 
The method described can be implemented in a vehicle, in 

particular in a motor vehicle. In one embodiment, the method 
may be used to monitor the battery current in a vehicle or for 
monitoring individual electric energy consumers or con 
sumer groups. 

Depending upon the materials used for the ?rst and second 
sections of the magnetic circuit, the ?rst section comprises a 
?rst saturation magnetization and the second section com 
prises a second saturation magnetization, Whereby the ?rst 
saturation magnetization is smaller than, equal to or greater 
than the second saturation magnetization. In this Way, the 
parameters of the sensor may be set by selecting the appli 
cable combination of saturation magnetizations. 

In one embodiment, for measuring a current ?oWing in an 
electrical conductor comprises a sensor disposed in the region 
of the electrical conductor so as to measure the magnetic ?eld 
surrounding the electrical conductor. In this regard, the sensor 
comprises a magnetic circuit having a ?rst and a second 
section and a magnetizing device is provided for the satura 
tion of the second section. An evaluation device for calculat 
ing the current ?oWing through the electrical conductor in 
dependence on the measured values for the magnetic ?eld 
surrounding the electrical conductor and in dependence on 
the applicable magnetization of the second section is also 
provided. 
The device may be used to perform a current measurement 

over a Wide range thereby permitting a reliable measurement 
Without the in?uence or With reduced in?uence of system 
inherent measuring errors. 

In one embodiment of the device, the magnetic circuit 
comprises an air gap and a magnetic-?eld-sensitive compo 
nent disposed in the air gap for measuring the magnetic ?eld 
surrounding the electrical conductor. In one embodiment, the 
component is a Hall sensor. 

To achieve an accurate acquisition of the magnetic ?eld 
surrounding the electrical conductor, in one embodiment, the 
magnetic circuit substantially encompasses the electrical 
conductor. 
A simple application of the device is achieved in one 

embodiment Whereby the evaluation device includes an 
arrangement to automatically perform the method. In one 
embodiment, this also includes an arrangement for control 
ling the magnetizing device. 
The integration of the evaluation device With the sensor 

results in a compact design. In another embodiment, the spa 
tial separation of the evaluation device and the sensor results 
in a highly ?exible system. 

In a second embodiment of the sensor, the ?rst section of 
the magnetic circuit has at least tWo legs, Which overlap each 
other and form an air gap in the region of the overlap. In this 
regard, the legs may have a generally arched shape in order to 
permit the bridging of a conductor. 

In the second embodiment of the sensor, the second section 
can also be embodied as a rectangular ferrite core frame 
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bearing a control Winding on at least one side. The ferrite core 
frame can bear a control Winding on each long side of the 
rectangular ferrite core frame to achieve a symmetrical 
design. 

In one embodiment, When used to monitor a vehicle elec 
trical system, the sensor can be disposed in the region of a 
ground conductor or a positive conductor of a vehicle battery, 
in particular a motor vehicle battery, or in the region of an 
electrical consumer or a group of electrical consumers in a 

vehicle. 
The method and device described herein can be used in a 

motor vehicle for monitoring currents in the vehicle electrical 
system. 

Turning noW to the ?gures, embodiments of the present 
invention Will noW be described. 

FIG. 1 is a schematic vieW of a ?rst embodiment of a sensor 
used in the device for measuring a magnetic ?eld surrounding 
the electrical conductor, Which can also be used for the per 
formance of the method. 

The sensor 1 is used for measuring the magnetic ?eld 
surrounding the electrical conductor 2 When a current ?oWs 
through the conductor. For this, the sensor 1 comprises a 
magnetic circuit substantially surrounding the electrical con 
ductor 2. In one embodiment, the magnetic circuit comprises 
a ?rst, substantially U-shaped section 3 made of an amor 
phous material With a high saturation magnetiZation. The 
magnetic circuit is closed on the open side of the ?rst section 
3 by a second section 41 of the magnetic circuit. The second 
section 41 is spaced to provide air gap 30. The second section 
of the magnetic circuit is part of a closed, frame-shaped ferrite 
core 4 having a loWer saturation magnetiZation than the ?rst 
section. 
The air gap 30 formed betWeen one leg of the U-shaped 

?rst section 3 and the end of the second section 41 is com 
pletely ?lled by a Hall sensor 5. The Hall sensor is used for 
measuring the magnetic ?eld surrounding the electrical con 
ductor. The leg of the ferrite core 4 facing the second section 
41 bears a control Winding 40 With Which the ferrite core can 
be saturated. 

To use the sensor 1 over the Widest possible measuring 
range, that is With the highest possible dynamic response, the 
sensor is operated as folloWs: 
At loW currents, the sensor is operated With higher sensi 

tivity. For this, the ferrite core 4 is operated unsaturated, the 
control Winding 40 is therefore currentless. The magnetic 
circuit then comprises the ?rst section 3 and the second sec 
tion 41. Only the small air gap 30, Which is ?lled With the Hall 
sensor 5, is provided in this regard. This enables small mag 
netic ?elds to be measured at current intensities of up to 
approximately 20 A. 

To measure high currents, the ferrite core 4 is operated by 
applying a magnetic ?eld by means of the saturated control 
Winding 40. This means the ferrite core 4, and hence also the 
second section 41 of the magnetic circuit, is no longer effec 
tive for the magnetic circuit. The air gap of the magnetic 
circuit is therefore enlarged by the leg length of the second 
section 41. The ?eld ?xed in the magnetic circuit is attenuated 
by the noW large air gap 31 so that the sensitivity of the sensor 
1 is reduced and high currents can be detected With the Hall 
sensor 5. 

FIG. 2 shoWs an example of measured curves to illustrate 
the relationship. Here, plotted on the X-axis is the magnetic 
?eld H surrounding the electrical conductorithis ?eld is also 
?xed in the magnetic circuit and is determined by the current 
I DC ?oWing through the electrical conductor. Plotted on the 
Y-axis is the magnetic ?eld B measured by the Hall sensor. In 
this regard, the continuous measured curve 90 shoWs the 
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6 
relationship When the control Winding 40 is sWitched off, that 
is, With a small air gap. Here, high sensitivity is observed. 
The dotted line 91 shoWs the relationship When the control 

Winding 40 is sWitched on, that is, With a large air gap. Here, 
a loW measuring sensor sensitivity is observed. 

The sensor 1 described above can be used to measure 

current ?oWing in an electrical conductor according to the 
folloWing exemplary methodology. 
When using the sensor described, it should be noted that 

the hysteresis of the ferrite core 4 can lead to an error in the 
result of the measurement. It should also be noted that a 
temperature drift of the Hall sensor and a long-term drift of 
the other components from Which the sensor is assembled can 
also result in a false measuring signal. These tWo possible 
causes of errors can cause a Zero offset, that is, the measuring 
curves no longer pass through the origin of the H/B coordi 
nate system. These possible errors may be corrected, inter 
alia, by the method described beloW. 

In the folloWing it is assumed that a constant current I DC 
?oWs through the electrical conductor. As FIG. 3 shoWs, to 
correct the in?uence of the hysteresis curve of the ferrite core 
4, the B-?eld (magnetic ?eld) is measured at points P1 and P2. 
For this, the ferrite core 4 is positively saturated by the appro 
priate excitation of the control coil 40. When the control coil 
40 is sWitched off, the measuring point B(P2)is obtained. 
After this, appropriate energiZation of the control coil 40 
causes the ferrite core 4 to be negatively saturated, then the 
control coil is sWitched off and the measuring point B(Pl) 
measured. Simple averaging is used to obtain the mean B(P0) 
of the tWo measuring points B(Pl) and B(P2). The mean 
B(P0) then lies on the ‘ideal’ magnetiZation curve 94 of the 
ferrite core. 

The point B(Pl) lies on the loWer branch 93 of the hyster 
esis curve, While the measuring point B(P2) lies on the upper 
branch 92 of the hysteresis curve. As FIG. 3 shoWs, the ideal 
magnetiZation curve 94 is still offset by an offset Bo?set 
caused by temperature effects or by a general component 
drift. 

The mean B(P0) can be described by the folloWing for 
mula: 

Where Sims” is the sensitivity of the sensor When the ferrite 
core 4 is unsaturated, that is, When a small air gap 30 is 
provided. 

The offset errors shoWn in FIG. 3 can be corrected by 
determining another point. The determination of this other 
point B(P4) is explained With reference to FIG. 4. In FIG. 4, 
the continuous curve 90 is again the curve for a small air gap, 
that is, high sensor sensitivity, and the curve 91, Which is 
shoWn as a dotted line, is the curve for a large air gap, that is, 
loW sensor sensitivity. 

The measuring points B(P4+) and B(P4—) are noW mea 
sured While the ferrite core 4 is operated saturated, that is, the 
sensor is operated With loW sensitivity. The measuring point 
B(P4+) is established When the ferrite core 4 is positively 
saturated by the appropriate excitation of the control coil 40 
While the measuring point B(P4—) is established With 
adequate negative saturation of the ferrite core 4. With this 
measurement, it should be noted that the magnetiZation of the 
ferrite core 4 gives rise to a positive or negative stray ?eld 
Which falsi?es the measuring results in question. The subse 
quent averaging of the measured values B(P4+) and B(P4—) 
cancels out the in?uence of this stray ?eld. 
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This mean value B(P4) is also offset by an error Bo?set. 
B(P4) can be expressed by the following formula: 

Where Ssat is the sensitivity of the sensor When the ferrite 
core 4 is saturated, that is, When a large air gap 31 is 
provided. 

The tWo mean values B(PO) and B(P4) calculated are noW 
both affected by the offset error Bo?et. The subtraction of the 
calculated values B(P0)—B(P4) eliminates this offset error 
Bo?et. The result obtained from this is then free of the effects 
of errors. The calculation is performed as folloWs: 

B(P0)—B(P4):Sum,*(1—K)*IDc 

The current can noW be calculated as follows: 

1060? (POW? (P4))/ (SMM,*(1—K3) 

This method makes it possible to use the above-described 
sensor to measure currents in a Wide measuring range Without 
errors. The potential-free current measurement described, 
Which is performed Without the incorporation of a measuring 
resistor in the current-carrying leads in question, eliminates 
or reduces the impact of poWer loss. 

Turning noW to FIG. 5, the device comprising the sensor 1 
and the evaluation device 6 Will noW be described. The evalu 
ation device 6 is designed so that it is able to process measured 
values from the Hall sensor 5 and data on the applicable 
control voltage of the control coil 40 to calculate the current 
?oWing through the electrical conductor. In this regard, in one 
embodiment, the evaluation device 6 can also control the 
method, that is, cause the control coil 40 to be energiZed and 
record, store and/or process the measured values at the appro 
priate time. For this, the evaluation device 6 can comprise an 
interface (not shoWn in the diagrams) connected to an ampli 
?er, for energiZing the control coil 40, and to the Hall probe 5. 
In addition, data storage devices are used to store the mea 
sured data. In a one embodiment, the ampli?er can also be 
integrated With the evaluation device, although the present 
invention is not limited in this regard. 
As shoWn in FIG. 5, in one embodiment, the combination 

of sensor 1 and the evaluation device 6 is incorporated in the 
positive line 20 leading to an electrical energy consuming 
device 23 (consumer 23) in a vehicle. The positive line 20 
leads from a battery 22 to the electrical consumer 23. The 
ground lead 21 is connected to the ground lead of the vehicle. 
In this regard, the sensor 1 is disposed directly after the 
positive pole of the battery 22. This is also knoWn as a ‘high 
side’ sensor disposal. 

FIG. 6 shoWs the corresponding disposal of the sensor 1 in 
the ground lead 21 of the applicable vehicle electrical circuit. 
This is also knoWn as a ‘loW-side’ disposal of the sensor. 

It is possible to integrate the sensor 1 With the evaluation 
device 6 to form one component, as the present invention is 
not limited to employing separate components. For example, 
if integration is not desirable due to the cramped conditions in 
the engine compartment, the evaluation device 6 can also be 
disposed separately from the sensor 1. 

FIG. 7 and FIG. 8 shoW a second embodiment of a current 
sensor 1 With Which the method can be performed and Which 
can be provided in the device, Whereby FIG. 7 shoWs a side 
vieW of the sensor and FIG. 8 a top vieW of the sensor. 
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8 
A ?at electrical conductor 2, for example a ?at ribbon 

conductor, a sheet conductor or a conductor provided on a 
printed circuit board, is surrounded by the sensor 1. The 
sensor 1 comprises a magnetic circuit comprising a ?rst sec 
tion 3, Which is here formed by a ?rst leg 3a and a second leg 
3b, and a second section 41. The legs 3a and 3b of the ?rst 
section 3 overlap each other in the middle region of this 
section but are separated from each other by an air gap 30. To 
enable a conductor to be bridged, the legs 3a, 3b have an 
arched shape and together form a semi-arch. Hall sensor 5, 
Which is used to measure the How present in the magnetic 
circuit, is inserted in the air gap 30. 
As can be seen in the top vieW, the second section is 

embodied as a rectangular ferrite core frame 4. In region 41, 
a magnetiZing device in the form of control Windings 40, each 
of Which are applied to the long sides of the rectangular ferrite 
core frame 4, is provided. The loWer legs of the ?rst section 
are connected to this rectangular ferrite frame 4 in the middle 
region of the short sides of the rectangular ferrite frame 4. 

To measure loW currents, the control Windings 40 remain 
currentless. To measure high currents, the ferrite core frame 4 
is operated by applying a magnetic ?eld by means of the 
saturated control Windings 40. This means the ferrite core 
frame 4, and hence also the second section 41 of the magnetic 
circuit, is no longer effective for the magnetic circuit. The 
magnetic circuit’s air gap is therefore increased by the leg 
length of the second section 41. The ?eld ?xed in the mag 
netic circuit is attenuated by the additional large air gap 31 so 
that the sensitivity of the sensor 1 is reduced and the Hall 
sensor 5 can detect high currents. With this second embodi 
ment of the sensor, the total air gap is the sum of the air gap 30 
of the ?rst section 3 of the magnetic circuit and of the air gap 
31 of the second section 41 of the magnetic circuit. 
The device and the method can be used not only for moni 

toring the complete vehicle electrical system, but also to 
measure current values for individual electrical consumers or 

individual consumer groups. The use of the sensor is in all 

cases independent of the voltage applied. Since this also 
involves a potential-free measurement, use With high voltages 
is also possible. Therefore, the universal application of the 
device for measuring the current is possible. In particular, use 
in vehicles With a higher vehicle supply voltage, for example 
in vehicles With a hybrid drive is possible. 

Having thus described several aspects of at least one 
embodiment of this invention, it is to be appreciated various 
alterations, modi?cations, and improvements Will readily 
occur to those skilled in the art. Such alterations, modi?ca 
tion, and improvements are intended to be part of this disclo 
sure, and are intended to be Within the spirit and scope of the 
invention. Accordingly, the foregoing description and draW 
ings are by Way of example only. 
What is claimed is: 
1 . A method for measuring a current ?oWing in an electrical 

conductor With a sensor disposed in the region of the electri 
cal conductor for measuring a magnetic ?eld surrounding the 
electrical conductor, Whereby the sensor comprises a mag 
netic circuit having a ?rst and a second section and a magne 
tiZing device for magnetic saturation of the second section, 
the method comprising: 

measuring the magnetic ?eld after sWitching off a positive 
saturation of the second section to de?ne a ?rst mea 
sured magnetic ?eld value B(Pl); 

measuring the magnetic ?eld after sWitching off a negative 
saturation of the second section to de?ne a second mea 
sured magnetic ?eld value B(P2); 
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calculating a ?rst mean switched off magnetic ?eld value 
B(P0) by averaging the ?rst measured magnetic ?eld 
value B(Pl) and the second measured magnetic ?eld 
value B(P2); 

measuring the magnetic ?eld after sWitching on a positive 
saturation of the second section to de?ne a fourth mea 
sured magnetic ?eld value B(P4+); 

measuring the magnetic ?eld after sWitching on a negative 
saturation of the second section to de?ne a ?fth mea 
sured magnetic ?eld value B(P4—); 

calculating a second mean sWitched on magnetic ?eld 
value B(P4) by averaging the fourth measured magnetic 
?eld value B(P4+) and the ?fth measured magnetic ?eld 
value B(P4—); and 

calculating a current ?oWing through the electrical conduc 
tor by subtracting the second mean sWitched on mag 
netic ?eld value B(P4) from the ?rst mean sWitched off 
magnetic ?eld value B(P0) and multiplying a resulting 
difference by a constant. 

2. The method according to claim 1, Wherein the constant 
takes account of a sensitivity of a sensor With both a saturated 
and an unsaturated second section. 

3. The method according to claim 1, Wherein the steps of 
the method are performed repeatedly. 

4. The method according to claim 1, Wherein all the steps 
are performed automatically in an evaluation device. 

5. The method according to claim 4, Wherein the evaluation 
device provides the value determined for the current ?oWing 
through the electrical conductor. 

6. The method according to claim 4, Wherein the evaluation 
device automatically controls the sWitching on and off of the 
magnetizing device. 

7. The method according to claim 1, Wherein the method is 
performed in a motor vehicle. 

8. The method according to claim 7, Wherein the method is 
used to monitor the battery current of the vehicle or for 
monitoring individual consumers or consumer groups in the 
vehicle. 

9. The method according to claim 1, Wherein the ?rst 
section comprises a ?rst saturation magnetization and the 
second section comprises a second saturation magnetization 
and the ?rst saturation magnetization is different from the 
second saturation magnetization. 

10. A device for measuring a current ?oWing in an electri 
cal conductor comprising: 

a sensor disposed in the region of the electrical conductor 
for measuring a magnetic ?eld surrounding the electrical 
conductor, the sensor comprising: 
a magnetic circuit having a ?rst and a second section; 
a magnetizing device for saturating the second section; 

and 
an evaluation device for calculating the current ?oWing 

through the electrical conductor, Wherein the evaluation 
device operatively: 

measures the magnetic ?eld to de?ne a ?rst measured 
magnetic ?eld value B(Pl) after sWitching off a positive 
saturation of the second section; 

measures the magnetic ?eld to de?ne a second measured 
magnetic ?eld value B(P2) after sWitching off a negative 
saturation of the second section; 

calculates a ?rst mean sWitched off magnetic ?eld value 
B(P0)by averaging the ?rst measured magnetic ?eld 
value B(Pl) and the second measured magnetic ?eld 
value B(P2); 
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measures the magnetic ?eld to de?ne a fourth measured 

magnetic ?eld value B(P4+) after sWitching on a posi 
tive saturation of the second section; 

measures the magnetic ?eld to de?ne a ?fth measured 
magnetic ?eld value B(P4—) after sWitching on a nega 
tive saturation of the second section; 

calculates a second mean sWitched on magnetic ?eld value 
B(P4) by averaging the fourth measured magnetic ?eld 
value B(P4+) and the ?fth measured magnetic ?eld 
value B(P4—); and 

calculates a current ?oWing through the electrical conduc 
tor by subtracting the second mean sWitched on mag 
netic ?eld value B(P4) from the ?rst mean sWitched off 
magnetic ?eld value B(P0) and multiplying a resulting 
difference by a constant. 

11. The device according to claim 10, Wherein the mag 
netic circuit comprises an air gap and a magnetic-?eld-sen 
sitive component disposed in the air gap for measuring the 
magnetic ?eld surrounding the electrical conductor. 

12. The device according to claim 11, Wherein the mag 
netic-?eld-sensitive component is a Hall sensor. 

13. The device according to claim 10, Wherein the mag 
netic circuit substantially encompasses the electrical conduc 
tor. 

14. The device according to claim 10, Wherein the evalua 
tion device controls the magnetizing device. 

15. The device according to claim 10, Wherein the evalua 
tion device is integrated With the sensor. 

16. The device according to claim 10, Wherein the evalua 
tion device and the sensor are separate from each other. 

17. The device according to claim 10, Wherein the sensor is 
disposed in the region of a ground conductor or a positive 
conductor of a motor vehicle battery. 

18. The device according to claim 10, Wherein the sensor is 
disposed in the region of an electrical consumer or a group of 
electrical consumers of a motor vehicle. 

19. The device according to claim 10, Wherein the ?rst 
section comprises a ?rst saturation magnetization and the 
second section comprises a second saturation magnetization 
and the ?rst saturation magnetization is different than the 
second saturation magnetization. 

20. The device according to claim 10, Wherein the ?rst 
section of the magnetic circuit comprises at least tWo over 
lapping legs and forms an air gap in the region of the over 
lapping legs. 

21. The device according to claim 20, Wherein the legs are 
substantially arch-shaped. 

22. The device according to claim 10, Wherein the second 
section comprises a rectangular ferrite core frame having a 
control Winding on at least one side. 

23. The device according to claim 22, Wherein the ferrite 
core frame comprises a control Winding on each long side of 
the rectangular ferrite core frame. 

24. The device according to claim 22, Wherein the ?rst 
section is connected in a middle region of a short side of the 
rectangular ferrite core frame. 

25. The device according to claim 10, in combination With 
a motor vehicle, Wherein the device monitors currents in an 
electrical system of the motor vehicle. 


