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(57) ABSTRACT 

The invention proposes that a camera (18) takes a technical 
picture of an air outlet valve (1 0) of an aircraft, and the picture 
taken of the outlet valve (10) is displayed on a picture display 
unit (20), for example in the cockpit of the aircraft. By shining 
light onto the outlet valve from a light source (22), a clear 
picture With a high level of contrast is produced. The valve 
setting of the outlet valve (10) can thus be monitored visually, 
in a reliable manner, by the pilot. 

12 Claims, 1 Drawing Sheet 
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SUPPORT SYSTEM FOR THE MONITORING 
OF AN AIR OUTLET VALVE IN AN 

AIRCRAFT 

This application is a 371 of PCT/EPO4/ 14863, ?led Dec. 
30, 2004 

BACKGROUND 

The invention relates to a support system for the monitor 
ing of an air outlet valve in an aircraft. 

The outlet valve being considered here is a valve Which 
serves to control the cabin pressure of a transport aircraft for 
passengers or goods. Air from the cabin ?oWs through the 
outlet valve into the external surrounds. The cabin pressure 
depends upon the valve setting of the outlet valve. 

After landing the aircraft doors can only be opened if the 
outlet valve (just one outlet valve is referred to here; it is, 
hoWever, clear that aircraft can also be equipped With tWo or 
more outlet valves) has been fully opened previously so that 
total equalization of the cabin pressure and the atmospheric 
level on the ground can take place. For this, the outlet valve 
must not be covered or blocked. Incomplete opening of the 
outlet valve or an impaired ?oW of air through the valve can 
result in residual loW pressure in the cabin, Which can be 
dangerous. There have been numerous injuries in the past as 
a result of residual high pressure When the cabin doors Were 
opened Which can cause the doors to sWing open toWards the 
outside in an uncontrolled manner. 

Generally, the valve setting of the outlet valve is deter 
mined by sensors and established in the cockpit of the aircraft. 
Despite monitoring by sensors, accidents have still happened 
because the sensors used are unreliable and indicated a fully 
open valve setting, even though this Was not the case, or the 
valve Was fully open, but covered by objects. 

The aim of the invention, therefore, is to improve safety 
When opening aircraft doors. 

SUMMARY 

As a solution to this problem, the invention proposes a 
support system for the monitoring of an air outlet valve in an 
aircraft, Whereby this system includes a camera directed at the 
outlet valve and a picture display unit to shoW pictures of the 
outlet valve taken by the camera. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a schematic representation of the support system 
and outlet valve of the invention. 

FIG. 2 is a front vieW of the outlet valve of FIG. 1 in a 
partially closed position. 

FIG. 3 is a front vieW of the outlet valve of FIG. 1 in an fully 
open position. 

DETAILED DESCRIPTION 

By means of the technical picture representation of the 
outlet valve, an observer can clearly identify clearly, and 
Without doubt, the valve setting of the outlet valve shoWn by 
the picture display unit, and so be reliably certain that the 
outlet valve is actually in its fully open setting. The invention 
therefore folloWs on from the previous task of identifying the 
valve setting of the outlet valve With appropriate sensors and 
communicating the results identi?ed to the pilot, the accuracy 
of Which he has to depend upon. Instead of this, the invention 
offers the pilot (or another person Who is responsible for 
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2 
checking the valve setting of the outlet valve) the possibility 
to check the valve With his oWn eyesian unusual Way in a 
World Which tries more and more to relieve people of tasks by 
the use of technical devices. It has, hoWever, been shoWn that 
this Way provides greater safety, and accidents associated 
With opening the doors of aircraft can be better avoided. 
The picture display unit is speci?cally positioned Within 

the cockpit of the aircraft. It is not, hoWever, fundamentally 
out of the question to position the picture display unit else 
Where in the aircraft, for example so that the personnel 
responsible for opening the aircraft doors have the possibility 
of checking the valve setting of the outlet valve. 

In a preferred form, the outlet valve is provided With a valve 
lighting system, Whereby the light is directed onto the outlet 
valve. By illuminating the outlet valve, an even higher level of 
safety is offered because the valve setting is more easily 
identi?ed on the picture displayed. It can be advantageous to 
arrange the valve lighting system in such a Way that, seen 
from the camera, rear lighting is created for the outlet valve. 
Such rear lighting can be helpful for more clearly identifying 
the edge contours of the valve elements of the outlet valve on 
the picture displayed, and so to be able to make a better 
assessment of the valve setting. In order to provide rear light 
ing, the camera and the valve lighting system can be directed, 
approximately at least, from the opposite side onto the outlet 
valve. 
The valve lighting system can have any number of lighting 

elements, for example just one, or several lighting elements 
distributed in an appropriate arrangement. With regard to the 
spectral composition of the light emanating from the valve 
lighting system, various solutions are possible here as Well. 
The valve lighting system can be designed in such a Way that 
the outlet valve is illuminated With infra-red light. Altema 
tively, black light can be used to illuminate the outlet valve. It 
is, of course, also possible to use visible light for the illumi 
nation of the outlet valve. 

Identi?cation of the outlet valve on the picture displayed 
can be improved further by providing at least parts of the 
outlet valve With re?ective coating for at least one part of the 
light spectrum of the valve lighting system. It is also possible 
to provide at least parts of the outlet valve With a coating 
Which absorbs part of the light spectrum of the valve lighting 
system. The spectral sensitivity of the camera is speci?cally 
suited to the spectrum of the light emitted and appropriate to 
the absorptive and/ or re?ective properties of the outlet valve. 
For example, the camera can be a mono-chrome camera. 

Independent of the provision of the camera and the picture 
display unit, heightened safety When opening aircraft doors 
can also be offered by the valve lighting system alone. The 
outlet valve can, indeed, also be checked by direct observa 
tion Without transferring a picture of the outlet valve to a place 
some distance aWay. Here, the valve lighting system improves 
identi?cation of the outlet valve Which is often installed in a 
relatively dark position at the stern of the aircraft. 
An example of the invention is illustrated on the attached 

draWing in FIG. 1. This gives a schematic representation of an 
outlet valve 10 of an aircraft Which is not illustrated. The 
outlet valve 10 is in the form of a ?ap valve With a so-called 
butter?y valve ?ap 12, Which is built into an air outlet channel 
14 so as to rotate around an axis 16. A camera 18 is directed 
onto the outlet valve 10 from one side, and this takes a picture 
of the outlet valve 10. The camera 18 sends its picture to a 
monitor 20, on Which the picture of the outlet valve 10 is 
displayed. The monitor 20 is positioned, for example, in the 
cockpit of the aircraft. From the opposite side, light, Which 
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can be infra-red light, black light, or another light, is shone 
onto the outlet Valve 10 by a lighting source 22. By means of 
this background lighting, a particularly contrast-rich picture 
can be obtained Which alloWs the contours of the Valve ?ap 12 
to be clearly identi?ed. 

In FIG. 2 the Valve ?ap 12 is shoWn in a partially closed 
setting. If the camera takes a picture of the outlet Valve 10 
more or less from directly in front, the Valve ?ap 12 in a 
partially closed setting appears as an ellipse on the picture 
displayed. The Wider the ellipse, the more ?rmly shut the 
outlet Valve 10. From this, the pilot can safely and reliably 
assess the Valve setting of the outlet Valve 10. Only When the 
Valve ?ap 12 appears on the picture displayed more or less just 
as a line, as shoWn in FIG. 3, the pilot knoWs that the outlet 
Valve 10 is fully open. 
What is claimed is: 
1. A support system for monitoring an air outlet Valve in an 

aircraft, the system comprising: 
an air outlet Valve disposed betWeen an aircraft cabin and 

the outside atmosphere, Wherein the air outlet Valve can 
be fully opened to equalize the air pressure Within the 
aircraft cabin With the outside atmosphere before air 
craft cabin doors are opened; 

a camera arranged to capture an image VieWed through the 
air outlet Valve; and 

a display unit in operable communication With the camera 
and adapted to display the image taken by the camera; 

Wherein an observer of the display unit can Visually deter 
mine Whether the air outlet Valve is fully opened, par 
tially opened, fully closed, or otherWise obstructed 
before aircraft cabin doors are opened. 

2. The support system of claim 1, Wherein the display unit 
is positioned Within a cockpit of the aircraft. 
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3. The support system of claim 1, further comprising: 
a Valve lighting system designed to direct light onto the air 

outlet Valve. 
4. The support system of claim 3, Wherein the camera is 

disposed on a ?rst side of the air outlet Valve and the Valve 
lighting system is disposed on a second side of the air outlet 
Valve. 

5. The support system of claim 3, Wherein the Valve light 
ing system directs infrared light onto the air outlet Valve. 

6. The support system of claim 3, Wherein the Valve light 
ing system directs black light onto the air outlet Valve. 

7. The support system of claim 3, Wherein the air outlet 
Valve further comprises a coating Which re?ects at least part 
of the light from the Valve lighting system. 

8. The support system of claim 3, Wherein the air outlet 
Valve further comprises a coating Which absorbs at least part 
of the light from the Valve lighting system. 

9. The support system of claim 1, Wherein the camera 
further comprises a monochrome camera. 

10. The support system of claim 1, Wherein the support 
system is adapted to alloW continuous monitoring of the air 
outlet Valve during operation of the air outlet Valve. 

11. The support system of claim 1, Wherein the air outlet 
Valve further comprises a Valve channel and a butter?y Valve 
?ap disposed Within the Valve channel, the butter?y Valve ?ap 
con?gured to rotate betWeen fully closed and fully opened 
positions. 

12. The support system of claim 11, Wherein the camera is 
positioned along a longitudinal axis of the Valve channel so 
that the position of the butter?y Valve ?ap can be directly 
observed. 


