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SYSTEM AND METHODS FOR INCREASING 
FILL-FACTOR ON PIXELATED SENSOR 

ARRAYS 

RELATED APPLICATIONS 

This application is a continuation of US. patent applica 
tion Ser. No. 10/838,471 Which Was ?led May 4, 2004 entitled 
SYSTEM AND METHODS FOR INCREASING FILL 
FACTOR ON PIXELATED SENSOR ARRAYS. 

TECHNICAL FIELD 

The present invention relates generally to image and opti 
cal systems, and more particularly to a system and method to 
facilitate sensor array performance and design by associating 
a coherent scattering medium With a pixelated sensor array. 

BACKGROUND OF THE INVENTION 

One area of concern to sensor array manufacturers is that of 
ensuring that the active area of their respective products (the 
pixel) covers the maximum amount of area such that there are 
substantially no gaps or minimal gaps betWeen pixels. This 
amount of coverage is usually described as a percentage 
“?ll-factor” and is computed as folloWs: ?ll-factor %:(pixel 
pixel area)/(pixel active area)*100. In general, it is very dif 
?cult to achieve 100% ?ll-factor, and in some cases, the array 
process generally does not alloW a large ?ll-factor such as is 
the case With CMOS sensor technology, for example. There 
are tWo primary reasons for achieving the goal of a high 
?ll-factor Which include: 

1) To facilitate that a majority photons incident on the array 
are captured by the active parts of the array (i.e., increase 
sensitivity), and, 

2) To facilitate that small structures in an image as pre 
sented to the array are not “lost in the spaces betWeen pixels” 
Whereby photons correlated With small structures are thus not 
captured by the active part of the pixel. 
Some manufacturers have attempted to achieve a large 

effective ?ll-factor by the application of arrays of lenslets to 
the surface of the sensor array. This approach has the advan 
tage of increasing the effective ?ll-factor and the sensitivity of 
the array, but suffers from chromatic effects. Also, lenslet 
processes by nature pose numerous di?iculties in precise 
manufacture of micron-sized lenslets, and the associated 
problems in precise positioning. Therefore, lenslet style solu 
tions add signi?cant cost to the overall production of sensor 
arrays. 

SUMMARY OF THE INVENTION 

The folloWing presents a simpli?ed summary of the inven 
tion in order to provide a basic understanding of some aspects 
of the invention. This summary is not an extensive overvieW 
of the invention. It is intended to neither identify key or 
critical elements of the invention nor delineate the scope of 
the invention. Its sole purpose is to present some concepts of 
the invention in a simpli?ed form as a prelude to the more 
detailed description that is presented later. 

The present invention relates to a system and methodology 
that facilitates imaging performance of digital sensor arrays 
by associating a coherent scattering medium or component 
With a sensor array to achieve an optimiZed ?ll-factor for the 
array (e.g., effective 100% ?ll-factor). The coherent scatter 
ing medium acts to diffuse photons that may fall in the spaces 
of the array and thus enable image details that may have been 
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2 
lo st by conventional approaches to be detected by the array. In 
addition to capturing these details, the present invention 
alloWs for loWer cost assembly of sensor arrays by mitigating 
the addition of complex components such as lenslets that are 
also dif?cult to manufacture and position. 

In one aspect of the present invention, a holographic dif 
fuser, for example, is placed in proximity of a sensor array 
having a plurality of pixels (e.g., CMOS array, CCD array, 
and so forth) such that the diffuser creates a virtual point 
source With a diffusion angle such that a substantially-sharp 
point (e.g., in?nitely-sharp point) present on the diffuser is 
then diffused or spread to cover about one pixel pitch Which 
provides coherent spatial coupling betWeen active and inac 
tive areas of the sensor array. Thus, any information that may 
have been lost in the spaces betWeen pixels is spread out 
across inactive or “dead-space” in order to fall on the active 
portions of the pixels. In other Words, the dead-space has been 
effectively removed, and the array can achieve an “effective 
100% ?ll-factor.” Also, the absolute resolution of the system 
can remain unchanged, as a diffused cone emanating from the 
diffuser can be engineered to generally not cover more than 
one pixel-pitch and thus preserving resolution. 

In a system design example employing the subject diffuser 
(e.g., camera, copier, fax, microscope, telescope, video), rela 
tively loW-cost sensors can be made to perform (or outper 
form) very expensive and high-?ll-factor sensors currently 
available. Additionally, highly pixelated arrays can be opti 
miZed for ?ll-factor performance by replacing expensive len 
slet arrays With the coherent scattering medium of the present 
invention. 
The folloWing description and the annexed draWings set 

forth in detail certain illustrative aspects of the invention. 
These aspects are indicative, hoWever, of but a feW of the 
various Ways in Which the principles of the invention may be 
employed and the present invention is intended to include all 
such aspects and their equivalents. Other advantages and 
novel features of the invention Will become apparent from the 
folloWing detailed description of the invention When consid 
ered in conjunction With the draWings. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a schematic block diagram illustrating a coherent 
coupling system and sensor array in accordance With an 
aspect of the present invention. 

FIG. 2 illustrates holographic diffuser principles in accor 
dance With an aspect of the present invention. 

FIG. 3 illustrates holographic diffuser and sensor design 
parameters in accordance With an aspect of the present inven 
tion. 

FIG. 4 is a How diagram illustrating a coherent coupling 
methodology in accordance With an aspect of the present 
invention. 

DETAILED DESCRIPTION OF THE INVENTION 

The present invention relates to a system and methodology 
that facilitates increasing the ?ll-factor of digital sensor 
arrays at a reduced cost. In general, ?ll-factor relates to the 
active area of the sensor array With respect to the inactive area 
or space betWeen pixels on the array. By increasing the ?ll 
factor, the present invention enables transmitting maximum 
amount of optical information to the active portions of the 
array While mitigating information loss betWeen pixels on the 
array. In one aspect of the present invention, an image detec 
tor system is provided. The system includes a pixelated sensor 
array that is responsive to electromagnetic radiation such as 
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visible light, for example. A coherent scattering medium dif 
fuses the electromagnetic radiation With respect to the pix 
elated sensor array in order to increase the ?ll-factor of the 

array. 

Systems adapted in accordance With the present invention 
can include digital image processing from the respective sen 
sors, if desired, along With storage (e.g., local database, image 
data transmissions to remote computers for storage/analysis) 
and display of the images produced in accordance With the 
present invention (e. g., computer display, printer, ?lm, and 
other output media). Remote signal processing of image data 
from the sensors can be provided, along With communication 
and display of the image data via associated data packets that 
are communicated over a netWork or other medium, for 

example. 
Referring initially to FIG. 1, a coherent coupling and sen 

sor array system 100 is illustrated in accordance With an 
aspect of the present invention. The system 100 includes a 
pixelated sensor array 110 (or array) having one or more 
receptors such as pixels 114 or discrete energy detectors 
operably associated With a coherent scattering medium 120. 
The coherent scattering medium 120 is adapted or con?gured 
to disperse or diffuse radiation received from a source 130 
(e.g., camera lens) across the pixels 114 on the array 110. As 
illustrated, energy points 150 from the source 140 are diffused 
into e.g., conical patterns at 160. In this manner, by dispersing 
the energy points 150 at the array 110 via the coherent scat 
tering medium 120, the present invention promotes an 
enhanced ?ll-factor for the array since the energy points are 
captured by the pixels 114 even if the points are not substan 
tially aligned With the pixels. Thus, if the coherent scattering 
medium 120 Were not present such as in conventional sys 
tems, the energy points or spots 150 may fall betWeen the 
pixels 114 resulting in information being undetected by the 
array 110. It is to be appreciated that the coherent scattering 
medium 120 can produce shapes or patterns such as cones at 
160 or other shapes that provide coherent spatial coupling 
betWeen active and inactive areas of the pixelated sensor array 
110. 

It is noted that the pixelated sensor array 110 can be sub 
stantially any siZe, shape and/or technology (e.g., digital sen 
sor, analog sensor, Charge Coupled Device (CCD) sensor, 
CMOS sensor, Charge Injection Device (CID) sensor, an 
array sensor, a linear scan sensor) including one or more 
receptors of various siZes and shapes, the one or more recep 
tors being similarly siZed or proportioned on a respective 
sensor to be responsive to energy such as light (e.g., visible, 
non-visible) received from the source 130.Also, the pixelated 
sensor array 110 can include an M by N array of pixels 
associated With the one or more receptors, Where M and N 
represent integer roWs and columns respectively. 
As energy is received from the source 130, the array 110 

provides an output 170 that can be directed to a local or 
remote storage such as a memory (not shoWn) and displayed 
from the memory via a processor and associated display, for 
example, Without substantially any intervening digital pro 
cessing (e.g., straight bit map from sensor memory to dis 
play), if desired. It is noted that local or remote signal pro 
cessing of the image data received from the array 110 can also 
occur. For example, the output 170 can be converted to elec 
tronic data packets and transmitted to a remote or local system 
over a netWork (Wireless or Wired) for further analysis and/or 
display. Similarly, the output 170 can be stored in a local 
computer memory before being transmitted to a subsequent 
computing system for further analysis and/or display. Images 
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4 
can be transferred across the Internet (or other netWork) such 
as to a controller, e-mail address, Ethernet address, or Web 
site, for example. 
As Will be described in more detail beloW, the coherent 

scattering medium 120 can be a holographic diffuser in one 
example that is con?gured to create a diffusion pattern at 160 
that is less than about the siZe of one pixel in the pixelated 
sensor array 110. It is to be appreciated hoWever, that any 
coherent scattering medium 120 that facilitates coherent cou 
pling of electromagnetic energy Within the proximity of the 
pixelated sensor array 110 is considered to be Within the 
scope of the present invention. Also, as can be appreciated, 
digital output from the array 110 can be employed to perform 
automated analysis and/ or mapped to a display to enable 
manual inspection of an image. Furthermore, electromag 
netic radiation from the source 130 can include substantially 
any type of energy to activate the array 110 such as coherent 
light, non-coherent light, visible light and non-visible light 
(e.g., infrared, ultra violet). In addition, the pixelated sensor 
array 110 and the coherent scattering medium 120 can be 
associated With a plurality of applications such as a camera, a 
copier, a fax machine, a microscope, a telescope, a telephone, 
handheld device such as a PDA, computer, a Watch, and a 
video application, for example. 

Referring noW to FIG. 2, holographic diffuser principles 
are illustrated in accordance With an aspect of the present 
invention. In a “classical” design approach, such as a digital 
camera (or other similar instrument), the image is presented 
to the surface of a sensor array 210 having a plurality of pixels 
220 Without substantial concern toWards correlating diffrac 
tion-limited spots to the array pixel-pitch, leading to a situa 
tion Whereby it is possible that the image has spatial structures 
that are smaller than the physical siZe of the active portions of 
the pixel. This is illustrated at 230 Where light (or energy) 
from imaging optics is captured by a sensor pixel and at 
reference numeral 240 Where light from the imaging optics is 
not picked up by the active portions of the array 210. In this 
situation, parts of the image may Well be unresolved, not due 
to diffraction or optical limitations, but due to the physical 
dimensions of the array pixels 220. 
A holographic diffuser 250 can be positioned near an 

image plane at 260 and prior to a sensor array 270. A diffusion 
angle for a hologram 280 can be computed such that a mini 
mal-siZed spot in the image plane (close to diffraction limited, 
or at the resolving ability of the lenses) is diffused to cover 
about a single pixel interval on the array. Computations for 
the diffusion angle are described in more detail beloW With 
respect to FIG. 3. While diffusion may be someWhat achieved 
With a simple ground glass (or similar) diffuser, the effect Will 
not be comparable, as one of the properties of the holographic 
diffuser 250 is that information present at the diffuser surface 
is equally (or substantially equally) distributed over the dif 
fused spot. Thus, for example, a ?ne line or other feature that 
may normally miss the active portion of a pixel Would be 
diffused such that the information carried in the line Would be 
available to the active part of the pixel. A possible side-effect 
of this may be that sharp images are slightly blurred, but 
generally only to the resolution of the array (the pixel-pitch) 
and thus, substantially no recovered information should be 
lo st4on the contrary, extra information should be recovered 
from the “dead Zones” on the array via the holographic dif 
fuser 250. Generally, no intensity should be lost, as the holo 
graphic diffuser 250 merely redistributes photon statistics, 
and thus, the response of the array 270 should not be com 
promised. 

FIG. 3 illustrates holographic diffuser and sensor design 
parameters in accordance With an aspect of the present inven 
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tion. A diffuser 310 can be selected in accordance With a pixel 
pitch parameteri(P), illustrated at 320 and a spacing param 
eteri(S), illustrated at 330. In this case, a diffusion half angle 
A, can be selected according to the following equation: 

Dl?'llSlOH half angle, A, Where Tan(A):(P/2)/S. 

For more precise geometry, one may account for the siZe of 
an image spot or point as a parameter (D) or diameter illus 
trated at 340 along With spacing (S) and pixel pitch (P). In this 
case, a diffusion half angleA, can be selected according to the 
folloWing equation: 

FIG. 4 illustrates a coherent coupling methodology 400 in 
accordance With an aspect of the present invention. While, for 
purposes of simplicity of explanation, the methodology is 
shoWn and described as a series of acts, it is to be understood 
and appreciated that the present invention is not limited by the 
order of acts, as some acts may, in accordance With the present 
invention, occur in different orders and/or concurrently With 
other acts from that shoWn and described herein. For 
example, those skilled in the art Will understand and appre 
ciate that a methodology could alternatively be represented as 
a series of interrelated states or events, such as in a state 
diagram. Moreover, not all illustrated acts may be required to 
implement a methodology in accordance With the present 
invention. 

Proceeding to 410, a sensor array is selected. As noted 
above, this can include substantially any type of pixelated 
sensor array such as a CCD sensor or a CMOS sensor for 

example. At 420, coherent diffuser parameters are selected. 
This can include determining pixel pitch dimensions (P), 
given the sensor characteristics, spacing (S) betWeen the dif 
fuser and the sensor, as Well as considerations of spot siZe 
diameters (D), that may be expected at an image plane. From 
these parameters, a coherent diffuser such as a holographic 
diffuser can be selected by determining a diffusion half-angle 
parameter from the parameters P, S, and/or D. At 430, the 
coherent diffuser and the sensor are adapted to each other in 
accordance With the parameters described at 420. At 440, the 
sensor array and associated coherent diffuser are applied to 
one or more applications and/or devices. As previously noted, 
an image can be generated by outputting data from the sensor 
and storing the data in memory for direct display to a com 
puter display and/or subsequent local or remote image pro 
cessing and/or analysis Within the memory. 

In accordance With the concepts described above in rela 
tion to FIGS. 1-4, a plurality of related imaging applications 
can be enabled and enhanced by the present invention. For 
example, these applications can include but are not limited to 
imaging, control, inspection, microscopy, telescopes, and/or 
other analysis such as biomedical analysis (e.g., cell colony 
counting, histology, froZen sections, cellular cytology, hae 
matology, pathology, oncology, ?uorescence, interference, 
phase and many other clinical microscopy applications); par 
ticle siZing applications (e. g., Pharmaceutical manufacturers, 
paint manufacturers, cosmetics manufacturers, food process 
engineering, and others); air quality monitoring and airborne 
particulate measurement (e.g., clean room certi?cation, envi 
ronmental certi?cation, and so forth); optical defect analysis, 
and other requirements for inspection of transmissive and 
opaque materials (as in metallurgy, semiconductor inspection 
and analysis, machine vision systems and so forth); and imag 
ing technologies such as cameras, copiers, fax machines and 
medical systems, for example. 
What has been described above are preferred aspects of the 

present invention. It is, of course, not possible to describe 
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6 
every conceivable combination of components or methodolo 
gies for purposes of describing the present invention, but one 
of ordinary skill in the art Will recogniZe that many further 
combinations and permutations of the present invention are 
possible. Accordingly, the present invention is intended to 
embrace all such alterations, modi?cations and variations that 
fall Within the spirit and scope of the appended claims. 
What is claimed is: 
1. A hand held device, comprising: 
a lens; 
a pixelated sensor responsive to electromagnetic radiation; 

and 
a coherent scattering medium betWeen the lens and the 

pixelated sensor, the coherent scattering medium oper 
able to redistribute photon statistics in order to increase 
the ?ll-factor of the pixelated sensor, the coherent scat 
tering medium positioned relative to the pixelated sensor 
via the folloWing equation: Tan(A):(P/2)/ S, WhereinA 
represents a diffusion half angle, P represents a pixel 
pitch, and S represents a spacing betWeen the coherent 
scattering medium and the pixelated sensor. 

2. The hand held device of claim 1, the coherent scattering 
medium comprises a holographic diffuser. 

3. The hand held device of claim 1, the pixelated sensor 
comprising pixels having a siZe, the coherent scattering 
medium con?gured to create a diffusion pattern that is less 
than about the siZe of one pixel in the pixelated sensor. 

4. The hand held device of claim 1, the hand held device is 
a camera. 

5. The hand held device of claim 1, the hand held device is 
a telephone. 

6. The hand held device of claim 1, the coherent scattering 
medium is associated With the pixelated sensor via the fol 
loWing equation: Tan(A):(P—D)/(2*S), WhereinA represents 
a diffusion half angle, P represents a pixel pitch, S represents 
a spacing betWeen the coherent scattering medium and the 
pixelated sensor, and D represents a siZe of an image spot. 

7. The hand held device of claim 1, the coherent scattering 
medium is operable to provide coherent spatial coupling 
betWeen active areas and inactive areas of the pixelated sen 
sor. 

8. The hand held device of claim 1, the pixelated sensor 
comprising at least one of a digital sensor, an analog sensor, a 
CCD sensor, a CMOS sensor, a CID sensor, an array sensor, 
and a linear scan sensor. 

9. The hand held device of claim 1, further comprising a 
processor and a memory to receive an output from the pix 
elated sensor, the processor storing the output in the memory. 

1 0. The hand held device of claim 9, the processor perform 
ing automated analysis of the output in the memory. 

11. The hand held device of claim 9, the processor mapping 
the memory to a display to enable manual inspection of an 
image. 

12. The hand held device of claim 9, the output is transmit 
ted across a Wireless or Wired netWork to a local or a remote 

location. 
13. The hand held device of claim 12, the local or remote 

location is associated With an Internet address. 
14. The hand held device of claim 1, the electromagnetic 

radiation includes at least one of coherent light, non-coherent 
light, visible light and non-visible light. 

15. A method of increasing ?ll-factor in a hand held device, 
comprising: 

positioning a coherent scattering medium betWeen a lens 
and a pixelated sensor to redistribute photon statistics in 
order to increase the ?ll-factor of the pixelated sensor, 
the coherent scattering medium positioned relative to the 
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pixelated sensor Via the following equation: Tan(A):(P/ 
2)/S, wherein A represents a diffusion half angle, P 
represents a pixel pitch, and S represents a spacing 
betWeen the coherent scattering medium and the pix 
elated sensor. 

16. The method of claim 15, comprising employing the 
lens, the pixilated sensor, and the coherent scattering medium 
With at least one of a camera, a telephone and a Video appli 
cation. 

17. The method of claim 15, further comprising position 
ing the coherent scattering medium relative to the pixelated 
sensor Via the folloWing equation: Tan(A):(P—D)/(2*S), 
Wherein A represents a diffusion half angle, P represents a 
pixel pitch, S represents a spacing betWeen the coherent scat 
tering medium and the pixelated sensor, and D represents a 
siZe of an image spot. 

18. The method of claim 15, the coherent scattering 
medium comprises a holographic diffuser. 

8 
19. A digital camera, comprising: 
a lens; 

a pixelated sensor; and 
a coherent scattering medium betWeen the lens and the 

pixelated sensor, the coherent scattering medium oper 
able to redistribute photon statistics in order to increase 
the ?ll-factor of the pixelated sensor, the coherent scat 
tering medium positioned relative to the pixelated sensor 
Via the folloWing equation: Tan(A):(P/2)/ S, WhereinA 
represents a diffusion half angle, P represents a pixel 
pitch, and S represents a spacing betWeen the coherent 
scattering medium and the pixelated sensor. 

20. The digital camera of claim 19, the coherent scattering 
15 medium comprising a holographic diffuser and the pixelated 

sensor comprising a CCD sensor or a CMOS sensor. 


