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(57) ABSTRACT 

A radio frequency tuner includes a ?rst quadrature frequency 
changer, I and Q ?lters which are electronically adjustable, 
and a second quadrature frequency changer. During align 
ment of the ?lters, an alignment controller connects a test tone 
generator to the input of the frequency converter and the 
generator supplies a sequence of test tones of different accu 
rately known frequencies. The amplitude of the resulting 
signals at the output of one of the ?lters is measured by a level 
detector. The controller compares the measured levels with a 
desired frequency response and adjusts the ?lter accordingly. 
The controller then causes the generator to supply a sequence 
of two test tones of different frequencies and a differential 
phase detector measures the phase difference between the 
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RADIO FREQUENCY TUNER 

TECHNICAL FIELD 

The present invention relates to a radio frequency tuner. 
Such a tuner may be used, for example, for receiving televi 
sion (TV) signals, digital audio broadcast (DAB) signals, or 
data signals from a terrestrial or satellite aerial system or from 
a cable distribution netWork. 

SUMMARY 

According to the invention, there is provided a radio fre 
quency tuner comprising: a frequency changer arrangement 
comprising a ?rst quadrature frequency changer having ?rst 
and second mixers for providing in-phase and quadrature 
signals, electrically adjustable in-phase and quadrature ?lters 
for ?ltering the in-phase and quadrature signals, respectively; 
and a second quadrature frequency changer having third and 
fourth mixers for receiving the ?ltered in-phase and quadra 
ture signals, respectively; a signal generator for generating a 
test tone of adjustable frequency; an amplitude measuring 
stage for measuring the signal amplitude doWnstream of a 
?rst of the third and fourth mixers; a differential phase mea 
suring stage for measuring the phase difference betWeen sig 
nals doWnstream of the ?lters; and a controller arranged, 
during a ?rst alignment phase, to cause the signal generator to 
supple one at a time a plurality of tones of different frequen 
cies to the frequency changer arrangement, to record the 
amplitudes measured by the measuring stage for the tones, 
and to adjust the ?rst ?lter based on the recorded amplitudes 
so as to provide a predetermined frequency response, the 
controller being arranged, during a second alignment phase, 
to perform the steps of: (a) causing the signal generator to 
supply one at a time ?rst and second tones of different fre 
quencies to the frequency changer; (b) forming the difference 
betWeen the phase differences measured by the differential 
phase measuring stage for the ?rst and second tones; (c) 
adjusting the second of the ?lters; and (d) repeating the steps 
(a) to (c) until the difference formed in the step (b) meets a 
predetermined criterion. 

The predetermined criterion may be that the absolute value 
of the difference formed in the step (b) is less than a prede 
termined threshold. 

The ?rst frequency changer may be a doWnconver‘ter. 
The second frequency changer may be an upconverter. 
The ?lters may be of identical structure. 
The ?lters may be loW pass ?lters of electronically adjust 

able tumover frequency. 
The controller may comprise a state machine. 
The controller may be arranged to perform the ?rst and 

second alignment phases at sWitch-on of the tuner. 
The controller may be arranged to perform the ?rst and 

second alignment phases folloWing each channel selection 
request. 

It is thus possible to provide a tuner in Which ?lters in the 
in-phase (I) and quadrature (Q) circuit paths of a quadrature 
frequency converter can be aligned so as to achieve a desired 
frequency response and so as to remove or substantially 
reduce phase imbalances betWeen the I and Q circuit paths. 
Such an alignment procedure may be performed from time to 
time so as to ensure that the tuner does not drift out of 

alignment With time, for example as a result of temperature or 
component ageing effects. Although ?lter alignment may be 
performed during manufacture, this is not necessary as the 
?lters may be automatically aligned during use of the tuner. 
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2 
BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a block circuit diagram of a radio frequency tuner 
constituting an embodiment of the invention; and 

FIG. 2 is a block circuit diagram of a radio frequency tuner 
constituting another embodiment of the invention. 

DETAILED DESCRIPTION 

The tuner shoWn in FIG. 1 comprises an input 1 for con 
nection to a broadcast signal distribution arrangement, such 
as a terrestrial aerial, a satellite aerial system or a cable 
distribution network. The input 1 is connected to the input of 
a pre-intermediate frequency (IF) stage 2. The structure and 
purpose of the stage 2 depend on the type and application of 
the tuner. For example, in the case of a single conversion 
tuner, the stage 2 may comprise one or more tracking band 
pass ?lters and an automatic gain control arrangement. In the 
case of a multiple conversion tuner, the stage 2 may comprise 
a frequency changer of the upconverter type and an automatic 
gain control arrangement. 
The output of the stage 2 is connected to a ?rst input of an 

electronic changeover sWitch 3, Whose second input is con 
nected to the output of a test tone generator (TG) 4. The output 
of the sWitch 3 is connected to the signal inputs of I and Q 
mixers 5 and 6 forming part of a quadrature frequency 
changer of upconverter type. The mixers 5 and 6 have com 
mutating signal inputs connected to the outputs of a quadra 
ture signal generator 7 arranged to provide commutating sig 
nals Which are in phase-quadrature With respect to each other. 
The generator 7 derives the commutating signals from the 
output of a local oscillator (LO) 8 controlled by a phase 
locked loop (PLL) synthesiser 9. The synthesiser 9 is con 
trolled by a controller 10 for controlling operation of the 
tuner. For example, the controller 10 receives user requests 
for reception of a desired channel in a multiple-channel input 
signal supplied to the input 1 and controls the synthesiser 9 so 
as to supply commutating signals of the appropriate fre 
quency to the mixers 5 and 6. 
The I and Q signals from the mixers 5 and 6 are supplied to 

I and Q ?lters 11 and 12, respectively. The frequency 
responses of the ?lters 11 and 12 are electronically control 
lable by means of signals supplied by an alignment controller 
13, Which may comprise a state machine and Which is shoWn 
as being separate from the controller 10 but Which may be 
incorporated in the controller 10. 
The alignment controller 13 has an output for controlling 

sWitching of the electronic sWitch 3. The alignment controller 
13 also has an output Which controls operation of the test tone 
generator 4. In particular, the alignment controller 13 is 
arranged to enable and disable the generator 4 and to set the 
frequency of its output signal. A level detector 14 measures 
the signal amplitude at the output of one of the ?lters (the I 
?lter 11 in the illustrated embodiment) and supplies a signal 
representative of signal amplitude to another input of the 
controller 13. 
The outputs of the I and Q ?lters 11 and 12 are connected 

to the inputs of mixers 16 and 17, respectively, Which form a 
quadrature frequency changer of the doWnconverter type. The 
mixers 16 and 17 have commutating signal inputs connected 
to the outputs of a quadrature signal generator 18 arranged to 
provide commutating signals Which are in phase-quadrature 
With respect to each other. The generator 18 derives the com 
mutating signals from the output of a local oscillator 19 
controlled by a phase locked loop synthesiser 20. The syn 
thesiser 20 is controlled by the controller 10. A differential 
phase (AC1)) detector 15 has inputs connected to the outputs of 
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the mixers 16 and 17 and supplies a signal representative of 
the phase difference betWeen the mixer output signals to the 
controller 13. 

The outputs of the mixers 16 and 17 are connected to a 
summer 21, Whose output is connected to an IF and/or post IF 
stage 22. The stage 22 may, for example, include channel 
?ltering and a further automatic gain control arrangement. 
The output of the stage 22 is supplied to an output 23 of the 
tuner, for example for connection to an appropriate demodu 
lator. 

Each time the tuner is sWitched on or “poWered up”, the 
alignment controller 13 causes the tuner to perform consecu 
tive ?rst and second alignment phases for aligning the ?lters 
11 and 12. During both alignment phases, the controller 13 
controls the sWitch 3 to connect the inputs of the mixers 5 and 
6 to the output of the test tone generator 4. The controller 13 
enables the generator 4 and selects the appropriate test tone 
frequencies. 

During the ?rst alignment phase, the controller 13 causes 
the generator 4 to produce a sequence of test tones at different 
accurately knoWn frequencies. The signal amplitude at the 
output of the ?lter 11 for each frequency is measured by the 
level detector 14 and recorded or stored in the controller 13. 
When the sequence of test tones has been completed, the 
controller analyses the recorded amplitude measurements so 
as to determine an appropriate adjustment for the frequency 
response of the ?lter 11. For example, the nature of the ?lter 
11 is knoWn and it may therefore be possible for the controller 
to adjust its frequency response in a single step so as to 
achieve the desired frequency response. Where the ?lter 11 is 
a loW pass ?lter, this may simply involve setting the turnover 
or cut-off frequency of the ?lter to a desired value. 

Alternatively, the frequency response of the ?lter 11 may 
be adjusted iteratively. In particular, an adjustment to the 
response may be made by the controller 13 and the test pro 
cedure repeated until the desired frequency response is 
achieved With su?icient or acceptable precision. 

During the ?rst alignment phase, the ?lter 12 need not be 
adjusted. HoWever, it is also possible for both ?lters to be 
adjusted simultaneously based on the amplitude measure 
ments at the output of the ?lter 11. 

When the frequency response of the ?lter 11 has been 
aligned, its response is effectively ?xed by the controller and 
the second alignment phase is then performed. During this 
phase, the controller 13 causes the generator 4 to generate 
consecutively a plurality of test tones of different frequencies. 
In practice, it is su?icient to generate tWo test tones of differ 
ent frequencies. Further, the actual frequencies need not be 
accurately de?ned but should be suf?ciently far apart Within 
the passband of the ?lters 11 and 12 to provide reliable mea 
surements. 

The detector 15 detects the difference betWeen the phases 
of the output signals of the mixers 16 and 17 for each test tone 
frequency and the controller 13 forms the difference betWeen 
these tWo measured phase differences. When the ?lters 1 1 and 
12 are misaligned, the measured phase differences are a func 
tion of frequency so that the difference betWeen the measured 
phase differences is non-Zero. When the ?lters 11 and 12 are 
aligned, the measured phase difference is substantially con 
stant for all frequencies in the ?lter passbands so that the 
difference betWeen the measured phase differences is sub 
stantially Zero. In practice, the difference betWeen the mea 
sured phase differences at different frequencies may not be 
exactly Zero When the ?lters are correctly aligned so the 
alignment criterion may be that the absolute value of the 
difference is less than a suitable threshold. 
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4 
The controller 13 adjusts the ?lter 12 so as to attempt to 

reduce the difference betWeen the measured phase differ 
ences in order to improve alignment betWeen the ?lters 11 and 
12. The test cycle is then repeated until the alignment criterion 
is met so that the ?lters 11 and 12 are substantially aligned. 
The characteristics of the ?lter 12, such as the turnover fre 
quency, are then ?xed. 
An alternative or additional alignment criterion is that the 

polarity of the difference betWeen measured phase differ 
ences changes from one test cycle to the next. 
When the ?rst and second alignment phases have been 

completed, the controller disables the generator 4 and causes 
the sWitch to disconnect the mixers 5 and 6 from the generator 
and to connect them to the output of the stage 2. The tuner is 
then ready for reception of desired channels. 

The alignment procedure may be performed only upon 
sWitch-on of the tuner or may be performed from time to time 
during operation of the tuner. For example, the alignment 
procedure may be performed each time a user requests selec 
tion of a channel or a different channel for reception. BetWeen 
consecutive alignment procedures, the frequency responses 
of the ?lters 11 and 12 are held ?xed by the alignment con 
troller 13. 
The tuner shoWn in FIG. 2 differs from that shoWn in FIG. 

1 in that the summer 21 and the stage 22 are omitted and 
output signals are taken from the outputs of the ?lters 11 and 
12. Thus, the mixers 16 and 17 are not in the direct signal path 
of the tuner but are connectedbetWeen the I and Q signal paths 
and the inputs of the detector 15. The outputs of the ?lters 11 
and 12 are, in this example, shoWn as being connected to 
analog/digital converters (ADCs) 24 and 25, Whose outputs 
are connected to I and Q outputs 26 and 27 for providing I and 
Q signals in the digital domain for further processing. 
The tuner may perform the alignment procedure during 

manufacture in order to ensure that the ?lters are initially 
aligned so that further alignment procedures may be per 
formed relatively quickly. HoWever, this is not necessary. 
Thus, if more convenient, the ?rst alignment procedure may 
be performed When the tuner is ?rst sWitched on by a user. 
Each subsequent alignment procedure starts With the previ 
ous frequency response settings of the ?lters 11 and 12, Which 
are stored in non-volatile memory Within the controller 13, so 
that each sub sequent alignment procedure may be completely 
relatively quickly and Without presenting any perceivable 
artefacts to the user. 
The invention claimed is: 
1. A radio frequency tuner comprising: a frequency con 

verter arrangement comprising a ?rst quadrature frequency 
converter having ?rst and second mixers for providing in 
phase and quadrature signals, electronically adjustable in 
phase and quadrature ?lters for ?ltering said in-phase and 
quadrature signals, respectively, and a second quadrature fre 
quency converter having third and fourth mixers for receiving 
said ?ltered in-phase and quadrature signals, respectively; a 
signal generator for generating a test tone of an adjustable 
frequency; an amplitude measuring stage for measuring a 
signal amplitude doWnstream of said third and fourth mixers; 
a differential phase measuring stage for measuring a phase 
difference betWeen signals doWnstream of said third and 
fourth mixers; and a controller arranged, during a ?rst align 
ment phase, to cause said signal generator to supply one at a 
time a plurality of tones of different frequencies to said fre 
quency converter arrangement, to record amplitudes mea 
sured by said measuring stage for said tones, and to adjust a 
?rst of said quadrature ?lters based on said recorded ampli 
tudes so as to provide a predetermined frequency response, 
said controller being arranged, during a second alignment 
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phase, to perform the steps of: (a) causing said signal genera 
tor to supply one at a time ?rst and second tones of different 
frequencies to said frequency converter; (b) forming a differ 
ence betWeen phase differences measured by said differential 
phase measuring stage for said ?rst and second tones; (c) 
adjusting a second of said quadrature ?lters; and (d) repeating 
said steps (a) to (c) until said difference formed in said step (b) 
meets a predetermined criterion. 

2. A tuner as claimed in claim 1, in Which said predeter 
mined criterion is that an absolute value of said difference 
formed in said step (b) is less than a predetermined threshold. 

3. A tuner as claimed in claim 1, in Which said ?rst fre 
quency converter is a doWnconverter. 

4. A tuner as claimed in claim 1, in Which said second 
frequency converter is an upconverter. 

6 
5. A tuner as claimed in claim 1, in Which said ?lters are of 

an identical structure. 

6.A tuner as claimed in claim 1, in Which said ?lters are loW 
pass ?lters of electronically adjustable turnover frequencies. 

7. A tuner as claimed in claim 1, in Which said controller 
comprises a state machine. 

8. A tuner as claimed in claim 1, in Which said controller is 
arranged to perform said ?rst and second alignment phases at 
a sWitch-on of said tuner. 

9. A tuner as claimed in claim 1, in Which said controller is 
arranged to perform said ?rst and second alignment phases 
folloWing each channel selection request. 


