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METHOD AND SYSTEM FOR CORN 
FRACTIONATION 

PRIORITY CLAIM 

This application claims the bene?t of US. Provisional 
Application Ser. No. 60/641,664, ?led Jan. 6, 2005, under 35 
USC § 119. 

FIELD OF THE INVENTION 

The present invention relates generally to corn fraction 
ation processes and equipment. The invention speci?cally 
concerns production of one or more com products, such as 

industrial, food, feed, and/or kindred products, from corn. 

BACKGROUND OF THE INVENTION 

Dry milling, in Which Whole corn is ground or milled to 
produce products for feed and food uses, is a popular method 
in the art for processing corn. HoWever, dry milling is typi 
cally restricted in its range of products, and it typically is not 
designed to separate the individual components of corn, 
except in certain methods Wherein the corn is partially deger 
minated prior to milling. 

Another method of processing corn is the dry-grind ethanol 
process, Which conventionally includes dry-grinding Whole 
corn, and adding enZymes and yeast to the cooked corn to 
produce primarily fuel ethanol. Yet another method is com 
Wet milling, Which produces corn oil, corn gluten feed, corn 
gluten meal, starch, ?ber, and corn steep liquor. 

Conventional dry-grind and Wet milling have limitations. 
For example, products of conventional dry-grind ethanol pro 
cessing typically are limited to ethanol, carbon dioxide, and 
distillers dried grains With solubles (DDGS). Of these prod 
ucts, DDGS is a loW-value animal feed, carbon dioxide has an 
even loWer value and is often merely discharged to the atmo 
sphere, and ethanol, if used for fuel, competes unfavorably 
With loW-priced petroleum products. Thus, the dry-grind 
ethanol industry presently needs government subsidies and 
tax Waivers, Which are likely to be eliminated, for economic 
survival. 

In Wet milling, corn is ?rst soaked in Water (steeped) for 
several hours prior to undergoing a series of grinding and 
separation steps that result in one or more of several products 
such as corn oil, starch, corn gluten feed, corn gluten meal, 
?ber, and corn steep liquor. Corn Wet milling produces a 
multitude of high value products, but requires high capital 
investments in plant and machinery. It also requires large 
amounts of Water, typically 5-9 gallons per bushel of corn, 
primarily for the puri?cation of starch and for steeping. 

The required steeping of corn in conventional Wet milling 
is time-consuming. For typical steeping, corn is soaked in 
Water at about 500 C. and for 22-50 hours. Sulfur dioxide is 
added, and lactic acid is produced by bacteria. Steeping is 
done mainly to facilitate a subsequent separation of the germ 
that contains the oil. 

Additionally, the Water from the above steeping step 
(“steep Water”) is dilute and has to be evaporated. This 
requires a signi?cant amount of energy. The evaporated steep 
Water (“com steep liquor”) is sold as such or added to the corn 
gluten feed, Which is a loW-value animal feed. 

Further, the corn oil is in the germ of the corn kernel, and 
germ separation is a complicated process. Water With a spe 
ci?c density is added to the ground corn for transportation to 
?otation tanks or hydrocyclones, Where the oil-bearing germ 
is separated. The germ then is sent to a series of screens, and 
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2 
the germ is Washed With even more Water. Next, the germ has 
to be processed, typically deWatered, usually in germ presses. 
The pressed germ is typically 50% moisture and 25% oil, With 
the remainder being germ proteins (albumins and globulins) 
and other minor components of corn. The germ has to be dried 
prior to extracting the oil. 

If oil extraction is done on site, germ proteins are added to 
corn gluten feed, Which is the loWest value product in a corn 
Wet mill. If the germ is then sold to another processor, the 
germ proteins are lost. Typical corn Wet milling operations 
recover, at best, less than 85% of the oil of corn. 

SUMMARY OF THE INVENTION 

Methods and apparatus for fractionation of corn are pro 
vided. In a preferred method, oil is extracted from corn or 
corn products or by-products With a solvent. The com-solvent 
mixture is separated into streams, one of Which preferably 
includes an extract containing at least oil and solvent, and 
another that contains de-oiled corn solids and adsorbed sol 
vents. The solvent is separated from oil, and the de-oiled, 
desolventiZed corn solids are processed to provide one or 
more com products. 

BRIEF DESCRIPTION OF THE DRAWINGS 

Other features, objects and advantages of the invention Will 
be apparent to those skilled in the art from the folloWing 
detailed description and by reference to the draWings, of 
Which: 

FIG. 1 is a schematic diagram shoWing steps in an exem 
plary process for corn fractionation to produce corn oil, ?ber, 
corn gluten meal and starch according a preferred embodi 
ment of the present invention; and 

FIG. 2 is a schematic diagram shoWing steps in an exem 
plary process for corn fractionation to produce corn oil, Zein, 
?ber, corn gluten meal and starch according to another pre 
ferred embodiment of the present invention. 

DETAILED DESCRIPTION 

Preferred embodiments of the present invention provide a 
method of corn fractionation, and more particularly a method 
of processing corn into industrial, food, feed, and/or kindred 
products. A preferred process overcomes several limitations 
of conventional corn Wet milling processes by eliminating the 
steeping and germ handling steps, and by reducing fresh 
Water usage. 

Generally, in preferred methods, oil is extracted from corn 
or corn products or by-products With a solvent. The corn 
solvent mixture is separated into streams, one of Which pref 
erably includes an extract containing at least oil and solvent, 
and another containing de-oiled corn solids and adsorbed 
solvent. The solvent is separated from oil, and the de-oiled, 
desolventiZed corn solids are processed to provide one or 
more com products. 

More particularly, in a preferred method, corn is dry 
ground and reacted With organic solvent to extract oil. The oil 
is separated from the resultant extract and recovered from the 
extract using membrane technology. Zein may also be pro 
duced if the solvent is ethanol, for example. The de-oiled meal 
is subjected to a series of grinding and separation operations 
such as centrifugation, hydryocyclones, and/or membrane 
technology to result in one or more additional products such 
as corn products, corn gluten meal, corn starch, and ?ber. Zein 
may also be recovered by re-extracting the de-oiled meal With 
aqueous ethanol and ultra?ltering the extract. 
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A method that eliminates the steeping process, and yet 
produces corn oil With equivalent or greater yields and With 
out the production or handling of germ, has been described in 
Us. Pat. No. 6,433,146 to the present inventor, Which is 
incorporated herein by reference. The ’ 146 Patent describes a 
method of obtaining corn oil using an organic solvent such as 
ethanol to extract the oil, folloWed by a primary separation 
step to ?lter the extract and a subsequent membrane separa 
tion to concentrate the oil in the extract and to recycle the 
solvent. The de-oiled corn solids residue from the primary 
separation step is one subject of this invention in exemplary 
embodiments. 

Alternatively or additionally, Zein protein may be partially 
or substantially extracted using an ethanol extraction, sepa 
ration and membrane separation. The Zein-free corn solids, or 
alternatively the de-oiled Zein-free corn solids, are processed 
by embodiments of this invention. 

In an exemplary practice of this invention, the de-oiled 
corn solids are mixed With process Water to create a suspen 

sion including starch, ?ber and protein. It is subjected to 
grinding and separation steps to separate the ?ber from the 
starch and protein. The ?ber is Washed and dried, and the ?ber 
Wash Water is recycled as process Water or membrane ?ltered 
to recover the protein and starch. Then, the starch-protein 
suspension is subjected to an optional concentration step 
folloWed by a separation step to separate the starch from the 
protein. The protein fraction, containing some starch, is thick 
ened and deWatered prior to drying. The starch is puri?ed by 
Washing With fresh Water. The Wash Water containing the 
impurities is simultaneously separated from the starch. This 
Wash Water is used as process Water or is subjected to mem 
brane clari?cation and concentration to enable it to be 
recycled as starch Wash Water and to recover the solids. 

According to preferred embodiments for fractionation of 
com, the corn is prepared for extraction, and the oil is 
extracted from the prepared corn With a solvent, providing an 
extracted com-solvent mixture. The extracted corn-solvent 
mixture is separated into at least tWo streams, one including 
an extract containing the oil and solvent, and another stream 
including the de-oiled corn solids and adsorbed solvent. The 
solvent preferably is separated from the oil in the extract. The 
de-oiled corn solids may be desolventiZed to substantially 
remove the solvent and provide de-oiled, desolventiZed corn 
solids. These corn solids may be resuspended in Water, and 
one or more of ?ber, starch, and protein may be separated 
from the corn solids to produce corn products. 

Alternatively or additionally, Zein may be extracted from 
the de-oiled corn solids With a solvent. The de-oiled corn 
solids-solvent mixture may be separated into at least tWo 
streams, of Which one is another extract containing the Zein 
and solvent, and the other includes the de-oiled, de-Zeined 
corn solids and adsorbed solvent. The solvent may be sepa 
rated from Zein by membrane processing the extract. The 
de-oiled, de-Zeined corn solids may be desolventiZed to 
remove the solvent, and the desolventiZed, de-oiled, 
de-Zeined corn solids may be resuspended in Water. Fiber, 
starch and protein may be separated from these corn solids. 

In the above exemplary processes: for separating corn, 
preparing the corn for extraction may include, for example, 
dry-grinding or ?aking the corn. The extracting may include, 
for example, batch or continuous extracting, and the solvent 
may include a hydrocarbon, an alcohol, an ethanol such as 
95-100% ethanol, or a solution thereof. Separating the 
extracted com-solvent mixture may include, for example, 
centrifugation, ?ltration, or membrane ?ltration, and separat 
ing the ?rst solvent from the oil may include, for example, 
nano?ltration or ultra?ltration. DesolventiZing the de-oiled 
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4 
corn solids or de-oiled, de-Zeined corn solids may use, for 
example, vacuum, steam, air, and/or gas. Separating the ?ber, 
starch, and/or protein from the de-oiled desolventiZed corn 
solids or the de-oiled, de-Zeined, de-solventiZed corn solids 
may include, for example, one or more grinding or separation 
steps. 

FIG. 1 shoWs a ?oW of a corn product extraction applica 
tion of the invention to a dry mill ethanol plant. A preferred 
method of the present invention ?rst extracts oil and/ or Zein 
from corn using, for example, the methods described in the 
’146 Patent or by other methods. Corn or corn processing 
by-products are the main raW material for preferred embodi 
ments of this invention. For example, the corn inputs may 
include com (e.g., Whole kernel or ?aked com), com process 
ing by-products (e.g., DDG, DDGS (distilled dried grains 
With solubles), corn gluten meal, corn germ, or corn meal. 
The raW material is ground and or sieved 10 to an appro 

priate siZe and shape. For example, a hammer mill or similar 
siZe reduction device, or a ?aking machine is used to reduce 
the corn to an optimum particle siZe for extraction of oil With 
a particular solvent. If the raW material is a corn processing 
by-product, such as Whole corn meal from a dry miller, this 
grinding or sieving step 10 may not be necessary. Preferably, 
moisture content of the corn should be 0-14% by Weight. 

The oil is extracted 12 using an appropriate solvent in an 
extractor. For example, alcohols such as ethanol, hydrocar 
bons such as hexane, acetone, and the like, including solu 
tions thereof, may be used, provided the solvent e?iciently 
extracts oil from the corn particles or ?akes. The extraction 
may be batch or continuous extraction. 
The resulting slurry including com solids and the solvent is 

subjected to a separation step 14, Which may be, for example, 
centrifugation or ?ltration. The slurry is separated into an 
extract 15 and a de-oiled residue 17. The extract 15 is pro 
cessed 16 through, for example, nano?ltration or reverse 
osmosis membranes to separate oil and/ or other extracted 
components from the solvent. The concentrated extract is sent 
to an evaporator 18 to remove the residual solvent. This 
removed solvent may be re-used in the extraction step 12. The 
crude corn oil 19 preferably is re?ned 20, for example using 
methods Well knoWn in the vegetable oil industry. 

Additionally, if ethanol, isopropanol, or similar solvent for 
extracting oil is used, a (usually) small amount of Zein may be 
coextracted With oil in the extraction step 12, depending on 
the ethanol concentration and other conditions. The Zein can 
be recovered 22 prior to the separation step 16 by processing 
the extract 15 With an ultra?ltration membrane, for example, 
and the permeate from recovery step 22 can be sent for oil 
recovery in separation step 1 6. Exemplary methods and mem 
branes are described in the ’ 146 Patent. 

The de-oiled corn solids 17 typically contain starch, pro 
tein, ?ber, minor constituents of corn, and adsorbed solvent. 
These corn solids 17 are desolventiZed 24 by any of various 
methods or apparatus such as vacuum, steam, air, or gas. Heat 
may be applied to facilitate desolventiZing the corn solids. 
The solvent vapor 13 may be reused in the extraction step 12. 
Though it is not necessary for ethanol or other solvent to be 

produced in the same facility (e.g., a plant) as the extraction 
methods described herein, in-house ethanol may be preferred 
for economic reasons. For example, fermentation and distil 
lation steps may be conducted to produce an ethanol supply 
for the extraction step 12. HoWever, ethanol or other solvent 
for the extraction step 12 may be procured from outside 
sources. Costs of corn processing may be reduced by prac 
ticing extensive recycling of the solvent via the membrane 
step 16, the evaporation step 18, and/or the desolventiZing 
step 24. The number of times the solvent can be recycled Will 
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depend on the level of impurities contained in the used sol 
vent, and how it affects the extraction ef?ciency in the extrac 
tion step 12. 

In preferred embodiments of the present invention, the 
de-oiled, desolventiZed corn solids 25 are made into a slurry 
by adding water, which may be either fresh water or, prefer 
ably, process water recycled from downstream operations. 
The amount of water added should be su?icient to ef?ciently 
conduct a ?ber separation and washing step 30. This amount 
of water may be, for example, 1-10 parts by weight of water 
to one part by weight of the desolventiZed dry, de-oiled corn 
solids 25. In conventional wet milling, this is usually a ratio of 
3 parts water to 1 part corn solids. 

The slurry is sent to the ?ber separation and washing step 
30. This step is preferred to obtain maximum starch recovery 
while minimizing ?ber in the ?nal starch and protein prod 
ucts. Fiber separation and washing may include one or more 
individual steps, which are well known to those of ordinary 
skill in the art. For example, it may be optimal to ?rst grind the 
de-oiled, desolventiZed corn solids 25 to release some of the 
starch from the ?ber. Any of several milling devices known to 
those of ordinary skill in the corn wet milling art may be used 
to release the starch. For example, Entoleter-type mills that 
sling the material against pins at high speed may be used to 
free the starch with minimum ?ber breakup. Disk mills, with 
counter-rotating disk mills or with only one disk rotating at 
high speed, can also be used. 

The slurry of de-oiled, desolventiZed corn solids 25 pref 
erably is separated in the ?ber separating step 30 by centrifu 
gation and/or ?ltration. A preferred method of ?ber separa 
tion in corn milling employs a 50-70 micron wedge-wire 
pressure-fed screen, such as the 120 DSM screens made by 
Dorr-Oliver, of Milford, Conn. Wash water, usually recycled 
process water from other milling steps, is introduced in the 
last of 5-7 stages of the unit and ?ows counter-current to the 
?ber. The wash water emerges from the ?rst ?ber washing 
stage as an “undersiZe” fraction 35 with ideally all the starch 
and protein that was in stream 25. Washed ?ber 41 from the 
last stage of the ?ber separation step 30 is dilute, typically 
5-20% solids. It is dewatered in a dewatering step 42 by 
mechanical devices or methods, such as by using screen cen 
trifuges, screened reels, screw presses, belt presses, or the 
like. The ?ber after the dewatering step 42 may be dried 44 in 
a drier, or may be mixed with other streams before drying. 

Water 43 from the ?ber dewatering step 42 may contain 
some starch and protein. To recover the soluble germ protein 
and other proteins that may be present in the ?ber wash water 
43, it may be sent back to the ?ber separation step 30, or 
processed through an ultra?lter ?tted with a protein-retaining 
membrane 46. The retained solids stream 49 from the mem 
brane 46 can be sent to a primary starch separator step 38, to 
a gluten ?lter/drier 64, or it may be marketed as a protein 
product by itself. The clear permeate 47 from the membrane 
46 can be used for the ?ber separation step 30 or as process 
water. 

After the ?ber separation step 30, a stream 35, commonly 
referred to as the “mill stream”, preferably contains only 
starch, protein (less the Zein that may have been removed in 
the Zein recovery step 22), and some soluble impurities. The 
solids level of the mill stream 35 may be low (typically 
5%-20% starch and 0.5-2% protein). The starch and protein 
35 preferably is thickened using a mill starch thickener 
(MST) 36. The MST 36 may be a centrifuge or a membrane 
?ltration system, for example, as described in US. Pat. No. 
6,648,978 to Liaw et al. The under?ow (if thickened with a 
centrifuge) or the retentate (if thickened with a membrane) 37 
may have a 20%-30% solids concentration. This level of 
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solids may facilitate better operation of a primary starch 
separation step 38. The over?ow or permeate 39 can be used 
as process water in the plant, which will also serve to recycle 
any solids that may be entrained in the over?ow or permeate. 

It may be advantageous to ?rst pass the starch and protein 
stream 35 through a degritting step (not shown) prior to 
passing through the MST 36. The degritting step removes the 
relatively ?ne gritty materials that may be in the stream 35. 
Manifolded cyclone systems, for example, can be used for 
this purpose. 
The primary starch separation step 38 separates starch 

from the other impurities of the under?ow or retentate 37 
based on density differences between the stream containing 
the protein and other impurities (which has a speci?c gravity 
of 1.1 or less) and the starch stream (which has a typical 
speci?c gravity of 1.6). In a preferred embodiment, disk-type 
noZZle centrifuges are used for the starch separation step 38, 
such as the BH-36B Primary Merco Centrifuge made by 
Dorr-Oliver. The over?ow 61 is the gluten stream containing 
60-70% protein on a dry basis. Gluten typically refers to the 
two major insoluble fractions of corn, commonly termed 
glutelin and Zein. Gluten proteins are largely insoluble in 
water at normal or acidic pH. Gluten may account for up to 
80% of the total nitrogen in corn. 
The under?ow 51 is a crude starch suspension typically 

containing 30-35% solids, of which the protein and other 
impurities is 2-5% on a dry basis. The starch under?ow 51 is 
puri?ed in a starch washing step 52, which preferably 
includes a series of hydrocyclones in multiple stages. About 
1.5-3 parts by weight of water per part of dry starch are used 
in a preferred hydrocyclone system. Alternatively, a mem 
brane micro?ltration system such as that described by Shukla 
et al (Shukla, R., Tandon, R., Nguyen, M.; and Cheryan, M., 
Micro?ltration of starch suspensions using a tubular stainless 
steel membrane. Membrane Technology (Elsevier), No. 120: 
5-8, 2000) may be used. A preferred micro?ltration system 
uses 1-5 feed volumes of dia?ltration water for optimal puri 
?cation. This starch puri?cation step 52 preferably is the only 
point in the overall process where fresh water is used. 

Starch wash water 53 from the starch washing step 52 may 
contain starch, protein and impurities. The wash water 53 can 
be used as process water in other steps of the overall process, 
or it can be processed with a membrane ?lter 54 to recover 
some or substantially all of the solids in a retentate stream 55. 
The retentate stream 55 can be recycled for use in the primary 
starch separating step 38 or to a gluten thickening step 62 
depending on its composition. A permeate 57 from the mem 
brane ?lter 54 preferably is clean enough to be recycled to the 
starch washing stage 52 if reverse osmosis or nano?ltration is 
used in the membrane step 54, or to the ?ber washing stage 30 
if an ultra?lter or micro?lter is used in the membrane. In 
preferred embodiments of this invention, since there is no 
steeping of com, the use of membrane ?lters 54 will reduce 
water usage in the plant. Typical reverse osmosis membranes 
include SW30 from Dow-FimTec or CPA from Hydranautics 
or AG from GE-Osmonics. 

The output from the starch washing step 52 is a concen 
trated starch stream 59. This starch stream 59 may be dried or 
used further in the plant as needed. 

The gluten (protein and starch) stream 61 resulting from 
the starch separation step 38 is processed in a gluten thicken 
ing step 62, which may employ a centrifuge in a conventional 
manner or a membrane ?lter, for example, as described in 
US. Pat. No. 5,968,585 to Liaw et al. The concentrated gluten 
stream may be sent to a gluten ?lter 64, and then dried for sale 
as corn gluten meal. 
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A dilute stream 63 from the gluten thickening step 62 and 
a dilute stream 65 from the gluten 64 may be used as process 
Water in the plant. However, soluble germ proteins may be 
present in the gluten stream 61. There may thus be a signi? 
cant quantity of protein in streams 63 and 65. In conventional 
corn Wet milling, such soluble germ proteins are used for corn 
gluten feed, Which is a loW-value product. In a preferred 
embodiment of the invention, stream 63 and/or stream 65 is 
passed through an ultra?lter 66 ?tted With a protein-retaining 
membrane to recover substantially all the protein. The recov 
ered protein can be marketed as a corn protein fraction. The 
permeate from the ultra?lter 66 preferably is used as process 
Water. 

Referring noW to FIG. 2, a preferred process of the present 
invention for a plant focused on maximizing production of oil 
and Zein is illustrated. Zein is an alcohol-soluble protein that 
has a multitude of uses. Steps similar to those shoWn and 
discussed With respect to FIG. 1 are labeled With like refer 
ence numerals. 

Corn or corn processing by-products are the main raW 
material for this invention. The process for the oil extraction 
preferably is the same as described for FIG. 1 and shoWn in 
FIG. 2 as steps 1011 through 2011. In this embodiment, de-oiled 
corn solids 1711 are re-extracted (step 22a) With 60-90% aque 
ous ethanol, more preferably 65-75% aqueous ethanol in a 
suitable extractor. If a solvent other than 95-l00% aqueous 
ethanol is used for oil extraction, the de-oiled corn solids 1711 
must be desolventiZed before Zein extraction (this desolven 
tiZing step is not shoWn in FIG. 2). 

After the Zein extraction step 2211, the ethanol slurry is 
separated by ?ltration or centrifugation into an extract 27a 
and a de-oiled, de-Zeined com solids residue 23a. The extract 
27a is processed through one or more ultra?ltration mem 
branes 26a to separate the Zein from the solvent and other loW 
molecular Weight impurities, as described in the ’ 146 Patent. 
The concentrated Zein is sent to a drier 28a. 

The de-oiled, de-Zeined corn solids 23a typically contain 
starch, protein other than Zein, ?ber, minor constituents of 
corn and adsorbed solvent, and Water. The corn solids 2311 are 
desolventiZed 2411 by any suitable means, such as vacuum, 
steam, air or gas. Heat may be applied to facilitate desolven 
tiZing the corn solids 23a. The solvent vapor may be reused in 
the extraction step 22a. 

Similar to the process shoWn in FIG. 1, resultant de-oiled 
de-Zeined-desolventiZed solids 2511 containing mainly starch, 
?ber and nonZein protein are processed to remove ?ber and 
starch as illustrated in steps 3011-6411, Which are similar to the 
steps illustrated in FIG. 1. 

Preferred embodiments of the invention provide ef?cient, 
?exible and simple processes for production of several prod 
ucts from corn. Further, a preferred process eliminates steep 
ing of corn, Which is one of the most troublesome and unpre 
dictable steps in the conventional corn Wet milling process, 
and thus eliminates associated operations such as steep Water 
evaporators. Also preferably eliminated is the loss of corn 
solids that occurs due to leaching into the steep Water. 
Germ handling and separation preferably is completely 

eliminated. Crude corn oil is produced rather than germ, thus 
ensuring a higher value to the corn processor. In addition, 
germ proteins may be retained for more valuable use rather 
than being lost With the germ (if the germ is sold to an outside 
oil processor) or put into corn gluten feed. Preferably, germ 
proteins can be incorporated into corn gluten meal, Which is a 
higher-value coproduct, or marketed as a separate product. 

The volume of loW-value corn gluten feed preferably is 
reduced or eliminated. In a traditional com Wet mill, corn 

gluten feed is typically 21% protein (dry basis). This loW 
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8 
value product is used as a repository for otherWise unmarket 
able components or by-products or Waste matter generated in 
a com Wet mill. Examples include com steep liquor, ?ber, 
germ proteins, “mud” from the clari?cation of dextrose, fer 
mentation by-products, ?lter aid, and the like. Such a product 
may also be produced in embodiments of this invention by 
blending the ?ber With the protein streams if needed. A sub 
stantially pure corn ?ber may also be generated, Which may 
have higher market value than if it is incorporated into corn 
gluten feed. 

Further, preferred embodiments of the invention reduce 
fresh Water usage in the plant by using membrane technology 
in several places in the process train, and most preferably 
membrane technology is used to recover Water and solids 
from the starch Washing stage. 
The various embodiments described in the present inven 

tion should not be construed as being restrictive in that other 
modi?cations, substitutions and alternatives to speci?c 
equipment and methods are possible and Would be appreci 
ated by those of ordinary skill in the art. For example, it 
should be understood that “membrane” refers to the appro 
priate membrane, Whether it is micro?ltration, ultra?ltration, 
nano?ltration, or reverse osmosis. Further, it should be under 
stood that dia?ltration may be used When necessary to purify 
the solids, and that combinations of these membrane tech 
niques may be used. It Will be further understood that speci?c 
corn products can be selected for production, and thus it may 
not be necessary to produce all available products in a par 
ticular process, nor to perform all steps to make such com 
products available. Also, it should be understood that, though 
preferred embodiments of the present invention provide sev 
eral opportunities for recycling of ethanol and/ or process 
Water, the present invention is not to be limited to processes 
that recycle at all possible steps. 

While various embodiments of the present invention have 
been shoWn and described, it should be understood that other 
modi?cations, substitutions, and alternatives are apparent to 
one of ordinary skill in the art. Such modi?cations, substitu 
tions and alternatives can be made Without departing from the 
spirit and scope of the invention, Which should be determined 
from the appended claims. 

Various features of the present invention are set forth in the 
pending claims. 
What is claimed is: 
1. A process for fractionation of com, the process compris 

ing the steps of: 
preparing the corn for extraction; 
Without separating germ from the prepared corn, extracting 

oil from the prepared corn With a solvent to provide an 
extracted com- solvent mixture; 

separating the extracted com-solvent mixture into at least 
tWo streams, one including an extract comprising the oil 
and the solvent, and the other comprising de-oiled com 
solids and adsorbed solvent; 

membrane processing the extract to separate the solvent 
from the oil; 

desolventiZing the de-oiled corn solids from the other 
stream to substantially remove the solvent and provide 
deoiled, desolventiZed corn solids; 

resuspending said de-oiled, desolventiZed com solids in 
Water; and 

separating one or more of ?ber, starch and protein from the 
suspended de-oiled, desolventiZed corn solids to pro 
duce one or more com products. 

2. The process of claim 1 Wherein the solvent comprises at 
least one of a hydrocarbon, an alcohol, hydrocarbon com 
bined With Water, and an alcohol combined With Water. 
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3. The process of claim 1 wherein said separating the 
extracted com-solvent mixture comprises at least one of cen 
trifugation, ?ltration, and membrane ?ltration. 

4. The process of claim 1 
Wherein the extract comprising the oil and solvent is pre 

treated With an ultra?ltration membrane, and 
Wherein the process further comprises nano?ltering a per 

meate from the ultra?ltration membrane to recover oil 
and solvent. 

5. The process of claim 1 further comprising: 
separating ?ber from the resuspended desolventiZed, de 

oiled corn solids; and 
Washing the separated ?ber. 
6. The process of claim 5 further comprising: 
deWatering and drying the separated and Washed ?ber. 
7. The process of claim 6 Wherein the Wash Water from said 

?ber deWatering is membrane ?ltered to recover protein and 
starch. 

8. The process of claim 6 
Wherein the de-oiled, desolventiZed corn solids after said 

?ber separating comprise a suspension including sub 
stantially starch and protein in Water, and 

Wherein the process further comprises deWatering and 
thickening the separated ?ber by at least one of a centri 
fuge, a membrane micro?lter, and a membrane ultra?l 
ter. 

9. The process of claim 8 Wherein the suspension is sepa 
rated into crude starch and protein fractions. 

10. The process of claim 9 further comprising: 
Washing and purifying the crude starch using Water. 
11. The process of claim 10 Wherein said Washing and 

purifying uses at least one of a hydrocyclone and a membrane 
micro?lter. 
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12. The process of claim 11, further comprising: 
passing the Wash Water from said starch purifying through 

at least one of a membrane, a reverse osmosis mem 

brane, a nano?ltration membrane, an ultra?ltration 
membrane and a micro?ltration membrane, to recover 
clean Water and permeate and concentrated solids. 

13. The process of claim 12 Wherein the clean Water per 
meate from said passing is recycled to upstream operations. 

14. The process of claim 13 further comprising: 
recycling retained solids from said passing to upstream 

operations to recover the solids. 
15. The process of claim 9 further comprising: 
thickening the separated protein fraction in a gluten thick 

ener; 
Wherein the gluten thickener includes at least one of a 

centrifuge, a membrane micro?lter, and an ultra?lter 
designed to retain substantially all proteins and starch. 

16. The process of claim 15 Wherein said thickening uses a 
centrifuge, and Wherein the over?oW from the centrifuge is 
sent to at least one of a membrane micro?lter, an ultra?lter, 
and a nano?lter to recover substantially all the protein. 

17. The process of claim 15 
Wherein said thickening uses a gluten ?lter; and 
Wherein the process further comprises membrane process 

ing a ?ltrate from the gluten ?lter using at least one of 
reverse osmosis, nano?ltration, ultra?ltration, and 
micro?ltration to recover protein. 

18. The process of claim 1 
Wherein said preparing comprises reducing a particle siZe 

of the corn; 
Wherein the prepared corn is not steeped before said 

extracting oil. 
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