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ROTATING ELECTRICAL MACHINE AND 
COIL 

CLAIM OF PRIORITY 

The present application claims priority from Japanese 
application serial no. 2004-286571, ?led on Sep. 30, 2004, 
the content of Which is hereby incorporated by reference into 
this application. 

FIELD OF THE INVENTION 

The present invention relates to a rotating electrical 
machine and an electrical Winding. 

BACKGROUND OF THE INVENTION 

In one of the prior art rotating electrical machines disclosed 
in the Patent Document 1, the three-phase stator coils of 
distributed Winding are con?gured to ensure the coil end of a 
phase does not interfere With the coil end of other phase. This 
structure avoids the possibility of interference of the three 
phase coil ends, and hence increases the length of a rotating 
electrical machine in the axial direction. Other knoWn prior 
arts are disclosed in the folloWing Patent Documents 2 
through 5: 

Patent Document 1: Japanese Patent Laid-Open No. 2002 
5 1489 

Patent Document 2: Japanese Patent Laid-Open No. Hei l0 
(l998)-27l733 

Patent Document 3: Japanese Patent Laid-Open No. Hei 09 
(l997)-2l5238 

Patent Document 4: Japanese Patent Laid-Open No. 2002 
34521 6 

Patent Document 5: Japanese Patent Laid-Open No. 2002 
330572 

SUMMARY OF THE INVENTION 

The prior art hybrid electric vehicle (HEV) is typically 
designed to have a structure Wherein a motor or motor/gen 
erator is added to the vehicle using the existing internal com 
bustion engine. In some cases, a motor is installed so as to be 
attached to the internal combustion engine, in the poWer 
transmission system of a vehicle composed of an internal 
combustion engine, a transmission and Wheels. In other cases, 
a motor is installed serially betWeen the internal combustion 
engine and transmission. 

In recent years, there is an active demand for further doWn 
siZing of the internal combustion engine, motor and transmis 
sion. The inventors of the present invention have been study 
ing to ?nd out a Way to meet the requirements for doWnsiZing 
by installing other equipment inside the motor. For example, 
the overall siZe can be reduced by placing part of the trans 
mission inside the motor. When other equipment, for 
example, part of the transmission is placed inside the motor, 
the outer periphery of the motor Will increase. Such problems 
have been left unsolved in the prior art. 

In vieW of the prior art described above, it is an obj ect of the 
present invention to provide a rotating electrical machine and 
an electrical Winding that permit the internal dimensions to be 
increased, Without alloWing an increase in the external 
dimensions. 

The present invention provides a rotating electrical 
machine that permits the internal dimensions to be increased, 
Without alloWing an increase in the external dimensions. 
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2 
The present invention further provides an electrical Wind 

ing suitable for use With the aforementioned rotating electri 
cal machine. 

To achieve the aforementioned object, the present inven 
tion provides a rotating electrical machine comprising: 

a stator With three phase stator coils Wound on the salient 
poles of a stator core according to distributed Winding 
method; and 

a rotor, arranged inside the aforementioned stator and sup 
ported rotatably, having a plurality of permanent magnets 
spaced at regular intervals arranged in the circumferential 
direction; 

Wherein the inlet of the slot of the aforementioned stator 
core is narroWer than the inner part, and the aforementioned 
coils, being rectangular coils, are Wound on the aforemen 
tioned salient pole, striding across a plurality of slots, While 
being inserted sequentially through the inlet of a predeter 
mined slot of the aforementioned stator core; and comprise: 

tWo slot inserts to be inserted into the aforementioned slot; 
tWo coil ends located outside the end of the aforementioned 

slot; and 
four tWist sections, arranged betWeen the aforementioned 

slot inserts and coil ends, processed by tWisting; and 
Wherein, While the coils equivalent to a plurality of turns 

are Wound on the aforementioned salient pole, tWisting is 
provided by the aforementioned tWist sections to ensure that 
the surface of the aforementioned rectangular coil in the 
second coil end Will be opposite to the surface of the afore 
mentioned rectangular coil in the ?rst coil end; and the afore 
mentioned coil ends are con?gured in such a Way that the start 
of the rectangular coil Winding and the end of the rectangular 
coil Winding are located on one and the same side. 

This arrangement provides a rotating electrical machine 
characterized in that the external dimensions thereof hardly 
change even When the input shaft of a transmission or the like 
penetrates the interior. 

To achieve the aforementioned object, the present inven 
tion provides a coil used in the aforementioned stator of a 
rotating electrical machine composed of a stator and rotor, 
Wherein the aforementioned coil, being a rectangular coil, is 
Wound on the aforementioned salient pole, striding across a 
plurality of slots, While being inserted sequentially through 
the inlet of a predetermined slot of the aforementioned stator 
core; and comprises: 
tWo slot inserts to be inserted into the aforementioned slot; 
tWo coil ends located outside the end of the aforementioned 

slot; and 
four tWist sections, arranged betWeen the aforementioned 

slot inserts and coil ends, processed by tWisting; and 
Wherein, While the coils equivalent to a plurality of turns 

are Wound on the aforementioned salient pole, tWisting is 
provided by the aforementioned tWist sections to ensure that 
the surface of the aforementioned rectangular coil in the 
second coil end Will be opposite to the surface of the afore 
mentioned rectangular coil in the ?rst coil end; and the afore 
mentioned coil ends are con?gured in such a Way that the start 
of the rectangular coil Winding and the end of the rectangular 
coil Winding are located on one and the same side. 

To achieve the aforementioned object, the present inven 
tion provides a rotating electrical machine comprising: 

a stator; and 
a rotor, arranged inside the stator, rotatably shaft-supported 

through a gap on the peripheral surface of the stator; 
Wherein the aforementioned stator further comprises: 
a stator core; and 

stator coils incorporated into the stator core; 
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wherein the aforementioned stator core has a plurality of 
slots, provided continuously in the axial direction, formed in 
the circumferential direction; and the aforementioned stator 
coils being composed of a plurality of phase coils continu 
ously Wound thereon, and the coil conductors being lami 
nated; 

Wherein each of the aforementioned phase coils comprises: 
tWo coil sides extending in the axial direction; and 
tWo coil ends, displaced by the tWist section from both ends 

of the coil sides, extending in the circumferential direction; 
Wherein the aforementioned tWo coil sides are accommo 

dated into the aforementioned tWo slots, separated With other, 
striding across the aforementioned slots; 

Wherein the aforementioned tWo coil ends protruding in 
both axial directions from the aforementioned slot are 
arranged on both ends of the aforementioned stator core in the 
axial direction; 

Wherein, of the aforementioned plurality of phase coils, a 
plurality of the ?rst phase coils have the coil ends thereof 
arranged on both ends of the stator core in the axial direction 
so that the lamination direction of the aforementioned coil 
conductors in the aforementioned coil ends Will be the same 
as the axial direction; 

of the aforementionedplurality of phase coils, a plurality of 
the second phase coils have the coil ends thereof arranged on 
both ends of the stator core in the axial direction so that the 
lamination direction of the aforementioned coil conductors in 
the aforementioned coil ends Will be changed from the axial 
direction to the radial direction; and the coil ends Will stride 
across the adjacent tWist sections of the ?rst phase coil adja 
cent to each other in the circumferential direction, through the 
outside of the coil ends of the ?rst phase coil; and 

Wherein, of the aforementioned plurality of phase coils, a 
plurality of the third phase coils have the coil ends thereof 
arranged on both ends of the stator core in the axial direction 
so that the lamination direction of the aforementioned coil 
conductors in the aforementioned coil ends Will be the same 
as the radial direction; and the coil ends Will stride across the 
adjacent tWist sections of the ?rst and second phase coils 
adjacent to each other in the circumferential direction, 
through the outside of the coil ends of the ?rst and second 
phase coils. 

This arrangement provides a rotating electrical machine 
characterized in that the external dimensions thereof hardly 
change even When the input shaft of a transmission or the like 
penetrates the interior. 

To achieve the aforementioned object, the present inven 
tion provides a rotating electrical machine, for providing a 
drive source for generating the drive force of a vehicle 
together With an internal combustion engine, arranged 
betWeen a transmission for changing the drive force of the 
drive source and transmitting it to an axle, and the internal 
combustion engine; comprising: 

a stator; and 

a rotor, arranged inside the stator, rotatably shaft- supported 
through a gap on the peripheral surface of the stator; 

Wherein the aforementioned stator further comprises: 

a stator core; and 

stator coils incorporated into the stator core; 
Wherein the aforementioned stator core has a plurality of 

slots, provided continuously in the axial direction, formed in 
the circumferential direction; the aforementioned stator coils 
being composed of a plurality of phase coils continuously 
Wound thereon, and the coil conductors being laminated; 
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4 
Wherein each of the aforementioned phase coils comprises: 
tWo coil sides extending in the axial direction; and 
tWo coil ends, displaced by the tWist section from both ends 

of the coil sides, extending in the circumferential direction; 
Wherein the aforementioned tWo coil sides are accommo 

dated into the aforementioned tWo slots, separated With other, 
striding across the aforementioned slots; 

Wherein the aforementioned tWo coil ends protruding in 
both axial directions from the aforementioned slot are 
arranged on both ends of the aforementioned stator core in the 
axial direction; 

Wherein, of the aforementioned plurality of phase coils, a 
plurality of the ?rst phase coils have the coil ends thereof 
arranged on both ends of the stator core in the axial direction 
so that the lamination direction of the aforementioned coil 
conductors in the aforementioned coil ends Will be the same 
as the axial direction; 

of the aforementionedplurality of phase coils, a plurality of 
the second phase coils have the coil ends thereof arranged on 
both ends of the stator core in the axial direction so that the 
lamination direction of the aforementioned coil conductors in 
the aforementioned coil ends Will be changed from the axial 
direction to the radial direction; and the coil ends Will stride 
across the adjacent tWist sections of the ?rst phase coil adja 
cent to each other in the circumferential direction, through the 
outside of the coil ends of the ?rst phase coil; and 

Wherein, of the aforementioned plurality of phase coils, a 
plurality of the third phase coils have the coil ends thereof 
arranged on both ends of the stator core in the axial direction 
so that the lamination direction of the aforementioned coil 
conductors in the aforementioned coil ends Will be the same 
as the radial direction; and the coil ends Will stride across the 
adjacent tWist sections of the ?rst and second phase coils 
adjacent to each other in the circumferential direction, 
through the outside of the coil ends of the ?rst and second 
phase coils. 

This arrangement provides a rotating electrical machine 
characterized in that the external dimensions thereof hardly 
change even When the input shaft of a transmission or the like 
penetrates the interior. 

To achieve the aforementioned object, the present inven 
tion provides a rotating electrical machine, for providing a 
drive source for generating the drive force of a vehicle 
together With an internal combustion engine, arranged 
betWeen a transmission for changing the drive force of the 
drive source and transmitting it to an axle, and the internal 
combustion engine; the aforementioned rotating electrical 
machine comprising: 

a stator With three phase stator coils Wound on the salient 
poles of a stator core according to distributed Winding 
method; and 

a rotor, arranged inside the aforementioned stator and sup 
ported rotatably, having a plurality of permanent magnets 
spaced at regular intervals arranged in the circumferential 
direction; 

Wherein the inlet of the slot of the aforementioned stator 
core is narroWer than the inner part, and the aforementioned 
coils, being rectangular coils, are Wound on the aforemen 
tioned salient pole, striding across a plurality of slots, While 
being inserted sequentially through the inlet of a predeter 
mined slot of the aforementioned stator core; and comprise: 

tWo slot inserts to be inserted into the aforementioned slot; 
tWo coil ends located outside the end of the aforementioned 

slot; and 
four tWist sections, arranged betWeen the aforementioned 

slot inserts and coil ends, processed by tWisting; and 
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wherein, While the coils equivalent to a plurality of turns 
are Wound on the aforementioned salient pole, twisting is 
provided by the aforementioned tWist sections to ensure that 
the surface of the aforementioned rectangular coil in the 
second coil end Will be opposite to the surface of the afore 
mentioned rectangular coil in the ?rst coil end; and the afore 
mentioned coil ends are con?gured in such a Way that the start 
of the rectangular coil Winding and the end of the rectangular 
coil Winding are located on one and the same side. 

This arrangement provides a rotating electrical machine 
characterized in that the external dimensions thereof hardly 
change even When the input shaft of a transmission or the like 
penetrates the interior. 

The present invention creates a space for installing other 
equipment inside the motor. This space alloWs the Whole or 
part of other equipment to be installed therein, and ensures a 
compact con?guration to be designed. 

BRIEF DESCRIPTION OF DRAWINGS 

FIG. 1 is a perspective exploded vieW representing an 
overall structure of a rotating electrical machine as an 
embodiment of the present invention; 

FIG. 2 is a cross sectional vieW representing an overall 
structure of a rotating electrical machine as an embodiment of 
the present invention; 

FIG. 3 is a cross sectional vieW shoWing the status of the 
stator coil inserted into the stator core slot in a rotating elec 
trical machine as an embodiment of the present invention; 

FIG. 4 is a perspective vieW shoWing the shape of the coil 
for one turn, the coil being a stator coil used in a rotating 
electrical machine as an embodiment of the present invention; 

FIG. 5 is a perspective vieW representing the shape of the 
stator coil for l .5 turns, used in the rotating electrical machine 
as an embodiment of the present invention; 

FIG. 6 is a perspective vieW representing the shape of the 
stator coil of 38 turns used in the rotating electrical machine 
as an embodiment of the present invention; 

FIG. 7 is a perspective vieW representing the three-phase 
coil used in the rotating electrical machine as an embodiment 
of the present invention; 

FIG. 8 is a diagram shoWing the system con?guration of a 
hybrid vehicle using rotating electrical machine as an 
embodiment of the present invention; and 

FIG. 9 is a poWer drive system con?guration of the rotating 
electrical machine of a hybrid car using the rotating electrical 
machine as an embodiment of the present invention. 

DESCRIPTION OF THE PREFERRED 
EMBODIMENTS 

Referring to FIGS. 1 through 7, the folloWing describes the 
structure of the rotating electrical machine as an embodiment 
of the present invention. In the ?rst place, FIGS. 1 and 2 Will 
be used to explain the structure of the rotating electrical 
machine according to the present embodiment. In the present 
embodiment, an 8-pole 48-slot synchronous machine of dis 
tributed Winding equipped With a built-in permanent magnet 
type rotor Will be taken as an example for the folloWing 
explanation. 

FIG. 1 is a perspective exploded vieW representing the 
structure of a rotating electrical machine as an embodiment of 
the present invention. FIG. 2 is a cross sectional vieW repre 
senting the structure of the rotating electrical machine as an 
embodiment of the present invention. It shoWs a cross section 
of a rotor given in FIG. 1, as vieWed from the direction 
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6 
orthogonal to the axial direction. In the Figures, the same 
reference numerals indicate the same parts. 
As shoWn in FIG. 1, the rotating electrical machine of the 

present invention comprises a stator 10 and a rotor 20 
arranged through a gap on the inner periphery of the stator and 
supported rotatably. The stator 10 and rotor 20 are held in the 
housing of a rotating electrical machine. The housing is omit 
ted in FIG. 1. 
The stator 10 is composed of a stator core 12 and stator coil 

14. The stator core 12 is formed by lamination of steel sheet 
metals having been pressed into a predetermined shape. The 
surface of the inner periphery of the stator core 12 is opened 
on the inner periphery of the stator core 12, and a plurality of 
slots are formed continuously in the axial direction. In this 
embodiment, 48 slots are formed. The stator coil 14 is Wound 
on the stator core 12 according to distributed Winding 
method. Distributed Winding refers to the method of Winding 
Where the coil is Wound on the stator core 12 so that the coil 
Will be accommodated in tWo slots apart from each other, 
striding across a plurality of slots. The stator coil 14 is com 
posed of a U-phase stator coil U, a V-phase stator coil V and 
a W-phase stator coil W. 
The stator coil 14 is composed of a U-phase stator coil U, 

a V-phase stator coil V and a W-phase stator coil W that are 
continuously Wound by laminating the coil conductors. As 
Will be described later, each coil is provided With tWo coil 
sides extending in the axial direction; tWo coil ends, displaced 
from both ends of the coil side, extending in the circumfer 
ential direction; and a tWist section constituting the displaced 
portions of the coil side and coil end. The tWo coil sides are 
accommodated in tWo slots apart from each other, striding 
across a plurality of slots. The tWo coil ends are arranged on 
the tWo end faces in the axial direction of the stator core 12 
protruding from the slot in tWo axial directions. 
The U-phase stator coil U has the coil ends thereof 

arranged on both end faces of the stator core 12 in the axial 
direction so that the lamination direction of the coil conduc 
tors on the coil ends Will be the same as the axial direction. 
The V-phase stator coil V has the coil ends thereof arranged 

on both ends of the stator core 12 in the axial direction so that 
the lamination direction of the coil conductors in the coil ends 
Will be changed from the axial direction to the radial direc 
tion; and the coil ends Will stride across the adjacent tWist 
sections of the U-phase stator coil U adjacent to each other in 
the circumferential direction, through the outside of the coil 
ends of the U-phase stator coil U. 
The W-phase stator coil W has the coil ends thereof 

arranged on both ends of the stator core 12 in the axial direc 
tion so that the lamination direction of the coil conductors in 
the coil ends Will be the same as the radial direction; and the 
coil ends Will stride across the adjacent tWist sections of the 
U-phase stator coil U and V-phase stator coil V adjacent to 
each other in the circumferential direction, through the out 
side of the coil ends of the U-phase stator coil U and V-phase 
stator coil V. 
The rotor 20 is composed of a rotor core 22 and a perma 

nent magnet 24. The rotor core 22 is formed by lamination of 
steel sheet metals having been pressed into a predetermined 
shape. On the outer periphery of the stator core 22, a plurality 
of magnet insertion holes penetrating the rotor 20 in the axial 
direction are formed at an equally spaced interval in the 
circumferential direction. In the present embodiment, eight 
magnet insertion holes are formed. A permanent magnet 24 is 
inserted in each of the permanent magnet insertion holes and 
is ?xed therein. 
As shoWn in FIG. 2, the rotor 20 is rotatably supported by 

the housing (not illustrated) inside the stator 10. Eight stator 
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coils 14 for each of phases U,V and Wia total of tWenty-four 
stator coils U1, U2, . . . , U8, V1, V2, . . .V8, W1, W2, . . . 

W8iare provided. SandWiching in-betWeen four slots for 
receiving other coils of phases V and W, namely, striding 
across the salient poles of a plurality of stator cores 12, each 
stator coil, for example, a stator coil U is inserted into the slots 
apart from each other and is Wound on the salient pole of the 
stator core 12. The salient pole of the stator core 12 indicates 
the core portion formed betWeen the slots adjacent to each 
other in the circumferential direction. Similarly, sandWiching 
in-betWeen the four slots for receiving coils of other phases, 
namely, striding across the salient poles of a plurality of the 
stator cores 12, other coils of phases U, V and W are inserted 
into the slots apart from each other, and are Wound on the 
salient pole of the stator core 12 according to distributed 
Winding method. Since distributed Winding method is 
employed, ?eld Weakening control and reluctance torque can 
be utiliZed to provide control over a Wide range of speeds 
covering loW through high speeds. 

TWenty-four stator coils U1, U2, . . . , U8, V1, V2, . . .V8, 

W1, W2, . . . W8 are connected by the connection ring indi 
cated by a dotted line for each phase. This arrangement alloWs 
coils of phases U, V and W to be linked in a Y-connection or 
delta connection. The connection ring is composed of a bus 
bar composed of a thin plate-formed conductor, and is used to 
supply the aforementioned coil With 3-phase A.C. supplied 
from the inverter apparatus. 

Eight permanent magnets 24 are placed into the permanent 
magnet insertion hole formed on the rotor core 22 of the rotor 
20. The permanent magnets 24 are arranged at an equally 
spaced interval in the circumferential direction. The perma 
nent magnets 24 are energized in such a Way that the polarities 
(N and S) of the adjacent permanent magnets Will be opposite 
to each other in the circumferential direction. The area of the 
rotor core 22 of the adjacent permanent magnets serves as an 
auxiliary magnetic pole. The auxiliary magnetic pole pro 
vides an area that bypasses the magnetic circuit of the perma 
nent magnets 24 so that the magnetic ?ux Will directly Work 
on the side of the stator 10 through the electromotive force of 
the stator 10, and reluctance torque Will be produced. The 
torque produced by the rotating electrical machine can be 
obtained as a composite torque betWeen the torque produced 
by the magnetic ?ux of the permanent magnets 24 and the 
reluctance torque generated by the magnetic ?ux ?oWing to 
the auxiliary magnetic pole. 

The permanent magnet insertion hole into Which the per 
manent magnets 24 are placed is provided With magnetic gaps 
(slits) AG1 and AG2, Which are located on both ends in the 
circumferential direction Where the permanent magnets 24 
are inserted. These gaps can be gaps containing air, or gaps 
?lled With ?ller such as varnish. The magnetic permeability of 
the varnish is greater than that of the silicon steel plate con 
stituting the rotor core 22. Arrangement of these gaps brings 
about an abrupt alleviation of the magnetic ?ux density on the 
rotor surface (i.e., alleviation of the inclination of distribution 
of the magnetic ?ux density of the permanent magnet 
betWeen the end of the permanent magnet in the circumfer 
ential direction and auxiliary magnetic pole), Whereby cog 
ging torque is reduced. Further, formation of magnetic gaps 
reduces the radial dimension of the bridge portion formed on 
the boundary betWeen the core portion (magnetic piece) 
present on the stator side of the permanent magnet and the 
auxiliary magnetic pole, hence the leakage of the magnetic 
?ux is reduced. 
As shoWn in FIG. 2, a large through-hole (annular space) is 

formed in the center of the rotor 20 (betWeen the inner periph 
ery of the rotor core and the outer periphery of the rotary shaft 
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8 
(extending from the engine to the transmission)). The end of 
the transmission, for example, is installed inside this through 
hole (annular space). To be more speci?c, the rotating elec 
trical machine of the present embodiment can be installed so 
as to be located on the outer periphery of the transmission. 

In this embodiment, the inner diameter (diameter) of the 
through-hole (annular space) in the center of the rotor 20 can 
be increased up to 140 mm, for example. Further, When the 
output of the motor as a rotating electrical machine is 
assumed as 60 kW, for example, the outer diameter of the 
prior art motor is 240 mm, for example. A cylindrical frame is 
mounted on the outer periphery of the stator. An exterior case 
such as a front bracket or rear bracket is mounted on both ends 
of the stator. In the folloWing description, the outer diameter 
of the stator is assumed as the outer diameter of the motor. In 
the prior art motor, a shaft is arranged at the center of the rotor. 
By contrast, the rotating electrical machine of the present 
invention has a through-hole at the center of the rotor. This 
arrangement increases the outer diameter of the rotating elec 
trical machine if the same output as the prior art output is to be 
obtained. 

To cope With this problem, the present embodiment pro 
vides a rotor outer diameter of 240 mm, Which is the same as 
the outer diameter of the prior art rotor. Moreover, the inner 
diameter of the through-hole can be increased up to 140 mm. 
A stator and rotor are mounted betWeen the aforementioned 
inner diameter and outer diameter. Accordingly, the thickness 
of the stator 10 (thickness of the stator 10 in the radial direc 
tion of the rotating electrical machine) and the thickness of 
the rotor 20 (thickness of the rotor 10 in the radial direction of 
the rotating electrical machine) must be reduced. 
The output torque T of the motor is obtained by the applied 

current “I” by the magnetic ?ux (PM produced by the perma 
nent magnet and the magnetic ?ux (PC produced by the stator 
coil 14 (T:(¢M+¢C)><I)). If the siZe of the permanent magnet 
is about the same as the prior art level, the sectional area of the 
stator coil 14 should be about the same as the prior art level. 
Further, to ensure that the electromotive force produced from 
the stator coil 14 is also kept about the same as the prior art 
level, about the same number of turns should be used at about 
the same current as the prior art level, for example. To alloW 
the current to How at about the same current as the prior art 
level, it is necessary to provide about the same sectional area 
as the prior art one. In the present embodiment, the sectional 
area of the stator coil 14 is secured and the dimension in the 
radial direction is reduced, in addition. The present embodi 
ment uses a ?at rectangular conductor characterized by a 
longer Width and smaller height Where the stator coil 14 has a 
rectangular cross section. At the same time, coils are lami 
nated in the slot of the stator coil 14 in such a Way that the 
aforementioned direction of height of the stator coil Will be 
the radial direction. 

Referring to FIG. 3, the folloWing describes the status of 
the stator coil inserted into the stator core slot in a rotating 
electrical machine of the present embodiment. FIG. 3 is a 
cross sectional vieW shoWing the status of the stator coil 
inserted into the stator core slot in a rotating electrical 
machine as an embodiment of the present invention. It also 
shoWs the cross section as vieWed in the direction orthogonal 
to the axial direction of the stator core 12 shoWn in FIG. 2. The 
same reference numerals are used to indicate the same com 

ponent parts in FIG. 3 and other Figures. 
As shoWn in FIG. 3, inside the slot S formed on the stator 

core 12, rectangular coils SC having a rectangular cross sec 
tion are laminated in the radial direction (R-arroW marked 
direction) of the stator core 12. In the present embodiment, 38 
rectangular coils are laminated, Whereby the stator coil 14 is 
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formed. As described above, to increase the current ?owing 
through the stator coil, the cross section must be increased. To 
reduce the lamination dimensions While maintaining the 
cross section of the stator coil, the cross section of the stator 
coil is formed in a rectangular shape having a smaller height 
and greater Width. When the cross section of the stator coil is 
designed in a rectangular form as described above, the lami 
nation dimensions can be minimiZed and coils can be inserted 
from the opening of a slender slot S. After the stator coil 14 
has been installed in the slot S, a cover CV is placed on the 
inlet side of the slot S to ensure that the coil Will not be 
disengaged from the slot S. 
Assume that the circular conductor, having a circular cross 

section, used in the rotating electrical machine for producing 
the same output as that of the prior art has a diameter of 1.5 
mm. Then When the cross section of the rectangular conduc 
tor of the stator coil 14 used in the present embodiment is 3.5 
mm Wide and 0.5 mm thick, the sectional areas of the tWo can 
be made equal to each other. The surface of the rectangular 
conductor is covered With an insulation material, having a 
thickness of about 0.05 mm, such as enamel, Whereby a 
rectangular coil is formed. The rectangular coil is 3.6 mm 
Wide (in terms of Width in the circumferential direction), and 
0.6 mm thick (high). The Width of the inner part of the slot S, 
ie the portion holding the laminated coil is 4.0 mmia value 
slightly greater than the Width of this rectangular coil. When 
the output about the same as the prior art output is assumed, a 
coil having 38 turns Will be used inside the slot S. Thirty-eight 
rectangular coils are laminated in the present embodiment. 

The Width of the opening of the slot S is smaller than the 
Width of the portion holding the laminated coil as the inner 
part of the slot S. For example, the Width of the opening is 2.6 
mm. A coil formed by preliminary Winding of the rectangular 
coil by 38 turns cannot be inserted through the inlet of the slot 
S. Accordingly, as illustrated, in the inlet of the slot S, each 
rectangular coil SC is inserted into the slot S from the inlet 
(opening) of the slot S in the radial direction of the stator core 
12 so as to ensure conformity of the longitudinal direction of 
the rectangular coils SC. By so doing, the rectangular coil for 
38 turns are Wound, striding across a plurality of salient poles. 
The depth (depth in the R-arroW marked direction) of the 
Wide portion (4.0 mm) of the slot S is 23 mmia value greater 
than the thickness of 22.8 mm When 38 rectangular coils SC 
have been laminated. 

As described above, a rectangular conductor as a conductor 
forming the coil is obtained from the circular conductor. This 
method increases the percentage of the coil With respect to the 
space (coil space factor) in the slot. Further, the sectional area 
is formed in a slender and rectangular shape. This arrange 
ment alloWs the thickness of the stator core 12 (thickness of 
the rotating electrical machine in the radial direction) to be 
reduced. It should be added that, When a normal circular 
conductor is used, the coil space factor is about 65%. Use of 
the rectangular conductor of the present embodiment alloWs 
the coil space factor to be increased up to 85%. 

To get the same output as that of the prior art rotating 
electrical machine having an outer diameter of 240 mm, the 
outer diameter of the rotating electrical machine as the 
present embodiment can be 240 mm, and the inner diameter 
of the stator core 12 can be 180 mm. Further, in this case, if the 
distance of the gap betWeen the inner periphery of the stator 
10 and the outer periphery of the rotor 20 is 1 mm, the outer 
diameter of the rotor 20 is 178 mm, and the inner diameter of 
the through-hole on the inner periphery of the rotor 20 is 140 
mm. The external dimensions are the same as those of the 
prior art product, and the output of the same level can be 
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10 
obtained. Moreover, this arrangement provides the rotating 
electrical machine having a through-hole at the center. 

In the aforementioned description, the dimension of the 
stator coil across the thickness (height) is 0.6 mm. This 
dimension is preferably in the range from 1 mm through 0.4 
mm, for example. 

In the present embodiment, a coil is inserted through the 
opening of the slot. It is also possible to make such arrange 
ments that the stator core is divided, and after the stator coil 
has been mounted, the divided stator cores are integrated into 
one piece, Whereby the stator is produced. 

Referring to FIGS. 4 through 7, the folloWing describes the 
shape of the stator coil used in the rotating electrical machine 
as an embodiment of the present invention. In the ?rst place, 
FIG. 4 Will be used to explain the shape of the coil for one turn 
of the stator coil used in the rotating electrical machine as the 
present embodiment. FIG. 4 is a perspective vieW shoWing the 
shape of the coil for one turn. 
As illustrated, the coil SC for one turn has an approxi 

mately rectangular con?guration. The coils SC for one turn 
are approximately parallel to each other, and comprises the 
?rst and second slot inserts SC-S1 and SC-S2 as the straight 
lines to be inserted into the stator core slots, and the ?rst and 
second coil ends SC-E1 and SC-E2 connected to both ends of 
each of the slot inserts SC-S1 and SC-S2. TWist sections N1, 
N2, N3 and N4 are provided betWeen the ?rst and second slot 
inserts SC-S1 and SC-S2, and the ?rst and second coil ends 
SC-E1 and SC-E2. 
The coil SC illustrated in the draWing is formed by bending 

one rectangular coil. To be more speci?c, assume that Wind 
ing starts from the start of Winding ST in the draWing. In the 
?rst place, the ?rst coil end SC-E1 is formed. Then the rect 
angular coil is tWisted to form a tWist section N1. As shoWn in 
FIG. 3, the longitudinal direction of the rectangular coil SC 
Will conform to the radial direction R of the slot S, so that the 
?rst slot insert SC-S1 passes through the narroW portion of the 
inlet of the slot S. This procedure alloWs the coil to be inserted 
into the slot S. The rectangular coil is tWisted at the position 
Where the ?rst slot insert SC-S1 has come out of the slot S, so 
that the tWist section N2 is formed, Whereby the second coil 
end SC-E2 is formed. The second coil end SC-E2 extends 
from the position of the slot Where the ?rst slot insert SC-S1 
is inserted, to the position Where the slots for four coils are 
stridden across. After that, the rectangular coil is again 
tWisted at the next slot position, Whereby the tWist section N3 
is formed. Then the second slot insert SC-S2 is formed. Fur 
ther, the rectangular coil is tWisted to form a tWist section N4. 
Then the end of the next coil turn is formed. 
The rectangular coil SC has tWo Wide surfaces opposed to 

each other. One of these surfaces is called a front surface, and 
the other is called a back surface. To distinguish betWeen the 
tWo, the side corresponding to the back surface is provided 
With oblique lines in FIG. 4. To be more speci?c, in the 
illustrated state, the front surfaces of the ?rst coil end SC-E1, 
and the ?rst and second slot inserts SC-S1 and SC-S2 are 
located in the foreground. Since tWist sections N1, N2, N3 
and N4 are provided betWeen the ?rst and second slot inserts 
SC-S1 and SC-S2, and the ?rst and second coil ends SC-E1 
and SC-E2, the back surface of the second coil end SC-E2 is 
located in the foreground. To be more speci?c, in the present 
embodiment, tWist sections are provided betWeen the coil 
ends and slot inserts. Accordingly, the different surfaces of 
?rst coil end SC-E1 and second coil end SC-E2 are located in 
the same direction. 
The tWist section N1 changes the direction in Which the 

?rst coil end SC-E1 extends, to the orthogonal direction (the 
direction in Which the ?rst slot insert SC-S1 extends). This 
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twist section N1 further displaces the coil conductors in such 
a Way that the lamination direction of the coil conductors in 
the ?rst slot insert SC-S1 Will be the same as that of the coil 
conductors in the ?rst coil end SC-E1 (i.e. from top to bottom 
layers), and the front surface of the coil conductor located in 
the foreground in the ?rst coil end SC-E1 Will be located in the 
foreground in the ?rst slot insert SC-S1 as Well. 

The tWist section N2 changes the direction in Which the 
?rst slot insert SC-S1 extends, to the orthogonal direction (the 
direction in Which the second coil end SC-E2 extends). This 
tWist section N2 further displaces the coil conductors in such 
a Way that the lamination direction of the coil conductors in 
the second coil end SC-E2 Will be the same as that of the coil 
conductors in the ?rst slot insert SC-S1 (i.e. from bottom to 
top layers), and the front surface of the coil conductor located 
in the foreground in the ?rst slot insert SC-S1 Will be located 
in the background in the second coil end SC-E2 (the back 
surface of the coil conductor Will be located in the back 
ground). 

The tWist section N3 changes the direction in Which the 
second coil end SC-E2 extends, to the orthogonal direction 
(the direction in Which the second slot insert SC-S2 extends). 
This tWist section N3 further displaces the coil conductors in 
such a Way that the lamination direction of the coil conductors 
in the second slot insert SC-S2 Will be different from that of 
the coil conductors in the slot coil end SC-E2 (i.e. from top to 
bottom layers), and the back surface of the coil conductor 
located in the foreground in the second coil end SC-E2 Will be 
located in the background in the second slot insert SC-S2 as 
Well. 

The tWist section N4 changes the direction in Which the 
second slot insert SC-S2 extends, to the orthogonal direction 
(the direction in Which the ?rst coil end SC-E1 extends). This 
tWist section N4 further displaces the coil conductors in such 
a Way that the lamination direction of the coil conductors in 
the ?rst coil end SC-E1 Will be the same as that of the coil 
conductors in the second slot insert SC-S2 (i.e. from top to 
bottom layers), and the front surface of the coil conductor 
located in the foreground in the second slot insert SC-S2 Will 
be located in the foreground in the ?rst coil end SC-E1 as 
Well. 

The reason Why processing of tWisting is applied to provide 
such surface con?guration Will be described later With refer 
ence to FIG. 5. 

Referring to FIG. 5, the folloWing describes the shape of 
the stator coil equivalent to 1.5 turns, used in the rotating 
electrical machine of the present invention. FIG. 5 is a per 
spective vieW representing the shape of the stator coil for 1.5 
turns, used in the rotating electrical machine as an embodi 
ment of the present invention. 

FIG. 5 shoWs formation of a coil for 1 turn. This step is 
folloWed by the process of forming the ?rst coil end SC-E1, 
tWist section N1, ?rst slot insert SC-S1, tWist section N2 and 
second coil end SC-E2 in that order up to the middle of the 
second turn. The terminal of the second coil end SC-E2 is 
given as an end of Winding EN. 

As described above, a tWist section is provided betWeen the 
coil end and slot insert, With the result that the ?rst coil end 
SC-E1 and second coil end SC-E2 are formed in such a Way 
that different surfaces face in the same direction. This 
arrangement alloWs the start of Winding ST and end of Wind 
ing EN, to be located on the same sides. The ?rst slot inserts 
on the left of the Figure are provided in tWo layers, While the 
second slot insert on the right is provided in one layer. This 
Will be called a 1.5-turn layer coil in the folloWing descrip 
tion. 
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12 
The arroW mark R in the draWing indicates the radial direc 

tion of the rotating electrical machine (direction of depth of 
the slot on the stator core). On the ?rst coil end side on the top, 
lamination is sequentially carried out laminated, starting 
from the outer periphery in the radial direction (the inner part 
of the slot of the stator core). By contrast, on the second coil 
end side on the bottom, lamination is sequentially carried out 
laminated, starting from the inner periphery in the radial 
direction (the inlet of the slot of the stator core). 

Referring to FIG. 6, the folloWing describes the shape of 
the stator coil of 38 turns used in the rotating electrical 
machine as an embodiment of the present invention. FIG. 6 is 
a perspective vieW representing the shape of the stator coil of 
38 turns used in the rotating electrical machine as an embodi 
ment of the present invention. 

For example, When 38 turns (38 T) are required, the fol 
loWing step is taken, as described With reference to FIG. 3: 
The slot insert is inserted into the slot by ensuring the longi 
tudinal direction of the rectangular coil SC Will conform to 
the radial direction R of the slot S in order to permit passage 
through the narroW portion of the inlet of the slot S. While this 
step is taken, a tWist section is providedbetWeen the slot insert 
and coil end, Whereby the coil is formed. When this method is 
used, it is di?icult to complete 38 turns (38 T) in one opera 
tion. 

In the present embodiment, a 38-turn layer coil is divided 
into four 9.5-tum layer coils. Each of these coils is produced 
in the same procedure. After that, four-layer coils are inte 
grated into one piece, Whereby a 38-tum coil is obtained. 

To be more speci?c, as shoWn in FIG. 6, four layer coils for 
the 9.5-tum layer coil, LC1, LC2, LC3 and LC4 are formed 
sequentially according to the same method. In this case, When 
tWo 9. 5-turn layer coils are connected With each other and one 
of the slot inserts of one layer coil covers 9 layers, means are 
taken to ensure the slot insert of the other layer coil covers 10 
layers. Then these tWo coils are connected With each other, 
thereby getting a l9-turn coil. Further, the ends of the ?rst 
l9-turn coil and second l9-turn second coil are connected to 
get a 38-turn coil. 

The ends of the layer coils, LC1, LC2, LC3 and LC4, are 
connected folloWs: The start of Winding LC1-ST of the ?rst 
layer coil LC1 and the end of Winding LC2-EN of the second 
layer coil LC2 are connected by aging, using the connector 
CON1, in a manner similar to putting the plate-formed con 
ductors such as bus bars one on top of another. The start of 
Winding LC2-ST of the second layer coil LC2 and the end of 
Winding LC3 -EN of the third layer coil LC3 are connected by 
aging, using the connector CON2, in a manner similar to 
putting the plate-formed conductors such as bus bars one on 
top of another. Further, the start of Winding LC3-ST of the 
third layer coil LC3 and the end of Winding LC4-EN of the 
fourth layer coil LC4 are connected by aging, using the afore 
mentioned connector CON3. As a result, the end of Winding 
LC1-EN of the ?rst layer coil LC1 and the start of Winding 
LC4-ST of the fourth layer coil LC4 are left behind as an 
overall start of coil to be Wound, and an overall end of coil to 
be Wound, having 38 turns. These tWo points provide one 
terminal of the coil. This terminal is connected by connection 
ring, as shoWn in FIG. 2, thereby yielding a coil of 3-phase 
distributed Winding according to the Y-connection or delta 
connection method, as required. 
As shoWn in FIG. 5, a tWist section is provided betWeen the 

coil end and slot insert so that the start and end of coil Winding 
are located on the same surface. Accordingly, after several 
rectangular coils are laminated to form a layer coil, this 
arrangement facilitates the Work of connecting betWeen layer 
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coils as Well as the Work of Wiring the thee-phase stator coil 
formed by serial connection of a plurality of layer coils. 

The arroW mark Y of the Figure indicates the direction in 
Which the rotary shaft of the rotating electrical machine 
rotates. For example, the thickness of the end of Winding 
LC1-E1 on the upper side of the ?rst layer coil LC1 in the 
direction of arroW mark Y is equal to the Width of the coil 
conductor constituting the layer coil. In the aforementioned 
example, this thickness is 3.6 mm. When the direction of 
arroW mark R is assumed to indicate the radial direction of the 
rotating electrical machine, then the thickness of the slot 
insert LCSl-Sl on the right of the ?rst layer coil LC1 in the 
direction of arroW mark R, for example, is the same as the 
thickness When ten coil conductors constituting the layer coil 
have been laminated. In the aforementioned example, this 
thickness is 6.0 mm (0.6 mm><10 layers). As shoWn With 
reference to FIG. 4, a tWist section is provided betWeen the 
coil end of the layer coil and the slot insert. Because of this 
arrangement, the thickness of the coil end of the layer coil in 
the direction of arroW markY can be made equal to the Width 
of the coil conductor, Without being restricted to the number 
of layers of the coil conductor constituting the layer coil. 
When a 38-turn coil is formed using four layer coils LCl, 
LC2, LC3 and LC4, the thickness of the coil end of this coil in 
the direction of arroW markY can be equivalent to four Widths 
of the coil conductor constituting the layer coil, i.e., 14.4 mm, 
in the case of the aforementioned example. This arrangement 
can reduce the length of the coil end of the rotating electrical 
machine. 

Whereas four layer coils LCl, LC2, LC3 and LC4 are 
laminated in the radial direction (indicated by arroW mark R) 
in the slot insert, they are laminated in the axial direction 
(indicated by arroW mark Y) in the coil end. 

Referring to FIG. 7, the folloWing describes the shape of 
the three-phase coil used in the rotating electrical machine as 
the present embodiment. FIG. 7 is a perspective vieW repre 
senting the three-phase coil used in the rotating electrical 
machine as an embodiment of the present invention. 

In the present embodiment, three-phase coils of phases U, 
V and W are utiliZed. They are inserted into the slot of the 
stator core in a predetermined sequence, for example, in the 
sequence of phases U, V and W. After the U-phase coil has 
been inserted, the V-phase coil is inserted. The U-phase coil 
end should not interfere With the V-phase coil end, and the 
V-phase coil end should not interfere With the W-phase coil 
end. To ensure that such an inference Will not occur, the U-, V 
and W-phase coils are designed to have different con?gura 
tions. 

FIG. 7 shoWs a U-phase layer coil LC-U forming a U-phase 
coil, a V-phase layer coil LC-V forming a V-phase coil, and a 
W-phase layer coil LC-W forming a W-phase coil. The layer 
coils LC-U, LC-V and LC-W in the circumferential direction 
have the same length. As shoWn in FIG. 7, hoWever, in the coil 
end, the coil end of the layer coil LC-U is bent about 90 
degrees With respect to the slot insert. Further, the coil end of 
the V-phase layer coil LC-V is bent about 45 degrees With 
respect to the slot insert. The coil end of the W-phase layer 
coil LC-W is extended in the direction Where the slot insert is 
extended. The aforementioned con?guration of the 3-phase 
coils prevents interference among the U-phase coil end, 
V-phase coil end and W-phase coil end. 
When the coil of each phase bent in the aforementioned 

manner is built into the stator core, the coil end shoWn in FIG. 
1 is formed. To be more speci?c, the direction of coil lami 
nation is changed from the radial direction to the axial direc 
tion, in a manner similar to draWing an arc using the outer 
most portion of the coil of each phase. The coil end of the 
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W-phase coil protrudes most conspicuously in the axial direc 
tion from the end face of the stator core 12 in the axial 
direction (exhibits the longest protrusion). HoWever, the 
height in the radial direction from the surface of the inner 
periphery of the stator core 12 is the smallest. Conversely, the 
coil end of the U-phase coil exhibits the shortest protrusion in 
the axial direction from the end face of the stator core 12 in the 
axial direction, and the height in the radial direction from the 
surface of the inner periphery of the stator core 12 is the 
greatest. For the coil end of the V-phase coil, the protrusion in 
the axial direction from the end face of the stator core 12 in the 
axial direction is smaller than that of the W-phase coil but 
greater than that of the U-phase coil. Further, for the coil end 
of the V-phase coil, the height in the radial direction from the 
surface of the inner periphery of the stator core 12 is greater 
than that of the W-phase coil and smaller than that of the 
U-phase coil. 

Referring to FIG. 8, the folloWing describes the system 
con?guration of a hybrid vehicle using a rotating electrical 
machine of the present embodiment. FIG. 8 is a diagram 
shoWing the system con?guration of a hybrid vehicle using 
rotating electrical machine as an embodiment of the present 
invention. 
The hybrid vehicle of the present embodiment comprises 

tWo functions; the function of an engine poWer train poWered 
by an engine ENG as an internal combustion engine; and the 
function of an electronic poWer train poWered by an AC. 
motor generator M/G. The AC. motor generator M/G is a 
rotating electrical machine illustrated in FIGS. 1 through 7, 
and is provided With the aforementioned con?guration. The 
engine ENG drives the Wheels of a vehicle through the trans 
mission. Further, the energy thereof is stored in a hi gh-voltage 
battery as an electric energy, and is used as energy When the 
AC. motor generator M/G operates as a motor. 

The AC. motor generator M/G Works as a motor and is 
used for the traveling of a vehicle at the time of startup and 
loW-speed traveling. To recover the energy When the vehicle 
is running, the AC. motor generator M/G is operated under 
the control of regenerative braking in the deceleration mode, 
and serves as a generator. In the system shoWn in FIG. 8, the 
engine ENG is automatically stopped When stopping the 
vehicle to Wait for a tra?ic light at an intersection, despite the 
operation mode. The vehicle is started by the torque of the 
AC. motor generator M/G. After that, the engine ENG is 
automatically started, according to this control method. The 
vehicle traveling energy in the deceleration mode is collected 
by the AC. motor generator M/G, and this arrangement 
improves the fuel economy. Further, theA.C. motor generator 
M/G is used as a motor to provide torque for running of the 
vehicle. Further, use of the engine is minimiZed in the opera 
tion mode Where a large volume of deleterious substance is 
contained in the emission gas of the engine. This control 
method reduces the amount of emission gas. 
The front of the vehicle has a front drive shaft FDS sup 

ported rotatably thereby. Front Wheels FRW and FLW are 
provided on both ends of the front drive shaft FDS. A defer 
ential gear DEF as a poWer distribution mechanism is 
installed at the center of the front drive shaft FDS. The def 
erential gear DEF distributes the rotation drive force to the 
front drive shafts FDS on the right and left, the rotation drive 
force being transmitted through the transmission T/M from 
the engine ENG. The transmission T/ M changes the speed of 
the rotation drive force of the engine ENG and transmits it to 
the deferential gear DEF. The engine ENG is controlled by 
controlling the actuators such as the injector for controlling 
the amount of fuel supply and the throttle apparatus for con 
trolling the amount of air supply, by using the engine control 
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unit ECU. The speed change operation by the transmission 
T/M is controlled by the transmission control unit TCU. 

The AC. motor generator M/G is arranged together With 
the engine ENG, in the engine room provided on the front 
portion of the car body. The AC. motor generator M/G is 
installed betWeen the engine ENG and transmission T/ M. The 
rotor is mechanically coupled With the input shaft of the 
transmission T/M. This arrangement alloWs the AC. motor 
generator M/G to transmit the rotation drive force to the 
engine ENG, and to receive the rotation drive force from the 
engine ENG. 
A space is created inside the AC. motor generator M/G as 

a rotating electrical machine. Part of the end of the transmis 
sion T/M is arranged in this space provided inside the AC. 
motor generator M/G. The rotating electrical machine Was 
described With reference to FIG. 1. Inside the rotor of the AC. 
motor generator M/G, as shoWn in FIG. 8, a space is provided 
betWeen the shaft of the AC. motor generator MG and the 
interior of the rotor. In the present embodiment, part of the 
transmission is arranged in this space. To prevent contamina 
tion, it is also possible to make such an arrangement that a thin 
cover is provided on the internal surface of the rotor and a 
space is formed inside this cover. This arrangement prevents 
intrusion of dust and contamination, as described above, and 
avoids the trouble that may be caused When an object 
arranged in this space is brought in contact With the surface of 
the rotor rotating at a high speed. 
A clutch is mounted betWeen the shaft of the AC. motor 

generator MG and the shaft of the engine ENG. When the 
vehicle is driven only by the AC. motor generator M/G, this 
clutch is disengaged and the engine is disconnected from the 
transmission. To start the engine during the traveling only by 
the AC. motor generator M/G, the clutch is disengaged and 
the engine speed is increased. Under this condition, the fuel or 
ignition energy is supplied to alloW complete explosion. 

The energy for operating the AC. motor generator M/G as 
a motor is supplied from the on-board poWer supply of the 
300-volt system (200 through 350V), for example, composed 
of the high-voltage battery HBA. The direct current from the 
on-board poWer supply is converted into the AC. by the 
inverter apparatus INV and is supplied to the AC. motor 
generator M/G. The inverter apparatus INV comprises: 

a poWer module PM composed of a semiconductor sWitch 
ing device such as IGBT and MOS-PET; 

a drive unit DU for on-off drive of the semiconductor 
sWitching device constituting the poWer module PM; and 

a control unit MCU for the rotating electrical machine to 
control the AC. motor generator M/G. 

The direct current voltage of the high-voltage battery HBA 
is supplied to the inverter apparatus INV and is converted into 
the 3-phase A.C. by the inverter apparatus INV. The 3-phase 
A.C. controlled by the inverter apparatus INV is supplied to 
the stator coil of the AC. motor generator M/G as a rotating 
electrical machine. This causes a revolving ?eld and the rotor 
rotates With respect to the stator. This arrangement alloWs the 
AC. motor generator M/G to Work as a motor and to generate 
the drive force to help the engine ENG to drive the vehicle. 

In the meantime, the AC. motor generator M/G as a rotat 
ing electrical machine has its rotor equipped With a perma 
nent magnet. When the rotor is driven by the rotation force 
from the Wheel or the rotation drive force from the engine 
ENG, voltage is induced to the stator coil. This procedure 
alloWs the AC. motor generator M/G to be operated as a 
motor and to generate the 3-phase AC. power for charging 
the high-voltage battery HBA. The 3-phase AC. is converted 
into the direct current poWer by the inverter apparatus INV, 
and is used to charge the high-voltage battery HBA. A gen 
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erator is provided in addition to the aforementioned AC. 
motor generator M/G. The rotation torque from the engine 
and the Wheel in the deceleration mode can be transmitted to 
the aforementioned generator. If consideration is given to the 
motor characteristics and doWnsiZing When manufacturing 
the aforementioned AC. motor generator M/G, the function 
of the AC. motor generator M/G as a motor may be insu?i 
cient. In this case, another generator is preferably installed. 
A l4-volt on-board poWer supply composed of a loW volt 

age battery LBA is also provided. To supply current to the 
equipment mounted on the vehicle such as a light, radio and 
direction indicator (not illustrated), the loW voltage on-board 
poWer supply is electrically connected thereto in parallel. A 
DC/DC converter DCC is arranged betWeen the high-voltage 
battery HBA and loW voltage battery LBA. It supplies poWer 
the high-voltage battery by stepping up the voltage from loW 
voltage direct current poWer supply, or converts the output of 
the high-voltage battery HBA into the direct current loW 
voltage to supply it to the loW voltage battery LBA. Trans 
mission of poWer betWeen the high-voltage battery HBA and 
loW voltage battery LBA is controlled by the battery control 
unit BCU. 

The transmission control unit TCU, engine control unit 
ECU, control unit MCU for rotating electrical machine and 
battery control unit BCU are controlled by a general control 
unit GCU through the on-board local area netWork LAN. The 
general control unit GCU controls the transmission control 
unit TCU, engine control unit ECU, control unit MCU for 
rotating electrical machine and battery control unit BCU, 
Whereby general control of the hybrid car is provided. 

Referring to FIG. 9, the folloWing describes the drive sys 
tem con?guration of the rotating electrical machine of a 
hybrid car using the rotating electrical machine of the present 
embodiment. FIG. 9 is a poWer drive system con?guration of 
the rotating electrical machine of a hybrid car using the rotat 
ing electrical machine as an embodiment of the present inven 
tion. In this embodiment, a poWer MOS is used as a sWitching 
device. It is possible to use other sWitching device such as an 
IGBT. For example, When the IGBT is used, the diodes 
arranged in parallel connection is required. As described 
above, the same reference numerals as those of the other 
draWings indicate the same component parts. 
The poWer module PM is composed of a parallel connec 

tion among a series circuit betWeen the U-phase upper arm 
sWitching device Mup and the U-phase under arm sWitching 
device Mun; a series circuit betWeen the V-phase upper arm 
sWitching device Mvp and V-phase under arm sWitching 
device Mvn; and a series circuit betWeen the W-phase upper 
arm sWitching device MWp and W-phase under arm sWitching 
device MWn. It converts the direct current poWer supplied 
from the high-voltage battery HBA, into the AC. poWer, 
Which is supplied to the three-phase stator coil of phases U, V 
and W constituting the stator 10 of the rotating electrical 
machine. The rotor 20 is driven by the magnetomotive force 
generated by the current ?oWing to the three-phase stator coil. 

Currents iu, iv and iW supplied to the three-phase stator 
coils are each detected by current detectors Cu, Cv and CW. 
As the rotor 20 rotates, the magnetic pole position 6 of the 
rotor 20 is detected by the magnetic pole position detector 
MPC. 
The control unit MCU for rotating electrical machine out 

puts the command signal for controlling the operation of the 
drive unit DU, to the drive unit DU, in response to (l) the 
command signal from the high-order control unit such as an 
engine control unit 60 and general control unit GCU, and (2) 
various detection signals (feedback signals) regarding the 
interphase voltage of the AC. motor generator M/G as a 
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rotating electrical machine and the terminal voltage of the 
battery HBA. Further, the control unit MCU for rotating 
electrical machine converts the currents iu, iv and iW detected 
by current detectors Cu, Cv and CW, into the currents iq and 
id on the q-d coordinate axes by the magnetic pole position 6 
detected by the magnetic pole position detector MPC. The 
drive unit DU is controlled so that the currents iq and id Will 
be the target values. 
As described above, the present embodiment improves the 

coil space factor of the stator coil With respect to the stator 
core slot. This arrangement alloWs the thickness of the stator 
in the radial direction to be reduced, and hence a space to be 
created inside the rotating electrical machine. This space can 
be provided With a penetration hole so that other equipment 
such as the input shaft of the transmission is placed so as to 
penetrate the space. Part of the transmission can be placed 
inside. As described above, the length of the stator in the 
radial direction can be minimiZed, and the external dimen 
sions of the rotating electrical machine can be kept to desired 
dimensions. This structure alloWs the rotating electrical 
machine to be manufactured, With the external dimensions 
hardly changed. 
A tWist section is provided betWeen the coil end and slot 

insert so that the start and end of coil Winding are located on 
the same surface. After a layer coil has been produced through 
lamination of a plurality of rectangular coils, this arrange 
ment facilitates the Work of connecting betWeen layer coils as 
Well as the Work of Wiring the thee-phase stator coil formed 
by serial connection of a plurality of layer coils. 
What is claimed is: 
1. A rotating electrical machine comprising: 
a stator; and 
a rotor, arranged inside the stator, rotatably shaft- supported 

through a gap on the peripheral surface of the stator; 
Wherein said stator further comprises: 
a stator core; and 
stator coils incorporated into the stator core; 
Wherein said stator core has a plurality of slots, provided 

continuously in an axial direction, formed in the circum 
ferential direction; and said stator coils being composed 
of a plurality of phase coils continuously Wound thereon, 
and the coil conductors being laminated; 

Wherein each of said phase coils are ?at rectangular con 
ductors having a Width greater than its height and com 
prises: 

tWo coil sides extending in the axial direction; and 
tWo coil ends, displaced by the tWist section from both ends 

of the coil sides, extending in the circumferential direc 
tion; 

Wherein said tWo coil sides are laminated into saidtWo slots 
such that the direction of the height of the stator coil is 
the radial direction, separated With other, striding across 
said slots; 

Wherein said tWo coil ends protruding in both axial direc 
tions from said slot are arranged on both ends of said 
stator core in the axial direction; 

Wherein, of said plurality of phase coils, a plurality of the 
?rst phase coils have the coil ends thereof arranged on 
both ends of the stator core in the axial direction so that 
the lamination direction of said ?at rectangular conduc 
tors in said coil ends Will be the same as the axial direc 

tion; 
of said plurality of phase coils, a plurality of the second 

phase coils have the coil ends thereof arranged on both 
ends of the stator core in the axial direction so that the 
lamination direction of said ?at rectangular conductors 
in said coil ends Will be arranged at the middle angle of 
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the axial direction and the radial direction; and the coil 
ends Will stride across the adjacent tWist sections of the 
?rst phase coils adjacent to each other in the circumfer 
ential direction, through the outside of the coil ends of 
the ?rst phase coil; and 

Wherein, of said plurality of phase coils, a plurality of the 
third phase coils have the coil ends thereof arranged on 
both ends of the stator core in the axial direction so that 
the lamination direction of said ?at rectangular conduc 
tors in said coil ends Will be the same as the radial 
direction; and the coil ends Will stride across the adja 
cent tWist sections of the ?rst and second phase coils 
adjacent to each other in the circumferential direction, 
through the outside of the coil ends of the ?rst and 
second phase coils. 

2. The rotating electrical machine described in claim 1, 
Wherein each of phase coils is tWisted by the tWist section in 
such a Way that said coil conductors Will be laminated on the 
surface of the coil conductor in one of said coil ends, and on 
the reversed surface of the coil conductor in the other of the 
coil ends. 

3. The rotating electrical machine described in claim 1, 
Wherein each of phase coils is tWisted by the tWist section in 
such a Way that the direction of laminating the coil conductors 
in one of said coil ends is from top to bottom; Whereas, in the 
other of said coil ends, the direction is from bottom to top. 

4. The rotating electrical machine described in claim 3, 
Wherein each of said phase coils is characterized in that the 
start of the coil conductor Winding is formed on one of the coil 
ends, and the end of the coil conductor Winding is formed on 
the other of the coil ends; Wherein the start and end of Winding 
are located on the upper layer of the laminate created by 
lamination of said coil conductors. 

5. A rotating electrical machine, for providing a drive 
source for generating the drive force of a vehicle together With 
an internal combustion engine, arranged betWeen a transmis 
sion for changing the drive force of the drive source and 
transmitting it to an axle, and the internal combustion engine; 
comprising: 

a stator; and 
a rotor, arranged inside the stator, rotatably shaft-supported 

through a gap on the peripheral surface of the stator; 
Wherein said stator further comprises: 
a stator core; and 
stator coils incorporated into the stator core; 
Wherein said stator core has a plurality of slots, provided 

continuously in an axial direction, formed in the circum 
ferential direction; said stator coils being composed of a 
plurality of phase coils continuously Wound thereon, 
and the coil conductors being laminated; 

Wherein each of said phase coils are ?at rectangular con 
ductors having a Width greater than its height and com 
prises: 

tWo coil sides extending in the axial direction; and 
tWo coil ends, displaced by the tWist section from both ends 

of the coil 
sides, extending in the circumferential direction; 
Wherein said tWo coil sides are laminated into saidtWo slots 

such that the direction of height of the stator coil Will be 
the radial direction, separated With other, striding across 
said slots; 

Wherein said tWo coil ends protruding in both axial direc 
tions from said slot are arranged on both ends of said 
stator core in the axial direction; 

Wherein, of said plurality of phase coils, a plurality of the 
?rst phase coils have the coil ends thereof arranged on 
both ends of the stator core in the axial direction so that 
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the lamination direction of said ?at rectangular conduc 
tors in said coil ends Will be the same as the axial direc 

tion; 
of said plurality of phase coils, a plurality of the second 

phase coils have the coil ends thereof arranged on both 
ends of the stator core in the axial direction so that the 
lamination direction of said ?at rectangular conductors 
in said coil ends Will be arranged at the middle angle of 
the axial direction and to the radial direction; and the coil 
ends Will stride across the adjacent tWist sections of the 
?rst phase coils adjacent to each other in the circumfer 
ential direction, through the outside of the coil ends of 
the ?rst phase coil; and 

Wherein, of said plurality of phase coils, a plurality of the 
third phase coils have the coil ends thereof arranged on 
both ends of the stator core in the axial direction so that 
the lamination direction of said ?at rectangular conduc 
tors in said coil ends Will be the same as the radial 
direction; and the coil ends Will stride across the adja 
cent tWist sections of the ?rst and second phase coils 
adjacent to each other in the circumferential direction, 
though the outside of the coil ends of the ?rst and second 
phase coils. 
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6. The rotating electrical machine described in claim 5, 

Wherein each of phase coils is tWisted by the tWist section in 
such a Way that said coil conductors Will be laminated on the 

surface of the coil conductor in one of said coil ends, and on 
the reversed surface of the coil conductor in the other of the 
coil ends. 

7. The rotating electrical machine described in claim 5, 
Wherein each of phase coils is tWisted by the tWist section in 
such a Way that the direction of laminating the coil conductors 
in one of said coil ends is from top to bottom; Whereas, in the 
other of said coil ends, the direction is from bottom to top. 

8. The rotating electrical machine described in claim 7, 
Wherein each of said phase coils is characterized in that the 
start of the coil conductor Winding is formed on one of the coil 
ends, and the end of the coil conductor Winding is formed on 
the other of the coil ends; Wherein the start and end of Winding 
are located on the upper layer of the laminate created by 
lamination of said coil conductors. 
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