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SYSTEM AND METHOD FOR DYNAMIC 
DEVICE DRIVER SUPPORT IN AN OPEN 

SOURCE OPERATING SYSTEM 

TECHNICAL FIELD 

The present disclosure relates generally to the ?eld of 
computer systems and, more speci?cally, to a system and 
method for dynamic device driver support for the kernel of an 
open source operating system. 

BACKGROUND 

The operating system of a computer server is an interface 
betWeen the hardWare and the software applications of the 
computer system. Each operating system, sometimes referred 
to as a kernel, typically includes an element of software code 
knoWn as a device driver. The term kernel is sometimes used 
to refer to the loWest level of the operating system. The device 
driver of the kernel typically resides in the loWest level of the 
operating system and provides the loW level interface 
betWeen the hardWare elements of the computer system and 
the operating system to direct the operation of the hardWare 
elements of the computer system. 

Because the device driver of an operating system provides 
an interface betWeen the hardWare of the computer system 
and the application programs of the computer systems, the 
application programs of the computer system are able to 
interface With the hardWare Without the necessity of making 
functions calls that are speci?c to the hardWare architecture of 
each model of computer system. Through function calls to the 
operating system or kernel application programs may request 
certain action by the hardWare resources of the computer 
system, including such hardWare resources as the CPU, stor 
age devices, memory, and input/ output devices. Once such a 
function call is received by the operating system, the device 
driver of the operating system or kernel interfaces With the 
hardWare resources of the computer system. A device driver, 
Which serves as a softWare interface betWeen the application 
and the hardWare architecture of the computer system, may be 
Written speci?cally for the hardWare architecture of the com 
puter system. The operating system communicates With the 
device driver of the computer system to request certain func 
tions of the hardWare of the computer system, including CPU 
scheduling functions, interrupt functions, memory manage 
ment functions, memory storage and retrieval functions, and 
device input and output functions. 
Open source operating systems, such as Linux, a standard 

iZed version of Which is marketed by Red Hat, Inc. of 
Durham, NC, have come into more common use in com 
puter systems. Open source softWare is characteriZed by 
freely available source code. In the case of an open source 
operating system, the source code of the operating system is 
accessible to users of the operating system. Because the 
source code of an open source operating system is available, 
the softWare may be readily modi?ed to accommodate the 
needs or desires of the user. Even the most sensitive portions 
of an open source operating system, including the kernel, may 
be modi?ed. After a modi?cation by the user, the user may 
choose to distribute the source code to others, leading to a 
gradual evolution in the product. It is theoriZed that the ability 
to modify and distribute open source softWare leads to the 
faster correction of bugs and improvement of the functional 
ity of the softWare, as compared With proprietary softWare 
packages. The source code for the Red Hat Linux operating 
system may be doWnloaded from the Internet or the softWare 
may be purchased from a vendor in a packaged format. 
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2 
With respect to the Linux open source operating system, 

the Linux operating system runs on a number of hardWare 
platforms, including computer systems platforms for desktop 
computer systems and server systems. A number of vendors 
package and sell a standardized version of the Linux operat 
ing system. This packaged system includes application pro 
grams, installation tools, utility programs, development tools, 
graphical interface, and the device drivers. Even though a 
standardiZed version of an open source operating system may 
be purchased from a third party vendor, the operating system, 
including the kernel, may be readily modi?ed by the user to 
create a customiZed operating system. 
Computer system manufacturers are noW offering the 

option of installing open source operating systems in com 
puters systems, including server systems. As part of the open 
source operating system, the computer system manufacturer 
Will typically include in the operating system package a 
device driver that is speci?c to the computer system model or 
family of computer system models of the computer system 
manufacturer. One dif?culty of providing an open source 
driver as part of an open source operating system is that the 
source code of the open source driver may contain proprietary 
information concerning the hardWare architecture of the com 
puter system or the family of computer systems of the com 
puter system manufacturer. A possible solution to this prob 
lem is to provide to users a precompiled device driver. The 
user or a competitor Would not be able to identify in the 
compiled device driver the proprietary information that could 
possibly be found in the source code of the device driver. 
The option of providing a precompiled device driver is not 

completely satisfactory. In the Linux operating system, for 
example, the precompiled device driver only Works With the 
kernel that the driver is compiled against. When the device 
driver is compiled for the sake of execution, the device driver 
Will expect to receive function calls from the kernel that are 
named according to a naming convention in Which the suf?x 
of the function call name is speci?c to the Linux kernel. A 
change to the source code of the kernel, Which Would neces 
sitate the recompilation of the kernel, results in a change to the 
names of the function calls of the kernel. In this instance, the 
names of the function calls of the kernel Would not match the 
names expected by the compiled device driver. As a result, a 
device driver only Works for the kernel that the device driver 
is compiled against because the function call names must 
match betWeen the compiled kernel and the compiled device 
driver. 

Although a hardWare vendor can supply precompiled 
device drivers to support a feW popular Linux kernels, many 
other kernels Will be left unsupported. If a computer manu 
facturer, Wants its device driver to support all Linux kernels, 
source code for the device driver must be provided to vendors 
of standardized version of the open source operating system 
so the source code can be distributed to customers, enabling 
the customers to compile the device driver against the kernel 
of the customer’s operating system. The dif?culty With the 
approach of distributing an open source driver is that if pro 
prietary information concerning the products of the hardWare 
manufacturer is included in the open source driver, this infor 
mation may become knoWn to others. 

SUMMARY 

The present disclosure concerns a system and method for 
providing device driver support in an open source operating 
system. A device driver for a computer system that includes 
an open source operating system, including an open source 
kernel, is constructed from an open source service layer and a 
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set of precompiled driver modules. Once compiled against 
the kernel of the operating system, the service layer provides 
an interface betWeen the kernel of the operating system and 
the applicable driver modules. The set of driver modules 
includes a number of individual driver modules, With each of 
the individual driver modules being speci?c to a hardWare 
architecture of the computer system. 

The kernel of the operating system and the compiled ser 
vice layer are able to pass betWeen one another function calls 
that are named according to a naming convention. The func 
tion calls passed betWeen the kernel of the operating system 
and the compiled service layer are not speci?c to the hardWare 
architecture of the computer system. The compiled service 
layer is able to pass to the appropriate driver module com 
mands that are speci?c to the hardWare architecture of the 
computer system. The service layer thus provides an interface 
betWeen the open source operating system and a set of pre 
compiled device drivers. If the kernel of the operating system 
is modi?ed, the service layer is recompiled against the modi 
?ed kernel. 
A technical advantage of the present disclosure is the pro 

vision of a device driver for an open source operating system 
that permits the computer system manufacturer to provide 
device drivers for its computer systems, While preventing the 
disclosure of sensitive proprietary information in those 
device drivers. The device driver of the present invention 
includes a portion that is provided in an open source format. 
This portion can be compiled against the kernel of the oper 
ating system to satisfy the naming convention of the kernel 
function calls of the open source operating system. Another 
portion of the device driver includes precompiled driver mod 
ules. The precompiled driver modules may contain propri 
etary information concerning the hardWare architecture. The 
communication betWeen the kernel and the compiled service 
layer is not speci?c to the hardWare architecture of the com 
puter system, While the communication betWeen the com 
piled service layer and the compiled driver modules may be 
speci?c to the hardWare architecture of the computer system. 

Another technical advantage of the present invention is a 
method for distributing device driver softWare to users of a 
computer system having an open source operating system. A 
device driver having an open source service layer is provided. 
The provision of the open source service layer permits a user 
to modify or replace the kernel of the operating system. Once 
the user modi?es the kernel of the operating system, the user 
can rebuild the device driver of the computer system by 
compiling the service layer against the modi?ed operating 
system kernel. In this manner, the user can continue to modify 
the open source operating system, While proprietary informa 
tion of the computer system manufacturer is protected against 
disclosure and resides in the precompiled driver modules of 
the device driver. 

Other technical advantages Will be apparent to those of 
ordinary skill in the art in vieW of the folloWing speci?cation 
claims, and draWings. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a block diagram of the logical relationship of 
softWare elements of the present disclosure; and 

FIG. 2 is a How diagram of the method for loading a device 
driver in a computer system having an open source operating 
system. 

DETAILED DESCRIPTION 

The present disclosure concerns a method and system for 
dynamic device driver support to accommodate modi?ca 
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4 
tions to the open source kernel of an open source operating 
system. An open source operating system Will include a 
device driver that serves as an interface betWeen the kernel of 
the operating system and the hardWare of the computer sys 
tem. The device driver of the present invention includes tWo 
elements, the ?rst of Which is a set of one or more driver 
modules. The driver modules are compiled, executable code. 
The second element of the device driver is an open source 
service layer. The open source service layer is an intermediate 
softWare layer that serves as a softWare interface betWeen the 
kernel of the operating system and the driver modules of the 
device driver. 
When the open source service layer is compiled against the 

kernel of the operating system, the compiled service layer is 
con?gured With respect to the kernel. As such, the compiled 
service layer recogniZes the naming convention of the func 
tion calls from the kernel. The compiled service layer inter 
acts With the compiled driver modules and serves as an inter 
mediary betWeen the driver modules, Which are speci?c to the 
hardWare architecture of the computer system, and the kernel. 
Because of the presence of the compiled service layer 
betWeen the kernel and the compiled driver modules, the 
compiled driver modules do not have to recogniZe changes to 
the kernel of the operating system. The service layer can be 
recompiled, if necessary, against the kernel. As such, the 
function of the driver modules is not dependent on the naming 
convention of the function calls from kernel, and modi?ca 
tions to the kernel do not affect the operation of the driver 
modules. 
ShoWn in FIG. 1 is a block diagram of the logical relation 

ship of the device driver modules, operating system service 
layer, and operating system kernel. A device driver 12 
includes an operating system service layer 12 and one or more 
device driver modules 16-22. Each device driver module is 
associated With the hardWare architecture of a computer sys 
tem model of a family of computer systems. As an example, 
a computer manufacturer may have thirty or more computer 
system models Within a family of server systems. Each com 
puter system model Will have an associated device driver 
module. Each of the device driver modules is provided to 
users in executable, or compiled, format. Because the device 
driver modules are in an executable format, it is dif?cult, if not 
impossible, to identify the proprietary content Within the 
module concerning the hardWare architecture of the computer 
system or family of computer systems. 

Also shoWn in FIG. 1 is an operating system service layer 
14. The operating system service layer is provided to users in 
an open source format. As shoWn in FIG. 1, the operating 
system service layer 14 serves as an interface betWeen oper 
ating system kernel 10 and device driver modules 16-22. 
Functions calls to device driver 12 are received by operating 
system service layer 14, Which processes the function calls 
and interfaces With proper device driver module to complete 
the requested function call directed to the hardWare of the 
computer system. In the case of a device driver that includes 
several driver modules, operating system service layer 14 Will 
interact With only the device driver module associated With 
the hardWare architecture of the computer system model. 
ShoWn in FIG. 2 is a series of method steps for establishing 

a device driver in a computer system that includes an open 
source operating system. At step 30, an attempt is made to 
load the existing device driver of the operating system. The 
computer manufacturer Will typically include With the com 
puter system a number of pre-compiled device drivers that are 
associated With standardized versions of the open source 
operating system. As an example, the computer manufacturer 
may choose to include as part of an open-source Linux oper 
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ating system, pre-compiled device drivers that are associated 
With popular, standardized versions of the Linux operating 
system, including, for example, Linux 7.0 and Linux 7.1. As 
part of the loading operation of step 30, the computer system 
determines if a pre-compiled driver is associated With the 
kernel of the operating system. If a pre-compiled device 
driver exists that is associated With the kernel of the operating 
system, the device driver is loaded. 

At step 32, it is determined Whether the load operation Was 
successful. The load operation is successful if a precompiled 
device driver exists that is associated With the kernel of the 
operating system. As such, the load operation is successful if 
the operating system is a standardiZed open source operating 
system and the computer manufacturer has provided to the 
user a pre-compiled device driver that is associated With the 
kernel of the standardiZed open source operating system. If it 
is determined that the load operation is successful at step 32, 
the process of establishing a device driver in the computer 
system concludes at step 34. If it is determined at step 32 that 
the load operation of step 30 is unsuccessful, the kernel of the 
open source operating system is not associated With or sup 
ported by any of the existing pre-compiled device drivers of 
the computer system. The open source kernel may not be 
recogniZed or associated With any of the pre-compiled device 
drivers of the computer system because the open source ker 
nel may be a neWly standardiZed kernel that is not yet sup 
ported by a pre-compiled device driver or because a user has 
made a user-speci?c modi?cation to the device. In either 
event, a dynamic device driver, Which can be associated With 
the unrecognized or modi?ed kernel, must be built. 

At step 36, the open source service layer, Which is shoWn as 
element 14 in FIG. 1, is compiled against the kernel of the 
operating system. If the compilation is determined to be 
unsuccessful at step 38, processing ends and the user is noti 
?ed at step 40 that the kernel of the operating system cannot 
be supported by the computer system. If the compilation is 
successful, a link operation is performed at step 42 in Which 
the compiled service layer is linked to the compiled driver 
modules, Which are shoWn in FIG. 1 as compiled driver mod 
ules 106-112, forming a dynamic device driver. If it is deter 
mined at step 44 that the link operation is unsuccessful, pro 
cessing ends and the user is noti?ed at step 40 that the kernel 
of the operating system cannot be supported by the computer 
system. Following a successful link operation, the linked 
compiled service layer and the compiled driver modules com 
prise the dynamic device driver. The dynamic device driver is 
next loaded at step 46. If the load of the dynamic device driver 
is determined at step 48 to be unsuccessful, processing ends 
and the user is noti?ed at step 40 that the kernel of the 
operating system cannot be supported by the computer sys 
tem. If the load of the dynamic device driver is successful, 
processing ends. The successful load of the dynamic device 
driver permits the kernel of the operating system to function 
With and make calls to the hardWare of the computer system. 

The invention described herein is applicable to any infor 
mation handling system that includes an operating system 
and a hardWare system, including any computer system, 
server, router, or any other instrumentality or aggregate of 
instrumentalities that is operable to compute, classify, pro 
cess, transmit, receive, retrieve, originate, sWitch, store, dis 
play, manifest, detect, record, reproduce, handle, or utiliZe 
any form of information, intelligence, or data for business, 
scienti?c, control or other purposes. 

Although the present disclosure has been described in 
detail, it should be understood that various changes, substi 
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6 
tutions, and alterations can be made hereto Without departing 
from the spirit and the scope of the invention as de?ned by the 
appended claims. 
What is claimed is: 
1. A method for establishing a device driver in an open 

source operating system, comprising the steps of: 
providing a device driver having multiple pre-compiled 

modules in executable form and a service layer in open 
source form, Wherein each of the multiple pre-compiled 
modules is associated With a hardWare architecture of 
the open source operating system; 

compiling the service layer against the kernel of the open 
source operating system after each modi?cation to the 
kernel of the open source operating system, Wherein the 
step of compiling the service layer against the kernel 
comprises the step of associating the naming convention 
of function calls in the kernel to the naming convention 
of expected function calls in the device driver; 

Wherein the compiled service layer acts as an interface 
betWeen the kernel of the operating system and the mul 
tiple pre-compiled executable modules of the device 
driver, such that the kernel cannot access proprietary 
information of the multiple pre-compiled executable 
modules and the compiled service layer is operable to 
send and receive function calls that are named according 
to the same naming convention; 

Wherein the naming convention comprises the use of a 
su?ix for the naming of function calls, the suf?x provid 
ing a naming convention that is speci?c to the kernel of 
the operating system. 

2. The method for establishing a device driver in an open 
source operating system of claim 1, further comprising the 
step of linking the compiled service layer to the multiple 
pre-compiled executable modules in executable form to form 
the device driver. 

3. The method for establishing a device driver in an open 
source operating system of claim 2, further comprising the 
step of storing the device driver in memory. 

4. A computer system comprising: 
a processor; 

a memory; 

an open source operating system having a kernel; 
a device driver, the device driver comprising, 

an executable module compiled from an open source 
service layer, 

multiple pre-compiled executable modules, Wherein 
each of the multiple pre-compiled executable mod 
ules is associated With a hardWare architecture of the 
computer system, 

Wherein the executable module compiled from the open 
source service layer provides an interface betWeen the 
kernel of the operating system and the multiple pre 
compiled executable modules, such that the kernel 
cannot access proprietary information of the multiple 
pre-compiled executable modules, such that the 
executable module compiled from the open source 
service layer receives kemel-speci?c function calls 
from the kernel of the operating system, Wherein the 
executable module is compiled from the open source 
service layer folloWing each modi?cation to the ker 
nel of the operating system, and Wherein the kernel of 
the operating system and the executable module com 
piled from the open source service layer send and 
receive function calls according to the same naming 
convention, and 

Wherein the naming convention comprises the use of a 
suf?x for the naming of function calls, the suf?x pro 
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viding a naming convention that is speci?c to the 
kernel of the operating system. 

5. The computer system of claim 4, Wherein the device 
driver is loaded in memory of the computer system. 

6. A method for loading a device driver in a computer 
system having an open source operating system, comprising 
the steps of: 

compiling an open source service layer against the kernel 
of the operating system folloWing a modi?cation to the 
kernel of the operating system; 

linking the compiled service layer to a set of precompiled 
driver modules, each of the precompiled driver modules 
being associated With a hardWare architecture of a com 
puter system; 

Wherein the compiled service layer provides an interface 
betWeen the kernel of the operating system and the pre 
compiled driver modules, such that the kernel cannot 
access proprietary information of the pre-compiled 
executable module, and Wherein the kernel of the oper 
ating system and the compiled service layer is operable 
to send and receive function calls that are named accord 
ing to the same naming convention; 

recompiling the service layer if it is determined that the 
kernel of the operating system has been modi?ed, 
Wherein the recompiled service layer is operable to send 
and receive function calls that are named according to 
the same naming convention; and 
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8 
relinking the recompiled service layer to a set of precom 

piled driver modules. 
7. The method for loading a device driver of claim 6, further 

comprising the step of recompiling the open source service 
layer if it is determined that the kernel of the open source 
service layer has been modi?ed. 

8. The method for loading a device driver of claim 6, further 
comprising the step of linking the recompiled service layer to 
the set of precompiled driver modules. 

9. The method for loading a device driver of claim 6, further 
comprising the step of determining, prior to compilation of 
the open source service layer, Whether a precompiled device 
driver exists that is associated With the kernel of the operating 
system and loading the precompiled device driver if such a 
device driver exists. 

10. The method for loading a device driver of claim 6, 
Wherein the function calls passed betWeen the kernel of the 

operating system and the compiled open source service 
layer are not speci?c to the hardWare architecture of the 
computer system; and 

Wherein the function calls passed betWeen the compiled 
open source service layer and the precompiled driver 
modules are speci?c to the hardWare architecture of the 
computer system. 
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