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(57) ABSTRACT 

A vacuum pump is provided in Which gas molecules in a 
vacuum chamber are sucked and exhausted by the rotational 
motion of a rotor rotatably supported in a pump case. At least 
one nickel alloy layer is disposed on a surface of at least one 
component de?ning a How path in the vacuum pump for 
increasing a resistance of the component to corrosion due to 
a corrosive effect of a gas ?owing through the ?oWpath. A 
nickel oxide is formed on a surface of the nickel alloy layer 
and has a higher emissivity than that of the nickel alloy layer 
for increasing a quantity of heat radiated from the surface of 
the component When the component is heated during opera 
tion of the vacuum pump. 

9 Claims, 5 Drawing Sheets 
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VACUUM PUMP 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 
The present invention relates to a vacuum pump used for a 

semiconductor manufacturing apparatus. More particularly, 
the present invention relates to a surface treatment technique 
for improving the corrosion resistance and heat releasing 
property of a vacuum pump. 

2. Description of the Related Art 
Conventionally, the semiconductor manufacturing appara 

tus has used a vacuum pump to reduce the pressure in a 
vacuum chamber and to thereby obtain a predetermined 
degree of vacuum. As the vacuum pump of this type, a kinetic 
turbo-molecular pump is knoWn. In the turbo-molecular 
pump, a rotor shaft integral With a rotor is rotatably supported 
in a pump case, a plurality of stages of rotor blades are 
provided on the outer Wall surface of the rotor, and a plurality 
of stages of stator blades positioned betWeen the rotor blades 
are provided on the inner Wall surface of the pump case. When 
the rotor is rotated at a high speed after the pressure in the 
vacuum chamber has been made a predetermined value, an 
evacuating operation in Which the rotating rotor blades and 
the ?xed stator blades impart momentum to gas molecules 
colliding With the blades to transfer the gas molecules is 
performed. By this evacuating operation, the gas molecules 
sucked from the vacuum chamber into the pump case are 
exhausted While being compressed, by Which the pressure in 
the vacuum chamber is reduced. 

In the dry etching or CVD (chemical vapor deposition) 
process in the semiconductor manufacturing apparatus, When 
etching or cleaning utiliZing a plasma reaction is performed, 
a chlorine-based or ?uorine-based process gas having high 
reactivity is introduced into the vacuum chamber. Because 
this process gas generally has very high metal erodibility, the 
turbo-molecular pump that sucks the process gas and per 
forms evacuation is required to have high corrosion resistance 
of various types of components incorporated in the pump 
case. Of these components, a component rotating at a high 
speed, such as the rotor, is usually formed of a light alloy such 
as an aluminum alloy from the vieWpoints of high speci?c 
strength and reduced Weight, but the corrosion resistance of 
aluminum alloy is insuf?cient especially to chlorine-based 
gas. Conventionally, therefore, plating of the aluminum alloy 
With a metal having high corrosion resistance, such as a nickel 
alloy, has Widely been performed. 
On the other hand, in the turbo-molecular pump of this 

type, the sucked gas molecules collide With the rotor blades 
and the stator blades and are compressed, and by frictional 
heat at the time of collision and compression heat at the time 
of compression, a rotating body consisting of the rotor and the 
rotor blades is heated to a high temperature. Also, the rated 
rotational speed of the rotating body is generally as high as 
20,000 to 50,000 rpm, so that the rotating body is subjected to 
a great tensile stress due to a centrifugal force. Therefore, if 
the operation is continued for a long period of time, the 
rotating body in a state of being heated and subjected to 
tensile stress is plastically deformed gradually, causing creep 
deformation, and hence comes into contact With a ?xed-side 
component facing to the rotating body With a minute gap 
provided therebetWeen. Thus, a crack is created at a part of the 
rotating body by this contact, and stress concentrates there, 
Which may result in a breakage of the rotating body. 

The principal reason Why the rotating body is broken in the 
turbo-molecular pump is thought to be the overheating of the 
rotating body at the time of high-speed operation. Therefore, 
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2 
in order to prevent the breakage of rotating body, it is neces 
sary to ef?ciently release heat accumulated in the rotating 
body to perform cooling. The method for cooling is broadly 
divided into conduction heat release and radiation heat 
release. As an example of the former conduction heat release, 
a method in Which heat conduction is performed through a 
bearing and a method in Which heat conduction is performed 
through a gas are knoWn. Also, as an example of the latter 
radiation heat release, a method in Which the heat of rotor is 
radiated to a component on the ?xed side is knoWn. 

HoWever, in the case of the former conduction heat release 
utiliZing a bearing, for example, if the rotor is supported by a 
magnetic levitation bearing, since the rotor shaft and the 
bearing are not in contact With each other, it is impossible to 
directly conduct the heat of rotor from the rotor shaft to the 
bearing. Also, in the case of the conduction heat release 
utiliZing a gas, When a gas having loW heat conductivity of gas 
molecule, such as argon, krypton, xenon, and other rare gases, 
is exhausted, heat conduction through the gas is scarcely 
anticipated. It can be thought that heat conduction is per 
formed by ?lling the pump case With a purge gas With high 
heat conductivity, such as hydrogen or helium. In this case, 
since a large amount of gas ?oWs in the pump case, the 
pressure in the pump case or the vacuum chamber ?uctuates 

greatly, so that the quantity of heat capable of being released 
is restricted. 

Thereupon, the rotating body is cooled by the latter radia 
tion heat release. At this time, if the rotor is subjected to nickel 
alloy plating as described above, the quantity of heat radiated 
from the surface of rotor is decreased, and therefore the heat 
releasing property is decreased remarkably. The reason for 
this is that the emissivity of nickel is about 0.1 to 0.2 While the 
emissivity of aluminum as material of the rotor is about 0.3, 
so that the emissivity of the rotor as a Whole is decreased by 
nickel alloy plating. 
The emissivity is de?ned as the ratio of the luminance of 

heat radiation on an object to the luminance of heat radiation 
on a black body having the same temperature, in other Words, 
the ratio of the quantity of radiated heat on an object to that on 
a black body having the largest quantity of radiated heat, 
Which is represented With the black body being 1 .As an object 
comes closer to black color, the emissivity increases, and the 
quantity of heat radiated from the surface thereof increases. 
That is to say, if the rotor made of an aluminum alloy is 
subjected to nickel alloy plating to improve corrosion resis 
tance to corrosive gas, the quantity of heat radiated from the 
rotor surface decreases, and hence radiation transmission to 
the ?xed side becomes di?icult to perform, Which results in a 
disadvantage that the rotating body cannot be cooled e?i 
ciently. 

Japanese Patent Laid-Open No. 11-257276 has disclosed a 
technique for applying a metal plating layer containing 
ceramic particles onto the surface of the rotor made of an 
aluminum alloy. According to this technique, it is thought that 
the quantity of heat radiated from the surface thereof 
increases because the emissivity of ceramic particles is about 
0.7 to 0.8. HoWever, the ceramic particles are dispersed in the 
nickel alloy, and the quantity of heat radiated from the nickel 
alloy occupying most of the surface area is still small. There 
fore, the emissivity of the Whole of the surface of metal 
plating layer is not so high, and it cannot be said that the heat 
releasing property of rotor is suf?cient. To solve this problem, 
it can be thought that the content of ceramic particles is 
increased. In this case, hoWever, the bonding strength of 
nickel alloy that joins ceramic particles becomes loW, so that 
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the ceramic particles may undesirably be peeled off from the 
metal plating layer by a centrifugal force during high-speed 
rotation. 

Japanese Patent Laid-Open No. 2001-193686 has dis 
closed a technique for improving the emissivity of a compo 
nent surface by providing a coating layer in Which particu 
lates of ceramic or resin etc. are added to a black nickel alloy 
or a black chromium alloy on the surface of a component in 
the vacuum pump. Also, it is common practice to form a 
ceramic layer on the surface of a component by thermal 
spraying or to form a layer on the surface of a component by 
the coating, bonding, etc. of a mixture of ceramics With a 
binding agent such as a polymer. With such methods, hoW 
ever, the polymer used as an additive or a binding agent has 
corrosion resistance loWer than that of the nickel alloy layer, 
Which presents a problem in that corrosion proceeds from that 
portion, and attacks the base material. Also, since only a 
porous layer is obtained by thermal spraying, there arises a 
possible problem in that the corrosive gas intrudes into the 
base material through the pores to corrode the base material. 

SUMMARY OF THE INVENTION 

The present invention has been made in vieW of the above 
circumstances, and accordingly an obj ect thereof is to provide 
a vacuum pump in Which the corrosion resistance to a corro 

sive gas and the heat releasing property of a heated compo 
nent are enhanced. 

To achieve the above object, the present invention provides 
a vacuum pump in Which gas molecules in a vacuum chamber 
are sucked and exhausted by the rotational motion of a rotor 
rotatably supported in a pump case, Wherein a nickel alloy 
layer is provided at least on the surface of a component 
de?ning a How passage in the pump, and a nickel oxide is 
formed on the surface of the nickel alloy layer. 
As a method for forming the nickel alloy layer, knoWn 

nonelectrolytic plating or electroplating may be used. HoW 
ever, in order to form a layer With a uniform thickness on the 
surface of a base material having an intricate shape, nonelec 
trolytic plating is preferably used. The nickel alloy layer may 
be an alloy of nickel and a different kind of metal. As 
examples of the alloy, a nickel-phosphorus alloy and a nickel 
boron alloy can be cited. Also, the thickness of the nickel alloy 
layer should be at least 10 pm, which is a target value con 
sidering tolerance variations. If the thickness is increased, the 
probability of pinholes arriving at the surface of the base 
material decreases, and thereby the intrusion of corrosive gas 
can be inhibited surely, but the mass of rotating body is 
increased by the increase in thickness. Therefore, the thick 
ness of the nickel alloy layer should preferably be about 20 
pm. It is preferable that the base material of a component is 
formed of a metallic material having a high speci?c strength. 
In particular, considering the vieWpoints of heat conductivity, 
Workability, and lightWeight, an aluminum alloy or a magne 
sium alloy is preferably used. 
As a method for forming the nickel oxide, after the afore 

mentioned plating has been performed on the surface of a 
component, an oxidiZing agent is caused to react on the sur 
face to forcedly oxidiZe nickel on the surface of the nickel 
alloy layer. Speci?cally, since nickel is a metal less liable to be 
oxidiZed, it is necessary to accelerate oxidiZing reaction by 
using the oxidiZing agent to accomplish oxidation to a degree 
such that the heat radiation property is achieved effectively. 
For example, a component subjected to nonelectrolytic nickel 
plating has only to be immersed in solution of chemicals such 
as nitric acid, oxalic acid, or sulfuric acid. Thereby, the ero 
sion reaction due to the oxidiZing agent is forcedly caused to 
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4 
proceed on the boundary surface betWeen the nickel alloy 
layer and the solution of chemicals, and some of nickel crys 
tals forming the nickel alloy layer are oxidiZed. As the result, 
a nickel oxide having a color close to black is deposited. 

If the nickel alloy layer is provided on the base material as 
described above, the base material can be protected from 
being eroded by the corrosive gas. In addition, since the 
emissivity of the nickel oxide formed on the surface of the 
nickel alloy layer is higher than that of the nickel alloy layer, 
the quantity of heat radiated from the outermost surface of the 
component increases, and the heat releasing ef?ciency of the 
heated component is improved signi?cantly. Incidentally, the 
measurement results revealed that the emissivity of the non 
electrolytic nickel plating alloWed to stand naturally Was 
about 0.1 to 0.2, While the emissivity of the surface of the 
nickel oxide alloWed to react by the oxidiZing agent increased 
to about 0.6 to 0.7. Also, the observation of the surface con 
dition at this time revealed that of the nickel shoWing on the 
surface, about 80% or more Was in an oxidiZed state. There 
fore, according to this surface treatment technique, it can be 
anticipated that the quantity of heat radiated from the surface 
of component increases by a factor of at least three to ?ve 
times. 

Also, the nickel oxide is formed only on a very thin surface 
layer of the nickel alloy layer, and is incorporated in a nickel 
metal crystal forming the nickel alloy layer. Therefore, prac 
tically as Well, the adhesion strength does not become insuf 
?cient, and the nickel oxide suf?ciently Withstands the cen 
trifugal force of the rotor rotating at a high speed during the 
operation of the vacuum pump, and does not scatter. In addi 
tion, the formed nickel oxide itself does not contain an addi 
tive such as sulfur, so that there is no fear of impairing the 
corrosion resistance to corrosive gas. 

In this surface treatment technique, because oxidation is 
accomplished forcedly by the oxidiZing agent, the loWer 
nickel alloy layer is eroded in no small quantities. In particu 
lar, it is suf?ciently conceivable that the forced oxidation 
reaches the base material through pin holes generated With a 
certain probability When the nickel alloy layer is formed, by 
Which the base material is eroded. As the measures against 
this phenomenon, it is effective that the nickel alloy layer on 
the base material is formed in tWo or more layers. In order to 
form the nickel alloy layer in tWo or more layers, layer for 
mation has only to be performed, for example, by dividing the 
process of nonelectrolytic nickel plating into a plurality of 
cycles. Thereby, even if a pin hole is generated, the pinhole is 
cut at the boundary betWeen the layers, so that the probability 
of occurrence of the pinhole penetrating from the outermost 
layer to the base material can be decreased. Therefore, a 
danger that the base material is eroded in the forced oxidation 
process can be made very little. 

Furthermore, it can be said that the heat transmission by 
radiation is more advantageous as the surface area of the 
radiation surface increases. Thereupon, since the increase in 
surface area leads to an increase in quantity of heat radiated 
from the component surface, it is preferable to increase the 
surface area by increasing the irregularities on the surface of 
the nickel alloy layer. For example, if plating treatment is 
performed by mixing nickel metal particles in a nickel plating 
solution, the nickel metal particles shoW on the surface layer, 
and irregularities can be formed on the surface. If the surface 
of the nickel alloy layer having the irregularities is oxidiZed, 
the surface area of the formed nickel oxide is also increased. 
The nickel metal particles existing in the nickel alloy layer are 
bonded ?rmly and integrated With the nickel alloy layer, so 
that no in?uence is exerted on the corrosion resistance of that 
layer. By a synergetic effect of improved emissivity and 
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increased surface area, the surface treatment layer ideal for 
heat radiation of component can be obtained. 

If the diameter of particle is at least not smaller than one 
half of the thickness of plating, an advantageous effect can be 
achieved. Especially if the diameter thereof is not smaller 
than the thickness of plating, the effect is increased. Also, in 
the case Where the plating thickness is large, after a nickel 
plating layer With a predetermined thickness has been 
formed, plating may be performed by mixing particles such as 
to have a high ratio of the particle diameter to the plating 
thickness. 

This surface treatment technique is applied to all of the 
components incorporated in a vacuum pump for sucking and 
exhausting corrosive gas. In particular, this technique is pref 
erably applied to the components that face to the How passage 
of corrosive gas sucked in the pump case. Of these compo 
nents, especially the rotor rotatably supported in the pump 
case is not only exposed to corrosive gas but also heated by the 
frictional heat and compression heat of gas during the high 
speed rotation, so that the rotor is a component requiring both 
high corrosion resistance and heat releasing property. There 
fore, the application of this surface treatment technique to the 
rotor is valuable. In particular, in the case of the vacuum pump 
in Which a plurality of stages of rotor blades are provided on 
the outer Wall surface of the rotor body as the shape of rotor, 
and a plurality of stages of stator blades are provided so as to 
be positioned and ?xed alternately betWeen the rotor blades, 
the frictional heat and compression heat are liable to accumu 
late in a narroW gap betWeen the rotor blade and the stator 
blade, so that the possibility of overheated rotor is high, and 
hence e?icient heat release is required. According to the 
vacuum pump incorporating this rotor, the fracture of rotor by 
erosion caused by corrosive gas is restrained, and moreover 
the quantity of heat radiated from the heated rotor increases 
and the heat is transmitted e?iciently to the ?xed side. 

The above-described operation and effects are effectively 
achieved in the case Where in the vacuum pump, a structure 
for rotatably supporting the rotor is a magnetic levitation type 
bearing structure. The reason for this is that according to the 
magnetic levitation type bearing structure, a rotor shaft inte 
gral With the rotor is not in contact With the bearing, and hence 
the heat of the rotor cannot be conducted directly from the 
rotor shaft to the bearing, so that the heat release of rotor relies 
greatly on the radiation to various types of components on the 
?xed side that face to the rotor. 

The above-described surface treatment technique can be 
applied to various components on the ?xed side in the same 
Way. HoWever, considering that, unlike the rotor, the compo 
nent on the ?xed side especially has little danger of erosion, 
ceramics coating treatment may be performed on the surface 
of the component as hole sealing treatment, or if the base 
material is made of aluminum, only alumite coating treatment 
may be performed. 

According to the present invention, since the surface treat 
ment layer consisting of the nickel alloy layer and the nickel 
oxide is provided on the surface of the component incorpo 
rated in the vacuum pump, both characteristics of corrosion 
resistance and heat releasing property can be improved. 
Therefore, the present invention achieves an effect that the 
reliability is high in exhausting a highly corrosive gas such as 
a chlorine-based or ?uorine-based process gas or a gas having 
loW heat conductivity of gas molecules such as argon, kryp 
ton, xenon, and other rare gases, and a rotating body is pre 
vented from being erosion fractured due to corrosive gas or 
creep fractured due to overheating, so that high-performance 
evacuation can be accomplished. 
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BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a sectional vieW shoWing the entire construction 
of a vacuum pump to Which the present invention is applied; 

FIG. 2 is an enlarged vieW of a portion indicated by A in 
FIG. 1; 

FIG. 3 is a schematic vieW shoWing a principle of surface 
treatment; 

FIG. 4 is an enlarged sectional vieW shoWing another con 
struction of a surface treatment layer; 

FIG. 5 is a schematic vieW shoWing a state of pinholes 
appearing in a nickel alloy layer; and 

FIG. 6 is a schematic vieW shoWing another construction of 
a surface treatment layer. 

DETAILED DESCRIPTION OF THE PREFERRED 
EMBODIMENTS 

A preferred embodiment for carrying out the present inven 
tion Will noW be described in detail With reference to the 
accompanying draWings. 
A vacuum pump P shoWn in FIG. 1 is a kinetic pump used 

as means for reducing the pres sure in a vacuum chamber C in 
semiconductor manufacturing apparatus, and a composite 
pump containing a turbo-molecular pump section Pt and a 
thread groove pump section Ps in a pump case 1 made of 
stainless steel. On the upper surface of the pump case 1, an 
intake port 4 serving as an inlet for gas molecules is open, and 
at the side of a base 2 made of aluminum ?xed to the bottom 
part of the pump case 1, an exhaust port 6 serving as an outlet 
for gas molecules is open. A peripheral edge ?ange 5 of the 
intake port 4 is fastened to a peripheral edge part of an exhaust 
port of a vacuum chamber C, and an exhaust pipe 7 ?tted in 
the exhaust port 6 is connected to an intake port of a positive 
displacement auxiliary pump PV, by Which a vacuum device 
D is constituted. 

First, the construction of the rotation side of the vacuum 
pump P Will be explained. 

In the center of the pump case 1 is contained a rotor 11. The 
rotor 11 of this embodiment is of a half-blade type provided 
With rotor blades 13 in a substantially half portion of the outer 
Wall surface of a cup-shaped rotor body 12. In other Words, a 
plurality of roWs of blades having a predetermined tilt angle 
are formed only on the upstream side of the outer Wall surface 
of the rotor body 12 in a radial form, and a plurality of stages 
of the rotor blades 13, . . . consisting of these blades are 

formed in the axial direction. On the other hand, the doWn 
stream side of the outer Wall surface of the rotor body 12 has 
a smooth cylindrical surface formed With no blade. The rotor 
11 having the above-described shape is preferably made of a 
metallic material, especially a light alloy such as an alumi 
num alloy or a magnesium alloy, from the vieWpoint of high 
Workability and lightWeight. In this embodiment, an alumi 
num alloy is used considering heat conductivity. The rotor 11 
is formed of an aluminum alloy and has a surface treatment 
layer 42 to ef?ciently release frictional heat and compression 
heat due to gas molecules While having high corrosion resis 
tance to corrosive gas. 
As enlargedly shoWn in FIG. 2, the surface treatment layer 

42 has a construction such that a nickel alloy layer 43, Which 
is formed by coating a base material 41 made of an aluminum 
alloy With nickel having high corrosion resistance and 
mechanical strength, is provided, and a nickel oxide 44, 
Which is produced by oxidiZing nickel, is further formed on 
the surface of the nickel alloy layer 43. The nickel alloy layer 
43 provided on the base material 41 made of an aluminum 
alloy has a function of inhibiting the intrusion of corro sive gas 
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into the base material to prevent erosion. Also, the reason for 
forming the nickel oxide 44 on the surface of the nickel alloy 
layer 43 is that the emissivity is enhanced to increase the 
quantity of heat radiated from the surface. 

In this embodiment, because the rotor 11 has an intricate 
shape, nonelectrolytic plating in Which metal is deposited by 
utilizing a reducing reaction is performed to form the nickel 
alloy layer 43 having a uniform thickness on the base material 
41. Speci?cally, after the surface of the base material 41 made 
of aluminum alloy formed in a predetermined shape has been 
cleaned, the base material 41 is immersed in a plating solution 
containing nickel metal ions and a reducing agent. Thereby, 
the nickel metal ions in the plating solution are reduced by the 
action of the reducing agent, so that the nickel alloy layer 43 
in Which nickel metal is deposited is formed on the base 
material 41 made of an aluminum alloy. The nickel alloy layer 
43 of this embodiment consists of a nickel-phosphorus alloy 
using sodium hypophosphite as the reducing agent. 

The thickness of the nickel alloy layer 43 should be at least 
10 pm, which is a target value considering tolerance varia 
tions. If the thickness is increased, the probability of pinholes 
arriving at the surface of the base material 41 decreases, and 
thereby the intrusion of corrosive gas can be inhibited surely, 
but the mass of rotating body is increased by the increase in 
thickness. Therefore, the thickness of the nickel alloy layer 43 
should preferably be about 20 um. 

Also, on the surface of the nickel alloy layer 43, the nickel 
oxide 44, Which is formed by forcedly oxidizing nickel on the 
surface by the reaction of an oxidiZing agent, is formed. 
Speci?cally, a component subjected to surface treatment of 
the nickel alloy layer 43 by nonelectrolytic plating is 
immersed in solution of chemicals consisting of an aqueous 
solution of oxidiZing agent such as nitric acid, oxalic acid, or 
sulfuric acid. Thereby, as shoWn in FIG. 3, on a boundary 
surface betWeen the solution and the nickel alloy layer 43, a 
violent erosion reaction takes place forcedly by means of the 
action of oxidiZing agent in the solution. As a result, oxidation 
proceeds from the surface layer of nickel crystal forming the 
nickel alloy layer 43, and then the nickel oxide 44 having a 
color close to black is formed over the substantially Whole 
surface of the nickel alloy layer 43. 
The rotor 11 provided With the aforementioned surface 

treatment layer 42 is supported by a magnetic levitation type 
bearing structure. Speci?cally, a rotor shaft 14 made of stain 
less steel is integrated on the axis of the rotor 11, and the rotor 
shaft 14 is supported by a magnetic bearing 31 incorporated in 
an aluminum alloy made stator column 3 ?xed on the base 2. 
The magnetic bearing 31 includes a radial electromagnet 32 
for generating a magnetic attraction force in the radial direc 
tion and an axial electromagnet 33 for generating a magnetic 
attraction force in the axial direction. The former radial elec 
tromagnet 32 is opposedly arranged in a pair on the circum 
ference of steel plates 15 With the steel plates 15 having high 
magnetic permeability laminated on the outer peripheral sur 
face of the rotor shaft 14 being held therebetWeen. The latter 
axial electromagnet 33 is opposedly arranged in a pair above 
and beloW of an axial disc 16 With the axial disc 16 having 
high magnetic permeability mounted in the loWer end part of 
the rotor shaft 14 being held therebetWeen. 

Both of the base 2 and the stator column 3 are formed of an 
aluminum alloy, and, like the rotor 11, is provided With the 
surface treatment layer 42 consisting of the nickel alloy layer 
43 and the nickel oxide 44 Which are formed on the base 
material 41 made of an aluminum alloy. 
When the radial electromagnets 32 are excited to attract the 

steel plates 15, and the axial electromagnets 33 are excited to 
attract the axial disc 16, the rotor shaft 14 is ?oatingly sup 

20 

25 

30 

35 

40 

45 

50 

55 

60 

65 

8 
ported at a ?xed position in the radial and axial directions. 
Also, the displacements of the rotor shaft 14 in the radial and 
axial directions are detected by a radial displacement sensor 
34 and an axial displacement sensor 35, and the position of 
the rotor shaft 14 is controlled by the adjustment of the mag 
netic forces excited in both the electromagnets 32 and 33. The 
rotor 11 magnetically levitated in this manner is rotated at a 
high speed by the energiZation of a rotationally driving motor 
36 consisting of a motor stator incorporated in the stator 
column 3 and a motor rotor mounted on the rotor shaft 14, and 
the rotational speed thereof is controlled based on the 
detected value of a rotational speed sensor 37. 

Further, this vacuum pump P incorporates a dry bearing 38 
for protection in addition to the magnetic bearing 31. This 
bearing 38 is a rolling bearing having balls betWeen an outer 
race mounted on the inner Wall surface of the stator column 3 
and an inner race moving at the inner periphery of the outer 
race, and a solid lubricant is applied on the balls and both the 
rolling surfaces of inner and outer races. When the magnetic 
bearing 31 operates normally, the bearing 38 is not in contact 
With the rotor shaft 14, and When the magnetically levitated 
rotor 11 is dropped by a trouble of poWer source for the 
magnetic bearing 31, the step portion of the rotor shaft 14 is 
supported by the inner race, so that the bearing 38 plays a role 
in preventing damage caused by the contact of the rotor blade 
13 With a statorblade 23. Since the non-contact type magnetic 
bearing 31 and the dry bearing 38 using no oily lubricant are 
used as the bearings for the rotating body, dust particles 
produced by metal Wear and gas produced by the evaporation 
of oil under vacuum are not generated, so that the vacuum 
pump P can be used suitably for the vacuum device D in 
Which a clean environment indispensable to the manufacture 
of semiconductors is required. 

Next, the construction of the ?xed side of the vacuum pump 
P Will be explained. 

In a loWer part in the pump case 1, a threaded spacer 21 is 
?tted and ?xed. The threaded spacer 21 has a thick-Wall 
cylindrical shape that ?lls a space betWeen the pump case 1 
and the rotor 11, and is ?xed to the base 2. The inner Wall 
surface of the threaded spacer 21 is formed With a spiral 
thread groove 22, and faces to the cylindrical surface of the 
rotor body 12 With a small gap being provided therebetWeen. 
The thread groove 22 is formed so as to become shalloWer 
gradually from the upstream side to the doWnstream side, and 
communicates With the exhaust port 6 at the rear stage. That 
is to say, the thread groove 22 de?nes a How passage R2 for 
gas molecules in a thread groove pump section Ps. The 
threaded spacer 21 having the aforementioned shape is also 
made of an aluminum alloy. Since the threaded spacer 21 
faces to the How passage R2 for gas molecules, it is provided 
With the surface treatment layer 42 consisting of the nickel 
alloy layer 43 and the nickel oxide 44 on the base material 41 
made of an aluminum alloy. 

Also, above the threaded spacer 21, the stator blades 
23, . . . , in Which a plurality of roWs of blades having a tilt 

angle opposite to the rotor blade 13 are formed radially, are 
arranged alternately betWeen the rotor blades 13, 13. Above 
the threaded spacer 21, a plurality of annularly-shaped ?xing 
spacers 24 are laminated, and the statorblade 23 held betWeen 
the ?xing spacers 24, 24 is positioned With a small gap pro 
vided betWeen the stator blade 23 and the rotor blade 13. This 
gap is de?ned so as to become narroWer gradually from the 
upstream side to the doWnstream side, and communicates 
With the thread groove 22 at the rear stage. The gap de?nes a 
How passage R1 for gas molecules in the turbo-molecular 
pump section Pt. The stator blade 23 is also formed of an 
aluminum alloy. Since the stator blade 23 faces to the How 
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passage R1 for gas molecules, it is provided With the surface 
treatment layer 42 consisting of the nickel alloy layer 43 and 
the nickel oxide 44 on the base material 41 made of an 
aluminum alloy. 

Next, the operation of the vacuum pump P Will be 
explained With reference to FIG. 1. 

First, the positive displacement auxiliary pump is operated 
to roughly draW the atmospheric air in the vacuum chamber 
C, and the pressure in the vacuum chamber C is reduced until 
the pressure becomes in a backing pressure range capable of 
operating the vacuum pump P. When the poWer source for the 
vacuum pump P is turned on to energiZe the rotationally 
driven motor 3 6, in the turbo-molecular pump section Pt at the 
front stage, the rotor body 12 and a plurality of stages of the 
rotor blades 13, . . . are synchronously rotated at a high rated 

rotational speed. Therefore, gas molecules in a free molecule 
state, Which lie near the intake port 4, collide With uppermo st 
stage rotor blade 13 and are sucked into the pump case 1. The 
sucked gas molecules are provided With momentum in the 
transfer direction While colliding With the rotor blade 13 and 
the stator blade 23 at the intermediate stage alternately, and 
are gradually compressed into an intermediate ?oW state 
While the How passage R1 is narroWed gradually by the col 
lision With the rotor blade 13 and the stator blade 23 at the 
compression stage. The gas molecules compressed into the 
intermediate ?oW state are transferred to the thread groove 
pump section Ps at the rear stage. 

In the folloWing thread groove pump section Ps, the cylin 
drical surface of the rotor body 12 rotates at a high speed, and 
the gas molecules of intermediate How are guided into a 
narroW gap betWeen this cylindrical surface and the thread 
groove 22 in the threaded spacer 21 and are further com 
pressed into a high-pressure viscous ?oW state While the How 
passage R2 is narroWed gradually. The compressed gas mol 
ecules of viscous ?oW pass through the base 2 and are dis 
charged through the exhaust port 6. By such a series of 
exhaust operation of suction, compression, and exhaust of gas 
molecules, the pressure in the vacuum chamber C is reduced 
to a degree of vacuum best suitable for plasma reaction. 

In the case Where etching or cleaning utiliZing the plasma 
reaction is performed in the vacuum chamber C during the 
above-described exhaust operation of the vacuum pump P, a 
chlorine-based or ?uorine-based process gas With high reac 
tivity, What is called a corrosive gas, is introduced into the 
vacuum chamber C, and naturally this corrosive gas is sucked 
into the pump case 1 of the vacuum pump P. In this case, 
components facing to the How passages R1 and R2 through 
Which the corrosive gas passes are provided With the surface 
treatment layer 42 consisting of the nickel alloy layer 43 With 
high corrosion resistance and the nickel oxide 44 as described 
above, so that the base material 41 made of an aluminum alloy 
can be protected from erosion caused by the corrosive gas. 
The components that come into contact With the corrosive gas 
in the pump case 1 are the rotor body 12, the rotor blade 13, 
and the stator blade 23 in the turbo -molecular pump section Pt 
at the front stage, and the rotor body 12, the threaded spacer 
21, and the thread groove 22 in the thread groove pump 
section Ps at the rear stage. All of the Wall surfaces of these 
components are provided With the surface treatment layer 42 
With high corrosion resistance, so that the corrosive gas is 
prevented from intruding into the base material. 

Also, the nickel oxide 44 is formed only on a very thin 
surface layer of the nickel alloy layer 43, and is incorporated 
in a nickel metal crystal forming the nickel alloy layer 43. 
Therefore, practically as Well, the adhesion strength does not 
become insu?icient, and the nickel oxide 44 suf?ciently With 
stands the centrifugal force of the rotor 11 rotating at a high 
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10 
speed during the operation of the vacuum pump P, and does 
not scatter. In addition, the formed nickel oxide 44 itself does 
not contain an additive such as sulfur, so that there is no fear 
of impairing the corrosion resistance to corrosive gas. 
On the other hand, for the rotor blade 13, the collision and 

compression of gas molecules are repeated during the above 
described exhaust operation of the vacuum pump P, so that the 
frictional heat and compression heat are accumulated in the 
rotor 11, and the rotor 11 may be overheated. In this embodi 
ment, the heat of the rotor 11 is released as described beloW. 
First, the rotor 11 rotating at a high speed is ?oatingly sup 
ported by the magnetic bearing 3 1, and the rotor shaft 14 is not 
in contact With the electromagnets 32 and 33, so that it cannot 
be anticipated that the heat of the rotor 11 is directly con 
ducted from the rotor shaft 14 to the stator column 3 incor 
porating the magnetic bearing 31. Therefore, the heat of the 
rotor 11 is released by the radiation to the components on the 
?xed side, and the heat is transmitted on the outer Wall surface 
side and the inner Wall surface side of the rotor 11 as described 
beloW. 
On the outer Wall surface side of the rotor 11, heat is 

transmitted by radiation betWeen the rotor blade 13 and the 
stator blade 23 facing to each other With the narroWest gap 
provided therebetWeen in the turbo-molecular pump section 
Pt at the front stage, and the heat is transmitted by radiation 
betWeen the rotor body 12 and the threaded spacer 21 facing 
to each other With the narroWest gap provided therebetWeen 
in the thread groove pump section Ps at the rear stage. On the 
outermost surface layers of the outer Wall surfaces of the rotor 
blade 13 and the rotor body 12, the nickel oxide 44 With high 
emissivity is formed as described above, and the quantity of 
radiated heat is large. Therefore, the heat is transmitted e?i 
ciently from the rotor blade 13 and the rotor body 12 to the 
stator blade 23 and the threaded spacer 21. 
On the inner Wall surface side of the rotor 11, heat is 

transmitted by radiation betWeen the rotor body 12 and the 
stator column 3 and betWeen the rotor body 12 and the base 2. 
On this side as Well, on the outermost surface layer of the 
inner Wall surface of the rotor body 12, the nickel oxide 44 
With high emissivity is formed and the quantity of radiated 
heat is large, so that the heat is transmitted ef?ciently from the 
rotor body 12 to the stator column 3 and the base 2. Therefore, 
in the case Where gas molecules With loW heat conductivity, 
such as a rare gas, is exhausted, even if the pump case 1 is not 
?lled With a purge gas With high heat conductivity unlike the 
conventional example, the heat of the rotor 11 can be released 
ef?ciently. 

Incidentally, the emissivity of the surface of the nickel 
oxide 44 is about 0.6 to 0.7, Which is higher than, for example, 
the emissivity of aluminum of 0.3 and the emissivity of non 
electrolytic nickel plating of 0.1 to 0.2. Therefore, the quan 
tity of radiated heat can be increased signi?cantly as com 
pared With the conventional rotor made of an aluminum alloy 
or the rotor subjected to nickel alloy plating on aluminum 
alloy. 

Furthermore, the quantity of heat transmitted by the radia 
tion of the rotor 11 to the components on the ?xed side of the 
base 2, the stator column 3, the threaded spacer 21, and the 
stator blade 23 is removed as described beloW. The base 2 is 
made of an aluminum alloy With high heat conductivity, and 
a cooling pipe 8 is provided on the bottom surface thereof. 
The cooling pipe 8 is ?lled With a coolant so that both of the 
base 2 and the aluminum alloy made stator column 3 that is in 
contact With the base 2 are controlled so as to have a loW 

temperature. Thereby, the quantity of heat transmitted by 
radiation from the inner Wall surface of the rotor body 12 is 
removed. 
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The threaded spacer 21 and the stator blade 23 are also 
made of an aluminum alloy With high conductivity. The 
threaded spacer 21 is directly in contact With the base 2, and 
the stator blade 23 is in contact With the base 2 via the ?xing 
spacer 24 made of an aluminum alloy. Therefore, the threaded 
spacer 21 and the stator blade 23 are cooled rapidly by good 
heat conduction from the base 2 that is controlled so as to have 
a loW temperature. Thereby, the quantity of heat transmitted 
by radiation from the outer Wall surfaces of the rotor body 12 
and the rotor blade 13 is also removed smoothly. 

As described above, according to the vacuum pump P of 
this embodiment, of the components incorporated in the 
pump case 1, especially the rotor 11, Which is not only 
exposed to a corrosive gas but also heated by the frictional 
heat and compression heat of gas during high-speed rotation, 
is prevented from being erosion fractured due to corrosive gas 
or creep fractured due to overheating, so that high-perfor 
mance evacuation can be accomplished. 

As another mode of the surface treatment layer 42 that is 
superior in both corrosion resistance and heat releasing prop 
er‘ty, a construction shoWn in FIG. 4 can be adopted. The 
surface treatment layer 421 shoWn in FIG. 4 is different from 
the surface treatment layer 42 shoWn in FIG. 2 in that the 
nickel alloy layer 43 has a laminated construction. The sur 
face treatment layer 421 is constructed so that a loWer nickel 
alloy layer 431 coated With nickel is provided on the base 
material 41 made of an aluminum alloy, an upper nickel alloy 
layer 432 coated similarly With nickel is provided on the 
loWer nickel alloy layer 43 1, and the nickel oxide 44, Which is 
produced by oxidiZing nickel, is further formed on the surface 
of the upper nickel alloy layer 432. 

In order to form the tWo nickel alloy layers of the loWer 
nickel alloy layer 431 and the upper nickel alloy layer 432, 
layer formation is performed by dividing the process of the 
above-described nonelectrolytic nickel plating into tWo 
cycles. The laminated construction is not limited to tWo lay 
ers, and three or more layers may be used. Not only tWo-layer 
nickel plating or three-layer nickel plating using the same 
kind of nickel but also alloy plating of nickel and a different 
kind of metal can be used, and these types of plating can be 
combined. As examples of an alloy of nickel and a different 
kind of metal, a nickel-phosphorus alloy and a nickel-boron 
alloy can be cited. 

The reasons Why the nickel alloy layer 43 has a laminated 
construction as described above are tWo points described 
beloW. First, the ?rst point is that the nickel oxide 44 is formed 
on the surface of the upper nickel alloy layer 432 located in 
the uppermost layer, and nickel crystals are eroded by the 
oxidiZing agent in this formation process, the thickness of 
nickel being decreased, so that a decrease in corrosion resis 
tance due to the decrease in thickness is prevented. The sec 
ond point is that as shoWn in FIG. 5, pinholes h appearing in 
the upper nickel alloy layer 432 in the uppermost layer are cut 
by a boundary surface m betWeen the upper nickel alloy layer 
432 and the loWer nickel alloy layer 431 under the upper 
nickel alloy layer 432, by Which the probability that the pin 
holes h penetrate from the surface of the upper nickel alloy 
layer 432 to the surface of the base material 41 is made as loW 
as possible. By making the nickel alloy layer 43 have the 
laminated construction as described above, the corrosive gas 
intruding into the base material 41 made of an aluminum alloy 
through the pin holes h can be shut off surely. Therefore, in 
addition to the operation and effects of the above-described 
embodiment, there is offered an advantage that the surface 
treatment layer 42 can be provided With far higher corrosion 
resistance. 
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12 
Furthermore, as still another mode of the surface treatment 

layer 42, a construction shoWn in FIG. 6 can be adopted. The 
surface treatment layer 422 shoWn in FIG. 6 is different from 
the surface treatment layer 421 shoWn in FIG. 4 in that the 
surface area of the upper nickel alloy layer 432 is increased. 
For the surface treatment layer 422, after the loWer nickel 
alloy layer 431 has been plated, plating is performed by 
mixing nickel metal particles p in a nickel plating solution, by 
Which the nickel metal particles p shoW on the surface layer, 
and thus irregularities are formed on the surface of the upper 
nickel alloy layer 432. The above-described oxidiZing treat 
ment is performed on the surface of the upper nickel alloy 
layer 432 having irregularities, by Which the nickel oxide 44 
is formed on the increased surface area. 
The nickel metal particles p existing in the upper nickel 

alloy layer 432 are bonded ?rmly and integrated With the 
upper nickel alloy layer 432, so that no in?uence is exerted on 
the corrosion resistance of that layer. Also, since the oxidiZing 
treatment is performed after the surface area has been 
increased, the surface area of the formed nickel oxide 44 is 
also increased. Therefore, by a synergetic effect of improved 
emissivity and increased surface area, the surface treatment 
layer 422 ideal for heat radiation of component can be 
formed. 

It is effective that the diameter of the nickel metal particle 
p is at least not smaller than one half of a thickness t of the 

upper nickel alloy layer 432, and especially if the diameter 
thereof is not smaller than the thickness t, the effect can 
further be increased. Also, in the case Where the thickness t of 
the upper nickel alloy layer 432 is large, after a nickel plating 
layer With a predetermined thickness has been formed, plat 
ing may be performed by mixing particles such as to have a 
high ratio of the particle diameter to the thickness t. 

In the above-described embodiment, the folloWing various 
modi?cations can be made. For example, although the base 2, 
the stator column 3, the threaded spacer 21, and the stator 
blade 23, Which are components on the ?xed side, are pro 
vided With the surface treatment layer 42 consisting of the 
nickel alloy layer 43 and the nickel oxide 44 on the base 
material 41, instead, ceramics coating treatment may be per 
formed on the surfaces of the components as hole sealing 
treatment, or since the base material 41 is made of an alumi 
num alloy, only alumite coating treatment may be performed. 
This is because these components on the ?xed side are com 
ponents that have no thermal load due to rotation and have 
less danger of erosion than the rotor 11. 
As the shape of the rotor 11 provided With the aforemen 

tioned surface treatment layer 42, a half-blade type in Which 
the rotor blades 13 are provided substantially on a half of the 
outer Wall surface of the rotor body 12 is used. Besides, an 
all-blade type in Which the rotor blades 13 are provided on the 
Whole surface of the outer Wall surface of the rotor body 12 or 
a no-blade type in Which the rotor blades 13 are not provided 
may be used. Also, the type of the vacuum pump P is not 
limited to a composite pump. The invention can be applied in 
the same Way to the components incorporated in a single 
turbo-molecular pump, a single thread groove pump, a 
peripheral pump, and other types of pumps. 

What is claimed is: 
1. A vacuum pump comprising: 
a pump case; 

a pump section that is disposed in the pump case and that 
performs an evacuating operation by Which gas mol 
ecules in a vacuum chamber are sucked into and 
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exhausted from the pump case, the pump section having 
at least one component that is heated during operation of 
the vacuum pump and that de?nes a How path through 
Which the gas molecules ?oW prior to being exhausted 
from the pump case; 

at least one nickel alloy layer disposed on a surface of the 
component of the pump section for increasing a resis 
tance of the component to corrosion due to a corrosive 
effect of the gas molecules ?oWing through the How 
path; and 

a nickel oxide formed on a surface of the nickel alloy layer 
for increasing a quantity of heat radiated from the sur 
face of the component When the component is heated 
during operation of the vacuum pump; 

Wherein the at least one nickel alloy layer comprises a 
laminated structure of a ?rst nickel alloy layer disposed 
on a surface of the component and a second nickel alloy 
layer disposed on a surface of the ?rst nickel alloy layer; 
Wherein the nickel oxide is formed on a surface of the 
second nickel alloy layer; and Wherein the nickel oxide 
is formed by forced oxidation of the surface of the nickel 
alloy layer via reaction of an oxidiZing agent on the 
surface of the nickel alloy layer. 

2. A vacuum pump comprising: 

a pump case; 

a pump section that is disposed in the pump case and that 
performs an evacuating operation by Which gas mol 
ecules in a vacuum chamber are sucked into and 

exhausted from the pump case, the pump section having 
at least one component that is heated during operation of 
the vacuum pump and that de?nes a How oath through 
Which the gas molecules ?oW prior to being exhausted 
from the pump case; 

at least one nickel alloy layer disposed on a surface of the 
component of the pump section for increasing a resis 
tance of the component to corrosion due to a corrosive 
effect of the gas molecules ?oWing through the How 
path; and 

a nickel oxide formed on a surface of the nickel alloy layer 
for increasing a quantity of heat radiated from the sur 
face of the component When the component is heated 
during operation of the vacuum pump; 

Wherein the at least one nickel alloy layer comprises a 
laminated structure of a ?rst nickel alloy layer disposed 
on a surface of the component and a second nickel alloy 
layer disposed on a surface of the ?rst nickel alloy layer; 
Wherein the nickel oxide is formed on a surface of the 
second nickel alloy layer; and Wherein the nickel oxide 
comprises a mixture of nickel metal particles and a 
nickel plating solution non-electrolytically plated on the 
surface of the nickel alloy layer so that the nickel oxide 
is formed With irregularities on the surface of the nickel 
alloy layer. 
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3. A vacuum pump comprising: 
a pump case; 
a pump section that is disposed in the pump case and that 

performs an evacuating operation by Which gas mol 
ecules in a vacuum chamber are sucked into and 

exhausted from the pump case, the pump section having 
at least one component that is heated during operation of 
the vacuum pump and that de?nes a How path through 
Which the gas molecules ?oW prior to being exhausted 
from the pump case; 

at least one nickel alloy layer disposed on a surface of the 
component of the pump section for increasing a resis 
tance of the component to corrosion due to a corrosive 
effect of the gas molecules ?oWing through the How 
path; and 

a nickel oxide formed on a surface of the nickel alloy layer 
for increasing a quantity of heat radiated from the sur 
face of the component When the component is heated 
during operation of the vacuum pump; 

Wherein the at least one nickel alloy layer comprises a 
laminated structure of a ?rst nickel alloy layer disposed 
on a surface of the component and a second nickel alloy 
layer disposed on a surface of the ?rst nickel alloy layer; 
and 

Wherein the oxide is formed on a surface of the second 
nickel alloy layer. 

4.A vacuum pump according to claim 3; Wherein the nickel 
oxide has a higher emissivity than that of the nickel alloy 
layer. 

5. A vacuum pump according to claim 4; Wherein the 
emissivity of the nickel oxide is at least 0.6. 

6.A vacuum pump according to claim 3; Wherein the nickel 
oxide is formed by forced oxidation of the surface of the 
nickel alloy layer via reaction of an oxidiZing agent on the 
surface of the nickel alloy layer. 

7. A vacuum pump according to claim 3; Wherein the nickel 
oxide comprises a mixture of nickel metal particles and a 
nickel plating solution non-electrolytically plated on the sur 
face of the nickel alloy layer so that the nickel oxide is formed 
With irregularities on the surface of the nickel alloy layer. 

8. A vacuum pump according to claim 3; Wherein the pump 
section comprises a rotor mounted in the pump case for 
undergoing rotation so that the corrosive gas molecules are 
sucked into and exhausted by the rotational motion of the 
rotor, a plurality of stages of rotor blades provided on an outer 
Wall surface of the rotor, and a plurality of stages of stator 
blades provided so as to be positioned and ?xed alternately 
betWeen the rotor blades. 

9. A vacuum pump according to claim 3; Wherein the pump 
section comprises a magnetic levitation-type bearing struc 
ture and a rotor rotatably supported by the magnetic levita 
tion-type bearing structure for undergoing rotation so that the 
corrosive gas molecules are sucked into and exhausted by the 
rotational motion of the rotor. 

* * * * * 


