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ENCODING DEVICE AND METHOD 
UTILIZING TABLE DATA FOR SELECTION 

OF BIT PLANES 

BACKGROUND 

The present invention disclosure generally relates to an 
encoding method for image compression, and particularly, to 
a method Which can be con?gured for improving the e?i 
ciency of the encoding method corresponding to the next 
generation international standard “JPEG-2000”, Which is a 
compression method for still images. 

In recent years, various techniques have been developed in 
an attempt to improve the ef?ciency of the image storage 
process in the ?eld of image recording, concerning such 
devices as the digital still camera, the recording component of 
the digital copier, the surveillance camera, the digital video 
storage, the digital camera (for recording moving images), 
etc. In particular, JPEG-2000 is being Widely acknowledged 
as the next-generation technology succeeding JPEG (Joint 
Photographic Experts Group), Which is the current main 
stream technology in this ?eld. 

FIG. 1 shoWs a How chart of an encoding process according 
to the JPEG-2000 standard. FIGS. 2 and 3 shoW exemplary 
outlines of the process performed in the individual steps of 
FIG. 1. 

In the ?rst step of FIG. 1, a multi-leveled tWo dimensional 
discrete Wavelet transformation (DWT) is performed on the 
input image data (101). 
Upon performing the encoding process, the data image to 

be processed can be divided into a plurality of rectangular 
blocks called tiles, as shoWn in FIG. 2. If the data image is 
divided into a plurality of tiles, each of the ensuing processes; 
namely, the tWo dimensional discrete Wavelet transformation 
(DWT) process, the quantization process, and the entropy 
encoding process Will be performed on each of the individual 
tile units. 

FIG. 2 illustrates the DWT process in a case Where the 
image data are divided into tiles each having dimensions of 
128x128 pixels, and Where the tWo dimensional discrete 
Wavelet transformation at level 2 is performed on the image 
data of each of the tiles divided accordingly. 
By means of the tWo dimensional discrete Wavelet trans 

formation at level 2, the image data of the 128x128 pixels tiles 
are transformed into Wavelet coe?icient data from the four 
sub bands 2LL, 2HL, 2LH and 2HH each having dimensions 
of32><32 pixels, and the three sub bands 1HL, 1LH and 1HH 
each having dimensions of 64x64 pixels. 

In the JPEG-2000 standard, tWo coe?icients, lossless and 
lossy, are standardized as the ?lter coef?cients of the Wavelet 
transformation. More speci?cally, the lossless coe?icient is 
used When handling the lossless and lossy coef?cients 
together, and the lossy coef?cient is used When a higher 
compression rate or distortion characteristic is to be realized. 

The next process is to perform a scalar quantization to the 
obtained Wavelet coef?cient data based on the folloWing 
equation (102): 

Referring to the above equation, sign(a) represents a code for 
the Wavelet coef?cient data (a); |a| represents the absolute 
value of (a); Ab represents the quantization step determined 
for each sub band; and L J represents a ?oor function. HoW 
ever, this scalar quantization is not performed When the loss 
less Wavelet coef?cient is used. 
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2 
FolloWing the above-described Wavelet transformation, or 

the quantization process, an entropy encoding process is per 
formed on the coe?icient data obtained therefrom, on each of 
the sub bands, or on each of the code blocks, Which are 
rectangular areas that further subdivide the sub band. 
As shoWn in FIG. 1, this entropy encoding process com 

prises a step of coe?icient modeling for generating context to 
be provided to the later-described tWo -value arithmetic 
encoder (104) from the above coe?icient data, and a step of 
actually performing the encoding process by means of the 
arithmetic encoder (104). 
The speci?c procedures of this process are described 

beloW. 
(D Transform the coef?cient data of a sub band or code 

block into (code)+(absolute value). 
In this case, the absolute value of the coef?cient is divided 

into bit planes for each bit of the coef?cient, and the entropy 
encoding process is performed for each bit plane starting With 
the bit plane on the MSB side. 

FIG. 3 illustrates, as an example, hoW the absolute value of 
the coef?cient of the sub band 2LL is divided into bit planes 
(zero bit planes, bit plane N, bit plane N-l, . . . , bit plane 1, 
bit lane 0) for each bit corresponding to each pixel. 

Furthermore, among the above bit planes, the planes 
from the top just until the plane representing a valid bit (a bit 
other than 0) are called the zero bit planes and the entropy 
encoding process is not performed on these planes. The 
entropy encoding process starts at the ?rst bit plane that 
indicates a bit other than 0 (bit plane N, in the case of FIG. 3). 

In the example of FIG. 3, the top tWo bit planes are zero bit 
planes, and a bit other than 0 appears for the ?rst time at the 
third bit plane. The entropy encoding process starts from the 
above bit plane N and is performed for N+1 bit planes until 
reaching bit plane 0. 

For the bit planes that forgo the entropy encoding 
process, each bit plane is normally scanned 3 times in order to 
be encoded. The scanning process for encoding the bit plane 
is called a coding pass and each pass is referred to as folloWs: 

1) signi?cance propagation pass 
2) magnitude re?nement pass 
3) cleanup pass 
Each bit on the bit plane is classi?ed according to a certain 

rule, and the bit plane is encoded in one of the above passes 
using the context generated from the states of the bits sur 
rounding the respective bit. 

Speci?cally, as shoWn in FIG. 3, the bit plane N, Which is 
the ?rst plane to be encoded, is processed only in the cleanup 
pass. The ensuing bit planes are each encoded using the above 
3 coding passes. Thus, for N+1 bit planes, the encoding pro 
cess is performed by a total of 3N+1 passes. 

Next, an entropy code is generated in the arithmetic 
encoder (104) using the encoded bits generated from each of 
the above passes and their corresponding context. 
The entropy codes (MQ code) generated in this Way are put 

together in the ?nal code formation step (105) shoWn in FIG. 
1 to produce a JPEG-200 bit stream. 

In the code formation process (105), the codes generated 
from each pass in the arithmetic encoder (104) are put 
together for every set of passes, such sets being referred to as 
layers. 

FIG. 4 illustrates a process in Which the codes generated in 
the arithmetic encoder for 3N+1 passes are put together into 
L+1 layers from layer 1 to layer L. In this draWing, bit data 
and its corresponding context data necessary for the encoding 
process are selected and input to the arithmetic encoder by the 
multiplexer based on the above coef?cient data, and the codes 
for each bit plane and each coding pass are generated by the 
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arithmetic encoder after Which each of the codes obtained 
thusly are put together into layers. 

Further, as shoWn in FIG. 5, the codes assembled together 
for each sub band and each layer are arranged to produce a 
?nal bit stream. Here, the set of each sub band and each layer 
is called a packet, and each packet comprises a packet header 
for indicating the respective packet information, and the 
above-described entropy codes produced at the arithmetic 
encoder. 

The above is a description of an encoding process for input 
image data that is monochrome. For encoding an image With 
multi-colors (components) such as an RGB image, the pack 
ets of each sub band and each layer are produced for each 
color (component) in a similar fashion, and the JPEG-2000 
bit stream is obtained by arranging these packets in the estab 
lished order (FIG. 6). 

FIG. 6 illustrates an example of the encoding process in 
Which an image With 3 colors (component 0, 1, and 2) is 
encoded into a JPEG-2000 bit stream. 

The encoding process in accordance With the JPEG-2000 
standard is characterized in that once the bit stream is 
encoded, it can be recompressed to obtain the necessary com 
pression rate in its encoded state Without having to decode 
said bit stream. 

This is due to the fact that the code for the JPEG-2000 
standard comprises a set of codes for each component (color 
component), each sub band (resolution), and each layer. 
Thus, for example, in a case Where an encoding process is 
performed only to ?nd out later on that the compression rate 
of the encoded image does not satisfy the desired compres 
sion rate, the encoded data are discarded in due order starting 
With the packet that has the loWest priority. As a result, an 
operation of raising the compression rate can be performed 
With relatively little degradation of the image quality. 

The code shoWn in FIG. 6 is lossless code. Code that is 
further compressed from the code of FIG. 6 (With a raised 
compression rate) can be obtained (recompression), as shoWn 
in FIG. 7, by discarding the packets of the layers L With the 
sub bands 1HL, 1LH and 1HH, for each of the different 
components in FIG. 6, this being a lossy code. 

HoWever, in the above-described recompression, the codes 
of the predetermined packets can be discarded only When the 
encoding process is completed for an entire picture (for 
example, one image) after Which the breaks in the codes of 
each of the packets are determined. Therefore, some time Will 
be required for the determination process and the like, and 
this can be a problem in an encoding process requiring high 
speed such as in encoding a moving image. 

SUMMARY 

In an aspect of the present disclosure, a method for el? 
ciently controlling the compression rate and the code quantity 
during the encoding operation so that it can be used in an 
encoding process that requires high speed such as the encod 
ing of a moving image. 

The encoding method according to the JPEG-2000 stan 
dard performs the Wavelet transformation on image data as 
described above, and then performs the entropy encoding 
process on its coel?cient data for each bit plane. On the other 
hand, in the approach proposed in this disclosure, the number 
of Zero bit planes after the Wavelet transformation may vary 
depending on the image, meaning the number of bit planes 
that are to be encoded may vary. Thus, if the processing speed 
of the arithmetic encoder is ?xed, the processing time 
required for the encoding process Will vary depending on the 
image, Which means that the encoding process may fail to 
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4 
satisfy the conditions, for example, of encoding a moving 
image Which sets a time limit at 30 frames per second. 

In another aspect of the present disclosure, a method of 
controlling the encoding process is provided so that it is 
performed Within a predetermined processing time period, 
applicable even in high-speed encoding processes for moving 
images and the like. 

Further, in another aspect of the present disclosure, an 
encoding method is provided Which is capable of performing 
both the above-described code quantity control and encoding 
process time control at the same time in the same apparatus. 

For example, in the encoding process of representing 
image data With a plurality of bit planes for each sub band and 
encoding said image data for each bit plane, a plurality of 
pre-established table data sets for determining either the bit 
plane to be discarded or the bit plane to be encoded can be 
provided, Wherein each type of the table data sets corresponds 
to each of the various conditions from a case Where the 
amount of data to be encoded is large to a case Where it is 
small, and a table data set is selected according to various 
conditions set forth in each encoding process. 
The above-mentioned various conditions may correspond 

to the desired compression rate, or a maximum required pro 
cessing time. By selecting a table data, set in accordance With 
these conditions, the compression rate can be optionally and 
easily controlled, or in the case of compressing a moving 
image or the like, a maximum required processing time can be 
easily guaranteed. In this Way, real-time image processing 
can be realiZed. Further, it is also possible to simultaneously 
control the compression rate and guarantee a maximum 
required processing time. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 shoWs an exemplary process chart of the encoding 
process according to the JPEG-2000 standard, to Which the 
present invention can be applied; 

FIG. 2 is a diagram illustrating the Wavelet transformation 
process of the encoding process in FIG. 1; 

FIG. 3 is a diagram illustrating the concept of bit planes in 
the encoding process of FIG. 1; 

FIG. 4 is a diagram illustrating the process of grouping the 
codes obtained in the arithmetic encoder into each layer, in 
the encoding process of FIG. 1; 

FIG. 5 is a diagram illustrating the concept of a bit stream 
formed by packets that group each of the sub bands and each 
of the layers, in the encoding process of FIG. 1; 

FIG. 6 illustrates the bit stream of FIG. 5 Wherein the codes 
for each color component and each sub band are displayed in 
order; 

FIG. 7 illustrates the execution of a lossy compression on 
the bit stream of FIG. 6; 

FIG. 8 illustrates the table data used in an embodiment of 
the present invention; 

FIG. 9 is an exemplary diagram shoWing the bit planes to 
be discarded among the bit planes of each sub band; 

FIG. 10 shoWs an example of the amount of data that is to 
be encoded for each of the tables (sets) in the table data of 
FIG. 8; 

FIG. 11 is a diagram illustrating hoW the present invention 
is applied in the encoding process of an image divided into 
tiles; and, 

FIG. 12 is a chart for illustrating an example of hoW the 
amount of data to be encoded is calculated for each of the 
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tables (sets) in the table data of FIG. 8, in the encoding 
process according to an embodiment of the present invention. 

DESCRIPTION OF THE PREFERRED 
EMBODIMENTS 

In the following, a description of the preferred embodi 
ments of the present invention is given With reference to the 
accompanying draWings. 

In the present invention, the number of bit planes on Which 
the entropy process Will be performed, for each of the com 
ponents and for each of the sub bands, or the number of 
coding passes to be performed, is determined according to 
pre-established table data. Thus, the amount of codes gener 
ated in the ?nal result is controlled. An example of such table 
data is shoWn in FIG. 8. 

In the example of FIG. 8, tables (sets) 0 through 7 are 
provided, and each table indicates the number of bit planes to 
be discarded in each sub band counting from the LSB plane. 
For example, if the table 3 is selected from the above table 
data, all the bit planes except for the Zero bit planes Will be 
encoded for the sub band 2LL; all the bit planes except for the 
Zero bit planes and the least signi?cant bit plane Will be 
encoded for the sub bands 2HL and 2LH; all the bit planes 
except for the Zero bit planes plus the tWo bit planes counting 
from the least signi?cant bit plane Will be encoded for the sub 
bands 2HH, 1HL and 1LH; and all the bit planes except for the 
Zero bit planes plus the three bit planes counting from the least 
signi?cant bit plane Will be encoded for the sub band 1HH. 

FIG. 9 describes the above case (the case Where table 3 is 
selected) in further detail. 
As shoWn in this diagram, the number of Zero bit planes 

varies for each sub band depending on the image; hoWever, it 
is possible to control the amount of codes generated from the 
arithmetic encoder (104) by specifying the number of bit 
planes to be discarded 

If the table 7 is selected in the exemplary table data of FIG. 
8, all the bit planes Will be encoded except for the Zero bit 
planes, resulting in a lossless encoding process. As the table 
numbers go doWn, or as We move upWard in the chart of FIG. 
8, from table 7 to table 6, 5, 4, . . . and so on, the number ofbit 
planes to be discarded increases, resulting in a higher com 
pression rate. Also, as We shift to the right in the table of FIG. 
8, or as We move on to the sub bands With a higher frequency, 
the number of bit planes to be discarded increases. By struc 
turing the table data in this Way, the compression rate can be 
increased With relatively little degradation of the image qual 
ity. 

In the above description, an example of encoding a mono 
chrome image is given; hoWever, a multi-color (component) 
image may also be encoded in a similar fashion using the 
same table data in order to control the amount of codes gen 
erated as a result. In this case, the table data may be provided 
individually for each of the (color) components, or the pro 
cess may otherWise be controlled using common table data. 

In the table data shoWn in FIG. 8, the number of bit planes 
to be discarded is speci?ed; hoWever, the number of bit planes 
to be encoded, aside from the Zero bit planes, may be speci?ed 
instead. Also, the number of the previously described coding 
passes of the encoding process (refer to FIG. 3) may also be 
speci?ed (controlled), enabling a further detailed adjustment 
of the amount of codes to be generated. 
NoW, the methods for selecting a table data set from the 

plurality of table data sets provided as described previously 
Will be described. 

The ?rst method is to encode an image using a suitable 
table data set, and to select a table data set of a smaller table 
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6 
number (increasing the compression rate), if the compression 
rate obtained from the above encoding process does not sat 
isfy the desired compression rate, so as to re-encode the 
image once more. 

In this case, for example, the table 7 may ?rst be used in the 
encoding process of FIG. 8 to perform a lossless compres 
sion, and along With the encoding process, code quantity 
values of the codes to be generated in each of the bit planes 
indicated in the table may be kept as reference data. Thus, the 
code quantity that is to be expected from complying With each 
of the tables 0 through 7 in the encoding process can be 
calculated by multiplying the number of bit planes to be 
encoded in each case by the above code quantity for each bit 
plane, as indicated in FIG. 10, and by referring to this data, the 
table (set) that Will bring the optimum compression rate can 
be selected for the second encoding process. 

In the example described above, an image is encoded at 
least tWice, Which requires a fair amount of time and effort. 
Accordingly, in encoding moving images and the like, a dif 
ferent embodiment my be used, Wherein the ?rst frame is 
encoded using a suitable table, and the second frame is 
encoded, using a table that further increases the compression 
rate When the compression rate of the previous frame is Worse 
than expected, or using either the same table as the previous 
frame or a table that further increases the code quantity When 
the compression rate of the previous frame is better than 
expected. In this Way, a real-time encoding process may be 
performed. 

Further, as shoWn in FIG. 11, in the previously mentioned 
case Where the encoding process is performed on an image 
that is divided into a plurality of tiles, the above process on 
each frame may be performed on each of the tiles based on the 
code quantity of the previously encoded tile, in determining 
the table that Will be used for encoding the next tile. 
NoW, a method of con?ning the encoding process time 

Within a predetermined time period is described With refer 
ence to FIG. 12. Here, it is assumed that table data identical to 
that of the previous descriptions is used. 

First of all, the number of Zero bit planes for each of the sub 
bands becomes certain at the moment the Wavelet transfor 
mation (101) is completed. Here it is supposed that the result 
ing numbers are: 1 bit plane for 2LL; 1 bit plane for 2HL; 2 bit 
planes for 2LH; . . . and so on, as indicated in the ‘number of 

Zero bit planes (Z)’ in FIG. 12 (corresponding to the example 
illustrated in FIG. 9). 

Further, since the number of bits in the coef?cient data 
obtained from the Wavelet transformation is available, the 
number of bit planes that Will be encoded for each sub band 
upon a lossless encoding process can be calculated by sub 
tracting the number of bits corresponding to the Zero bit 
planes from the above total number. In the example of FIG. 
12, the number of bit planes (P) to be encoded in a lossless 
encoding process is indicated. 

If it is supposed that the table 0 of the table data in FIG. 8 
is used, the number of bit planes to be encoded for each of the 
sub bands is calculated to get, for example: 6—1:5 bit planes 
for the sub band 2LL, since 1 bit plane Will be discarded; 
6—2:4 sub bands for 2HL, since 2 bits Will be discarded; . . . 
and so on. These results are indicated in FIG. 12 as the 
‘number of bit planes to be processed When using table 0’. 

Here, it should be noted that the data quantity of the coef 
?cient data for each sub band varies. As shoWn in FIG. 9, each 
of the sub bands 2LL, 2HL, 2LH and 2HH contains coef? 
cient data for 32x32 pixels, Whereas each of the sub bands 
1HL, 1LH and 1HH contains coef?cient data for 64x64 pix 
els. In the folloWing descriptions, the amount of data for 
32x32 pixels is represented as one unit for convenience’s 
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sake. As indicated in the ‘number of data (D)’ in FIG. 12, the 
amount of data of the coe?icient data for each of the sub bands 
is, 1, 1, 1, 1, 4, 4, 4, respectively. 
As shown below, the amount of data that is to be encoded 

when using the table 0 is obtained as 34 (provided the 32x32 
pixels represents one unit) from the number of bit planes to be 
encoded when using the table 0 as calculated above, and the 
amount of data in each sub band. 

5 (bit planes for 2LL)><1 (data unit in 2LL)+4 (bit 
planes for 2HL)><1 (data unit in 2HL)+3 (bit 
planes for 2LH)><1 (data unit in 2LH)+2 (bit 
planes for 2HH)><1 (data unit in 2HH)+1 (bit 
planes for 1HL)><4 (data unit in 1HL)+3 (bit 
planes for 1LH)><4 (data unit in 1LH)+1 (bit 
planes for 1HH)><4 (data unit in 1HH):34 

The amount of data to be encoded in each of the cases for 
using the tables 1 through 7 of the table data in FIG. 8, can be 
obtained in a similar fashion to that described above. The 
numbers indicated in the column at the far right hand side in 
FIG. 12 (‘amount of data to be encoded’) represent these 
results. 

For example, the calculations for obtaining the amount of 
data in the case where table 3 is used (corresponding to the 
example shown in FIG. 9), are shown below. 

6 (bit planes for 2LL)><1 (data unit in 2LL)+5 (bit 
planes for 2HL)><1 (data unit in 2HL)+4 (bit 
planes for 2LH)><1 (data unit in 2LH)+3 (bit 
planes for 2HH)><1 (data unit in 2HH)+2 (bit 
planes for 1HL)><4 (data unit in 1HL)+4 (bit 
planes for 1LH)><4 (data unit in 1LH)+2 (bit 
planes for 1HH)><4 (data unit in 1HH):5O 

The speed of the encoding processing of the arithmetic 
encoder (104) is determined by its circuit structure, and here, 
the required processing time of the arithmetic encoder for 
encoding the amount of data in a 32x32 pixels unit is denoted 
as X(ns). When it is required to process one image within a 
maximum time period of Y(ns), for example, the maximum 
amount of data that can be processed by the arithmetic 
encoder per unit-time isY/X. Thus, if the encoding process is 
to be performed using the above tables 0 through 7, the table 
indicating the largest value for the above amount of data 
among the values that do not go beyond X/ Y is selected for the 
encoding process, so that the processing time of the encoding 
process can be con?ned within the predetermined time 
period. 

Also, in encoding an image which is divided into a plurality 
of tiles, a similar process may be performed on each of the 
tiles so as to realiZe an encoding process guaranteeing a 
maximum processing time, identical to that described above. 

In this way, by using the table data and making small 
adjustments to the control method (i.e. the selecting of a table 
(set) included in the table data of FIG. 8), the amount of data 
to be generated from the encoding process can easily be 
controlled and a maximum processing time for encoding an 
image can be guaranteed, both at the same time. 

Additionally, the table data such as that illustrated in FIG. 
8 are able to limit the degradation of the image quality of the 
resulting image upon its decoding with respect to the required 
compression rate. This is done by determining the bit plane to 
be discarded so that the ones which are least likely to in?u 
ence the image quality upon decoding the image will be 
selected in due order. 

Further, in another aspect of the present invention, a circuit 
for performing an operation of selecting a desired table from 
the table data such as that illustrated in FIG. 8 is implemented 
on an IC such as the LS1. Such an IC is applicable in such 
apparatuses as the digital still camera by being embedded into 
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8 
the apparatus so as to be utiliZed in compressing a photo 
graphed image and storing it into a storage medium. Altema 
tively, the above operation may be implemented in a com 
puter in the form of a software program or ?rmware, which 
can be installed/ embedded into a digital camera and the like. 
Also, the above software program or ?rmware may be imple 
mented in the form of a computer-readable storage medium 
such as a CD-ROM having table data such as that illustrated 
in FIG. 8 stored within. 
As described above, in the present invention, the amount of 

codes generated from the encoding process is controlled 
using table data. In this way, the required compression rate 
can easily be achieved without a delay in the processing, even 
for an encoding process requiring high speed. 

Also, due to the fact that the amount of data to be encoded 
is controlled using table data, the processing time required for 
the encoding process may also be controlled, thus enabling a 
real time encoding process even in an encoding process for 
moving images and the like. 

Further, the above control of the code quantity and the 
guarantee of the required processing time may be achieved 
simultaneously with accuracy and ease. 

What is claimed is: 
1. An encoding device that represents image data in the 

form of a plurality of bit planes for each of a plurality of sub 
bands and encodes said image data for each bit plane, com 
prising: 

a plurality of tables with respective sets of table data, 
wherein each set of table data is associated with a cor 
responding compression rate and amount of data to be 
encoded and speci?es a corresponding subset of either 
the bit plane(s) to be discarded or the bit plane(s) to be 
encoded for each sub band; and 

an encoding part con?gured to encode a predetermined 
amount of data in an amount X of time and select a set of 
table data, corresponding to one of said plurality of 
tables, based on a maximum required processing timeY, 

wherein said maximum required processing time is an 
amount of time within which processing by said encod 
ing device of said image data is required to be com 
pleted, 

wherein said encoding part selects the set of table data 
corresponding to the table that is associated with the 
largest amount of data to be encoded amongst tables 
associated with amounts of data to be encoded that do 
not exceed a ratio Y/X. 

2. The encoding device as claimed in claim 1, wherein in 
said sets of table data, the number of bit planes to be discarded 
increase as the frequency of the corresponding sub band 
increases. 

3. The encoding device as claimed in claim 1, wherein an 
entropy process is performed on the bit plane(s) speci?ed by 
the selected set of table data. 

4. The encoding device as claimed in claim 1, wherein a 
number of coding passes is determined from the selected set 
of table data. 

5. The encoding device as claimed in claim 1, wherein said 
image data comprise coe?icient data obtained from a two 
dimensional discrete wavelet transformation. 

6. The encoding device as claimed in claim 1, wherein the 
selected set of table data speci?es the bit plane(s) to be dis 
carded for each sub band. 

7. The encoding device as claimed in claim 1, wherein the 
selected set of table data speci?es the bit plane(s) to be 
encoded for each sub band. 
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8. The encoding device as claimed in claim 1, Wherein said 
plurality of tables are associated With respective code quan 
tities. 

9. The encoding device as claimed in claim 1, Wherein said 
plurality of tables are associated With respective amounts of 
data to be encoded. 

10. The encoding device as claimed in claim 1, Wherein 
said plurality of tables are associated With respective required 
processing times. 

11. An encoding method, performed by an encoding 
device, for representing image data in the form of a plurality 
of bit planes for each of a plurality of sub bands and encoding 
said image data for each bit plane comprising: 

storing a plurality of tables With respective sets of table 
data, Wherein each set of table data is associated With a 
corresponding compression rate and amount of data to 
be encoded and speci?es a corresponding subset of the 
bit plane(s) to be discarded or the bit plane(s) to be 
encoded for each sub band; 

selecting by an encoding device con?gured to encode a 
predetermined amount of data in an amount X of time, 
and based on a maximum required processing timeY, a 
set of table data corresponding to one of said plurality of 
tables, 

Wherein said encoding device selects the set of table data 
corresponding to the table that is associated With the 
largest amount of data to be encoded amongst tables 
associated With amounts of data to be encoded that do 
not exceed a ratio Y/X; and 

using the selected set of table data to determine either the 
bit plane(s) to be discarded or the bit plane(s) to be 
encoded for each sub band, 

Wherein said maximum required processing time is an 
amount of time Within Which processing by said encod 
ing method is required to be completed. 

12. The encoding method as claimed in claim 11, Wherein 
in said sets of table data, the number of bit planes to be 
discarded increase as the frequency of the corresponding sub 
band increases. 
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13. The encoding method as claimed in claim 11, further 

comprising determining a number of coding passes based on 
the selected set of table data. 

14. The encoding method as claimed in claim 11, Wherein 
said image data comprise coe?icient data obtained from a tWo 
dimensional discrete Wavelet transformation. 

15. The encoding method as claimed in claim 11, Wherein 
the selected set of table data is utiliZed to determine the bit 
plane(s) to be discarded for each sub band. 

16. The encoding method as claimed in claim 11, Wherein 
the selected set of table data is utiliZed to determine the bit 
plane(s) to be encoded for each sub band. 

17. A computer readable medium tangibly embodying a 
program of instructions executable by a computer to perform 
a process for representing image data in the form of a plurality 
of bit planes for each of a plurality of sub bands and encoding 
said image data for each bit plane, said process comprising: 

storing a plurality of tables With respective sets of table 
data, Wherein each set of table data is associated With a 
corresponding compression rate and speci?es a corre 
sponding subset of the bit plane(s) to be discarded or the 
bit plane(s) to be encoded for each sub band; 

selecting by an encoding device con?gured to encode a 
predetermined amount of data in an amount X of time, 
and based on a maximum required processing time Y, a 
set of table data corresponding to one of said plurality of 
tables, 

Wherein said encoding device selects the set of table data 
corresponding to the table that is associated With the 
largest amount of data to be encoded amongst tables 
associated With amounts of data to be encoded that do 
not exceed a ratio Y/X; and 

using the selected set of table data to determine either the 
bit plane(s) to be discarded or the bit plane(s) to be 
encoded for each sub band, 

Wherein said maximum required processing time is an 
amount of time Within Which processing by said process 
is required to be completed. 

* * * * * 


