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To a/ZZ whom it may concern,. 
Be it known that I, FREDERICK L. GERMAIN, 

a citizen of the United States, residing at Buf 
falo, in the county of Erie and State of New ̀ 
York, have invented certain new and useful 
Improvements in Bedclothes-Holders; and I 
do hereby declare the following to be a full, 
clear, and exact description of the invention, 
such as will enable others skilled in the art 
to which it appertains to make and use the 
same, reference being had to the accompanying 
drawings, and to ñgures of reference marked 
thereon, which form a part of this specification. 
My invention relates to that class of devices 

which are employed to prevent the accidental 
displacement of the clothes used as coverings 
upon beds. ' _ 

The object of my invention is to provide 
improved means for the above-named pur 
pose which can be readily applied to bed 
steads, which can be economically constructed 
and of such a nature as not to injure the bed 
clothes fastened therein,and at the same time 
present a sightly appearance when in position 
upon the bed. ` 
To these ends my invention consists of a 

certain improved construction and arrange 
ment of parts, all of which will be fully here 
inafter described and claimed. ‘ 
In the drawings, Figure 1 is a side eleva 

tion of my improved fastener applied to the 
back rail of an iron bedstead, and Figs. 2, 3, 
4, and 5 are perspective views of detached de 
tai s. 

Referring to the drawings, 1 is the base 
from' which the two uprights 2 and 3 extend 
vertically and parallel with each other. The 
outer faces of these uprights are provided with 
the series 4 and 5 of notches, which extend 
from the top to the bottom of the uprights. 

6 is a support for the uprights, having at 
its upper end the right-angled arm 7, provided 
with the channel 8 (see Fig. 5) and longitudi 
nal open-end slot 9. The base 1 of the up 
rights 2 and 3 rests adjustably in the channel 
8 of the support 6 and is held rigidly therein 
by the bolt 10 and thumb-nut 11. The sup 
port 6 has a series of apertures 12 in its length. 

13 and 14 are two angular gripping-pieces 
provided with the apertured lugs 15 15 and 

16 16. These gripping devices are rigidly se 
cured around the angular back rail 17 of an 
iron bedstead, a filling-block 18 being inter 
posed. 
The bolts 19 19 are employed to unite and 

tighten the parts. 
On the outer face of the gripping-piece 14 

is the longitudinal channel 20, (see Fig. 2,) 
adapted for the adjustable reception of the 
support 6, which is held in position by the 
bolt 21, which passes through one of the aper 
tures 12 in the support and the aperture 22 
in the gripping-piece 14. 

23 and 24 are the clamping devices to grip 
and hold the bedclothes. The rear device 23 
has its vertical portion provided with the 
longitudinal channel 25 and slot 26, (see Fig. 
4,) and the transverse rib 27 across the chan 
nel 25 is _adapted for locking engagement with 
one of the notches 4 of the upright 2, which 
rides in the channel 25 of the clamping device 
23. The bolt 28 and thumb-nut 29 hold the 
parts in rigid engagement. 
The front clampingdevice 24 has its vertical 

portion provided with the longitudinal chan 
nel 30 and slot 31, (see Fig. 3,) and the trans 
verse rib 32 across the channel 31 is adapted 
for locking engagement with one of the notches 
5 of the upright 3, which rides in the channel 
30 of the clamping device 24. The bolt 33 
and thumb-nut 34 hold the parts in rigid en 
gagement. ‘ 

35 is an angular head with a headed shank 
36, which is in removable engagement with 
the recess 37 in the upper end of part 24. 
In practice one of my improved devices is 

secured near each end of the rear rail of the 
bed. The clamping devices 24 are then ad 
justed to the proper height and the lower end 
of the bedclothes 38 passed over the same. 
The ends of a T-shaped strip 39 the width of 
the bed is next placed in engagement with 
the angular heads 35, and the horizontal arms 
40 of the devices 23 are pressed down against 
the strip 39 until the clothes are securely held 
between it and the angular heads 35. rll‘he de 
vices 23 are then locked by turning the thumb 
nuts 29, which holds the bedclothes securely 
against accidental displacement. 
The part which secures my clamping device 
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to the iron bed can be readily changed to adapt 
it for holding engagement with the frame of 
a wood bedstead. 

I olaim- Y 

In a bedclothes-holder, the combination of 
a base, removably secured to the bed-frame 
on opposite sides thereof, two vertical and 
parallel uprights upon such base, a vertical 
clamping device with an upper horizontal arm 
adjustable upon the vertical upright upon one 
side of the base, a vertical clamping device 
with an upper angular head adjustable upon 
the vertical upright upon the other side of the 
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base, and a'T-shaped strip in engagement with 
the angular heads and horizontal arms of the 
vertical clamping devices, for holding the bed 
clothes between the T-shaped strip and the 
angular heads, substantially as shown and de 
scribed. 
In testimony whereof I have signed my name 

to this specification in the presence of two sub 
scribing witnesses. 

FREDERICK L. GERMAIN. 
Witnesses: . v 

C. B. BUTLER, 
W. T. MILLER. 
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