
US007575126B2 

(12) United States Patent (10) Patent N0.2 US 7,575,126 B2 
Kemper (45) Date of Patent: Aug. 18, 2009 

(54) LEAK RESISTANT DRINKING CUP 5,791,503 A 8/1998 Lyons 
5,890,619 A 4/1999 Belanger 

(75) Inventor: Bernard J. Kemper, Bonne Terre, MO 5,390,620 A 4/1999 Belcastro 
(Us) 5,890,621 A 4/1999 Bachman et a1. 

_ _ _ 5,950,857 A * 9/1999 Rosen 220/2391 

(73) Asslgnee: Handl'craft Company’ 81' LOUIS’ MO 6,037,872 A * 3/2000 Dunnum ................... .. 340/586 

(Us) 6,050,445 A 4/2000 Manganiello 

( * ) Notice: Subject to any disclaimer, the term of this 6’079’589 A 6/2000 Mlltéuyama et 31' 
patent is extended or adjusted under 35 13429312 S 8/2000 Polner et a1‘ 

days~ 6,102,244 A 8/2000 Kuwano et a1. 
6,102,245 A 8/2000 Haberman 

(21) App1_ NO_; 11/046,288 D433,729 S 11/2000 Poirier et a1. 
6,202,877 B1 3/2001 La Torre et a1. 

(22) Filed: Jan. 28, 2005 6,230,923 B1 5/2001 Hung 
6,260,731 B1 7/2001 Cummings 

(65) Prior Publication Data 6,269,968 B1 8/2001 Belcastro 

Us 2006/0169694 A1 Aug. 3, 2006 13448242 S 9/2001 McDonough er a1 
D448,976 S 10/2001 McDonOugh et a1. 

(51) Int. Cl. 6,305,570 B1 10/2001 Atkin et a1. 
A47G 19/22 (2006.01) D450,535 S 11/2001 McDonough et a1. 
B65D 51/16 (2006.01) 

(52) US. Cl. ................ .. 220/714; 220/717; 220/203.11; 
220/303 . 

(58) Field of Classi?cation Search ............... .. 220/714, (Commued) 

220/717, 203.11, 710.5, 303 Primary ExamineriAnthony D Stashick 
See application ?le for complete search history. Assistant Examinerilames N Smalley 

(56) References Cited (74) Attorney, Agent, or FirmiArmstrong Teasdale, LLP 

US. PATENT DOCUMENTS 

3,915,331 A 10/1975 Chenault 
4,623,069 A 11/1986 White 
4,993,568 A 2/1991 Morifuji et a1. 
5,071,017 A 12/1991 Stull 
5,101,991 A 4/1992 Morifuji et a1. 
5,101,992 A 4/1992 Serre 
5,542,670 A 8/1996 Morano 
5,570,796 A 11/1996 Brown et a1. 
5,598,809 A 2/1997 McInnes 
5,667,084 A 9/1997 Duggal et a1. 
5,690,679 A 11/1997 Prentiss 
5,706,973 A 1/1998 Robbins, III et a1. 
5,747,083 A 5/1998 Raymond et a1. 
5,779,071 A 7/1998 Brown et a1. 

(57) ABSTRACT 

A leak resistant drinking cup has a diaphragm seal for nor 
mally closing an open top of a liquid container of the cup. The 
seal can be opened to permit liquid to How past it and out of 
the cup upon application of a Vacuum pressure by the person, 
typically a small child, drinking from the cup. The diaphragm 
seal has a peripheral edge margin that can be de?ected 
upWard by the Vacuum pressure to open a path out of the 
drinking cup.A hold doWn rib may be employed to control the 
locations Where the peripheral edge margin is permitted to 
de?ect. 
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LEAK RESISTANT DRINKING CUP 

BACKGROUND OF THE INVENTION 

This invention relates generally to leak resistant vessels 
and more particularly to vessels Which permit, in a controlled 
manner, passage of liquid out of the vessel upon demand. 

Vessels of the type to Which the present invention relates 
are most commonly in the form of drinking cups used for 
small children. The cups are con?gured so that if they are 
turned over, liquid inside the cup is prevented from spilling 
out of the cup by a valve arrangement that seals the cup When 
not used. Usually the cup has a relatively rigid cover formed 
With a spout that the child puts his lips on to drink from the 
cup. The cover can be releasably attached (e.g., snapped or 
screWed on) to a container portion of the cup over an open top 
of the container portion, to close the open top. The valve is 
arranged betWeen the cover and the container portion can be 
opened to alloW liquid to pass out of the cup for drinking. 
Most commonly, the valve is actuated by a vacuum pressure 
applied by the user to the interior of the cup by sucking on a 
spout or other opening in a cover of the cup. The vacuum 
pressure so applied causes the valve to move or deform in 
such a Way that a path past the valve is exposed so liquid can 
?oW out of the cup. It is possible that the valve might be 
actuated in other Ways, such as a purely mechanical actuation, 
but for small children vacuum pressure actuation is most 
preferable because the only time the valve is open is When the 
child in the act of taking a drink. 
Vacuum pressure actuated drinking cups of the type just 

described have certain problems generally associated With 
balancing the need to assure positive sealing With the need to 
make the cup easy to use for the child. A strong seal by the 
valve requires a relatively large vacuum to open, making it 
hard for the child to use. A seal that requires a loWer vacuum 
pressure to open may not seal tightly enough to prevent at 
least some liquid ?oWing past it. Frequently, the valve is 
relatively small and located under the spout. The small siZe of 
the valve requires a substantial vacuum pressure to actuate 
because the pressure acts on only a relatively small area. In 
other Words, children Will have to suck With signi?cant effort 
to get the valve to open. That makes the cup less desirable to 
the child. It is also important to reduce the opportunity for the 
child to suck in air When drinking from the cup. This may 
occur When the level of liquid in the cup is loW. If the opening 
covered by the valve is relatively small, the problem is mini 
miZed. HoWever if the valve is also small in surface area, this 
can lead to dif?culty in opening the valve, as previously 
described. 

Conventionally, the valve may be permanently attached to 
the cover so that the valve Will alWays remain in tact. HoW 
ever, in use the valve Will necessarily become fouled With 
drink liquid and particulates in the liquid. Although cleaning 
is possible, it is very di?icult to clean the entire valve or the 
entire cover. Disassembly of the valve from the cover Would 
result in destruction of the valve (or cover). Therefore, it is 
dif?cult to make certain that the valve and cover remain clean 
in repeated use. It is knoWn to provide valves that can be 
disassembled from the cover for cleaning. HoWever, these 
valves may be di?icult to detach and reassemble. Moreover, 
small valves may become lost or damaged. 

SUMMARY OF THE INVENTION 

In one aspect of the present invention, a leak resistant 
drinking cup generally comprises a container siZed and 
shaped for receiving and holding a quantity of liquid for 
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drinking. The container has an open top. A lid assembly 
includes a cover adapted for removable attachment to the 
container for closing the open top, the cover having a rigid 
spout for receiving the drinking liquid through the cover. A 
?exible diaphragm seal adapted to be disposed betWeen the 
cover and the open top of the container is able to selectively 
block the ?oW of liquid from the container to the spout in the 
cover. The diaphragm seal has a peripheral edge margin 
adapted to, as installed betWeen the cover and the container, 
?ex betWeen a closed position in Which the diaphragm seal 
blocks movement of the drinking liquid from the container to 
the spout of the cover, and an open position in Which the 
diaphragm does not block the drinking liquid ?oWing from 
the container to the spout. 

In another aspect of the present invention, a leak resistant 
vessel generally comprises a container siZed and shaped for 
receiving and holding a quantity of liquid. The container has 
an open top and a central axis. A lid assembly includes a cover 
adapted for removable attachment to the container, the cover 
having an opening for receiving the liquid through the cover. 
A ?exible diaphragm seal adapted to be disposed betWeen the 
cover and the open top of the container is able to selectively 
block the ?oW of liquid from the container to the opening in 
the cover. The diaphragm seal has a peripheral edge margin 
capable as installed betWeen the cover and the container of 
?exing betWeen a closed position in Which the diaphragm 
blocks movement of the liquid from the container to the 
opening of the cover, and an open position in Which the 
diaphragm does not block the liquid ?oWing from the con 
tainer to the cover opening. A hold doWn is siZed and shaped 
for holding doWn a portion of the diaphragm seal When 
assembled on the container to hold the diaphragm seal portion 
against ?exing from the closed position to the open position 
While permitting another portion of the diaphragm seal to ?ex 
from the closed position to the open position upon application 
of a vacuum pressure betWeen the cover and the diaphragm 
seal. 

Other objects and features of the present invention Will be 
in part apparent and in part pointed out hereinafter. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a perspective of a leak resistant drinking cup; 
FIG. 2 is an enlarged vertical section of the cup; 
FIG. 3 is the vertical section of FIG. 2, but illustrates the 

con?guration of a diaphragm seal of the cup When a vacuum 
is applied for draWing liquid out of the cup; 

FIG. 4 is an exploded perspective of the cup; 
FIG. 5 is a bottom perspective of the diaphragm seal; 
FIG. 6 is a bottom perspective of a retainer of the cup; 
FIG. 7 is a bottom perspective of a cover of the cup; 

FIG. 7A is a bottom plan of the cover; 
FIG. 8 is a vertical section of a drinking cup of a second 

embodiment; 
FIG. 9 is a bottom perspective of a retainer of the cup of 

FIG. 8; 
FIG. 9A is a top plan of the retainer of FIG. 9; 
FIG. 10 is a vertical section of a drinking cup of a third 

embodiment; 
FIG. 11 is a top perspective of a retainer of the cup of FIG. 

10. 

FIG. 12 is a vertical section of a drinking cup of a fourth 

embodiment; 
FIG. 13 is a bottom plan ofa cover of the drinking cup of 

FIG. 12; 
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FIG. 14 is an elevation of a drinking cup of a ?fth embodi 
ment including a handle unit that has been partially broken 
aWay; and 

FIG. 15 is a cross section of the handle unit. 
Corresponding reference characters indicate correspond 

ing parts throughout the several vieWs of the draWings. 

DETAILED DESCRIPTION 

Referring noW to the draWings and in particular to FIGS. 1, 
2 and 4, a drinking cup of a ?rst embodiment (generally 
indicated at 1) constructed according to the principles of the 
present invention is shoWn to comprise a container (generally 
indicated at 3) having a closed bottom 5 and an open top 7 for 
holding a quantity of liquid to be consumed by a user, such as 
a small child (not shoWn). A lid assembly 9 comprises a cover 
11 and a retainer 13 made of a suitable material such as 
polypropylene (the reference numbers indicate their subjects 
generally). A ?exible diaphragm seal indicated generally at 
15 is disposed betWeen the cover 11 and an interior space of 
the container 3. The diaphragm seal 15 can be made of sili 
cone or other appropriate material. The cover 11, retainer 13 
and diaphragm seal 15 can be made any desired color or 
colors, and may be transparent or translucent. As described 
more fully hereinafter, the diaphragm seal 15 is operable to 
block the ?oW of liquid from the container 3 to prevent the 
liquid from being spilled if the cup is tipped over. The dia 
phragm seal 15 can be de?ected or ?exed by an application of 
vacuum pressure to permit liquid in the container 3 to ?oW 
past it to the cover 11 and out of the cup. In the most preferred 
embodiments, the present invention takes the form of a drink 
ing cup for children (e.g., drinking cup 1). However it is to be 
understood that the principles of the present invention are 
applicable to cups for older children or adults, and to vessels 
Which may be used for containing something other than con 
sumable liquids. 
The container 3 is generally cylindrical in shape and gen 

erally symmetrical about a central axis A. It Will be appreci 
ated that a container (not shoWn) may be other than cylindri 
cal and have a central axis. Such a container need not be 
symmetrical about the central axis Within the scope of the 
present invention. The container 3 has an annular inner rim 21 
and an annular outer attachment collar 23 at its upper end. The 
inner rim 21 forms a smooth continuation of an inner surface 
25 of the container 3. The attachment collar 23 has threads 27 
formed on an outer surface for use in releasably attaching the 
cover 11 to the container 3. When attached to the container 3, 
an upper edge of the collar 23 sealing engages the cover 11. 
An annular channel 29 in the upper end of the container 3 
separates the inner rim 21 from the attachment collar 23 and 
alloWs the inner rim to be relatively thin and have a narroW 
upper edge 31 (see FIG. 4) to facilitate sealing With the 
diaphragm seal 15, as Will be described more fully hereinaf 
ter. The container 3 is made of a suitable material, such as 
polypropylene, and may be of any desired color or colors, and 
may be transparent or translucent. 

The cover 11 of the lid assembly 9 includes a peripheral 
skirt 35 that has threads 37 on an inWardly facing surface to 
mate With the threads 27 on the attachment collar 23 of the 
container 3 (FIG. 2) to alloW the cover to be screWed onto and 
off of the container. Other forms and structures for making a 
releasable connection betWeen the cover and the container 
(not shoWn) may be used Without departing from the scope of 
the present invention. For instance, a cover and container may 
be constructed to permit a releasable snap-on attachment of 
the cover to the container. Referring noW also to FIGS. 7 and 
7A, a shalloW conical portion 39 of the cover 11 is located 
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4 
immediately inWard of the skirt 35 and surrounds short, tubu 
lar center aperture 41 in the cover. The cover 11 also has an 
upstanding spout 43 that de?nes an opening 45 through the 
cover. An opening may be de?ned by structure other than a 
spout (e. g., by a simple hole in a cover) Within the scope of the 
present invention. The spout 43 is relatively rigid in the illus 
trated embodiment, but the spout or even the entire lid assem 
bly 9 may be made to be highly ?exible. The spout 43 pro 
trudes upWard from the remainder of the cover 11 and 
provides a structure for the child to place his lips around for 
sealing his mouth With the spout to apply suction to the 
drinking cup 1 for taking liquid from the drinking cup. The 
shape of the cover is preferably suitable for making connec 
tion to the container, but may otherWise take on shapes and 
con?gurations other than shoWn in the illustrated embodi 
ments of the present invention. 
As best seen in FIGS. 7 and 7A, the underside of the cover 

11 is formed With a rib 49 (broadly, a “hold doWn”) that is 
used for selectively holding doWn a portion of the diaphragm 
seal 15, as Will be described more fully. The rib 49 depends 
from a bottom surface of the cover 11 and extends continu 
ously in a ring around a center C1 of the cover. HoWever, the 
rib 49 is eccentric from the center of the cover 11. A center C2 
of the ring formed by the rib 49 is offset so that center C2 and 
the spout 43 are located on radially opposite sides of the 
center C1 of the cover 11. Thus, the rib 49 is shifted aWay 
from the spout 43 so that more of the rib is on one side of the 
cover 11 (aWay from the spout) than the other, for reasons that 
Will be set forth hereinafter. Although the rib 49 is continuous 
and formed as one piece of material With the cover 11, a hold 
doWn (not shoWn) could be formed as a separate piece, and/or 
could be made up of multiple separate pieces betWeen the 
cover and diaphragm seal 15 Without departing from the 
scope of the present invention. Moreover, in addition to or 
instead of the rib 49 being eccentrically arranged on the cover 
11, the rib could be reduced in height on the side nearest the 
spout 43. 
The retainer 13 of the lid assembly 9 comprises a base 53, 

a mounting ?ange 55 and an annular neck 57 projecting 
upWard from the base and ?ange that is received inside the 
central aperture 41 of the cover 11. The base 53 has an air hole 
59 through it forpermitting air to pass from a location exterior 
of the container 3 into the interior of the container. As may be 
seen in FIG. 6, the air hole 59 is offset to one side of a center 
of the base 53. An annular seat 61 is formed around the center 
of the base 53 for use in sealing off the air hole 59 from the 
interior of the container 3, as Will be described more fully 
hereinafter. The neck 57 is ?xedly attached to the cover 11 in 
the central aperture 41 such as by Welding or gluing. It Will be 
appreciated that the retainer 13 may be releasably attached to 
the cover 11 Without departing from the scope of the present 
invention. The cover 11 and retainer 13 of the lid assembly 9 
are formed separately in the illustrated embodiments for con 
venience in manufacturing, but the tWo may be formed as a 
single piece. Thus, the lid assembly 9 can include only one 
component part in the present invention. It is desirable that the 
cover 11 and retainer 13 be formed as a unit in the ?nished 
drinking cup 1 to reduce the number of component parts of the 
drinking cup to be handled by the care givers of the child 
using the cup. The mounting ?ange 55 projects radially out 
Wardly from the loWer end of the central aperture 41 of the 
cover 11 and is used to mount the diaphragm seal 15 on the lid 
assembly 9. 
The diaphragm seal 15 has a roughly saucer shape includ 

ing an annular ?ange having a generally ?at peripheral edge 
margin 65 and a shalloW cylindrical central portion (indicated 
generally at 67). The central portion includes a circular bot 
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tom Wall 69 (broadly, “a sealing section”) having a central air 
hole 71. A side Wall 73 of the central portion 67 is shaped to 
de?ne an annular mounting recess 75 immediately adjacent to 
the bottom Wall 69. The diaphragm seal 15 can be snapped 
onto and off of the retainer 13 so that the mounting ?ange 55 
of the retainer is received in the mounting recess 75 of the 
diaphragm seal. A tab 77 (FIGS. 4 and 5) is formed on the 
bottom Wall 69 of the diaphragm seal 15 to facilitate gripping 
for pulling the diaphragm seal off of the retainer 13. The tab 
77 may be omitted Without departing from the scope of the 
present invention. The resiliency of the diaphragm seal mate 
rial holds the seal 15 on the mounting ?ange 55. It is easy to 
attach the diaphragm seal 15 to the retainer 13, and to remove 
it again. Thus, the construction permits the separable compo 
nents of the drinking cup 1 (i.e., the container 3, the cover 11 
and the diaphragm seal 15) to be taken apart for thorough 
cleaning and to be readily reassembled for the next use. The 
separable components are all relatively large so that they are 
easy to handle and are not easily lost. The bottom Wall 69 of 
the diaphragm seal 15 bears against the annular seat 61 
formed on the underside of the retainer 13 and seals against 
the seat. Thus, the air hole 59 in the retainer 13 is blocked 
from ?uid communication With the air hole 71 in the bottom 
Wall 69 of the diaphragm seal 15. 
When the lid assembly 9 carrying the diaphragm seal 15 is 

screWed onto the container 3 as shoWn in FIG. 2, the under 
side of the peripheral edge margin 65 of the diaphragm seal 
?ange engages the top edge 31 of the inner rim 21 of the 
container and seals With the inner rim. The peripheral edge 
margin 65 is driven doWn far enough by the cover 11 so that 
the inner rim 21 de?ects the peripheral edge margin upWard 
very slightly, causing the peripheral edge margin to bear 
against the inner rim and seal With the inner rim. The bottom 
Wall 69 seals With the seat 61 to block the interior of the 
container 3 from the air hole 59. It Will be appreciated that the 
diaphragm seal 15 seals the open top 7 of the container 3 so 
that liquid in the container cannot ?oW past the diaphragm 
seal and out of the drinking cup 1. Thus, if the drinking cup is 
upset or turned upside doWn, liquid in the container 3 Will not 
spill out of the spout 43 or air hole 59. 

Referring noW also to FIG. 3, it is easy for a small child to 
get a drink out of the drinking cup 1 by placing her lips on the 
spout 43 so as to form a seal With the spout, and sucking. 
Sucking air from a space 81 (or “vacuum chamber”) betWeen 
the cover 11 and the diaphragm seal 15 creates a vacuum in 
the space. Because of the shape of the cover 11, the space 81 
is located directly over the peripheral edge margin 65 of the 
diaphragm seal ?ange. The space 81 is generally annular and 
extends betWeen an interior Wall of the central aperture 41 and 
the skirt 35 of the cover 11. The air pressure Within the 
container 3 pushes on the underside of the peripheral edge 
margin 65 Which de?ects upWard from the sealed position 
shoWn in FIG. 2, to an unsealed position shoWn in FIG. 3. 
Liquid is noW permitted to ?oW past the diaphragm seal 15 at 
the inner rim 21 of the container 3 to the spout 43 for drinking 
as indicated by the arroWs in FIG. 3. The liquid is able to ?oW 
directly along the inner surface 25 of the container 3 because 
the diaphragm seal 15 engages the upper edge 31 of the inner 
rim 23 that is a smooth continuation of the inner surface. This 
makes it easier to empty the entire liquid content of the 
container 3 Without changing the angle at Which the cup 1 is 
held. 

The peripheral edge margin 65 is not alloWed to open 
everyWhere, and particularly not in regions Which are radially 
opposite from the spout 43. This prevents the child from 
sucking in air from the container 3, Which is particularly a 
problem as the container is increasingly emptied of liquid. 
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Keeping the peripheral edge margin 65 sealed With the inner 
rim 21 in locations aWay from the spout 43 is accomplished 
by the hold doWn rib 49 that depends from the bottom of the 
cover 11. The rib 49 engages the top surface of the peripheral 
edge margin 65 in certain places to hold it doWn against the 
inner rim 21 of the container 3 even When vacuum pressure is 
present in the space above the peripheral edge margin. As 
previously described, and shoWn in FIG. 7A, the rib 49 is 
eccentric of the center of the cover 11, and thereby offset 
aWay from the spout 43. It Will be understood that a rib of the 
present invention may have a geometry that does not have a 
center. In that event, “eccentric” simply means that the rib is 
not located symmetrically about the center of the cover. 
As a result of its positioning, the rib 49 engages the portion 

of the peripheral edge margin 65 Which is located radially 
opposite from the spout 43 very near the peripheral edge of 
the diaphragm seal 15, and so holds the peripheral edge 
margin tightly closed in these locations. Moving around the 
peripheral edge margin 65 in either direction from a radially 
opposite location from the spout 43, the rib 49 engages the 
peripheral edge margin progressively farther from the periph 
eral edge. Near the spout 43, the rib 49 does not engage the 
peripheral edge margin 65 at all. Thus, the peripheral edge 
margin is completely free to ?ex upWardly near the spout 43 
and entirely prevented from ?exing radially opposite to the 
spout. In betWeen, the peripheral edge margin 65 is held With 
changing amounts of leverage by the rib 49. The peripheral 
edge margin 65 may open in locations Where the engagement 
of the rib 49 With the peripheral edge margin occurs at a 
distance spaced inWardly su?iciently from the edge. By asso 
ciating the hold doWn rib 49 With the cover 11, the diaphragm 
seal 15 and container 3 can have a completely symmetrical 
construction. No matter Where the spout 43 is angularly 
located With respect to the central axis A of the container 3, 
the diaphragm seal 15 Will alWays be able to open most easily 
immediately under the spout, and be held from opening at 
locations radially opposite the spout. 
As liquid is draWn out of the container 3 by the child, the air 

pressure in the container is gradually reduced. DraWing a 
vacuum in the container 3 makes it increasingly dif?cult to 
keep the diaphragm seal 15 open. To break the vacuum, the 
bottom Wall 69 of the diaphragm seal 15 de?ects doWn as 
vacuum is detected in the container 3. More speci?cally, air 
pressure acting through the air hole 59 in the retainer 13 
pushes the bottom Wall 69 of the diaphragm seal 15 doWn so 
that the seal With the annular seat 61 on the underside of the 
retainer is eventually broken. Air can then pass from the air 
hole 59 in the retainer 13 to the air hole 71 in the center of the 
bottom Wall 69 of the diaphragm seal 15 and thence to the 
interior of the container 3. This con?guration is illustrated in 
FIG. 3. The air holes 59, 71, retainer base 53 and bottom Wall 
69 of the diaphragm seal 15 de?ne an air passage for deliv 
ering air from outside the container 3 to the interior of the 
container. 
The operation of the bottom Wall 69 of the diaphragm seal 

15 to release its seal With the annular seat 61 is entirely 
independent of the movement of the peripheral edge margin 
65 of the diaphragm seal, and can occur periodically When 
needed to restore a substantially ambient air pressure Within 
the container 3 so that it does not become progressively 
harder to draWn liquid out of the container. The vertically 
offset location of the peripheral edge margin 65 from the 
bottom Wall 69 of the diaphragm seal 15 mechanically iso 
lates the tWo portions so that they can operate as independent 
valves, and so that movement of either of the peripheral edge 
margin and the bottom Wall does not affect the sealing attach 
ment of the diaphragm seal With the retainer 13. The offset is 
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provided by the side Wall 73 (broadly, “an isolation section”) 
of the central portion 67 of the diaphragm seal 15. Similarly, 
the sealed connection of the retainer mounting ?ange 55 in the 
mounting recess 75 of the diaphragm seal 15 does not inter 
fere With movement of peripheral edge margin 65 or move 
ment of the bottom Wall 69 around the air hole 71. It is to be 
understood that other Ways of isolating the peripheral edge 
margin 65 from the bottom Wall 69, and of isolating these 
moving parts from the location of connection of the dia 
phragm seal 15 to the retainer 13 may be used Within the 
scope of the present invention. The location of the ?ange 
including the peripheral edge margin 65 at the top of the side 
Wall 73 of the central portion 67 prevents or isolates the 
peripheral edge margin from signi?cantly reshaping the 
entire diaphragm seal 15 When ?exed so that a good and 
consistent ?t and relative relationship betWeen the diaphragm 
seal and other parts of the drinking cup 1 (particularly the 
retainer 13) can be maintained. 

Referring noW to FIG. 8, a second embodiment of the 
drinking cup 101 comprises a container 103, a lid assembly 
109 including a cover 111 and a retainer 113, and a diaphragm 
seal 115. Parts of the drinking cup 101 of the second embodi 
ment corresponding to those of the drinking cup 1 of the ?rst 
embodiment Will be given the same reference numeral, plus 
“100”. The cover 111 has a spout 143 de?ning an opening 145 
for liquid to pass through the cover. The cover 111 has a skirt 
135 With internal threads 137 capable of mating With external 
threads 127 located at the upper end of the container 103. A 
hold doWn rib 149 depends from the bottom surface of the 
cover 111. As before, the hold doWn rib 149 extends along a 
closed curve having a center Which is eccentric to the center 
of the cover 111. 

In the second embodiment, the retainer 113 is separate 
from the cover 111 in the ?nal form of the drinking cup 101 
purchased by the end user. The retainer 113 is annular in 
shape and has a loWer collar 112A sealingly received against 
the inner surface 125 of the container 103 for sealing With the 
container. An upper collar 112B of the retainer engages and 
seals With the cover 111. The retainer 113 has no ?xed con 
nection to the container 103, and can be removed When the 
cover 111 is removed. The retainer 113 has a plurality of holes 
114 spaced around its circumference (FIGS. 9 and 9A) that 
permit liquid to pass through the retainer. On an upper surface 
of the retainer 113, a ?rst annular seat 116 is formed. The 
circumferentially spaced holes 114 are located radially 
inWardly of the ?rst annular seat 116. A second annular seat 
161 is formed on the loWer surface of the retainer 113. The 
retainer has a radially extending air passage 118 that extends 
betWeen an air hole 159 in the side of the retainer and an air 
hole 120 in the loWer surface of the retainer 113. The side of 
the retainer 113 has a circumferential notch 122 so that the air 
hole 159 on the side of the retainer is not sealed by engage 
ment With the cover 111. The threaded attachment of the 
cover 111 to the container 103 is con?gured in a knoWn Way 
so that air can pass along the threads 137, 127 from the 
exterior of the drinking cup 101 to the air hole 159 in the side 
of the retainer 113. 

The diaphragm seal 115 has the shape of a spool in the 
second embodiment. The diaphragm seal 115 has a central 
portion (generally indicated at 167), an upper ?ange de?ning 
a peripheral edge margin 165, and a loWer ?ange 166. The 
diaphragm seal 115 is received through a center opening 124 
of the annular retainer 113 so that the peripheral edge margin 
165 of the upper ?ange overlies the upper surface of the 
retainer and the loWer ?ange 166 underlies the loWer surface 
of the retainer. The peripheral edge margin 165 of the upper 
?ange makes sealing contact With the ?rst annular seat 116 
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and the loWer ?ange 166 makes sealing contact With the 
second annular seat 161. A side Wall 173 of the central portion 
167 isolates movement of the peripheral margin 165 of the 
upper ?ange from movement of the loWer ?ange 166. More 
importantly, the sealed connection of the diaphragm seal 115 
With the retainer 113 is isolated from effects of the move 
ments of the peripheral edge margin 165 and loWer ?ange 
166. In addition, the sealed connection of the diaphragm seal 
115 With the retainer 113 does not impede movement of 
peripheral edge margin 165 or loWer ?ange 166. The dia 
phragm seal 115 is sealingly connected to the retainer 113 by 
a circumferential ridge 174 on the side Wall 173 that is 
received in a locking channel 175 in the center aperture 124. 

The hold doWn rib 149 engages a top surface of the upper 
?ange 165. The portions of the upper ?ange that are radially 
opposite the spout 143 are engaged nearer to their peripheral 
edges so that they are ?rmly held in sealing engagement With 
the ?rst annular seat 116. Moving from a radially opposite 
location to a location directly under the spout 143, the posi 
tion of engagement on the upper ?ange 165 moves gradually 
radially inWard so that a lesser holding force is applied by the 
rib 149. When a child sucks on the spout 143, the vacuum 
pressure above the peripheral edge margin 165 of the upper 
?ange causes the peripheral edge margin to ?ex upWard. 
Liquid can noW move past the retainer 113 through the holes 
114 and to the spout 143 for drinking. As liquid is removed 
and vacuum pressure increases in the container 1 03, the loWer 
?ange 166 is de?ected off of the second annular seat 161 so 
that air can pass from the air hole 159, through the passage 
118 and into the container 103 through air hole 120. The 
movement of the loWer ?ange 166 is independent of the 
movement of the upper ?ange 165. 

Referring noW to FIGS. 10 and 11, a third embodiment of 
a drinking cup 201 constructed according to the principles of 
the present invention is shoWn to comprise a container 203, a 
lid assembly 209 including a cover 211 and a retainer 213, and 
a diaphragm seal 215. Parts of the drinking cup 201 of the 
third embodiment corresponding to those of the drinking cup 
1 of the ?rst embodiment Will be given the same reference 
numeral, plus “200”. Parts of the drinking cup 203 corre 
sponding to those of the drinking cup 103 of the second 
embodiment Will be given the same reference numeral, plus 
“100”. The cover 211 has a spout 243 de?ning an opening 245 
for liquid to pass through the cover. The cover 211 has a skirt 
235 With internal threads 237 capable of mating With external 
threads 227 located at the upper end of the container 203. A 
hold doWn rib 249 depends from the bottom surface of the 
cover 211. As before, the hold doWn rib 249 extends along a 
closed curve having a center Which is eccentric to the center 
of the cover 211. Air holes 259 located on the cover 211 
around a center portion permit air to pass through the cover. 
An annular seat 261 depends from the underside of the cover 
211 radially inWard of the air holes 259. An annular sealing 
ridge 262 located radially outWardly from the seat 261 seals 
With the diaphragm seal 215 to block ?uid communication of 
a space radially inWard of the ridge from the space betWeen 
the cover and diaphragm seal located radially outWardly of 
the ridge. Thus, any liquid from the container 203 located 
betWeen the bottom of the cover 211 and the diaphragm seal 
215 cannot access the air holes 259. 

In the third embodiment (like the second), the retainer 213 
is separate from the cover 211 in the ?nal form of the drinking 
cup 203 purchased by the enduser. The retainer 213 is annular 
in shape and has a collar 212 sealingly received against the 
inner surface 225 of the container 203 for sealing With the 
container. The retainer 213 has no ?xed connection to the 
container 203, and can be removed When the cover 211 is 










