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(57) ABSTRACT 

A color reduction processing apparatus and method that is 
simple to con?gure and adjust produces tWo-color print 
image data re?ecting the impression of the original full-color 
image. Each pixel in a full-color image is converted to bina 
riZed principal and secondary color print data by principal 
and secondary color processors respectively using respective 
threshold value matrices. The threshold values of these matri 
ces, Which are calculated from a reference threshold value 
matrix stored in memory, can be adjusted, via adjustment 
values, to control the overall density of the principal and 
secondary colors. The adjustment values can be set in a matrix 
con?guration unit. The binariZed principal and secondary 
color print data can also be further corrected by correction 
and/or ?ltering operations performed by a correction proces 
sor. 
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COLOR REDUCTION PROCESSING 
APPARATUS AND COLOR REDUCTION 

METHOD 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 
The present invention relates to a color reduction process 

ing apparatus and color reduction method that converts image 
data containing multiple colors, including full-color image 
data, to image data containing feWer colors. 

2. Description of the Related Art 
Each pixel in a 24-bit depth full-color RGB image contains 

color data typically expressed as a combination of three pri 
mary colors (e.g., red (R), green (G), and blue (B)), each of 
Which is de?ned by one of a possible 256 levels. To print this 
color data using a limited number of colors requires color 
reduction. Common basic color reduction methods include 
error diffusion, dithering, and halftoning. Achieving print 
results that are as close as possible to the original full-color 
image using just these methods is, hoWever, di?icult. One 
conventional method of solving this problem is to ?rst reduce 
the full-color image to an 8-color image by dithering, and 
then further reduce this 8-color image to tWo or three colors 
using the luminance values of the 8-color image data to 
achieve print results that are closer to the original full-color 
image. See, for example, Japanese Unexamined Patent Appl. 
Pubs. 2002-269550, 2002-288682, and 2002-314833. 

The foregoing prior art enables the processing of print data 
based on luminance values, for example, and thus enables 
such image processing effects as emphasizing contours and 
generating distinctive images emphasiZing speci?c parts of 
the original image data. The problem is that the printed output 
(i.e., the printed image) can differ greatly from the original 
full-color image. A further problem is that the operation and 
process required for color reduction processing are compli 
cated. 

OBJECTS OF THE INVENTION 

The present invention is therefore directed to solving these 
problems, and an object of this invention is to provide a color 
reduction processing apparatus and color reduction method 
that is simple to con?gure and produces tWo-color print image 
data that is closer to the original full-color image. 
A further object of the invention is to provide a color 

reduction processing apparatus and color reduction process 
ing method that can easily change the density of individual 
print colors in print data that is reduced to tWo-colors. 

SUMMARY OF THE INVENTION 

To achieve the foregoing objects, the present invention uses 
different threshold value matrices to reduce full-color image 
data to binary principal and secondary color print data. The 
threshold values of these principal color and secondary color 
threshold value matrices can be changed to adjust the color 
density in the resulting print image. The principal color and 
secondary color print data may also be ?ltered to generate 
non-printing data for certain pixels according to a speci?ed 
pattern regardless of the thresholding results. The print data 
may also be corrected based on a speci?ed reference value. 
The overall brightness of the image and the balance betWeen 
the principal color and secondary color in the print image can 
thus be adjusted to produce tWo-color print image data that 
more closely represents the original full-color image. 
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2 
According to one aspect, the invention involves a color 

reduction processing device that converts full-color image 
data to principal color print data of Which black or another 
speci?ed loW-brightness color is the principal color, and to 
secondary color print data of Which any one of the three color 
components (e.g., R, G and B) of the full-color image data is 
the secondary color. A matrix storage unit stores a reference 
threshold value matrix. A matrix con?guration unit sets a ?rst 
adjustment value that is mathematically applied to (e. g., 
added to or subtracted from) each threshold value of the 
reference threshold value matrix to generate a ?rst threshold 
value matrix, and sets a second adjustment value that is math 
ematically applied to (e.g., added to or subtracted from) each 
threshold value of the reference threshold value matrix to 
generate a second threshold value matrix. A principal color 
data processing unit multiplies the values of the color com 
ponents (e. g., R, G, B components) of each pixel in the 
full-color image data by respective coef?cients and adds the 
resulting products for each pixel to produce a Weighted value 
for each pixel, and compares a matrix of all the Weighted pixel 
values With the ?rst threshold value matrix to generate bina 
riZed principal color print data. A secondary color data pro 
cessing unit compares the second threshold value matrix With 
matrices containing color values for the tWo color compo 
nents in the full-color image data not designated as the sec 
ondary color respectively to generate binariZed secondary 
color print data. 
The principal color print data can thus be generated accord 

ing to the brightness of the component (e.g., RGB) color data 
constituting the full-color image data, and the secondary 
color print data can be generated based on the color data for 
the tWo colors not designated as the secondary color. The 
full-color image can thus be reduced to tWo-color print data 
that closely represents the original full-color image. 

Furthermore, because separate threshold values can be set 
for the principal color and secondary color in the color reduc 
tion process, the principal color and secondary color can be 
emphasiZed or de-emphasiZed as desired to produce a tWo 
color print image that is close to the original full-color image. 

Preferably, the principal color data processing unit and 
secondary color processing unit generate the binariZed prin 
cipal and secondary color print data respectively (i.e., per 
form color reduction) by dithering using the ?rst threshold 
value matrix and second threshold value matrix respectively. 
Dithering is one method of binariZing full-color image data. 

Yet further preferably, the principal color data processing 
unit calculates the Weighted pixel value for each pixel in the 
full-color image data using the equation: 

Yet further preferably, if any one of the R, G, and B color 
data values for a given pixel in the full-color image data is 
greater than or equal to the corresponding threshold value in 
the ?rst threshold value matrix, a ?rst correction process unit 
corrects the principal color print data to non-printing data for 
that pixel, even if the Weighted pixel value is less than or equal 
to the corresponding threshold value in the ?rst threshold 
value matrix and the principal color print data is set to print. 

Thus, With this logic, When any of the RGB luminance 
values is greater than the corresponding threshold value in the 
?rst threshold value matrix (that is, if the pixel is brighter than 
the threshold value), that print dot (pixel) is not printed in the 
dark principal color. The overall image is thus prevented from 
becoming dark. 

Yet further preferably, a second correction process unit 
corrects secondary print color data to non-printing data for 
any pixel irrespective of the binary output of the secondary 
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color data processing unit for that pixel, if the value of the 
color component designated as the secondary color for that 
pixel in the full-color image data is less than the correspond 
ing threshold value in the second threshold value matrix. 

That is, When the secondary color designated color com 
ponent for a pixel in the full-color image data is less than a 
speci?c threshold value, the secondary color print data for 
that pixel is set to non-printing regardless of the binary output 
of the secondary color data processing unit. As a result, sec 
ondary color dots (pixels) Where the color data is less than this 
threshold value Will not print With the secondary color. 

Yet further preferably, a third correction process unit cor 
rects secondary color print data to non-printing for any pixel, 
if the principal color data processing unit and secondary color 
data processing unit both set the print data for that pixel or dot 
position to print. The principal color printing area is thus 
clearly de?ned, and the contours of the printed image are 
emphasiZed. 

Yet further preferably, a ?lter processing unit applies to a 
binariZed print data matrix one or both of: a ?ltering process 
that sets principal color print data in a ?rst set of alternating 
columns in the print data matrix to non-printing and sets 
secondary color print data in a second set of alternating col 
umns in the print data matrix to non-printing, or a ?ltering 
process that alternately sets principal color print data and 
secondary color print data to non-printing in raster scan 
sequence. 
The color reduction processing device may be embodied in 

a printer driver or printer control apparatus. 
In another aspect, the invention involves a color reduction 

method for converting full-color image data containing pix 
els, each de?ned by a combination of three color components 
(e. g., R, G and B), to principal color print data of Which black 
or another speci?ed loW-brightness color is the principal 
color, and to secondary color print data of Which any one of 
the three color components is the secondary color, the method 
comprising the steps of: (a) acquiring full-color image data; 
(b) generating a ?rst threshold value matrix and second 
threshold value matrix by mathematically applying to (e.g., 
adding to or subtracting from) the threshold values of a ref 
erence threshold value matrix a ?rst adjustment value and 
second adjustment value respectively; (c) multiplying the 
values of the color components of each pixel in the full-color 
image data by a respective coef?cients and adding the result 
ing products for each pixel to produce a Weighted value for 
each pixel, and comparing a matrix containing all of the 
Weighted pixel values With the ?rst threshold value matrix to 
generate the principal color print data in the form of binary 
data; and (d) comparing the second threshold value matrix 
With matrices containing color values for the tWo color com 
ponents in the full-color image data not designated as the 
secondary color respectively to generate the secondary color 
print data in the form of binary data. 

Preferably, the binariZed principal and secondary color 
print data generated in steps (c) and (d) respectively is gen 
erated by dithering that is performed using the ?rst threshold 
value matrix and second threshold value matrix respectively. 

Preferably, in step (c), the Weighted pixel value for each 
pixel in the full-color image data using the equation: Weighted 
pixel value:R*0.299+G*0.578+B*0.144. 

The method may further comprise the step of correcting 
principal color print data to non-printing data for any pixel 
irrespective of the binary output value for that pixel in step (c), 
if the value of any one of the color components for that pixel 
in the full-color image data is greater than or equal to the 
corresponding threshold value in the ?rst threshold value 
matrix. 
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4 
The method may further comprise the step of correcting 

secondary color print data to non-printing data for any pixel 
irrespective of the binary output value for that pixel in step 
(d), if the value of the color component designated as the 
secondary color for that pixel in the full-color image data is 
less than the corresponding threshold value in the second 
threshold value matrix. 

In one embodiment, the secondary color print data is cor 
rected to non-printing for any pixel, if, in steps (c) and (d), 
both the principal and secondary color print data for that pixel 
is set to print. 
The color reduction method may further comprise the step 

of applying to a binariZed print data matrix one or both of: a 
?ltering process that sets principal color print data in a ?rst set 
of alternating columns in the print data matrix to non-printing 
and sets secondary color print data in a second set of alter 
nating columns in the print data matrix to non-printing, or a 
?ltering process that alternately sets principal color print data 
and secondary color print data to non-printing in raster scan 
sequence. 
The above-described color reduction method or any steps 

thereof may be implemented by a program of instructions 
executed on a computer or other instruction-readable device. 
The program may be embodied on a device-readable 
medium. 

Other objects and attainments together With a fuller under 
standing of the invention Will become apparent and appreci 
ated by referring to the folloWing description and claims 
taken in conjunction With the accompanying draWings. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a functional block diagram of a color reduction 
processing apparatus according to an embodiment of the 
present invention; 

FIG. 2 shoWs examples of the reference threshold value 
matrix, the ?rst threshold value matrix, and the second thresh 
old value matrix; 

FIG. 3 is a functional block diagram of the image data 
processor, principal color processor, and secondary color pro 
cessor according to an embodiment of the invention; 

FIG. 4 is a functional block diagram of a correction pro 
cessor according to an embodiment of the present invention; 
and 

FIGS. 5, 6 and 7 are How charts shoWing the color reduc 
tion process according to embodiments of the present inven 
tion. 

DESCRIPTION OF THE PREFERRED 
EMBODIMENTS 

Preferred embodiments of the present invention are 
described beloW With reference to the accompanying ?gures, 
of Which FIG. 1 is a functional block diagram of a color 
reduction processor and related components. This color 
reduction processor 10 can be embodied in the printer driver 
of a personal computer. A full-color image data process 
request is input to the color reduction processor 10 from an 
application program 50 through an application program inter 
face (API) 51. An image data processor 11 of the color reduc 
tion processor 10 reads the image ?le speci?ed by the process 
request directly from a disk or other data storage medium 
connected directly or via a netWork to the system, and thus 
acquires the full-color image data. The image data processor 
11 then deconstructs (i.e., divides) the acquired full-color 
image data into pixel units. 
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In full-color image data eachpixel has a value (from among 
256 gradation levels (0 to 255)) for each of the primary colors 
(e.g., red (R), green (G), and blue (B)). However, the printer 
may be able to print using only a limited number of colors, 
and thus cannot produce all of the gradation levels possible in 
a full-color image. Therefore, to produce a print image that 
closely captures the impression of the original full-color 
image using a limited range of colors (print colors), the full 
color image data is converted in the color reduction process to 
binary data appropriate to the full-color image data. 

To reduce full-color image data to tWo-color image data, 
the color reduction processor 10 shoWn in FIG. 1 separates the 
original image data into principal and secondary colors, and 
then applies separate color reduction processes to the princi 
pal color and secondary color. The principal color is prefer 
ably black or another color With a comparably loW brightness 
level (that is, a relatively dark color). For ease of description, 
this embodiment of the invention is described using black as 
the principal color. To produce a print image that is as close as 
possible to the source full-color image, the secondary color is 
one of the primary colors, i.e., R, G or B in an RGB image. 
Red (R) is used in this embodiment as the secondary color. 

Because different color reduction processes are applied to 
the principal color and secondary color, the full-color image 
data, separated into pixel units, is output to both the principal 
color processor 12 and to the secondary color processor 13, 
Where the separate reduction processes are applied. The 
applied color reduction processes use the respective colors 
(principal color and secondary color) to binariZe each pixel in 
the full-color image data. In this embodiment of the invention 
the principal color processor 12 and secondary color proces 
sor 13 use dithering for color reduction (binarization). More 
speci?cally, a threshold value matrix containing speci?c 
threshold values is applied to a matrix of pixel values of the 
full-color image to binariZe the pixels. 

At least one reference threshold value matrix of reference 
threshold values is stored in a reference threshold value 
matrix memory 14. The principal color processor 12 and 
secondary color processor 13 read the reference threshold 
value matrix from the memory 14, compare the threshold 
values of the reference threshold value matrix (or adjusted 
versions thereof) With data matrices of the full-color image, 
and binariZe the pixel values accordingly. 

The same reference threshold value matrix can be used for 
both the principal color and the secondary color, or different 
threshold value matrices can be used for the tWo colors. For 
example, to make an image in Which the secondary color is 
brighter than the principal color, or the percentage of the 
secondary color dots in the image is different from that of the 
principal color, different threshold value matrices are used for 
the principal and secondary colors. To simplify the folloWing 
description, the same reference threshold value matrix is used 
for both the principal color and secondary color. Operation of 
the principal color processor 12 and secondary color proces 
sor 13 is described further beloW. 
The color reduced (i.e., binariZed) principal color print data 

and secondary color print data generated by the principal 
color processor 12 and secondary color processor 13 respec 
tively are preferably subjected to one or more correction 
processes performed by a correction processor 15. Correction 
processes include using a ?lter to convert select print data to 
non-printing data to adjust the color balance to achieve an 
overall brighter print image, and/or to emphasiZe the princi 
pal color or secondary color. This is further described beloW. 
As noted above, once read from memory, the values in the 

reference thresholdvalue matrix (or matrices) canbe changed 
to generate neW matrices to be used by the principal and 
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6 
secondary color processors 12 and 13 respectively. Such 
change is affected by a matrix con?guration unit 16. A thresh 
old value adjuster 17 of the matrix con?guration unit 16 
changes the values stored in the reference threshold value 
matrix to generate one or more neW matrices. A request could 
be asserted from the application program 50, for example, to 
change the values of the reference threshold value matrix. The 
value used to change the reference threshold value matrix that 
is applied to generate the principal color print data in the 
principal color processor 12 is called the “?rst adjustment 
value” herein, and the value used to change the reference 
threshold value matrix that is applied to generate the second 
ary color print data in the secondary color processor 13 is 
called the “second adjustment value” herein. In addition, the 
threshold value matrix resulting from the ?rst adjustment 
value being applied to the reference threshold value matrix is 
called the “?rst threshold value matrix,” and the threshold 
value matrix resulting from the second adjustment value 
being applied to the reference threshold value matrix is called 
the “second threshold value matrix.” The ?rst threshold value 
matrix is used to binariZe the principal color data, and the 
second threshold value matrix is used to binariZe the second 
ary color data. 

FIG. 2 shoWs examples of the reference threshold value 
matrix 40, ?rst threshold value matrix 41, and second thresh 
old value matrix 42. The reference threshold value matrix 40 
is an 8x8 matrix of threshold values that are used, in either 
unadjusted or adjusted form, to binariZe full-color image data 
by dithering. The ?rst threshold value matrix 41 is the result 
of an adjustment having been made to reference threshold 
value matrix 40. In this example, a ?rst adjustment value of 
(+50) is subtracted from the each value in the reference 
threshold value matrix 40 to generate the ?rst threshold value 
matrix 41. The second threshold value matrix 42 is the result 
of having applied a second adjustment value (in this case 0, 
meaning that no change is made) to the reference threshold 
value matrix 40. The ?rst and second adjustment values could 
also be set to negative (—) values. 
The ?rst threshold value matrix 41 is calculated using the 

equation: (corresponding value of ?rst threshold value 
matrix):(value of the reference threshold value matrix)—(?rst 
adjustment value). Thus, because the ?rst adjustment value is 
+50 in the example shoWn in FIG. 2, each threshold value in 
the ?rst threshold value matrix 41 is 50 less than its corre 
sponding threshold value in the reference threshold value 
matrix 40. 

Likewise, the second threshold value matrix 42 is calcu 
lated using the equation: (value of second threshold value 
matrix):(value of the reference threshold value matrix)—(sec 
ond adjustment value). The second adjustment value is thus 
subtracted from each threshold value in the reference thresh 
old value matrix to calculate the second threshold value 
matrix. Because the second adjustment value is 0 in the 
example shoWn in FIG. 2, the values of the second threshold 
value matrix are the same as their corresponding counterparts 
in the reference threshold value matrix. 

Principal Color and Secondary Color BinariZation 
The image data processor 11, principal color processor 12 

and secondary color processor 13 are described in further 
detail With reference to FIG. 3, Which is a functional block 
diagram of these components according to a preferred 
embodiment of the invention. 

When the image data processor 11 receives a color reduc 
tion process command from the application program, an 
image data acquisition unit 21 reads the image ?le speci?ed 
by the application program and thus acquires full-color image 
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data. This full-color image data is then deconstructed (i.e., 
divided) by a pixel separation processor 22 to individual pixel 
data. 

Principal Color BinariZation 
The image data, separated into pixel units by the pixel 

separation processor 22, is then output to the principal color 
processor 12 and secondary color processor 13. A Weighting 
processor 23 of the principal color processor 12 multiplies the 
R, G and B values for each pixel by corresponding speci?c 
Weighting coef?cients, adds the resulting products together, 
and thus calculates a Weighted value MD for each pixel. The 
Weighted value MD for each pixel can thus be obtained from 
the folloWing equation, for example. 

A ?rst threshold value controller 24 reads the reference 
threshold value matrix 40 and ?rst adjustment value from the 
reference threshold value matrix memory 14 and threshold 
value adjuster 17 respectively, and generates the ?rst thresh 
old value matrix as shoWn in FIG. 2. 

The Weighted pixel values calculated by the Weighting 
processor 23 and the ?rst threshold value matrix generated by 
the ?rst threshold value controller 24 are both output to the 
principal color detector 25. 

Principal color print data is binariZed by comparing each 
value in a matrix of the Weighted pixel values to the corre 
sponding values in the ?rst threshold value matrix. Because 
the ?rst threshold value matrix 41 is an 8x8 matrix, the matrix 
of Weighted pixel values is also in the form of an 8x8 matrix. 
All of the Weighted pixel values are compared by, for 
example, sequentially scanning and comparing the values. 

If the Weighted pixel value is less than the corresponding 
value in the ?rst threshold value matrix, the principal color 
detector 25 sets the print data for that dot (pixel) to 1 (print); 
the print data is set to 0 (non-printing) if the Weighted pixel 
value is greater. If the Weighted pixel value is equal to the 
corresponding threshold value in the ?rst threshold value 
matrix, the dot (pixel) could be set to print or not print, 
depending on hoW this condition is prede?ned. The principal 
color detector 25 thus binariZes each dot (pixel) as either a 0 
or 1 . The binary data is then output to the correction processor 
15. 

Secondary Color BinariZation 
After the pixel separation processor 22 separates the full 

color image data into individual R, G and B pixel data, the 
color data of the color components that are not used as the 
secondary color is used to binariZe the secondary color. For 
example, if red (R) is used as the secondary color, then the 
green (G) and blue (B) color data is used for binariZation. The 
second threshold value matrix 42, generated by a second 
threshold value controller 26 using the reference threshold 
value matrix 40 and the second adjustment value, is used to 
binariZe the secondary color. 

If the secondary color is red (R), a secondary color detector 
27 compares the respective G and B color values output from 
the pixel separation processor 22 With the corresponding 
threshold values in the second threshold value matrix 42. The 
secondary color detector 27 sets the secondary color (red) 
value to 1 (print) only if both G and B color data values for that 
pixel are less than (or, less than or equal to) the corresponding 
threshold value in the second threshold value matrix 42, and 
sets the secondary color value to 0 if at least one of the G or B 
color values is greater. The secondary color detector 27 thus 
binariZes the secondary color at each dot (pixel) as either a 0 
or 1. This binary data is then output to the correction proces 
sor 15. 
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Correction Process 
The correction process is described next beloW in connec 

tion With FIG. 4, Which is a functional block diagram of a 
correction processor 15 according to a ?rst embodiment of 
the present invention. This correction processor 15 includes a 
correction process controller 31 for controlling the overall 
correction process, ?rst and second correction processors 32 
and 33, and ?rst, second and third ?lter processors 34, 35 and 
36. 
The binary principal and secondary color data output from 

the principal and secondary color processors 12 and 13 
respectively, and correction process selection information 
output from a correction process setting unit 18 of the matrix 
con?guration unit 16 are input to the correction process con 
troller 31. The correction process and What ?ltering to apply 
are set in the correction process setting unit 18, Which outputs 
the settings to the correction process controller 31. If neither 
the correction process nor the ?ltering process is speci?ed, 
the binary principal and secondary color data are output 
directly as the print data, and passed through the interface 52 
to the printer 60. 

If any one of the RGB colors is particularly vivid in the 
original but is printed black or in a comparably dark color, the 
overall print image Will become dark. Therefore, to prevent 
this, if any one of the R, G or B color data values in the 
full-color image data is greater than or equal to a speci?ed 
threshold value, the ?rst correction processor 32 corrects that 
dot (pixel) to not print the principal color even if principal 
color print data for that dot (pixel) is a l. The threshold value 
of this ?rst correction process can be set as desired, but the 
threshold values of the ?rst threshold value matrix for the 
principal color are preferably used. 

If the color value for the R, G, or B color selected as the 
secondary color is less than a speci?ed threshold value, the 
second correction processor 33 corrects that dot (pixel) to not 
print. If the secondary color is red, for example, and the R 
value of a particular dot (pixel) is less than a speci?c threshold 
value, that dot (pixel) is set to not print red. This correction 
prevents the secondary color from being overemphasiZed 
during printing. 

These tWo correction processes can run simultaneously, or 
the correction could be applied in conjunction With the ?lter 
ing correction described beloW (enabling speci?c correction 
to be applied only in conjunction With a speci?c ?ltering 
process). 
The ?rst ?lter processor 34 ?lters the binariZed principal 

and secondary color print data in the print data matrix by 
column unit, that is, by setting each principal color dot (pixel) 
in the ?rst column, for example, to “non-printing,” then set 
ting each secondary color dot (pixel) in the second column to 
“non-printing,” and alternately repeating this operation 
throughout the print data matrix. 
The second ?lter processor 35 applies a dot level ?lter, 

alternately setting the principal color print data and secondary 
color print data to “non-printing” in the odd vertical data 
columns, and alternately setting the secondary color print 
data and principal color print data to “non-printing” in the 
even vertical data columns. The principal color print data and 
secondary color print data are thus alternately set to non 
printing in a checkerboard pattern. This ?ltering process 
enables color reduction throughout the print image While 
producing a brighter image. 
The third ?lter processor 36 ?lters the binariZed principal 

color and secondary color data to ?nd those dots that are set to 
print (i.e., designated as a 1) both the principal color and 
secondary color at the same dot (pixel) position, and gives 
priority to printing the principal color. 
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Note that a con?guration in Which the correction process of 
the second correction processor 33 is enabled and applied 
only When ?ltering by this third ?lter processor 36 is applied 
is also possible. 

Other Embodiments 

The invention is described above as generating print data 
from RGB color data, but the color reduction processor 10 can 
also be used to process color data in other domains, such 
CMY. In this case the principal color is set to black or other 
speci?c dark color, and the secondary color is set to C, M, or 
Y. Additionally, the image data processor 11 could include a 
converter for converting the acquired image data from one 
color space domain to another, e. g., RGB data to CMY data or 
vice versa. Methods of converting data from one of these 
domains to the other are Well knoWn in the art; further 
description is therefore omitted here. 

Description of the Color Reduction Process 
The color reduction process of the present invention is 

described next With reference to the How charts thereof shoWn 
in FIGS. 5, 6 and 7. It is assumed beloW that the principal 
color is black and the secondary color is red. This color 
reduction process is also described using the RGB color sys 
tem, but as noted above the color reduction process could be 
executed on CMY color data, Which may require ?rst con 
verting RGB data to CMY data. In that case the secondary 
color is any one of the CMY colors, and the RGB values in the 
How chart can be read as CMY. 

The image data acquisition unit 21 of the image data pro 
cessor 11 ?rst acquires full-color image data from the image 
?le speci?ed by the application program 50 (S101). The 
image data is then separated into the pixel data (S102). Each 
pixel of the image data at this time is expressed as a combi 
nation of R, G and B values, each of Which is one of 256 
levels. The value of each component (R, G and B) of each 
pixel is then Weighted, and each pixel is reduced to one of 256 
gray scale levels (equivalent to the above-described Weighted 
data) (S103). This gray scale data is then dithered using the 
?rst threshold value matrix to generate binary data, and saved 
as the principal color print data (S104). 

The secondary color data is binariZed next. First, the G and 
B color values of each pixel’s RGB image data are compared 
With the threshold values in the second threshold value matrix 
(S105). If, for a particular pixel, both the G and B color values 
are less than or equal to the corresponding threshold value in 
the second threshold value matrix (S105 returns yes), that dot 
(pixel) is set to l (to print) (S106), but if at least one of the G 
or B color value for that pixel is greater than the correspond 
ing threshold value in the second threshold value matrix 
(S105 returns no), that dot (pixel) is set to 0 (White, i.e., 
non-printing) (S107). This binariZed secondary color print 
data is stored (S108). 

Referring next to FIG. 6, Whether correction process (1) 
Was selected is then determined (S201). If correction process 
(1) Was selected (S201 returns yes), the correction process 
described With reference to the ?rst correction processor 32 
above is applied (S202). If correction process (1) is not 
selected (S201 returns no), correction process (1) (S202) is 
skipped. 

Whether correction process (2) Was selected is then deter 
mined (S203). If correction process (2) Was selected (S203 
returns yes), the correction process described With reference 
to the second correction processor 33 above is applied (S204). 
If correction process (2) is not selected (S203 returns no), 
correction process (2) (S204) is skipped. 
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Whether the last pixel has been processed or not is then 

determined (S205). If the last pixel has not been processed 
(S205 returns no), operation returns to step 103 in FIG. 5, and 
the same process (S103 to S205) is applied until all pixels 
have been processed. When all pixels have been processed 
(S205 returns yes), the process ends. 

Color Reduction Process With Filtering 
The color reduction process When ?ltering is included is 

described next With reference to FIG. 7. Correction process 
(1) is the same as shoWn in FIG. 6. If the ?rst correction 
process (1) is not selected or the ?rst correction process (1) 
has ended (S301, S302), Whether a ?ltering process is to be 
applied is then determined (S303). If a ?ltering process is 
required (S303 returns yes), the speci?ed ?ltering process is 
run (S304). If a ?ltering process is not required (S303 returns 
no), Whether correction process (2) is selected is determined 
(S305). If correction process (2) Was selected (S305 returns 
yes), the second correction process (2) is run (S306). When 
correction process (2) ends, or if the second correction pro 
cess (2) Was not run (S305 returns no), Whether the last pixel 
has been processed is determined (S307). Again, the process 
ing continues (repeats) until all pixels have been processed. 
The ?ltering process is applied before the second correc 

tion process (2) in the example shoWn in FIG. 7, but the 
?ltering process could be applied after the second correction 
process (2). The process could also be controlled so that the 
second correction process (2) is executed only if a speci?c 
?ltering process is applied. 

Effect of the Invention 
As described above, the present invention binariZes a prin 

cipal color and secondary color by separate threshold value 
matrices, Which can be independently adjusted. The density 
of the principal color and secondary color can thus be easily 
and separately adjusted and controlled. 

Furthermore, by setting the principal color and secondary 
color print dots to non-printing according to a speci?c pattern, 
or providing a selectable ?lter and/or correction scheme for 
correcting dot (pixel) values according to a speci?c reference 
value, the print image can be easily adjusted in various Ways, 
including making the image lighter overall or changing the 
ratio of principal and secondary colors in the print image. 

While the invention has been described in conjunction With 
various embodiments, further alternatives, modi?cations, 
variations and applications Will be apparent to those skilled in 
the art in light of the foregoing description. Thus, the inven 
tion described herein is intended to embrace all such altema 
tives, modi?cations, variations and applications as may fall 
Within the spirit and scope of the appended claims. 

What is claimed is: 
1. A color reduction processing device for converting full 

color image data containing pixels, each de?ned by a combi 
nation of three color components, to principal color print data 
of Which black or another speci?ed loW-brightness color is 
the principal color, and to secondary color print data of Which 
a selected one of the three color components is the secondary 
color, the device comprising: 

a matrix storage unit con?gured to store a reference thresh 
old value matrix; 

a matrix con?guration unit con?gured to set a ?rst adjust 
ment value that is mathematically applied to each thresh 
old value of the reference threshold value matrix to 
generate a ?rst threshold value matrix, and to set a sec 
ond adjustment value that is mathematically applied to 
each threshold value of the reference threshold value 
matrix to generate a second threshold value matrix; 
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a principal color data processing unit con?gured to multi 
ply the values of the color components of each pixel in 
the full-color image data by respective coef?cients and 
add the resulting products for each pixel to produce a 
single Weighted value for each pixel, and to compare a 
matrix containing all of the Weighted pixel values With 
the ?rst threshold value matrix to generate the principal 
color print data in the form of binary data; and 

a secondary color data processing unit con?gured to com 
pare the second threshold value matrix With matrices 
containing color values only for the tWo color compo 
nents in the full-color image data not designated as the 
secondary color respectively to generate the secondary 
color print data in the form of binary data. 

2. A color reduction processing device as described in 
claim 1, Wherein the principal color data processing unit and 
the secondary color processing unit are con?gured to gener 
ate the binariZed principal and secondary color print data 
respectively by dithering using the ?rst threshold value 
matrix and second threshold value matrix respectively. 

3. A color reduction processing device as described in 
claim 1, Wherein the three color components are red (R), 
green (G) and blue (B) and the principal color data processing 
unit is con?gured to calculate the Weighted pixel value for 
each pixel in the full-color image data using the equation: 

4. A color reduction processing device as described in 
claim 1, further comprising a ?rst correction process unit 
con?gured to correct principal color print data to non-printing 
data for any pixel irrespective of the binary output value of the 
principal color data processing unit for that pixel, if the value 
of any one of the color components for that pixel in the 
full-color image data is greater than or equal to the corre 
sponding threshold value in the ?rst threshold value matrix. 

5. A color reduction processing device as described in 
claim 1, further comprising a second correction process unit 
con?gured to correct secondary color print data to non-print 
ing data for any pixel irrespective of the binary output value of 
the secondary color data processing unit for that pixel, if the 
value of the color component designated as the secondary 
color for that pixel in the full-color image data is less than the 
corresponding threshold value in the second threshold value 
matrix. 

6. A color reduction processing device as described in 
claim 1, further comprising a third correction process unit 
con?gured to correct secondary color print data to non-print 
ing for any pixel, if the principal color data processing unit 
and secondary color data processing unit both set the princi 
pal and secondary color print data for that pixel to print. 

7. A color reduction processing device as described in 
claim 1, further comprising a ?lter processing unit con?gured 
to apply to a binariZed print data matrix one or both of: a 
?ltering process that sets principal color print data in a ?rst set 
of alternating columns in the print data matrix to non-printing 
and sets secondary color print data in a second set of alter 
nating columns in the print data matrix to non-printing, or a 
?ltering process that alternately sets principal color print data 
and secondary color print data to non-printing in raster scan 
sequence. 

8. A color reduction processing device as described in 
claim 1, Wherein the device is embodied in a printer driver. 

9. A color reduction processing device as described in 
claim 1, Wherein the device is embodied in a printer control 
apparatus. 

10. A color reduction method performed by a color reduc 
tion processing device for converting full-color image data 
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12 
containing pixels, each de?ned by a combination of three 
color components, to principal color print data of Which black 
or another speci?ed loW-brightness color is the principal 
color, and to secondary color print data of Which a selected 
one of the three color components is the secondary color, the 
method comprising the steps of: 

(a) acquiring full-color image data; 
(b) generating a ?rst threshold value matrix and a second 

threshold value matrix by mathematically applying to 
the threshold values of a reference threshold value 
matrix a ?rst adjustment value and second adjustment 
value respectively; 

(c) multiplying the values of the color components of each 
pixel in the full-color image data by a respective coeffi 
cients and adding the resulting products for each pixel to 
produce a single Weighted value for each pixel, and 
comparing a matrix containing all of the Weighted pixel 
values With the ?rst threshold value matrix to generate 
the principal color print data in the form of binary data; 
and 

(d) comparing the second threshold value matrix With 
matrices containing color values only for the tWo color 
components in the full-color image data not designated 
as the secondary color respectively to generate the sec 
ondary color print data in the form of binary data. 

11. A color reduction method as described in claim 10, 
Wherein the binariZed principal and secondary color print 
data generated in steps (c) and (d) respectively is generated by 
dithering that is performed using the ?rst threshold value 
matrix and second threshold value matrix respectively. 

12. A color reduction method as described in claim 10, 
Wherein the three color components are red (R), green (G) and 
blue (B) and, in step (c), the Weighted pixel value for each 
pixel in the full-color image data using the equation: 

13. A color reduction method as described in claim 10, 
further comprising the step of correcting principal color print 
data to non-printing data for any pixel irrespective of the 
binary output value for that pixel in step (c), if the value of any 
one of the color components for that pixel in the full-color 
image data is greater than or equal to the corresponding 
threshold value in the ?rst threshold value matrix. 

14. A color reduction method as described in claim 10, 
further comprising the step of correcting secondary color 
print data to non-printing data for any pixel irrespective of the 
binary output value for that pixel in step (d), if the value of the 
color component designated as the secondary color for that 
pixel in the full-color image data is less than the correspond 
ing threshold value in the second threshold value matrix. 

15. A color reduction method as described in claim 10, 
further comprising the step of correcting secondary color 
print data to non-printing for any pixel, if, in steps (c) and (d), 
both the principal and secondary color print data for that pixel 
is set to print. 

16. A color reduction method as described in claim 10, 
further comprising the step of applying to a binariZed print 
data matrix one or both of: a ?ltering process that sets prin 
cipal color print data in a ?rst set of alternating columns in the 
print data matrix to non-printing and sets secondary color 
print data in a second set of alternating columns in the print 
data matrix to non-printing, or a ?ltering process that alter 
nately sets principal color print data and secondary color print 
data to non-printing in raster scan sequence. 

17. A device-readable medium embodying a program of 
instructions for directing a device to execute a color reduction 
method, the program of instructions comprising: 
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(a) instructions for acquiring full-color image data; 
(b) instructions for generating a ?rst thresholdvalue matrix 

and a second threshold value matrix by mathematically 
applying to the threshold values of a reference threshold 
value matrix a ?rst adjustment value and second adjust 
ment value respectively; 

(c) instructions for multiplying the values of the color 
components of each pixel in the full-color image data by 
a respective coef?cients and for adding the resulting 
products for each pixel to produce a single Weighted 
value for each pixel, and instructions for comparing a 
matrix containing all of the Weighted pixel values With 
the ?rst threshold value matrix to generate the principal 
color print data in the form of binary data; and 

(d) instructions for comparing the second threshold value 
matrix With matrices containing color values only for the 
tWo color components in the full-color image data not 
designated as the secondary color respectively to gener 
ate the secondary color print data in the form of binary 
data. 

18. A device-readable medium as described in claim 17, 
Wherein the comparing instructions in each of (c) and (d) 
include instructions for dithering using the ?rst threshold 
value matrix and second threshold value matrix respectively 
to generate the binariZed principal and secondary color print 
data respectively. 

19. A device-readable medium as described in claim 17, 
Wherein the three color components are red (R), green (G) and 
blue (B) and, in (c), the Weighted pixel value for each pixel in 
the full-color image data using the equation: 
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20. A device-readable medium as described in claim 17, 

further comprising instructions for correcting principal color 
print data to non-printing data for any pixel irrespective of the 
binary output value for that pixel in (c), if the value of any one 
of the color components for that pixel in the full-color image 
data is greater than or equal to the corresponding threshold 
value in the ?rst threshold value matrix. 

21. A device-readable medium as described in claim 17, 
further comprising instructions for correcting secondary 
color print data to non-printing data for any pixel irrespective 
of the binary output value for that pixel in (d), if the value of 
the color component designated as the secondary color for 
that pixel in the full-color image data is less than the corre 
sponding threshold value in the second threshold value 
matrix. 

22. A device-readable medium as described in claim 17, 
further comprising instructions for correcting secondary 
color print data to non-printing for any pixel, if, in (c) and (d), 
both the principal and secondary color print data for that pixel 
is set to print. 

23. A device-readable medium as described in claim 17, 
further comprising instructions for applying to a binariZed 
print data matrix one or both of: a ?ltering process that sets 
principal color print data in a ?rst set of alternating columns 
in the print data matrix to non-printing and sets secondary 
color print data in a second set of alternating columns in the 
print data matrix to non-printing, or a ?ltering process that 
alternately sets principal color print data and secondary color 
print data to non-printing in raster scan sequence. 

* * * * * 


