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(57) ABSTRACT 

A method and device for determining a longitudinal inclina 
tion variable representing the longitudinal inclination of a 
roadWay, using a sensor “means” present in a motor vehicle, 
in Which 

a ?rst unbraked driving state of the vehicle and 
a second driving state of the motor vehicle in Which at least 

one brake is actuated are considered; and 
as a function thereof the variable representing the longitu 

dinal inclination of the roadWay is determined. 

7 Claims, 2 Drawing Sheets 
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METHOD FOR ESTIMATING THE 
LONGITUDINAL INCLINATION OF A 

ROADWAY 

BACKGROUND INFORMATION 

“Hill hold control” (HHC, or hill holder) is a system that 
frees the driver from operating the hand brake When the 
vehicle is set in motion. By locking in the brake pressure 
applied by the driver, this system prevents backward rolling 
of the vehicle from the time the brake pedal is released until 
the vehicle is actually set in motion. The engine torque nec 
essary for setting the vehicle in motion is determined using 
the estimated roadWay inclination. Currently existing estima 
tions of inclination require a relatively high calibration effort. 
The estimation of inclination must be individually calibrated 
for each vehicle/ engine variant. 

SUMMARY OF THE INVENTION 

The present invention improves not only the quality of the 
inclination estimation, but also requires no calibration effort. 
Using only the vehicle data and the sensor signals from the 
ESP (Electronic Stability Program), the present invention 
enables a relatively accurate estimation of the longitudinal 
inclination of a roadWay. A further advantage of the present 
invention is that the error resulting from the difference 
betWeen the actual and the recorded braking torque/brake 
pressure ratios (Cp) does not signi?cantly affect the calcu 
lated inclination. In particular for Wet conditions and old 
brake pads, this greatly improves the quality of the inclination 
calculation. 

The present invention relates to a method for determining a 
longitudinal inclination variable representing the longitudi 
nal inclination of a roadWay, using sensor means present in a 
motor vehicle, in Which 

a ?rst unbraked driving state of the vehicle and 
a second driving state of the motor vehicle in Which at least 

one brake is actuated 

are considered; and 
as a function thereof the variable representing the longitu 

dinal inclination of the roadWay is determined. 
The present invention alloWs a particularly simple deter 

mination of the longitudinal inclination of a roadWay Without 
the use of an inclination sensor. Of course, in special cases the 
longitudinal inclination may also be considered instead of the 
“longitudinal inclination variable representing the longitudi 
nal inclination of a roadWay.” 
One advantageous embodiment of the present invention is 

characterized in that 
a rough inclination variable representing a rough value for 

the roadWay inclination is determined; and 
the value of the longitudinal inclination variable is deter 
mined by adding a correction term to the rough inclina 
tion variable, 

the correction term being determined by considering the 
?rst and second driving states. 

According to the present invention, the correction term 
alloWs compensation to be made for any errors contained in 
the rough inclination variable. 
One advantageous embodiment of the present invention is 

characterized in that 
in the ?rst driving state a ?rst difference betWeen a vehicle 

longitudinal acceleration determined by means of a 
model and a vehicle longitudinal acceleration deter 
mined by evaluation of Wheel speed sensor signals is 
determined; 
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2 
in the second driving state a second difference betWeen a 

vehicle longitudinal acceleration determined by means 
of a model and a vehicle longitudinal acceleration deter 
mined by evaluation of Wheel speed sensor signals is 
determined; and 

the correction term is determined based on the ?rst and 
second differences. 

One advantageous embodiment of the present invention is 
characterized in that the difference betWeen the second dif 
ference and the ?rst difference is used in determining the 
correction term. 

One advantageous embodiment of the present invention is 
characterized in that at least the Wheel cylinder brake pres 
sures and the drive torque of the vehicle are used in determin 
ing the vehicle longitudinal acceleration, Which is determined 
in the ?rst and second driving states using a model. It is noW 
standard for these variables to be readily available in modern 
vehicles. 

One advantageous embodiment of the present invention is 
characterized in that the ?rst and second driving states are 
driving states Which occur close to one another in time. This 
ensures that the roadWay inclination is approximately the 
same for both driving states. 

One advantageous embodiment of the present invention is 
characterized in that the rough inclination variable is deter 
mined at least from the Wheel cylinder brake pressures, the 
drive torque of the vehicle, and the longitudinal acceleration 
of the vehicle determined using the output signals from the 
Wheel speed sensors. 

One advantageous embodiment of the present invention is 
characterized in that 

the longitudinal inclination variable is continuously deter 
mined during unbraked and braked driving states While 
keeping the correction term constant; and 

the correction term is redetermined and updated When a 
transition from a braked to an unbraked driving state 
occurs. 

Since the correction term is physically determined by the 
very sloWly changing variables Which represent the ratio of 
the braking torque to the brake pressure, it is suf?cient to 
recalculate the correction term When a transition from the 
braked to the unbraked state occurs. 

The present invention further relates to a device for deter 
mining a longitudinal inclination variable representing the 
longitudinal inclination of a roadWay, using sensor means 
present in a motor vehicle, Which contain 

evaluation means in Which a ?rst unbraked driving state of 
the vehicle and a second driving state of the motor 
vehicle, in Which at least one brake is actuated, are 
considered; and 

means for determining the longitudinal inclination, in 
Which the variable representing the longitudinal inclina 
tion of the roadWay is determined as a function of the 
output signals from the evaluation means. 

The advantageous embodiments of the method according 
to the present invention naturally also ?nd application as 
advantageous embodiments of the device according to the 
present invention, and vice versa. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 shoWs the forces acting on the vehicle. 

FIG. 2 shoWs the sequence of one embodiment of the 
method according to the present invention. 
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DETAILED DESCRIPTION 

An object of the present invention is to estimate the longi 
tudinal inclination of a roadway using the signals and data 
available in the ESP. This requires practically no calibration 
effort, since the parameters used are obtained only from 
vehicle data. Based on the estimated longitudinal inclination 
of the roadWay, the engine torque necessary for setting the 
vehicle in motion is determined. 

The present invention enables the roadWay inclination to 
be determined Without calibration effort, using only the 
vehicle data. A further advantage of the present invention is 
that the error resulting from the difference betWeen the actual 
and the recorded braking torque/brake pressure ratio (Cp) 
does not signi?cantly affect the calculated inclination. In 
particular for Wet conditions and old brake pads, this greatly 
improves the quality of the inclination calculation. 

The roadWay inclination may be determined from a bal 
ance of forces. The folloWing forces or torques illustrated in 
FIG. 1 are used as inputs: 

1. DoWngrade force FH: 

Where mF is the mass of the vehicle, g is the gravitational 
acceleration, and 0t is the angle of longitudinal inclination of 
the roadWay. 

2. Braking force FE: 

(pWheelLF + pWheelRF) - CpFA + 

(pWheelLR + pWheelRR) - CpRA 

rwheel ' mF 
B: 

Where pWheelLF, pWheelRF, pWheelLR, and pWheelRR are 
the Wheel brake pressures in the left front Wheel, right front 
Wheel, left rear Wheel, and right rear Wheel, respectively. 
CPFA and CPRA are the ratios of the braking torque to the brake 
pressure on the front axle (CPFA) and rear axle (CPRA), 
respectively. 

3. Inertial force PM: 

Where a‘,C is the vehicle acceleration, ?ltered and corrected for 
errors. For this term the folloWing applies: 

a QfaxToF-axDelta 

Where axToF is the (?ltered) vehicle acceleration determined 
from the Wheel speed, and axDelta is a correction factor to be 
further explained beloW. 

4. Engine drive torque M drive: 
This torque acts about the Wheel center point, and results in 

the overall force (Md?ve/rwheel). 
Thus, the folloWing overall balance for all Wheels is 

obtained: 

Mdrive 
rwheel 

Mdrive 
rwheel 
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4 

-continued 

rwheel 

g 'mF 

For small angles, sin (0t):tan (0t). 
Thus, roadWay inclination P in percent is obtained as fol 

loWs: 

Pmn(a)-100% 

P [%] : 

(pWheelLF + pWheelRF) - CpFA + 

100 / (pWheelLR + pWheelRR)- CPRA + Mdn-W, 
_ . _a _ 

g X rwheel 'mF rwheel 'mF 

The value of P determined using this relationship may be 
erroneous since input variables CPFA and CPRA are not pre 
cisely known. Therefore, variable a‘,C is not the physical 
vehicle acceleration (i.e., actually present or measurable by 
an external observer), but, rather, a‘,C represents a corrected 
vehicle acceleration. a‘,C is corrected With respect to vehicle 
longitudinal acceleration axToF actually present, by the value 
resulting from the incorrect or inaccurate values of CPFA and 
CPRA; i.e., the error resulting from the incorrect or inaccurate 
values of CPFA and CPRA in the calculation of P is compen 
sated for by the use of a‘,C instead of axToF. 
The inclination is determined in the folloWing steps: 
Step 1: 
An unbraked operating state of the vehicle is considered. In 

this operating state a longitudinal acceleration of the vehicle 
is determined based on a balance of forces, using a simple 
force model. This model is based on a ?at roadWay, i.e., 
assumes (possibly incorrectly) that a ?at roadWay is present. 
At the same time, the longitudinal acceleration of the 

vehicle is determined based on an evaluation of the output 
signals from the Wheel speed sensors. The difference betWeen 
these tWo values is denoted as axToOff. 
A value of axToOff different from Zero may have essen 

tially tWo different causes: 
Cause 1: A roadWay inclination that is different from Zero. 
Cause 2: Insu?iciently accurate knowledge of values 
CPFA and CPRA. 

Additional causes, such as for example modeling inaccu 
racies, may be disregarded compared to the tWo cited causes. 
Since in step 1 an unbraked operating state of the vehicle is 
considered, cause 2 does not play a role: a value of axToOff 
different from Zero may be attributed essentially to a roadWay 
inclination that is different from Zero. The value of axToOff 
determined in step 1 is denoted as axToOf?VIerk. 
The expression given for P[%], for example, is a suitable 

model by setting PIO and then solving this expression for a'x. 
Value a'x, thus determined represents the longitudinal accel 
eration of the vehicle determined using the P[%] model. 

Step 2: 
Immediately folloWing step 1 (for example, Within a time 

period of 20 milliseconds folloWing step 1) a braked operat 
ing state of the vehicle is considered. It is assumed that the 
roadWay inclination has not changed, i.e., that the roadWay 
inclination is the same for both steps 1 and 2. As in step 1, the 
longitudinal acceleration of the vehicle is again determined in 
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step 2, using the same model, and at the same time the lon 
gitudinal acceleration of the vehicle is also determined from 
the Wheel speeds. The difference betWeen these tWo values is 
again denoted as axToOff. 

The difference betWeen axToOff and axToOffMerk is noW 
determined: 

Since it is assumed that the inclination has not changed 
(i.e., cause 1 is absent), a value of axDelta that is different 
from Zero must necessarily originate from insuf?ciently 
accurate values for CPFA and CPRA (i.e., cause 2). 

Step 3: 
The vehicle acceleration determined using the Wheel speed 

sensors is corrected by value axDelta, Which yields 

a QfaxToF-axDelta. 

Step 4: 
Using the relationship derived above, 

P 1%] = 

(pWheelLF + pWheelRF) - CpFA + 

100 / (pWheelLR + pWheelRR) - CPRA + Mdn-W, 
_ . _a _ a 

g X rwheel ' mF rwheel 'mF 

roadWay inclination P (value in %) is noW determined. The 
error originating from the inaccuracy of CPFA and CPR A has 
been corrected by using a'x, instead of axToF. 

Based on the continuously determined values of axToF, 
pWheelLF, pWheelRF, pWheelLR, and pWheelRR, as Well as 
Mdn-ve, the inclination may be continuously updated. Correc 
tion variable axDelta used in computing a‘,C is maintained until 
an unbraked driving state is again present. Step 1 of the 
described method is then repeated. Each transition from an 
unbraked to a braked driving state, therefore, may be used for 
updating or redetermining variable axDelta. 

Vehicle longitudinal acceleration axToF determined using 
the Wheel speed sensors is advantageously a variable ?ltered 
by a loW-pass ?lter; i.e., high-frequency ?uctuations appear 
ing in the output signals from the Wheel speed sensors are 
?ltered out. 

Filtered variable axToF may be obtained from un?ltered 
output signals axTo from the Wheel speed sensors, for 
example by the folloWing iterative ?ltering instruction: 

Values [k+l] and [k] in brackets denote the iteration step 
(and therefore also the time), and FilFactor represents the 
?lter factor, Where 

FilFactoFl When the con?dence level for the un?ltered 
output signals from the Wheel speed sensors is high (for 
example, travel is straight ahead on a ?at, non-slippery 
roadWay at moderate speed); and 

FilFactoFO When the un?ltered output signals from the 
Wheel speed sensors are most likely unrepresentative of 
the longitudinal speed of the vehicle (for example, ABS 
or ASR control or strong transverse acceleration are 
present). 

The limiting case FilFactor:1 results in axTof [k+1]:axTo 
[k+l] (i.e., the un?ltered signals are completely accepted), 
and the limiting case FilFactoFO results in axTof [k+l] 
:axToF [k] (i.e., the un?ltered signals are disregarded). Of 
course, FilFactor may assume any value betWeen 0 and 1, and 
not just limiting values 0 and 1. 
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6 
The calculated inclination is also ?ltered, analogously to 

the above-described ?ltering of the Wheel speed sensors. The 
calculated value of P, depending on the driving situation, is 
?ltered more or less strongly. The loWer the con?dence level 
for the calculated value in the particular driving situation, the 
smaller the ?lter factor. The un?ltered value of the inclination 
is denoted as P, the ?ltered inclination value is denoted as Pf, 
and the arguments or indices [k+ 1] or [k] denote the iteration 
step (or time step). 

When the pressure change per unit time |dp/dt| is greater 
than a threshold value for all Wheels, a very strong ?ltering is 
performed; i.e., ?lter factor FilFactor is very small or Zero. 
When the vehicle is traveling sloWly, strong ?ltering is per 
formed and FilFactor assumes a small value. When the 
vehicle is at a standstill, there is no updating of the calculated 
inclination; i.e., FilFactor assumes a large value With a maxi 
mum of 1. The ?ltered estimated inclination is calculated only 
When no more than one Wheel is slipping, during ABS control 
When not all Wheels are slipping. 
The sequence for one embodiment of the method accord 

ing to the present invention is illustrated in FIG. 2. After the 
start in block 200, a rough value for the longitudinal inclina 
tion of the roadWay is determined in block 201. A query is 
then made in block 202 as to Whether the brake pressure is 
Zero on all Wheels (i.e., the vehicle is unbraked). If the 
response is “no” (identi?ed by “n” in block 202), the 
sequence returns to the input of block 201. If the ansWer is 
“yes,” hoWever, the sequence continues to block 203. A ?rst 
difference betWeen a transverse acceleration determined 
using a model and a transverse acceleration determined from 
the Wheel speeds is generated in block 203. A query is then 
made in block 204 as to Whether the brake pressure in at least 
one Wheel brake cylinder is greater than Zero. If this is not the 
case, the sequence returns to the input of block 202. If the 
response is “yes,” a second difference betWeen a transverse 
acceleration determined using a model and a transverse accel 
eration determined from the Wheel speeds is generated in 
block 205. 
The difference betWeen the ?rst difference and the second 

difference is then generated in block 206. This forms the 
correction term for the longitudinal inclination of the road 
Way Which is added to the rough value determined in block 
201. The method according to the present invention ends in 
block 207. Alternatively, a return to block 201 is conceivable, 
and the longitudinal inclination value determined in block 
206 is considered as a neW rough value and is updated again 
at the time of the next transition from an unbraked to a braked 
state. 

What is claimed is: 
1. A method for determining a longitudinal inclination 

variable representing a longitudinal inclination of a roadWay, 
using a sensor arrangement situated in a motor vehicle, the 
method comprising: 

determining the variable representing the longitudinal 
inclination of the roadWay as a function of a ?rst 
unbraked driving state of the vehicle; 

determining the variable representing longitudinal inclina 
tion of a second driving state of the vehicle in Which at 
least one brake is actuated; 

in the ?rst driving state, determining a ?rst difference 
betWeen a vehicle longitudinal acceleration determined 
by a model and a vehicle longitudinal acceleration deter 
mined by evaluating Wheel speed sensor signals; 

in the second driving state, determining a second differ 
ence betWeen a vehicle longitudinal acceleration deter 
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mined by a model and a vehicle longitudinal accelera 
tion determined by evaluating Wheel speed sensor 
signals; 

in the second driving state, determining a second differ 
ence betWeen a vehicle longitudinal acceleration deter 
mined by a model and a vehicle longitudinal accelera 
tion determined by evaluating Wheel speed sensor 
signals; 

determining a correction term as a function of the ?rst and 

second differences; 
determining a rough inclination variable representing a 

rough value of the longitudinal inclination of the road 
Way; 

determining a value of the longitudinal inclination variable 
by adding a correction term to the rough inclination 
variable; and 

determining the correction terms as a function of the ?rst 
and second driving states. 

2. The method according to claim 1, Wherein the rough 
inclination variable is determined at least from Wheel cylinder 
brake pressures, a drive torque of the vehicle, and a longitu 
dinal acceleration of the vehicle determined using output 
signals from Wheel speed sensors. 

3. The method according to claim 1, further comprising: 
continuously determining the longitudinal inclination vari 

able during unbraked and braked driving states While 
keeping the correction term constant; and 

redeterrnining and updating the correction term When a 
transition from a braked to an unbraked driving state 
occurs. 

4. A method for determining a longitudinal inclination 
variable representing a longitudinal inclination of a roadway, 
using a sensor arrangement situated in a motor vehicle, the 
method comprising: 

determining the variable representing the longitudinal 
inclination of the roadWay as a function of a ?rst 
unbraked driving state of the vehicle; 

determining the variable representing the longitudinal 
inclination of a second driving state of the vehicle in 
Which at least one brake is actuated; 

in the ?rst driving state, determining a ?rst difference 
betWeen a vehicle longitudinal acceleration determined 
by a model and a vehicle longitudinal acceleration deter 
mined by evaluating Wheel speed sensor signals; 

in the second driving state, determining a second differ 
ence betWeen a vehicle longitudinal acceleration deter 
mined by a model and a vehicle longitudinal accelera 
tion determined by evaluating Wheel speed sensor 
signals; 

determining a correction term as a function of the ?rst and 
second differences; and 

using a difference betWeen the second difference and the 
?rst difference in determining the correction term. 

5. A method for determining a longitudinal inclination 
variable representing a longitudinal inclination of a roadWay, 
using a sensor arrangement situated in a motor vehicle, the 
method comprising: 

determining the variable representing the longitudinal 
inclination of the roadWay as a function of a ?rst 
unbraked driving state of the vehicle; 

determining the variable representing the longitudinal 
inclination of a second driving state of the vehicle in 
Which at least one brake is actuated; 

8 
in the ?rst driving state, determining a ?rst difference 

betWeen a vehicle longitudinal acceleration determined 
by a model and a vehicle longitudinal acceleration deter 
mined by evaluating Wheel speed sensor signals; 

5 in the second driving state, determining a second differ 
ence betWeen a vehicle longitudinal acceleration deter 
mined by a model and a vehicle longitudinal accelera 
tion determined by evaluating Wheel speed sensor 
signals; 

determining a correction term as a function of the ?rst and 
second differences; and 

using at least Wheel cylinder brake pressure and a drive 
torque of the vehicle in determining a longitudinal accel 
eration of the vehicle in the ?rst and second driving 
states, using a model. 

6. A method for determining a longitudinal inclination 
variable representing a longitudinal inclination of a roadWay, 
using a sensor arrangement situated in a motor vehicle, the 
method comprising: 

determining the variable representing the longitudinal 
inclination of the roadWay as a function of a ?rst 
unbraked driving state of the vehicle; 

determining the variable representing the longitudinal 
inclination of a second driving state of the vehicle in 
Which at least one brake is actuated; 

in the ?rst driving state, determining a ?rst difference 
betWeen a vehicle longitudinal acceleration determined 
by a model and a vehicle longitudinal acceleration deter 
mined by evaluating Wheel speed sensor signals; 

in the second driving state, determining a second differ 
ence betWeen a vehicle longitudinal acceleration deter 
mined by a model and a vehicle longitudinal accelera 
tion determined by evaluating Wheel speed sensor 
signals; and 

determining a correction term as a function of the ?rst and 

second differences; 
Wherein the ?rst and second driving states are driving states 

Which occur close to one another in time. 

7. A device for determining a longitudinal inclination vari 
able representing a longitudinal inclination of a roadWay, 
using a sensor arrangement situated in a motor vehicle, the 
device comprising: 

an evaluation device in Which a ?rst unbraked driving state 
of the vehicle and a second driving state of the vehicle, in 
Which at least one brake is actuated, are considered; 

an arrangement for determining the longitudinal inclina 
tion, in Which the variable representing the longitudinal 
inclination of the roadWay is determined as a function of 
output signals from the evaluation device and, in the ?rst 
driving state, for determining a ?rst difference betWeen 
a vehicle longitudinal acceleration determined by a 
model and a vehicle longitudinal acceleration deter 
mined by evaluating Wheel speed sensor signals, and in 
the second driving state, for determining a second dif 
ference betWeen a vehicle longitudinal acceleration 
determined by a model and a vehicle longitudinal accel 
eration determined by evaluating Wheel speed sensor 
signals, and for determining a correction term as a func 
tion of the ?rst and second differences. 
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