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APPARATUS, METHOD, AND PROGRAM 
FOR EDITING IMAGES 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 
The present invention relates to an image editing apparatus 

and an image editing method for selecting an image to be 
inserted in an image insertion area in a template. The present 
invention also relates to a program for causing a computer to 
execute the image editing method. 

2. Description of the Related Art 
A method has been proposed for generating a photo album 

by reading images from a ?lm With a ?lm scanner and by 
printing an image including a selected part of the images 
arranged in desired layout as described, for example, in Japa 
nese Unexamined Patent Publication No. 9 (l 997)-2l4868. 

In addition, another method has also been proposed as 
described, for example, in Japanese Unexamined Patent Pub 
lication No. 2003-182260 for generating a photo album by 
printing desired images as photographs and by inserting the 
photographs in photo mounting comers formed on photo 
album paper according to a siZe of the photographs and layout 
of the photo album. 

Meanwhile, in order to generate a photo album of a Wed 
ding ceremony, a professional photographer sometimes pho 
tographs the bride and groom as Well as attendants in front of 
a church as a venue for the Wedding ceremony or in front of a 
monument during the Wedding ceremony. Images obtained in 
this manner are used for generating a photo album, and the 
photo album tells a story that can be enjoyed later, since the 
album traces the behavior of the bride and groom on the 
Wedding day. 

In order to generate a photo album, a professional photog 
rapher or an operator at a DPE store that provides a photo 
album generation service (hereinafter collectively referred to 
as an operator) stores images obtained by photography in an 
image server, and displays on display means such as a moni 
tor of a Workstation a catalog of the images stored in the image 
server and a template having an image insertion area used for 
photo album generation. The operator then selects one of the 
images to be inserted in the image insertion area from the 
catalog. At this time, the operator carries out image editing 
processing such as processing for changing image quality 
(blurring or sharpness enhancement, for example), process 
ing for image reshaping (such as rotation, resiZing, and trim 
ming), and processing for image restoration (such as red-eye 
correction and scar removal) on the selected image so that the 
image inserted in the image insertion area may look attractive. 
A photo album is generated by printing images edited in the 

above manner and pasting the images on photo album paper. 
A photo album may also be generated by printing composite 
images having a layout of the photo album generated from 
edited images inserted in image insertion areas of a template 
as described, for example, in Japanese Unexamined Patent 
Publication No. 9 (l 997)-2l4868. 

In the case Where a photo album is generated in the above 
manner, hundreds of images are obtained by photography on 
an event such as a Wedding ceremony. Therefore, an operator 
is heavily burdened With selection of an image to be inserted 
in an image insertion area of a template from a catalog includ 
ing the hundreds of images. 

SUMMARY OF THE INVENTION 

The present invention has been conceived based on con 
sideration of the above circumstances. An object of the 
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2 
present invention is therefore to enable easy selection of an 
image to be inserted in an image insertion area of a template 
for generating a photo album especially for an event such as a 
Wedding ceremony. 
A ?rst image editing apparatus of the present invention 

comprises: 
a display means for displaying various types of informa 

tion; 
an input means for receiving input for a template compris 

ing a plurality of pages and having a plurality of image inser 
tion areas for inserting information that indicates a predeter 
mined event including a plurality of scenes, a plurality of 
images of the predetermined event, and images correspond 
ing to respective scenes of the plurality of scenes included in 
the predetermined event; 

an image group generating means for generating image 
groups by classifying the plurality of images into respective 
scenes of the plurality of scenes included in the predeter 
mined event; 

a scene selecting means for receiving a selection of desired 
scene from among the plurality of scenes; 

an image display control means for generating a catalog of 
images classi?ed in an image group that corresponds to the 
selected scene, and for displaying the catalog on the display 
means; 

a template display control means for displaying a page of 
the template having an image insertion area for inserting an 
image that corresponds to the selected scene on the display 
means; and 

an image selecting means for receiving a selection of image 
to be inserted into the image insertion area from the catalog. 

In the image editing apparatus according to the present 
invention, if the template includes a plurality of pages having 
a color corresponding to at least one of the plurality of scenes, 
the template display control means may be a means for further 
displaying a page having the color corresponding to the 
selected scene on the display means. 

In the image editing apparatus according to the present 
invention, if the plurality of scenes is the scenes representing 
various formal activities conducted Within the predetermined 
event, the scene selecting means of the image editing appa 
ratus of the present invention may be a means for displaying 
a plurality of scene buttons, each representing each of the 
plurality of scenes, on the display means, in the order in Which 
the formal activities took place Within the event, and for 
receiving a selection of scene button from among the plurality 
of scene buttons displayed on the display means. 

Further, the scene selecting means of the image editing 
apparatus of the present invention may be a means for dis 
playing a plurality of scene buttons, each representing each of 
the plurality of scenes, on the display means, and for receiv 
ing a selection of scene button from among the plurality of 
scene buttons displayed on the display means. 

An image editing method of the present invention com 
prises the steps of: 

receiving input for a template comprising a plurality of 
pages and having a plurality of image insertion areas for 
inserting information that indicates a predetermined event 
including a plurality of scenes, a plurality of images of the 
predetermined event, and images corresponding to respective 
scenes of the plurality of scenes included in the predeter 
mined event; 

generating image groups by classifying the plurality of 
images into respective scenes of the plurality of scenes 
included in the predetermined event; 
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receiving a selection of desired scene from among the 
plurality of scenes; 

generating a catalog of images classi?ed in an image group 
that corresponds to the selected scene, and displaying the 
catalog on a display means; 

displaying a page of the template having an image insertion 
area for inserting an image that corresponds to the selected 
scene on the display means; and 

receiving a selection of image to be inserted into the image 
insertion area from the catalog. 

The image editing method of the present invention may be 
provided in the form of a program for causing a computer to 
execute the image editing method. 

According to the image editing method and apparatus, 
When input is received for a template comprising a plurality of 
pages and having a plurality of image insertion areas for 
inserting information that indicates a predetermined event 
including a plurality of scenes, a plurality of images for the 
predetermined event, and images corresponding to respective 
scenes of the plurality of scenes included in the predeter 

mined event, a plurality of images are classi?ed in a plurality 
of scenes included in the predetermined event and a plurality 

of image groups are generated. Then, When a selection of 
desired scene from among the plurality of scenes is received, 
a catalog of images classi?ed in an image group correspond 
ing to the selected scene is generated, and the catalog is 
displayed on a display means. Further, a page of the template 
having an image insertion area for inserting an image corre 
sponding to the selected scene is also displayed on the display 
means. Thus, the display means displays only the catalog of 
images classi?ed in an image group corresponding to the 
selected scene and the page of the template having an image 
insertion area for inserting an image corresponding to the 
selected scene. Therefore, an operator Who carries out image 
editing may easily select the images to be inserted into the 
image insertion area displayed on the display means by refer 
ring to the catalog. Consequently, a burden on the operator 
may be reduced at the time of selecting the images for inser 
tion into the image insertion areas of the template. 

Here, even if the scene is the same, the color of the cos 
tumes of persons included in the scene differs according to the 
taste of the user in some cases. Further, the color of the 
background is changed according to the costume or pose 
selected by the user during photography in some cases. 
Therefore, When the template includes a plurality of pages 
having a color corresponding to at least one of a plurality of 
scenes, if a page having a color corresponding to the selected 
scene is displayed, an attractive photo album, Which corre 
sponds to various scenes, may be produced. Further, since it is 
not necessary to prepare a plurality of templates according the 
scenes, the templates can be managed ef?ciently. 

Further, if the plurality of scenes is the scenes representing 
various formal activities conducted Within the predetermined 
event, a plurality of scene buttons, each representing each of 
the plurality of scenes, may be displayed on the display means 
in the order in Which the formal activities took place Within 
the event. Thus, image selection according to the formal 
activities may be carried out With ease. Further, the images to 
be inserted into the image insertion area of the template may 
be selected for each of the formal activities conducted Within 
the event. 
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4 
Still further, a plurality of scene selecting buttons, each 

representing each of the plurality of scenes, may be displayed 
on the display means to facilitate the selection of the scenes. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a schematic block diagram illustrating the con 
?guration of an image editing system having an image editing 
apparatus according to an embodiment of the present inven 
tion. 

FIG. 2 is a schematic block diagram illustrating a con?gu 
ration of a photo album editing PC. 

FIG. 3 is a draWing for describing classi?cation of image 
data. 

FIG. 4 is a draWing illustrating an example of a reference 
value sequence table. 

FIG. 5 is a diagram illustrating an example of a correspon 
dence table betWeen image groups and scenes in the ?rst 
embodiment. 

FIG. 6 is a draWing illustrating an example of a template 
reference value table. 

FIG. 7 is a draWing illustrating an example of a correspon 
dence table. 

FIG. 8 is a draWing illustrating an example of an initial 
editing screen. 

FIG. 9 is a draWing illustrating an example of an editing 
screen. 

FIG. 10 is a draWing illustrating an example of layout 
information; 

FIG. 11 is a How chart illustrating a process carried out in 
an embodiment of the present invention; 

FIG. 12 is a How chart illustrating a process for receiving 
album editing instructions. 

FIG. 13 is a draWing illustrating another example of an 
initial editing screen. 

FIG. 14 is a diagram illustrating an example of a corre 
spondence table among event scenes, image groups, image 
insertion areas, page numbers in a template, and color infor 
mation in the second embodiment. 

FIG. 15A is a diagram illustrating an example (No. 
album edit in the second embodiment. 

FIG. 15B is a diagram illustrating an example (No. 
album edit in the second embodiment. 

FIG. 15C is a diagram illustrating an example (No. 
album edit in the second embodiment. 

FIG. 16A is a diagram illustrating an example (No. 
album edit in the second embodiment. 

FIG. 16B is a diagram illustrating an example (No. 
album edit in the second embodiment. 

FIG. 16C is a diagram illustrating an example (No. 
album edit in the second embodiment. 

DESCRIPTION OF THE PREFERRED 
EMBODIMENTS 

l) of 

l) of 

l) of 

2) of 

2) of 

2) of 

Hereinafter, embodiments of the present invention Will be 
described With reference to the accompanying draWings. FIG. 
1 is a schematic block diagram illustrating the con?guration 
of an image editing system having an image editing apparatus 
according to a ?rst embodiment of the present invention. As 
shoWn in FIG. 1, the image editing system of the embodiment 
comprises a photo album editing PC 1; a plurality (2, in this 
case) of mini-laboratories 3A and 3B; a scanner 3C; a ?le 
server 5; and a process management PC 7, Which are con 
nected to each other via a netWork. The photo album editing 
PC 1 has the capability of the image editing apparatus accord 
ing to the embodiment of the present invention. Each of the 
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mini-laboratories 3A and 3B has a scanner for obtaining 
image data representing images recorded on a developed ?lm 
by reading the images from a negative or positive ?lm, or a 
print, and a printer for printing out image data. The ?le server 
5 has a hard disc of large-capacity for storing the image data. 
The process management PC 7 performs ?oW control of 
photo album generation. 

In the present embodiment, a Wedding ceremony is 
assumed to be the event. In the Wedding ceremony, a profes 
sional photographer photographs the bride and groom Who 
requested generation of a photo album (hereinafter referred to 
as a user) on the day of Wedding ceremony, and the photog 
rapher generates a photo album telling a story of the event by 
using the images. HoWever, the event is not necessarily lim 
ited to the Wedding ceremony. 

FIG. 2 is a schematic block diagram illustrating the con 
?guration of the photo album editing PC 1. As shoWn in FIG. 
2, the photo album editing PC 1 comprises a CPU 11 (acting 
as the image group generating means, image display control 
means, template display control means); a transceiver means 
13 (acting as the input means); a display means 15; an I/O 19; 
a memory 21; and a storage means 23. The CPU 11 assumes 
control of the entire operation of the photo album editing PC 
1. The transceiver means 13 sends and receives various types 
of information including the image data to and from the ?le 
server 5 through the netWork. The display means 15 displays 
various types of information such as the images and the 
template. The I/O 19 reads various types of information input 
ted by an operator of the photo album editing PC 1 via input 
means 17 (acting as the scene selecting means and image 
selecting means) for delivering the information to the CPU 
11. The I/O 19 also outputs a display instruction to the display 
means 15 according to an instruction from the CPU 11. The 
memory 21 comprises a ROM for storing a program for 
operating the CPU 11 and various constants, and a RAM used 
by the CPU 11 as a Workspace. The storage means 23 com 
prises a hard disc for storing various types of information 
such as the image data. 
A bus 25 connects the CPU 11 of the photo album editing 

PC 1 to peripheral circuits including the transceiver means 13, 
I/O 19, memory 21, and storage means 23. In this manner, the 
CPU 11 is able to control the peripheral circuits. More spe 
ci?cally, the CPU 11 controls the transceiver means 13, dis 
play means 15, memory 21, and storage means 23 for recep 
tion of information such as the image data and template data 
Which Will be explained later from the ?le server 5, for storing 
the image data in the storage means 23, and for displaying a 
catalog and the template on the display means 15 in order to 
select a part of the images for insertion in the image insertion 
area of the template, to generate image editing information, 
and to transmit the image editing information to the ?le server 
5 in response to the instruction from the operator through the 
input means 17. 
When the photo album editing PC 1 receives the image 

data, the photo album editing PC 1 calculates characteristic 
quantities of the image scenes represented by the image data. 
In this embodiment, the characteristic quantities refer to aver 
ages of R, G, and B colors in the images represented by the 
image data. In other Words, values of R, G, and B are respec 
tively added for all pixels in each of the images for obtaining 
totals and the totals are divided by the number of the pixels for 
obtaining the characteristic quantities. 

Here, the characteristic quantities of the scenes may be 
calculated for each of the images represented by the image 
data at the ?le server 5, and the characteristic quantities so 
calculated may be sent to the photo album editing PC1 
together With the image data. Thereby, the load of the photo 
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6 
album editing PC1 may be reduced, since the photo album 
editing PC1 is not required noW to calculate the characteristic 
quantities. 
The photo album editing PC 1 then generates image groups 

by classifying the image data into the respective scenes 
according to the characteristic quantities calculated in the 
manner described above. More speci?cally, distances 
betWeen the characteristic quantities of all the image data are 
calculated in a three-dimensional space (r, g, b), and the 
image data having the distances equal to or smaller than a 
predetermined threshold value Th1 are grouped together as 
one of the image groups. In the same image group, the image 
data represent the same scene represented by the characteris 
tic quantities that are similar to each other. 

In this embodiment, the characteristic quantities are calcu 
lated in the order of the ?le name of the image data. At this 
time, as shoWn in FIG. 3, in the case Where image data G1 and 
G2 are classi?ed in an image group A While an image data set 
G3 is classi?ed in an image group B, if the image data G4 and 
G5 are also classi?ed in the group A, the image data G3 may 
be classi?ed in the image group A in consideration of scene 
continuity at the time of photography. 
The storage means 23 stores a reference value sequence 

table that contains reference value sequences, each represent 
ing each of the scenes of a plurality of formal activities Within 
an event, arranged in the order in Which they took place for a 
plurality of events. 

FIG. 4 shoWs an example of the reference value sequence 
table. As shoWn in FIG. 4, a reference value sequence table 
OT1 describes the event names representing the respective 
events such as the Wedding ceremony 1, Wedding ceremony 2 
and the like, and the reference values for the characteristic 
quantities of the scenes of the formal activities such as the 
exchange of Wedding rings, Wedding cake cutting, and speech 
delivery at the Wedding party conducted Within each of the 
event represented by the event name in the order in Which they 
took place. For example, if three formal activities represented 
by the scenes 1, 2 and 3 took place in this order Within the 
event under the event name of Wedding ceremony 1, the 
reference values of(100,10,10), (10,10,100), and(10,100,10) 
for the characteristic amounts of scenes 1, 2 and 3 are 
described in this order. The reference values for the charac 
teristic quantities may be found by calculating the averages of 
R, G, and B colors in images obtained by photography of each 
of the scenes. 
The photo album editing PC 1 relates the classi?ed image 

groups to the respective scenes by referring to the reference 
value sequence table OT1. FIG. 5 is a draWing for describing 
the correspondence betWeen the image groups and the respec 
tive scenes. Here, in the present embodiment, the image data 
are assumed to be classi?ed in the image groups A, B and C, 
and Wedding ceremony 1 is assumed to be designated as the 
event. 
The photo album editing PC 1 ?rstly calculates the aver 

ages of the characteristic quantities in the scenes of all the 
image data in the respective image groups A, B, and C. As 
shoWn in FIG. 5, the averages for the image group A are (85, 
20, 20) While the averages for the image group B are (16, 98, 
20). The averages for the image group C are (12, 20, 95). The 
photo album editing PC 1 calculates the distances in the 
three-dimensional space (r, g, b) betWeen the averages of the 
characteristic quantities in each of the image groups A, B, and 
C and the reference values of the characteristic quantities of 
the scenes in Wedding ceremony 1 in the reference value 
sequence table OT1. The photo album editing PC 1 relates the 
respective image groups to the scenes Whose distances to the 
respective image groups are minimal. In this manner, the 
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image group A is related to the scene 1, While the image 
groups B and C are related to the scenes 3 and 2 respectively. 

Further, in the present embodiment, the scenes and image 
groups are related to the image insertion area of the template. 
For this, in the present embodiment, a template reference 
value table is stored in the storage means 23. The template 
reference value table describes scene reference values, Which 
are the reference values for the characteristic quantities of the 
scenes to be inserted into each of the image insertion areas of 
the template, for a plurality of different types of templates. 

FIG. 6 is a draWing illustrating an example of the template 
reference value table TT1. As shoWn in FIG. 6, the template 
reference value table TT1 describes the scene reference val 
ues for the image insertion areas such as 1-a, 1-b, and 1-c in 
each of the templates such as T1 and T2. For example, the 
template T1 has three image insertion areas 1-a, 1-b, and 1-c, 
and the scene reference values therefore are (100, l0, l0), (l0, 
10, 100), and (10, 100, 10), respectively. The reference values 
of the characteristic quantities of the scenes are found by 
averaging R, G, and B colors in images obtained by photog 
raphy of the scenes. 

Here, in the present embodiment, if the template T1 is 
designated by the user, the photo album editing PC1 relates 
the scenes 1, 2 and 3 of Wedding ceremony 1, Which is the 
event, to image insertion areas 1-a, 1-b and 10 by referring to 
the reference value sequence table OT1 and template refer 
ence value table TT1. In this Way, the scene 1 is related to the 
image insertion area 1-a, scene 2 to the image insertion area 
1-b, and scene 3 to the image insertion area 1-c. In the mean 
time, as described above, the scenes 1, 2 and 3 of the Wedding 
ceremony 1 have been related to the image groups A, C and B. 
Thus, the photo album editing PC1 may generate a correspon 
dence table C0 that relates the scenes of the event, image 
groups and image insertion areas to each other as shoWn in 
FIG. 7. The correspondence table C0 shoWn in FIG. 7 indi 
cates that the scene 1 is related to image group A and image 
insertion area 1-a, the scene 2 to image group C and image 
insertion area 1-b, and the scene 3 to image group B and 
image insertion area 1-C. 

The photo album editing PC1 generates the correspon 
dence table C0 in this manner, and thereafter displays an 
initial editing screen. 

FIG. 8 is a draWing illustrating an example of the initial 
editing screen. As shoWn in FIG. 8, the initial editing screen 
30 includes a catalog display ?eld 31 for displaying the image 
catalog, a template display ?eld 33 for displaying the tem 
plate having a guide image inserted therein, a tool box 35, and 
an event bar 37. 

First, the event bar Will be described. The event bar 37 has 
a plurality of scene buttons for selecting one of the scenes of 
formal activities conducted Within the event of Wedding cer 
emony 1, Which are arranged in the order in Which the formal 
activities took place Within the event. Further, each of the 
scene buttons 39 has a bar graph 39A shoWing a rough num 
ber of images in the group classi?ed in the scene. When the 
operator clicks on a desired scene button on the event bar to 

select the desired scene, the photo album editing PC1 gener 
ates a catalog of images represented by the image data clas 
si?ed in the image group that corresponds to the scene 
selected by the operator, and displays the image catalog in the 
catalog display ?eld 31, and further displays a page of the 
template T1 containing the image insertion area that corre 
sponds to the scene selected by the operator in the template 
display ?eld 33 by referring to the correspondence table C0. 

FIG. 9 is a draWing illustrating an editing screen With the 
image catalog and template displayed thereon. Here, the 
scene button 39 for the scene 1 on the event bar 37 is assumed 
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to have been clicked and the scene 1 has been selected. As 
shoWn in FIG. 9, on the editing screen 30', the color of the 
scene button 39 for the scene 1 on the event bar 37 has been 
changed, and the catalog of images represented by the image 
data classi?ed in the image group A that corresponds to the 
scene 1 is displayed in the catalog display ?eld 31. The editing 
screen 30' also displays the page of the template T1 contain 
ing the image insertion area 1-a that corresponds to the scene 
1 in the template display ?eld 33. 
A scroll bar 31A is displayed in the catalog display ?eld 31, 

and the images that are not displayed on one screen may be 
displayed by moving the scroll bar 31A to the right or left. 

Further, a guide image is displayed on the image insertion 
area 1-a, Which is displayed in the template display ?eld 33. 
The guide images may notify the operator Who carries out 

the photo album editing of What composition the respective 
images should have in the corresponding image insertion 
areas 1-a, 1-b, 1-c of the template. In the case of photography 
for generating photo albums on events, the photography is 
carried out at the same place and in the same situation regard 
less of Who a user as a requester is. For example, in the case of 
photography of brides and grooms in Wedding ceremony, 
photography is carried out at a predetermined place in a hotel 
and in a predetermined situation such as the exchange of 
Wedding rings and Wedding cake cutting. 

Therefore, by using the same composition for the images to 
be inserted in the image insertion areas 1-a, 1-b, 1-c of the 
template for all users Who selected the same template, a 
quality of photo albums generated in the above manner can be 
constant. Consequently, the guide images can be illustrations 
representing the composition to be inserted in the image 
insertion areas, drawings, or sample images obtained by pho 
tography of a model in the same place or in the same situation, 
for example. In the present embodiment, sample images gen 
erated by photographing a model are inserted in the image 
insertion areas 1-a, 1-b, 1-c. 

In the template display ?eld 33 are displayed arroW buttons 
33A and 33B for changing a page of the template being 
displayed in the template display ?eld 33 in the case Where the 
template has a plurality of pages. The operator can change the 
page of the template to be displayed on the editing screen 30' 
by clicking on the arroW button 33A or 33B. 

In the tool box 35 are displayed buttons for carrying out 
image quality changing processing such as blurring, sharp 
ening, and brushing, buttons for carrying out image restora 
tion processing such as red-eye correction and scar removal, 
and buttons for carrying out image reshaping processing such 
as rotation and resiZing, as Well as an OK button for ending 
the processing. 
The operator carries out the photo album editing operation 

by inputting photo album editing instructions While using the 
editing screen 30'. More speci?cally, the operator selects one 
of the images having the same composition as the guide 
image inserted in one of the image insertion areas from the 
catalog, and drags and drops the selected image by using the 
input means 17. In this manner, the operator inserts the 
selected image in the corresponding image insertion area. 
After the insertion, the operator may select the image inser 
tion area for editing the selected image inserted therein by 
clicking on any one of the buttons in the tool box 35. For 
example, by clicking on the button for rotation, the operator 
can rotate the image by 90 degrees in the clockWise direction. 
By clicking on the button for resiZing, the operator can change 
a siZe of the image. Furthermore, by clicking on the button for 
blurring or sharpening or brushing, the quality of the image 
may be changed. By clicking on the button for red-eye cor 
rection or scar removal, the image may be restored. 



US 7,586,524 B2 
9 

After completing the image selection for all the images to 
be inserted in the respective image insertion areas and editing 
of all the selected images by clicking on the scene buttons 39 
on the event bar 37 sequentially to select respective scenes 
and displaying all the image insertion areas, the operator 
clicks on the OK button for completing the photo album 
editing using the template. In response to clicking on the OK 
button, the photo album editing PC 1 generates the image 
editing information including the ?le names of the selected 
images, information relating the ?le names of the images to 
be inserted in the respective image insertion areas and the 
corresponding image insertion areas, information on the pro 
cessing to be carried out on the image data such as blurring, 
reduction or enlargement, and red-eye correction, informa 
tion on an area to be trimmed in the case of trimming, and 
information on a magni?cation ratio in the case of reduction 
or enlargement. The image editing information is sent to the 
?le server 5. 

The ?le server 5 stores the image data obtained by reading 
the images recorded on the developed ?lm by using the scan 
ner 3C or the scanner in the mini-laboratory 3A or 3B. The 
image data are recorded in a folder created for each of the 
users Who requested generation of the photo album. The ?le 
server 5 also stores the template data representing templates 
to be used for photo album generation, as Well as the guide 
image data to be inserted into the image insertion areas of the 
templates. 

The ?le server 5 refers to the photo album editing informa 
tion sent from the photo album editing PC 1, and sends the 
template data representing the template selected by the user, 
the image data stored in the folder corresponding to the user 
ID, and the guide image data representing the guide images to 
be inserted in the image insertion areas in the selected tem 
plate to the photo album editing PC 1. 
When the image editing information is received from the 

photo album editing PC 1, the ?le server 5 refers to the ?le 
names of the image data representing the selected images 
contained in the image editing information, and carries out 
preparatory processing and editing processing on the selected 
image data for generating processed image data. The prepa 
ratory processing includes at least one of brightness correc 
tion processing, color correction processing and gradation 
correction processing on the selected image data. The editing 
processing includes the processing speci?ed by the image 
editing information. More speci?cally, the editing processing 
includes the processing for changing image quality such as 
blurring, sharpening, and brushing, the image reshaping pro 
ces sing such as trimming and enlargement/ reduction process 
ing, and the image restoration processing such as red-eye 
correction and scar removal on the image data speci?ed by the 
image editing information. 

The ?le server 5 generates layout information from the 
information relating the ?le names of the image data and the 
image insertion areas of the template contained in the image 
editing information. FIG. 10 is a draWing illustrating an 
example of the layout information. As shoWn in FIG. 10, the 
layout information indicates the relation betWeen the image 
insertion areas 1-a, 1-b, 1-c of the template T1 and respective 
?le names ofthe image data (DSCFOOl 2.jpg, DSCF0020.jpg, 
and DSCF0023.jpg) to be inserted in the image insertion 
areas. The ?le server 5 sends the processed image data and the 
layout information to either of the mini-laboratory 3A or 3B. 

The process management PC 7 receives information rep 
resenting completion of the processes such as the photo 
album editing operation, printing, and photo album inspec 
tion inputted by the operator, in order to manage the process 
ing regarding photo album generation. In the case Where the 
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photo album has passed the inspection carried out by the 
operator for examining the quality of the generated photo 
album, the process management PC receives information 
thereon, and ?nishes the process management for the photo 
album. In the case Where the photo album did not pass the 
inspection, the process management PC 7 receives an instruc 
tion for regenerating the photo album. 

Hereinafter, the processing performed in the ?rst embodi 
ment Will be described. FIG. 11 is a How chart illustrating the 
process How in the ?rst embodiment. The ?le server 5 has 
already stored the image data obtained by reading the images 
from the developed ?lm recorded With photographs on the 
Wedding ceremony of the user. The photo album editing infor 
mation comprising the user ID and the information on the 
template selected by the user has already been inputted. The 
type of event for Which the user requested photo album gen 
eration has also been inputted. 
The process starts With the instruction from the operator for 

editing the photo album through the photo album editing PC 
1. The photo album editing PC 1 sends the photo album 
editing information including the user ID and the information 
on the template selected by the user to the ?le server 5 (Step 

S1). 
The ?le server 5 receives the photo album editing informa 

tion, and sends the image data stored in the folder correspond 
ing to the user ID, the template data representing the template 
selected by the user, and the guide image data representing the 
guide images to be inserted in the image insertion areas of the 
template to the photo album editing PC 1 (Step S2). 
The photo album editing PC 1 receives the image data, 

template data, and guide image data, and performs the pro 
cessing for receiving the album editing instruction (Step S3). 

FIG. 12 is a How chart illustrating the processing for receiv 
ing the album editing instruction. First, the photo album edit 
ing PC 1 calculates the characteristic quantities of the scenes 
of a plurality of image data (Step S11). The photo album 
editing PC 1 generates a plurality of image groups by classi 
fying the plurality of image data into the respective scenes 
according to the characteristic quantities (Step S12). Then, 
the photo album editing PC 1 generates the correspondence 
table C0 that relates the image groups, scenes, and templates 
by referring to the reference value sequence table OT1 and 
template reference value table TT1 stored in the storage 
means 23 (step S13). Thereafter, the photo album editing PC1 
displays the initial editing screen shoWn in FIG. 8 on the 
display means (step S14). 

Then, the photo album editing PC1 starts monitoring to see 
if one of the scene buttons 39 on the event bar 37 is clicked by 
the operator (step S15). If the step S15 is positive, it generates 
a catalog of images represented by the image data classi?ed in 
the image group corresponding to the scene selected by the 
operator by clicking on the scene button 39, and displays the 
image catalog in the catalog display ?eld 31. It also displays 
the template page of image insertion area, Which corresponds 
to the scene selected by the scene button 39, in the template 
display ?eld 33 (step S16). In addition, a guide image repre 
sented by the guide image data is inserted in the image inser 
tion area of the template, Which is displayed in the template 
display ?eld 33. 
The photo album editing PC1 receives the photo album 

editing instruction from the operator With reference to the 
editing screen 30 (step S17). Then, it determines Whether 
another scene button 39 on the even bar is clicked by the 
operator (step S18). If step 18 is positive, the process returns 
to step S16 to generate a catalog of images represented by the 
image data classi?ed in the image group corresponding to the 
scene selected by clicking on another scene button 39, and to 
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display the image catalog in the catalog display ?eld 31 and 
the template page of image insertion area in the template 
display ?eld 33, Which correspond to the scene selected by 
clicking on another scene button 39. 

If step S18 is negative, the photo album editing PC1 deter 
mines Whether the OK button is clicked (step S19). If step S19 
is negative, the process returns to step S18. If step S19 is 
positive, the photo album editing PC1 terminates the process 
for accepting the photo album editing instruction. 

Turning back to FIG. 11, the photo album editing PC 1 
generates image editing information and sends it to the ?le 
server 5 (step S4). 
The ?le server 5 receives the image editing information, 

and performs the editing process by referring to the ?le names 
of the selected image data contained in the image editing 
information (Step S5). The ?le server 5 sends the processed 
image data generated through the editing process and the 
layout information generated from the image editing infor 
mation to either of the mini-laboratory 3A or 3B (Step S8), 
and terminates the editing process. 

The mini-laboratory 3A or 3B receives the processed 
image data and the layout information, and prints out the 
processed image data for generating printouts thereof. The 
operator (or an operator dedicated to photo album binding) 
pastes the printouts in print insertion areas in photo album 
paper corresponding to the template by referring to the layout 
information, and carries out binding and the like for generat 
ing the photo album. 

The operator in charge of quality control inspects the photo 
album generated in this manner. In the case Where the photo 
album has passed the inspection, the photo album is sent to the 
user. In the case Where the photo album has not passed the 
inspection, the instruction is inputted from the process man 
agement PC 7 for regenerating the photo album. 
As has been described above, in the present embodiment, 

When a desired scene is selected by the operator through the 
event bar, the photo album editing PC1 displays the image 
catalog and image insertion area of the template, Which cor 
respond to the selected scene, on the editing screen 30' by 
referring to the correspondence table C0 that relates the 
scenes, image groups, and image insertion areas of the tem 
plate. Therefore, the editing operator may readily select the 
image to be inserted into the image inserting area of the 
template displayed on the display means by referring to the 
image catalog. Thus, the burden on the editing operator may 
be reduced for selecting the image to be inserted into the 
image insertion area. 

Further, the operator may perform image selection accord 
ing to the formal activities by arranging the scene buttons 39 
for the scenes of formal activities of the event on the event bar 
37 in the order in Which they took place. 

In the embodiment described above, the correspondence 
table C0 is generated by classifying image data into respec 
tive scenes of formal activities conducted Within the event and 
the scene buttons 39 corresponding to the scenes of formal 
activities are arranged on the event bar in the order in Which 
they took place. HoWever, the image data may be classi?ed in 
scenes Which are independent of the formal activities con 
ducted Within an event, such as the scene representing out 
door photographs, group photographs, Zoomed photographs, 
indoor photographs, and the like. In this case, the reference 
values described in the reference value sequence table OT1 
are the values characteristic to the outdoor photographs, 
group photographs, and the like. 
An initial editing screen in the case Where the image data 

are classi?ed in the scenes Which are independent of the 
formal activities conducted Within an event is shoWn in FIG. 
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13 as another example. FIG. 13 is a draWing illustrating 
another example of the initial editing screen. As shoWn in 
FIG. 13, the initial editing screen 40 includes a catalog dis 
play ?eld 41 for displaying the image catalog, a template 
display ?eld 43 for displaying the template having a guide 
image inserted therein, a tool box 45, and a scene button ?eld 
47. 
The scene button ?eld 47 includes scene buttons 49 indi 

cating “outdoor”, “indoor”, “group”, “pair”, “Zoomed”, and 
“long” respectively, each of Which represents image data 
group classi?ed in the scene represented by the referent. 
When the operator clicks on a desired scene button in the 
scene button ?eld 47 to select the desired scene, the photo 
album editing PC1 generates a catalog of images represented 
by the image data classi?ed in the image group that corre 
sponds to the scene selected by the operator, and displays the 
image catalog on the catalog display ?eld 41, and further 
displays the template page containing image insertion area 
that corresponds to the scene selected by the operator on the 
template display ?eld 43 by referring to the correspondence 
table C0. Thus, the operator may select the image to be 
inserted into the image insertion area of the template for each 
scene in the same manner as in the embodiment described 
above. 

In the embodiment described above, the average of R, G, 
and B colors in the images represented by the image data are 
used as the characteristic quantities, Which is not necessarily 
limited thereto. At least one of lightness, saturation, hue, 
image composition, and a subject type of the scenes repre 
sented by the images can be used as the characteristic quan 
tities. More speci?cally, at least one of the color characteris 
tics of each of the images (such as color balance in the entire 
image, an average lightness, an average saturation, a color 
variance representing variance in colors of pixels, a lightness 
histogram, a saturation histogram, and a hue histogram), a 
composition characteristic thereof (such as space frequency 
distribution), and a subject characteristic thereof (such as a 
proportion of face, sky, Water, greens or the like in the image, 
a siZe of face, and a subject shape) can be used as the char 
acteristic quantities. 

Further, the method for classifying the image data into 
respective scenes is not limited to that in Which the charac 
teristic quantities of the images represented by the image data 
are used. The present invention may employ any method for 
this, including, for example, a method in Which image data 
are arranged in the order in Which they are obtained by refer 
ring to the information attached to the image data that indi 
cates the date and time of photography, and classifying the 
image data in accordance With the date and time of photog 
raphy. 

In the embodiment as described above, even if the scene is 
the same, the color of the costumes of persons included in the 
scene differs according to the taste of the user in some cases. 
Further, the color of the background is changed according to 
the costume or pose selected by the user during photography 
in some cases. Speci?cally, if the background of the scene is 
light blue, it is preferable that the color of the template is light 
blue or a color similar to the light blue. 

Therefore, When the template includes a plurality of pages 
having a color corresponding to at least one of a plurality of 
scenes, it is preferable that a page having a color correspond 
ing to the selected scene is displayed. Hereinafter, this is 
called a second embodiment. 

FIG. 14 is a table shoWing the correspondence among event 
scenes, image groups, image insertion areas, page numbers in 
a template, and color information. It is assumed that a tem 
plate T3 is used in the second embodiment. The template T3 
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has 3 pages, and each of the pages has image insertion areas 
1-a, 1-b, and 1-c, respectively. As illustrated in FIG. 14, in the 
correspondence table C1, the scene 1, the image group A, and 
the image insertion area 1-a are correlated With each other. 
The scene 2, the image group C, and the image insertion area 
1-b are correlated With each other. The scene 3, the image 
group B, and the image insertion area 1-c are correlated With 
each other. Further, the scene 1, the image group A, and the 
image insertion area 1-a are correlated With pages 1-1 and 1-2 
in the template. The scene 2, the image group C, and the 
image insertion area 1-b are correlated With pages 2-1 and 2-2 
in the template. The scene 3, the image group B, and the 
image insertion area 1-c are correlated With pages 3-1 and 3-2 
in the template. Further, pages 1-1 and 1-2 are correlated With 
light blue and pink, respectively. Pages 2-1 and 2-2 are cor 
related With yelloW and pink, respectively. Pages 3-1 and 3-2 
are correlated With light blue and yelloW, respectively. 

Here, it is assumed that the color information represents 
colors largely included in the pages of the template. 

In the second embodiment, the photo album editing PC 1 
judges the color of the background of each of the image 
groups A-C based on the average value of the characteristic 
value (r, g, b) in the scene of each of the image groups A-C. 
Then, the photo album editing PC 1 selects a page of the 
template T3 based on the judged color. For example, if the 
color of the background of the image group A is light blue, the 
color of the background of the image group B is pink, and the 
color of the background of the image group C is light blue, 
When an operator clicks each of the scenes 1, 2, and 3 in the 
editing screen, the photo album editing PC 1 selects pages 
1-1, 2-2, 3-1, respectively. Then, the photo album editing PC 
1 displays the selected pages in the template display ?eld 33. 

Meanwhile, if the color of the background of the image 
group A is pink, the color of the background of the image 
group B is yelloW, and the color of the background of the 
image group C is yelloW, When the operator clicks each of the 
scenes 1, 2, and 3 in the editing screen, the photo album 
editing PC 1 selects pages 2-1, 2-1, 3-2, respectively. Then, 
the photo album editing PC 1 displays the selected pages in 
the template display ?eld 33. 

For example, if an image G1 having a light blue back 
ground is included in the image group A as illustrated in FIG. 
15A, page 1-1 corresponding to the light blue color informa 
tion is selected, and displayed in the template display ?eld 33, 
as illustrated in FIG. 15B. Therefore, a photo album may be 
produced so that the color of the template matches the color of 
the background of the image, as illustrated in FIG. 15C. 

Further, if an image G1 having a pink background is 
included in the image group A as illustrated in FIG. 16A, page 
1-2 corresponding to the pink color information is selected, 
and displayed in the template display ?eld 33, as illustrated in 
FIG. 16B. Therefore, a photo album may be produced so that 
the color of the template matches the color of the background 
of the image, as illustrated in FIG. 16C. 

In the second embodiment as described above, When the 
operator clicks one of the scenes 1, 2, and 3, pages of the 
template may be displayed as a catalog of thumbnail images, 
and the operator may select a page by clicking a desired page 
in the catalog. Further, in each time When an image is selected 
in the catalog display ?eld 31, the characteristic value of the 
scene of the selected image may be calculated, and a page of 
the template, Which is appropriate for the calculated charac 
teristic value (namely, color) may be displayed in the template 
display ?eld 33. 

In the embodiment described above, the processed image 
data of the selected images are printed out in the mini-labo 
ratory 3A or 3B, and the operator pastes the printouts on the 
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photo album paper corresponding to the template for gener 
ating the photo album. HoWever, the ?le server 5 may gener 
ate a composite image data representing an image (a photo 
album image) having the images selected by the operator and 
inserted in the image insertion areas in the template by com 
bining the processed image data and the template data. The 
composite image data is outputted to the mini-laboratory 3A 
or 3B. 

If the mini-laboratory 3A or 3B prints out the composite 
image data generated in this manner, the photo album may be 
generated by simply binding the print of the photo album 
image, Without pasting the printouts on the paper. 

In each of the embodiments described above, the photo 
album is generated by using the image data obtained by 
reading the images recorded on the developed ?lm. HoWever, 
a photo album may be generated by using image data obtained 
by a digital camera. In this case, the ?le server 5 comprises a 
media drive for reading the image data from a recording 
medium such as a memory card for storing the image data 
obtained by photography. The image data read out from the 
recording medium by the media drive are stored in the ?le 
server 5. Further, a photo album may be generated using 
image data obtained by a mobile phone With a built-in camera. 
In this case, the image data transmitted from the mobile phone 
With a built-in camera through the mobile phone netWork is 
stored into the ?le server 5. 

In the each of the above-described embodiments, the ?le 
server 5 carries out the preparatory processing only on the 
image data selected by the operator of the photo album editing 
PC 1. HoWever, all the image data may be stored in the ?le 
server 5 after the preparatory processing carried out thereon at 
the time of reception of the image data from the mini-labo 
ratory 3A or 3B or from the scanner 3C. Furthermore, the 
photo album editing PC 1 may carry out the preparatory 
processing on all the image data sent from the ?le server 5 or 
on the image data selected for generation of the photo album. 

In each of the embodiments as described above, the photo 
album editing PC 1 or the ?le server 5 may generate, based on 
layout information, data (album data) including a user image 
inserted in a template, and the data may be sent to a server or 
like, Which can be accessed by the user, and stored. Accord 
ingly, the user can check Whether the photo album Will be 
successfully produced before actual production of the photo 
album. Further, in this case, the user may select Whether the 
photo album is produced by using the album data or the photo 
album is reedited. 

What is claimed is: 
1. An image editing apparatus, comprising: 
a display unit for displaying various types of information; 
an input unit for receiving input for a template comprising 

a plurality of pages and having a plurality of image 
insertion areas for inserting information that indicates a 
predetermined event including a plurality of scenes, a 
plurality of images of said predetermined event, and 
images corresponding to respective scenes of said plu 
rality of scenes included in said predetermined event; 

an image group generating unit for generating image 
groups by classifying said plurality of images into 
respective scenes of said plurality of scenes included in 
said predetermined event; 

a scene selecting unit for receiving a selection of desired 
scene from among said plurality of scenes; 

an image display control unit for generating a catalog of 
images classi?ed in an image group that corresponds to 
said selected scene, and for displaying said catalog on 
said display unit; 
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a template display control unit for displaying a page of said 
template having an image insertion area for inserting an 
image that corresponds to said selected scene on said 
display unit; and 

an image selecting unit for receiving a selection of image to 
be inserted into said image insertion area from said 
catalog; 

Wherein said scene selecting unit displays a plurality of 
scene buttons, each representing each of said plurality of 
scenes, on the display unit, and receives a selection of 
scene button from among said plurality of scene buttons 
displayed on said display unit. 

2. The image editing apparatus according to claim 1, 
Wherein if the template includes a plurality of pages having a 
color corresponding to at least one of the plurality of scenes, 
the template display control unit further displays a page hav 
ing the color corresponding to the selected scene on the dis 
play unit. 

3. The image editing apparatus according to claim 1, 
Wherein if said plurality of scenes is the scenes representing 
various formal activities conducted Within said predeter 
mined event, said scene selecting unit displays a plurality of 
scene buttons, each representing each of said plurality of 
scenes, on said display unit, in the order in Which said formal 
activities took place in said event, and for receiving a selec 
tion of scene button from among said plurality of scene but 
tons displayed on said display unit. 

4. The image editing apparatus according to claim 1, 
Wherein the template is a template for a Wedding. 

5. The image editing apparatus according to claim 1, fur 
ther comprising guide image display unit for displaying in 
each of the image insertion area or areas of the template, 
displayed on the display unit, a guide image for guiding the 
image or images to be inserted therein. 

6. The image editing apparatus according to claim 1 further 
comprising an editing unit for editing the image or images 
inserted in the image insertion area or areas. 

7. The image editing apparatus according to claim 6, 
Wherein the editing unit carries out at least one of processing 
for changing the quality of the image or images, processing 
for reshaping the image or images, and processing for restor 
ing the image or images on the image or images. 

8. The image editing apparatus according to claim 1, 
Wherein the selection of desired scene is performed by an 
operator. 

9. The image editing apparatus according to claim 1, 
Wherein the template can be edited by an operator. 

10. The image editing apparatus according to claim 1, 
Wherein the predetermined event can be edited by an operator. 

11. The image editing apparatus according to claim 1, 
Wherein the plurality of scenes can be edited by an operator. 

12. The image editing apparatus according to claim 1, 
Wherein the input unit sends and receives various types of 
information including the image data to and from a ?le server 
through a network. 

13. The image editing apparatus according to claim 1, 
Wherein the image groups, generated by the image group 
generating unit, classify said plurality of images into respec 
tive scenes by calculating one or more characteristic quanti 
ties of the images. 

14. The image editing apparatus according to claim 13, 
Wherein the characteristic quantities includes averages of red, 
green, and blue colors in the images. 

15. The image editing apparatus according to claim 13, 
Wherein the characteristic quantities includes at least one of 
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16 
lightness, saturation, hue, image composition, and a subject 
type of the scenes represented by the images. 

16. The image editing apparatus according to claim 13, 
Wherein characteristic quantity distances equal to or smaller 
than a predetermined threshold value serve to classify images 
into the same image group. 

17. The image editing apparatus according to claim 13, 
Wherein the one or more characteristic quantities are calcu 
lated by a ?le server separately from a photo album editing 
personal computer. 

18. An image editing method, comprising the steps of: 
receiving input for a template comprising a plurality of 

pages and having a plurality of image insertion areas for 
inserting information that indicates a predetermined 
event including a plurality of scenes, a plurality of 
images of said predetermined event, and images corre 
sponding to respective scenes of said plurality of scenes 
included in said predetermined event; 

generating image groups by classifying said plurality of 
images into respective scenes of said plurality of scenes 
included in said predetermined event; 

receiving a selection of desired scene from among said 
plurality of scenes; 

generating a catalog of images classi?ed in an image group 
that corresponds to said selected scene, and displaying 
said catalog on a display means; 

displaying a page of said template having an image inser 
tion area for inserting an image that corresponds to said 
selected scene on said display means; 

receiving a selection of image to be inserted into said image 
insertion area from said catalog; 

displaying a plurality of scene buttons, each representing 
each of said plurality of scenes; and 

receiving a selection of scene button from among said 
plurality of scene buttons. 

19. A computer-readable medium encoded With a com 
puter program for executing an image editing method, said 
method comprising the steps of: 

receiving input for a template comprising a plurality of 
pages and having a plurality of image insertion areas for 
inserting information that indicates a predetermined 
event including a plurality of scenes, a plurality of 
images of said predetermined event, and images corre 
sponding to respective scenes of said plurality of scenes 
included in said predetermined event; 

generating image groups by classifying said plurality of 
images into respective scenes of said plurality of scenes 
included in said predetermined event; 

receiving a selection of desired scene from among said 
plurality of scenes; 

generating a catalog of images classi?ed in an image group 
that corresponds to said selected scene, and displaying 
said catalog on a display means; 

displaying a page of said template having an image inser 
tion area for inserting an image that corresponds to said 
selected scene on said display means; 

receiving a selection of image to be inserted into said image 
insertion area from said catalog; 

displaying a plurality of scene buttons each representing 
each of said plurality of scenes; and 

receiving a selection of scene button from among said 
plurality of scene buttons. 


