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(57) ABSTRACT 

A method for improving optical measurement of gas concen 
tration includes steps for directing narroW band light to the 
gas to be measured and measuring the attenuation of the light 
in the gas, modulating the center Wavelength of the light 
source around or over a ?rst predetermined absorption maxi 
mum (absorption line) of the measured gas and aside of it, 
measuring the attenuation of the light in the gas as a function 
of the center Wavelength of the light, and determining the gas 
concentration based on the measurement. The center Wave 
length of the light is Varied such that the center Wavelength is 
adapted to coincide With at least one other absorption maxi 
mum (peak) With different absorption properties of the gas to 
be measured, and correspondingly the attenuation of the other 
absorption maximum or maxima is measured as a function of 
the center Wavelength of the light. 

14 Claims, 2 Drawing Sheets 
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METHOD FOR MEASUREMENT OF GAS 
CONCENTRATION WITH MODULATED 
LIGHT AT TWO ABSORPTION MAXIMA 

CROSS-REFERENCE TO RELATED 
APPLICATION 

The present application claims priority under 35 U.S.C. § 
119 to Finnish Application No. 2004-1197, ?led Sep. 15, 
2004 and International Application No. PCT/FI2005/ 0003 83, 
?led Sep. 7, 2005, the entire contents of Which are hereby 
incorporated by reference. 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 
The invention relates to a method for improving optical 

measurement of gas concentration. 
2. Description of Background Art 
In US. Pat. No. 5,527,031 is described an optical measure 

ment method Where a reference gas cell is used for the cali 
bration and locking of the device on an oxygen absorption 
line. This method is rather complicated and is susceptible to 
changes in the measurement environment. W0 87/ 0701 8 
describes a calibration method in connection With a oxygen 
concentration measurement device. In this method the Wave 
length of the emitting laser is scanned through a range of 
Wavelengths that includes the absorption line. 
US. Pat. No. 6,269,110 describes a calibration method for 

tunable ArF-excimer laser. In this solution the laser has a 
discharge chamber Where a molecular species is introduced 
for calibration purposes. 
US. Pat. No. 6,107,631 describes a self-calibration 

approach for tunable laser spectral absorption sensors. In this 
solution stored calibration information is used With current 
sensor reading information for calibration purposes. 

SUMMARY AND OBJECTS OF THE 
INVENTION 

It is an object of the present invention to overcome the 
drawbacks of the above-described techniques and to provide 
an entirely novel type of method for measuring improving 
optical measurement of gas concentration. 

The goal of the invention is accomplished by varying the 
center Wavelength of the light such that the center Wavelength 
is adapted to coincide With at least tWo absorption maxima 
(peak) With different absorption properties of the gas to be 
measured, and correspondingly the attenuation of the other 
absorption maxima is measured as a function of the center 
Wavelength of the light. 

The invention offers signi?cant bene?ts over conventional 
techniques. 

The implantation of the invention is relatively simple. 
The invention offers an effective tWo -point calibration in a 

single gas. Operating the TDL (Tunable Diode Laser) trans 
mitter at a secondary absorption line (eg of loWer strength) 
effectively simulates measurement of a loWer concentration 
of oxygen. Due to the precise ratio of the strengths of any tWo 
absorption lines, at a given temperature and pressure, is a 
fundamental property of the oxygen absorption spectrum, 
and is a physical constant, the calibration is based on absolute 
accuracy. This fact offers the possibility to perform ratiomet 
ric measurements, using the ideal relationship betWeen the 
strengths of tWo absorption lines as a reference, if the absolute 
absorption at only one line is knoWn. In addition, the position 
(Wavelength) of each individual line in the oxygen absorption 
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2 
spectrum is a physical constant. Knowledge of the position 
and separation of the lines in the spectrum may therefore be 
used to determine measurement parameters differentially, if a 
transmitter is operated at tWo or more lines. Thus, alternate 
operation at tWo or more lines yields signi?cant additional 
measurement information, Which is unavailable if only one 
absorption line is utiliZed. 

Therefore, only one calibration gas is required to perform 
both offset and gain correction. This reduces calibration gas 
costs for the end-user, compared to a standard tWo-point 
calibration using tWo gases. In addition, the technique offers 
a more reliable single-gas calibration than a standard one 
point ?eld calibration. In certain ?eld-calibration cases, this 
effective tWo-point calibration may be performed With an 
acceptable level of accuracy in ambient air. 

This effective tWo-point calibration is applicable to both 
Wall- and process-mounted type transmitters. Indeed, in pro 
duction it may be possible to calibrate the Wall-mounted 
transmitters in the station intended for in-situ process 
mounted transmitters, despite the differences in the opera 
tional behaviour of the internal series reference path. 
The invention offers self-diagnostic functions. TWo-line 

operation offers the possibility to implement several valuable 
in-service self-diagnostic functions. These include: oxygen 
measurement accuracy veri?cation; tunable laser Wavelength 
current-tuning coe?icient monitoring; absorption line oper 
ating point con?rmation. These self-diagnostic functions are 
of particular bene?t in monitoring long-term changes in laser 
characteristics, and cannot be implemented if only one 
absorption line is used. The importance of such self-diagnos 
tic capabilities should be emphasised, given the safety-criti 
cal nature of many 02 measuring applications. 
The invention offers also self-adjustment. Operation at tWo 

absorption lines enables the transmitter to detect if the 
VCSEL current-tuning coef?cient has changed over time. 
The laser’s current modulation amplitude may then be 
adjusted, alloWing the existing calibration coef?cients to be 
applied more accurately to the aged laser characteristics. 

There also exists the possibility for in-service correction of 
the measurement linearity, if the drift mechanism is predict 
able. Clearly, such a self-adjustment system Would require 
rigorous long-term testing. 
The tWo-line technique is mathematically simple. No com 

plex algorithms or models are required. The additional data 
processing requirements are minimal. 
The invention requires no extra hardWare compared With 

single Wavelength absorption measurements. 
The method has a fast operation. Due to the nature of 

current-controlled Wavelength tuning, the tWo-line technique 
is very rapid. Interruption to the measurement reading is 
negligible. 

Further scope of applicability of the present invention Will 
become apparent from the detailed description given herein 
after. HoWever, it should be understood that the detailed 
description and speci?c examples, While indicating preferred 
embodiments of the invention, are given by Way of illustration 
only, since various changes and modi?cations Within the 
spirit and scope of the invention Will become apparent to 
those skilled in the art from this detailed description. 

BRIEF DESCRIPTION OF THE DRAWINGS 

In the folloWing the invention is described in greater detail 
With the help of exemplifying embodiments illustrated in the 
appended draWings in Which: 

FIG. 1 shoWs a block diagram of a measuring system 
suitable for the method in accordance With the invention. 
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FIG. 2 is a graph illustrating O2 absorption spectrum Where 
absorption line pairs With a primary line having more than 
60% of normalized absorption are shoWn in bold. 

FIG. 3 is a graph illustrating an example of O2 absorption 
lines covered by the linear operating range of a typical 
VCSEL, implementable according to the invention. 

FIG. 4 is a graph illustrating measured corresponding O2 
signal amplitudes and linear tuning range obtainable accord 
ing to the invention. 

FIG. 5 is a graph illustrating ?rst measured O2 readings 
from a tWo-line recalibration test according to the invention. 

FIG. 6 is a graph illustrating second measured O2 readings 
from a tWo-line recalibration test according to the invention. 

DETAILED DESCRIPTION OF THE PREFERRED 
EMBODIMENTS 

FIG. 1 shoWs a typical measurement system for oxygen 
concentration measurement. The system comprises a narroW 
band light source 1, Which could be e.g. Vertical Cavity Sur 
face Emitting Laser (later VCSEL). The Wavelength of this 
type of laser is typically controlled by current by an adjustable 
current source 2. The light emitted by the laser 1 is directed to 
a gas-permeable measurement chamber 3 and the attenuation 
caused by the gas in the chamber 3 is detected by a detector 4. 

In other Words in the measurement narroW-band light is 
directed to the gas to be measured and the attenuation of the 
light in the gas is measured. Typically the center Wavelength 
of the light source 1 is modulated by the current source 2 
around or over a ?rst predetermined absorption maximum 
(absorption line) of the measured gas and aside of it and the 
attenuation of the light in the gas 3 as a ?lnction of the center 
Wavelength of the light is measured and on the basis of this 
procedure the gas concentration is determined. 

According to the invention the center Wavelength of the 
light of the light source 1 is further varied such that the center 
Wavelength is adapted to coincide With at least one other 
absorption maximum (peak) With different absorption prop 
erties of the gas, e.g. oxygen, to be measured, and correspond 
ingly the attenuation of the other absorption maximum or 
maxima is measured as a function of the center Wavelength of 
the light. 

The tWo absorption line technique is described in the fol 
loWing in more detail. 

The description begins With the theory of operation and is 
folloWed by the measurement results. 

Theory of TWo-Line Operation of a TDL Oxygen Transmitter 
The absorption spectrum of oxygen betWeen 760 nm and 

767 nm is shoWn in FIG. 2. In order to maximise the absorp 
tion signal amplitude, as detected by the TDL oxygen trans 
mitter, one of the strongest lines of the spectrum is selected as 
the primary operating line. As seen in the ?gure, all the 
strongest lines are accompanied by an adjacent line that has a 
signi?cantly Weaker absorption strength. 
As an example of an application of tWo-line measurement, 

it Will be shoWn that it is possible to perform an effective 
tWo-point calibration in a single gas. This may be achieved by 
measuring the O2 absorption signals at both a primary and an 
adjacent line. Ideally, the ratio of the signal amplitudes 
detected by the transmitter Will be the same as the ratio of the 
absorption strengths of the tWo lines. Knowing that ratio, and 
the concentration of the single calibration gas, the required 
calibration coef?cients can be calculated. The average ratio of 
absorption strengths betWeen the primary and adjacent lines 
shoWn in FIG. 2 is 0.85. In practice, this means that if the 
tWo-line calibration is performed in ambient conditions of 
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4 
21% O2, then the method effectively simulates a tWo-point 
calibration in concentrations of 21% O2 and 16% O2. HoW 
ever, due to the inherently linear absorption of O2, this tech 
nique is able to provide a calibrated measurement that retains 
suf?cient accuracy even When the transmitter is measuring 
loW concentrations of oxygen. 
Of practical bene?t is that the adjacent line is positioned 

Well Within the current tuning range of a typical VCSEL, 
When operating at the primary line. FIGS. 3 and 4 shoW a 
measured example of this. The linear tuning range of the 
VCSEL and measured O2 signals are shoWn in FIG. 4, and the 
corresponding O2 absorption lines in FIG. 3. A relatively 
small change in current of —0.5 mA is required to tune the 
laser Wavelength betWeen the primary line 10 and the adja 
cent line 11. A decrease in the measured signal peak-to-peak 
amplitude can readily be seen, in direct response to the 
Weaker absorption strength of the adjacent line 11. 

Test Results 

The tWo-line calibration method Was tested With a proto 
type TDL oxygen transmitter. Test results are shoWn in FIGS. 
5 and 6. The initial response is shoWn as graph 20, and 
illustrates the O2 measurement typically obtained from a cali 
brated transmitter. Ageing of the laser Was then simulated by 
manually changing the current modulation amplitude, Which 
in practice results in a condition Where the tuning coef?cient 
of the laser appears to have aged, and decreased by a factor of 
30%. The effect of this simulated ageing on the O2 measure 
ment is shoWn as graph 22, and represents the response Which 
may be obtained from a transmitter exhibiting measurement 
drift. In this case, a signi?cant error is seen at the 20% O2 
region, Whereas the measurement at Zero has not changed. 
The “aged” transmitter Was the recalibrated With the tWo-line 
method in a single gas, meaning in practice that both the offset 
and gain factors are resolved. The recalibration result is 
shoWn as graph 21. It can be seen that the calibration Was 
successful. 

In this instance, since the simulated tuning coef?cient age 
ing is a phenomenon Which affects only the gain of the mea 
surement, the Zero reading of the “aged” transmitter is still 
accurate prior to recalibration. HoWever, it should be empha 
sised that the tWo-line recalibration recalculates both the off 
set and the gain factors of the measurement. The method is 
therefore capable of recalibrating a transmitter With simulta 
neous gain and offset errors by using only single gas. 

Alternative Embodiments 

The system performance may be improved further by 
de?ning during calibration procedure the light source 1 con 
trol signals, Which are required to vary the Wavelength to the 
said ?rst absorption maximum 10 and said other absorption 
maxima 11, and by using the de?ned properties of the light 
source control signals and/or the attenuation information of 
other absorption maxima for calculations improving the qual 
ity of the gas concentration measurement. 

According to the other embodiments of the invention the 
folloWing additional features may be used: 
The narroW-band light is advantageously essentially 

monochromatic. 

The light source 1 is advantageously an adjustable diode 
laser or quantum cascade laser. 

The measured properties of the other absorption maxima 
11 are in one preferred embodiment used for calibration or 
adjustment of the gas concentration indicated by the measure 
ment device. 
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The measured properties of the other absorption maxima 
1 1 are in another preferred embodiment used for gas tempera 
ture measurement and consequent temperature correction of 
the indication of the measurement device. 

The measured properties of the other absorption maxima 
11 are in another preferred embodiment are used for self 
diagnostic checking of the device. 

The measured properties of the other absorption maxima 
11 are in another preferred embodiment used for determining 
the Wavelength tuning coef?cients of the diode laser 1. 

The measured properties of the other absorption maxima 
11 are in another preferred embodiment used for determining 
or verifying the center Wavelength of the light emitted by the 
light source 1. 

The measured properties of the other absorption maxima 
11 are in another preferred embodiment are used for deter 
mining other properties of the light source 1. 

It is typical for the invention that at least one of the other 
absorption maxima 11 of the gas is adjacent to the ?rst 
absorption maximum 10. 

The invention being thus described, it Will be obvious that 
the same may be varied in many Ways. Such variations are not 
to be regarded as a departure from the spirit and scope of the 
invention, and all such modi?cations as Would be obvious to 
one skilled in the art are intended to be included Within the 
scope of the folloWing claims. 
The invention claimed is: 
1. A method for self-diagnostic checking or self-adjust 

ment of an optical gas concentration measurement device, the 
method comprising steps for 

directing narroW-band light to gas to be measured and 
measuring attenuation of the light in the gas, 

modulating a center Wavelength of the light source around 
or over a ?rst predetermined absorption maximum (10) 
(absorption line) of the measured gas, 

measuring the attenuation of the light in the gas as a func 
tion of the center Wavelength of the light, 

determining gas concentration based on the measurement, 
varying the center Wavelength of the light such that the 

center Wavelength is adapted to coincide With at least 
one other absorption maximum (11) (peak) With differ 
ent absorption properties of the gas to be measured,i 
measuring correspondingly the attenuation of the other 
absorption maximum or maxima (11) as a function of 
the center Wavelength of the light, 

de?ning the light source (1) control signals required to vary 
the Wavelength to the said ?rst absorption maximum and 
said other absorption maxima, and 

using the de?ned properties of the light source control 
signals and/or measured attenuation information of said 
other absorption maxima for self-diagnostic checking of 
the device. 

2. A method according to claim 1, Wherein the narroW band 
light is essentially monochromatic. 

3. A method according to claim 2, 
further comprising the step of obtaining the light from an 

adjustable diode laser or quantum cascade laser (1). 
4. A method according to claim 1, 
further comprising the step of using the measured proper 

ties of the other absorption maxima (11) for calibration 
or adjustment of the gas concentration indicated by the 
measurement device. 

5. A method according to claim 1, 
further comprising the step of using the measured proper 

ties of the other absorption maxima (11) for gas tem 
perature measurement and consequent temperature cor 
rection of the indication of the measurement device. 
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6. A method according to claim 1, 
further comprising the step of using the measured proper 

ties of the other absorption maxima (11) for determining 
the Wavelength tuning coef?cients of the diode laser. 

7. A method according to claim 1, 
further comprising the step of using the measured proper 

ties of the other absorption maxima (11) for determining 
or verifying the center Wavelength of the light emitted by 
the light source. 

8. A method according to claim 1, 
further comprising the step of using the measured proper 

ties of the other absorption maxima (11) for determining 
other properties of the light source. 

9. A method according to claim 1, at least one of the other 
absorption maxima (11) of the gas is adjacent to the ?rst 
absorption maximum (10). 

10. A method for self-diagnostic checking or self-adjust 
ment of an optical gas concentration measurement device, the 
method comprising steps for 

directing narroW-band light to gas to be measured and 
measuring attenuation of the light in the gas, 

modulating a center Wavelength of the light source around 
or over a ?rst predetermined absorption maximum (10) 
(absorption line) of the measured gas, 

measuring the attenuation of the light in the gas as a func 
tion of the center Wavelength of the light, 

determining gas concentration based on the measurement, 
varying the center Wavelength of the light such that the 

center Wavelength is adapted to coincide With at least 
one other absorption maximum (11) (peak) With differ 
ent absorption properties of the gas to be measured, 

measuring correspondingly the attenuation of the other 
absorption maximum or maxima (11) as a function of 
the center Wavelength of the light, 

de?ning the light source (1) control signals required to vary 
the Wavelength to the said ?rst absorption maximum and 
said other absorption maxima, and 

using measured attenuation information of said other 
absorption maxima for self-diagnostic checking of the 
device. 

11. A method for self-diagnostic checking or self-adjust 
ment of an optical gas concentration measurement device, the 
method comprising steps for 

directing narroW-band light to a gas to be measured and 
measuring attenuation of the light in the gas, 

modulating a center Wavelength of the light source around 
or over a ?rst predetermined absorption maximum (10) 
(absorption line) of the measured gas, 

measuring the attenuation of the light in the gas as a func 
tion of the center Wavelength of the light, 

determining gas concentration based on the measurement, 
varying the center Wavelength of the light such that the 

center Wavelength is adapted to coincide With at least 
one other absorption maximum (11) (peak) With differ 
ent absorption properties of the gas to be measured, 

measuring correspondingly the attenuation of the other 
absorption maximum or maxima (11) as a function of 
the center Wavelength of the light, 

de?ning the light source (1) control signals required to vary 
the Wavelength to the said ?rst absorption maximum and 
said other absorption maxima, and 

using the de?ned properties of the light source control 
signals for self-diagnostic checking of the device. 
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12. A method according to claim 1, wherein the device changing a current modulation amplitude in order to cause a 
includes only a single gas chamber, and the step of measuring tuning COe?iCiem 0f thelight SOUFPB 10 appear 10 be aged 
the attenuation of the light inthe gas is performed inthe single 14- A method accordlng to Clalm 4, Whereln the gas 15 a 

single gas, and 
5 Wherein the method is capable of recalibrating the device 

With simultaneous gain and offset errors by using only 
the single gas. 

gas chamber. 

13. A method according to claim 1, Wherein the step of 
modulating the center Wavelength of the light source around 
or over a ?rst predetermined absorption maximum (10) (ab 
sorption line) of the measured gas is performed by manually * * * * * 


