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(57) ABSTRACT 

A direct-type backlight module and a lamp holder thereof are 
disclosed. The lamp holder includes a plurality of lamp seats, 
and a plurality of connecting arms each connected With at 
least one adjacent lamp seat. Each lamp seat has a retaining 
portion for retaining a corresponding lamp therein. Each con 
necting arm has a bendable portion that can be bent along a 
horizontal direction so as to adjust a distance between adja 
cent lamp seats. Therefore, the lamp holder of the present 
invention has a capability to retain several lamp groups 
spaced at different intervals for different LCD types or With 
lamp assembly tolerances, and thereby achieves a higher 
convenience in the LCD assembly. 

11 Claims, 8 Drawing Sheets 
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DIRECT-TYPE BACKLIGHT MODULE AND 
LAMP HOLDER THEREOF 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 
The present invention relates to a backlight module and a 

lamp holder thereof, and particularly to a direct-type back 
light module and a lamp holder thereof for convenience on 
assembly of lamps spaced at different intervals. 

2. Description of Prior Art 
In recent years, LCDs (Liquid Crystal Displays) gradually 

replaces the conventional CRT (Cathode-Ray Tube) displays 
to be a mainstream product in the display market because of 
its high compactness, high luminance, loWer-poWer con 
sumption and radiation-free advantages. 

HoWever, since the liquid crystal molecules spread in an 
LCD display panel have not a luminance property, a backlight 
module is utiliZed to serve as a plane light source that is 
essential for the display panel to realiZe image display. Thus, 
the backlight module has become an indispensable key com 
ponent in the LCD device. 

In general, the backlight modules may be classi?ed into an 
edge type and a direct type according to different position 
Where the lamp is disposed in the module. The edge-type 
backlight module allocates a lamp on the lateral side of the 
display panel and therefore is suitable for an thin-shaped 
display panel With a small siZe. In contrast, the direct-type 
backlight module allocates multiple lamps on a bottom of the 
display panel, and therefore is suitable for a large-siZe display 
panel. The direct-type backlight module generally includes a 
base plate, a plurality of lamps ?xedly arranged on the base 
plate, and a diffusion plate located above both the base plate 
and the lamps and thereby outWardly diffusing the lights 
emitted from the lamps along a vertical direction With regard 
to the diffusion plate so as to provide the LCD display panel 
With a plane light source. 

Nevertheless, to ?rmly retain the lamps on the base plate, a 
lamp holder is often needed for the direct-type backlight 
module. As shoWn in FIG. 1, a conventional lamp holder 7 
includes a base portion 71 is ?xed over a base plate 8 and a 
plurality pair of clips 72 upWardly projecting from the base 
portion 71. Each pair of clips 72 is spaced at a predetermined 
interval to contribute a resilient strength to grip of a corre 
sponding lamp 9. The clips 72 and the base portion 71 are 
integrally formed by injection molding. HoWever, there often 
causes some problems in application of the above conven 
tional lamp holder. For example, although this integrally 
formed lamp holder can simultaneously retain a plurality of 
lamps, it only can retain a plurality of lamps spaced in a 
predetermined or ?xed interval for a speci?c LCD type. For 
other LCD types having different-interval spaced lamps, it is 
not applicable since the ?xed distance betWeen adjacent pairs 
of clips of this integrally-formed lamp holder is not adjustable 
arbitrarily. In this case, it Would be unavoidable to redesign a 
neW type lamp holder for suiting the other type LCD type, 
Which requires neW mold development. Consequentially, this 
Would causes increase of development time and cost. 

In addition, if there are manufacture tolerances appearing 
in the integrally-formed lamp holder to cause the intervals 
betWeen each adjacent pairs of clips inconsistent that is not 
adjustable individually, the pairs of clips of this integrally 
formed lamp holder can not precisely grip all corresponding 
lamps. 
As described above, the conventional lamp holder is rather 

inconvenient in assembly. Hence, an improved direct-type 
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2 
backlight module and a lamp holder thereof adequate for 
assembly of different-intervals spaced lamps are desired. 

SUMMARY OF THE INVENTION 

To resolve the drawbacks of the prior arts, a primary object 
of the present invention is to provide a direct-type backlight 
module and a lamp holder thereof adequate for assembly of 
different-intervals spaced lamps corresponding to different 
LCD types, thereby increasing utility and convenience on 
lamp assembly. 

To achieve the above object, the present invention discloses 
a lamp holder applicable for a backlight module that has a 
base plate and a plurality of lamps horizontally disposed on 
the base plate. The lamp holder includes a plurality of con 
necting arms and a plurality of lamp seats disposed betWeen 
the base plate and the lamps. Each lamp seat has a retaining 
portion Which de?nes a cavity at the top thereof for gripping 
a corresponding lamp, and a pair of engaging hooks formed at 
the bottom thereof for engaged With a corresponding engag 
ing hole formed on the base plate to ?xedly mount the lamp 
seat on the base plate. Each connecting arm connects With tWo 
adjacent lamp seats and has a bendable portion. The connect 
ing arm is bendable by the bendable portion along a horizon 
tal direction to vary a distance betWeen the tWo adjacent lamp 
seats, Whereby the lamp holder is alloWed to freely retain 
lamps spaced at different intervals. 

According to one of the preferred embodiments of the 
present invention, each connecting arm is made of a ?exible 
material and can be bent into a substantially U- shape, V- shape 
or S-shape by the bendable portion thereof. The bendable 
portion of the connecting arm may be in the form of a notch or 
a pivot, so that the connecting arm can be bent to adjust the 
distance betWeen the tWo adjacent lamp seats. 
The present lamp holder further includes at least one sup 

porting structure for supporting a diffusion plate of the back 
light module. The supporting structure is on the top of the 
lamp seats, and may have different heights to meet the dis 
tance betWeen the base plate and the diffusion plate so as to 
support the diffusion plate. 
According to another aspect of the present invention, a 

direct-type backlight module is provided, Which includes a 
diffusion plate, a base plate disposed beloW the diffusion 
plate, a plurality of paralleled lamps disposed betWeen the 
diffusion plate and the base plate, and a lamp holder. The lamp 
holder includes a plurality of lamp seats and a plurality of 
connecting arms. The lamp seats are disposed betWeen the 
base plate and the lamps, and each has a retaining portion for 
gripping a corresponding lamp. Each of the connecting arms 
connects With tWo adjacent lamp seats and has a bendable 
portion. The connecting arm is bendable by the bendable 
portion in a horiZontal direction to vary the distance betWeen 
the tWo adjacent lamp seats, Whereby the lamp holder is 
alloWed to freely retain lamps spaced at different intervals. 

BRIEF DESCRIPTION OF THE DRAWINGS 

The present invention may be best understood through the 
folloWing description With reference to the accompanying 
draWings, in Which: 

FIG. 1 illustrates a conventional lamp holder for a direct 
type backlight module; 

FIG. 2 is a cross-sectional vieW of a direct-type backlight 
module in accordance With the present invention; 

FIGS. 3 and 4 respectively illustrate the con?gurations of a 
lamp holder before and after bending in accordance With a 
?rst embodiment of the present invention; 
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FIG. 5 is a schematic vieW showing the lamp holder of the 
?rst embodiment assembled in the direct-type backlight mod 
ule; 

FIGS. 6 and 7 respectively illustrate the con?gurations of a 
lamp holder before and after bending in accordance With a 
second embodiment of the present invention; and 

FIG. 8 illustrates the con?guration of a lamp holder after 
bending in accordance With a third embodiment of the present 
invention. 

DETAILED DESCRIPTION OF THE INVENTION 

Firstly referring to a structural scheme shoWn in FIG. 3, a 
lamp holder 51 in accordance With a ?rst embodiment of the 
present invention mainly includes a plurality of lamp seats 
510 and a plurality of connecting arms 511. Each of the lamp 
seats 510 has a retaining portion 512, and a cavity 513 de?ned 
on the respective retaining portion 512, Which is realiZed as 
having an U-shaped cross section (clearly shoWn in FIG. 2) 
for retaining a corresponding lamp 4 therein. A pair of engag 
ing hooks 516 is formed at the bottom of each lamp seat 510. 
Each of the connecting arms 511 is connected With at least 
one lamp seat 510, in this embodiment, tWo adjacent lamp 
seats 510 at respective opposite ends thereof. A bendable 
portion 514 is further provided betWeen opposite ends of each 
connecting arm 511. It should be noted that although the 
bendable portion 514 is shoWn in the draWings to be at a 
middle portion of each connecting arm 511, it is not so lim 
ited. The bendable portion 514 may also be disposed at any 
position of the connecting arm 511 as desired. The connecting 
arm 511 is made of a ?exible material such as plastic, so that 
it can be resiliently bent. In the ?rst embodiment, the bend 
able portion 514 is realiZed as a notch 515 used for strength 
ening a resiliency of the connecting arm 511 (as detailed 
later). In alternative case, the connecting arm 511 can be 
realiZed as made of a ?exible and re?ectible material or a 
transparentible material, and thereby increase the luminance 
performance of the backlight module in the present invention. 
As shoWn in FIGS. 2 and 3, the lamp holder 51 further has 

at least one supporting structure 517 Which is formed on the 
top of the corresponding lamp seat 510 to support a diffusion 
plate 2 of the backlight module 1. For example, to maintain a 
speci?c distance betWeen the diffusion plate 2 and a base 
plate 3 of the backlight module 1, several supporting struc 
tures 517 might be individually designed With different 
heights to conform With the diffusion plates 2. 

Further referring to FIG. 4, each connecting arm 511 of the 
lamp holder 51 can be bent by the bendable portion 514 along 
a horiZontal direction, for example, any direction parallel to a 
XY plane as shoWn in FIG. 4. This causes the distance 
adjusted (i.e. reduced) betWeen each tWo adjacent lamp seats 
510 to furnish the lamp holder 51 With a capability of retain 
ing a plurality of lamps 4 spaced at different intervals (see 
FIG. 5). Because the notch 515 of the connecting arm 511 is 
capable of strengthening a resiliency of the bendable portion 
514, each bendable portion 514 can be bent along a direction 
parallel to the XY plane into a V-shaped or a reversed 
V-shaped structure as that shoWn in FIG. 4. 

Returning to FIG. 2 in conjunction With FIG. 5, a direct 
type backlight module 1 in accordance With a ?rst embodi 
ment of the present invention is shoWn. The direct-type back 
light module 1 includes a diffusion plate 2, a base plate 3 
disposed under the diffusion plate 2, a plurality of paralleled 
lamps 4 arranged betWeen the diffusion plate 2 and the base 
plate 3, and a lamp holder 51 as shoWn in FIG. 3. The light 
emitted by the lamps 4 is diffused upWardly via the diffusion 
plate 2 to constitute a plane light source for a liquid crystal 
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4 
panel (not shoWn). The lamp holder 51 is ?xedly mounted 
onto the base plate 3 by a Way that a pair of engaging hooks 
516 formed at the bottom of each lamp seat 510 hook a 
plurality of corresponding engaging holes 30 de?ned on the 
base plate 3. In assembly in vieW of demand, the connecting 
arm 511 can be bent by the bendable portion 514 thereof to 
adjust the distance betWeen each tWo adjacent lamp seats 510 
until conforming With the distance betWeen the correspond 
ing engaging holes 30 of the base plate 3. Then, the pair of 
engaging hooks 516 of each lamp seat 510 can be quickly 
inserted into and hook onto the corresponding engaging hole 
30 of the base plate 3. Next, each lamp 4 is griped by opposite 
sideWalls of the ‘U’-shaped cavity 513 of the retaining por 
tion 512 of the corresponding lamp seat 510. Thus, the lamp 
4 can be ?rmly retained on the base plate 3. 

FIGS. 6 and 7 shoW a lamp holder 52 in accordance With a 
second embodiment of the present invention. A difference 
from the ?rst embodiment is that each connecting arm 521 of 
the second embodiment for connecting tWo adjacent lamp 
seats 520 is realiZed as tWo elongated portions Which are 
jointed With each other, Wherein each elongated portion 
de?nes a shaft hole 529 at an joint end thereof. The opposing 
joint ends of the tWo elongated portions are jointed With each 
other by a pivot 528 extending through the shaft holes 529, 
Whereby a bendable portion 524 of each connecting arm 521 
of the second embodiment is thus constituted. The bendable 
portion 524 can be bent along a direction parallel to the XY 
plane to become a V-shaped or a reversed V-shaped structure 
as shoWn in FIG. 7. 

FIG. 8 illustrates a lamp holder 53 in accordance With a 
third embodiment of the present invention. A difference from 
the ?rst and second embodiments is that the bendable portion 
534 of each connecting arm 531 of the third embodiment for 
connecting tWo adjacent lamp seats 530 is con?gured into a 
S-shaped structure and thereby fumishes the connecting arm 
531 With a suf?cient resiliency along a direction parallel to the 
XY plane. 
As described above, the bendable portions 514, 524, 534 of 

the respective lamp holders 51, 52, 53 of the present invention 
can be bent along a direction parallel to the XY plane to 
constitute a substantial U-shaped, V-shaped or S-shaped 
structure, but are not limited to the present invention. Various 
other- shape bendable portions for the lamp holder are also 
encompassed Within the scope of the present invention. Sub 
stantially, a bendable portion that is capable of varying length 
or shape by its ?exible property or inherency should be Within 
a scope of the present invention. 

In comparison With the prior art, the lamp holders 51, 52, 
53 of the present direct-type backlight module 1 includes 
connecting arms 511, 521, 531 that are bendable along a 
horiZontal directionparallel to the XY plane so as to adjust the 
distance betWeen adjacent lamp seats 510, 520, 530. There 
fore, the lamp holder 51, 52, 53 of the present invention has a 
capability to retain several lamp groups spaced at different 
intervals for different LCD types, and thereby increases util 
ity and convenience on the LCD assembly. NeW mold devel 
opment for a lamp holder of each different LCD type having 
differently spaced lamps Will be thus no longer required, 
Whereby the development time and cost are saved and the 
amount of stocked lamp holders are also reduced. In addition, 
the lamp assembly tolerances also can be compensated by the 
lamp holder of the present invention. This is accomplished by 
bending the connecting arm of the present lamp holder to 
adjust the distance betWeen tWo corresponding lamp seats. 
Therefore, by application of the lamp holder of the present 
invention, the lamp assembly can be greatly facilitated. 
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It is to be understood, however, that even though numerous 
characteristics and advantages of the present invention have 
been set forth in the foregoing description, together With 
details of the structure and function of the invention, the 
disclosure is illustrative only, and changes may be made in 
detail, especially in matters of shape, siZe, and arrangement of 
parts Within the principles of the invention to the full extent 
indicated by the broad general meaning of the terms in Which 
the appended claims are expressed. 
What is claimed is: 
1. A lamp holder for a backlight module, the backlight 

module having a base plate and a plurality of lamps disposed 
on the base plate, the lamp holder comprising: 

a plurality of lamp seats disposed above the base plate, each 
having a retaining portion for gripping a corresponding 
lamp; and 

a plurality of connecting arms, each connecting With at 
least one adjacent lamp seat and having a bendable por 
tion Which permits the connecting arm bending to move 
along a horiZontal plane of the base plate above Which 
the lamp seats are disposed to vary a distance betWeen 
adjacent lamp seats and to retain the lamps spaced at 
different intervals on the lamp holder, Wherein the bend 
able portion de?nes a notch thereon. 

2. The lamp holder as described in claim 1, Wherein each 
connecting arm is made of a ?exible material. 

3. The lamp holder as described in claim 1, Wherein the 
bendable portion has a substantial U-shape, V-shape or 
S-shape. 

4. The lamp holder as described in claim 1, Wherein each 
connecting arm is made of a high re?ecting material or a 
transparent material. 

5. The lamp holder as described in claim 1, Wherein the 
lamp seat has a pair of engaging hooks formed at the bottom 
thereof, Which are engaged With a corresponding engaging 
hole formed on the base plate to ?xedly mount the lamp seat 
on the base plate. 
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6. The lamp holder as described in claim 1, further com 

prising at least one supporting structure for supporting a 
diffusion plate located Within the backlight module. 

7. The lamp holder as described in claim 6, Wherein the 
supporting structure is integrally formed on the top of at least 
one of the lamp seats. 

8. The lamp holder as described in claim 7, Wherein the 
supporting structure has different height to conform With a 
distance betWeen the base plate and the diffusion plate to 
support the diffusion plate. 

9. The lamp holder as described in claim 1, Wherein the 
retaining portion de?nes a cavity thereon. 

10. A direct-type backlight module, comprising: 
a diffusion plate; 
a base plate disposed beloW the diffusion plate; 
a plurality of lamps disposed betWeen the diffusion plate 

and the base plate in a parallel relationship; and 
a lamp holder as claimed in claim 1 for retaining the plu 

rality of lamps. 
11. A lamp holder for a backlight module, the backlight 

module having a base plate and a plurality of lamps disposed 
on the base plate, the lamp holder comprising: 

a plurality of lamp seats disposed above the base plate, each 
having a retaining portion for gripping a corresponding 
lamp; and 

a plurality of connecting arms, each connecting With at 
least one adjacent lamp seat and having a bendable por 
tion Which permits the connecting arm bending to move 
along a horiZontal plane of the base plate above Which 
the lamp seats are disposed to vary a distance betWeen 
adjacent lamp seats and to retain the lamps spaced at 
different intervals on the lamp holder, Wherein the bend 
able portion has a pivot disposed thereon. 


