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(57) ABSTRACT 

The present invention features a qualitative method to detect 
independent motion revealed in successive frames of a com 
pressed surveillance MPEG video stream using linear system 
consistency analysis Without decompression of the stream, 
identifying the segments containing independent motion in a 
real-time or faster manner, for the retrieval of these segments. 
The linear system is constructed using the macroblocks of 
MPEG compressed video frames. The normal ?oW value of 
the macroblock is obtained by taking the dot product betWeen 
the macroblock gradient vector, computed by averaging the 
four block gradient vectors, and the motion vector of this 
macroblock. The normal ?oW value is ?ltered for inclusion in 
the linear system, and the statistic of the matrices of the 
resulting linear system is determined, ?ltered to screen out 
false negatives and outliers, and used to determine the pres 
ence or absence of independent motion. 
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LINEAR SYSTEM BASED, QUALITATIVE 
INDEPENDENT MOTION DETECTION FROM 

COMPRESSED MPEG SURVEILLANCE 
VIDEO 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 
This invention pertains to methods to screen out, from 

video surveillance data, instances of independent motion 
(i.e., motion other than camera motion) and, particularly, to a 
method to perform screening in a real-time or faster than 
real-time manner from compressed video streams. 

2. Discussion of the RelatedArt 
An object in motion from a surveillance video may be 

interpreted as a potential activity of concern. In domestic laW 
enforcement and security, and in military/ intelligence appli 
cations, a large motion in the video may be related to activities 
such as attempts to access secure facilities, military maneu 
vers, deployment of equipment and personnel, and similar 
activities. 

If the camera is still, the problem of automatic detection of 
motion from the video is trivial. HoWever, in many applica 
tions, it is not possible to have a still camera. An example is 
the US. military unmanned aerial vehicles (UAVs) in 1995, 
?ying over an area in Bosnia for military surveillance pur 
poses. The goal of the surveillance Was to detect any military 
maneuvers in that area, Which Were typically manifested as 
target motion in the video. Since in this case the cameras Were 
also in motion, the problem of detecting any target motion 
Was consequently translated to the problem of detecting inde 
pendent motion, IM: motion other than the camera motion. 
Due to large scale, automatic data collection (multiple 

UAVs in 24 hours, nonstop data collection), the data volume 
Was very large. The surveillance analysis at that time required 
a great deal of manpoWer to manually revieW all the data in 
order to extract those video shots that contained independent 
motion for further intelligence analysis. Manual detection of 
independent motion Was found to be extremely tedious, very 
expensive, and very dif?cult to perform in a timely manner. 
Consequently, a detection method, Working directly With 
video data in real-time or even in faster than real-time, Would 
have been very desirable. 
When a surveillance video is taken from a camera that is 

also in motion, every pixel in a frame may contain motion. For 
the background pixels, the motion re?ected in the image 
domain corresponds to 3D camera motion. On the other hand, 
for the pixels corresponding to independently moving objects 
in the frame, their motion corresponds to the combination of 
the 3D camera motion and their oWn independent motion in 
the 3D space. In this case, simple frame based differencing 
does not Work, and sophisticated techniques must be applied 
to separate the independent motion from the camera motion, 
called the background motion. This problem becomes even 
more complicated When 3D motion parallax occurs betWeen 
tWo frames. In this case, a 3D motion model must be applied 
in order to robustly and accurately separate the independent 
motion from the camera motion. Therefore, the problem of 
detection of independently moving objects is reduced to the 
problem of independent motion detection. 
TWo possibilities related to independent motion detection 

include: 

a) given a video sequence, quantitative independent motion 
detection, using temporal segmentation of those sub-se 
quences (called shots) that contain the scene, in Which at least 
one independently moving object is present, and using spatial 
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2 
segmentation and delineation of each of the independently 
moving objects in each of the frames of these shots; and 

b) qualitative independent motion detection, Which, in con 
trast, refers to only the temporal segmentation of the video 
sequence to return those shots that contain independent 
motion and does not use spatial segmentation to identify the 
independently moving objects in each frame. 
The objective of the qualitative independent motion detec 

tion of this invention is, using the example of the US. military 
surveillance in Bosnia, to eliminate the painstaking and 
tedious effort to manually search the very large amounts of 
video data to detect those shots containing independent 
motion, since the majority of the video does not have inde 
pendent motion. Automatic detection can be performed of the 
relatively feW shots With independent motion. Thus the objec 
tive is qualitative independent motion detection from the 
temporal sequence of the video, as opposed to quantitative 
independent motion detection in all the frames. 

Motion analysis has been a topic in computer vision and 
image understanding research for many years. Independent 
motion analysis deals With multiple motion components 
simultaneously, and therefore is presumably more challeng 
ing. 
Some of the several methods to accomplish independent 

motion detection include: 
a solution assuming the camera Was under translation; 
a solution assuming the availability of optical ?oW, using 

the How to group regions on the basis of the rigidity constraint 
over tWo frames; 
methods based on velocity constraints to detect indepen 

dently moving objects; 
a method based on the rigidity constraint; 
a statistical regularization solution using a Markov Ran 

dom Field model; 
using robust statistical regression techniques to detect 

independent motion; 
using geometric constraints for independent motion seg 

mentation; 
a solution based on normal ?oW ?eld, the spatio-temporal 

derivatives of the image intensity function, as opposed to the 
typical optical ?oW ?eld; 

a three-frames constraint based on a general 3D motion 
parallax model to detect independent motion; 

using stereo camera streams to detect independent motion 
by using the combination of applying the normal ?oW ?eld to 
the stereo streams and using robust statistical regression; 

using a loW-dimensional projection-based method to sepa 
rate independent motion using the epipolar structure of rigid 
3D motion ?oW ?elds; 

a method based on model selection and segmentation for 
separating multiple 3D motion components; 

a solution to the problem in a special case in Which the 
scene may be approximated as a plane, Which is valid for 
typical aerial surveillance, based on spatio-temporal intensity 
gradient measurements to compute an exact background 
motion model directly Where independent motion is detected 
based on the constraint violation for the mosaics developed 
over many frames; and 

a method that simultaneously exploits both constraints of 
epipolar and shape constancy over multiple frames, based on 
the previous Work on plane-plus-parallax decomposition 
explicitly estimating the epipolar and the homography 
betWeen a pair of frames. 
Most of the existing techniques for independent motion 

detection are quantitative. Due to this fact, feW, if any, of them 
can accomplish real-time detection, as quantitative segmen 
tation in each frame to identify independently moving objects 
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is always computationally expensive. While quantitative 
detection is useful in general, a qualitative method can be 
most appropriate. This is because in the military, intelligence, 
as Well as laW enforcement applications, time is an important 
or critical factor. The qualitative method of the invention 
saves time as the spatial segmentation in the image domain in 
each frame is avoided, Which saves extra computation. 

Moreover, it is not necessary to use a quantitative method 
in these applications. Even if the independently moving tar 
gets are all segmented and identi?ed in each frame using the 
quantitative methods, computer vision and arti?cial intelli 
gence are inadequate to attain fully automated capability to 
interpret Whether the segmented and identi?ed independent 
motion in the frames is of any military or intelligence signi? 
cance Without human experts’ interaction. Therefore, these 
detected shots must be left to the image analysis personnel for 
further analysis. 
An additional observation is that in prior Work, mo st of the 

existing techniques for independent motion detection are 
based on image sequences, as opposed to compressed video 
streams. In other Words, given a video, such as a surveillance 
video, these methods require that the video must be ?rst 
decompressed fully to recover an image sequence before 
these methods are used. This restriction signi?cantly hinders 
these techniques from practical applications, because infor 
mation volume continues to groW, particularly in security and 
intelligence applications Where the data volume is massive, 
and the video data must be stored in a compressed form, such 
as that of the ISO/IEC 13818-2 MPEG standard. The ISO 
13818-2 MPEG standard describes a system knoWn as 
MPEG-2 for encoding and decoding digital video data. Digi 
tal video data is encoded as a series of code Words in a manner 
that causes the average length of the code Words to be much 
smaller than Would be the case. 

SUMMARY OF THE INVENTION 

In accordance With the present invention there is provided 
a completely qualitative method to detect independent 
motion operating directly on the compressed surveillance 
video in real-time. This qualitative method is based on linear 
system consistency analysis, and consequently is called 
qualitative linear system consistency analysis (the inventive 
method). Since the inventive method focuses only on What is 
exactly and minimally necessary in order to deliver a solution, 
the computation is minimiZed With maximum e?icacy. As 
compared With the existing techniques and available tech 
nologies for detecting independent motion, the inventive 
method has the folloWing distinctive improvements: 

a) no camera calibration is required or necessary; image 
coordinates directly from the video frame may be used With 
out converting them into calibrated coordinates; 

b) the statistics computed in the algorithm are very stable 
due to the loW condition number of the matrices, resulting in 
avoiding the unstable matrix computation problem of high 
condition numbers typically existing in many computer 
vision and image understanding techniques; 

c) no speci?c motion model is assumed, the inventive 
method is able to detect independent motion for any motion 
models, either planar or parallax motion, or either dense 
parallax or sparse parallax camera motion; 

d) the inventive method is able to detect independent 
motion based on only tWo frames, as opposed to other tech 
niques requiring multiple frames; 

e) due to the qualitative nature, the inventive method com 
plexity is very loW, thus enabling real -time or even faster than 
real-time detection of independent motion; 
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4 
f) the inventive method Works directly on the MPEG com 

pressed data, it does not need to completely decompress video 
before applying the detection method; and 

g) the inventive method requires only one camera video 
stream to detect independent motion, as opposed to other 
techniques that require stereo video streams. 

BRIEF DESCRIPTION OF THE DRAWINGS 

A complete understanding of the present invention may be 
obtained by reference to the accompanying draWings, When 
considered in conjunction With the subsequent detailed 
description, in Which: 

FIG. 1 is an example of tWo video shots, one With indepen 
dent motion and one Without independent motion, and their 
accompanying R statistics; 

FIG. 2 is schematic depiction of camera motion; 
FIG. 3 is a depiction of the R statistics for a Whole video, 

With annotations; 
FIG. 4 is a frame of a movie video With median ?ltered 

rank, R, for the presence and absence of independent motion; 
FIG. 5 is an illustration of seven cases, (a) through (g), 

shoWing the R statistic of the inventive method under differ 
ent noise levels and With independent translation and rotation 
on the X, Y, and Z axes, respectively; and 

FIGS. 6-8 shoW a How chart summarizing the inventive 
method. 

DETAILED DESCRIPTION OF THE PREFERRED 
EMBODIMENT 

The present invention provides a qualitative linear system 
consistency analysis, using a 3D to 2D af?ne model to 
approximate the video camera imaging system. The linear 
system is a set of linear equations, expressions of variables in 
the ?rst degree, i.e., including unknowns only With an expo 
nent of one, later here shoWn as matrices, and operated upon 
With the ordinary techniques of linear algebra. An af?ne 
model is a transformation that requires lines parallel before 
transformation remain parallel after transformation. For typi 
cal surveillance video streams consisting of successive 
frames, this af?ne model is su?icient to model the mapping 
from 3D scene to 2D images. This model Works Well even for 
many non-surveillance video streams such as movies. 

Given a 3D point P and its corresponding 2D point p, a 3D 
to 2D af?ne transform is a linear transform, and is de?ned as: 

pIAP+l Eq. (1) 

Where A is a 2 by 3 matrix With six independent parameters, 
andt is a 2D vector With another tWo independent parameters. 
Assuming that the camera motion betWeen arbitrary tWo 

successive frames is an arbitrary 3D motion, Which can be 
represented as a 3 by 3 rotation matrix R With three indepen 
dent parameters, and a 3D translation vector T With another 
three independent parameters, 

Where P' is the same point P after the camera motion in the 3D 
space. The displacement of the point P in the 3D space after 
the motion is: 

P:P’—[E(R—I)P+T Eq_ (3) 

Where I is the identity matrix. From Eq. 1 and Eq. 3, it is clear: 
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Letting PIQi, Y, Z)T and p:(x, y)T, given each image point 
p, Eqs. 4 and 1 give rise to four independent equations. Elimi 
nating P, a linear constraint for each image point p in a video 
frame is obtained: 

Jé+6y+0tx+[3y+y:0 Eq. (5) 

Where the variables 0t, [3, y, and 6 are functions of both the 
motion parameters R, T betWeen the tWo frames, and the 3D 
to 2D af?ne transform parameters A, t, With the folloWing 
relationship: 

f (my) Eq- (6) 
11 : 

Where mi]- are the motion parameters (the elements of R and T) 
and/ or the af?ne parameters (the elements of A and t), and f, 
g are both quadratic functions. Similar expressions exist for 
0t, y, and 6 
When any tWo frames are determined, the motion param 

eters R, T are constants for all the image points in the frames. 
First assuming that the af?ne transform parameters A, t are 
alWays constants (later relaxing this assumption), the vari 
ables ot, [3, y, and 6 are independent of the image coordinates 
x, y, and their derivatives x, y in Eq. 5. This indicates that for 
each point in a frame, there is a linear constraint represented 
in Eq. 5. 
Assuming that n points are identi?ed in a frame, and that 

each point’s displacement to another frame is knoWn (x, y)T, 
since each point contributes one linear constraint of Eq. 5, a 
linear system consisting of these n points exists: 

DEIb Eq.(7) 

Where 

1 )71 X1 yr Eq- (3) 

D_ 

1 y” xn yn 

7 

0 
g: 

[1/ 

,3 

_xl 

b: 

Given such a linear system, if all the n points are coincident 
With the camera motion, i.e., no independent motion With any 
of these n points, then all the n points have the same motion 
parameters. Since the a?ine parameters are alWays the same 
for all the points, the n points Will have the same values 0t, [3, 
y, and 6 based on Eq. 6. Therefore, the linear system Eq. 7 is 
consistent, and therefore there are solutions to this system. 
Thus given n points represented in the linear system in Eq. 7, 
if there is no independent motion With any of these points, the 
linear system is consistent. 

This means that the consistency of the linear system is the 
necessary condition of no independent motion in the n points. 
In general, given n>4, the rank of D is 4. Consequently, in 
general the consistency of Eq. 7 means there is a unique 
solution for this linear system. It is obvious that if the linear 
system Eq. 7 is not consistent, there must be independent 
motion involved. HoWever, the linear consistency of the sys 
tem Eq. 7 is not the su?icient condition for detecting any 
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6 
independent motion of the n points. This is due to the fact that 
Eq. 6 is not a one to one mapping betWeen a speci?c vector of 
E and a speci?c set of motion parameters. Given the same 
solution E for all the n points, it is possible to have different 
values of motion parameters that satisfy the same constraint 
of Eq. 6. 

Referring noW to FIG. 2, there is shoWn one example of this 
situation. In this example, the camera moves from the posi 
tion 0 at time t 1 to the position 0' at time t2 With a different 
orientation. If a 3D point Q does not involve any independent 
motion betWeen t l and t2, then the corresponding images of Q 
at these tWo instants are p and q, respectively. Thus, the 
displacement betWeen the tWo frames for Q in the image 
domain is q-p. If another 3D point P is located someWhere in 
the ray betWeen P and O at time t1, hoWever, then the image of 
P is the same p as that of Q. When the camera moves from O 
to O', P undergoes an independent motion to Q. Conse 
quently, the combined motion of P results in the same dis 
placement vector q-p in the image domain. This means that 
given the same displacement vectors, together With the same 
points in one frame, subsequently resulting in the same vector 
from Eq. 7, it cannot be determined Whether there is indepen 
dent motion involved. Hence, the linear system consistency is 
not a suf?cient condition for detecting the absence of inde 
pendent motion. 
Though the consistency of the linear system Eq. 7 is only 

the necessary condition and not the suf?cient condition to 
determine Whether any independent motion is involved in the 
n point set, it can be used to detect the independent motion 
qualitatively. In fact, if the linear system is not consistent, it 
can be immediately concluded that independent motion 
occurred betWeen the tWo frames. On the other hand, if the 
linear system is consistent, it can be presumed that no inde 
pendent motion occurred. This presumption is subject to a 
potential false negative, as the linear consistency is not the 
suf?cient condition for independent motion detection. Simi 
larly, if a large computation noise occurs (e.g., the image 
point localiZation errors, the displacement vector estimation 
errors), a consistent linear system could turn out to be incon 
sistent. In this case, a false positive Would be generated. In 
general, in practical applications, a feW false positives can be 
alloWed While false negatives must be minimized. 

By linear algebra theory, Eq. 7 is consistent if and only if 

Rank(D):Rank(Db) Eq- (9) 

Where Kb is the augmented matrix of Eq. 7. 
In order to calculate the rank of the above tWo matrices, 

singular value decomposition (SVD) is applied to both D and 
Db, de?ning 

Eq. (10) 

Where omin(D) and omin(Db) stand for the smallest singular 
values of D and Db, respectively, assuming Eq. 7 has unique 
solution if it is consistent; multiple solution cases may be 
handled similarly. Rank is de?ned such that a matrix A is of 
rank r if it contains at least one square submatrix of order r 
With a non-Zero determinant, While the determinant of any 
square submatrix having (r+l) or higher order, possibly con 
tained in A, is Zero. Consequently, Eq. 7 is consistent if and 
only if R is above a threshold. Therefore, the problem of 
qualitative independent motion detection is reduced to deter 
mining the value of R de?ned in Eq. 10 for the linear system 
Eq. 7. Note that from the de?nition of Eq. 10, R21. 
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With regard to the computation of the linear consistency of 
Eq. 7: 

a) the 3D to 2D a?ine transform Eq. 1 does not assume the 
calibration of the camera, and this alloWs the use of uncali 
brated image coordinates xi, yl. in the linear system Eq. 7, and 
alloWs the use of any arbitrary 2D Cartesian system as image 
coordinates; and 

b) the coef?cients of the linear system Eq. 7 are all linear 
terms of xi, yi, xi, yi, eliminating the common and notorious 
problem of high condition numbers in linear systems, typi 
cally existing in many image understanding problems that 
makes the solutions unstable, and this property indicates that 
the R statistic determined in Eq. 10 is stable, Which has been 
con?rmed. 

Eq. 7 assumes the availability of displacement vectors (x, 
y)T for a group of image feature points in a frame. In order to 
obtain the displacement vectors, in general, a correspondence 
method or an optical ?oW method must be applied. If the tWo 
frames selected are consecutive frames, it can be assumed that 
the motion betWeen the tWo frames is small. In this case, a 
more e?icient, more reliable, and more attention-focused fea 
ture detection and tracking method may be used to generate 
the displacement vectors betWeen the tWo frames. Neverthe 
less, since the correspondence problem is an ill-posed prob 
lem in computer vision and image understanding research, 
even for these more reliable methods, false positives and false 
negatives in terms of the correspondence errors betWeen the 
tWo frames are inevitably possible, Which Will be propagated 
to false positives and false negatives in independent motion 
detection. Consequently, it is desirable to have a linear system 
method independent of any speci?c correspondence methods 
or optical ?oW methods for computing the displacement vec 
tors. The inventive method provides this solution. 

In addition, the current linear system Eq. 7 assumes the 
availability of tWo static images, as opposed to tWo video 
frames. Video frames are typically stored in compressed data 
based on a speci?c video format such as MPEG, unless they 
are explicitly decompressed to become static images. There 
fore, the linear system method is directly based on com 
pressed video data. 

Using the MPEG standard, and recalling Eqs. 4 and 1, 
applying them to every point of a region With m points, 
instead of applying them to a set of feature points in a frame, 

the folloWing equations are obtained: 

EIFH Eq. (14) 
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Taking an MPEG macroblock as each such region, then m 

becomes a constant (under the MPEG standard, m:256) over 
the Whole frame. The ISO 13818-2 MPEG standard describes 
a system knoWn as MPEG for encoding and decoding digital 
video data, and in this system, encoded pictures are made up 
ofpixels. Each 8x8 array ofpixels is knoWn as a block, and a 
2x2 array of blocks is knoWn as a macroblock. It should be 
understood, this is the preferred embodiment, other numbers 
of pixels and blocks can be used to achieve this result. There 
fore, a similar linear constraint for each macroblock of a 
frame exists: 

J_é+6§+01}+[5§+y:0 Eq. (15) 

and consequently, given 11 macroblocks, a similar linear sys 
tem can be constructed: 

Eq. (16) 

such that given 11 macroblocks in a video frame represented in 
the linear system in Eq. 16, if there is no independent motion 
With any of these macroblocks, then the linear system is 
consistent. 

In the MPEG compression standard, for each macroblock 
in a frame, if this macroblock is inter-coded, there is a motion 
vector available. Approximating With the motion vector, 13 is 
the center of the macroblock. Since the macroblock informa 
tion (including the motion vector and the center coordinates) 
can be easily obtained directly from a compressed MPEG 
video stream, a linear system, Eq. 16, exists that can directly 
Work on the MPEG compressed data Without having to 
depend on a speci?c method to compute the correspondence 
or optical ?oW betWeen the tWo frames, eliminating the tWo 
potential di?iculties mentioned above With Eq. 7. If the mac 
roblock is intra-coded, We just excluded this macroblock 
from the linear system Eq. 16. If the frame is an I frame in 
Which all the macroblocks are intra-coded, from Eqs. 15, 16, 
and 10, R:1. This could be a false positive, Which can be 
easily removed by ?ltering the R statistics, resulting in rej ec 
tion of this false positive in the ?nal detection. 

While the motion vector of a macroblock may approximate 
the displacement vector, this may create another problem: the 
accuracy of this approximation. It is knoWn that the motion 
vector estimation in MPEG is subject to errors, and the siZe of 
the errors depends on the speci?c implementation of the 
motion vector estimation method under the MPEG standard. 
In the inventive method, the solution is based on the normal 
?oW computation to loWer the potential errors for the motion 
estimation. Normal How is more reliable than standard optical 
?oW. Assuming that the intensity function of a frame is I(x, y), 
the normal ?oW np at the point p:(x, y)T is de?ned as the dot 
product betWeen the gradient of the point p and the displace 
ment vector at this point: 

_ Eq. (17) 
P - a“ W 

n 

Since in the compressed MPEG video stream only the 
motion vectors for each macroblock are available, as opposed 
to each point, this point-based normal ?oW de?nition is 
extended to the macroblock based one. Let VI(p) be the 
gradient of the intensity function I at a point p. Given a 
macroblock M, the macroblock gradient VI(M) is de?ned: 
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Where pl- is a point of M, and m is the total number of points in 
M. In MPEG, m:256. 
A method of estimating the approximated gradient for the 

Whole block using loW frequency AC coef?cients of the DCT 
(2 dimensional discrete cosine transform) of a block in 
MPEG has been shoWn. In order to estimate the block gradi 
ent, only a feW loW frequency AC coef?cients are necessary to 
recover the information. Five coef?cients (ACO 1 , AC 10, AC2O, 
AC 1 1, ACO2) may be suf?cient. Consequently, the majority of 
the AC coef?cients as Well as the DC component are dis 
carded. This shoWs that it is not necessary to decompress the 
video stream in order to recover the block gradient. The 
method can Work directly on the compressed MPEG stream to 
extract the small piece of the “essential” information (i.e., the 
motion vector of a macroblock and the feW loW frequency AC 
components of a block) Without having to decompress the 
video stream. Once the block gradient vectors are available 
for all four blocks of a macroblock, the macroblock gradient 
is computed by averaging the four block gradient vectors 
based on the de?nition. Finally, the normal ?oW value of a 
macroblock is de?ned similarly to that of a point in Eq. 17 by 
taking the dot product betWeen the macroblock gradient vec 
tor and the motion vector of this macroblock. 

Once the normal ?oW value has been computed for a mac 
roblock, a decision can be made as to Whether this macrob 
lock should be incorporated into the linear system of Eq. 16. 
The rationale is that if the normal value is loW, the motion 
vector is probably not accurately estimated, and consequently 
this macroblock should be rejected, and not evaluated in Eq. 
1 6. 

Referring noW to FIGS. 6, 7, and 8, there is shoWn a How 
chart 10 of system operations. The inventive method is sum 
mariZed as folloWs, using four parameters: the normal ?oW 
threshold T”, the scan WindoW Width r, the R statistic thresh 
old TR, and the de?ned minimum number of frames of a 
segment that contain independent motion Tf: 

a) Scan an input video stream in compressed MPEG, Step 
12; 

aa) Set current segment counter:0, step 1211; 
b) For every consecutive pair of frames, start to build up the 

linear system, Eq. 16, Step 14; 
c) For each macroblock M of the ?rst frame 1 of the con 

secutive pair, estimate the normal ?oW VI(M) of M, Step 16; 
d) Determine if the normal ?oW, VI(M), is greater than T”, 

the normal ?oW threshold, Step 18; 
e) If yes, incorporate M into the linear system, Eq. 16 based 

on Eq. 15, Step 20; 
f) If no, reject macroblock M, as it is not accurately esti 

mated, and proceed to the next macroblock, Step 22; 
g) Compute R of the linear system Eq. 16, Step 24; 
h) Compute the median ?ltered R over the scan WindoW 

Width, r frames, across the surveillance video segment, 1, Step 
26; 

i) Determine if R-l is greater than TR, the R statistic 
threshold, Step 28; 

j) If yes, label 1 as no independent motion (NIM), Step 30; 
k) If no, label 1 as an IM frame, and increment the current 

segment counter, Step 32; 
1) proceed to build the linear system With the next frame, 

Step 36; 
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m) Determine if the segment counter greater than Tf, the 

frame number threshold (the minimum segment containing 
IM, a ?lter), Step 34; 

n) If yes, retrieve the IM segment as containing signi?cant 
IM, Step 38; and 

0) Continue to the end of the video stream, repeating the 
inventive method above, Step 40. 

p) If no, proceed to next frame, step 30a. 
Referring noW to FIG. 3, there is shoWn the original R 

statistics in another very noisy surveillance video that con 
tains both scenarios of independent motion and no indepen 
dent motion. A noticeable number of outliers are scattered 
over the 4564 frames of this video. Some of them are due to 
the change of camera parameters during the surveillance; 
others are false positives or false negatives, caused by the 
poor estimation of the motion vectors due to the poor image 
quality of the video, or even no motion vector such as in an I 
frame. HoWever, almost all of these outliers are removed after 
the median ?ltering of the inventive method, resulting in a 
very robust detection of independent motion. The inventive 
method is based on the assumption of a constant camera 
model in terms of the af?ne parameter A and t. In real appli 
cations, it is possible that the camera internal parameters 
change during the surveillance (e. g., Zoom in/ out). Since the 
inventive method focuses only on tWo consecutive frames, 
given the current video frame rate (about 30 frames/ second), 
if the change is sloW, the change can be ignored, and the 
method can be used to compute the R statistic betWeen the 
tWo frames; if the change is fast, the computed R value 
betWeen the tWo frames may be Wrong, Which Will lead to a 
false positive or negative. HoWever, in this case, only a feW 
frames are subject to the error of R values, and they are shoWn 
as outliers, typically ?ltered out. 

Referring noW to FIG. 1, there are shoWn exemplar frames 
from the Bosnian surveillance videos that represent tWo dif 
ferent scenarios: a scene With independent motion and a scene 
Without independent motion. In an implementation environ 
ment including a Windows@ 2000 platform With Pentium 
III® 800 MHZ CPU 512 MB memory as an example of many 
such environments knoWn to those skilled in the art, FIGS. 10 
and 1d shoW the original R statistics computed at every frame 
for the tWo shots from tWo surveillance video segments in 
FIGS. 1a and 1b, respectively. The statistics shoW Whether 
and Where there is independent motion in the video. The ?rst 
segment containing 1119 frames describes an independent 
motion of a missile launcher moving to its destination. The 
mean of the original R is 1.0 and the deviation is 0.00122 over 
the 1 1 19 frames. The second segment containing 1058 frames 
surveys an area of ground terrain With no independent 
motion. The mean of the original R is 1.389 and the deviation 
is 0.169 over the 1058 frames. 

To shoW that the inventive method is not valid only for the 
typical surveillance scenario Where the camera is far aWay 
from the scene, but also valid for the scenario Where the 
camera is relatively close to the scene, referring noW to FIG. 
4, there is shoWn an experimental result of the inventive 
method. A movie With an independent motion very close to 
the camera is used as the video stream, and split in the spatial 
domain into the left and right halves such that the left video 
does not contain the independent motion While the right one 
does. The result clearly shoWs that the inventive method is 
robust even under the situation Where the camera is close to 
the surveillance scene. 

Since the inventive method essentially computes the R 
value for each frame, and since in each frame there is typically 
a very limited number of macroblocks, the complexity of the 
inventive method is very loW. The inventive method scans a 
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compressed MPEG video With a typical frame resolution of 
240 by 350 at the speed of 35 frames per second, Which is 
faster than real-time. This implementation shoWs proof of 
concept and the code has not yet been optimiZed. This shoWs 
that the inventive method can provide real time or faster 
automatic detection of independent motion in surveillance 
video. 

In addition to the tWo advantages mentioned before (no 
camera calibration needed and loW condition number in the 
linear system) the inventive method has the following addi 
tional advantages: 

a) Many independent motion detection techniques in the 
literature assume the planar motion model, or assume that the 
independent motion may be approximated by multiple planar 
‘layers.’ If these assumptions are not valid (if 3D parallax 
motion is involved) many techniques assume 3D scene With 
dense parallax so that the epipoles may be reliably estimated; 
if only sparse parallax camera motion is available, other infor 
mation such as more frames or a reference plane must be 

available. The inventive method, hoWever, is able to detect 
independent motion for both planar and parallax motion, and 
for both dense parallax and sparse parallax camera motion. 

b) The inventive method is able to detect independent 
motion based on only tWo frames, as opposed to more than 
tWo frames required by other methods. This is due to the 
qualitative nature of the inventive method. Those that require 
more than tWo frames typically attempt to do quantitative 
independent motion detection. 

c) Due to its qualitative nature, the inventive method is very 
fast. The unoptimiZed implementation runs at 35 frames/ 
second rate With a typical frame resolution of 240x350 of a 
compressed MPEG video, thus it is certain that after optimi 
Zation, a more ef?cient surveillance capability Will result. 

d) The inventive method directly Works on the compressed 
data Without having to ?rst decompress the data completely. 

e) The inventive method requires only one camera video 
stream for robust detection as opposed to the stereo video 
streams required by some. 

Analyses of false positives and false negatives, the sensi 
tivity analysis for the inventive method, can be performed, 
testing the stability of the statistic R of the inventive method 
under different levels of noise through simulation. As an 
example, ten 3D points Were randomly generated in a Euclid 
ean World coordinate system. A camera Was ?rst located at an 
arbitrary position in this World coordinate system. The ten 3D 
points Were projected to the image plane of the camera based 
on the 3D to 2D af?ne transform to generate the image coor 
dinates in this frame. Then, the camera Was moved to another 
position, and the ten 3D points Were projected to the image 
plane again to generate the image coordinates in the second 
frame. The image displacement vectors Were immediately 
obtained from the image coordinates of the tWo frames. The 
displacement vectors and the image coordinates in the ?rst 
frame Were then corrupted by different levels of randomly 
generated Gaussian noise, parameteriZed by different stan 
dard deviations in terms of number of pixels. The image 
points in the tWo frames Were distributed in an area of 100 
pixels by 120 pixels. Thus, 1 pixel deviation of Gaussian 
noise corresponds to approximately 1% of the Whole effective 
image dimension. 

The corrupted image coordinates and the displacement 
vectors Were put into the inventive method, and the R statistic 
Was computed for each noise level. Since no independent 
motion Was involved in this scenario, the R value should have 
been high. Under the corruption of the noise, hoWever, the R 
value degraded as the noise level increased. 
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Referring noW to FIG. 5a, there is shoWn the logarithm of 

the R values averaged over 1000 runs With different seeds 
under each Gaussian noise level parameteriZed by standard 
deviation in terms of number of pixels. From FIG. 5a, it is 
clear that false positives of independent motion detection may 
occur When the noise level increases. From FIG. 5a, if the 
noise level is controlled under tWo pixels, the R value alWays 
stabiliZes someWhere statistically signi?cantly higher than 
one. Considering the effective image dimension as 100 by 
120, tWo pixels’ noise is signi?cantly large in practice. This 
demonstrates that the inventive method is very robust in 
rejecting false positives in independent motion detection. 

While probabilities describing false positives and false 
negatives are the probabilities of an event of a detection 
failure of the inventive method, detectability is a different but 
related concept, Which is de?ned as the smallest independent 
motion that the inventive method can detect. Again, this may 
be determined through simulation analysis. 

Referring noW to FIGS. Sb-Sg, there are shoWn six sce 
narios of an extended simulation. The simulation above Was 
extended as folloWs: in addition to the ten background points, 
an eleventh point that is subject to independent motion Was 
added, in addition to the camera motion. Here the R value 
alWays stayed at one regardless of the level of the noise. In 
order to separate contributions of different independent 
motion components to the detectability of the inventive 
method, the inventive method Was applied to the independent 
translation of this point along X,Y, Z axes, and to independent 
rotation of this point about X, Y, Z axes, respectively, under 
different levels of Gaussian noise. 
A qualitative examination of these simulation results 

reveals that the performance of the inventive method appears 
more sensitive to independent rotation than to independent 
translation, and in particular, much less sensitive to the inde 
pendent motion related to the Z axis (rotation about the axis or 
translation along the axis) than to the independent motion 
related to the other axes; quantitatively, based on this simu 
lation, the detectability is related to the noise levels, and a 
higher noise level increases detectability. The reason is that a 
higher level of noise increases the false positives, Which helps 
increase detectability. 

Using the noise level of 1.5 pixel deviation as an example, 
if the threshold value for R, TR, of 2 is selected, the detect 
ability is under one unit for all the translations, and under 0.1 
degree for all the rotations. If a TR of 1.5 is selected, the 
detectability for translations along the X, Y, Z axes is above 
eight, ten, and tWenty units, respectively, and for rotations 
about X, Y, and Z axes the detectability is above 0.4, 0.8, and 
3.0 degrees, respectively. 

Since other modi?cations and changes varied to ?t particu 
lar operating conditions and environments or designs Will be 
apparent to those skilled in the art, the invention is not con 
sidered limited to the examples chosen for purposes of dis 
closure, and covers changes and modi?cations Which do not 
constitute departures from the true scope of this invention. 

Having thus described the invention, What is desired to be 
protected by letters patents is presented in the subsequently 
appended claims. 
What is claimed is: 
1. A method of qualitative detection of independent motion 

in a pair of video frames, the steps comprising: 
a) building With an automated data processor a linear sys 
tem representing a three dimensional scene, for a pair of 
tWo dimensional video frames, Wherein a three-dimen 
sional to tWo-dimensional af?ne transform is employed 
in Which parallel lines remain parallel after transforma 
tion, and a change in camera position With respect to 
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objects represented in the pair of video frames does not 
render the linear system unsolvable; 

b) automatically analyzing With an automated data proces 
sor said linear system to determine the solvability 
thereof, substantially Without quantitatively solving said 
linear system; and 

c) When said analyzing step (b) determines said linear 
system to be unsolvable, indicating that one of said pair 
of video frames contains independent motion relative to 
the other of said pair of video frames, 

Wherein the solvability of the linear system is determined 
based on a respective rank of a matrix D and an aug 
mented matrix Db, Wherein: 

Wherein a, [3, y and 6 are functions of three-dimensional 
motion parameters betWeen the pair of frames and the three 
dimensional to tWo-dimensional af?ne transform parameters 
Which represent the parameters of a linear constraint 

for each image point of a respective video frame p at coordi 
nates (x, y) having a time derivative (x, y). 

2. The method of qualitative detection of independent 
motion in a pair of video frames as recited in claim 1, Wherein 
said indicating step (c) comprises labeling at least one of said 
pair of video frames as containing independent motion. 

3. The method of qualitative detection of independent 
motion in a pair of video frames as recited in claim 1, Wherein 
said analyZing step (b) comprises performing a consistency 
analysis of said linear system. 

4. The method of qualitative detection of independent 
motion in a pair of video frames as recited in claim 1, Wherein 
said pair of video frames is selected from a stream of com 
pressed video data and said building a linear system step (a), 
said analyZing step (b) and said indicating step (c) are per 
formed in at least real time upon said pairs of frames of said 
compressed video data. 

5. The method of qualitative detection of independent 
motion in a pair of video frames as recited in claim 4, Wherein 
said stream of compressed video data comprises MPEG 
encoded video data. 

6. The method of qualitative detection of independent 
motion in a pair of video frames as recited in claim 5, Wherein 
said pair of video frames are MPEG encoded and comprise 
pixels, blocks comprising arrays of said pixels, and macrob 
locks comprising arrays of said blocks. 

7. The method of qualitative detection of independent 
motion in a pair of video frames as recited in claim 6, Wherein 
said analyZing step (b) comprises estimating a motion vector 
from at least one of said macroblocks. 
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8. The method of qualitative detection of independent 

motion in a pair of video frames as recited in claim 7, Wherein 
said analyZing step (b) comprises the sub-step: i) estimating a 
motion vector from at least one of said macroblocks. 

9. The method of qualitative detection of independent 
motion in a pair of video frames as recited in claim 8, Wherein 
said estimating sub-step (i) comprises estimating said motion 
vector using a normal ?oW computation. 

10. The method according to claim 1, Wherein the solvabil 
ity of the linear system is determined substantially Without 
spatial segmentation in the image domain. 

11. The method according to claim 1, 

Wherein said automatically analyZing comprises compar 
ing a rank of matrix D With a rank of augmented matrix 
Db, by applying Singular Value Decomposition to both 
matrix D and augmented matrix Db, de?ning 

_ amt-"(0) 

_ Umin(Db), 

Where omin(D) and omin(Db) stand for the smallest singular 
values of D and Db, respectively, and Wherein a solv 
ability of the linear system is concluded if R is above a 
predetermined threshold. 

12. A real-time method of qualitative detection of indepen 
dent motion in a stream of compressed video data, the steps 
comprising: 

a) selecting a pair of tWo-dimensional video frames from a 
stream of compressed video data representing a three 
dimensional scene; 

b) building a linear system representing the three-dimen 
sional scene for said pair of tWo-dimensional video 
frames With an automated data processor, Wherein a 
three-dimensional to tWo-dimensional af?ne transform 
is employed in Which parallel lines remain parallel after 
transformation, and a change in camera position With 
respect to objects represented in the pair of video frames 
does not render the linear system unsolvable; 

c) automatically analyZing said linear system With an auto 
mated data processor to determine the solvability 
thereof substantially Without quantitatively solving said 
linear system; and 

d) When said analyZing step (c) determines said linear 
system to be unsolvable, indicating that one of said pair 
of video frames contains independent motion relative to 
the other of said pair of video frames, 

Wherein the solvability of the linear system is determined 
based on a respective rank of a matrix D and an aug 
mented matrix Db, Wherein: 
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-continued 

wherein 0t, [3, y and 6 are functions of three-dimensional 
motion parameters between the pair of frames and the three 
dimensional to tWo-dimensional af?ne transform parameters 
Which represent the parameters of a linear constraint 

for each image point of a respective video frame p at coordi 
nates (x, y) having a time derivative (x, y). 

13. The method of qualitative detection of independent 
motion in a pair of video frames as recited in claim 12, 
Wherein said analyzing step (c) comprises performing a con 
sistency analysis of said linear system. 

14. The method of qualitative detection of independent 
motion in a pair of video frames as recited in claim 12, 
Wherein said stream of compressed video data comprises 
MPEG-encoded video data. 

15. The method of qualitative detection of independent 
motion in a pair of video frames as recited in claim 14, 
Wherein said MPEG-encoded video data comprises pixels, 
blocks comprising arrays of said pixels, and macroblocks 
comprising arrays of said blocks. 

16. The method of qualitative detection of independent 
motion in a pair of video frames as recited in claim 15, 
Wherein said analyZing step (c) comprises estimating a 
motion vector from at least one of said macroblocks. 

17. The method of qualitative detection of independent 
motion in a pair of video frames as recited in claim 16, 
Wherein said analyZing step (c) comprises the sub-step: i) 
estimating a motion vector from at least one of said macrob 
locks. 

18. The method of qualitative detection of independent 
motion in a pair of video frames as recited in claim 17, 
Wherein said estimating sub-step (i) comprises estimating 
said motion vector using a normal ?oW computation. 

19. The method according to claim 12, 
Wherein said automatically analyZing comprises compar 

ing a rank of matrix D With a rank of augmented matrix 
Db, by applying Singular Value Decomposition to both 
matrix D and augmented matrix Db, de?ning 

Where omin(D) and omin(Db) stand for the smallest singular 
values of D and Db, respectively, and Wherein a solv 
ability of the linear system is concluded if R is above a 
predetermined threshold. 

20. The method of qualitative detection of independent 
motion in a pair of video frames as recited in claim 12, 
Wherein the solvability of the linear system is determined 
substantially Without spatial segmentation in the image 
domain. 

21. An apparatus for qualitative detection of independent 
motion in a pair of images, comprising: 

a) an input receiving data representing a pair of tWo dimen 
sional images; 
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b) an automated data processor, adapted to: 

i) build a linear system representing a three dimensional 
scene, based on the received tWo dimensional image 
data, Wherein a three dimensional to tWo dimensional 
af?ne transform is employed in Which parallel lines 
remain parallel after transformation, and a change in 
camera position With respect to objects represented in 
the three dimensional scene does not render the linear 
system unsolvable, and 

ii) determine a solvability of the linear system substan 
tially Without quantitatively solving the linear system; 
and 

c) an output adapted to communicate an indication When 
said computer determines the built linear system to be 
unsolvable, that one of said pair of video frames contains 
independent motion relative to the other of said pair of 
video frames 

Wherein n points are identi?ed in a ?rst video frame, and 
each point’ s respective displacement in the second video 
frame is (x, y)T, each point contributing one linear con 
straint of 

Wherein 0t, [3, y and 6 are functions of three-dimensional 
motion parameters betWeen the pair of frames and the 
three-dimensional to tWo-dimensional af?ne transform 
parameters for each image point p at coordinates (x, y) 
having a time derivative (x, y), Wherein the automated 
data processor determines a solvability of the linear 
system: 

DEIb 

Where 

1 )71 x1 yl 

D: 

1 yn xn yn 

0 

g [I 
_ B 

7 

_xl 

b: 

22. The apparatus according to claim 21, Wherein the auto 
mated data processor, determines a solvability of the linear 
system based on a statistic of the linear system substantially 
Without quantitatively solving the linear system. 

23. The apparatus according to claim 21, Wherein the auto 
mated data processor determines solvability of the linear 
system substantially Without spatial segmentation in the 
image domain. 

24. The apparatus according to claim 21, Wherein the auto 
mated data processor determines the solvability by compar 
ing a rank of matrix D With a rank of augmented matrix Db, by 
applying SingularValue Decomposition to both matrix D and 
augmented matrix Db, de?ning 

Where omin(D) and omin(Db) stand for the smallest singular 
values of D and Db, respectively, and Wherein a consis 
tency of the linear system is concluded if R is above a 
predetermined threshold. 
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25. The apparatus according to claim 21, wherein said pair arrays of said blocks, and Wherein the automated data pro 
of images are represented Within MPEG-encoded Video data. cessor estimates a motion Vector from at least one of said 

26. The apparatus according to claim 25, Wherein said macroblocks. 
MPEG-encoded Video data comprises pixels, blocks com 
prising arrays of said pixels, and macroblocks comprising 


