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TEMPERATURE SENSOR ASSEMBLY 
HAVING BRACKET 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 
The present invention relates to a temperature sensor 

assembly, and more particularly, to a temperature sensor 
assembly having a bracket, Whereby a housing, to Which a 
temperature sensor for sensing the temperature of ?uid ?oW 
ing in a cylindrical member such as a ?uid pipe is attached, 
can be installed on the cylindrical member. 

2. Description of the Prior Art 
Korean Patent Registration No. 10-0541473 (registered on 

Dec. 29, 2005) discloses “An apparatus for attaching/detach 
ing a temperature sensor for a heat exchanger”. This appara 
tus is to reduce a temperature deviation by sticking a tem 
perature sensor for sensing the temperature of a heat 
exchanger fast to a sensor holder and to prevent a secession of 
a clip and the sensor, and includes a temperature sensor for 
sensing the temperature of a heat exchanger, a sensor holder, 
attached to a heat transfer pipe of the heat exchanger, for 
accommodating the temperature sensor, and an elastic clip, 
coupled to the sensor holder, for preventing the secession of 
the temperature sensor. The clip includes a handle piece pro 
vided at an upper end of the sensor holder, a sensor support 
piece for providing a speci?ed elastic force from a center part 
of the sensor holder, a clip deviation prevention piece, having 
one end bent in a rear direction from a loWer end part of the 
sensor holder, for preventing the clip from seceding from the 
sensor holder, and a sensor deviation prevention piece, pro 
jected in an upper direction from the loWer end part of the 
sensor holder, for supporting a loWer end part of the tempera 
ture sensor. 

Generally, it is required that the temperature sensor as sem 
bly, Which is installed on a ?uid pipe and is used to measure 
the temperature of ?uid, is easily mounted on a cylindrical 
member such as a pipe, and after the mounting, it maintains 
close adhesion betWeen the temperature sensor and the pipe. 
In addition, during long-term use of the temperature sensor 
assembly, it should have tolerance against a crack and corro 
sion occurring due to a contact betWeen the pipe and a ?xing 
means such as a bracket and a clip. 

The above-described prior art has the draWback in that 
since the close adhesion betWeen the temperature sensor and 
an object to be measured cannot be maintained due to an 
intermediate member provided betWeen the sensor and the 
object to be measured, the accuracy of the temperature mea 
surement is degraded, and the ?xing state of the temperature 
sensor only through the clip cannot be maintained due to an 
impact caused by the ?oWing of ?uid through the pipe. 

SUMMARY OF THE INVENTION 

Accordingly, the present invention has been made to solve 
the above-mentioned problems occurring in the prior art 
While advantages achieved by the prior art are maintained 
intact. 
One object of the present invention is to provide a tempera 

ture sensor assembly having a bracket, Which can improve the 
accuracy of temperature measurement by making a tempera 
ture sensor in direct contact With a cylindrical member such as 
a pipe. 

Another object of the present invention is to provide a 
temperature sensor assembly having a bracket, Which can 
facilitate the mounting of a temperature sensor on a cylindri 
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2 
cal member to be measured and can maintain the ?xing state 
of the temperature sensor after the temperature sensor is 
mounted. 

In order to accomplish these objects, in one aspect of the 
present invention, there is provided a temperature sensor 
assembly installed on a ?uid pipe to measure a temperature of 
?uid in the pipe, Which includes a housing composed of a 
temperature sensor mounted therein, a depressed part formed 
on an outer periphery of the housing, and a catch groove 
formed on one side of the depressed part; and a bracket for 
?xing the housing to the pipe, composed of a housing support 
part formed to surround an outer periphery of the depressed 
part and having a catch portion formed on a cut end portion of 
the housing support part and ?xed to the catch groove of the 
housing, and a pipe support part having a bent portion extend 
ing upWard from the housing support part With a predeter 
mined inclination and being in contact With the pipe and a free 
end portion extending from the bent portion. 

In another aspect of the present invention, there is provided 
a temperature sensor assembly installed on a ?uid pipe to 
measure a temperature of ?uid in the pipe, Which includes a 
housing composed of a temperature sensor mounted in the 
housing, a pair of side Walls formed on an outer periphery of 
the housing, being apart from and parallel to each other and 
having side Wall holes, and a bottom Wall coupled to the side 
Walls and having a support projection formed thereon; a 
bracket composed of a ?rst ?at portion formed at one end of 
the bracket to be in contact With the bottom Wall and having an 
opening penetrated by the support projection, a bent portion 
formed the other end of the bracket to be in contact With the 
pipe, and a free end portion extending from the bent portion; 
and a support rod composed of a base rod, having a cut upper 
portion and a loWer portion supported by the support projec 
tion, for supporting a loWer part of the ?rst ?at portion, and 
extension rods extending in directions opposite to each other 
on the same line from the cut upper portion of the base rod, 
and ?xed to the side Wall holes to support an upper portion of 
the ?rst ?at portion. 

BRIEF DESCRIPTION OF THE DRAWINGS 

The above and other objects, features and advantages of the 
present invention Will be more apparent from the folloWing 
detailed description taken in conjunction With the accompa 
nying draWings, in Which: 

FIG. 1 is a perspective vieW of a temperature sensor assem 
bly having a bracket according to an embodiment of the 
present invention; 

FIG. 2 is an exploded perspective vieW of the temperature 
sensor assembly illustrated in FIG. 1; 

FIG. 3 is a vieW illustrating the temperature sensor assem 
bly illustrated in FIG. 1 in a used state; 

FIG. 4 is a perspective vieW of a temperature sensor assem 
bly having a bracket according to another embodiment of the 
present invention; 

FIG. 5 is a perspective vieW of a housing adopted in the 
temperature sensor assembly illustrated in FIG. 4; 

FIG. 6 is a perspective vieW of a bracket adopted in the 
temperature sensor assembly illustrated in FIG. 4; and 

FIG. 7 is a perspective vieW of a support rod adopted in the 
temperature sensor assembly illustrated in FIG. 4. 

DETAILED DESCRIPTION OF THE PREFERRED 
EMBODIMENTS 

Hereinafter, preferred embodiments of the present inven 
tion Will be described With reference to the accompanying 
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drawings. The matters de?ned in the description, such as the 
detailed construction and elements, are nothing but speci?c 
details provided to assist those of ordinary skill in the art in a 
comprehensive understanding of the invention, and thus the 
present invention is not limited thereto. 

FIG. 1 is a perspective vieW of a temperature sensor assem 
bly having a bracket according to an embodiment of the 
present invention. FIG. 2 is an exploded perspective vieW of 
the temperature sensor assembly illustrated in FIG. 1, and 
FIG. 3 is a vieW illustrating the temperature sensor assembly 
illustrated in FIG. 1 in a used state. 

A temperature sensor assembly 1 having a bracket accord 
ing to an embodiment of the present invention includes a 
housing 10 and a bracket 20. 
AS illustrated in FIG. 2, the housing 10 preferably includes 

a temperature sensor 11 mounted in the center portion of a 
cylindrical main body, a ?at surface 13 formed on one side of 
the main body as high as the main body, and a depressed part 
12 formed to extend from one side to the other side of the ?at 
surface 13. 
The temperature sensor 11, Which is Well knoWn in the art, 

is in the form of a sWitch that senses the temperature of ?uid 
in the pipe. The temperature sensor 11 is typically in a closed 
state, but if the temperature sensed by the temperature sensor 
11 exceeds a predetermined temperature level, it becomes in 
an open state. The operation of the temperature sensor 11 
according to the present invention is not limited thereto, and 
the temperature sensor 11 may be in the form of a sWitch that 
is typically in an open state. It is preferable that the tempera 
ture sensor 11 is ?tted by force into a groove (not illustrated) 
formed on the housing. Speci?cally, in the loWer part of the 
temperature sensor 11, electric lead Wires 1111 are formed to 
be connected to a control part (not illustrated). 
AS illustrated in FIG. 2, the ?at surface 13 extends from an 

upper surface to a loWer surface of the housing 10, and is in 
contact With a bracket ?at surface 33 to be described later. The 
?at surface 13 corresponds to an angled part, i.e., an edge part, 
formed on the cylindrical housing 10, and serves to prevent a 
tWist of the bracket 20 When the bracket 20 is coupled to the 
housing. 

It is preferable that the depressed part 12 is formed on an 
outer periphery of the main body, but is not formed on the ?at 
surface 13 as illustrated in FIG. 2. On one side of the depres 
sion part 12, i.e., in the position Where the depression part 12 
is in a line With the ?at surface 13, a catch groove 12a for 
primarily supporting the bracket 20 to be described later is 
formed. This catch groove 1211, as illustrated in FIG. 2, is 
formed by forming jaWs apart from the depression part 12. 

In addition, it is preferable that betWeen the catch groove 
12a and the ?at surface 13 of the depression part 12, a pair of 
hook projections 12b in the form of a right-angled triangle is 
formed in the same line, and serves to secondarily support the 
bracket after being ?tted into hook holes 32. 
As illustrated in FIG. 2, the bracket 20 is preferably pro 

vided With a housing support part 30 formed to surround an 
outerperiphery of the housing 10 and ?tted into the depressed 
part, and a pipe support part 40 extending from the housing 
support part 30 and being in close contact With and ?xing the 
pipe 200. 

The housing support part 30 has a shape corresponding to 
the housing 10, i.e., is in the form ofa thin round plate, and is 
safely placed on the depressed part 12. One side of the hous 
ing support part 30, i.e., a portion of the housing support part 
30 that is coupled to the catch groove 12a, is cut, and a catch 
portion 31 is formed at the cut end portion to be coupled to the 
catch groove 1211 as illustrated in FIG. 2. 
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4 
In addition, in positions that correspond to the hook pro 

jections 12b, the hook holes 32, Which are preferably in the 
form of a rectangle, are formed to receive and support the 
hook projections. Further, on the housing support part 30, a 
bracket ?at surface 33, Which extends from the upper portion 
to the loWer portion of the housing support part 30 and is in 
contact With the ?at surface, is formed. 
The pipe support part 40 is composed of a ?rst ?at portion 

41 formed to extend from the housing support part 30 to an 
outside at a right angle With the housing support part 30, a 
second ?at portion 42 formed to extend from the ?rst ?at 
portion 41 to an upside at a right angle With the ?rst ?at 
portion 41, a bent portion 43 Which includes a third ?at 
portion 43a formed to extend from the second ?at portion 42 
to an upside at an acute angle With the second ?at portion 42 
and having a length much longer than that of the ?rst and 
second ?at portions, and a fourth ?at portion 43b formed to 
extend from the third ?at portion 43a to a doWnside at a right 
angle With the third ?at portion 43a, and has an embossed 
portion 4311a formed on the third ?at portion 4311 or the fourth 
?at portion 43b to be in contact With the pipe 200, and a free 
end portion 44 formed to extend from the fourth ?at portion 
43b to an upside at a right angle With the fourth ?at portion 
43b. 
The embossed portion 4311a reduces heat transfer through 

the pipe support part 40 and suppresses a crack and corrosion 
of the pipe support part 40 by minimiZing a contact surface 
betWeen the pipe 200 and the pipe support part 40. Also, the 
pipe support part 40 that is in contact With the pipe 200 
includes a pad, coating or plating material, and thus can 
suppress the corrosion or relative movement of the pipe sup 
port part 40. 

FIG. 4 is a perspective vieW of a temperature sensor assem 
bly having a bracket according to another embodiment of the 
present invention. FIG. 5 is a perspective vieW of a housing 
adopted in the temperature sensor assembly illustrated in 
FIG. 4, FIG. 6 is a perspective vieW of a bracket adopted in the 
temperature sensor assembly illustrated in FIG. 4, and FIG. 7 
is a perspective vieW of a support rod adopted in the tempera 
ture sensor assembly illustrated in FIG. 4. 

A temperature sensor assembly 100 having a bracket 
according to another embodiment of the present invention 
includes a housing 110, a bracket 120, and a support rod 130. 
AS illustrated in FIG. 5, the housing 110 preferably 

includes a temperature sensor 111 mounted in a cylindrical 
main body, a pair of side Walls 112 formed apart from and 
parallel to an outer periphery of the main body and having 
side Wall holes 112a, and a bottom Wall 113 coupled to the 
side Walls 112 and having a support projection 113a formed 
thereon. 

The temperature sensor 1 11, Which is Well knoWn in the art, 
is in the form of a sWitch that senses the temperature of ?uid 
in the pipe. The temperature sensor 111 is typically in a closed 
state, but if the temperature sensed by the temperature sensor 
1 11 exceeds a predetermined temperature level, it becomes in 
an open state. The operation of the temperature sensor 111 
according to the present invention is not limited thereto, and 
the temperature sensor 111 may be in the form of a sWitch that 
is typically in an open state. It is preferable that the tempera 
ture sensor 111 is ?tted by force into a groove (not illustrated) 
formed on the housing. Speci?cally, in the loWer part of the 
temperature sensor 111, electric lead Wires 11111 are formed 
to be connected to a control part (not illustrated). 
As illustrated in FIG. 5, the side Walls 112 are formed on an 

outer periphery of the housing 110 to extend apart from and 
parallel to each other. Preferably, the side Walls 112 are 
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formed to extend as high as the housing 110, and upper and 
lower ends of the side Walls 112 are formed With a predeter 
mined inclination. 

Fur‘ther, in order to secure the mobility according to the siZe 
of a cylindrical member such as a pipe 200, tWo or three side 
Wall holes 11211 may be formed on the side Walls. Speci?cally, 
by adjusting the siZe of an opening 12111, Which is penetrated 
by the support projection 11311, to secure the mobility in the 
support projection 11311, the coupling position of the support 
rod 130 to the side Wall holes 11211 can be selected according 
to the siZe of the pipe 200. 
As illustrated in FIG. 5, it is preferable that the support 

projection 11311 is formed in “ L- ”shape and has a Width 
slightly larger than the diameter of a base rod 131 to be 
described later so as to accommodate the loWer part of the 
base rod 131. 

The bracket 120, as illustrated in FIG. 6, is composed ofa 
?rst ?at portion 121 formed to be in contact With the bottom 
surface 113 and having an opening 12111, a second ?at portion 
122 formed to extend from the ?rst ?at portion 121 to an 
outside, being bent at a right angle With the ?rst ?at portion 
121, a third ?at portion 123 formed to extend from the second 
?at portion 122 to an upside, being bent at a right angle With 
the second ?at portion 122, a fourth ?at portion 124 formed to 
extend from the third ?at portion 123 to an upside, being bent 
at an acute angle With the third ?at portion 123, a bent portion 
125 Which includes a ?fth ?at portion 12511 formed to extend 
from the fourth ?at portion 124 to an upside, being bent at an 
acute angle With the fourth ?at portion 124, a sixth ?at portion 
125!) formed to extend from the ?fth ?at portion 12511 to a 
doWnside, being bent at an acute angle With the ?fth ?at 
portion 12511, and a seventh ?at portion 125c formed to extend 
from the sixth ?at portion 125!) to a doWnside, being bent at an 
acute angle With the sixth ?at portion 125b, and has an 
embossed portion 1251111 formed on at least one of the ?fth to 
seventh ?at portions, and a free end portion 126 formed to 
extend from the seventh ?at portion 1250 to an upside at a 
right angle With the seventh ?at portion 1250. 

Since the embossedportion 1251111 performs the same func 
tion as that described above, the detailed description thereof 
Will be omitted. 

The support rod 130 is preferably in the form of a triangle, 
and, as illustrated in FIG. 7, is composed ofa base rod 131, 
having a cut upper portion and a loWer portion supported by 
the support projection 11311, for supporting a loWer portion of 
the ?rst ?at portion 121, and extension rods 132 extending in 
directions opposite to each other on the same line from the cut 
upper portion of the base rod 131, and ?xed to the side Wall 
holes 11211 to support an upper portion of the ?rst ?at portion 
121, and speci?cally a loWer portion of the second ?at portion 
122. 
As described above, according to the temperature sensor 

assembly having a bracket according to the embodiments of 
the present invention, the accuracy of temperature measure 
ment can be improved by making a temperature sensor in 
direct contact With a cylindrical member such as a pipe. 
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Also, the temperature sensor can be easily mounted on a 

cylindrical member to be measured and the ?xing state of the 
temperature sensor can be maintained after the temperature 
sensor is mounted. 
Although preferred embodiments of the present invention 

have been described for illustrative purposes, those skilled in 
the art Will appreciate that various modi?cations, additions 
and substitutions are possible, Without departing from the 
scope and spirit of the invention as disclosed in the accom 
panying claims. 
What is claimed is: 
1. A temperature sensor assembly having a bracket, 

installed on a ?uid pipe to measure a temperature of ?uid in 
the pipe, the temperature sensor assembly comprising: 

a housing composed of a temperature sensor mounted 
therein, a depressed part formed on an outer periphery of 
the housing, and a catch groove formed on one side of 
the depressed part; and 

a bracket for ?xing the housing to the pipe, composed of a 
housing support part formed to surround an outer 
periphery of the depressed part and having a catch por 
tion formed on a cut end portion of the housing support 
part and ?xed to the catch groove of the housing; and a 
pipe support part having a bent portion extending 
upWard from the housing support part With a predeter 
mined inclination and being in contact With the pipe, and 
a free end portion extending from the bent portion. 

2. The temperature sensor assembly of claim 1, Wherein a 
?at surface, on Which the depressed part is not formed, is 
formed in a line With the catch groove on the housing, and a 
bracket ?at surface is formed in a position, Which corresponds 
to the ?at surface of the housing, on the bracket. 

3. The temperature sensor assembly of claim 2, Wherein a 
pair of hook projections, Which are apart from each other, 
centering around the catch groove, are formed in the same line 
of the depressed part, and hook holes are formed in positions 
of the housing support part that correspond to the hook pro 
jections, so that the bracket is supported on the housing. 

4. The temperature sensor assembly of claim 1, Wherein an 
embossed portion is formed on the bent portion that is in 
contact With the pipe. 

5. The temperature sensor assembly of claim 4, Wherein the 
pipe support part comprises a ?rst ?at portion formed to 
extend from the housing support part to an outside at a right 
angle With the housing support part; a second ?at portion 
formed to extend from the ?rst ?at portion to an upside at a 
right angle With the ?rst ?at portion; a bent portion Which 
includes a third ?at portion formed to extend from the second 
?at portion to an upside at an acute angle With the second ?at 
portion and a fourth ?at portion formed to extend from the 
third ?at portion to a doWnside at a right angle With the third 
?at portion, and has an embossed portion; and a free end 
portion formed to extend from the fourth ?at portion to an 
upside at a right angle With the fourth ?at portion. 

* * * * * 
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