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ELECTRONIC DEVICE AND DUST-PROOF 
MECHANISM THEREOF 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 
The invention relates to an electronic device and a dust 

proof mechanism thereof, and more particularly to an elec 
tronic device and a dust-proof mechanism thereof electrically 
connected to a charger. 

2. Description of the Related Art 
A conventional electronic device includes a housing and a 

poWer source. The housing includes a hole. When the elec 
tronic device needs to be charged, a charger is inserted into the 
hole and is electrically connected to the poWer source. HoW 
ever, for most conventional electronic devices, there is no 
cover to cover the hole for dust prevention. Some conven 
tional electronic devices provide a cover to cover the hole 
When the electronic device does not need to be charged. 
HoWever, to charge the electronic device, a user must open the 
cover by hands for the charger to enter the hole for charging. 
Thus, conventional electronic devices have dust prevention 
de?ciencies and manipulation inconveniences. 

BRIEF SUMMARY OF THE INVENTION 

The invention provides an electronic device and a dust 
proof mechanism thereof. The dust-proof mechanism is dis 
posed in the electronic device. The electronic device is elec 
trically connected to a charger and includes a poWer source, a 
housing With a hole and a sliding track and the dust-proof 
mechanism. The dust-proof mechanism comprises a pivot 
cover and a slide cover. The pivot cover includes a pivoting 
side and a rotating side. The pivoting side is rotatably 
installed adjacent to the hole of the housing. The slide cover 
is disposed on the sliding track and movably installed adja 
cent to the rotating side. When the charger does not enter the 
hole, the pivot cover is disposed in a closed position to cover 
the hole and the slide cover is adjacent to the rotating side of 
the pivot cover. When the charger is inserted into the hole and 
pushes the pivot cover, the pivot cover is disposed in an 
opened position and the slide cover is pushed until the charger 
is electrically connected to the poWer source. 

Note that the electronic device further includes an axle, the 
housing further includes a connecting portion, and the axle is 
connected to the pivoting side and the connecting portion. 

Note that the electronic device further includes a compres 
sion spring Wherein. the compression spring is connected 
betWeen the axle and the pivot cover. 

Note that the electronic device further includes a ?rst 
Waterproof member Wherein. the ?rst Waterproof member is 
disposed betWeen the slide cover and the pivot cover. 

Note that the electronic device further includes a second 
Waterproof member Wherein the second Waterproof member 
is disposed betWeen the slide cover, the pivot cover and the 
hole. 

Note that the electronic device further includes a tension 
spring, Wherein the tension spring is disposed betWeen the 
housing and the slide cover. 

Note that the housing further comprises a protrusion and 
the slide cover comprises a ?xing portion, Wherein the tension 
spring is connected to the protrusion and the ?xing portion. 

BRIEF DESCRIPTION OF DRAWINGS 

The invention can be more fully understood by reading the 
subsequent detailed description and examples With refer 
ences made to the accompanying draWings, Wherein: 
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FIG. 1 is an exploded vieW of an electronic device; 
FIG. 2 is a schematic vieW shoWing a pivot cover in a closed 

position; 
FIG. 3 is a schematic vieW shoWing a pivot cover in an 

opened position; 
FIG. 4 is a schematic vieW shoWing an electronic device 

Which is electrically connected to a charger; and 
FIG. 5 is a partial enlarged vieW of FIG. 4. 
The invention can be more fully understood by reading the 

subsequent detailed description and examples With refer 
ences made to the accompanying draWings. 

DETAILED DESCRIPTION OF THE INVENTION 

FIG. 1 is an exploded vieW of an electronic device. Refer 
ring to FIG. 1 and FIG. 5, an electronic device 10 comprises 
an upper housing 11, a poWer source 20 (shoWn in FIG. 5), a 
housing 12 and a dust-proof mechanism 40. The upper hous 
ing 11 is connected to the housing 12. The dust-proofmecha 
nism 40 and the poWer source 20 are disposed betWeen the 
upper housing 11 and the housing 12. The housing 12 com 
prises a hole 121, a connecting portion 122, a sliding track 
123 and a protrusion 124. The dust-proof mechanism 40 
comprises a pivot cover 13, a slide cover 14, a compression 
spring 15, a ?rst Waterproof member 16, a second Waterproof 
member 17, an axle 18 and tension spring 19. The pivot cover 
13 comprises a pivoting side 131 and a rotating side 132. The 
pivoting side 131 is rotatably installed on the connecting 
portion 122 adjacent to the hole 121 of the housing 12. The 
slide cover 14 is disposed on the sliding track 123 and mov 
ably installed adjacent to the rotating side 132. The axle 18 is 
connected to the pivoting side 131 and the connecting portion 
122. The axle 18 passes through the pivoting side 131 and is 
?xed to the connecting portion 122. The compression spring 
15 is connected betWeen the axle 18 and the pivot cover 13. 
The ?rst Waterproof member 16 is disposed betWeen the slide 
cover 14 and the pivot cover 13. The second Waterproof 
member 17 is disposed betWeen the slide cover 14, the pivot 
cover 13 and the hole 121. The tension spring 19 is disposed 
betWeen the housing 12 and the slide cover 14. The slide cover 
14 comprises a ?xing portion 141 and an opening 142. The 
protrusion 124 protrudes to the opening 142. The tension 
spring 19 is connected to the protrusion 124 and the ?xing 
portion 141. 

FIG. 2 is a schematic vieW shoWing a pivot cover in a closed 
position. FIG. 3 is a schematic vieW shoWing a pivot cover in 
an opened position. Referring to FIGS. 2 and 3, When the 
charger 30 (shoWn in FIG. 4) does not enter the hole 121, the 
pivot cover 13 is disposed in a closed position to cover the 
hole 121 and the slide cover 14 is adjacent to the rotating side 
132 of the pivot cover 13. When the pivot cover 13 is disposed 
in a closed position, the ?rst Waterproof member 16 and a 
second Waterproof member 17 seal gaps betWeen the hole 
121, the slide cover 14 and the pivot cover 13 for dust pre 
vention. 

FIG. 4 is a schematic vieW shoWing an electronic device 
Which is electrically connected to a charger. FIG. 5 is a partial 
enlarged vieW of FIG. 4. Referring to FIGS. 1 to 5, the charger 
30 comprises a connector 31. When the charger 30 (shoWn in 
FIG. 4) is inserted into the hole 121 and pushes the pivot cover 
13, the pivot cover 13 rotates along an arroW A until the pivot 
cover 13 is disposed in an opened position. Then, the slide 
cover 12 is pushed along an arroW B (shoWn in FIG. 3) until 
the connector 31 of the charger 30 is electrically connected to 
the poWer source 20 (shoWn in FIG. 5). Note that after the 
charger 30 leaves the hole 121, the compression spring 15 
pulls back the pivot cover 13 to cover the hole 121 and the 
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tension spring 19 pulls back the slide cover 14 to prop the 
rotating side 132. Thus, When the charger 30 is inserted into 
the hole, a user does not need manipulate the dust-proof 
mechanism 40 by hand. The dust-proof mechanism 40 is 
automatically moved and provides convenient manipulation. 

While the invention has been described by Way of example 
and in terms of the preferred embodiments, it is to be under 
stood that the invention is not limited to the disclosed embodi 
ments. To the contrary, it is intended to cover various modi 
?cations and similar arrangements (as Would be apparent to 
those skilled in the art). Therefore, the scope of the appended 
claims should be accorded the broadest interpretation so as to 
encompass all such modi?cations and similar arrangements. 
What is claimed is: 
1. A dust-proof mechanism, disposed in an electronic 

device, Wherein the electronic device has a poWer source and 
a housing With a hole, and a charger is electrically connected 
to the electronic device, comprising: 

a pivot cover, comprising a pivoting side and a rotating 
side, Wherein the pivoting side is rotatably installed 
adjacent to the hole of the housing; 

a slide cover, movably installed adjacent to the rotating 
side; and 

a tension spring disposed betWeen the housing and the slide 
cover; 

Wherein When the charger does not enter the hole, the pivot 
cover is disposed in a closed position to cover the hole 
and the slide cover is adjacent to the rotating side of the 
pivot cover; and 

When the charger is inserted into the hole and pushes the 
pivot cover, the pivot cover is disposed in an opened 
position and the slide cover is pushed until the charger is 
electrically connected to the poWer source. 

2. The dust-proof mechanism as claimed in claim 1, further 
comprising an axle, Wherein the housing further comprises a 
connecting portion, the axle is connected to the pivoting side 
and the connecting portion. 

3. The dust-proof mechanism as claimed in claim 2, further 
comprising a torsion spring, Wherein the compression spring 
is connected betWeen the axle and the pivot cover. 

4. The dust-proof mechanism as claimed in claim 1, further 
comprising a ?rst Waterproof member, Wherein the ?rst 
Waterproof member is disposed betWeen the slide cover and 
the pivot cover. 

5. The dust-proof mechanism as claimed in claim 1, further 
comprising a second Waterproof member, Wherein the second 
Waterproof member is disposed betWeen the slide cover, the 
pivot cover and the hole. 
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6. The dust-proof mechanism as claimed in claim 1, 

Wherein the housing further comprises a protrusion and the 
slide cover comprises a ?xing portion, and the tension spring 
is connected to the protrusion and the ?xing portion. 

7. An electronic device, electrically connected to a charger, 
comprising: 

a poWer source; 

a housing comprising a hole and a sliding track; and 
a dust-proof mechanism comprising: 

a pivot cover, comprising a pivoting side and a rotating 
side, Wherein the pivoting side is rotatably installed 
adjacent to the hole of the housing; 

a slide cover, disposed on the sliding track and movably 
installed adjacent to the rotating side; and 

a tension spring disposed betWeen the housing and the 
slide cover; 

Wherein When the charger is not connected to the hole, 
the pivot cover is disposed in a closed position to 
cover the hole and the slide cover is adjacent to the 
rotating side of the pivot cover; and 

When the charger is inserted into the hole and pushes the 
pivot cover, the pivot cover is disposed in an opened 
position and the slide cover is pushed until the charger 
is electrically connected to the poWer source. 

8. The electronic device as claimed in claim 7, further 
comprising an axle, Wherein the housing further comprises a 
connecting portion, and the axle is connected to the pivoting 
side and the connecting portion. 

9. The electronic device as claimed in claim 8, further 
comprising a torsion spring, Wherein the compression spring 
is connected betWeen the axle and the pivot cover. 

10. The electronic device as claimed in claim 7, further 
comprising a ?rst Waterproof member, Wherein the ?rst 
Waterproof member is disposed betWeen the slide cover and 
the pivot cover. 

11. The electronic device as claimed in claim 7, further 
comprising a second Waterproof member, Wherein the second 
Waterproof member is disposed betWeen the slide cover, the 
pivot cover and the hole. 

12. The electronic device as claimed in claim 7, Wherein the 
housing further comprises a protrusion and the slide cover 
comprises a ?xing portion, and the tension spring is con 
nected to the protrusion and the ?xing portion. 


