
PATENTED MAY 17, 1904. No. 759,897. 
V E. LINDGREN. 

COMBINED CHAIR AND BEDSTBAD. 
APPLICATION FILED APR. 1. 1903. 

s SHEETS-s311221 

änvawboz 

OTA/Le 

I 

@l 4747 

à 
..........„-......--.à_.„ «c 

à. 

_ VN" 
'N 

No MODEL. 

@H4/mamen 
7k _MVM 



No. 759,897. PATBNTED MAY 17, 1904. 
E. LINDGRBN. ' 

COMBINED CHAIR IAND BEDSTEAD. 
APPLIOATION FILED APR. 1. 1903. 

3 SHEETS-SHEET Z. 
F0 MODEL. 

ßk. 

@n van tot 
f 

@51j Úblîomwq i 
@giá/memes . 7k Í ¿d? 

n.: «cams »Urns co. wom-uma, wAsNwGrum n z:4 



PATENTED MAY 17, 1904. No. 759,897. 
E. LINDGRBN. 

COMBINED CHAIR AND BEDSTEAD. 
APPLICATION FILED APB. l. 1903. 

a sHEBTs~sEBrzT a. N0 MODEL. 

wilma oa e o 



IO 

35 

4.o 

45 

N0. ’759.897, 

UNTTED STATES 

Patented May 1‘7‘, 1904.-. ' 

PATENT OEEICE. 

ELOF LINDGREN, OF NEW YORK, N. Y. 

COMBINED CHAIR AND BEDSTEAD. 

SPECIFICATION forming part of Letters Patent No. 759,897', dated May 1'?, 1904. 

Application filed April l, 1903. Serial No. 150,519. (No model.) 

To all whom, ¿t may concern: 

Beit known that I, ELOF LINDGREN, a citizen 
of the United States of America, and a resident 
of the boroug'h of Brooklyn, New York city, 
and State of New York, have invented certain 
new and useful Improvements in a Combined 
Chair and Bedstead, of which the following' is a 
specification. ' 

The object of my invention is to provide a 
simple combination of elemental parts in a` 
contrivance for adjustments either for an 0r 
dinary chair, reclining-chair, or a bedstead, 
as hereinafter described, reference being 
made to the accompanying drawings, in 
which 
Figure l is a side elevation with a part in 

section, showing the chair adjustment. Fig. 
2 is a front elevation of the saine. Fig. 3 is 
a side elevation showing the bedstead adjust 
ment. Fig'. 4 is a vertical section of the ad 
justment of Fig. 3. Fig. 5 is a transverse 
section on line l l of Fig. 6. Fig. 6 is a side 
elevation showing' a foot-rest attachment for 
use in connection> with the chair. ' 

a represents four posts; Ö, arm-rests con 
necting' two of the posts of each side, respec 
tively, at the top; c, a board connecting the 
two back posts from the level of the seat s 
downward, said posts being of suitable height 
for carrying the arm -rests at the proper 
height above the seat. d indicates side boards 
connecting' said side posts, respectively, and 
d" a bottom board inclosing, together with 
said side and back boards, a space under the 
seat and constituting the main structure, com 
prising the liXedly-conneeted principal ele 
ments of the chair and forming the middle 
section of the bedstead, to which a back c is 
hinged at f, with curved hook-pawls g piv 
oted to it at /L and provided with a series of 
hooks z' to engage pins j, respectively in the 
back posts, for supporting the back more or 
less upright for reclining more or less. 
The pins will preferably be covered with 

rubber or other suitable material for prevent 
ing noise. The pawls g have rigidly-attached 
lever-arms _7" for lifting and disconnecting 
them from the holding-pins ,7' whenthe chair 
back is to be adjusted downward. 

Curved. sleeve-guards Ã: are provided for re 

ception of the pawls _r/ to protect and conceal 
the parts of said pawls projecting forward of 
the hind chair-posts when the back c is set 
upward and for braces to the back posts. 
These guards are attached to the hind posts 
and the side boards d, respectively. 
The back e is provided with a headboard Z, 

hinged to it at fm., so that it can fold down 
Hush with the upper edges of the side bars of 
the back when used as a back to the chair, 
and said headboard is provided with jointed 
braces nÍ to support it as a headboard, and 
supporting-legs o ‘are hinged to the back and 
under side of the seat-back at _;u to support it 
when adjusted for a bed, and these also have 
jointed braces q. The seat part s of the chair 
is hinged to the board c at zi and has front 
supports u, attached to the sides (Z at a, and 
a front extension bed-support 'n is hinged to 
it at fw, so that by lifting' the seat on its hinges 
the extension 'u may be folded back into the 
space under the seat between the sides (Z. 
A drawer for the bedclothes comprising 

sides a', back y, bottom s, and front 2 is ar 
ranged to slide into the space under seat s 
from the front. This drawer carries inside 
of the front 2 legs 3 for the support of the 
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front of the drawer when drawn out for ad- l 
justing the bed. These legs are vertically 
adjustable in slideways 4, to be lifted up out 
of sightwhen the drawer is retired to avoid 
the appearance of a bedstead. They are se 
cured in the uplifted position by adjustable 
pins 5 engaging' sockets 6 in the front 2, and 
when the legs are shifted downward for sup 
porting the extended drawer the pins are 
shifted into sockets 7, as indicated in Fig. 1. 
The part 8 in Fig. ét indicates a part of the 

mattress to be used in a bed adjustment. It 
will in practice be made in separate sections 
suitable to be stored in the drawer a: when the 
chair adjustment is desired. 

In Fig. 6 I represent a foot-rest applied to 
the front posts A for use when the chair ad 
justment is employed. It consists of one 
piece of board 9, hinged at 10 to projecting 
pieces 11 of the front posts A, and another 
piece of board 12, hinged to piece 9 at 13, so 
that when extended for use piece 9 is sup 
ported in an inclined position by piece 12, 
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resting at one end on the iioor, and when not 
in use may be folded up, as indicated in dotted 
lines 14, Fig. 6, and be secured by spring' 
catches 15. “l hen the drawer is pulled out 
i'or making the bed, said pieces 9 and 1Q may 
be swung up on hinges 10 for allowing the 
drawer to be pulled out and then be dropped 
into the drawer after the removal of the con 
tents. 

It will be seen that the substantial middle 
structure of my improved chair and bedstead 
is a special feature of advantage in such ar 
ticles in that it carries the heaviest part of 
the occupant and sustains the greatest stresses, 
particularly of the shifting and turning about, 
thus greatly relieving the other sections which 
may not be as substantial, particularly the 
jointed connections of the sections. 

Ñ/Vhat I claim as my invention is# 
In a combined chair and bedstead, the com 

bination of a middle section comprising the 
chair, consisting of a rigid structure of four 
posts, back and side boards connecting said 
posts below the seatand inclosing a drawer 
space with opening for the drawer at thc 
front of the seat, side arm-rests connecting 
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the side posts at the top, sleeve-braces con 
necting the hind posts and said side boards 
intermediately of the side boards and the arm 
rests and a seat part hinged to the hind posts; 
a head or back section consisting of the seat 
back hinged to the hind posts in proximity 
to the seat-hinge and provided with hook 
pawls pivoted to its edges for engaging stud 
pinson the hind posts and working in said 
sleeve-braces, said back also provided with 
folding legs to support its extremity when 
adjusted for a bed; and a front extension con 
sisting ot' a drawer adapted to slide in and 
out ot' the drawer-space under the seat and 
provided with legs to support it when eX 
tended, said legs being vertically adjustable 
to conceal them when the parts are in the 
chair adjustment, and the front extension 
bed-support hinged to the front edge of the 
seat. 

Signed at New York this 13th day of March, 
1903. 

ELOF LINDGREN. 
Ñ/Vitnesscs: 

C. SEDGwioK, 
J'. M. HOWARD. 
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