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(57) ABSTRACT 

A method and a device for installing a sub-sea riser for an 
offshore operation, between a base installation disposed on 
the sea bed and a sea installation protruding above the base 
installation. The sub-sea riser is provided with a ?rst end and 
a second end. The method comprises the following stages in 
the following order: a) the ?rst end of the riser is joined to the 
sea installation; b) the sub-sea riser is deployed; c) the second 
end of the riser is guided towards the base installation; d) the 
second end is coupled to the base installation by releasing the 
second end and the efforts of the recoil force exerted on the 
base installation are transferred; e) the second end and the 
base installation are connected to each other. 

12 Claims, 4 Drawing Sheets 
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METHOD FOR INSTALLING AND 
CONNECTING A SUB-SEA RISER 

CROSS REFERENCE TO RELATED 
APPLICATION 

The present application is a 35 U.S.C. §§ 371 national 
phase conversion of PCT/FR2004/002200, ?led 27 Aug. 
2004, Which claims priority of French Application No. 
0310600, ?led 9 Sep. 2003. The PCT International Applica 
tion Was published in the French language. 

BACKGROUND OF THE INVENTION 

The present invention relates to a method of installing and 
connecting a subsea riser for an offshore operation and to a 
device designed to implement the method. 
Known installation and connection methods are used for 

connecting subsea risers to seabed installations for example 
an oil production Wellhead or a collector, Which is connected 
to a set of Wellheads, or else part of a ?xed installation 
anchored to the seabed. 

TWo knoWn types of method are used for connecting one 
end of a subsea riser to a seabed installation, a ?rst type in 
Which said end is guided and connected vertically to the 
installation, i.e. approximately perpendicular to the surface of 
the seabed, and a second type in Which said end is connected 
horizontally to the seabed installation, approximately parallel 
to the surface of the seabed. 

In the ?rst type of method, the end of the subsea riser is 
made to approach the seabed installation vertically, by unreel 
ing said riser from a surface ship. The reader may refer to 
document US. Pat. No. 4,457,378, Which describes such a 
type of method. HoWever, it is not very easy for the position 
of the end of the riser relative to the installation to be perfectly 
controlled When the surface ship is subject to the current or 
sWell, and not only does the end of the riser, Which is fragile, 
run the risk of deteriorating or being damaged by contact 
against the surface of the seabed or the seabed installation, but 
the seabed installation itself runs the risk of being damaged. 

In contrast, methods of the second type avoid this haZard, 
since the subsea riser is ?rstly made in its entirety on the 
seabed and then the connection is made by means of subsea 
ROVs (remotely operated vehicles) Which are put doWn on 
the seabed installation and pull the end of the subsea riser by 
means of a cable, or Which are put doWn on said end and drive 
it right to the seabed installation. The other end of the subsea 
riser is then brought up to a surface installation, such as for 
example a platform. A method of this type is illustrated in 
document US. Pat. No. 5,975,803. 

Thus, the end of the subsea riser is attached and connected 
to the seabed installation Without striking it, thanks to the 
subsea robot that drives the riser in a continuous translational 
movement along the seabed. Moreover, this technique is par 
ticularly advantageous as it makes it possible to reduce the 
doWntime of the surface vessel, Which lays doWn the risers on 
the seabed. The vessel is then available for other operations, 
While the subsea robots proceed to connect the risers to instal 
lations. 

HoWever, in deep-sea production areas, the subsea risers 
are consequently very long, and they are ill-suited, on the one 
hand, for being driven along the seabed by subsea robots and, 
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2 
on the other hand, to be raised after one of their ends has been 
connected to the seabed installation. 

SUMMARY OF THE INVENTION 

It is therefore one object of the invention to provide a 
method for installing and connecting a subsea riser betWeen a 
seabed installation and an installation lying above it, Which 
method gets round the problem of the Weight of the riser and 
of the tensile loads that it consequently generates. 

For this purpose, according to a ?rst object, the present 
invention proposes a method for installing and connecting a 
subsea riser, for an offshore operation, betWeen a seabed 
installation placed on the seabed and an offshore installation 
that lies above said seabed installation, said riser having a ?rst 
end and a second end, said method comprising the folloWing 
steps in the order: 

said ?rst end is connected to said offshore installation; 
said subsea riser is deployed in a catenary betWeen said 

offshore installation and said seabed installation; 
said second end is guided toWard said seabed installation 

by extending said subsea riser, Which exerts a restoring 
force on said second end; 

said second end is fastened to said seabed installation, 
While slackening said second end (28) so as to position, 
thanks to said restoring force, said second end so as to 
face said seabed installation and to transfer the loads 
from said restoring force to said seabed installation; and 

said second end and said seabed installation are connected 
together. 

Thus, one feature of the installation method according to 
the invention lies in the Way in Which the subsea riser is 
connected, ?rstly via its ?rst end to the offshore installation 
lying above the seabed installation and Which may be a sur 
face installation such as a platform then via its second end to 
the seabed or seabed installation, by deploying said riser and 
guiding said second end toWard the seabed installation. The 
second end is then fastened to the seabed installation using the 
restoring force exerted by the riser, Which makes it possible, 
by slackening said second end, to position it so as to face the 
seabed installation and then to transfer the restoring force 
loads to the seabed installation in order thereafter to be able to 
connect the second end and the seabed installation together. 

Thus, not only is the step of raising the ?rst end obviated, 
since it is already connected to the offshore installation and 
the riser deployed from the surface, but also it is possible to 
dispense With the use of subsea robots or even Winches for 
driving the second end toWard the seabed installation, Which 
Would then have to be of high poWer in order to compensate 
for the restoring force exerted by the catenary. 

Advantageously, the seabed installation is formed from the 
free end of a ?oWline, Which has no upper element liable to 
impede the approach of the second end so that the connection 
is made easier. 

According to one particularly advantageous mode of 
implementation of the invention, said second end includes 
mobile ?rst connection means and said seabed installation 
includes second connection means and in that said mobile 
?rst connection means are engaged in said second connection 
means before slackening said second end in order to attach it. 
Thus, the mobile ?rst connection means are capable of being 
engaged in the second connection means When the second 
end of the subsea riser is made to approach the seabed instal 
lation. In this Way, said connection means cooperate together 
and, as soon as the second end starts to be slackened, this end 
is held fastened to the seabed installation to Which it transmits 
the restoring force exerted by the riser. 
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Preferably, said second end is guided from the surface by a 
cable extending betWeen said second end and a surface vessel. 
Firstly, said surface vessel advantageously extends said sub 
sea riser, by orienting its loWer portion in a direction approxi 
mately parallel to said ?oWline until said second end is 
approximately in line With said seabed installation. It is then 
only that said mobile ?rst connection means are engaged in 
said second connection means in order to connect them 
together. 
As Will be explained in greater detail in the rest of the 

description, When the cable has been fully slackened, the 
second end is positioned on the seabed and is adjusted relative 
to the seabed installation so as to be able to connect them 
together. 

Particularly advantageously, the connection means trans 
mit the restoring force of the subsea riser to the seabed instal 
lation and alloW the connection to be made betWeen the 
second end and the seabed installation Without said restoring 
force being exerted on the actual connection. 

According to another object, the present invention pro 
poses a device for installing and connecting a subsea riser, for 
an offshore operation, betWeen a seabed installation placed 
on the seabed and an offshore installation that lies above said 
seabed installation, said subsea riser having a ?rst end and a 
second end, said device comprising: connection means for 
connecting said ?rst end to said offshore installation; deploy 
ment means for deploying said subsea riser in a catenary 
betWeen said offshore installation and said seabed installa 
tion; guiding means for guiding said second end in order to 
face said seabed installation by extending said subsea riser, 
Which exerts a restoring force on said second end; fastening 
means for fastening said second end to said subsea installa 
tion, said second end being slackened so as to position, thanks 
to said restoring force, said second end so as to face said 
subsea installation and to transfer the loads from said restor 
ing force to said subsea installation; and connection means 
for connecting said second end and said seabed installation 
together. 

Thus, one feature of the device according to the invention 
lies in the Way in Which the fastening means cooperate, Which 
means alloWing the second end to be positioned so as to face 
the seabed installation thanks to the restoring force induced 
by the catenary subsea riser, as soon as the ?rst end is con 
nected to the seabed installation and the second end is slack 
ened. 

Preferably, the seabed installation consists of the free end 
of a ?oWline Which When resting on the seabed, is designed to 
completely take up the restoring force of the subsea riser. 

Moreover, said second end of said subsea riser advanta 
geously comprises a ?rst frame and parallel arms joined 
together at one end in order to form a yoke, these being 
mounted so as to pivot on said ?rst frame and designed to 
pivot betWeen a ?rst position, in Which they extend longitu 
dinally in the extension of said second end, and a second 
position, Which is inclined to said ?rst position. Thus, When 
the second end is slackened, the frame becomes plumb With 
said free end and the yoke is capable of being driven into said 
second position in order thereafter to be fastened to the seabed 
installation. 

Furthermore, particularly advantageously, said free end of 
said ?oWline comprises a second guiding frame, an upstream 
part of Which, extending from said free end along said How 
line, includes at least one hook in Which said yoke is designed 
to engage in said inclined second position. Thus, by driving 
the yoke into said second position, it bears on said second 
guiding frame and then, by further slackening the second end, 
Which is still subjected to the restoring force of the catenary, 
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4 
said yoke attaches and catches in the hook. In this Way, the 
yoke and the hook immobiliZe the second end of the subsea 
riser relative to the free end. 

Preferably, said second guiding frame includes lateral 
guiding means for guiding said second end along the axis of 
said free end. In this Way, upon fully slackening the second 
end, said ?rst frame rests on the seabed, being guided, by the 
yoke that pivots at one of its ends, into the hook and, at the 
other end around said ?rst frame and is guided laterally by 
said lateral guiding means. 

After the second end and the free end have been adjusted, 
one along the axis of the other, a connection is made. This 
connection may for example be made by means of the second 
guiding frame, Which advantageously includes a device for 
driving said hook, said second end being driven toWard said 
seabed installation so as to be connected thereto by knoWn 
means. 

BRIEF DESCRIPTION OF THE DRAWINGS 

Other features and advantages of the invention Will become 
apparent on reading the description given beloW of particular 
embodiments of the invention, given by Way of indication but 
implying no limitation, With reference to the appended draW 
ings in Which: 

FIG. 1 is a schematic vieW in vertical section illustrating a 
?rst step in implementing the installation method according 
to the invention; 

FIG. 2 is a schematic vieW in vertical section shoWing a 
second step after the ?rst; 

FIG. 3 is a schematic vieW in vertical section shoWing a 
third step after the second; 

FIG. 4 is a schematic vieW in vertical section shoWing a 
fourth step after the third; 

FIG. 5 is a schematic detail vieW in perspective of one 
embodiment of the invention illustrating the installation 
method betWeen the second and third step; 

FIG. 6 is a schematic detail vieW of the embodiment illus 
trated in FIG. 5 in the installation method in accordance With 
the third step; 

FIG. 7 is a schematic detail vieW of the embodiment illus 
trated in the previous ?gure in accordance With the fourth 
step; and 

FIG. 8 is a schematic detail vieW of the embodiment illus 
trated in the previous ?gure using the installation method in 
accordance With a ?fth step, folloWing the fourth. 

DESCRIPTION OF A PREFERRED 
EMBODIMENT 

FIG. 1 shoWs, in section, the ocean or sea betWeen the 
seabed 10 and the surface 12.An offshore installation 14, here 
consisting of an oil platform, ?oats on the surface 12 above a 
subsea or seabed installation 16, consisting of the free end of 
a ?oWline 18, Which lies on the seabed 10. 

In addition, a surface vessel 20 equipped With a reel on 
Which a subsea riser 22 Was initially Wound and on Which a 
traction cable 24 is partly Wound, said surface vessel being 
located near the platform 14. The subsea riser 22 has a ?rst 
end 26, Which is ?rstly fastened to the platform, and a second 
end 28 that is connected to the cable 24 by connection means 
that Will be explained in detail later in the description and that 
extends it as far as the surface vessel 20. The subsea riser 22 
and the traction cable can be Wound up onto the same reel. 
HoWever, as soon as the subsea riser 22 is fully unWound and 
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only its second end 28 is still attached to the surface vessel 20, 
said connection means and the traction cable 24 can be con 
nected thereto. 

Moreover, on the one hand, the second end 28 is at and 
includes a ?rst frame 30 and parallel arms joined together at 
one end in order to form a yoke 32, Which is mounted so as to 
pivot on the ?rst frame 30 and Which Will be described in 
greater detail With reference to FIGS. 5 to 8, the yoke 32 
extending here along the extension of said second end 28, 
and, on the other hand, the free end 16 of the ?oWline 18 
includes a second guiding frame 34 having at least one hook 
36 designed to receive said yoke 32, as Will also be explained 
in detail later in the description. The yoke 32 forms mobile 
?rst connection means and the hooks 36 form second connec 
tion means. The ?rst and second connection means and the 
frames constitute fastening means. 

In another step, as illustrated in FIG. 2, in Which all the 
elements shoWn in FIG. 1 can be seen, the second end 28 is 
guided toWard the free end of the seabed installation 16 by 
means of the cable 24 and of the surface vessel 20, Which 
drives it along the direction of the arroW F approximately 
along the axis of the ?oWline 18, and the subsea riser 22 is 
extended, said riser being heavy and therefore exerting a 
restoring force R in the opposite direction to that in Which the 
second end 28 is being driven. 

In yet another step, folloWing from the previous one and 
illustrated in FIG. 3, the subsea riser 22 is extended further 
again by means of the cable 24 toWed by the surface vessel so 
that the ?rst frame 30 and the yoke 32 are made to approach 
opposite the second guiding frame 34 in order to engage the 
yoke 32 Which pivots in the hook 36. As soon as the yoke 32 
is engaged, by using the restoring force R, Which until then 
had been compensated for by the pulling force on the cable 
24, and therefore by progressively slackening the cable 24, 
the yoke 32 catches in the hook 36 and the loads from the 
restoring force R are progressively transferred to the second 
guiding frame 34. 
By slackening the cable 24 even further, the equilibrium 

situation illustrated in FIG. 4 is reached, in Which the ?rst 
frame 30 is positioned so as to bear on the seabed 10 after 
having pivoted about the free end 16 by means of the yoke 32, 
Which itself has pivoted about the hook 36 and the ?rst frame 
30. The restoring force R exerted by the subsea riser is then 
taken up entirely by the frictional forces betWeen the ?oWline 
18 and the ?rst frame 30 on the seabed ?oor. 

Depending on the ?eld con?guration and in particular on 
the potential movements of the surface installation, it is gen 
erally recommended that a portion of the riser rest on the 
sea?oor before the connection. 
When installing the riser, this portion remaining on the 

sea?oor makes it possible to reduce the force exerted by the 
catenary at the second end 28, Which is extended by the cable 
24, this force being reduced to an acceptable value R. 

The Way in Which the subsea riser is connected to the 
?oWline Will be explained in greater detail With reference to 
FIGS. 7 and 8. 

The device suitable for implementing the invention can 
noW be explained in detail With reference to FIG. 5 in a step of 
the installation method betWeen the step illustrated in FIG. 2 
and the step shoWn in FIG. 3. 

In this FIG. 5, there are again the ?oWline 18. The free end 
of the ?oWline 18 is accompanied by the second guiding 
frame 34 that is connected to it and has hooks 36, and the 
subsea riser 22, the second end 28 of Which has the ?rst frame 
30 on Which the yoke 32 is pivotally mounted, said yoke 
consisting of tWo parallel arms 40, 42 joined at the end by an 
arch 44. 
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The second frame 34, Which is entirely attached to the 

?oWline 18, is designed to rest on the seabed 10 and the 
seabed installation 16 is extended in the form of a sWan-neck 
and terminates in a connection end-?tting 46 lying above the 
mean plane de?ned by the second guiding frame 34. 

Moreover, it includes parallel spaced-apart guiding and 
protection arches 48 that extend transversely across the sec 
ond frame and go around the free end of the ?oWline 18 so that 
they are perpendicular to the axis of the ?oWline 18 and also 
includes conical guiding housings 50 oriented longitudinally 
and designed to house guiding rods 52 that extend longitudi 
nally at the front of the ?rst frame 30. 
The hooks 36 are mounted toWard the rear 53 of the second 

frame, upstream of the free end of the ?oWline 18, and are 
bent over toWard the rear 53. Furthermore, in one advanta 
geous embodiment, they can move translationally. 

Moreover, the second end 28 of the riser, Which is attached 
to the ?rst frame 30, is also extended in the form of a sWan 
neck that terminates in a second connection end-?tting 54, 
lying above the mean plane of the ?rst frame 30 and betWeen 
the tWo arms 40, 42 ofthe yoke 32. 

The second end 28 as shoWn in FIG. 5 does not include the 
cable, Which is connected to it and makes it possible both to 
pull the yoke 32 and hold it in place in its extension during this 
step, so as to simplify this ?gure. For similar reasons, the 
sWan-neck ends are not shoWn in FIGS. 1 to 4. 

FIG. 6 shoWs the relative positions of the free end 16 and 
the second end 28 of the subsea riser 22 during the step 
illustrated in FIG. 3. 

Thus, the yoke 32 has pivoted With respect to the ?rst frame 
30 and, on the one hand, the ends of the arms joined together 
by the arch 44 are engaged in the hooks 36 by pressing on the 
second frame 34 and, on the other hand, by pivoting, the arms 
40, 42, Which are spaced apart by a distance approximately 
equal to the Width of the guiding and protection arches 48, 
have been guided by these guiding arches 48. In this Way not 
only is the yoke 32 capable of being fastened in the hooks 36 
but the second end 28 of the subsea riser is in alignment With 
the free end of the ?oWline 18. 

FIG. 7 illustrates the device according to the invention in 
the step illustrated in FIG. 4. The ?rst frame 30 rests here on 
the seabed 10, the yoke 32 is held fast in the hooks 36 Which 
transmit, to the ?oWline 18, the restoring force exerted by the 
subsea riser 22, and the arms 40, 42 of the yoke 32 are held in 
place laterally by the guiding and protection arches 48. In this 
position, the connection end-?ttings 46, 54 Which terminate 
the sWan-necks lie opposite each other and the guiding rods 
52 lie respectively along the axis of and facing the conical 
guiding housings 50. 

Thus, the restoring force from the subsea riser is transmit 
ted to the seabed installation and the connection betWeen the 
second end of the riser and the seabed installation may be 
made Without said restoring force being exerted on the actual 
connection. 

In this situation, the presence of a surface vessel is no 
longer absolutely necessary, since the remotely operated sub 
sea robots (not shoWn) are designed to make the actual con 
nection. 

Thus, thanks to the hooks 36 that can move translationally 
and are designed to be driven toWard the rear 53 of the second 
frame 34 by driving means (not shoWn), for example Worms, 
jacks, or the like, the yoke 32 is designed to drive the ?rst 
frame 30 toWard the second frame 34 so that the guiding rods 
52 can be inserted into the conical guiding housings 50 so as 
to guide the ?rst frame 3 0 relative to the second frame 34. Said 
Worms are, for example, designed to be rotated by said subsea 
robots. Consequently, the connection end-?ttings 46, 54, 
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Which are already facing each other, are joined together to 
allow them to be connected When the hooks 36 are at the end 
of travel of the second frame 34 toWard the rear 53. Said 
robots are also designed to carry out the various steps of the 
connection, such as the cleaning and sealing steps, or other 
operations. 

FIG. 8 illustrates such a con?guration in Which the con 
nection end-?ttings 46, 54 are connected together and the 
second end 28 of the subsea riser 22 is held in a ?xed position 
relative to the free end of the ?oWline 18 thanks to the hooks 
36 and the yoke 32. 
A seabed installation consisting of a ?oWline has been 

described above, this having the advantage of being able to 
pick up the entire restoring force of the subsea riser. HoWever, 
it Would not be outside the scope of the invention to provide a 
seabed installation formed from a collector, Which Would be 
anchored to the seabed in order to take up the restoring force. 

The invention claimed is: 
1. A method for installing and connecting by use of a 

surface vessel a subsea riser betWeen a seabed installation 
placed on a seabed and a second installation that lies above the 
seabed installation, the subsea riser having a ?rst end and a 
second end, the method comprising the folloWing steps in 
order: 

a) connecting the ?rst end of the subsea riser to the second 
installation and connecting the second end of the subsea 
riser to a cable extending to the surface vessel; 

b) deploying the subsea riser in a catenary betWeen the 
second installation and the seabed installation Without 
establishing an initial connection betWeen the second 
end of the deployed subsea riser and the seabed instal 
lation; 

c) next, guiding the second end of the deployed subsea riser 
toWard the seabed installation by driving the cable and 
the surface vessel in a ?rst direction along a sea surface 
or parallel thereto and by extending the subsea riser 
Wherein such that the extending of the sub sea riser exerts 
a restoring force on the second end in a second direction 
opposite to the ?rst direction; 

d) connecting the second end of the subsea riser to the 
seabed installation, While slackening the second end to 
position the second end to face the seabed installation 
under the restoring force on the second end and to trans 
fer a load of the restoring force on the second end to the 
seabed installation; and 

e) fastening the second end of the subsea riser to the seabed 
installation utiliZing the load of the of the restoring 
force. 

2. The method for installing the subsea riser as claimed in 
claim 1, Wherein the seabed installation comprises a free end 
of a ?oWline. 

3. The method for installing the sub sea riser as claimed in 
claim 1, Wherein the second end of the subsea riser includes 
mobile ?rst connections, the seabed installation includes sec 
ond connections, and the mobile ?rst connections are 
engaged in the second connections before the slackening of 
the second end to fasten the second end to the seabed instal 
lation. 

4. The method for installing the subsea riser as claimed in 
claim 1, Wherein the cable is unconnected to the seabed 
installation. 

5. The method for installing the subsea riser as claimed in 
claim 4, Wherein the seabed installation comprises a free end 
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8 
of a ?oWline, and the surface vessel extends the subsea riser 
by orienting a loWer portion of the subsea riser in a direction 
parallel to the ?oWline until said second end of the subsea 
riser is located in line With the seabed installation. 

6. The method for installing the subsea riser as claimed in 
claim 1, further comprising fastening the second end of the 
subsea riser and the seabed installation together after the 
second end of the sub sea riser contacts the seabed installation. 

7. A device for installing and connecting a subsea riser 
betWeen a seabed installation placed on a seabed and another 
installation that lies above the seabed installation, the device 
comprising: 

a ?rst end of the sub sea riser; 
a second end of the subsea riser, the second end comprising 

a ?rst guiding frame and parallel arms joined together at 
one end of the arms to form a yoke, the arms being 
mounted to pivot on the ?rst guiding frame betWeen a 
?rst position, in Which the arms extend longitudinally in 
extension of the second end of the subsea riser, and a 
second position inclined to the ?rst position; 

connectors operable to connect the ?rst end of the subsea 
riser to the other installation; 

a deployment device operable to deploy the subsea riser in 
a catenary betWeen the other installation and the seabed 
installation Without establishing a connection betWeen 
the second end of the subsea riser and the seabed instal 
lation; 

a guiding device operable to guide the second end of the 
subsea riser to face toWard the seabed installation by 
extending the subsea riser, the subsea riser exerting a 
restoring force on the second end of the subsea riser, the 
guiding device further being operable to slacken the 
second end of the subsea riser to position the subsea riser 
so that the second end of the sub sea riser faces the seabed 
installation due to the restoring force and to transfer a 
load of the restoring force to the seabed installation; 

fastenings positioned and con?gured to fasten the second 
end of the subsea riser to the seabed installation after the 
second end contacts the seabed installation. 

8. The device for installing and connecting the subsea riser 
as claimed in claim 7, Wherein the seabed installation com 
prises a free end of a ?oWline. 

9. The device for installing and connecting the subsea riser 
as claimed in claim 7, Wherein the seabed installation com 
prises a free end of a ?oWline, the free end of the ?oWline 
comprising a second guiding frame having an upstream part 
Which extends from the free end of the ?oWline along the 
?oWline and includes at least one hook in Which the yoke 
engages in the inclined second position. 

10. The device for installing and connecting the subsea 
riser as claimed in claim 9, Wherein the second guiding frame 
includes lateral guides operable to guide the second end of the 
subsea riser along an axis of the free end of the ?oWline. 

11. The device for installing and connecting the subsea 
riser as claimed in claim 9, Wherein the second guiding frame 
includes a driver operable to drive the at least one hook and to 
drive the second end of the subsea riser toWard the seabed 
installation. 

12. The method for installing the subsea riser as claimed in 
claim 1, Wherein the driving of the cable in the ?rst direction 
increases a distance in the ?rst direction of the surface vessel 
from the second installation. 

* * * * * 


