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ANCHOR FOR ATTACHMENT OF A HANDLE 
TO A CONTAINER 

FIELD OF THE INVENTION 

The present invention relates to plastic containers having 
attachable handles. 

BACKGROUND OF THE INVENTION 

Containers for ?oWable products, such as liquids and 
granular products, have been formed of plastic by a variety of 
methods. For example, plastic containers have been bloW 
molded to form an integral container body, neck ?nish and 
handle. Other plastic containers have been formed With an 
integral container body and neck ?nish, and a separate handle 
later attached to the container body after removal from the 
bloW mold. Still other plastic containers have been formed by 
positioning an integral handle and neck ?nish in a bloW mold, 
Whereby during bloWing of the container body (from a sepa 
rate preform placed in the bloW mold) the handle and the neck 
?nish become attached to the container body. 

In some instances, it may be desirable to form the container 
body in a bloW mold Without the handle being present so that 
the bloW mold can be simpler in design, e. g., does not require 
recesses or pockets to form or hold the handle. It also may be 
desirable to use a different plastic material for the handle 
(than for the container body) for reasons such as strength, 
color, aesthetics or cost. It may further be desirable to provide 
a separate handle that is attachable post-mold to the formed 
container. 

SUMMARY OF THE INVENTION 

In accordance With one embodiment of the invention, a 
container and handle assembly is provided comprising a con 
tainer and a handle formed separately from the container. The 
container is formed With an anchor portion to alloW po st-mold 
attachment of a handle to the anchor. The container, anchor 
and handle may be made of any plastic material, and they may 
be made of different plastic materials. For example, the con 
tainerbody, as Well as otherpor‘tions of the container (e.g., the 
neck ?nish), may be made of a polyester, such as polyethylene 
terephthalate, While the anchor and/ or handle is made of a 
polyole?n, such as polypropylene. 

Another embodiment provides a container and handle 
assembly, the container having at least one anchor having a 
portion embedded in a body of the container. The at least one 
anchor is separately formed from the container. The anchor 
further has an unembedded portion With an attachment site. 
The assembly also comprises a handle having a mating 
attachment site for engaging the attachment site of the unem 
bedded portion of the anchor. 

Another embodiment provides a plastic container having at 
least one separately formed plastic anchor partially embed 
ded in a body of the container. The at least one anchor is 
separately formed from the container and has an unembedded 
portion With an attachment site that mates With a correspond 
ing attachment site in a separately formed handle. 

Another embodiment provides a method of forming a plas 
tic container, comprising: 

positioning at least one plastic anchor in a bloW molding 
cavity; and 

bloW molding to form a container that partially embeds the 
at least one plastic anchor, Wherein an unembedded portion of 
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2 
the at least one anchor has an attachment site that mates With 
a corresponding attachment site in a separately formed 
handle. 

BRIEF DESCRIPTION OF THE DRAWINGS 

Various embodiments of the invention Will be understood 
from the folloWing description, the appended claims and the 
accompanying draWings, in Which: 

FIG. 1 is a perspective vieW of an embodiment of a con 
tainer and handle assembly, shoWing the handle secured to the 
container via an anchor embedded in the container; 

FIG. 2 is a plan vieW of the handle separate from the 
container of FIG. 1, shoWing a slot in the handle for attach 
ment to the anchor; 

FIG. 3 is a sectional side vieW of the handle taken along 
lines 3-3 of FIG. 2; 

FIG. 4 is a plan vieW of an embedded anchor portion, as 
vieWed from the interior of the container (not shoWn); 

FIG. 5 is a side vieW of the anchor; 
FIG. 6 is a side vieW of the anchor; 
FIG. 7 is a plan vieW of the unembedded anchor portion; 
FIG. 8 is a sectional side vieW of the handle attached to the 

anchor embedded in the bottle sideWall; 
FIG. 9 is a side vieW of the spaced apart components 

container, anchor, and handle, shoWing the relative position 
111g; 

FIG. 10 is a plan vieW of an inner Wall of the handle after 
attachment to the anchor (container not shoWn); 

FIG. 11 is a plan vieW ofband 42a ofthe handle secured to 
the anchor, as vieWed from the outside of the container (not 
shoWn); 

FIG. 12 is a plan vieW ofband 42a ofthe handle, shoWing 
a doWel for securing and locking the handle to the anchor, as 
vieWed from the outside of the container (not shoWn); 

FIG. 13 is a perspective vieW of another embodiment of a 
container and handle assembly, shoWing the handle secured 
to the container via an anchor embedded in the container; 

FIG. 14 is a plan vieW of the handle having a channel as an 
attachment site; 

FIG. 15 is a sectional side vieW of the handle taken along 
lines 15-15 of FIG. 14; 

FIG. 16 is a side vieW of the anchor having tWo anchoring 
points; 

FIG. 17 is a side vieW of the anchor of FIG. 16; 
FIG. 18 is a plan vieW of the unembedded portion of anchor 

of FIG. 16; 
FIG. 19 is a detailed sectional side vieW of the handle 

secured to the container; 
FIG. 20 is a side vieW of the spaced apart components 

container, anchor, and handle; 
FIG. 21 is a plan vieW of the handle engaging the anchor, as 

vieWed from the inside of the container (not shoWn); 
FIG. 22 is a sectional vieW the handle secured to the anchor 

taken along lines 22-22 of FIG. 21; and 
FIG. 23 is a perspective vieW of another embodiment of an 

anchor. 

DETAILED DESCRIPTION 

Referring in more detail to the draWings, FIG. 1 shoWs a 
perspective vieW of an embodiment of a container and handle 
assembly 10. Assembly 10 comprises container 12 having a 
neck 13 and a body 14, and a handle 40 that is formed 
separately from (e.g., post bloW mold) yet attachable to con 
tainer 12. FIG. 1 depicts a substantially ?at sideWall, although 
container 12 and body 14 may be of any shape used forplastic 
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bottles. Anchor 20 is partially embedded in body 14 (embed 
ded portion indicated by dotted lines) and provides an attach 
ment site for securing handle 40 to container 12. 

The container 12 may comprise any plastic material, e.g., a 
polyethylene terephthalate (PET) beverage bottle or the like, 
to de?ne an interior volume in Which a product is to be 
received. The container 12 can be bloW molded, injection 
molded, or the like. Handle 40 is formed separately from the 
container 12, and can be prepared by injection molding or the 
like. Handle 40 may be formed of a different plastic material 
and/ or color than the container 12, thereby increasing the 
choice of materials available and potentially reducing the 
material cost of the overall container and handle assembly. 
For example, the handle 40 may be formed of any suitable 
packaging material such as polypropylene or the like. Provid 
ing the handle 40 separately from and after the container 12 is 
formed can simplify the design of the container 12 and of the 
mold used to make it. 

Container 12 is constructed to be secured to handle 40 by 
engaging respective attachment sites. FIGS. 2 and 3 depict 
one embodiment of a handle 40 separate from the container of 
FIG. 1, Where handle 40 can have the shape of a collar, such 
as a ?attened elliptical collar comprising tWo opposing sub 
stantially planar bands 42a and 42b joined by curved bands 
43. Band 42a contains an attachment site 50 that mates With 
a corresponding attachment site on anchor 20, Whereas the 
other band 42b can be a gripping portion for a user to grasp the 
handle. An inner Wall 45 of band 42b may include ergonomic 
features such as ribbed ?nger recesses that match the contours 
of a user’s ?ngers to enhance the gripping (FIG. 3). 

FIG. 2 shoWs a plan vieW of band 4211 containing attach 
ment site 50. Attachment site 50 has a disk-like opening With 
an inner diameter 55. TWo opposing arcuate strips 52 are 
situated on inner diameter 55, Where each strip features 
opposing concave recesses 53. The strips 52 de?ne the shape 
of slot 51 as a rectangular opening With a circular bulge at the 
midpoint provided by recesses 53. 

To impart a suf?cient thickness to attachment site 50 for 
accommodating arcuate strips 55, the thickness of edges 47 of 
band 4211 can taper from a maximum at site 50 to a minimum 
at curved band 43 (thinnest portion). This design can mini 
miZe the amount of material used to make handle 40 Without 
requiring the entire handle 40 to have the same thickness. 
Like curved band 43, the center of band 42b can maintain the 
same minimum thickness except for the step in thickness to 
site 50, resulting in depression 49 de?ned by edges 47 and site 
50. HoWever, it can be appreciated that the entire handle can 
be formed With the same thickness. 

FIGS. 4-7 shoW tWo plan and tWo side vieWs of anchor 20 
prior to embedding in a container. Embedding involves bloW 
molding a preform or parison formed by injection or extru 
sion molding) around the anchor such that the container body 
envelops a portion of the anchor, preferably With minimal loss 
to the integrity of the container body. Thus, the anchor is 
formed prior to container formation, and the anchor is embed 
ded in the container body during the bloW molding process. 
This is distinguished from certain prior art containers use 
integrally formed portions to provide attachment sites for 
handles, e. g., hooks. HoWever, such a design can add further 
complexity to the mold cavity and molding process. Other 
prior art handles can be fused or Welded to a container With 
the aid of energy directing protrusions integrally connected to 
the handle, to alloW the container to deform around the pro 
trusion. HoWever, this handle can only be connected using 
special machinery available to only a feW users. In contrast, 
the present invention provides a stand-alone container having 
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4 
an anchor attachable to a separately formed handle, Which can 
be attached by a Wide variety of users. 

FIG. 5 depicts a side vieW of anchor 20 having an embed 
ded portion 22 (after being embedded in the body), and unem 
bedded portion 21. Boundary 28 lies betWeen the embedded 
(22) and unembedded (21) portions and is de?ned by engage 
ment recesses 29. Recesses 29 provide boundary 28 With a 
smaller diameter, Which, during the bloW molding process, 
alloWs body 14 to form a pocket around embedded portion 22 
and effectively “clasp” anchor 20 in place, leaving portion 21 
unembedded. By this arrangement, removing anchor 20 
Would be dif?cult and can only be achieved by damaging the 
body. 
Unembedded portion 21 comprises circular base 27 imme 

diately adjacent boundary 28. Cylindrical post 26 is coaxially 
situated on base 27 and supports tabs 25a and 25b at its end. 
Tabs 25a and 25b are substantially ?at and lie parallel to base 
27. Tabs 25a and 25b form the mating attachment site that 
engages With the attachment site 50 of handle 40. From the 
plan vieW of unembedded portion 21 of FIG. 7, it can be seen 
that tabs 25a and 25b have a generally arcuate shape at their 
ends (distal from post 26). The arc of one of the tabs (shoWn 
here as tab 2511) can be interrupted by a notch 30, resulting in 
tab 25a terminated by tWo projections 31 and 32 sandWiching 
notch 30. Notch 30 can help lock tab 25a in place to further 
secure handle 40 to anchor 20, as described in more detail 
beloW. 

FIG. 8 is a detailed cross-sectional side vieW of the handle 
40 secured to anchor 20, Which is partially embedded in body 
14. FIG. 9 provides an schematic vieW of spaced apart com 
ponentsibody 14, anchor 20, and handle 40. To accommo 
date anchor 20, body 14 forms a pocket 16 that conforms to 
the shape of the embedded portion 22 (e.g., feet 23) of anchor 
20. In actual use, pocket 16 is not spaced apart from anchor 20 
as shoWn in FIG. 9. Rather pocket 16 is formed during the 
bloW molding process Where body 14 is formed around feet 
23 of anchor 20. This process can be carried out by placing 
anchor 20 in the bloW mold cavity and radially expanding a 
preform, resulting in container 12 entrapping the anchors 
Within the body. 

Handle 40 is secured to anchor 20 by placing slot 51 (FIG. 
2) over unembedded tabs 25a and 25b. Concave recesses 53 
of handle 40 accommodate the shape of cylindrical post 26 of 
anchor 20 (FIG. 5) and helps ensure that post 26 is coaxial 
With the holloW disk of handle attachment site 50. The handle 
is then turned 90 degrees to slide arcuate strips 52 under tabs 
25a and 25b (FIGS. 8 and 11). To lock tabs 25a and 25b in the 
secured position, a doWel 54 can be provided on one of strips 
53 ofhandle 40 (FIG. 12). In this design, projection 32 oftab 
2511 can be tapered, alloWing the taper to ride over doWel 54 
and snapping doWel 54 of the anchor Within notch 30 of the 
handle. FIG. 10 is a plan vieW of the assembled anchor/handle 
portions as vieWed from the inside of the container (not con 
tainer), shoWing the embedded anchor portion 20. 
The embodiment described above features a snap-?t 

attachment mechanism betWeen the anchor and handle. The 
attachment site of the anchor (embedded in the container) 
provides a tab that can engage With a slot of the handle. It can 
be appreciated that other designs are possible, e. g., Where the 
anchor provides a slot to receive a tab from the handle. Alter 
natively, other snap -?t mechanisms can be designed, or other 
nonsnap-?t mating features incorporated into the assembly, 
e.g., a tongue and groove ?tting. 

For example, FIG. 13 provides another embodiment of a 
container and handle assembly 100 formed by using anchor 
120, embedded in body 114 of container 112, to secure handle 
140. Here, anchor 120 features tWo anchoring points 123. 
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Anchoring points 123 can be spaced a desired distance and 
can allow the use of longer handles. Moreover, anchor 120 
incorporates a track or groove, Which can receive a corre 

sponding tab. 
FIGS. 14 and 15 shoW plan and sectional side vieWs of 

handle 140. Again, handle 140 can take the form of a collar 
comprising tWo opposing substantially planar bands 142a 
and 1421) joined by a loWer curved portion 143, Where band 
142a contains the mating attachment to anchor 120. In con 
trast to the previous embodiment, the tops of bands 142a and 
14219 are joined by an inclined band 144. Moreover, band 
142a curves outWard (relative to the inner Walls of handle 
140) until terminated at point 148. As a result, the outer Wall 
of band 14211 has a pro?le that can conform to the shape of the 
container. It Will be appreciated that the containers can be of 
any shape and consequently band 14211 of handle 140 can also 
take the shape that conforms With the bottle. As With the 
previous embodiment, the inner Wall 145 of band 142!) can 
have ribbed ?nger recesses for grasping. 

Set into the outer face of band 14211 is a channel 150 
spanning a portion of the length of band 142a. Channel 150 is 
formed from tWo opposing inner Walls joined by a ?oor 154 
and a back Wall 155. Each inner Wall contains a ledge 152 that 
is set off a height from ?oor 154, Where each ledge 152 runs 
the length of the inner Wall, i.e. from the back Wall 155 of 
channel 150 to tapered end 153. The ledges 152 are designed 
to slidably receive a groove provided by the anchor 120, e. g., 
as a tongue and groove type ?tting. Floor 154 can optionally 
contain rib 156 to engage a notch in the anchor to lock the 
anchor in place (e.g., notch 127 of FIG. 18). 

FIGS. 16-18 provide tWo side and plan vieWs of anchor 
120. Anchor 120 features unembedded and embedded por 
tions 121 and 122, respectively, and are “separated” by 
boundary 128, as de?ned by engagement recesses 129. 
Engagement recesses 129 alloW the container 112 to envelop 
and retain embedded portion 122. Embedded portion 122 
comprises tWo outWardly extending anchor points 123, Which 
Will reside in a conforming pocket 116 (see FIG. 19) in 
container 112. The anchor points 123 converge When pro 
ceeding from their ends toWard boundary 128. Extending 
from boundary 128 toWard the unembedded portion 121 is a 
supporting beam 124. The top of beam 124 (FIG. 18) features 
an optional mid-point depression 126 running the length of 
beam 124, and an optional mid-point notch 127 the Width of 
beam 124 (and perpendicular depression 126). Depression 
126 can function as a venting pathWay to prevent the forma 
tion of air pockets that may hamper the integrity of the con 
tainer and/ or the engagement of anchor 120 by the container. 
Notch 127 can be used as an additional securement point for 
anchor 120 by engaging ridge 156 of handle 140 (FIGS. 14 
and 15). 
Beam 124 has grooved edges 125 having a height suf?cient 

to slidably receive ledges 152 from handle 140, as illustrated 
in FIGS. 19-22. FIG. 20 schematically shoWs body pocket 
116, Which results from bloW molding body 114 around 
anchor points 123. In this orientation, grooved edges 125 run 
substantially parallel to the sideWall of the container. Sliding 
handle 140 through grooved edges 125 secures the handle to 
the container. 

FIG. 23 provides another embodiment of an anchor having 
additional features. Anchor 220 (Which can also engage 
handle 140) has tWo anchoring ends 223, each end 223 pro 
viding an extended base end 222 to cover a Wider area than 
points 123 of previously described anchor 120. Extended 
base ends 222 can take the form ofa circle, square (FIG. 23), 
rectangle, oval, or other oblong shape. Extended base ends 
222 provide an additional area for a container to deform 
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6 
around and can enhance the bonding of the anchor to the 
container. FIG. 23 also shoWs a beam 224 that supports the 
anchor ends 223 and contains a groove 225 for ?tting ledges 
supplied by an attachable handle. The groove 225 can be 
provided With vent holes 227 to prevent the formation of air 
pockets in the container body. The top of beam 224 (not 
shoWn) can optionally contain a notch to engage a corre 
sponding rib of the handle. Recesses 226 lie betWeen anchor 
ing ends 223 and beam 224 to alloW a container to embed 
anchor 220 in a corresponding pocket. 
The embodiments described herein depict the anchor 

embedded in the sideWall of the container body. Other 
embodiments can provide the anchor embedded in the con 
tainerbase for products that are desirably stored upside doWn, 
e.g., shampoo bottles, intravenous ?uid housings, etc. Thus, 
“handle” can encompass hooks, catches, or other design for 
handling the bottle. In other embodiments, more than one 
anchor can be used and embedded in different sites, e.g., 
different sideWalls, a sideWall and a base, etc. 

Another embodiment provides a method of making a con 
tainer having partially embedded anchor(s). The anchor(s) 
are partially embedded by bloW molding a portion of the 
container body around the anchor ends or feet. The bloW 
molding can be performed by any method knoWn in the art, 
e.g., extrusion bloW molding, stretch bloW molding, etc. In 
one embodiment, the bloW molding comprises placing the 
anchor(s) along With a preform in a bloW molding cavity, and 
axially stretching the preform such that the container body 
partially entraps the anchor(s). This process can be performed 
in an analogous manner to that described in Us. Pat. No. 
6,855,289, Which describes bloW molding a container about a 
retaining member of a handle, the disclosure of Which is 
incorporated herein by reference. 

There has thus been described embodiments of a container 
and handle assembly that provides various bene?ts. Forming 
a combined handle separate from the container enables the 
container to be of a simpler design and permits the use of a 
standard bloW molder. The handle may be secured onto the 
container With conventional packaging assembly equipment. 
The material used for the containerbody can be different from 
the material used for the handle, anchor, and/ or ?nish. Desir 
ably, a less expensive material can be chosen for each part to 
provide a more economical manufacture While still achieving 
the desired functions. The handle, anchor, and/or container 
may also be formed of different colors and by different meth 
ods than the container body, as desired for a Wide range of 
applications. 
A number of modi?cations and variations Will readily sug 

gest themselves to persons of ordinary skill in the art in vieW 
of the foregoing description. Directional Words such as top, 
bottom, upper, loWer, radial, circumferential, lateral, longitu 
dinal and the like are employed by Way of description and not 
limitation. The invention is intended to embrace all modi? 
cations and variations that fall Within the scope of the 
appended claims. 

The invention claimed is: 
1. A container and handle assembly comprising: 
a container having a bloW molded plastic container body; 
a plastic anchor separately formed from the container and 

having at least one portion embedded in the container 
body by bloW-molding the container body around the 
embedded anchor portion and having an unembedded 
portion With an attachment site; and 

a handle having a mating attachment site for engaging the 
attachment site of the unembedded portion of the 
anchor; 
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the anchor comprising tWo embedded portions and a sup 
porting beam extending between the tWo embedded por 
tions, the anchor attachment site being disposed along a 
length of the supporting beam; and 

the handle being in the shape of a collar having opposing 
inner and outer bands joined at each end, the outer band 
comprising a gripping portion spaced apart from the 
container body, and the inner band being disposed along 
the beam and including the mating attachment site dis 
posed along a length of the beam to support the handle 
on the container. 

2. The assembly of claim 1, Wherein the anchor attachment 
site comprises a slot and the mating attachment site of the 
handle comprises a tab receivable by the slot. 

3. The assembly of claim 2, Wherein the slot comprises a 
groove and the tab comprises a ledge, the groove capable of 
slidably engaging the ledge. 

4. The assembly of claim 3, Wherein the groove comprises 
at least one stop to lock the ledge Within the groove. 

5. The assembly of claim 1, Wherein the container is made 
of one plastic material, and the handle is made of a different 
plastic material. 
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6. The assembly of claim 5, Wherein the plastic material of 

the container body is polyethylene terephthalate and the plas 
tic material of the handle is polypropylene. 

7. The assembly of claim 5, Wherein the container com 
prises a polyethylene terephthalate beverage container. 

8. The assembly of claim 7, Wherein the container com 
prises an integral bloW-molded and substantially transparent 
PET beverage container. 

9. The assembly of claim 1, Wherein the attachment site and 
mating attachment site comprise a tongue and groove type 
?tting. 

10. The assembly of claim 9, Wherein the attachment site 
comprises a pair of elongated grooves disposed along oppo 
site side Walls of the supporting beam. 

11. The assembly of claim 10, Wherein the mating attach 
ment site comprises a pair of elongated ledges Which slidably 
?t Within the grooves. 

12. The assembly of claim 1, further comprising: 
means for locking the anchor to the handle. 
13. The assembly of claim 1, Wherein the tWo embedded 

portions have extended base ends providing an additional 
area for the container to deform around and secure the anchor 
to the container body. 
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