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To all whom it may concern: 

Be it known that I, Mnnous HUNTER, a citi 
Zen of the United States, residing in the bor 
ough of Brooklyn, county of Kings, State of 
New York, have invented a new and useful 
Funnel, of which the following is a speci? 
cation. 
My invention is an improvement in funnels, 

and applies to all kinds of funnels that are 
used for transferring any liquid from one re— 
ceptacle to another; and the object of this im 
provement is to do away with the bubbling 
and gurgling of the liquid which is caused by 
the escaping air from the receptacle into which 
the liquid is running. This is accomplished 
by means of vent-holes which are in the neck 
of my funnel. These holes allow the air 
which is displaced by the liquid to escape 
through the neck of the funnel without ob~ 
structing the ?ow of the liquid. I attain this 
object by the mechanism illustrated in the ac 
companying drawings, in which~ 
Figure 1 is the entire funnel; Fig. 2, a view 

of the top'of the funnel; Fig. 3, a view of the 
pipe of the funnel; Fig. 4:, a view of the neck 
of the funnel, showing the four vent-holes. 
Referring to the drawings7 A designates the 

body of the funnel, which is provided with the 
spout B and at the junction thereof with the 
collar 0, which is tapered in opposite direc 
tion to the body A and is provided with a se 
ries of vent-openings D, arranged circumfer 
entially about the spout B, so that when the 
spout B is projecting into a bottle or any other 
receptacle the under surface of the collar C 
will rest upon the same, so that the vent-open 
ings D will be above the space surrounding 
the spout B and the interior of the mouth of 
the receptacle, thus allowing the escape of air 
from the receptacle as the liquid enters from 

the funnel into the same. By this means the 
?ow of liquid from the funnel is always as 
sured, so that the air within the receptacle 
does not become bound, and thus prevent pas 
sage of the liquid into the receptacle. 

I am aware that prior to my invention fun 
nels have been made with pipes that taper to 
a point, or nearly so; but such funnels had no 
vent-holes, and the liquid did not ?ow freely, 
owing to the escaping air, which had to pass 
through the liquid. ‘ 
What I claim as new, and desire to secure 

by Letters Patent, is— 
The herein-described funnel consisting of 

the tapered body A, a cylindrical spout B into 
which the tapered body terminates, and a col 
lar O surrounding said spout at its junction 
with the tapered'body portion having a down 
wardly and outwardly ?aring body substan 
tially concaved upon its inner face, said col 
lar being further provided with a series of 
openings through the body thereof interme 
diate of its extreme circumference and its cen 
tral opening surrounding the spout, whereby 
when the spout B is inserted in the mouth of 
a bottle the extreme rim of the collar C will 
rest upon the upper edge of the mouth of the 
bottle pressing the concaved portion over the 
opening of the mouth so that the openings of 
the collar will allow the space of the mouth 
which surrounds the spout B to be in commu 
nication with the outside air. 

In testimony whereof I have signed my name 
to this speci?cation in the presence of two sub 
scribing witnesses. 

MARCUS HUNTER. 

Witnesses: ‘ 

LAWRENCE O’DoNoHon, 
JAMES Douonun. 
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