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To all whom, 712’; may concern.- ‘ 

Be it known thatI, JAMES LISLE, a citizen of 
the United States, residing at Sargent, in the 
county of Custer and State of Nebraska, have 
invented new and useful Improvements in De 
vices for Extracting Rods, &c., from Wells, 
of which the following is a speci?cation. 
My invention has relation to devices for eX 

tracting purnp~rods and other articles from 
drilled wells; and it consists‘ in the novel con 
struction and arrangement of its parts, as 
hereinafter shown and described. 
The object of the invention is to provide a 

device adapted to be lowered in drilled wells, 
said device being so constructed as to surround 
and grip an object in the well, such as a broken 
pump-rod, and as the device is drawn to the 
mouth of the well the said object is carried 
with it. 
The device consists, primarily, of two or 

more bands of approximately the same diame 
ter as the well, with vertical bars connecting 
the said bands together, said bars being bev 
eled off at their lower ends, one of the said 
bars having a rest, with a concave socket ex 
tending transversely thereof, with a catch 
having a rounded end fitting in said socket, 
the opposite edge of the said catch being sharp 
ened and concaved, and a flexible connection 
attached at one end to the corner of said catch, 
said connection extending up through the de 
vice and out at the mouth of the well. 

In the accompanying drawings, Figure 1 is 
a transverse sectional view of a well, showing 
the device in section located therein. Fig. 2 
is a horizontal sectional view of the device cut 
‘on the line 2 2 of Fig. 1. Fig. 3 is a perspec 
tive view of the catch. 
The device consists of the bands 1 and 2, 

which are substantially the same diameter as 
the well. The vertical bars 3 3 connect the 
said bands 1 and 2 together. The lower ends of 
the said bars are beveled, as at 4:, and are bent 
back slightly, as indicated in Fig. 1. The up 
per band 1 is provided with a bail 5, to which 
is attached the rope 6, by means of which the 

device is raised and lowered in the well. One 
of the bars 3 is provided with an integral in 
wardly-extending lug 7, which is provided in 
its upper side with the concave groove 8, ex 
tending transversely thereof. The catch 9 is 
provided with the rounded end 10, which rests 
in the said groove 8. The opposite edge of 
said catch is concaved and sharpened, as at 11, 
the breadth of the said catch increasingto 
ward the curved sharpened edge, but its thick 
ness diminishing toward the said edge. The 
lower end of the wire or cord 12 is attached 
to the projecting corner 13 of the said catch, 
whereby the said catch may be manipulated 
and caused to disengage the article being re 
moved from the well. 
The device operates as follows: It is lowered 

into the well, and the pump rod or tube is re 
ceived in the space between the bars 3 3 and 
assumes a position as indicated by dotted lines 
in Fig. 1,when the sharpened edge 11 of the 
catch 9 comes in contact with the side of the 
object being removed and impinges the same 
in a manner as shown in Fig. 2, when. the said 
object may be readily drawn out of the well, 
together with the device. 
Having described my invention, what I 

claim as new, and desire to secure by Letters 
Patent, is 

1. A device of the character as described 
consisting oi‘ a receptacle, a catch pivotally 
supported therein and having a concave sharp 
ened edge and a projecting corner and an op- 
crating-cord attached to said corner. 

2. A device of the character as described 
consisting of a receptacle, a catch pivotally 
supported therein said catch being thickest 
and narrowest at its pivoted end and broadest 
and thinnest at its opposite edge. 

In testimony whereof I a?ix my signature in 
presence of two witnesses. 

JAMES L] SLE. 

Witnesses: 
(Inns. NICOLAI, 
H. A. SHERMAN. 
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