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HANDLE THUMB WHEEL MECHANISM 
WHICH MAINTAINS HOLDING FORCES 
WHEN STERILIZED AND WHEN ENGAGED 

FIELD OF THE INVENTION 

This invention relates to a thumb Wheel mechanism for a 
de?ectable tip catheter. More particularly, this invention 
relates to a thumb Wheel mechanism With a minimized com 
pression force in a neutral position and a locking frictional 
force in an engaged position. 

BACKGROUND OF THE INVENTION 

A tWo dimensional/three dimensional steerable catheter 
can de?ect four pull cables, generating curves in four differ 
ent planes. Currently, this is accomplished by having a distal 
tip segment that can be de?ected into four independent quad 
rants using separate pull cables attached to a distal tip. The 
four pull cables are controlled by tWo independent mecha 
nisms. One of the mechanisms consists of a thumb Wheel that, 
When rotated both in a clockWise and a counterclockwise 
direction from a neutral position, generates tension to tWo of 
the four independent cables. The second mechanism utiliZes 
a slider control, Which When slid forWard and backWard from 
a neutral position, generates tension to the remaining tWo 
independent cables. The construction and operation of the 
thumb Wheel mechanism is further described in US. Pat. No. 
5,611,777 to BoWden, Russel W., FalWell, Gary S. et al, 
issued Mar. 18, 1997 and US. Pat. No. 5,904,667 to FalWell, 
issued May 18, 1999, each of these patents is hereby incor 
porated by reference in its entirety. After the user actuates 
either of the handle mechanisms, it is desired that the degree 
of de?ection be maintained until actively changed by the user. 
Therefore, each of the mechanisms must generate a frictional 
holding force Which is larger than the unloading force of a 
fully actuated curve. 

HoWever, the frictional holding force has been found to 
signi?cantly decrease after the materials Which make up the 
mechanism are exposed to 65° C. during the steriliZation 
cycle. The reason for this degradation in holding force is that 
residual stresses are introduced during the assembly of the 
handle. These stresses appear to be close to the yield strength 
of the materials used Within the assembly at ambient tempera 
tures. When the materials are exposed to an elevated tempera 
ture, they experience a decrease in modulus, causing the 
materials to yield Within the assembly resulting in a decrease 
in holding force. 

SUMMARY OF THE INVENTION 

The thumb Wheel mechanism is exposed to elevated tem 
peratures When it is in neutral position during steriliZation. By 
reducing the stress on the mechanism While in neutral posi 
tion, this invention minimiZes the amount of stress to the 
thumb Wheel mechanism While it is exposed to an elevated 
temperature during sterilization. This is accomplished by 
applying a minimal compression load to the thumb Wheel 
mechanism in neutral position. 

DESCRIPTION OF THE DRAWINGS 

FIG. 1a is a top vieW of a handle half of the thumb Wheel 
mechanism according to an embodiment of the present inven 
tion; 

FIG. 1b is a sectional side vieW of a divot in the handle half 
of FIG. 111 along line 1b-1b according to an embodiment of 
the present invention; 
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2 
FIG. 2 is a top vieW of the thumb Wheel mechanism accord 

ing to an embodiment of the present invention; 
FIG. 3a is an exploded side sectional vieW of the thumb 

Wheel mechanism of FIG. 2 along line 3-3 according to an 
embodiment of the present invention; 

FIG. 3b is a side section vieW of the thumb Wheel mecha 
nism of FIG. 2 along line 3-3 With one of the balls nested into 
the base of the handle half according to an embodiment of the 
present invention; 

FIG. 30 is a side section vieW of the thumb Wheel mecha 
nism of FIG. 2 along line 3-3 With one of the balls located on 
the level surface outside one of the divots on the handle half 
according to an embodiment of the present invention; 

FIG. 4a is a top vieW of a handle half of the thumb Wheel 
mechanism including multiple divots of varying depths With 
divots having a maximum depth surrounding the divots cor 
responding to a neutral position of the thumb Wheel according 
to an alternative embodiment of the present invention; 

FIG. 4b is a sectional side vieW of a portion of the divots in 
the handle half of FIG. 411 along line 4b-4b according to an 
alternative embodiment of the present invention; 

FIG. 5a is a top vieW of a handle half of the thumb Wheel 
mechanism including multiple divots of varying depths With 
divots having a minimum depth surrounding the divots cor 
responding to a neutral position of the thumb Wheel according 
to an alternative embodiment of the present invention; 

FIG. 5b is a sectional side vieW of a portion of the divots in 
the handle half of FIG. 511 along line 5b-5b according to an 
alternative embodiment of the present invention; 

FIG. 6a is a top vieW of a handle half of the thumb Wheel 
mechanism including a divot ramp With a continuum of vary 
ing depths according to an alternative embodiment of the 
present invention; 

FIG. 6b is a sectional side vieW of a portion of the divots in 
the handle half of FIG. 611 along line 6b-6b according to an 
alternative embodiment of the present invention; 

FIG. 7a is a top vieW of a handle half of the thumb Wheel 
mechanism including a divot ramp With a continuum of vary 
ing depths connected to the divots according to an alternative 
embodiment of the present invention; and 

FIG. 7b is a sectional side vieW of a portion of the divots in 
the handle half of FIG. 711 along line 7b-7b according to an 
alternative embodiment of the present invention. 

DETAILED DESCRIPTION OF EXEMPLARY 
EMBODIMENTS 

As shoWn in FIGS. 1a, 1b, 3a, 3b and 30, one embodiment 
of the invention consists of thumb Wheel mechanism 5 as 
folloWs: a handle half bolt circle 10 With three equally spaced 
full radius divots 12. Three equally spaced counter bores 16 
on a thumb Wheel 20 (as shoWn in FIG. 3a) to the handle half 
10 are positioned on the thumb Wheel 20. Three stainless steel 
balls 18 are pressed into each of the three counter bores 16 in 
the thumb Wheel 20. The balls 18 can also be constructed from 
plastic, such as a polymer, nylon, Delrin® (manufactured by 
Hi-Tech Pro?les, Inc., PaWcatuck, Conn.) and ABS® (manu 
factured by Hi-Tech Pro?les, Inc., PaWcatuck, Conn.). The 
balls 18 either are nested into the base of the divots 12 or ride 
just outside the divots 12 on a level surface 15 of the handle 
half 10 along an arcuate path indicated as 13 in FIG. 1a. A 
friction disk 22 is inserted under the head of a shoulder screW 
24. The shoulder screW 24 and passes through the thumb 
Wheel 20 acting as an axial and is screWed to the handle half 
10. Varying the depth of the shoulder screW 24 controls the 
compression rate of the friction disk 22. When the thumb 
Wheel mechanism 5 is assembled and placed in the neutral 
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position, all three balls 18 are nested into the base of the divots 
12. In this position, the friction disk 22 is under minimal 
compression. This enables the thumb Wheel mechanism 5 to 
be under minimal stresses in neutral position. Since all ster 
iliZation and aging is performed With the thumb Wheel 
mechanism 5 in neutral position, this results in little to no 
change in holding force post steriliZation and aging. As the 
thumb Wheel 20 is rotated, the three balls 18 ride out of the 
divots 12 on surface 15 and thereby increase the compression 
forces on the friction disk 22. FIG. 1b is a sectional side vieW 
of a divot in the handle half of FIG. 111 along line lb-lb 
according to an embodiment of the present invention. 
One advantage of the illustrated embodiment of the present 

invention is that the thumb Wheel mechanism 5 can be rotated 
to hold a curve in the catheter Which it controls Without 
requiring a separate locking device. Also, the illustrated 
embodiment is able to maintain constant friction after it has 
been exposed to elevated temperatures and overcomes prob 
lems With material creep commonly associated With plastic 
components in a compression state under elevated tempera 
tures. The balls 18 and divots 12 of the illustrated embodi 
ment also provide tactile detents Which indicate to the user 
that the thumb Wheel mechanism 5 is in neutral position. 
Furthermore, the illustrated embodiment enables the thumb 
Wheel mechanism 5 to maintain its set force after it has been 
through repeated temperature cycles. This provides an advan 
tage if a catheter is subjected to repeated sterilization cycles 
required for re-processing or re-use. The illustrated embodi 
ment also enables handle holding forces to be easily set in 
manufacturing. 

FIG. 2 is a top vieW of the thumb Wheel mechanism 5 
according to an embodiment of the present invention, includ 
ing a portion of the thumb Wheel 20 protruding outside the 
handle of the catheter. FIG. 3a is an exploded side sectional 
vieW of the thumb Wheel mechanism 5 of FIG. 2 along line 
3 -3 according to an embodiment of the present invention. The 
thumb Wheel mechanism 5 is shoWn, including the thumb 
Wheel 20 With a bore 16 and the handle half 10 With a divot 12. 
Also shoWn is the shoulder screW 24, the friction disk 22 
located as assembled under the head of the shoulder screW 24 
and threaded inserts 17 and set screW 19. The inserts 17 and 19 
secure the shoulder screW 24 as an axial through the thumb 
Wheel 20 and attach the screW 24 to the handle half 10. 

FIG. 3b is a side section vieW of the thumb Wheel mecha 
nism of FIG. 2 along line 3-3 With one of the balls 18 nested 
into the base of the handle half 10 according to an embodi 
ment of the present invention. Also shoWn is the relationship 
betWeen the shoulder screW 24, the friction disk 22 and the 
threaded inserts 17 and set screW 19 as assembled. The posi 
tioning of the balls 18 nested into the divots 12 When the 
thumb Wheel 20 is in neutral position results in a height hl of 
the friction disk 22. Also in this embodiment, the thumb 
Wheel 20 contacts the handle half 10. In alternative embroil 
ments, the thumb Wheel 20 need not contact the handle half 
10, such as When the diameter of the balls 18 is greater than 
the combination of depths of the bores 16 and their corre 
sponding divots 12. 

FIG. 30 is a side section vieW of the thumb Wheel mecha 
nism 5 of FIG. 2 along line 3-3 With one of the balls 18 located 
on the level surface 15 outside of the divots 12 on the handle 
half 10 according to an embodiment of the present invention. 
The positioning of the balls 18 on the level surface 15 outside 
the divots 12 When the thumb Wheel 20 is engaged results in 
an upWard force on the friction disk 22. Therefore, the friction 
disk 22 is compressed to a height h2, Where h2 is less than hl. 
An example of the dimensions of the FIGS. 3a, 3b and 3c 
embodiment is as folloWs: the diameter of the balls 18 is 0.125 
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4 
inches; the depth of the bores 16 is 0.01 inches; the depth of 
the divots 12 is 0.018 inches; the height hl of the friction disk 
22 With the thumb Wheel 20 in neutral position is 0.100 
inches; the height h2 of the friction disk 22 With the thumb 
Wheel 20 engaged is 0.82 inches. 

FIG. 4a is a top vieW of an alternative embodiment of the 
handle half 10 With additional divots 16, 18, 20, 21 and 23. 
The additional divots 16, 18, 20, 21, and 23 are located on the 
arcuate path 13 folloWed by the balls 18 betWeen divots 12. 
Divots 12 correspond to the placement of balls 18 in the 
neutral position of the thumb Wheel 20. It has been deter 
mined that the force on the thumb Wheel 20 as the thumb 
Wheel 20 is engaged to tension a cable into a curve is inversely 
proportional to the compression load on the friction disk 22 
and the relationship is generally linear. Therefore, as the 
thumb Wheel 20 is engaged to relocate the balls 18 out of the 
divots 12 to the surface 15 de?ned by the path 13, there is a 
retention force at each point necessary to maintain the curva 
ture of the cable. The transition from the depth of the divots 12 
to the level surface 15 de?ned by the path 13 Without further 
depressions (for example, as shoWn in FIGS. 1a and 1b) can 
exceed the retention force required to maintain the curvature 
of the cable at points along path 13. In this embodiment, the 
additional divots 16, 18, 20, 21 and 23 provide varying depths 
(for example, a maximum depth for divots 16 to a minimum 
depth for divots 23) Which still provide the required retention 
force but also provide additional tactile indents to enable the 
user to optimiZe control of rotation of the thumb Wheel 20 in 
relation to the curvature achieved. More particularly, the 
maximum depth is less than the depth of divots 12 Which 
provide a neutral position of thumb Wheel 20. For example, 
the depth of divots 12 is 0.018 inches; the depth of divots 16 
is 0.012 inches; the depth of divots 18 is 0.008 inches; the 
depth of divots 20 is 0.006 inches; the depth of divots 21 is 
0.004 inches; and, the depth of divots 23 is 0.002 inches. In an 
alternative embodiment, the depth of each of divots 16, 18, 
20, 21 and 23 can be equal and can provide a retention force 
for maintaining the curvature of the cable achieved by rotat 
ing the thumb Wheel 20. 

FIG. 4b is a sectional side neW of FIG. 411 along line 4b-4b 
including a cross section of divots 12 and 14. The variation in 
the depth of divots 12 and 14 is illustrated With the divots 12 
depth being greater than the divots 14 depth. 
A further alternative embodiment is shoWn in FIG. 511 as a 

top vieW of a handle half 10 With additional divots 26, 28, 30, 
32 and 34. The additional divots serve the same purpose as the 
FIG. 4a divots, hoWever, in this embodiment, the divots vary 
from a minimal depth for divots 26 to a maximum depth for 
divots 34. For example the depth of divots 12 is 0.018 inches; 
the depth of divots 26 is 0.002 inches; the depth of divots 28 
is 0.005 inches; the depth of divots 30 0.008 inches; the depth 
of divots 32 is 0.012 inches; and, the depth of divots 34 is 
0.016 inches. 

FIG. 5b is a sectional side vieW of FIG. 511 along line 5b-5b 
including a cross section of divots 12 and 26. The variation in 
the depth of divots 12 and 26 is illustrated With the divot 12 
depth being greater than the divot 26 depth. 

FIG. 611 provides a further alternative embodiment based 
on a top vieW of handle half 10 With ramped divots 36. The 
ramp divots 36 are located on the arcuate path 13 betWeen 
each of the divots 12 along Which the balls 18 move. There is 
a level surface 15 in betWeen the divots 12 and the ramp divots 
36. The ramp divots 36 provide a varying depth from a mini 
mum depth closest to divots 12 to a maximum depth at a point 
equidistant from tWo divots 12 along the arcuate path 13 (i.e., 
the location of divots 34 in FIG. 5a) In an alternative embodi 
ment, the ramp can be oriented With a maximum depth closest 
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to the divots 12 and a minimum depth at a point equidistant 
from tWo divots 12. The ramp 36 can also include an undu 
lating shape, tooth patterns or any other shape Where the 
maximum depth is less than the depth of divots 12. 

FIG. 6b is a sectional side vieW of FIG. 611 along line 6b-6b 
including a cross section of divots 12 and ramp divots 36. 
There is a level surface 15 in betWeen divots 12 and 36 and the 
maximum depth of divot 36 is less than the depth of divot 12. 

FIG. 711 provides a further alternative embodiment based 
on a top vieW of handle half 10 With ramped divots 38. In this 
embodiment the ramped divots abut divots 12 at the maxi 
mum depth of divots 38 then divots 38 incline to a minimum 
depth at a point equidistant from divots 12 along the arcuate 
path 13. 

FIG. 7b is a sectional side vieW of FIG. 711 along line 7b-7b 
including a cross section of divots 12 and ramp divots 38, 
shoWing the connection of divots 12 and ramp 38. The maxi 
mum depth of divots 36 is less than the depth of divots 12. 
We claim: 
1. A thumb Wheel mechanism for use With a de?ectable tip 

catheter With reduced stress in neutral position, the thumb 
Wheel mechanism comprising: 

a thumb Wheel having a ?rst upper surface opposing a ?rst 
loWer surface, the ?rst loWer surface including a bore 
and a ball connected to the bore, the ball having a diam 
eter greater than the depth of the bore; 

a handle half having a second upper surface opposing a 
second loWer surface, the second upper surface includ 
ing a divot, the ?rst loWer surface being positioned over 
the second upper surface and the divot being aligned 
With the bore so that When the thumb Wheel is in a neutral 
position, a portion of the ball extending beyond the ?rst 
loWer surface rests in the divot; and 

the thumb Wheel further comprising a friction disk, 
Whereby When the thumb Wheel is in the neutral posi 
tion, a minimal compression load is applied to the fric 
tion disk due to the location of the ball in the divot and 
conversely When the thumb Wheel is in an engaged posi 
tion and the ball rests along the second upper surface 
outside the divot, a force is applied on the friction disk 
resulting in compression thereof. 

2. The thumb Wheel mechanism of claim 1 further com 
prising the ?rst loWer surface including a plurality of equally 
spaced bores, each of the bores having a ball, and the second 
upper surface including plurality of equally spaced divots, 
each of the bores being aligned With one of the divots and the 
balls resting in the divots When the thumb Wheel mechanism 
is in the neutral position. 

3. The thumb Wheel mechanism of claim 1 Wherein the ball 
is comprised of one of steel, a plastic, a polymer, and a nylon. 

4. The thumb Wheel mechanism of claim 1 Wherein the 
thumb Wheel and the handle half are comprised of one of a 
plastic, a polymer, and a nylon. 

5. The thumb Wheel mechanism of claim 1 further com 
prising: 

a shoulder screW being positioned as an axial through the 
thumb Wheel and attached to the handle half; and 

the friction disk being inserted under the head of the shoul 
der screW Whereby When the thumb Wheel is in the 
neutral position With the ball resting in the divot, the 
shoulder screW is minimally engaged so that a minimal 
compression load is applied to the friction disk. 

6. A thumb Wheel mechanism for use With a de?ectable tip 
catheter, the catheter including a de?ectable cable, the thumb 
Wheel mechanism for further tensioning the cable into a curve 
and including a locking frictional force When engaged, the 
thumb Wheel mechanism comprising: 
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6 
a thumb Wheel having a ?rst upper surface opposing a ?rst 

loWer surface, the ?rst loWer surface including a bore 
and ball connected to the bore, the ball having a diameter 
greater than the depth of the bore; 

a handle half having a second upper surface opposing a 
second loWer surface, the second upper surface includ 
ing a divot and a level surface around the divot, the ?rst 
loWer surface being positioned over the second upper 
surface and the divot being aligned With the bore so that 
When the thumb Wheel is engaged by rotation in one of 
the clockWise and counterclockWise directions, a por 
tion of the ball extending beyond the ?rst loWer surface 
rides outside the divot onto the level surface around the 
divot; and 

the thumb Wheel further comprising a friction disk formed 
of a compressible material and disposed along the ?rst 
upper surface Whereby When the thumb Wheel is 
engaged, a compression load is applied to the friction 
disk Which is larger than the unloading force of the cable 
in a fully actuated curve to lock the thumb Wheel mecha 
nism. 

7. The thumb Wheel mechanism of claim 1 further com 
prising the ?rst loWer surface including a plurality of equally 
spaced bores, each of the bores having a ball, and the second 
upper surface including a plurality of equally spaced divots 
and a level surface surrounding each of the divots, each of the 
bores being aligned With one of the divots and the balls riding 
outside the divots onto the level surfaces around the divots 
When the thumb Wheel is engaged. 

8. The thumb Wheel mechanism of claim 6 Wherein the 
balls are comprised of one of steel, a plastic, a polymer, and a 
nylon. 

9. The thumb Wheel mechanism of claim 6 Wherein the 
thumb Wheel and handle half are comprised of one of a 
plastic, a polymer, and a nylon. 

10. The thumb Wheel mechanism of claim 6 further com 
prising: 

a shoulder screW being positioned as an axial through the 
thumb Wheel and attached to the handle half; and 

the friction disk being inserted under the head of the shoul 
der screW Whereby When the thumb Wheel is engaged 
With the ball in contact With the level surface surround 
ing the divot, the shoulders screW is engaged so that a 
friction force greater than the unloading force of the 
cable of a fully actuated curve is applied to the friction 
disk. 

11. A thumb Wheel mechanism for use With a de?ectable 
tip catheter, the catheter including a de?ectable cable, the 
thumb Wheel mechanism for further tensioning a cable into a 
curve and including a plurality of locking positions, each 
locking position corresponding to a frictional force, the 
thumb Wheel mechanism comprising: a thumb Wheel having 
a ?rst upper surface opposing a ?rst loWer surface, the ?rst 
loWer surface including a bore and a ball connected to the 
bore, the ball having a diameter greater than the depth of the 
bore; a handle half having a second upper surface opposing a 
second loWer surface, the second upper surface including a 
divot having a ?rst predetermined depth, a level surface 
around the divot, and a depression having a second predeter 
mined depth, the ?rst predetermined depth being greater than 
the second predetermined depth, the ?rst loWer surface being 
positioned over the second upper surface and the divot being 
aligned With the bore so that When the thumb Wheel is 
engaged by rotation in one of clockWise and counterclock 
Wise directions, a portion of the ball extending beyond the 
?rst loWer surface rides outside the divot surface onto one of 
the level surface and the depression; and the thumb Wheel 
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further comprising a friction disk formed of a compressible 
material, the friction disk being in contact With the ?rst upper 
surface, whereby When the thumb Wheel is engaged so that 
the ball is aligned With the depression, a compression load is 
applied to the friction disk Which is larger than the unloading 
force cable in a fully activated curve to lock the thumb Wheel 
mechanism. 

12. The thumb Wheel mechanism of claim 11 Wherein the 
compression load applied to the friction disk When the ball is 
aligned With the depression is different than the compression 
load applied to the friction disk When the ball is aligned With 
the level surface around the divot. 

13. The thumb Wheel mechanism of claim 11 further com 
prising a plurality of depressions, With at least tWo of the 
depressions having varying predetermined depths to thereby 
provide different compression loads. 

14. The thumb Wheel mechanism of claim 1, Wherein the 
depression comprises one of an incline and a decline to pro 
vide a continuum of different compression loads. 

15. A method of operating a thumb Wheel mechanism for 
use With a de?ectable tip catheter, the catheter including a 
de?ectable cable, the thumb Wheel mechanism for further 
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tensioning a cable into a curve and including a locking fric 
tional force, the thumb Wheel mechanism including a thumb 
Wheel having a ?rst upper surface opposing a ?rst loWer 
surface, the ?rst loWer surface including a bore and ball 
connected to the bore, the ball having a diameter greater than 
the depth of the bore, a handle half having a second upper 
surface opposing a second loWer surface, the second upper 
surface including a divot and a level surface around the divot, 
the ?rst loWer surface being positioned over the second upper 
surface and the divot being aligned With the bore, the thumb 
Wheel further including a friction disk formed of a compress 
ible material and located along the ?rst upper surface, the 
method comprising: rotating the thumb Wheel one of clock 
Wise and counterclockWise so that a portion of the ball 
extending beyond the ?rst loWer surface rides outside the 
divot onto the level surface around the divot; and the friction 
disk being compressed With a compression load that is 
directed toWard the thumb Wheel and Which is larger than the 
unloading force of the cable in a fully actuated curve to lock 
the thumb Wheel mechanism. 


