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ORTHODONTIC PRESCRIPTION FORM, 
TEMPLATES, AND TOOLBAR FOR DIGITAL 

ORTHODONTICS 

This application claims the bene?t of US. Provisional 
Application No. 60/782,919, ?led Mar. 16, 2006, the entire 
content of Which is incorporated herein by reference. 

TECHNICAL FIELD 

The invention relates to computer-based techniques for 
assisting orthodontic diagnosis and treatment. 

BACKGROUND 

The ?eld of orthodontics is concerned With repositioning 
and aligning a patient’s teeth for improved occlusion and 
aesthetic appearance. For example, orthodontic treatment 
often involves the use of tiny slotted appliances, knoWn as 
brackets, that are ?xed to the patient’s anterior, cuspid, and 
bicuspid teeth. An archWire is received in the slot of each 
bracket and serves as a track to guide movement of the teeth 

to desired orientations. The ends of the archWire are usually 
received in appliances knoWn as buccal tubes that are secured 
to the patient’s molar teeth. 

A number of orthodontic appliances in commercial use 
today are constructed on the principle of the “straight Wire 
concept” developed by Dr. LaWrence F. AndreWs, D.D.S. In 
accordance With this concept, the shape of the appliances, 
including the orientation of the slots of the appliances, is 
selected so that the slots are aligned in a ?at reference plane at 
the conclusion of treatment. Additionally, a resilient archWire 
is selected With an overall curved shape that normally lies in 
a ?at reference plane. 

When the archWire is placed in the slots of the straight Wire 
appliances at the beginning of orthodontic treatment, the 
archWire is often de?ected upWardly or doWnWardly from one 
appliance to the next in accordance With the patient’ s maloc 
clusions. HoWever, the resiliency of the archWire tends to 
return the archWire to its normally curved shape that lies in a 
?at reference plane. As the archWire shifts toWard the ?at 
reference plane, the attached teeth are moved in a correspond 
ing fashion toWard an aligned, aesthetically pleasing array. 
As can be appreciated, it is important for the practitioner 

using straight Wire appliances to ?x each bracket in the exact 
proper position on the corresponding tooth. If, for example, a 
bracket is placed too far in an occlusal direction on the tooth 
surface, the archWire Will tend to position the croWn of the 
tooth too close to the gingiva (gums) at the end of the treat 
ment. As another example, if the bracket is placed to one side 
of the center of the tooth in either the mesial or distal direc 
tions, the resultant tooth orientation Will likely be an orienta 
tion that is excessively rotated about its long axis. 

The process of positioning and bonding the brackets to the 
patient’s teeth requires considerable care, and requires the 
practitioner to visually determine the proper location of the 
brackets on the respective teeth. Often, a practitioner deter 
mines bracket positions by the use of a ruler, protractor and 
pencil to measure and mark features on a plaster cast made 
from impressions of the patient’s teeth. This process is often 
dif?cult to carry out With precision, and may be subjective in 

20 

25 

30 

35 

40 

45 

50 

55 

60 

65 

2 
nature. Consequently, it is often dif?cult for the practitioner to 
ensure that the brackets are precisely positioned on the teeth 
at correct locations. 

SUMMARY 

In general, the invention relates to techniques for assisting 
practitioners in orthodontic diagnosis and treatment. More 
speci?cally, a system is described that provides an environ 
ment for modeling and depicting a three-dimensional (3D) 
representation of a patient’s dental arch. By interacting With 
the system, orthodontic practitioners are able to visualiZe the 
3D representation of the dental arch, and precisely position 
“virtual” orthodontic appliances relative to the modeled den 
tal arch. Further, the system alloWs orthodontic practitioners 
to use and create orthodontic prescription templates that may 
be modi?ed to create orthodontic prescriptions for individual 
patients. For example, the orthodontic practitioner may inter 
act With the system to position brackets on one or more teeth 
Within the modeled dental arch based on an orthodontic pre 
scription template. 

In one embodiment, the invention is directed to a method 
comprising retrieving a saved electronic orthodontic pre 
scription template and generating an orthodontic prescription 
that is speci?c to a patient’s teeth by modifying the template 
Within orthodontic modeling softWare. The method also 
includes communicating the patient-speci?c orthodontic pre 
scription to a manufacturing facility that constructs an indi 
rect bonding tray for use in physically placing brackets on the 
patient’s teeth. 

In another embodiment, the invention is directed to a com 
puting device comprising a database to store an electronic 
orthodontic prescription template and a modeling softWare 
module to facilitate generation of an orthodontic prescription 
that is speci?c to a patient’s teeth by modifying the template. 
The computing device also comprises a netWork interface to 
communicate the patient-speci?c orthodontic prescription to 
a manufacturing facility that constructs an indirect bonding 
tray for use in physically placing brackets on the patient’s 
teeth. 

In another embodiment, the invention is directed to a com 
puter-readable medium containing instructions. The instruc 
tions cause a programmable processor to retrieve a saved 
electronic orthodontic prescription template and to generate 
an orthodontic prescription that is speci?c to a patient’s teeth 
by modifying the template Within orthodontic modeling soft 
Ware. The instructions also cause the processor to communi 
cate the patient-speci?c orthodontic prescription to a manu 
facturing facility that constructs an indirect bonding tray for 
use in physically placing brackets on the patient’s teeth. 
The details of one or more embodiments of the invention 

are set forth in the accompanying draWings and the descrip 
tion beloW. Other features, objects, and advantages of the 
invention Will be apparent from the description and draWings, 
and from the claims. 

BRIEF DESCRIPTION OF DRAWINGS 

FIG. 1 is a block diagram illustrating an exemplary digital 
orthodontics system in Which a client computing device pre 
sents an environment for modeling a representation of a den 
tal arch of patient. 

FIG. 2 is a block diagram illustrating an example embodi 
ment of the client computing device of FIG. 1 in further detail. 

FIG. 3A is a display diagram illustrating an exemplary 
template editing form for de?ning and editing an orthodontic 
prescription template Within modeling softWare. 
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FIG. 3B is a display diagram illustrating an exemplary 
bracket selection dialog form. 

FIG. 4 is a display diagram illustrating an exemplary tem 
plate editing form for creating and managing an orthodontic 
template that arranges orthodontic prescription template 
information in a stacked quadrant format With arch graphics 
and roW-based bracket attributes. 

FIG. 5A is a display diagram illustrating an exemplary 
vieW When a practitioner selects a tooth on the graphic or in 
the table of the template editing form of FIG. 4. 

FIG. 5B is a display diagram illustrating an exemplary 
vieW that demonstrates hoW a practitioner edits bracket infor 
mation in the template editing form of FIG. 4. 

FIG. 5C is a display diagram illustrating an exemplary 
vieW detailing an arch graphic in the template editing form of 
FIG. 4. 

FIG. 6 is a display diagram illustrating an exemplary tem 
plate editing form that arranges orthodontic prescription tem 
plate information in a graphical tooth chart. 

FIG. 7A is a display diagram illustrating an exemplary 
vieW that demonstrates a tool-tip display of bracket informa 
tion Within the template editing form of FIG. 6. 

FIG. 7B is a display diagram illustrating an exemplary 
vieW that demonstrates a combo-box to select bracket infor 
mation Within template editing form of FIG. 6. 

FIG. 7C is a display diagram illustrating an exemplary 
vieW that demonstrates a pop-up box that behaves similarly to 
a tool-tip and also includes bracket attributes and other con 
trols. 

FIG. 8 is a display diagram illustrating an exemplary tem 
plate selection vieW. 

FIG. 9 is a display diagram illustrating an exemplary pre 
scription form using a graphical tooth chart format similar to 
the template editing form of FIG. 6. 

FIG. 10A is a display diagram illustrating an exemplary 
vieW displaying a missing tooth Within the exemplary pre 
scription form of FIG. 9. 

FIG. 10B is a display diagram illustrating an alternate 
exemplary vieW displaying a missing tooth Within the exem 
plary prescription form of FIG. 9. 

FIG. 10C is a display diagram illustrating an exemplary 
vieW displaying a tooth to be extracted Within the exemplary 
prescription form of FIG. 9. 

FIG. 10D is a display diagram illustrating an exemplary 
vieW displaying a tooth on Which no bracket is to be placed 
Within the exemplary prescription form of FIG. 9. 

FIG. 11 is a display diagram in Which an exemplary pre 
scription form using a tooth chart With columnar bracket 
attributes similar to the template editing form of FIG. 3A. 

FIG. 12 is a display diagram in Which an exemplary pre 
scription form using a stacked quadrant format With arch 
graphics and roW-based bracket attributes similar to the tem 
plate editing forrn of FIG. 4. 

FIG. 13 is a display diagram illustrating an exemplary 3D 
dental model of the teeth of a patient With brackets that 
correspond to current bracket attribute values of an orthodon 
tic prescription template. 

FIG. 14 is a display diagram illustrating an exemplary 3D 
dental model With a graphical tooth chart that corresponds to 
the graphical tooth chart in the template editing format of 
FIG. 6. 

DETAILED DESCRIPTION 

FIG. 1 is a block diagram illustrating an exemplary digital 
orthodontics system 2 in Which a client computing device 4 
presents an environment for modeling a representation of a 
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4 
dental arch of a patient 6. An orthodontic practitioner 8 inter 
acts With modeling softWare executing on client computing 
device 4 to visualiZe the 3D representation of the dental arch, 
and precisely position “virtual” brackets on individual teeth 
Within the modeled dental arch. 

In this manner, the orthodontic practitioner interacts With 
the modeling softWare to digitally develop a digital orthodon 
tic prescription. The digital orthodontic prescription, Which 
may be abbreviated Rx, is comprised of a set of orthodontic 
appliances (e. g., brackets) having a set of attributes and asso 
ciated With the teeth in the patient’s digital dentition. 
As described herein, client computing device 4 alloWs 

practitioner 8 to digitally de?ne and manage digital prescrip 
tion templates from Which to specify digital prescriptions. For 
example, in some situations, orthodontic practitioner 8 may 
be able to treat a large percentage of cases With the same 
orthodontic prescription and still achieve the desired func 
tional and aesthetic results in the patient’s occlusion. In some 
cases, orthodontic practitioner 8 may Wish to develop digital 
prescriptions based on conventional (non-computer-based) 
prescriptions that have been designed by certain experts in the 
?eld and are sometimes called “standard prescriptions.” Since 
each bracket type may differ in its geometric design, a stan 
dard prescription may differ someWhat betWeen bracket types 
if there is not also standardiZation among attributes of bracket 
geometry. 

Moreover, orthodontic practitioner 8 may Wish to create his 
or her oWn “standard prescriptions” that express their oWn 
functional and aesthetic ideals. Practitioner 8 may exercise 
his or her standard prescriptions on many of their oWn 
patients Without ever publishing the speci?cs or otherWise 
sharing such speci?cs With other practitioners. 

Orthodontic practitioner 8 may desire a custom digital 
prescription in any case When the functional or aesthetic 
requirements of patient 6 deviate suf?ciently from the norm 
for Which a standard prescription Was designed. In this case, 
orthodontic practitioner 8 may create a customiZed digital 
prescription either by starting With a digital representation of 
a standard orthodontic prescription and making changes to 
one or more virtual representations of the brackets or by 
individually selecting a bracket for each tooth based on spe 
ci?c bracket attributes. Typical bracket attributes include 
type, slot siZe, torque, angulation, in/out, mesio-distal Width, 
hook, headgear, buccal length, and distal offset. Bracket 
attributes may also include identi?cation of the materials 
used to make the bracket, such as stainless steel, ceramic or 
plastic. Optionally, bracket attributes may include identi?ca 
tion of the brackets by brand name or by the name of the 
vendor or manufacturer. For any given tooth, vendors offer 
brackets that represent several, possibly many permutations 
of the values that its attributes can attain. Vendors may offer 
thousands of distinct brackets in their product catalogs. When 
practitioner 8 varies brackets across the entire dentition, 
almost countless custom prescriptions are possible. 

This variety may pose certain challenges to a practitioner, 
such as practitioner 8, Who Wishes to inventory a variety of 
brackets and select among them When customizing prescrip 
tions. The use of virtual treatment planning (and appliance 
selection) softWare, coupled With an automated manufactur 
ing system for the production of indirect bonding trays, may 
have certain advantages over current methods of maintaining 
inventories and handling appliances for custom prescriptions. 
Most notably, brackets may be quickly identi?ed by a set of 
attributes listed in a Graphical User Interface (GUI), rather 
than searching through a product catalog to identify a bracket 
by product ID and subsequently looking for that product ID 
on a draWer in a large parts box. 
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In one embodiment, practitioner 8 interacts With digital 
orthodontics system 2 to create the digital prescription by 
adjusting a selected template as needed to ultimately specify 
the type of bracket for each tooth and the position and orien 
tation of each bracket. During this process, practitioner 8 may 
indicate Which teeth are missing from a particular patient, 
Which teeth Will be extracted, and Which teeth Will not have a 
bracket placed. Together, this information comprises a pre 
scription (in the context of a digital orthodontics system). 
Recognizing that most orthodontic practitioners use a similar 
set of brackets and prefer a similar set of bracket heights 
across a Wide range of patients, it may be inef?cient for the 
orthodontic practitioners to have to specify every attribute of 
a prescription, from scratch, on a prescription form for each 
patient. With digital orthodontics system 2, it is possible to 
provide digital representations (i.e., templates) of standard 
orthodontic prescriptions to use as a starting point for each 
patient, as long as the orthodontic practitioner may modify 
the information to account for individual patient characteris 
tics. Each orthodontic prescription template de?nes one or 
more default orthodontic appliances associated With teeth of 
a generic dental arch, and may specify default locations and 
orientations of the appliances. 

Further, many practitioners use several standard prescrip 
tions. For these and many other practitioners, standard pre 
scriptions may not be exactly What they Would really like to 
have as a starting point for a prescription. For this reason, 
softWare on client computing device 4 alloWs practitioner 8 to 
set up custom “starting point” prescriptions, Which are 
referred to herein as custom orthodontic prescription tem 
plates or merely custom templates. 

Subsequently, practitioner 8 may use a template to create a 
patient-speci?c orthodontic prescription. For instance, soft 
Ware on client computing device 4 alloWs practitioner 8 to 
modify one or more bracket attribute values in prescription 
templates to generate orthodontic prescriptions that meet 
requirements of individual patients. 

Once practitioner 8 has modi?ed the bracket attributes of a 
prescription template to suit patient 6, client computing 
device 4 may communicate the bracket attributes to manufac 
turing facility 12 via netWork 14. In response, manufacturing 
facility 12 constructs an indirect bonding tray 16 for use in 
physically placing brackets on the teeth of patient 6. In other 
Words, manufacturing facility 12 fabricates indirect bonding 
tray 16 based on the bracket placement positions selected by 
practitioner 8 Within the 3D environment presented by client 
computing device 4. Manufacturing facility 12 may, for 
example, use conventional commercially-available brackets 
selected by practitioner 8 to form indirect bonding tray 16. 
Manufacturing facility 12 forWards indirect bonding tray 16 
to practitioner 8 for use in a conventional indirect bonding 
procedure to place the brackets on the teeth of patient 6. 

Alternatively, client computing device 4 need not forWard 
the bracket placement positions to manufacturing facility 12. 
Client computing device 4 may instead output, e. g., display or 
print, the relevant distances and angles for each bracket to 
assist practitioner 8 in manually positioning the brackets on 
the teeth of patient 6. 

FIG. 2 is a block diagram illustrating an example embodi 
ment of client computing device 4 in further detail. In the 
illustrated embodiment, client computing device 4 provides 
an operating environment for modeling softWare 20. Model 
ing software 20 presents a modeling environment for model 
ing and depicting the representation of the teeth of patient 6 
(FIG. 1). In the illustrated embodiment, modeling softWare 20 
includes a practitioner interface 22 and a rendering engine 26. 
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6 
Practitioner interface 22 provides a graphical user interface 

(GUI) that visually displays a representation of the patient’s 
teeth, as Well as representations of the brackets. In addition, 
practitioner user interface 22 presents an interface for receiv 
ing input from practitioner 8, e. g., via a keyboard and a 
pointing device, for manipulating the brackets and placing the 
brackets on respective teeth Within the modeled dental arch. 

Modeling softWare 20 interacts With database 30 to access 
a variety of data, such as bracket data 32, patient data 36, and 
placement rules 40. Database 30 may be represented in a 
variety of forms including data storage ?les, lookup tables, or 
a database management system (DBMS) executing on one or 
more database servers. The database management system 
may be a relational (RDBMS), hierarchical (HDBMS), mul 
tidimensional (MDBMS), object oriented (ODBMS or 
OODBMS) or object relational (ORDBMS) database man 
agement system. The data may, for example, be stored Within 
a single relational database such as SQL Server from 
Microsoft Corporation. Although illustrated as local to client 
computing device 4, database 30 may be located remote from 
the client computing device and coupled to the client com 
puting device via a public or private netWork, e.g., netWork 
14. 

Bracket data 32 describes a set of commercially-available 
brackets that practitioner 8 may select and position Within the 
modeling environment. For example, bracket data 32 may 
store a variety of attributes for the commercially-available 
brackets, such as dimensions, slot locations and characteris 
tics, torque angles, angulations and other attributes. Practi 
tioner interface 22 provides a menu-driven interface by Which 
practitioner 8 selects the type of brackets for use in de?ning a 
prescription for patient 6. 

Patient data 36 describes a set of one or more patients, e. g., 
patient 6, associated With practitioner 8. For example, patient 
data 36 speci?es general information, such as a name, birth 
date, and a dental history, for each patient. In addition, patient 
data 36 speci?es a current prescription for each patient, 
including the types of brackets selected by practitioner 8 for 
use With each patient. 

In addition, database 30 includes data de?ning a set of 
orthodontic prescription templates 44. Each of orthodontic 
prescription templates 44 provides default orthodontic pre 
scription information. For example, an orthodontic prescrip 
tion template may provide a default bracket type, a slot siZe, 
torque, angulation, and so on for each tooth. Templates 44 
may include templates for a general orthodontic condition. 
For instance, templates 44 may include one template for 
correcting a deep overbite betWeen tWo teeth and another 
template for correcting a canted smile. Thus, instead of speci 
fying every element of a prescription for patient 6, practitio 
ner 8 may select an orthodontic prescription template from 
templates 44 as a starting point. 

Templates 44 may be provided With modeling softWare 20 
on installation or may be imported into modeling software 20 
from a vendor of modeling softWare 20 or from other practi 
tioners. Modeling software 20 may also include an export 
function to enable practitioner 8 to save a template and send 
the template to someone else for import into another copy of 
modeling softWare 20. 

To use one of templates 44, practitioner 8 retrieves one of 
templates 44. For example, practitioner 8 may retrieve a tem 
plate from a set of standard templates 46 in set of templates 
44. Standard templates 46 may describe generaliZed orth 
odontic prescriptions used Widely Within the community of 
orthodontic practitioners. A vendor may include standard 
templates 46 With modeling softWare 20. Alternatively, prac 
titioner 8 may retrieve a template from a set of custom tem 
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plates 48 in set of templates 44. Custom templates 48 may 
describe generalized orthodontic prescriptions that meet the 
aesthetic or clinical preferences of practitioner 8. Practitioner 
8 may modify information in one of standard templates 46 to 
create a custom template or may create a custom template 
from scratch. 

After retrieving one of templates 44, practitioner 8 may use 
the retrieved template to create an orthodontic prescription 
that is speci?c to patient 6. For instance, practitioner 8 may 
edit one or more values in the retrieved template to suit the 
speci?c needs of patient 6. By using a template, practitioner 8 
need not specify all of the values of a patient-speci?c orth 
odontic prescription for each patient. Rather, practitioner 8 
may create a patient-speci?c orthodontic prescription by 
updating a relatively smaller number of values in a general 
iZed template. 
When practitioner 8 has ?nished creating a patient-speci?c 

orthodontic prescription based on a template, practitioner 8 
may communicate the prescription to manufacturing facility 
12. Subsequently, manufacturing facility 12 constructs an 
indirect bonding tray foruse in physically placing brackets on 
the teeth of patient 6. 

In some embodiments, templates 44 may have oWnership 
attributes. The oWnership attributes of a template alloW the 
template to be associated With a particular orthodontic prac 
titioner. In addition, practitioners may use template oWner 
ship attributes to limit vieWing, editing, and use rights of 
templates. For example, if the oWnership attributes specify 
that a template is associated With Dr. Cook, client computing 
device 4 may prevent Dr. Herbert from editing the template 
Without Dr. Cook’s permission. 

Modeling software 20 may display a template editing form 
for templates 44 according to several template editing forms. 
For instance, one template editing form may display a tooth 
chart With columnar bracket attributes. A second template 
editing form may display template information in a stacked 
quadrant format With arch graphics and roW-based bracket 
attributes. Another template editing form may display tem 
plate information in a graphical tooth chart. 
When practitioner 8 is creating a patient-speci?c orthodon 

tic prescription, modeling softWare 20 may display a pre 
scription form in a similar Way as the template editing forms. 
For example, modeling softWare 20 may display a prescrip 
tion form as a tooth chart With columnar bracket attributes. In 
addition, a prescription form may provide tool-tip informa 
tion to alloW easy broWsing through bracket attributes. A 
prescription form may also provide additional features. For 
example, a prescription form may alloW practitioner 8 to 
indicate Whether patient 6 is missing a tooth or Whether prac 
titioner 8 is planning on extracting a tooth before attaching 
brackets. 

FIG. 3A is a display diagram illustrating an exemplary 
template editing form 50 for creating and managing an orth 
odontic prescription template 52 Within modeling softWare 
20 (FIG. 2). In the illustrated exemplary embodiment, tem 
plate editing form 50 arranges all of the bracket attribute 
information of template 52 for each tooth in groups of eight 
teeth (upper left quadrant, upperright, loWer left, loWerright). 
Practitioner 8 may click on the column of information for 
each tooth to select a tooth. When practitioner 8 clicks on a 
“Change Bracket” button of template editing form 50, mod 
eling software 20 opens a bracket selection dialog. 

FIG. 3B is a display diagram illustrating an exemplary 
bracket selection dialog 60. Modeling software 20 may open 
bracket selection dialog 60 When practitioner 8 clicks on the 
“Change Bracket” button of template editing form 50 (FIG. 
3A). Bracket selection dialog 60 shoWs attributes of a selected 
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8 
bracket in the column on the left and all of the appropriate 
bracket choices for the selected tooth, one bracket per col 
umn, in a scrollable list on the right. By changing the values 
in bracket selection dialog 60, practitioner 8 may change the 
bracket attributes in, for example, template 52. 

FIG. 4 is a display diagram illustrating an exemplary tem 
plate editing forrn 66 for creating and managing an orthodon 
tic template that arranges orthodontic prescription template 
information in a stacked quadrant format With arch graphics 
and roW-based bracket attributes. Template editing form 66 
presents bracket information for each tooth in a horiZontal 
roW. Template editing form 66 also indicates information 
about the tooth/bracket graphically. 

FIG. 5A is a display diagram illustrating an exemplary 
vieW 68 When practitioner 8 selects a tooth on the graphic or 
in the table of template editing form 66 (FIG. 4). As shoWn in 
FIG. 5A, modeling softWare 20 highlights the tooth and the 
corresponding roW of bracket attributes When practitioner 8 
clicks on a speci?c tooth in the graphical representation of a 
dental arch. 

FIG. 5B is a display diagram illustrating an exemplary 
vieW 70 that demonstrates hoW practitioner 8 edits bracket 
information in template editing form 66 (FIG. 4). In vieW 70, 
practitioner 8 may change the bracket height for a tooth or 
bring doWn a list of possible brackets available for the tooth. 
As illustrated in FIG. 5B, practitioner 8 may select no bracket 
by positioning a cursor over an item labeled “(None)”. 

FIG. 5C is a display diagram illustrating an exemplary 
vieW 72 detailing an arch graphic in template editing form 66 
(FIG. 4). In particular, the arch graphic of vieW 72 shoWs only 
a portion of the arch in order to illustrate the presence or 
absence of a bracket. Notice the presence of brackets on teeth 
5 and 6 and the absence of a bracket on tooth 7. 

FIG. 6 is a display diagram illustrating an exemplary tem 
plate editing forrn 74 that arranges orthodontic prescription 
template information in a graphical tooth chart. Template 
editing form 74 combines some of the features of template 
editing forms 50 and 66. Rather than shoWing all bracket 
attribute information at the same time, template editing form 
74 provides graphical information for the most pertinent 
information and alloWs practitioner 8 to quickly broWse 
through bracket information. In this Way, template editing 
form 74 may alloW practitioner 8 to vieW the most relevant 
information quickly. 

Template editing form 74 displays a horiZontal roW of 
bracket attribute values for each tooth. In FIG. 6, the “Bracket 
Height” bracket attribute is displayed. To vieW other bracket 
attributes for a tooth, practitioner 8 may select the tooth from 
the graphic display of teeth. When practitioner 8 selects the 
tooth, bracket information and choices for that tooth appear 
beloW the graphic. 

FIG. 7A is a display diagram illustrating an exemplary 
vieW 76 that demonstrates a tool-tip display of bracket infor 
mation Within template editing form 74 (FIG. 6). Unlike 
template editing forms 50 and 66, template editing form 74 
does not display all bracket information at once. HoWever, 
template editing form 74 may provide a tool-tip display for 
each tooth. The tool-tip display shoWs bracket information for 
a tooth When practitioner 8 positions a cursor over the tooth. 
By moving the cursor across a roW of teeth, practitioner 8 may 
quickly broWse through all of the bracket information While 
still displaying a full selection grid for a selected tooth. 

FIG. 7B is a display diagram illustrating an exemplary 
vieW 78 that demonstrates a combo-box 80 to select bracket 
information Within template editing form 74 (FIG. 6). In vieW 
78, practitioner 8 may select a bracket attribute from combo 
box 80. Combo box 80 contains a list of the different bracket 
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attributes. When practitioner 8 selects a bracket attribute from 
combo box 80, template editing form 74 displays values of the 
bracket attribute for each tooth. Thus, practitioner 8 may vieW 
the value of any speci?c attribute across all teeth at the same 
time. 

FIG. 7C is a display diagram illustrating an exemplary 
vieW 82 that demonstrates a pop-up box that behaves simi 
larly to a tool-tip and also includes bracket attributes and 
other controls. VieW 82 displays full bracket information for 
the selected tooth close to the tooth location. The pop-up box 
of vieW 82 may be a static display (i.e., a display that stays in 
place until the next tooth selection is made) or a tool-tip type 
of display Where the values change as the cursor moves across 
the teeth. 

For any of the graphical representations described above, 
the bracket pictures may be generic or speci?c, or they can be 
generic While conveying some speci?c information. In par 
ticular, in a generic bracket picture every bracket representa 
tion looks similar and does not convey any speci?c bracket 
type information. On the other hand, in a speci?c bracket 
picture every bracket representation shoWs a realistic vieW of 
the selected bracket, for example brackets from different 
product lines Will look different. In other cases, the bracket 
pictures may be generic but have some speci?cs. In other 
Words, the brackets are mostly generic but convey some 
attribute information for the bracket (e.g., shoWing Whether a 
bracket has a hook or not, shoWing the degree of angulation 
accurately, etc). 

FIG. 8 is a display diagram illustrating an exemplary tem 
plate selection vieW 86. Practitioner 8 may use template 
selection vieW 86 to select and retrieve one of templates 44 
(FIG. 2). Note that template selection vieW 86 includes a list 
of standard templates 46 and custom templates 48. 

FIG. 9 is a display diagram illustrating an exemplary pre 
scription form 90 using a graphical tooth chart format similar 
to template editing form 74 (FIG. 6). 

FIG. 10A is a display diagram illustrating an exemplary 
vieW 92 displaying a missing tooth Within exemplary pre 
scription form 90 (FIG. 9). 

FIG. 10B is a display diagram illustrating an alternate 
exemplary vieW 94 displaying a missing tooth Within exem 
plary prescription form 90 (FIG. 9). 

FIG. 10C is a display diagram illustrating an exemplary 
vieW 96 displaying a tooth to be extracted Within exemplary 
prescription form 90 (FIG. 9). 

FIG. 10D is a display diagram illustrating an exemplary 
vieW 98 displaying a tooth on Which no bracket is to be placed 
Within exemplary prescription form 90 (FIG. 9). 

FIG. 11 is a display diagram in Which an exemplary pre 
scription form 100 using a tooth chart With columnar bracket 
attributes similar to template editing form 50 (FIG. 3A). In 
prescription form 100 checkboxes Within the columnar 
bracket attributes may represent Whether a tooth is missing or 
Whether a tooth is to be extracted. 

FIG. 12 is a display diagram in Which an exemplary pre 
scription form 102 using a stacked quadrant format With arch 
graphics and roW-based bracket attributes similar to template 
editing form 66 (FIG. 4). 

FIG. 13 is a display diagram illustrating an exemplary 3D 
dental model 104 of the teeth of patient 6 With brackets that 
correspond to current bracket attribute values of an orthodon 
tic prescription template. In addition, FIG. 13 includes tooth 
chart buttons 106 that correspond to tooth chart buttons in 
template editing format 50 (FIG. 3A). The layout of controls 
in FIG. 13 may assist in modeling tasks. For example, FIG. 13 
shoWs bracket buttons arranged in the Tooth Chart Format on 
a toolbar-like panel and also uses a combo box to control 
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Which single attribute is currently displayed across the pre 
scription. In FIG. 13, selecting a bracket in the toolbar causes 
the corresponding bracket to be selected in 3D model 104, 
(and vice versa). 

FIG. 14 is a display diagram illustrating an exemplary 3D 
dental model 106 With a graphical tooth chart that corre 
sponds to the graphical tooth chart in template editing format 
74 (FIG. 6). In FIGS. 13 and 14, the tooth charts function as 
bracket selection toolbars. 

Various implementations and embodiments of the inven 
tion have been described. Nevertheless, it is understood that 
various modi?cations can be made Without departing from 
the invention. These and other embodiments are Within the 
scope of the folloWing claims. 

The invention claimed is: 
1. A computer-based method comprising: 
retrieving data representing an electronic orthodontic pre 

scription template, Wherein the orthodontic prescription 
template de?nes a plurality of default orthodontic appli 
ances associated With teeth of a generic dental arch, 
Wherein the orthodontic prescription template associ 
ates each of the default orthodontic appliances With a 
corresponding tooth of the generic dental arch, and 
Wherein, for each of the default orthodontic appliances, 
the orthodontic prescription template speci?es a default 
location and orientation of the appliance With respect to 
the corresponding tooth of the generic dental arch; 

generating an orthodontic prescription that is speci?c to a 
patient’s teeth by modifying the orthodontic prescrip 
tion template With orthodontic modeling softWare to 
form the orthodontic prescription; and 

displaying the orthodontic prescription and a virtual rep 
resentation of the patient’s teeth Within a three-dimen 
sional (3D) environment. 

2. The method of claim 1, further comprising communi 
cating the patient-speci?c orthodontic prescription via a com 
puter netWork to a manufacturing facility that constructs an 
indirect bonding tray for use in physically placing brackets on 
the patient’s teeth. 

3. The method of claim 1, 
Wherein the appliances comprise brackets, and 
Wherein the electronic orthodontic prescription template is 

a custom template previously generated by modi?cation 
of at least one attribute of a standard prescription tem 
plate in response to input from an orthodontic practitio 
ner, and 

Wherein generating an orthodontic prescription that is spe 
ci?c to a patient’s teeth comprising further modifying 
the custom orthodontic prescription template With the 
orthodontic modeling softWare to form the patient-spe 
ci?c orthodontic prescription. 

4. The method of claim 1, further comprising: 
importing to a computer system an electronic orthodontic 

prescription template provided by a vendor, Wherein the 
electronic orthodontic prescription template provided 
by the vendor includes data that de?nes the default orth 
odontic appliances as default virtual brackets and speci 
?es, for each of the default virtual brackets, a default 
location and orientation of the default virtual bracket 
With respect to a corresponding tooth of the generic 
dental arch, and Wherein electronic orthodontic pre 
scription template speci?es attributes for each of the 
default virtual brackets including an identi?cation of the 
bracket by brand name; and 

saving the imported orthodontic prescription template to a 
database of orthodontic prescription templates. 
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5. The method of claim 1, further comprising exporting the 
orthodontic prescription template from a ?rst computer sys 
tem to a second computer system providing a second 3D 
environment. 

6. The method of claim 1, further comprising: 
presenting a template editing form that displays the default 

orthodontic appliances the orthodontic prescription 
template and the default generic dental arch using a 
graphical user interface. 

7. The method of claim 6, further comprising, in response 
to input from the user interacting With the template editing 
form, modifying the orthodontic prescription template to cre 
ate a custom orthodontic template. 

8. The method of claim 6, 
Wherein presenting a template editing form comprises dis 

playing a tooth chart having a plurality of columns, each 
of the columns corresponding to a different tooth of the 
generic dental arch and listing bracket attributes of the 
default orthodontic appliance associated With the tooth 
of the generic dental arch, and 

Wherein the each of the columns is selectable and alloWs 
the user to modify the bracket attributes of the default 
orthodontic appliance to create a custom orthodontic 
prescription template. 

9. The method of claim 6, further comprising displaying a 
prescription form separate from the template editing form, 
Wherein the prescription form includes a three-dimensional 
(3D) model of the patient’s teeth With brackets that corre 
spond to current default orthodontic appliances and bracket 
attribute values speci?ed by the orthodontic prescription tem 
plate. 

10. The method of claim 6, Wherein displaying the orth 
odontic prescription comprises displaying arch graphics With 
roW-based bracket attributes. 

11. The method of claim 6, Wherein displaying the orth 
odontic prescription comprises displaying a graphical tooth 
chart. 

12. The method of claim 1, Wherein generating an orth 
odontic prescription comprises: 

using a graphical user interface to display the orthodontic 
prescription template and the virtual representation of 
the patient’s teeth; and 

manipulating bracket attributes displayed through the 
graphical user interface to create the orthodontic pre 
scription that is speci?c to the patient’s teeth. 

13. The method of claim 1, Wherein the template has oWn 
ership attributes that alloW the template to be associated With 
a user. 

14. A computing device comprising: 
a database to store data de?ning an electronic orthodontic 

prescription template, Wherein the orthodontic prescrip 
tion template associates each of a plurality of default 
virtual orthodontic appliances With a corresponding 
tooth of a generic dental arch, and Wherein, for each of 
the default virtual orthodontic appliances, the orthodon 
tic prescription template speci?es a default location and 
orientation of the default virtual orthodontic appliance 
With respect to the corresponding tooth of the generic 
dental arch; 
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a modeling softWare module to facilitate generation of an 

orthodontic prescription that is speci?c to a patient’s 
teeth by modifying the template in response to input 
from a user to form a patient-speci?c orthodontic pre 
scription; and 

a user interface to display the patient-speci?c orthodontic 
prescription and a virtual representation of the patient’ s 
teeth Within a three-dimensional (3D) environment, 
Wherein the user interface comprises: 
a template editing form displaying a tooth chart of the 

generic dental arch and listing bracket attributes of the 
default orthodontic appliances associated With the 
teeth of the generic dental arch, Wherein the template 
editing form alloWs the user to modify the bracket 
attributes of the default orthodontic appliances to cre 
ate a custom orthodontic prescription template for the 
generic dental arch; and 

a prescription form displaying a 3D model of the patient’s 
teeth With brackets that correspond to the default orth 
odontic appliances and bracket attribute values speci?ed 
by the custom orthodontic prescription template for the 
generic dental arch, Wherein the prescription form 
alloWs the user to further modify the brackets and 
bracket attribute values to create the patient-speci?c 
orthodontic prescription. 

15. The computing device of claim 14, further comprising 
a netWork interface to communicate the patient-speci?c orth 
odontic prescription to a manufacturing facility that con 
structs an indirect bonding tray for use in physically placing 
brackets on the patient’s teeth. 

16. The computing device of claim 14, Wherein the tem 
plate is a custom template. 

17. The computing device of claim 14, Wherein the orth 
odontic prescription template is imported into the database. 

18. The computing device of claim 14, Wherein the orth 
odontic prescription template is exportable. 

19. The computing device of claim 14, Wherein the mod 
eling softWare module comprises a graphical user interface to 
display the orthodontic prescription template. 

20. The computing device of claim 19, Wherein a user edits 
the orthodontic prescription template using the graphical user 
interface. 

21. The computing device of claim 19, Wherein the graphi 
cal user interface comprises a tooth chart With columnar 
bracket attributes. 

22. The computing device of claim 19, Wherein the graphi 
cal user interface comprises a three-dimensional (3D) model 
of the patient’s teeth With brackets that correspond to current 
bracket attribute values of the orthodontic prescription tem 
plate. 

23. The computing device of claim 19, Wherein the graphi 
cal user interface comprises arch graphics With roW-based 
bracket attributes. 

24. The computing device of claim 19, Wherein the graphi 
cal user interface comprises a graphical tooth chart. 

25. The computing device of claim 14, Wherein the tem 
plate has oWnership attributes that alloW the template to be 
associated With a user. 

* * * * * 


