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ELECTROCHROMIC POLARIZER 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 

The invention relates to methods of polarizing radiation, 
Where the radiation may be infrared radiation. In particular, 
the invention relates to using a multi-layer solid state thin ?lm 
electrochromic device for selectively polarizing infrared 
radiation. 

2. Background Information 

In US. Pat. No. 7,265,890, the disclosure of Which is 
entirely incorporated herein by reference, the inventor 
teaches multi-layer solid state thin ?lm structures and fabri 
cation techniques for forming electrical devices, and in par 
ticular, for forming electrochromic devices for modulating 
visible, and, more signi?cantly, infrared radiation. 

In US. Pat. No. 7,265,890 the inventor taught a thin ?lm 
electrochromic device operable as a tunable optical ?lter for 
selectively absorbing infrared radiation in a spectral region 
characterized by Wavelengths betWeen about three and six 
microns. In the referenced patent the inventor did not teach 
that the ?lter Was a polarizer particularly suited for use in the 
mid-IR region, With particular emphasis on an atmospheric 
WindoW generally encompassing Wavelengths betWeen eight 
and fourteen microns. 

BRIEF SUMMARY OF THE INVENTION 

One aspect of the invention is that it provides a method of 
changing the polarization of a beam of radiation from a ?rst 
state to second state by passing the beam through an electro 
chromic device (ECD) and applying selected voltages to the 
ECD to selectively change the absorption of components of 
the beam and thereby change its polarization. 

Another aspect of the invention is that it provides a method 
for generating a substantially linearly polarized beam of 
infrared radiation from an input beam of arbitrary polariza 
tion. 

Yet another aspect of the invention is that it provides a 
polarizer operable over a Wide spectral region that may extend 
from 200 nm to 30 pm. 

A further aspect of the invention is that it provides a polar 
izer that is tunable for operation at a selected Wavelength by 
moving the polarizer transversely With respect to a light beam 
so that the beam is incident on a selected portion of the 
polarizer, Wherein either or both of the composition and thick 
ness of the polarizer vary in a controlled fashion. 

Although it is believed that the foregoing rather broad 
summary description may be of use to one Who is skilled in 
the art and Who Wishes to learn hoW to practice the invention, 
it Will be recognized that the foregoing recital is not intended 
to list all of the features and advantages. Those skilled in the 
art Will appreciate that they may readily use both the under 
lying ideas and the speci?c embodiments disclosed in the 
folloWing Detailed Description as a basis for designing other 
arrangements for carrying out the same purposes of the 
present invention and that such equivalent constructions are 
Within the spirit and scope of the invention in its broadest 
form. Moreover, it may be noted that different embodiments 
of the invention may provide various combinations of the 
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2 
recited features and advantages of the invention, and that less 
than all of the recited features and advantages may be pro 
vided by some embodiments. 

BRIEF DESCRIPTION OF THE SEVERAL 
VIEWS OF THE DRAWING 

FIG. 1 is a cross-sectional vieW, taken in a plane of inci 
dence, of an infrared ECD usable for carrying out a method of 
the invention. 

FIG. 2 depicts the spectral variation of near-normal inci 
dence re?ectance for an ECD in the bleached state and in 
colored states associated With varying times after Which a 
coloring voltage Was ?rst applied. 

FIG. 3A shoWs the spectral variation of 11) for several angles 
of incidence for a device of the sort shoWn in FIG. 1, Where the 
device is in the bleached state. 

FIG. 3B shoWs the spectral variation of 11) for the device of 
FIG. 3A, Where the device is in the colored state. 

FIG. 4A shoWs the spectral variation of A for the device and 
angles of incidence of FIG. 3A, Where the device is in the 
bleached state. 

FIG. 4B shoWs the spectral variation of A for the device and 
angles of incidence of FIG. 3A, Where the device is in the 
colored state. 

FIG. 5 shoWs the spectral variation of the re?ection com 
ponent Rs for the device of FIG. 3A in the bleached state for 
an angle of incidence of 26°. 

FIG. 6 is a detailed vieW in a restricted Wavelength region 
of the re?ection component Rs for the device of FIG. 3A in 
the colored state for an angle of incidence of 26°. 

DETAILED DESCRIPTION OF A PREFERRED 
EMBODIMENT 

This patent document describes, inter alia, the interaction 
of inventive devices and solid state structures With electro 
magnetic radiation. The radiation is generally characterized 
by having Wavelengths betWeen about 200 nm and about 30 
pm. This encompasses spectral regions commonly referred to 
as the near-UV, visible, near-infrared, and mid-infrared as 
Well as extending into the far-infrared. 

In studying this patent document, the skilled reader Will 
appreciate that many terms that are sometimes tied to the 
visible region of the spectrum are also used herein to describe 
the interaction of electromagnetic radiation With selected 
media in other spectral regions. For example, the terms ‘light’ 
and ‘radiation’ stand for any radiation in the extended 0.2 to 
30 um spectral region. Correspondingly, terms commonly 
applied to certain visible-region devices, such as ‘electro 
chromic’, ‘bleach’ and ‘color’, are herein used across the 
extended spectral region. 

Although the preferred embodiment described herein com 
prises a re?ective-mode electrochromic device (ECD), the 
reader Will note that the invention is not limited to that struc 
ture and may be used With a transmission-mode ECD. The 
transmission-mode ECD, as is knoWn in the art of making 
ECDs operable in the visible region of the spectrum, com 
prises a transparent substrate and tWo transparent electrodes 
having the active ECD layers sandWiched betWeen them. 
Those familiar With the spectral variation of material proper 
ties Will recognize the substantial practical di?iculties in pro 
viding a transparent substrate (or series of substrates) and a 
transparent substrate electrode (or series thereof) for opera 
tion across the extended spectral region of interest. In the 
preferred re?ective embodiment, on the other hand, the opti 
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cal properties of the substrate are nearly irrelevant and a 
mirror electrode adjacent the substrate is relatively easily 
provided. 

In order to emphasize that both re?ective and transmissive 
ECD structures are to be encompassed, this document uses 
the term ‘passes through’, and similar terms, to encompass 
both re?ective and transmissive structures. The reader Will 
understand that When incident radiation passes through a 
tranmissive device, it traverses each active layer once. On the 
other hand, radiation passing through a re?ective ECD 
traverses each active layer tWice. 

Turning initially to FIG. 1, one ?nds an ECD 10 of the 
invention that may be con?gured to modulate the polarization 
of light 12 re?ected from a mirror-like substrate electrode 14. 
This ECD comprises a plurality of active layers 16 sand 
Wiched betWeen the substrate electrode and a transparent 
electrode 36. When the ECD active layers 16 are transparent 
(or ‘bleached’), the beam of external radiation 12 is re?ected 
from a mirror electrode 14. When at least one of the active 
layers is absorbing (or ‘colored’), hoWever, at least some of 
the radiation is absorbed, rather than being re?ected. 

For use in the preferred re?ective embodiment, the sub 
strate 18 is preferably a ?at and rigid electrically conductive 
mirror, but it is not limited to being either ?at or rigid. Re?ec 
tion of the input IR beam 12 from the conductive substrate 
mirror electrode generally induces an elliptical state of polar 
ization in the beam, as is Well knoWn in the art. This elliptical 
polarization is characterized by separate re?ectivity compo 
nents in the plane of incidence (i.e., in the plane of FIG. 1) and 
in a plane perpendicular thereto and by a phase shift betWeen 
the components. These are described by the Well fundamental 
equation of ellipsometry: 

Where rp and rs are the re?ected amplitudes for light polarized 
parallel and perpendicular, respectively, to the plane of inci 
dence. RP and RS are the parallel and perpendicular re?ec 
tances, 11) is the amplitude ratio after re?ection and 6 is the 
phase shift on re?ection. 

Although the depicted embodiment of the ECD is con?g 
ured With it electrochromic (EC) layer adjacent the substrate 
and With its ion storage (IS) layer distal therefrom, alternate 
embodiments could be con?gured With the active layers 
arranged in the opposite orderiie, With the IS layer adja 
cent the substrate and the EC layer distal therefrom. 

Turning noW to FIG. 2, one ?nds re?ectance spectra in the 
1.3 to 27 micron region measured from an ECD previously 
described in the inventor’s US. Pat. No. 7,265,890. In this 
?gure, different curves correspond to various times during the 
process of coloring. The uppermost curve 60 of this set is the 
spectral re?ectance of an open circuit or self-bleached ECD 
and is consistent With the transparent metal layer electrode 
having a transmittance of near 90% across the entire mea 
sured spectral interval. A positive voltage is applied to the IS 
electrode at a zero on the time scale to begin coloring the ECD 
by moving ions from the IS to the EC layer. As this EC loading 
progresses With timeiWhere various times ranging from 
zero to eighteen minutes are depicted in FIG. 24over most of 
the measured spectral region, more and more of the incident 
radiation is absorbed in the EC layer rather than being 
re?ected from the mirror-like substrate electrode. At some 
Wavelengths, e. g., around 1.3 microns to 5 microns, this effect 
is substantially less pronounced than elseWhere. This electro 
chromic device thus provides a controllable absorption in a 
spectral region comprising some Wavelengths lying betWeen 
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4 
about 1 and 27 microns, although the extent of utility is not 
uniform across the entire region. 
The family of curves in FIG. 2 shoW several minima in 

re?ectance (i.e., absorption peaks). One of these minima 62 
lies generally betWeen 1.3 and 5 microns and another mini 
mum 64 lies generally betWeen 6 and 10 microns. In US. Pat. 
No. 7,265,890 the inventor noted that the magnitude of 
absorption increases With time during coloring, and the posi 
tion of each peak shifts to longer Wavelengths as the coloring 
time increases. It has been subsequently observed that the 
magnitude of absorption depends on the state of polarization 
of incident light so that an ECD can be con?gured as a 
polarizer in the region of any such local minimum. 

Experiments Were conducted on re?ective-mode ECD’s 
fabricated in accord With the teaching of the inventor’s US. 
Pat. No. 7,265,890. This patent teaches a device comprising a 
plurality of thin solid ?lms successively deposited on a sub 
strate. The ?rst of these ?lms is a substrate electrode depos 
ited on a suitably prepared substrate. A plurality of layers 
comprising at least an electrochromic layer, an electrolyte 
layer, an ion storage portion; and a substantially transparent 
metal layer are then preferably deposited on the substrate 
electrode. In particular, optical measurements Were made on 
a device in Which the substrate electrode 14 Was indium-tin 
oxide (ITO), the electrochromic (EC) layer 20 Was lithiated 
tungsten oxide and Was separated from the lithium-?uoro 
nitride electrolyte (EL) layer 24 by a lithium nitride ion trans 
fer layer 22, the ion storage (IS) layer 26 comprised a lithiated 
vanadium oxide, and the transparent top electrode 36 com 
prised a thin silver ?lm. 

Ellipsometry measurements on the experimental sample 
Were carried out on tWo different instruments operable in 
different spectral regions. Measurements in the near-UV, vis 
ible, and near-IR regions of the spectrum Were made using a 
V-VASE variable angle spectroscopic ellipsometer supplied 
by the J. A. Woolam Company of Lincoln, Nebr. Infrared 
measurements Were made using a VB-40 VASE variable 
angle spectroscopic ellipsometer supplied by the J. A. 
Woolam Company of Lincoln, Nebr. and operable in the 2-40 
pm spectral region. 

Turning noW to FIGS. 3A, 3B, 4A, and 4B, one ?nds the 
amplitude ratio 11) and the phase shift 6 that resulted from 
ellipsometry measurements on the exemplar device. The 
measurements Were made at three different angles of inci 
dence (60°, 65°, and 70°) and for samples inboth the bleached 
(FIGS. 3A, 4A) and colored (FIGS. 3B, 4B) conditions. In the 
bleached condition, no voltage Was applied to the device. In 
the colored condition a voltage of approximately 1 V Was 
applied. 

In FIG. 5, one ?nds the spectral variation of the perpen 
dicular re?ectance, RS, derived from ellipsometric measure 
ments made using a 26° angle of incidence for a sample in the 
bleached condition. Sharp local minima in RS for the bleached 
ECD are noted at several Wavelengths in the visible and near 
IR, and at about four um. A broader local minimum is noted 
at about 9-12 pm. The effect of applying a coloring voltage to 
this device is depicted in FIG. 6, Which shoWs that the s-com 
ponent of the re?ectance near 10 pm is nearly eliminated by 
coloring the ECD. In particular, RS drops from about 75% to 
about 1% on application of the coloring voltage. The light 
re?ected from the colored ECD at the peak Wavelength of 
about 9.7 pm is essentially all the p-component. Thus, apply 
ing a coloring voltage to the experimental device provides a 
beam of light that is essentially linearly polarized parallel to 
the plane of incidence. 

Although the present invention has been described With 
respect to several preferred embodiments, many modi?ca 
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tions and alterations can be made Without departing from the 
invention. Accordingly, it is intended that all such modi?ca 
tions and alterations be considered as Within the spirit and 
scope of the invention as de?ned in the attached claims. 
The invention claimed is: 
1. A method of changing the polarization of a beam of 

radiation, the method comprising the steps of: a) providing an 
electrochromic device (ECD) having a bleached state in 
Which most of the radiation passes through the device, the 
ECD comprising a plurality of thin solid ?lms sequentially 
deposited on a substrate, the thin ?lms comprising a ?rst 
electrode abutting the substrate and a second electrode sepa 
rated from the ?rst electrode by a electrochromic layer, an 
electrolyte layer and an ion storage layer, Wherein at least one 
of the tWo electrodes is transparent to the radiation; b) direct 
ing the beam toWard the ECD so that the beam passes through 
the ECD When the ECD is in the bleached state; and c) 
applying a selected voltage betWeen the tWo electrodes to 
change the polarization of the re?ected beam. 

2. The method of claim 1 Wherein the radiation comprises 
Wavelengths extending about a central Wavelength at Which 
there is a local minimum in the amount of radiation that 
passes through the ECD When the ECD is in the bleached 
state. 

3. The method of claim 1 Wherein the plurality of active 
layers in the ECD comprise an electrochromic layer compris 
ing lithiated tungsten oxide; an ion transfer layer comprising 
lithium and nitrogen, the ion transfer layer vacuum deposited 
directly on the electrochromic layer; an electrolyte layer com 
prising lithium ?uoro-nitride; and an ion storage layer com 
prising an oxide of vanadium. 

4. The method of claim 1 Wherein the method is optimized 
for a selected Wavelength Within a selected band of Wave 
lengths by providing the ECD With a thickness, measured 
betWeen the tWo electrodes, that varies along a selected direc 
tion; and moving the ECD along the selected direction and 
transverse to the beam so that the beam is incident on a portion 
of the ECD providing optimal polarization at the selected 
Wavelength. 

5. The method of claim 1 Wherein the method is optimized 
for a selected Wavelength Within a selected band of Wave 
lengths by providing the ECD With composition that varies 
along a selected direction; and moving the ECD along the 
selected direction and transverse to the beam so that the beam 
is incident on a portion of the ECD providing optimal polar 
ization at the selected Wavelength. 

6. A method of changing the polarization of a beam of 
radiation comprised of Wavelengths Within a selected band of 
Wavelengths, the method comprising the steps of: 

providing an electrochromic device (ECD) comprising a 
plurality of thin solid ?lm layers deposited on a sub 
strate, the thin solid ?lm layers comprising a ?rst elec 
trode abutting the substrate and a second electrode sepa 
rated from the ?rst electrode by an electrochromic layer, 
an electrolyte layer and an ion storage layer, Wherein at 
least one of the electrodes is transparent to the radiation, 
the ECD characterized by a bleached state absorption 
that is higher Within the selected band of Wavelengths 
than outside it; 

b) directing the beam toWard the ECD so that the beam 
passes through the ECD When the ECD is in the bleached 
state; and 

c) applying a selected voltage betWeen the tWo electrodes 
to change the polarization of the re?ected beam. 

7. The method of claim 6 Wherein the method is optimized 
for a selected Wavelength Within the selected band of Wave 
lengths by providing the ECD With a thickness, measured 
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6 
betWeen the tWo electrodes, that varies along a selected direc 
tion; and moving the ECD along the selected direction and 
transverse to the beam so that the beam is incident on a portion 
of the ECD providing optimal polarization at the selected 
Wavelength. 

8. The method of claim 6 Wherein the method is optimized 
for a selected Wavelength Within the selected band of Wave 
lengths by providing the ECD With composition that varies 
along a selected direction; and moving the ECD along the 
selected direction and transverse to the beam so that the beam 
is incident on a portion of the ECD providing optimal polar 
ization at the selected Wavelength. 

9. The method of claim 6 Wherein the plurality of active 
layers in the ECD comprise an electrochromic layer compris 
ing lithiated tungsten oxide; an ion transfer layer comprising 
lithium and nitrogen, the ion transfer layer vacuum deposited 
directly on the electrochromic layer; an electrolyte layer com 
prising lithium ?uoro-nitride; and an ion storage layer com 
prising an oxide of vanadium. 

1 0. A method of polarizing a beam of infrared radiation, the 
method comprising the steps of: 

a) providing a rigid substrate having a mirror surface, the 
mirror surface comprising a re?ective electrode portion 
of an electrochromic device, the electrochromic device 
further comprising a plurality of thin solid ?lms, the 
?lms consisting of: 
an electrochromic layer comprising lithiated tungsten 

oxide, formed directly on the re?ective electrode; an 
ion transfer layer comprising lithium and nitrogen, 
the ion transfer layer vacuum deposited directly on the 
electrochromic layer; 

an electrolyte layer comprising lithium ?uoro-nitride, 
the electrolyte layer vacuum deposited directly on the 
ion transfer layer; 

an ion storage layer comprising an oxide of at least one 
of vanadium and praseodymium, the ion storage layer 
vacuum deposited directly on the electrolyte layer; 
and 

a thin transparent electrode layer; 
b) directing the beam toWard the ECD so that the beam is 

initially incident on the transparent electrode at a 
selected angle of incidence lying in a plane of incidence 
and so that the beam re?ects from the re?ective elec 
trode; 

c) applying a selected voltage betWeen the re?ective and 
transparent electrodes so as to color the ECD and 
thereby selectively absorb infrared radiation having a 
polarization component perpendicular to the plane of 
incidence, leaving an infrared beam polarized parallel to 
the plane of incidence. 

11. A method of changing the polarization of a beam of 
radiation comprising a selected Wavelength, the method com 
prising the steps of: 

a) providing an electrochromic device (ECD) having a 
bleached state in Which most of the radiation passes 
through the device, the ECD comprising a plurality of 
active layers disposed betWeen tWo electrodes, at least 
one of Which is transparent to the radiation, the ECD 
having at least one of a thickness and a composition that 
varies along a selected direction; 

b) directing the beam toWard the ECD so that the beam 
passes through the ECD When the ECD is in the bleached 
state; 

c) applying a selected voltage betWeen the tWo electrodes 
to change the polarization of the re?ected beam and 
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d) moving the ECD along the selected direction and trans- 13. The method of claim 11 Wherein the composition Varies 
Verse to the beam so that the beam is incident on a along the selected direction. 
portion of the ECD providing optimal polarization at the 14. The method of claim 11 Wherein both the thickness and 
selected Wavelength. 

12. The method of claim 11 Wherein the thickness Varies 5 
along the selected direction. * * * 

the composition Vary along the selected direction. 

* * 


