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ZOOM LENS SYSTEM AND OPTICAL 
APPARATUS INCLUDING THE SAME 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 
The present invention relates to a Zoom lens system and an 

optical apparatus including the same. The present invention is 
suited for, for example, a single-lens re?ex camera, a digital 
still camera, a camcorder, and a projector. 

2. Description of the Related Art 
The density of pixels of an image pickup device for use in 

an image pickup apparatus (optical apparatus), such as a 
digital camera or a camcorder, is increased more and more. 
With this, it is desired that an image taking lens (image pickup 
optical system) for use in such an image pickup device With 
an increased density of pixels have high resolution. 

In an image pickup apparatus (e.g., a digital camera or a 
camcorder), various kinds of optical members, such as a 
loW-pass ?lter and an infrared cutoff ?lter, are disposed 
betWeen the backmost end of a lens system and an image 
pickup device. This requires that an image pickup optical 
system have a relatively long back focus. 

Additionally, because variations in characteristics of an 
incident angle in an image pickup device used in this type of 
image pickup apparatus are large, the image pickup optical 
system needs to have excellent telecentric characteristics at 
the image side. 

Examples of an image pickup optical system that meets 
these conditions include various Zoom lens systems that con 
tain a lens unit having a negative refractive poWer disposed at 
an object side and a lens unit having a positive refractive 
poWer disposed at an image side, so-called retrofocus Zoom 
lens systems. 
One example of this type of Zoom lens system is a Zoom 

lens system that includes three lens units, consisting of a lens 
unit having a negative refractive poWer, a lens unit having a 
positive refractive poWer, and a lens unit having a positive 
refractive poWer arranged in this order from the object side to 
the image side, that has a longer back focus and good image 
side telecentric characteristics. 

One such example of this type of Zoom lens system, Which 
includes three lens units, is a Zoom lens system that is com 
pact as the entire system While at the same time achieving 
high image forming performance by use of an aspherical 
surface and a cemented lens appropriately arranged, as 
described in US. Pat. No. 6,809,879. 

Another example is a projection Zoom lens system includ 
ing three lens units that favorably corrects a lateral chromatic 
aberration While maintaining good telecentric characteristics 
by use of an aspherical surface and anomalous dispersion 
glass appropriately arranged, as described in US. Pat. No. 
6,014,267. 

Still another example is a Zoom lens system that favorably 
corrects residual chromatic aberration While at the same time 
achieving high magni?cation and being compact as the entire 
system by use of an aspherical surface and a diffractive opti 
cal surface appropriately arranged in an optical path, as 
described in Japanese Patent Laid-Open No. 2004-117828. 
One example of a Zoom lens system that has a long back 

focus and good image-side telecentric characteristics is a 
Zoom lens system including four lens units, consisting of a 
lens unit having a negative refractive poWer, a lens unit having 
a positive refractive poWer, a lens unit having a negative 
refractive poWer, and a lens unit having a positive refractive 
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2 
poWer arranged in this order from the object side to the image 
side, as described in US. Pat. No. 6,850,373 and No. 7,079, 
328. 
One example of a Zoom lens system that has a long back 

focus is a Zoom lens system including six lens units, consist 
ing of a lens unit having a negative refractive poWer, a lens 
unit having a positive refractive poWer, a lens unit having a 
negative refractive poWer, a lens unit having a positive refrac 
tive poWer, a lens unit having a negative refractive poWer, and 
a lens unit having a positive refractive poWer arranged in this 
order from the object side to the image side, as described in 
US. Pat. No. 7,184,221. 

In typical Zoom lens systems, the occurrence of chromatic 
aberration and variations in the chromatic aberration caused 
by Zooming increase With an increase in Zoom ratio. In par 
ticular, large secondary spectrums of axial chromatic aberra 
tion and lateral chromatic aberration occur in a telephoto 
state. Satisfactorily correcting this is dif?cult. 

In contrast, When a lens composed of a material that exhib 
its anomalous dispersion (hereinafter referred to as an anoma 
lous dispersion material) is used in an optical system, the 
occurrence of chromatic aberration in a telephoto state can be 
reduced by its anomalous dispersion effects. 

HoWever, simply arranging a lens composed of an anoma 
lous dispersion material in an optical path is not suf?cient for 
correction of chromatic aberration over the entire Zoom range 
and improvement in image quality While increasing the Zoom 
ratio. 

To satisfactorily correct chromatic aberration over the 
entire Zoom range and obtain high optical performance While 
increasing the Zoom ratio, it is important to arrange a lens 
composed of an anomalous partial dispersion material in an 
optical system and to appropriately set the refractive poWer 
and other factors. 

In particular, in a retrofocus Zoom lens system, Which 
includes a lens unit having a negative refractive poWer 
arranged in the forefront, the lens units are arranged asym 
metrically With respect to an aperture stop. Therefore, it is 
important hoW a lens composed of an anomalous partial dis 
persion material is used. 
The Zoom lens system disclosed in US. Pat. No. 6,809,879 

mentioned above achieves high performance With an entire 
system that is compact, but unfortunately it has a tendency to 
exhibit a large amount of axial chromatic aberration in the 
telephoto end state. The Zoom lens system disclosed in US. 
Pat. No. 6,014,267 mentioned above can favorably correct 
lateral chromatic aberration by using anomalous dispersion 
glass, but unfortunately it has a tendency to have residual 
axial chromatic aberration, a so-called secondary spectrum. 

In addition, because the refractive index of anomalous 
dispersion glass is loW, from the vieWpoint of aberration 
correction, limitations are imposed on a used position thereof. 
The Zoom lens system disclosed in Japanese Patent Laid 

Open No. 2004-117828 corrects axial chromatic aberration 
occurring in the telephoto end state by using a diffractive 
optical element. HoWever, producing a diffractive optical ele 
ment is more dif?cult than a typical refractive optical ele 
ment, thus limiting the use of the diffractive optical element. 

SUMMARY OF THE INVENTION 

The present invention provides a Zoom lens system that can 
correct various aberrations, including chromatic aberration, 
over the entire Zoom range and that has high optical perfor 
mance and also provides an optical apparatus including the 
Zoom lens system. 
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According to an aspect of the present invention, a Zoom 
lens system includes a ?rst lens unit having a negative refrac 
tive power, at least one lens unit having a positive refractive 
poWer, and an optical element. The optical element is com 
posed of a material that satis?es the folloWing condition: 

Where 6N:(NgN—NFN)/(NFN—NCN) and vN is the Abbe num 
ber of the material, and NgN, NFN, and NC N are the refractive 
indices of the material for the g-line, F-line, and the C-line, 
respectively. The ?rst lens unit, an aperture stop, and the at 
least one lens unit are arranged in this order from an object 
side to an image side. The Zoom lens system performs Zoom 
ing While changing the distance betWeen the ?rst and the at 
least one lens unit. The Zoom lens system satis?es the folloW 
ing conditions: 

Where fN is the focal length of the optical element, Lt is the 
distance from the aperture stop to the optical element in a 
telephoto end state, Tt is the overall length of the Zoom lens 
system in the telephoto end state, fW is the focal length in a 
Wide-angle end state, and ft is the focal length in the telephoto 
end state. 

Further features of the present invention Will become 
apparent from the folloWing description of exemplary 
embodiments (With reference to the attached draWings). 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 illustrates a cross-sectional vieW of a Zoom lens 
system in a Wide-angle end state and a locus in Zooming 
according to a ?rst embodiment of the present invention. 

FIG. 2 illustrates aberrations occurring When the Zoom lens 
system according to the ?rst embodiment is in the Wide-angle 
end state. 

FIG. 3 illustrates aberrations occurring When the Zoom lens 
system according to the ?rst embodiment is in a telephoto end 
state. 

FIG. 4 illustrates a cross-sectional vieW of a Zoom lens 
system in a Wide-angle end state and a locus in Zooming 
according to a second embodiment of the present invention. 

FIG. 5 illustrates aberrations occurring When the Zoom lens 
system according to the second embodiment is in the Wide 
angle end state. 

FIG. 6 illustrates aberrations occurring When the Zoom lens 
system according to the second embodiment is in a telephoto 
end state. 

FIG. 7 illustrates a cross-sectional vieW of a Zoom lens 
system in a Wide-angle end state and a locus in Zooming 
according to a third embodiment of the present invention. 

FIG. 8 illustrates aberrations occurring When the Zoom lens 
system according to the third embodiment is in the Wide 
angle end state. 

FIG. 9 illustrates aberrations occurring When the Zoom lens 
system according to the third embodiment is in a telephoto 
end state. 

FIG. 10 illustrates a cross-sectional vieW of a Zoom lens 
system in a Wide-angle end state and a locus in Zooming 
according to a fourth embodiment of the present invention. 

FIG. 11 illustrates aberrations occurring When the Zoom 
lens system according to the fourth embodiment is in the 
Wide-angle end state. 
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4 
FIG. 12 illustrates aberrations occurring When the Zoom 

lens system according to the fourth embodiment is in a tele 
photo end state. 

FIG. 13 illustrates a schematic vieW of a digital camera that 
uses a Zoom lens system according to at least one of the 
embodiments of the present invention. 

DESCRIPTION OF THE EMBODIMENTS 

Embodiments of a Zoom lens system and an optical appa 
ratus that includes the Zoom lens system Will be described 
beloW. 
The Zoom lens system according to embodiments of the 

present invention is a Zoom lens system in Which a ?rst lens 
unit having a negative refractive poWer, an aperture stop, and 
at least one lens unit having a positive refractive poWer are 
arranged in this order from the object side to the image side. 
The Zoom lens system performs Zooming While changing the 
distance betWeen the lens units. 

FIG. 1 illustrates a cross-sectional vieW of a Zoom lens 
system in a Wide-angle end state (a state corresponding to a 
short focal length end) and a locus in Zooming according to a 
?rst embodiment of the present invention. 

FIGS. 2 and 3 illustrate aberrations occurring When the 
Zoom lens system of the ?rst embodiment is in the Wide-angle 
end state and in a telephoto end state (a state corresponding to 
a long focal length end), respectively. 
The Zoom lens system according to the ?rst embodiment 

has a Zoom ratio of7>< and an angle ofvieW of75.3° to 127°. 
FIG. 4 illustrates a cross-sectional vieW of a Zoom lens 

system in a Wide-angle end state and a locus in Zooming 
according to a second embodiment of the present invention. 
FIGS. 5 and 6 illustrate aberrations occurring When the Zoom 
lens system of the second embodiment is in the Wide-angle 
end state and in a telephoto end state, respectively. The Zoom 
lens system according to the second embodiment has a Zoom 
ratio ofl.9>< and an angle ofvieW of 64.6° to 358°. 

FIG. 7 illustrates a cross-sectional vieW of a Zoom lens 
system in a Wide-angle end state and a locus in Zooming 
according to a third embodiment of the present invention. 
FIGS. 8 and 9 illustrate aberrations occurring When the Zoom 
lens system of the third embodiment is in the Wide-angle end 
state and in a telephoto end state, respectively. The Zoom lens 
system according to the third embodiment has a Zoom ratio of 
1.9x and an angle ofvieW of 638° to 356°. 

FIG. 10 illustrates a cross-sectional vieW of a Zoom lens 
system in a Wide-angle end state and a locus in Zooming 
according to a fourth embodiment of the present invention. 
FIGS. 11 and 12 illustrate aberrations occurring When the 
Zoom lens system of the fourth embodiment is in the Wide 
angle end state and in a telephoto end state, respectively. The 
Zoom lens system according to the fourth embodiment has a 
Zoom ratio of 1.9x and an angle ofvieW of 65.60 to 359°. 

FIG. 13 is a schematic illustration of a main portion of a 
digital still camera (optical apparatus) that includes a Zoom 
lens system according to at least one of the embodiments of 
the present invention. 
The Zoom lens system according to the embodiments is an 

imaging lens system for use in an image pickup apparatus. In 
the cross-sectional vieWs of the Zoom lens system, the left is 
the object side (front), and the right is the image side (back). 
When the Zoom lens system according to the embodiments 

is used as a projection lens in a projector, a screen is posi 
tioned at the left side, and an image is projected at the right 
side. 

In the cross-sectional vieWs of the Zoom lens system, Li 
represents an i-th lens unit counting from the object side. 
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An aperture stop SP is an aperture stop for the Zoom lens 
system. An optical block G corresponds to an optical ?lter, a 
faceplate, a crystal loW-pass ?lter, an infrared cut ?lter, or 
other optical ?lters as knoWn by one of ordinary skill in the 
relevant arts, and equivalents. 
An image plane IP is an image plane for the Zoom lens 

system. In the case Where the Zoom lens system is used as an 
imaging optical system in a camcorder or a digital still cam 
era, a photosensitive area corresponding an image pickup 
area of a solid-state image pickup device (photoelectric con 
version device) (e.g., a charge-coupled device (CCD) sensor, 
or a complementary metal-oxide semiconductor (CMOS) 
sensor, other image pickup devices as knoWn by one of ordi 
nary skill in the relevant arts, and equivalents), is disposed at 
the image plane IP. 
An optical element GNL is composed of an anomalous 

partial dispersion material, Which Will be described later. 
In the illustrations shoWing aberrations, “d” denotes the 

d-line, “g” denotes the g-line, “AM” denotes a meridional 
image plane, “AS” denotes a sagittal image plane, and a 
lateral chromatic aberration is represented by the g-line. 

In the illustrations shoWing aberrations, F.NO represents 
an F-number, and (n represents a half angle of vieW. 

In the embodiments, the lens units move as illustrated by 
arroWs in Zooming from the Wide-angle end state to the tele 
photo end state. 

In the embodiments described beloW, the Wide-angle end 
state and the telephoto end state indicate the Zoom positions 
When the Zoom lens system is located at the opposite ends of 
a range in Which the Zoom lens system is mechanically mov 
able on the optical path. 

In the Zoom lens system according to the embodiments, a 
lens unit closest to the object has a negative refractive poWer 
and a lens unit closest to the image has a positive refractive 
poWer. The Zoom lens system performs Zooming While 
changing the distance betWeen the lens units. 

The Zoom lens system includes at least one optical element 
GNL composed of a material that satis?es the folloWing 
condition: 

(1) 

Where 6N:(NgN—NFN)/(NFN—NCN) and vN is the Abbe num 
ber of the material and NgN, NFN, and NC N are the refractive 
indices of the material for the g-line, F-line, and the C-line, 
respectively. 

The Zoom lens system satis?es the folloWing conditions: 

0.20<J(7Wi)/fN<0.80 (3 

Where fNis the focal length of the optical element GNL, Lt is 
the distance from the aperture stop SP to the optical element 
GNL in the telephoto end state, Tt is the overall length of the 
Zoom lens system in the telephoto end state, fW is the focal 
length in the Wide-angle end state, and ft is the focal length in 
the telephoto end state. The distance Lt is positive When being 
measured to the image side and is negative When being mea 
sured to the object side. 
When the optical element GNL is cemented, the refractive 

poWer (the reciprocal of the focal length) of the optical ele 
ment GNL is the value obtained When the optical element 
GNL is arranged in the air after being separated. 

In a Zoom lens system that includes a lens unit having a 
negative refractive poWer at the object side and a lens unit 
having a positive refractive poWer at the image side, a so 
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6 
called retrofocus Zoom lens system, a height of axial light 
from the optical axis (hereinafter referred to as the height of 
the axial light) tends to become larger in the vicinity of the 
aperture stop in Zooming from the Wide-angle end state to the 
telephoto end state. 

For axial chromatic aberration in the telephoto end state, 
the secondary spectrum tends to increase to the positive side 
With an increase in the focal length. 

To correct the secondary spectrum, it is useful that an 
optical element having a positive refractive poWer and being 
composed of a material that exhibits high anomalous disper 
sion is arranged in the vicinity of the aperture stop, Where the 
height of the axial light increases. 

This enables correction of the focus position for the g-line 
to the negative side independently When both the focus posi 
tions for the C-line and g-line tend to be located at the positive 
side. Therefore, the secondary spectrum can be reduced. 
The conditional expression (1) de?nes that partial disper 

sion for the g-line to that for the F-line of the optical element 
GNL is larger than typical optical glass. 
When the upper limit is exceeded, the secondary spectrum 

in the axial chromatic aberration in the telephoto end state is 
corrected excessively. When the loWer limit is exceeded, the 
correction is insu?icient. 
The conditional expression (2) de?nes that the optical ele 

ment GNL de?ned in the conditional expression (1) is posi 
tioned adjacent to the aperture stop SP in the telephoto end 
state. When the upper limit is exceeded, the height of the axial 
light passing through the optical element GNL is small, thus 
resulting in insuf?cient correction of the secondary spectrum. 
When the loWer limit is exceeded, the height of the light 
passing through the optical element GNL is small, thus result 
ing in insuf?cient correction of the secondary spectrum. 
The conditional expression (3) de?nes the positive refrac 

tive poWer of the optical element GNL for correcting the 
secondary spectrum in the axial chromatic aberration. In gen 
eral, the secondary spectrum in the axial chromatic aberration 
in the telephoto end state remains in the positive side. 

To correct this, it is useful that an optical element having a 
positive refractive poWer and being composed of a material 
that has high anomalous dispersion is located in the optical 
system (Zoom lens system) at a position effective for correc 
tion of the axial chromatic aberration. 
When the upper limit is exceeded in the conditional expres 

sion (3), correction of the axial chromatic aberration is di?i 
cult. When the loWer limit is exceeded, the correction of the 
secondary spectrum is insuf?cient. 

Specifying the components described above facilitates 
effective correction of the secondary spectrum in the axial 
chromatic aberration. 
The range of values of the conditional expressions (1) to (3) 

can be set as described beloW. 

The optical element GNL used in the embodiments is com 
posed of resin (resin material) formed by photo polymeriZa 
tion or thermal polymerization using a mold. 

To obtain further excellent optical performance in the 
Zoom lens system of the embodiments, it is useful to satisfy at 
least one of the conditions described beloW. 
The satis?ed condition can offer corresponding advan 

tages. 
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That is, it is useful to satisfy at least one of the following 
conditions: 

(5) 

(6) 

Where LW is the distance from the aperture stop SP to the 
optical element GNL in the Wide-angle end state, fLN is the 
focal length of a lens unit including the optical element GNL 
among the lens units, and t is the thickness of the optical 
element GNL (in the direction of the optical axis). 

In typical optical systems, axial chromatic aberration tends 
to increase With an increase in the focal length. Also in a Zoom 
lens system, the axial chromatic aberration becomes larger in 
the telephoto end state. Since a higher Zoom ratio leads to a 
longer focal length, it is important to correct the axial chro 
matic aberration in the telephoto end state in order to obtain a 
higher Zoom ratio. 

The optical element GNL in the embodiments is used to 
correct the secondary spectrum in the axial chromatic aber 
ration in the telephoto end state. To enhance the advantage of 
correction, it is useful to arrange the optical element GNL at 
a position that enables the height of the axial light to be large. 

In a retrofocus Zoom lens system, the height of the axial 
light in the telephoto end state tends to become larger in the 
vicinity of the aperture stop SP. Therefore, it is useful that the 
optical element GNL satisfying the conditional expression 
(1) is positioned more adjacent to the aperture stop SP in the 
telephoto end state. 

The conditional expression (4) de?nes the distance 
betWeen the optical element GNL and the aperture stop SP in 
the Wide-angle end state and that in the telephoto end state. 
When the upper limit is exceeded, the optical element GNL is 
remote from the aperture stop SP in the telephoto end state. In 
this case, the secondary spectrum in the axial chromatic aber 
ration in the telephoto end state cannot be corrected effec 
tively. 
When the loWer limit is exceeded, the aperture stop SP and 

the optical element GNL overlap each other during a Zooming 
operation. In this case, manufacturing a lens barrel is dif?cult. 

The range of values of the conditional expression (4) can be 
set as described beloW. 

The mechanism for the occurrence of the secondary spec 
trum in the axial chromatic aberration is described beloW. The 
axial chromatic aberration occurring in a positive lens ele 
ment undergoes insuf?cient correction (under-correction) 
extraordinarily in a short-Wavelength range. This is because 
the refractive index of a typical optical material becomes 
extraordinarily large in a short-Wavelength range. To correct 
the axial chromatic aberration occurring in the positive lens 
element, a negative lens element composed of a high disper 
sion material is arranged. 
The refractive index of a material of the negative lens 

element is larger in a short-Wavelength range With a degree 
that is higher than that for the positive lens element. There 
fore, When the chromatic aberration is corrected, light of the 
short Wavelength range is strongly dispersed. When primary 
achromatiZation in a lens unit included in the Zoom lens 
system is suf?cient, if the refractive poWer of that lens unit is 
strong, the secondary spectrum occurring in that lens unit is 
large. 

The conditional expression (5) de?nes an appropriate 
refractive poWer of a lens unit LGNL disposing the optical 
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8 
element GNL. When the upper limit is exceeded, the refrac 
tive poWer of the lens unit LGNL is larger in a positive 
direction. To perform primary achromatiZation in the lens 
unit LGNL, a negative lens element composed of a higher 
dispersion material is necessary, leading to dif?culty in 
selecting such a material. 
When the loWer limit is exceeded, the refractive poWer of 

the lens unit LGNL is strong and the secondary spectrum 
occurring in the lens unit LGNL is also large. To correct that 
secondary spectrum, a stronger refractive poWer of the optical 
element GNL is necessary. This is undesired for the same 
reason as the explanation for the conditional expression (3) 
described above. 
The range of values of the conditional expression (5) can be 

set as described beloW. 

The optical element GNL used in the embodiments is com 
posed of resin material. More speci?cally, ultra-violet (UV) 
curable resin (nd:l.636, vd:22.7, 6gF:0.69) is used. HoW 
ever, the material is not limited to this. Any material may be 
used as long as it satis?es the conditional expression (1). 
The conditional expression (6) de?nes an appropriate 

thickness of the optical element GNL. In particular, if the 
optical element GNL is composed of resin material by mold 
ing, it is useful that the conditional expression (6) is satis?ed. 
When the upper limit is exceeded, it is dif?cult to maintain 
good moldability. When the loWer limit is exceeded, it is 
undesired because the refractive poWer of the optical element 
GNL is smaller than the refractive poWer de?ned by the 
conditional expression (3). 
The range of values of the conditional expression (6) can be 

set as described below. 

(53) 

When the optical element GNL is composed of resin mate 
rial, forming the optical element GNL by photo polymeriZa 
tion or thermal polymeriZation using a mold enhances the 
production e?iciency in mass production. 
As described above, the Zoom lens system according to the 

embodiments can correct axial chromatic aberration in the 
telephoto end state With a high Zoom ratio, reduce color 
blurring in an image pickup device having high pixel density, 
and provide high de?nition image. 
The details of the Zoom lens system according to each of 

the ?rst to fourth embodiments Will noW be described beloW. 

First Embodiment 

The Zoom lens system illustrated in FIG. 1 includes a ?rst 
lens unit L1 having a negative refractive poWer, a second lens 
unit L2 having a positive refractive poWer, and a third lens 
unit L3 having a positive refractive poWer disposed in this 
order from the object side to the image side. During Zooming 
from the Wide-angle end state to the telephoto end state, the 
?rst lens unit L1 folloWs a locus convex toWard the image side 
so as to move toWard the image side and then toWard the 
object side. The second lens unit L2 moves toWard the object 
side. The third lens unit L3 moves so as to correct the position 
of the image plane varying With Zooming. 
The ?rst lens unit L1 has a single aspherical surface. The 

second lens unit L2 has tWo aspherical surfaces. These sur 
faces correct mainly axial aberration and off-axis aberration. 
An aperture stop SP is disposed adjacent to the object side of 
the second lens unit L2. 
An optical element GNL having a high partial dispersion is 

arranged in the second lens unit L2 at a position adjacent to 
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the aperture stop SP along the optical axis and corrects mainly 
axial chromatic aberration in the telephoto end state. The 
material of the optical element GNL is UV-curable resin 
(nd:l.636, vd:22.7, 6gF:0.69). 
A glass block G (e.g., a crystal loW-pass ?lter, an infrared 

cut ?lter) is disposed betWeen the third lens unit L3 and an 
image plane lP. 

Second Embodiment 

The Zoom lens system illustrated in FIG. 4 includes a ?rst 
lens unit L1 having a negative refractive poWer, a second lens 
unit L2 having a positive refractive poWer, a third lens unit L3 
having a negative refractive poWer, and a fourth lens unit L4 
having a positive refractive poWer disposed in this order from 
the object side to the image side. 

During Zooming from the Wide-angle end state to the tele 
photo end state, the ?rst lens unit L1 moves toWard the image 
side. The second lens unit L2 moves toWard the object side so 
as to reduce the distance to the ?rst lens unit L1. The third lens 
unit L3 moves toWard the object side so as to increase the 
distance to the second lens unit L2. The fourth lens unit L4 
moves toWard the object side so as to reduce the distance to 
the third lens unit L3. Each of the ?rst lens unit L1, the second 
lens unit L2, and the fourth lens unit L4 has a single aspherical 
surface, thereby correcting axial aberration and off-axis aber 
ration. 
An aperture stop SP is disposed adjacent to the object side 

of the third lens unit L3. An optical element GNL having a 
high partial dispersion is arranged in the third lens unit L3 at 
a position adjacent to the aperture stop SP and, in particular, 
corrects axial chromatic aberration in the telephoto end state. 
The material of the optical element GNL is UV-curable resin 
(nd:l.636, vd:22.7, 6gF:0.69). 

Third Embodiment 

The Zoom lens system illustrated in FIG. 7 includes six lens 
units. The six lens units are a ?rst lens unit L1 having a 
negative refractive poWer, a second lens unit L2 having a 
positive refractive poWer, a third lens unit L3 having a nega 
tive refractive poWer, a fourth lens unit L4 having a positive 
refractive poWer, a ?fth lens unit L5 having a negative refrac 
tive poWer, and a sixth lens unit L6 having a positive refractive 
poWer disposed in this order from the object side to the image 
side. 

During Zooming from the Wide-angle end state to the tele 
photo end state, the ?rst lens unit L1 moves toWard the image 
side. The second lens unit L2 moves toWard the object side so 
as to reduce the distance to the ?rst lens unit L1. The fourth 
lens unit L4 moves toWard the object side so as to reduce the 
distance to the third lens unit L3. The third lens unit L3 moves 
toWard the object side so as to increase the distance to the 
second lens unit L2. The ?fth lens unit L5 moves toWard the 
object side so as to increase the distance to the sixth lens unit 
L6. The sixth lens unit L6 is ?xed (does not move) to an image 
plane lP. Each of the ?rst lens unit L1 and the ?fth lens unit L5 
has a single aspherical surface, thereby correcting axial aber 
ration and off-axis aberration. 
An aperture stop SP is disposed adjacent to the image side 

of the third lens unit L3. An optical element GNL having a 
high partial dispersion is arranged in the ?fth lens unit L5 at 
a position adjacent to the aperture stop SP and, in particular, 
corrects axial chromatic aberration in the telephoto end state. 

The optical element GNL moves closer to the aperture stop 
SP in the telephoto end state than in the Wide-angle end state. 
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The material of the optical element GNL is UV-curable resin 
(nd:l.636, vd:22.7, 6gF:0.69). 

Fourth Embodiment 

The Zoom lens system illustrated in FIG. 10 includes six 
lens units. The six lens units are a ?rst lens unit L1 having a 
negative refractive poWer, a second lens unit L2 having a 
positive refractive poWer, a third lens unit L3 having a nega 
tive refractive poWer, a fourth lens unit L4 having a positive 
refractive poWer, a ?fth lens unit L5 having a negative refrac 
tive poWer, and a sixth lens unit L6 having a positive refractive 
poWer disposed in this order from the object side to the image 
side. 

During Zooming from the Wide-angle end state to the tele 
photo end state, the ?rst lens unit L1 moves toWard the image 
side. The second lens unit L2 to the ?fth lens unit L5 move 
toWard the object side and then toWard the image side inde 
pendently of each other (folloW a locus convex toWard the 
object side). 
The sixth lens unit L6 moves so as to approach an image 

plane lP. Each of the ?rst lens unit L1 and the sixth lens unit 
L6 has a single aspherical surface, thereby correcting axial 
aberration and off-axis aberration. An aperture stop SP is 
disposed adjacent to the image side of the third lens unit L3. 
An optical element GNL having a high partial dispersion is 
arranged in the third lens unit L3 at a position adjacent to the 
aperture stop SP and, in particular, corrects axial chromatic 
aberration in the telephoto end state. The material of the 
optical element GNL is UV-curable resin (nd:l.636, 
vd:22.7, 6gF:0.69). 

In the embodiments, an optical ?lter or a lens unit having a 
small refractive poWer may be added to the Zoom lens system 
so as to be disposed adjacent to the object side of the ?rst lens 
unit L1 or to the image side of the backmost lens unit. 
A teleconversion lens element or a Wide conversion lens 

element may be added to the Zoom lens system so as to be 
disposed at the object side or the image side. 

Numerical examples Will noW be described beloW. The 
numerical examples 1 to 4 correspond to the ?rst to fourth 
embodiments, respectively. In the numerical examples, rep 
resents the order of a surface counting from the object side, Ri 
represents the radius of curvature of an i-th lens surface, Di 
represents the distance betWeen the i-th surface and an (i+l) 
th surface (the lens thickness or the gap betWeen the lens 
elements), Ni represents the refractive index of glass of the 
i-th lens surface, and vi represents the Abbe number of glass 
of the i-th lens surface. 
The aspherical shape is represented by the folloWing 

expression: 

Where the X-axis indicates the direction of the optical axis, 
H-axis indicates a direction perpendicular to the optical axis, 
the direction of travel of light is positive, R is the paraxial 
radius of curvature, and K, B, C, D, E, and F are the aspheric 
coe?icients. 
The numerical examples 1 to 4 and the numerical relation 

ship betWeen the numerical examples 1 to 4 and the condi 
tional expressions (1) to (6) shoWn in Table 1 Will be provided 
beloW. 










