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DETECTING APPARATUS 

BACKGROUND 

1. Field of the Invention 
The present invention relates to a detecting apparatus for 

detecting deformation of a ?xed mold plate of an injection 
molding machine. 

2. Description of related art 
Generally speaking, an injection molding machine uses 

force to engage the noZZle against a sprue bushing of a ?xed 
mold plate during use. The engagement provides a sealed 
connection betWeen the noZZle and the sprue bushing pre 
venting leakage of molten resin. A movable mold plate is 
clamped on the ?xed mold plate during injection. Thus, the 
noZZle and the movable mold plate respectively resist against 
opposite sides of the ?xed mold plate. After injection, the 
movable mold plate is moved aWay from the ?xed mold plate, 
but the noZZle still resists against the corresponding side of 
the ?xed mold plate, Which may deform the ?xed mold plate. 
If deformation isn’t timely detected and action taken to cor 
rect it, life of the noZZle and sprue bushing may be reduced. 
What is desired, therefore, is a detecting apparatus Which 

can detect deformation of a ?xed mold plate of an injection 
molding machine. 

SUMMARY 

A detecting apparatus for detecting deformation of a ?xed 
mold plate of an injection molding machine includes a 
mounting member, an elastic member, a contacting member, 
a sliding member, a pressure sensor, and a blocking member. 
The mounting member has a ?rst end surface and a second 
end surface opposite to the ?rst end surface, and de?nes a 
through hole extending through the ?rst end surface and the 
second end surface. The mounting member is capable of 
being located at one side of the ?xed mold plate. The elastic 
member is located in the through hole of the mounting mem 
ber and generally positioned at the center thereof. The con 
tacting member is located in the through hole and positioned 
near or at the ?rst end surface. The sliding member is located 
in the through hole near or at the second end surface, to 
sandWich the elastic member together With the contacting 
member. The blocking member is attached to the ?rst end 
surface of the mounting member. The pressure sensor is ?xed 
betWeen the blocking member and the contacting member, 
and opposite ends thereof contacting the contacting member 
and the blocking member. A distal end opposite to the elastic 
member of the sliding member is capable of elastically con 
tacting the ?xed mold plate because of the elasticity of the 
elastic member, and moving together With the ?xed mold 
plate When the ?xed mold plate is deformed. The elastic 
member deforms With the movement of the sliding member 
causing a change in pressure applied to the pressure sensor 
through the contacting member. 

Other advantages and novel features Will become more 
apparent from the folloWing detailed description When taken 
in conjunction With the accompanying draWings, in Which: 

DETAILED DESCRIPTION OF THE DRAWINGS 

FIG. 1 is an exploded, sectional vieW of a detecting appa 
ratus in accordance With an embodiment of the present inven 
tion; 

FIG. 2 is an assembled vieW of FIG. 1 together With a ?xed 
mold plate of an injection molding machine; and 
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FIG. 3 is similar to FIG. 2, but shoWing the ?xed moldplate 

being deformed. 

DETAILED DESCRIPTION 

Referring to FIG. 1 and FIG. 2, a detecting apparatus in 
accordance With an embodiment of the present invention is 
provided for detecting deformation of a ?xed mold plate 70 of 
an injection molding machine. The detecting apparatus 
includes a mounting member 60, a sliding member 10, an 
elastic member 20, a contacting member 30, a blocking mem 
ber 40, and a pressure sensor 50. 
The mounting member 60 de?nes a through hole 61 pass 

ing through a ?rst end surface 64 and a second end surface 65 
opposite to the ?rst end surface 64 thereof, and a plurality of 
screW holes 62 in the ?rst end surface 64 thereof surrounding 
the through hole 61. 
The sliding member 10 is column-shaped. An arc-shaped 

portion 11 protrudes out from an end of the sliding member 
10. The elastic member 20 is a helical spring. The blocking 
member 40 de?nes a stepped hole 41 and a plurality of screW 
holes 43 surrounding the stepped hole 41 therein. The pres 
sure sensor 50 includes a signal transmission Wire 51. 
To assemble the detecting apparatus, the elastic member 20 

is slidably received in the through hole 61 of the mounting 
member 60 and generally positioned at the center thereof. 
Next, the contacting member 30 is slidably received in the 
through hole 61 and positioned near or at the ?rst end surface 
64. Then, the sliding member 10 is slidably received in the 
through hole 61 near or at the second end surface 65, to 
sandWich the elastic member 20 together With the contacting 
member 30. When the elastic member 20 is in a relaxed state 
the portion 11 of the sliding member 10 should at least par 
tially extend out of the through hole 61, and the contacting 
member 30 should be ?ush With or partially extend out 
beyond the plane of the ?rst end surface 64 of the mounting 
member 60. One end of the pressure sensor 50 is then ?xed in 
the stepped hole 41 of the blocking member 40. A plurality of 
screWs 42 is extended through the corresponding screW holes 
43 of the blocking member 40 to screW into the screW holes 62 
of the ?rst end surface 64 of the mounting member 60, to ?x 
the blocking member 40 to the ?rst end surface 64 of the 
mounting member 60. The other end of the pressure sensor 50 
contacts the contacting member 30. In assembling the detect 
ing apparatus to the injection molding machine, the mounting 
member 60 of the detecting apparatus contacts the ?xed mold 
plate 70 of the injection molding machine, causing the sliding 
member 10 to be pushed into the through hole 61 of the 
mounting member 60 against the elastic member 20. When 
the sliding member 10 is pushed in, deformation of the elastic 
member 20 causes the contacting member 30 to press against 
the pressure sensor 50. The pressure sensor 50 transforms the 
pressure applied thereto into an initial electronic signal that it 
sends to the injection molding machine via the signal trans 
mission Wire 51. Then, any deformation caused in the ?xed 
mold plate 70 in the area of the ?xed mold plate over the hole 
61 Will result either in a lessening or an increase in the pres 
sure against the pressure sensor 50. 

Referring to FIG. 3, as one example of possible deforma 
tion of the ?xed mold plate 70, after injection, the movable 
mold plate is moved aWay from the ?xed mold plate 70, and 
a force F that Was applied during the injection molding pro 
cess to maintain engagement of the noZZle against the sprue 
bushing of the ?xed mold plate 70 remains. In this instance, 
the ?xed mold plate 70 is deformed aWay from the second end 
surface 65 of the mounting member 60. The sliding member 
10 is then able to extend out of the hole 61 by restoration of the 
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elastic member 20 to some extent, thereby causing the con 
tacting member 30 to less intensely press against the pressure 
sensor 50. The change in pressure applied to the pressure 
sensor 50 causes a neW signal to be transmitted to the injec 
tion molding machine via the signal transmission Wire 51. 
The neW signal initiates an adjustment of the force F by the 
injection molding machine thus preventing further deforma 
tion of the ?xed mold plate 70 and even alloWing resilient 
restoration of the ?xed mold plate 70. 

In this embodiment, the sliding member 10, the elastic 
member 20, and the contacting member 30 together form a 
resilient plunger mechanism that, When sandWiched betWeen 
the pressure sensor 50 and the ?xed mold plate 70, translate 
changes in shape of the ?xed mold plate 70 into varying 
pressures applied to the pressure sensor 50. 

It is believed that the present embodiments and their advan 
tages Will be understood from the foregoing description, and 
it Will be apparent that various changes may be made thereto 
Without departing from the spirit and scope of the invention or 
sacri?cing all of its material advantages, the examples here 
inbefore described merely being preferred or exemplary 
embodiments. 
What is claimed is: 
1. A detecting apparatus, the detecting apparatus compris 

ing: 
a mounting member comprising a ?rst end surface and a 

second end surface that opposite to the ?rst end surface, 
a through hole de?ned through the ?rst end surface and 
the second end surface, Wherein the mounting member is 
capable of being located at one side of a ?xed moldplate; 

an elastic member received in the through hole of the 
mounting member; 

a contacting member received in the through hole and 
positioned near or at the ?rst end surface; 

a sliding member slidably received in the through hole near 
or at the second end surface, Wherein the elastic member 
is located betWeen the contacting member and the slid 
ing member; 

a blocking member attached to the ?rst end surface of the 
mounting member; and 

a pressure sensor arranged betWeen the blocking member 
and the contacting member, and engaging the contacting 
member; 
Wherein the sliding member is biased by the elastic 

member, to be linear moveable in response to change 
of a contacted surface, the pressure sensor is capable 
of sensing deformation of the elastic member caused 
by the sliding member. 

2. The detecting apparatus as claimed in claim 1, Wherein 
an end of the sliding member opposite to the elastic member 
is arc-shaped. 
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3. The detecting apparatus as claimed in claim 1, Wherein 

the blocking member is ?xed to the ?rst end surface of the 
mounting member, and the pres sure sensor is ?xed to the 
blocking member. 

4. An apparatus, the apparatus comprising: 
an injection molding machine comprising a ?xed mold 

plate; 
a mounting member de?ning a through hole therein, 

Wherein the mounting member is located at one side of 
the ?xed mold plate; 

an elastic member located in the through hole of the mount 
ing member; 

a contacting member located in the through hole; 
a sliding member located in the through hole, Wherein the 

elastic member is located betWeen the contacting mem 
ber and the sliding member; 

a blocking member attached to the mounting member near 
the contacting member; and 

a pressure sensor located betWeen the blocking member 
and the contacting member, and engages the contacting 
member; 

Wherein the mounting member and the ?xed mold plate are 
moveable relative to one another; the sliding member is 
biased by the elastic member and capable of linear 
movement in response to the surface of the ?xed mold 
plate, the pressure sensor is capable of sensing deforma 
tion of the elastic member caused by the sliding member. 

5. The apparatus as claimed in claim 4, Wherein an end of 
the sliding member opposite to the elastic member is arc 
shaped. 

6. The apparatus as claimed in claim 4, Wherein the block 
ing member is ?xed to an end surface of the mounting mem 
ber, and the pressure sensor is ?xed to the blocking member. 

7. The apparatus as claimed in claim 4, Wherein the injec 
tion molding machine further comprises a noZZle; the mount 
ing member is located at the side of the ?xed mold plate that 
is near the noZZle. 

8. The apparatus as claimed in claim 4, Wherein the con 
tacting member is biased by the elastic member to apply a ?rst 
pressure to the pressure sensor in response to When the ?xed 
mold plate is located at a ?rst position related to the mounting 
member; the contacting member applies a second pressure to 
the pressure sensor in response to When the ?xed mold plate 
is deformed to a second position related to the mounting 
member; the pressure sensor transforms the ?rst and second 
pressures to different signals. 

9. The apparatus as claimed in claim 8, Wherein the injec 
tion molding machine adjusts the ?xed mold plate according 
to the signals generated by the pressure sensor. 


