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EXPANSION CARD RETENTION DEVICE 
AND METHODS THEREOF 

FIELD OF THE INVENTION 

This invention relates generally to retention clips for 
expansion cards, such as PCI cards, for computers, and meth 
ods thereof. 

BACKGROUND OF THE INVENTION 

Computers, including servers, often include expansion 
capabilities to alloW insertion of various expansion cards, 
such as PCI cards, into the system. In some systems, the card 
is installed by securing a fastener the PCI card bracket to the 
case. HoWever, prior systems Were prone to ?ex and rotation 
of the cards that undesirably effected electromagnetic inter 
ference (EMI) patterns of individual systems. 

SUMMARY OF THE INVENTION 

The present inventors have identi?ed a problem With this 
con?guration. In particular, it has been found that When 
cables or the like are connected to the external data input/ 
output ports of the card, the card may be prone to ?ex. Such 
?exing is undesirable because it often rotates and ?exes in 
unpredictable Ways depending on hoW many and What type of 
cable is attached, varying pressure of the cables to the cards, 
all of Which leads to great dif?culties in identifying an elec 
tromagnetic interference (EMI) pro?le. Likewise, ?ex and 
rotation may lead undesirably to separation of the card from 
internal EMI suppression gasket material. Importantly, this 
invention provides a relatively simple solution to a relatively 
complex problem identi?ed by the inventors that is discussed 
above. This invention has especial applicability to server 
computers. 

In one broad respect, this invention is a retention device for 
computer expansion cards, comprising: an elongate body 
con?gured for use as a retention device for computer expan 
sion cards in a computer case assembly; Wherein the elongate 
body includes a ?at top component adapted to stop movement 
of the retention device as the retention device is placed into a 
slot of the computer case assembly; Wherein the elongate 
body includes electromagnetic interference shielding compo 
nents on tWo opposite sides of the elongate body; Wherein the 
elongate body includes a retention clip extending perpendicu 
lar to the sides of the elongate body having electromagnetic 
interference shielding components, Wherein the retention clip 
is con?gured to engage the bracket of the expansion card to 
reduce ?ex and rotation of an expansion card When the expan 
sion card and the retention device are installed in an expan 
sion card bay of a computer system, and Wherein the retention 
clip is con?gured to contact the proximal end of the expansion 
card. 

In certain embodiments, the elongate body can be formed 
from a polymer; the elongate body generally can have a 
generally cuboid shape; the ?at top component and retention 
clip, ?at top component, and elongate body can be formed 
into a single piece; the device can be con?gured for use With 
a PCI card; and combinations thereof. 

In another embodiment, this invention is a system, com 
prising: a computer having at least one expansion slot, 
Wherein at least one expansion slot is ?tted With an expansion 
card, and a retention device to limit movement of the expan 
sion card, Wherein the retention device for computer expan 
sion cards comprises: an elongate body con?gured for use as 
a retention device for computer expansion cards in a com 
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2 
puter case assembly; Wherein the elongate body includes a ?at 
top component adapted to limit movement of the retention 
device as the retention device is placed into a slot of the 
computer case assembly; Wherein the elongate body includes 
electromagnetic interference shielding components on tWo 
opposite sides of the elongate body; Wherein the elongate 
body includes a retention clip extending perpendicular to the 
sides of the elongate body having electromagnetic interfer 
ence shielding components, Wherein the retention clip is con 
?gured to engage a bracket of an expansion card to reduce ?ex 
and rotation of an expansion card When the expansion card 
and the retention device are installed in an expansion card bay 
of a computer system, and Wherein the retention clip is con 
?gured to contact the proximal end of the expansion card. 

In another embodiment, this invention is process for the 
manufacture of a retention device for computer expansion 
cards, comprising: providing an elongate body con?gured for 
use as a retention device for computer expansion cards in a 
computer case assembly; Wherein the elongate body includes 
a ?at top component adapted to stop movement of the reten 
tion device as the retention device is placed into a slot of the 
computer case assembly; providing electromagnetic interfer 
ence shielding components on tWo opposite sides of the elon 
gate body; providing a retention clip for the elongate body 
that extends perpendicular to the sides of the elongate body 
having electromagnetic interference shielding components, 
Wherein the retention clip is con?gured to engage the bracket 
of the expansion card to reduce ?ex and rotation of an expan 
sion card When the expansion card and the retention device 
are installed in an expansion card bay of a computer system, 
and Wherein the retention clip is con?gured to contact the 
proximal end of the expansion card. 

In another embodiment, this invention is a process for 
limiting movement of an expansion card in a computer sys 
tem, comprising: employing a retention device that inserts 
into a slot in the computer to limit movement of the expansion 
card, Wherein the retention device for computer expansion 
cards comprises: an elongate body con?gured for use as a 
retention device for computer expansion cards in a computer 
case assembly; Wherein the elongate body includes a ?at top 
component adapted to stop movement of the retention clip as 
the retention clip is placed into a slot of the computer case 
assembly; Wherein the elongate body includes electromag 
netic interference shielding components on tWo opposite 
sides of the elongate body; Wherein the elongate body 
includes a retention clip extending perpendicular to the sides 
of the elongate body having electromagnetic interference 
shielding components, Wherein the retention clip is con?g 
ured to reduce ?ex and rotation of an expansion card When the 
expansion card and the retention device are installed in an 
expansion card bay of a computer system, and Wherein the 
retention clip is con?gured to contact the proximal end of the 
expansion card. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIGS. 1-3 shoWs vieWs of a representative retention device 
of this invention. 

FIG. 4 shoWs a representative retention device in a position 
to be inserted into a receiving slot of a computer assembly 
chassis. 

DESCRIPTION OF ILLUSTRATIVE 
EMBODIMENTS 

FIGS. 1-3 shoW a representative retention device 10 of this 
invention. In these Figures, the device 10 includes an elongate 
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body 12 that is con?gured (sized and shaped, or otherwise 
adapted) for use as a retention device for computer expansion 
cards in a computer case assembly. FIGS. 1 and 2 shoW 
perspective vieWs of the device 10, each from the opposite 
side vieW of the other. The device 10 includes a ?at top 
component 14 on a ?rst end of the elongate body 12. The ?at 
top can serve to serve as a stop When the device 10 is posi 
tioned in the computer case and also serves to provide a 
surface for manual insertion of the device 10 by an operator. 
Thus, the ?at top component is adapted and con?gured to stop 
movement of the retention device as the retention device is 
placed or inserted into a slot of the computer case assembly. 
The elongate body 12 can be made of various materials. 
Typically the elongate body 12 and ?at top 14 are made of a 
synthetic polymer. In FIGS. 1-3, the elongate body 12 is 
generally of a cuboid shape, though this shape Will depend on 
the given slot available in the computer assembly chassis. 
While the ?at top 14 can be a separate component that can be 
attached to the elongate body 12, typically the elongate body 
12 and ?at top 14 are a single piece produced by molding or 
the like. In the device 10 depicted in the Figures, the elongate 
body 12 includes void spaces 16. This can serve to reduce cost 
of manufacturing the device 10. The elongate body 12 may 
alternatively be a solid piece With no void space. 

The retention device 10 includes a retention clip 18. The 
retention clip 18 may also be referred to as a retention tab. 
Prior retention devices lacked such a retention clip 18. The 
retention clip 18 is con?gured to engage the bracket of the 
expansion card to reduce ?ex and rotation of an expansion 
card When the expansion card and the retention device are 
installed in an expansion card bay of a computer system. This 
con?guration may vary depending on the size and type of 
expansion card being retained. In one embodiment, the elon 
gate body 12, ?at top 14, and retention clip 18 are a singled 
piece, such as formed from a mold using a suitable polymer. 
As shoWn in FIGS. 1-3, the retention clip 18 retention clip 
extends perpendicular to the sides of the elongate body hav 
ing the EMI shielding components 20a, 20b, and 22. During 
use, the retention clip 18 is in contact With the expansion card 
bracket at least a portion of the time, and in one embodiment 
is in contact all of the time. In particular, the retention clip is 
con?gured to contact the proximal end of the expansion card. 
The contact of the retention clip 18 With the expansion card 
bracket serves to reduce ?ex and rotation of the expansion 
card during use, Where the ?ex and/or rotation may be due to 
the connection of the cables or the like to the external data 
input/ output ports of the expansion card. The reduction in ?ex 
and rotation of the expansion card is highly desirable as it 
reduces the Ways that the card may ?ex and the extent to 
Which the card may ?ex during use. Accordingly, the reten 
tion device 10 of this invention, by including the retention clip 
18, improves the ability to identify EMI pro?le. LikeWise, by 
reducing ?ex and rotation, the retention clip 18 reduces the 
possibility of the expansion card becoming separated from 
internal EMI suppression gasket material. 

In addition, the retention device 10 includes electromag 
netic interference shielding components 20a, 20b, and 22 on 
tWo opposite sides of the elongate body 12. The EMI shield 
ing components 20a, 20b, and 22 are Well knoWn components 
in the art. Typically the EMI shielding components are made 
of thin strips of metal, such as being made of copper, tin, iron, 
steel, and the like. Each component may be made of a differ 
ent material, as per design choice depending on the circum 
stances. In FIGS. 1-3, EMI shielding components 20a, 20b, 
and 22 are made of thin metal sheets cut to speci?cation that 
can ?ex to improve contact With the internal EMI suppression 
gasket material that is typically in the computer case assem 
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4 
bly. As shoWn in FIG. 3, component 22 is positioned so that 
both ends of the metal strip are inserted into appropriate 
notches in the elongate body 12 so that component 22 boWs 
outWard. Components 20a and 20b, by contrast, are inserted 
at one end into the elongate body 12 With the other end being 
free standing. Components 20a and 20b are also boWed, but 
components 20a and 20b can ?ex at their pivot point as 
pressure is applied against them as the device 10 is inserted 
into a receiving slot in a computer assembly chassis. 
The retention device 10 may include additional protuber 

ances, notches, or slots so as to ?t into the slot of a given 
computer assembly chassis, to serve as a retention device, and 
to contact the expansion card bracket. For example, in FIG. 1, 
the retention device 10 includes protuberances 24 that serve 
to align the device While being introduced into the computer 
assembly chassis bay. 

FIG. 4 depicts a retention device 10 in position to be 
inserted into a receiving slot of the expansion card bay on a 
side of the computer assembly chassis 30. When inserted, the 
EMI shielding components 20a, 20b, and 22 align and contact 
EMI suppression gasket material (not shoWn) that is internal 
to the computer assembly chassis 30. In this embodiment, the 
?at top 14 contacts the upper rim 32 of the receiving slot to 
thereby stop the device 10 from being inserted further. As 
shoWn, the retention clip 14 extends perpendicularto the sides 
of the elongate body 12 that include the EMI shielding com 
ponents 20a, 20b, and 22. During use an expansion card Will 
have been ?tted into the computer assembly chassis 30 prior 
to the retention device 10 being inserted. The retention clip 18 
contacts the proximal end of the expansion card bracket to 
reduce ?exing of the expansion card during use. 

This invention includes the process of making and using 
the retention device, as Well as a computer assembly that 
employs the retention device. The process of making the 
retention device is relatively simple and can be readily made 
commercially. Typically a mold Will be made based on suit 
able engineering draWings to form a single piece body that 
includes the elongate body, retention clip, and ?at top. The 
device Will be desired as appropriate to include the EMI 
shielding components as is knoWn by those of skill in the art. 
The siZe and shape of the device Will be dictated by the 
receiving slot of the computer assembly chassis. 

While the invention may be adaptable to various modi? 
cations and alternative forms, speci?c embodiments have 
been shoWn by Way of example and described herein. HoW 
ever, it should be understood that the invention is not intended 
to be limited to the particular forms disclosed. Rather, the 
invention is to cover all modi?cations, equivalents, and alter 
natives falling Within the spirit and scope of the invention as 
de?ned by the appended claims. Moreover, the different 
aspects of the disclosed methods and systems may be utiliZed 
in various combinations and/or independently. Thus the 
invention is not limited to only those combinations shoWn 
herein, but rather may include other combinations. 
What is claimed is: 
1. A retention device for computer expansion cards, com 

prising: an elongate body con?gured for use as a retention 
device for computer expansion cards in a computer case 
assembly; Wherein the elongate body includes a ?at top com 
ponent that extends beyond at least one side of the elongate 
body and is perpendicular to the elongate body, Wherein the 
?at top component is adapted to contact the computer case 
assembly to stop movement of the retention device as the 
retention device is placed into a slot of the computer case 
assembly; Wherein the elongate body includes electromag 
netic interference shielding components on tWo opposite 
sides of the elongate body, Wherein retention device is con 
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?gured so that the electromagnetic interference shielding 
components can contact internal electromagnetic interfer 
ence gasket material in a computer case assembly; Wherein 
the elongate body includes a retention clip extending perpen 
dicular to the sides of the elongate body having electromag 
netic interference shielding components, Wherein the reten 
tion clip is con?gured to engage a bracket of the expansion 
card to reduce ?ex and rotation of an expansion card When the 
expansion card and the retention device are installed in an 
expansion card bay of a computer system, and Wherein the 
retention clip is con?gured to contact a proximal end of the 
expansion card. 

2. The device of claim 1, Wherein the elongate body is 
formed from a polymer. 

3. The device of claim 1, Wherein the elongate body gen 
erally has cuboid shape. 

4. The device of claim 1, Wherein the ?at top component 
and retention clip, ?at top component, and elongate body 
Were formed into a single piece. 

5. A process for the manufacture of a retention device for 
computer expansion cards, comprising: providing an elon 
gate body con?gured for use as a retention device for com 
puter expansion cards in a computer case assembly; Wherein 
the elongate body includes a ?at top component that extends 
beyond at least one side of the elongate body and is perpen 
dicular to the elongate body, Wherein the ?at top component 
is adapted to contact the computer case assembly to stop 
movement of the retention clip as the retention clip is placed 
into a slot of the computer case assembly; providing electro 
magnetic interference shielding components on tWo opposite 
sides of the elongate body, Wherein retention device is con 
?gured so that the electromagnetic interference shielding 
components can contact internal electromagnetic interfer 
ence gasket material in a computer case assembly; providing 
a retention clip for the elongate body that extends perpendicu 
lar to the opposite sides of the elongate body having electro 
magnetic interference shielding components, Wherein the 
retention clip is con?gured to engage a bracket of the expan 
sion card to reduce ?ex and rotation of an expansion card 
When the expansion card and the retention device are installed 
in an expansion card bay of a computer system, and Wherein 
the retention clip is con?gured to contact a proximal end of 
the expansion card. 

6. A system, comprising: a computer having at least one 
expansion slot, Wherein at least one expansion slot is ?tted 
With an expansion card, and a retention device to limit move 
ment of the expansion card, Wherein the retention device for 
computer expansion cards comprises: an elongate body con 
?gured for use as a retention device for computer expansion 
cards in a computer case assembly; Wherein the elongate body 
includes a ?at top component that extends beyond at least one 
side of the elongate body and is perpendicular to the elongate 
body, Wherein the ?at top component is adapted to contact the 
computer case assembly to limit movement of the retention 
device as the retention device is placed into a slot of the 
computer case assembly; Wherein the elongate body includes 
electromagnetic interference shielding components on tWo 
opposite sides of the elongate body, Wherein retention device 
is con?gured so that the electromagnetic interference shield 
ing components can contact internal electromagnetic inter 
ference gasket material in a computer case assembly; Wherein 
the elongate body includes a retention clip extending perpen 
dicular to the opposite sides of the elongate body having 
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electromagnetic interference shielding components, Wherein 
the retention clip is con?gured to engage a bracket of an 
expansion card to reduce ?ex and rotation of an expansion 
card When the expansion card and the retention device are 
installed in an expansion card bay of a computer system, and 
Wherein the retention clip is con?gured to contact a proximal 
end of the expansion card. 

7. The system of claim 6, Wherein the elongate body is 
formed from a polymer. 

8. The system of claim 6, Wherein the elongate body gen 
erally has cuboid shape. 

9. The system of claim 6, Wherein the ?at top component 
and retention clip, ?at top component, and elongate body 
Were formed into a single piece. 

10. The system of claim 6, Wherein the retention device is 
con?gured for use With a PCI card. 

11. A process for limiting movement of an expansion card 
in a computer system, comprising: employing a retention 
device that inserts into a slot in a computer to limit movement 
of the expansion card, Wherein the retention device for com 
puter expansion cards comprises: an elongate body con?g 
ured for use as a retention device for computer expansion 
cards in a computer case assembly; Wherein the elongate body 
includes a ?at top component that extends beyond at least one 
side of the elongate body and is perpendicular to the elongate 
body, Wherein the ?at top component is adapted contact the 
computer case assembly to stop movement of a retention clip 
as the retention clip is placed into a slot of the computer case 
assembly; Wherein the elongate body includes electromag 
netic interference shielding components on tWo opposite 
sides of the elongate body, Wherein retention device is con 
?gured so that the electromagnetic interference shielding 
components can contact internal electromagnetic interfer 
ence gasket material in a computer case assembly; Wherein 
the elongate body includes a retention clip extending perpen 
dicular to the sides of the elongate body having electromag 
netic interference shielding components, Wherein the reten 
tion clip is con?gured to reduce ?ex and rotation of an 
expansion card When the expansion card and the retention 
device are installed in an expansion card bay of a computer 
system, and Wherein the retention clip is con?gured to contact 
the proximal end of the expansion card. 

12. The process of claim 11, Wherein the elongate body is 
formed from a polymer. 

13. The process of claim 11, Wherein the elongate body 
generally has cuboid shape. 

14. The process of claim 11, Wherein the ?at top compo 
nent and retention clip, ?at top component, and elongate body 
Were formed into a single piece. 

15. The process of claim 11, Wherein the retention device is 
con?gured for use With a PCI card. 

16. The process of claim 5, Wherein the retention device is 
con?gured for use With a PCI card. 

17. The process of claim 16, Wherein the elongate body is 
formed from a polymer. 

18. The process of claim 16, Wherein the elongate body 
generally has cuboid shape. 

19. The process of claim 16, Wherein the ?at top compo 
nent and retention clip, ?at top component, and elongate body 
Were formed into a single piece. 

20. The process of claim 5, Wherein the retention device is 
con?gured for use With a PCI card. 

* * * * * 
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