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DEMODULATION OF A DIGITALLY 
FREQUENCY-MODULATED ANALOG 

RECEIVED SIGNAL BY EVALUATION OF 
THE TIME INTERVALS BETWEEN THE 

ZERO CROSSINGS 

CROSS REFERENCE TO RELATED 
APPLICATION 

This application is a continuation of copending Interna 
tional Application No. PCT/DE03/0073l ?led Mar. 6, 2003 
Which designates the United States, and claims priority to 
German application no. 102 14 581.4 ?led Apr. 2, 2002. 

TECHNICAL FIELD OF THE INVENTION 

The present invention generally relates to a method for 
demodulation of a digitally frequency-modulated analog 
received signal in a cordless communications system such as 
Bluetooth, DECT, WDCT and the like, and to an apparatus for 
carrying out this method. 

DESCRIPTION OF RELATED ART AND A 
BACKGROUND OF THE INVENTION 

Cordless digital communications systems such as DECT, 
WDCT, Bluetooth, SWAP, WLANIEEE802.11 require suit 
able receivers for Wire-free reception of the radio-frequency 
signals Which are transmitted via the air interface, Which 
receivers produce a baseband signal With as little distortion as 
possible for the demodulator in a simple manner. In addition 
to high sensitivity, a high degree of integration, loW costs, loW 
poWer consumption as Well as ?exibility With regard to appli 
cability to different digital communications systems are 
desirable in this case. 

In present-day receiver designs for digitally frequency 
modulated signals, traditional signal processing methods are 
used for demodulation and for signal detection. One method 
that is frequently used is based on the so-called limiter dis 
criminator FM demodulator, in Which the frequency-modu 
lated signal is demodulated, for example by means of an 
analog coincidence demodulator With appropriate detection, 
after hard limiting of the generally complex bandpass signal. 

Furthermore, there are receiver concepts in Which the inter 
mediate-frequency signal is converted to the digital domain 
With the aid of an AID converter, and the signal detection is 
carried out using digital signal processing methods. Such a 
method is described, by Way of example, in DE 101 03 479.2. 
In comparison to the analog receiver design, a method such as 
this admittedly makes it possible to achieve qualitative signal 
detection improvements. HoWever, this approach has the dis 
advantage that a complex A/ D converter is required. 

SUMMARY OF THE INVENTION 

In consequence, the object of the present invention is to 
specify an improved demodulation method for digitally fre 
quency-modulated received signals in a cordless communi 
cations system, by means of Which high performance can be 
achieved With a loW level of implementation complexity at the 
same time. 

This object can be achieved by a method for demodulation 
of a digitally frequency-modulated analog received signal in 
a cordless communications system, comprising the steps of: 

determining time intervals betWeen the Zero crossings of 
the received signal or of an intermediate-frequency sig 
nal Which is produced from the received signal, and 
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2 
using the time intervals for detection of the digital signal 

data, 
associating the Zero crossing intervals obtained With binary 

values or sequences of binary values as digital signal 
data, and 

providing the digital frequency modulation of the received 
signal With N stages, Wherein N>2, and 

associating the Zero crossing intervals obtained each With 
one of a number N of different frequencies. 

A counter may count pulses Which are supplied to it at a 
predetermined frequency, a reset pulse can be supplied to the 
counter on each Zero crossing, and before the counter is reset, 
the count that has been reached can be emitted and be con 
verted to a signal Which represents the interval betWeen the 
preceding Zero crossings. A single time interval betWeen suc 
cessive Zero crossings can be determined in one data period, 
from Which the digital signal data item for that data period is 
detected. TWo or more time intervals betWeen successive Zero 
crossings can be determined, and one or more digital signal 
data items can be detected from them. The determined inter 
val sequence can be compared With a set of stored interval 
sequences, stored interval sequence Which is at the shortest 
distance from the detected distance sequence can be deter 
mined, and the digital signal data Which is associated With this 
stored interval sequence can be detected. The distance 
betWeen the determined interval sequence xl . . . xN and the 

stored interval sequences yl . . . yN can be determined using 

the relationship 

Where l§g<OO. Such a method can further be implemented in 
a demodulation method used in a method for reception and for 
processing of a digitally frequency-modulated analog 
received signal. 
The object can also be achieved by a method for reception 

and for processing of a digitally frequency-modulated analog 
received signal in a cordless communications system, com 
prising the steps of: 

determining time intervals betWeen the Zero crossings of 
the received signal or of an intermediate-frequency sig 
nal that is produced from the received signal are, and 

using the time intervals for detection of the digital signal 
data, Wherein any frequency offset Which may be present 
in the received signal is determined before the start of the 
demodulation process by the steps of: 

determining a mean value of a number of determined Zero 
crossing intervals in the received signal, 

comparing the mean value With an expected mean value of 
the received signal, and 

determining the frequency offset from the difference 
betWeen the mean value and the expected mean value. 

The method may include a method step of synchronization 
of the receiver With a time slot structure of the received signal, 
With the frequency offset being determined before the syn 
chroniZation method step. The determined frequency offset 
can be supplied to a comparator unit in Which a number, 
Which corresponds to the number of different frequency off 
sets, of synchronization code sequences Which are associated 
With the frequency offsets are stored, and one synchroniza 
tion code sequence can be selected on the basis of the supplied 
frequency offset, and tWo or more successive Zero crossing 
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intervals of the received signal can be stored continuously in 
a memory unit and can be compared in the comparator unit 
With the selected synchronization code sequence, until a 
match is found betWeen a determined interval sequence and 
an interval sequence Which corresponds to the synchroniZa 
tion code sequence. 

The object can furthermore be achieved by a method for 
demodulation of a digitally frequency-modulated analog 
received signal in a cordless communications system, com 
prising the steps of: 

determining time intervals betWeen the Zero crossings in 
the received signal or an intermediate-frequency signal 
Which is produced from the received signal, 

using the time intervals for detection of the digital signal 
data, 

using a mean value and/or scatter of the determined Zero 
crossing intervals to determine Whether the received 
signal contains payload data, or represents an interfer 
ence signal. 

The method may determine Whether the mean value of the 
Zero crossing intervals is Within a predetermined range, and/ 
or Whether the majority of the individual values of the Zero 
crossing intervals are Within a predetermined range. 

The principle according to the invention Will ?rst of all be 
explained in more detail With reference to FIG. 1. 

FIG. 1 corresponds to FIG. 11.2.3 on page 385 ofthe book 
“Nachrichteniibertrangung” [message transmission] by K. D. 
Kammeyer, B. G. Teubner Verlag, Stuttgart, 1996, Section 
1 1 .2.1, and, in the loWerpart of the ?gure, shoWs a frequency 
modulated carrier oscillation, While the upper part of the 
?gure shoWs the unmodulated carrier oscillation. In this 
example, the modulation type is tWo-step discrete frequency 
modulation (FSK, Frequency Shift Keying), that is to say 
frequency keying betWeen tWo de?ned frequencies on the 
basis of a tWo-step data signal. Four data signal periods are 
shoWn With a data sequence d:[1 —1 1 1], With each data 
period having a period duration T. In the present case, the 
carrier frequency is fO:2.5/T and the modulation index is 
11:1. The oscillation phase is continuous (CPFSK, Continu 
ous Phase FSK). If the data signal changes at the transitions 
betWeen the data periods, then a sudden discrete frequency 
change takes place. In most cases, the modulation is band 
limited, so that the sudden frequency changes do not take 
place With a square Waveform, but extended over time. One 
example of this is Gaussian minimum shift keying (GMSK) 
Which, for example, is used in the pan-European mobile radio 
standard GSM (Global System for Mobile Communications). 
The frequency of the unmodulated carrier oscillation (upper 
part of the ?gure) is betWeen the discrete frequencies Which 
correspond to the data signals. 

The principle according to the invention is based on the 
idea that data periods Which represent different data signals 
have different time intervals betWeen the Zero crossings. In 
the present example shoWn in FIG. 1, the data periods Which 
contain the data signal 1 have six Zero crossings, While data 
periods Which contain the data signal —1 contain four Zero 
crossings. This means that the time intervals betWeen the Zero 
crossings are different betWeen data signals Which differ from 
one another. The time intervals betWeen the Zero crossings 
can thus be determined for demodulation purposes, and can 
be used for detection of the digital signal data. In principle, 
this can be carried out directly on the received signal. HoW 
ever, it is just as possible to carry out this method on an 
intermediate-frequency signal Which has been produced from 
the received signal. In one practical exemplary embodiment, 
this may be an intermediate-frequency signal Which is emit 
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4 
ted from a limiter and Which, in consequence, is noW referred 
to only as a limiter output signal. 
The signal in Which the time intervals betWeen the Zero 

crossings are intended to be determined can be supplied to a 
detector for Zero crossings, in Which it is converted to a square 
Wave signal, Whose Zero crossings are determined. The time 
interval betWeen the Zero crossings in the square-Wave signal 
is used for signal detection. The detector for Zero crossings 
can be connected to a counter Which counts pulses that are 
supplied to it at a predetermined clock frequency f0. A reset 
pulse is supplied to the counter on each Zero crossing, With the 
count that has been reached being emitted before the counter 
is reset, and being converted to a signal Which represents the 
interval betWeen the previous Zero crossings. 
The invention is not restricted to 2-step digital frequency 

modulation, as is illustrated by Way of example in FIG. 1. In 
fact, it can just as Well also be applied to multistep digital 
frequency modulation, in Which tWo or more bits of the origi 
nal digitiZed signal to be transmitted are in each case mapped 
onto a data signal. By Way of example, the frequency modu 
lation may have 4 steps (4-FSK), With 2 bits of the incoming 
bit data stream being mapped onto a data signal, or it may 
have 8 steps (8-FSK), With 3 bits of the incoming bit data 
stream being mapped onto a data signal. In the case of these 
multistep frequency modulation methods, a number of differ 
ent Zero crossing intervals corresponding to the number of 
frequencies are obtained When using the method according to 
the invention. The method and the apparatus for carrying it 
out must be able to correctly detect the Zero crossing intervals, 
and to associate them With the correct frequency and thus With 
the correct data signal. 

In principle, it is possible to determine each of the data 
signals and thus the transmitted bits from only one measured 
Zero crossing interval in the data signal period T by compar 
ing the values of the Zero crossing interval With a reference 
value (in the case of 2-FSK) at the same interval as the data 
signal period. If the Zero crossing interval is greater than the 
reference value, that is to say a transmission has taken place at 
the loW frequency in the relevant time interval, it is shorter 
than that Which Would be transmitted corresponding to the 
higher frequency. In the case of 2-step FSK modulated sig 
nals, these frequencies correspond to the bits 1 and 0, or to the 
data signals 1 and —1. If only one value of the Zero crossing 
interval is used in each data signal period, then, although the 
demodulation method can be implemented very easily, it is, 
hoWever, relatively sensitive to interference, for example to 
White noise, Which is alWays superimposed on the payload 
signal in an actual system. 
The method is far more robust to interference such as this 

When tWo or more successive Zero crossings are used for 
detection. These Zero crossings may, for example, be stored in 
a shift register chain. The in?uence of one bit on the trans 
mission frequency is distributed over tWo or more bit periods, 
particularly in the case of ?ltered frequency-modulated 
received signals (for example GMSK, Gaussian Minimum 
Shift Keying). In a corresponding manner, it is WorthWhile 
using all of the Zero crossings in this longer time interval in 
order to identify the associated bit. TWo or more successive 
Zero crossing intervals can thus be determined over tWo or 
more data signal periods, and the corresponding data signals 
can be detected from them. 

Furthermore, an interval sequence determined in this Way 
can be compared With a set of stored interval sequences, and 
it is possible to determine that stored interval sequence Which 
is at the shortest distance from the detected interval sequence. 
The data signals Which correspond to this stored interval 
sequence can then be emitted. 
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The distance between the determined interval sequence 
xl . . .xN and the stored interval sequences yl . . .yN may be 

determined using the relationship 

The demodulation method according to the invention is 
part of a method for reception and processing of a digitally 
frequency-modulated analog received signal. This reception 
and processing method may in a further embodiment be 
improved in order to improve the quality and performance of 
the demodulation method, by reducing the sensitivity of the 
receiving system to frequency offsets. A frequency offset 
such as this may occur, for example, betWeen a mixing fre 
quency Which is used in the transmitter for up-mixing to a 
carrier frequency and the mixing frequency Which is used for 
doWn-mixing in the receiver, or may be present betWeen them 
from the start. Initially identical intermediate frequencies in 
the transmitter and receiver can result in a frequency offset as 
a result of one or both of the intermediate frequencies drifting. 
The Standards for cordless communications systems such as 
DECT, WDCT, Bluetooth etc. all alloW frequency offsets 
Within a certain tolerance band. According to the Bluetooth 
Speci?cations, these frequency offsets may, for example, 
vary Within a range of :75 kHz. Simulation investigations 
have shoWn that, unless suitable countermeasures are taken in 
the demodulation method as described above, these fre 
quency offsets may result in a sensitivity loss of up to 6 dB. It 
is thus desirable to specify a suitable method for identi?cation 
of any frequency offsets and appropriate offset compensation. 
In a further embodiment, any frequency offset Which may be 
present in the received signal is determined before the start of 
the demodulation process, in that a mean value of a number of 
determined zero crossing intervals in the received signal is 
determined and is compared With an expected mean value of 
the non-frequency-shifted received signal (or of the interme 
diate-frequency signal), and the frequency offset is then 
determined from the difference betWeen the mean values. 
This embodiment of the method can also be used for identi 
?cation of and compensation for frequency offsets in inter 
mediate-frequency signals Which, as mentioned above, may 
occur betWeen the transmitter and the receiver. For example, 
the frequency offset may be compensated for by storing in 
advance not just one individual set of interval sequences but 
tWo or more sets of interval sequences and by selecting a 
speci?c set of interval sequences, With Which the determined 
interval sequences can be compared, as a function of the 
determined frequency offset. This is thus a type of discrete 
compensation, in Which the tolerance range of the frequency 
offsets is subdivided into intervals in advance, and one stored 
set of interval sequences is associated With each interval. As 
an alternative to this, hoWever, continuous compensation for 
the frequency offset is just as feasible, in Which, by Way of 
example, a single set of stored interval sequences is modi?ed 
on the basis of the determined frequency offset. 
When multiple access is possible in the transmitting and 

receiving system entirely or partially on the basis of a time 
division multiplexing method (TDMA, Time Division Mul 
tiple Access), then the reception and processing method gen 
erally has a method step for synchronization of the receiver 
With a time slot structure in the received signal. In this case, it 
is advantageous for the process of determining the frequency 
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6 
offset as described above to be carried out before the method 
step of synchronization. For this purpose, the determined 
frequency offset may be supplied to a comparator unit, in 
Which a number Which corresponds to the number of different 
frequency offsets, of synchronization code sequences Which 
are associated With the frequency offsets are stored, and one 
synchronization code sequence is selected on the basis of the 
supplied frequency offset. The actual method step of synchro 
nization then comprises tWo or more successive zero crossing 
intervals of the received signal being stored continuously in a 
memory unit and being compared in the comparator unit With 
the selected synchronization code sequence, until a match is 
found betWeen a determined interval sequence and an interval 
sequence Which corresponds to the synchronization code 
sequence. Once this has been done, the synchronization pro 
cess has been successfully completed, and a sampling time 
can be de?ned. 

A further embodiment of the method according to the 
invention relates to the fact that synchronization must be 
possible over the entire time frame When using a time-divi 
sion multiplexing method When the system is in the unsyn 
chronized state. If the synchronization unit is active over the 
entire time frame, then it is relatively frequently possible for 
synchronization to take place With respect to a noise signal at 
the input. It is thus desirable to identify When payload signals 
are present, and When only interference signals are present at 
the input. The further embodiment uses the mean value and/ or 
the scatter in the determined zero crossing intervals to deter 
mine Whether the received signal contains payload data or 
represents an interference signal. Speci?cally, When an FSK 
modulated, in particular GMSK-modulated, payload signal is 
applied to the receiver input, then the intervals betWeen the 
zero crossings vary Within a speci?c range. This is also true 
When the signal is noisy. HoWever, if a pure interference 
signal is present at the input of the receiver, that is to say, for 
example, in the form of White noise, then the intervals 
betWeen the zero crossings are scattered over a far greater 
range. It is thus possible to use the extreme values for the 
intervals betWeen the zero crossings to distinguish betWeen a 
payload signal and a noise signal. As described, the mean 
value can be evaluated over the previous intervals betWeen the 
zero crossings as a further indicator of payload data. In par 
ticular, it is possible to determine Whether the mean value of 
the zero crossing intervals is Within a predetermined range, 
and/or Whether the majority of the individual values of the 
zero crossing intervals are Within a predetermined range. In 
the latter case, it Would be necessary not only to predetermine 
the value range, but also a quantitative condition for the 
predominant majority Within this predetermined range. 

The embodiments of the method according to the invention 
Which have been described above may be combined With one 
another in any desired manner. In particular, a mean value of 
zero crossing intervals Which has been determined during the 
determination of any frequency offset can equally be used in 
a practical manner for the payload data identi?cation process 
described above. 

Likewise, during the method step of synchronization, a 
reset signal can be supplied to the memory unit, Which is used 
in the synchronization unit, for continuous storage of tWo or 
more successive zero crossing intervals in the received signal, 
if it is found that the received signal represents an interference 
signal. 
An apparatus according to the invention for demodulation 

of a digital frequency-modulated analog received signal in a 
cordless communications system has, in its most general 
form, a detector for zero crossings and a device, Which is 
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connected to this detector, for determination of the time inter 
vals betWeen the zero crossings. 

The device for determination of the zero crossing intervals 
may comprise a counter Which has a clock pulse input and a 
reset pulse input as Well as an output, With a clock pulse 
transmitter being connected to the clock pulse input, and With 
the detector for zero crossings being connected to the reset 
pulse input. 

The device for determination of the zero crossing intervals 
may be connected to a shift register for storage of a sequence 
of zero crossing intervals in digital form. The shift register 
may be connected to a classi?cation device, Which has a 
memory device for storage of a set of interval sequences, and 
a distance calculation device for calculation of the distance 
betWeen the determined interval sequence and the stored 
interval sequences. The distance calculation device may be 
designed or programmed such that it determines the distance 
betWeen the determined interval sequence xl . . . xN and the 

stored interval sequences yl . . . yN using the relationship 

Which has already been mentioned above. 
The apparatus according to the invention may be part of an 

apparatus for receiving and for processing a digitally fre 
quency-modulated analog received signal. 

This more comprehensive apparatus may, furthermore, 
have a frequency offset identi?cation unit to Which the deter 
mined zero crossing intervals can be supplied, and Which is 
designed for averaging over a predetermined number of zero 
crossing intervals and for comparison of the mean value that 
is formed With an expected mean value, and for frequency 
offset identi?cation based on this. 

Furthermore, the frequency offset identi?cation unit may 
be designed for selection of one set from tWo or more sets of 
stored interval sequences on the basis of the determined fre 
quency offset. As has already been described above, tWo or 
more sets of interval sequences may be stored in advance for 
the purpose of discrete frequency offset compensation, and 
may be associated With predetermined intervals of the fre 
quency offset. HoWever, if continuous compensation is 
desired for the frequency offset, then, as an alternative to this, 
the frequency offset identi?cation and compensation unit can 
just as Well be designed for modi?cation of the one set of 
stored interval sequences. 
The receiving and processing apparatus for a digitally fre 

quency-modulated analog received signal may, furthermore, 
have a synchronization unit for synchronization of the 
receiver to a time slot structure in the received signal, When 
using a time-division multiplexing method. 

In this case, the synchronization unit may have a memory 
unit for continuous storage of tWo or more successive zero 
crossing intervals in the received signal, and may have a 
comparator unit Which is connected to the frequency offset 
identi?cation unit and in Which a number Which corresponds 
to the number of different frequency offsets, of synchroniza 
tion code sequences Which are associated With the respective 
frequency offsets are stored, With the comparator unit being 
designed for selection of a synchronization code sequence 
Which corresponds to the supplied frequency offset and for 
?nding the match betWeen this synchronization code 
sequence and an interval sequence Which is stored in the 
memory unit. 

Furthermore, the receiving apparatus may have a payload 
data identi?cation unit Which is designed to use the mean 
value and/ or the scatter of the determined zero crossing inter 
vals to determine Whether the received signal contains pay 
load data or represents an interference signal. 

The payload data identi?cation unit mentioned above may 
be connected to the frequency offset identi?cation unit, and 
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8 
the frequency offset identi?cation unit may be designed for 
transmission of a mean value, Which has been determined by 
it, of the zero crossing intervals to the payload data identi? 
cation unit. 
The payload data identi?cation unit may, furthermore, be 

connected to the memory unit Which is contained in the syn 
chronization unit, and may be designed to emit a reset signal 
to the memory unit When it ?nds that the received signal 
represents an interference signal. 

BRIEF DESCRIPTION OF THE DRAWINGS 

The present invention Will be explained in more detail in 
the folloWing text With reference to the draWing ?gures, in 
Which: 

FIG. 1 shoWs a digitally frequency-modulated carrier 
oscillation (loWer part of the ?gure) together With an unmodu 
lated carrier oscillation (upper part of the ?gure); 

FIG. 2A shoWs the method of operation of a detector for 
zero crossings; 

FIG. 2B shoWs the use of a detector for zero crossings for 
the demodulation process according to the invention; 

FIG. 3 shoWs a synchronization unit as part of an apparatus 
according to the invention; 

FIG. 4 shoWs a synchronization unit Which interacts With a 
payload data identi?cation unit, as part of an apparatus 
according to the invention. 

DETAILED DESCRIPTION OF EMBODIMENTS 

The principle of the method for demodulation of fre 
quency-modulated signals has already been indicated in FIG. 
2A. The analog received signal, Which is in the intermediate 
frequency range, is converted by means of the zero crossing 
detector 1 to a square-Wave signal, Whose zero crossings can 
be evaluated. The time interval DZ- betWeen the zero crossings 
in the square-Wave signal can be used for signal detection. 

FIG. 2B shoWs one exemplary embodiment of an apparatus 
according to the invention and of a demodulator or detector. 
The analog, frequency-modulated intermediate-frequency 
signal represents the input signal to the zero crossing detector 
1. This input signal may, for example, be the output signal 
from a limiter. The input signal to the zero crossing detector is 
converted to a signal t_d, Which produces a reset pulse for a 
counter 2 at each zero crossing. The counter 2 counts clock 
pulses Which are supplied to it at a constant frequency f0. 
Before the counter 2 is reset, the count Which has been 
reached is emitted, and is converted to a signal t_delta, Which 
indicates the time intervals betWeen successive zero cross 
ings. These values t_delta are stored in a shift register chain 3. 
A speci?c number of values t_delta can be used for identi? 
cation of the corresponding bit sequence di. 
As has already been mentioned above, the demodulation 

method is far more robust to interference if tWo or more 
successive zero crossings are used for detection. These may 
be stored in the shift register chain 3, as is illustrated in FIG. 
2B. Particularly When using band-limited frequency modula 
tion such as GMSK (Gaussian Minimum Shift Keying), the 
in?uence of one bit, that is to say of a data signal, on the 
transmission frequency is distributed over a number of bit 
periods or data signal periods. In a corresponding manner, it 
is Worthwhile using all of the zero crossings in this longer 
time interval for identi?cation of the associated bit. As an 
example, a Bluetooth system With a modulation index 11 of 
0.315 may be mentioned, in Which one bit in?uences the 
transmission frequency over a time interval of 5 bit periods. If 
the intermediate frequency is 1 MHz, the number of zero 
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crossings in this time interval is about 16. It is thus Worth 
while using 16 values for identi?cation of one bit, as is illus 
trated in FIG. 2B. These 16 zero crossings are, hoWever, 
determined not only from the bit to be detected, but also from 
the tWo preceding bits and the tWo subsequent bits. It is thus 
WorthWhile determining a bit sequence rather than just one bit 
from the successive zero crossings. In this speci?c example, 5 
successive bits can be determined from the 16 zero crossings. 
The identi?cation is carried out by means of a classi?cation 

device 4, Which determines the distance betWeen the respec 
tive interval sequence as determined and stored in the shift 
register chain 3 and the stored interval sequences Which have 
been stored in a memory, and Which are also referred to in the 
folloWing text as training patterns. The stored interval 
sequences are obtained from the interval sequences of the 
zero crossings for all possible bit sequences. Thus, if 5 suc 
cessive bits are considered, then this results in 25:32 possible 
bit combinations and thus interval sequences, Which must be 
stored as interval sequences to be stored in the memory. The 
bit sequence Which is associated With a stored interval 
sequence With the shortest distance from the detected interval 
sequence With the values t_delta is detected as the output bit 
sequence di. If this comparison process is in each case carried 
out at an interval of one bit period, then ?ve results are 
produced, overall, for each bit. The classi?cation device 4 
then determines the detected bit on the basis of a majority 
decision. The stored interval sequences may be determined in 
taking account of systematic errors on the transmission chan 
nel, so that these errors can be compensated for. 

In order to make the receiver less sensitive to time delays on 
the radio path, it is possible to additionally carry out the 
pattern comparison With the stored interval sequences using 
the adjacent data patterns. For the speci?c exemplary 
embodiment in FIG. 2B, this means that the shift register 
chain 3 is extended to 18 values. The three data patterns in the 
delay elements 1-15, 2-16 and 3-17 are then used for the 
comparison. The bit sequence Which is associated With the 
stored interval sequence With the shortest distance from the 
detected sequence of the values t_delta is once again detected 
as the output bit sequence di. 
One conventional method for determination of the interval 

betWeen the data pattern and the training pattern is to calcu 
late the Euclidean interval norm using the folloWing relation 

Where g:2. 
The calculation of the Euclidean interval norm is feasible 

Within the scope of the invention, but is relatively complex, 
since a series of multiplication operations Would have to be 
carried out. It is far easier to calculate the so-called “city block 
distance”, Which is obtained from the above relationship for 
g:1, and does not require any multiplication operations. 
Investigations have shoWn that the use of the city block dis 
tance for the described method does not result in any adverse 
affects on the performance of the demodulation method. 

The apparatus that is illustrated in FIG. 2B may be part of 
a receiver. If a time-division multiplexing method is used, the 
receiver has a synchronization unit, in order to synchronize 
the receiver in time With the time slot structure of the received 
signal. FIG. 3 shoWs a block diagram of a synchronization 
unit such as this. This synchronization unit 6 is connected to 
a frequency offset identi?cation unit 5. The frequency offset 
identi?cation unit 5 is a functional block in Which a mean 
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10 
value is formed from a number of zero crossing intervals 
t_delta, and this mean value is compared With an expected and 
stored mean value. Simulations have shoWn that the sensitiv 
ity of the receiver decreases greatly as the frequency offset 
becomes greater. It is thus extremely advantageous for fre 
quency offset identi?cation to be carried out even during the 
synchronization process, so that the synchronization code 
sequences for classi?cation can be selected on the basis of the 
determined frequency offset. If a Bluetooth receiver is con 
sidered, as one speci?c exemplary embodiment, With an inter 
mediate frequency of 1 MHz, then it is evident that the in?u 
ence of the frequency offset on the receiver sensitivity is 
virtually negligible, provided that the compensation for the 
frequency offset is carried out in a discrete manner in the 
folloWing intervals: 

—75 kHz, —50 kHz, —25 kHz, 
0, 15 kHz, 30 kHz, 45 kHz, 60 kHz, 75 kHz. 
A total of eight sets of synchronization code sequences are 

stored in a comparator device 611 in the synchronization 
device 6, on the basis of these intervals for the frequency 
offset. Once the frequency offset identi?cation unit 5 has 
determined the frequency offset, this frequency offset is 
transmitted from this unit to the comparator unit 6a, Which 
determines the interval Within Which the frequency offset is 
located and, in a corresponding manner, the set of synchro 
nization code sequences Which is associated With this interval 
is selected in the comparator unit 6a. Zero crossing intervals 
t_delta are stored continuously in a shift register chain in the 
memory unit 6 b and, Whenever a further zero crossing inter 
val is entered and the other already stored zero crossing 
intervals have been shifted appropriately, a comparison is 
carried out With the synchronization code sequence Which 
Was previously selected on the basis of the frequency offset. 
In the present case, the assumption is made that the synchro 
nization code sequence has 80 zero crossings. As soon as the 
synchronization code sequence has been positively detected, 
the synchronization is successfully completed, and the com 
parator unit 6 a de?nes a sampling time on this basis. 

FIG. 4 shoWs a further embodiment of the apparatus 
according to the invention as shoWn in FIG. 3, With the latter 
apparatus having had a payload data identi?cation unit 7 
added to it. The payload data identi?cation unit 7 is supplied 
With the zero crossing intervals (from the detector 1). In the 
same Way, the mean value of the zero crossing intervals, as 
determined by the frequency offset identi?cation unit 5, is 
transmitted to the payload data identi?cation unit 7. This then 
determines Whether the received signal is payload data or an 
interference signal. In the latter case, the payload data iden 
ti?cation unit 7 supplies a reset signal to the memory unit 6a, 
so that any zero crossing intervals Which are already stored in 
the shift register chain Which is contained in the memory unit 
611 are reset to zero. 

We claim: 
1. A method for reception and for processing of a digitally 

frequency-modulated analog received signal in a cordless 
communications system, comprising the steps of: 

determining zero crossing intervals betWeen the zero 
crossings of the received signal or of an intermediate 
frequency signal that is produced from the received sig 
nal, and 

using the time zero crossing intervals for detection of the 
digital signal data, Wherein any frequency offset Which 
may be present in the received signal is determined 
before the start of the demodulation process by the steps 
of: 

determining a mean value of a number of determined zero 
crossing intervals in the received signal, 

comparing the mean value With an expected mean value of 
the received signal, and 
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determining the frequency offset from the difference 
betWeen the mean value and the expected mean value. 

2. The method as claimed in claim 1, further comprising: 
synchronizing the receiver With a time slot structure of the 

received signal after 
the frequency offset has been determined. 
3. The method as claimed in claim 2, Wherein 
the determined frequency offset is supplied to a comparator 

unit in Which a number, Which corresponds to the num 
ber of different frequency offsets, of synchronization 10 
code sequences Which are associated With the frequency 
offsets are stored, and 

12 
one synchronization code sequence is selected on the basis 

of the supplied frequency offset, and 
tWo or more successive zero crossing intervals of the 

received signal are stored continuously in a memory unit 
and are compared in the comparator unit With the 
selected synchronization code sequence, until 

a match is found betWeen a determined interval sequence 
and an interval sequence Which corresponds to the syn 
chronization code sequence. 


